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This invention relates to garments, and more 
particularly to undergarments, such as 'shorts' 
and the like, and has for its principal object to 
provide a Suitable reinforcement for the crotch 
and fly portions of the garment, which portions 
are Ordinarily subject to the greatest wear and 
tear and, consequently, have a tendency to rip or 
tear out more quickly than other portions of the 
garment due to the strains on seams during wear 
ing the garment and stresses incidental to put 
ting on and taking off the garment. 
Other objects of the invention are to provide a 

garment, the several parts of which wear uni 
formly; and to provide a garment which is com 
fortable to the wearer. 

In accomplishing these and other objects of 
the present invention, I have provided improved 
details of structure, the preferred form of which 
is illustrated in the accompanying drawing, 
wherein: 

Fig. 1 is a perspective view of a garment em 
bodying the features of the present invention. 

Fig. 2 is a vertical cross-section on the line 
2-2, Fig. 1. 

Fig. 3 is a detail front-elevational view show 
ing the reinforcement as it is applied to the gar 
ment. 

Fig. 4 is a detail plan view of one half of the 
reinforcement in disassembled relation to the 
garment. 

Fig. 5 is a detail plan view of the other half 
of the reinforcement in disassembled relation to 
the garment. 

Referring more in detail to the drawing: 
The invention generally consists of a garment 
having a reinforcing patch or the like 2, Fig. 2, 

fixed to the garment at the crotch and fly por 
tions thereof. 
The garment preferably consists of a body 

member 3 having a suitable waistband member 4, 
Which may be provided with elastic inserts 5 for 
fitting the garment about the waist of the wearer, 
fastening devices 6 also being provided on the fiy 
portion T of the garment for securing the upper 
front edges 8 of the garment together. Leg 
members 9 and to extend downwardly from the 
waistband at the front and sides of the garment 
and a seat member is provided, which is suit 
ably joined to the waistband, as at 2, and to the 
leg members, as at 3 and 4, Fig. 2. 
In wearing a garment of this character, the 

greatest strains are in the Crotch and fly seams 
thereof and the first signs of deterioration of the 
garment appear at those points. I, therefore, 
provide the garment with the reinforcing patch 

(C. 2-225) 
2 which preferably consists of a pair of mem 
bers 5 and 6, Figs. 4 and 5, which are prefer 
ably sewed to the garment, as clearly shown in 
Fig. 3. 
The member 5 comprises a blank having a top 

edge extending laterally from the fly portion 
7 at a point spaced above the lower extermity of 
the fly portion, side edges of the patch 5 extend 
ing outwardly and downwardly, as shown at 8, 
and downwardly and inwardly, as shown at 9, 
the edge 9 terminating in a point 20, which is 
Secured to the leg and Seat portions in the crotch 
of the garment as particularly shown in Fig. 2. 
The inner edge 2 of the patch 5 is coextensive 
With the Seam 4 of One leg of the garment and 
is notched and offset substantially midway there 
of as at 22 for folding the upper, inner edge 23 
of the patch inwardly on the dotted lines 24 
around the bottom flap portion of the fly, after 
Which it is stitched in such a manner that the 
end or corner 25 of the patch may be folded over 
upon itself to additionally COVer and reinforce 
the fly and patch portions. 
The patch 6 shown in Fig. 5 is of substantial 

ly similar shape With the exception that the ma 
terial above the offset and notch 26 on the upper 
inner edge of the patch 6 is of inwardly and up 
wardly curved conformation relative to the gar 
ment to which it is applied, as shown at 2, which 
adapts the upper inner edge of the patch 6 for 
folding Over and around the Outer flap portion 
of the fly, so that it may be secured, as shown at 
28, Fig. 1, in such a manner that the curved 
edge 27 thereof is coextensive with the inwardly 
curved lower edge 29 of the outer fly portion. 
The patch f6 is of substantially the same size 

as the patch 5 and is Secured to the garment, 
for example, by the stitches 30 in such a manner 
that the top edges 7 and 3 f of the patch mem 
bers are in alignment, in order to give the rein 
forced garment a uniform appearance. 
The edges of the offsets 22 and 26 are joined 

by Stitching, when the patches are applied to 
the garment, as shown at 32, in order to fasten 
the edges of the inner leg portions and lower ex 
'tremity of the fly portion together, thereby pro 
viding a plurality of thicknesses of material at 
the crotch portions of the garment to adequately 
strengthen same. 
The particiular advantage in a garment em 

bodying the features of the present invention is 
that the Wear on the garment as a Whole is uni 
form, due to reinforcing the parts of the garment 
which receive most of the Strains incidental to 
wearing a garment of this character, thus pre 
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2. 
venting that portion of the garment from Wear 
ing out more quickly than the other parts. The 
additional cost of Such reinforcement is negli 
gible; and the Wearing and comfort qualities are 
greatly enhanced. 
What I claim and desire to Secure by Letters 

Patent is: 
1. In a garment of the character described, a 

body member consisting of leg, seat, fly and waist 
members, the fly members having overlapping 
front and rear faces, and a reinforcement con 
sisting of a pair of patches secured to the leg and 
Seat members of the garment, said patches having 
coextensive top edges and having offset upper 
inner edges each folded around and secured to 
the adjacent fly members for Securing the 
patches to the garment and reinforcing the fly 
members. 

2. In a garment of the character described, a 
body member consisting of leg, seat, fly and waist 
members, the fly members having overlapping 
inner and outer faces, and a reinforcement con 
sisting of a pair of patches having lower inner 
adjacent portions secured to the leg and seat 
members of the garment, said patches having co 
extensive top edges and having offset upper inner 

2,134,939 
edges each folded around and secured to the 
adjacent fly members for Securing the patches to 
the garment and reinforcing the fly members, 
and having the edges of the lower inner adjacent 
portions coextensive with and secured to seams 
for joining said leg and seat portions. 

3. In a garment of the character described, 
a body member consisting of leg, Seat, fly and 
waist members, and a reinforcement consisting 
of a patch having adjacent lower inner portions 

... secured to the leg members of the garment and 
having upper inner portions each folded around 
and Secured to adjacent fly members for Se 
curing the patch to the garment and reinforcing 
the same. 

4. In a garment of the character described, a 
body member consisting of leg, seat, fly and waist 
members, and a reinforcement consisting of a 
pair of patches having adjacent lower inner por 
tions secured to the leg members of the garment : 
and having upper inner portions each folded 
around and secured to adjacent fly members for 
Securing the patches to the garment and rein 
forcing the same. - 

JULIAN F. GOODENOW. 
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