(51) International Patent Classification:
H01R 13/623 (2006.01)  H01R 13/04 (2006.01)

(21) International Application Number:
PCT/US2012/069847

(22) International Filing Date:

(25) Filing Language:
English

(26) Publication Language:
English

(30) Priority Data:

(71) Applicant: COOPER TECHNOLOGIES COMPANY
[US/US]; 600 Travis St., Suite 5600, Houston, TX 77002 (US).

(72) Inventors: ALDRICH, Alvah, Benjamin; 527 Castle
Street, Geneva, NY 14456 (US). TREIBLE, Daniel; 8810
Oswego Road, Clay, NY 13041 (US). MENZEL, Joseph,
Allen; 102 Seitz Drive, Camillus, NY 13031 (US).

(74) Agent: KING & SPALDING LLP; Attn: IP Docketing / SMITH, Timothy, M., 1100 Louisiana St., Suite 4000, Houston, TX 77002-5213 (US).


Published:
— with international search report (Art. 21(3))

[Continued on next page]

(54) Title: LOCKOUT TAGOUT PLUG SLEEVE

(57) Abstract: A lockout tagout hole that traverses at least one wall of a cylindrical body of a lockout tagout plug sleeve, where the lockout tagout hole securely receives a lockout tagout tag. Also disposed on the outer surface of the cylindrical body can be a polarizing slot, where the polarizing slot and an end of the wall of the sleeve are used to orient the position of the lockout tagout hole.
— before the expiration of the time limit for amending the
claims and to be republished in the event of receipt of
amendments (Rule 48.2(h))
LOCKOUT TAGOUT PLUG SLEEVE

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims priority under 35 U.S.C. § 119 to United States Provisional Patent Application Serial Number 61/570,537, titled "Lockout Tagout Plug Sleeve" and filed on December 14, 2011, the entire contents of which are hereby incorporated herein by reference.

TECHNICAL FIELD

[0002] Embodiments of lockout tagout plug sleeves relate generally to isolating a power source, and more particularly to systems, methods, and devices for facilitating a lockout tagout tag on a high amperage electrical connector.

BACKGROUND

[0003] A plug sleeve can be used to protect one or more pins of an electrical plug connector. The plug sleeve can be mechanically coupled to the electrical plug connector and have one or more of a number of features. For example, a plug sleeve can have a slot to help align the plug connector with a corresponding receptacle that receives the plug connector.

[0004] The use of lockout tagout procedures helps ensure safe operations and maintenance of power equipment. A lockout tagout on a sleeve for a high amperage electrical plug helps ensure that the plug cannot be engaged in its corresponding receptacle during maintenance and repair of associated equipment. The location of a lockout tagout should be visible and convenient to access.

SUMMARY

[0005] In general, in one aspect, the disclosure relates to a lockout tagout plug sleeve for an electrical connector. The lockout tagout plug sleeve can include a cylindrical body having at least one wall having a length between a first end and a second end, where the at least one wall forms a cavity, and where the cavity receives, toward the second end, an electrical plug assembly. The lockout tagout plug sleeve can also include a polarizing slot disposed on an outer surface of the at least one wall along the length of the at least one wall. The lockout tagout plug sleeve can further
include a lockout tagout hole configured to receive a lockout tagout tag, where the lockout tagout hole traverses the at least one wall at a first distance from the first end and is oriented relative to the polarizing slot and the first end.

[0006] In another aspect, the disclosure can generally relate to an electrical connector. The electrical connector can include a plug assembly having a plurality of pins. The electrical connector can also include a lockout tagout plug sleeve mechanically coupled to the plug assembly. The lockout tagout plug sleeve can include a cylindrical body having at least one wall having a length between a first end and a second end, where the at least one wall forms a cavity, and where the cavity receives, toward the second end, the plurality of pins. The lockout tagout plug sleeve can also include a polarizing slot disposed on the outer surface of the at least one wall. The lockout tagout plug sleeve can further include a lockout tagout hole configured to receive a lockout tagout tag, where the lockout tagout hole traverses the at least one wall at a distance from the first end and is oriented relative to the polarizing slot and the first end.

[0007] These and other aspects, objects, features, and embodiments will be apparent from the following description and the appended claims.
BRIEF DESCRIPTION OF THE DRAWINGS

[0008] The drawings illustrate only example embodiments of lockout tagout plug sleeves and are therefore not to be considered limiting of its scope, as the lockout tagout plug sleeves may admit to other equally effective embodiments. The elements and features shown in the drawings are not necessarily to scale, emphasis instead being placed upon clearly illustrating the principles of the example embodiments. Additionally, certain dimensions or positionings may be exaggerated to help visually convey such principles. In the drawings, reference numerals designate like or corresponding, but not necessarily identical, elements.

[0009] Figure 1 shows a lockout tagout plug sleeve in accordance with one or more example embodiments.

[0010] Figures 2A and 2B show different views of a lockout tagout plug sleeve in accordance with one or more example embodiments.

[0011] Figure 3 shows an example connector that includes a lockout tagout plug sleeve in accordance with one or more example embodiments.

[0012] Figure 4 shows a cross-sectional perspective side view of an example electrical connector system that includes a lockout tagout plug sleeve in accordance with one or more example embodiments.

DETAILED DESCRIPTION OF EXAMPLE EMBODIMENTS

[0013] Example embodiments of lockout tagout plug sleeves will now be described in detail with reference to the accompanying figures. Like, but not necessarily the same or identical, elements in the various figures are denoted by like reference numerals for consistency. In the following detailed description of the example embodiments, numerous specific details are set forth in order to provide a more thorough understanding of the disclosure herein. However, it will be apparent to one of ordinary skill in the art that the example embodiments herein may be practiced without these specific details. In other instances, well-known features have not been described in detail to avoid unnecessarily complicating the description. As used herein, a length, a width, and height can each generally be described as lateral directions.

[0014] Embodiments of lockout tagout plug sleeves are directed to high-amperage electrical connectors that are unplugged from its corresponding receptacle
in order to perform maintenance and/or repair on associated equipment. In one or more example embodiments, a lockout tagout plug sleeve includes a lockout tagout hole that traverses at least one side of a cylindrical body of the sleeve. The embodiments described herein may provide several advantages, including but not limited to easier access to secure and unsecure a lockout tagout tag, less likelihood of causing damage to portions of the electrical plug when securing and unsecuring a lockout tagout tag, and easy visibility of a lockout tagout tag that is affixed to a plug through the lockout tagout hole.

[0015] In addition, example embodiments of lockout tagout plug sleeve configurations may be based on one or more of a number of variables, including but not limited to connector pin configuration, plug size, amperage rating, and conductor size. Further, example embodiments of lockout tagout plug sleeves may be compliant with one or more of a number of standards. One such standard is UL 1686 set by Underwriters Laboratories. Another such standard is CSA C22.2 No. 182.1 set by the Canadian Standards Association. In addition, the lockout tagout plug sleeves described herein may be made of one or more of a number of suitable materials, including but not limited to metal. Example embodiments may be directed to metal (not plastic) lockout tagout plug sleeves that meet the standards set forth in UL 1686, CSA C22.2 No. 182.1, and/or any other suitable standard.

[0016] Example embodiments of lockout tagout plug sleeves now will be described more fully hereinafter with reference to the accompanying drawings, in which example embodiments of lockout tagout plug sleeves are shown. Lockout tagout plug sleeves may, however, be embodied in many different forms and should not be construed as limited to the example embodiments set forth herein; rather, these example embodiments are provided so that this disclosure will be thorough and complete, and will fully convey the scope of lockout tagout plug sleeves to those skilled in the art. Like elements in the various figures are denoted by like reference numerals for consistency.

[0017] Figure 1 shows a lockout tagout plug sleeve 100 in accordance with one or more example embodiments. The cylindrical body 110 of the lockout tagout plug sleeve 100 includes at least one wall 111. The at least one wall 111 can have a first end 116 (also called a sleeve face) that couples to a receptacle (not shown) and a second end 118 that couples to a plug assembly (not shown). The at least one wall 111 of the lockout tagout plug sleeve 100 can be made of an electrically conductive
and/or an electrically non-conductive material.

In one or more example embodiments, the at least one wall 111 of the cylindrical body 110 is of a finite thickness, and so forms a cavity 130. The cavity 130 may have a height that is substantially similar to the length of the at least one wall 111. In addition, or in the alternative, the cavity 130 can have a width that is wide enough to receive one or more connector pins (shown in Figure 3 below), which in turn are configured to mate with receiving pin holes of the corresponding receptacle. When multiple connector pins are positioned in the cavity 130 of the cylindrical body 110, one of the pins may be shorter than the other pins. In such a case, the shorter pin may be a grounding conductor or a grounding pin.

The thickness, length, and/or the shape (in this example, circular) of the at least one wall 111 of the cylindrical body 110 (and, thus, the size and shape of the cavity 130) may be any suitable thickness, length, and/or shape to allow coupling of the lockout tagout plug sleeve 100 to a corresponding receptacle. Likewise, the size and shape of the first end 116 (here, shown with a beveled edge) and the second end 118 (here, shown with a protruding collar 117 and a ground strap receiver 125) may be any suitable size and shape to allow coupling of the lockout tagout plug sleeve 100 to the corresponding receptacle and/or a corresponding plug assembly, respectively.

The protruding collar 117 can be an optional feature of the lockout tagout plug sleeve 100. The protruding collar 117 of the second end 118 can have a larger outer diameter than the outer diameter of the wall 111. Alternatively, or in addition, the protruding collar 117 of the second end 118 can have a smaller outer diameter than the outer diameter of the wall 111. The protruding collar 117 can help secure the lockout tagout plug sleeve 100 within the plug assembly by having features (e.g., a larger outer diameter compared to the outer diameter of the wall 111) that fit within complementary features of the plug assembly. An example of how the protruding collar 117 secures the lockout tagout plug sleeve 100 to the plug assembly are shown in Figure 4 below.

In certain example embodiments, the optional ground strap receiver 125 protrudes away from a top side of the second end 118. The ground strap receiver 125 can have one or more of a number of features that secure a ground strap within the plug assembly. Such features can include, but are not limited to, an aperture, a clip, a clamp, and a slot. When a ground strap of the plug assembly is mechanically
coupled to the ground strap receiver 125, a uniform ground is applied to the lockout tagout plug sleeve 100 and the plug assembly. The ground strap receiver 125 can be made of one or more of a number of electrically conductive materials, which may be the same or different than the material of the at least one wall 111.

Such dimensions of the at least one wall 111, as well as other features of the lockout tagout sleeve 100, can be sized to correspond with an appropriate current rating, voltage rating, and/or any other type of rating of the electrical connector. For example, if an electrical connector is rated for 400 Amperes (A), then the dimensions of the lockout tagout sleeve 100 must be suitable to maintain the 400A rating of the electrical connector when the lockout tagout sleeve 100 is mechanically coupled to the electrical plug assembly.

In one or more example embodiments, the lockout tagout plug sleeve 100 also includes at least one pair of locking receivers 106 disposed at least on the outer surface of the at least one wall 111 of the cylindrical body 110. The pair of locking receivers 106 can be disposed along the length of the at least one wall 111 of the cylindrical body 110. The locking receivers 106 are a type of safety feature. Each of the locking receivers 106 may receive a mating device from the corresponding receptacle and/or plug assembly. The mating device may engage one or both of the pair of locking receivers 106 when the plug assembly and corresponding receptacle are engaged and when current is flowing through the plug assembly and corresponding receptacle. Each locking receiver 106 of the pair of locking receivers may be positioned at some distance from the first end 116 and on opposite sides of the cylindrical body 110, as shown in Figure 1. The locking receivers 106 may be of any shape, size, and configuration suitable to securely receive the mating devices of the corresponding receptacle and/or plug assembly. In the example embodiment shown in Figure 1, the locking receivers 106 are holes that traverse the wall 111 of the cylindrical body 110.

In one or more example embodiments, the lockout tagout plug sleeve 100 also includes a polarizing slot 114. The polarizing slot 114 is disposed on the cylindrical body 110 and helps ensure that the plug assembly is properly oriented in order to mate with the corresponding receptacle. The polarizing slot 114 may be any feature on the lockout tagout plug sleeve 100 that allows for a discrete number of orientations of the plug assembly relative to mating with the corresponding receptacle. The polarizing slot 114 of Figure 1 is a linear groove disposed along the length
(carved into the outer surface, in this example) of the wall 111.

[0025] In one or more example embodiments, the lockout tagout plug sleeve 100 also includes a lockout tagout hole 102. The lockout tagout hole 102 is an aperture that traverses the wall 111 and has dimensions (e.g., shape, width) to receive a lockout tagout tag. A lockout tagout tag can be a physical tag with wording to warn that the device to which the lockout tagout tag is attached is not to be started, used, or otherwise operated. A lockout tagout tag may also be known by other names, including but not limited to a hold tag. The lockout tagout tag includes a feature (e.g., a cable tie, a metal wire, a clamp) that traverses the lockout tagout hole 102, and that physically attaches to the lockout tagout tag and to itself.

[0026] In Figure 1, the lockout tagout hole 102 traverses a wall 111 of the cylindrical body 110 at some distance from the first end 116 of the cylindrical body 110. For example, the lockout tagout hole 102 can be located approximately 0.41 inches from the first end 116. Such a distance can be measured from an approximate center of the lockout tagout hole 102, the top of the lockout tagout hole 102, the bottom of the lockout tagout hole 102, or any other location on or proximate to the lockout tagout hole 102. Thus, the lockout tagout hole 102 is configured to receive one or more lockout tagout tags. In this example, the lockout tagout hole 102 is positioned closer to the first end 116 of the cylindrical body 110 when compared to the position of the locking receivers 106 from the first end 116 of the cylindrical body 110.

[0027] The lockout tagout hole 102 may traverse the wall 111 of the cylindrical body 110 at one of a number of locations. Specifically, the location of the lockout tagout hole 102 on the lockout tagout plug sleeve 100 can be described with respect to a distance (in a horizontal direction) from the first end 116 and/or with respect to an angle (in a vertical direction) from the polarizing slot 114. For example, the lockout tagout hole 102 can be positioned approximately 0.5 inches from the first end 116 and approximately 15° to the left of (counterclockwise from) the polarizing slot 114. In addition, or in the alternative, the position of the lockout tagout hole 102 can be described with respect to one or more other features of the lockout tagout plug sleeve 100, including but not limited to the second end 118 and the pair of locking receivers 106.

[0028] In addition, or in the alternative, the position of the lockout tagout hole 102 on the lockout tagout plug sleeve 100 can be described in one or more other
ways. For example, the position of the lockout tagout hole 102 on the lockout tagout plug sleeve 100 can be described in terms of clock position, where in the example embodiment shown in Figure 1, the lockout tagout hole 102 is located (looking from the first end 116) at about 11:15, where 12:00 is represented by the polarizing slot 114. Further, the lockout tagout hole 102 of example Figure 1 is located closer to the first end 116 of the cylindrical body 110 than is the pair of locking receivers 106. In addition, along the length of the wall 111 of the lockout tagout plug sleeve 100, the lockout tagout hole 102 is not aligned with either of the pair of locking receivers 106.

Any measure of the lockout tagout hole 102 relative to the polarizing slot 114 can be made from the center of the lockout tagout hole 102 and/or the polarizing slot 114, from the left side of the lockout tagout hole 102 and/or the polarizing slot 114, the right side of the lockout tagout hole 102 and/or the polarizing slot 114, and/or any other location on or proximate to the lockout tagout hole 102 and/or the polarizing slot 114.

One or more of a number of features (e.g., dimensions of the at least one wall 111, orientation of the pair of locking receivers 106) of the lockout tagout plug sleeve 100 can be used to categorize a style of the lockout tagout plug sleeve 100. A number of styles for the lockout tagout plug sleeve 100 can exist and can follow protocols set by industry standards, manufacturer's specifications, and/or some other entity or protocol. For example, a lockout tagout plug sleeve 100 can have a style 1, a style 2, or a style 1 and 2.

The following table provides example dimensions and/or categorizations for various example lockout tagout plug sleeves. The positions listed are the position of the lockout tagout hole 102 relative to the polarizing slot 114, in degrees, traveling in a clockwise direction from the polarizing slot 114.
TABLE 1: Example characteristics of a lockout tagout plug sleeve.

<table>
<thead>
<tr>
<th>Sleeve Outer Diameter (inches)</th>
<th>Current Rating (A)</th>
<th>Location from first end (inches)</th>
<th>Style</th>
<th>Position (°)</th>
<th>Rating</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.28</td>
<td>315</td>
<td>0.41</td>
<td>1</td>
<td>30</td>
<td></td>
</tr>
<tr>
<td>1.865</td>
<td>112.5</td>
<td>0.41</td>
<td>1</td>
<td>30</td>
<td></td>
</tr>
<tr>
<td>1.865</td>
<td>135</td>
<td>0.41</td>
<td>1</td>
<td>30</td>
<td></td>
</tr>
<tr>
<td>1.853</td>
<td>45</td>
<td>0.41</td>
<td>2</td>
<td>30</td>
<td></td>
</tr>
<tr>
<td>2.28</td>
<td>67.5</td>
<td>0.41</td>
<td>2</td>
<td>30</td>
<td></td>
</tr>
<tr>
<td>1.865</td>
<td>90</td>
<td>0.41</td>
<td>2</td>
<td>30</td>
<td></td>
</tr>
<tr>
<td>1.854</td>
<td>134.5</td>
<td>0.41</td>
<td>1</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.736</td>
<td>180</td>
<td>0.41</td>
<td>1</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.724</td>
<td>135</td>
<td>0.41</td>
<td>1</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.725</td>
<td>60</td>
<td>0.41</td>
<td>2</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.234</td>
<td>60</td>
<td>0.41</td>
<td>2</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.540  +.010</td>
<td>45</td>
<td>0.41</td>
<td>1</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>.006</td>
<td>67.5</td>
<td>0.41</td>
<td>2</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.24</td>
<td>67.5</td>
<td>0.41</td>
<td>2</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.546</td>
<td>134.5</td>
<td>0.41</td>
<td>1</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.736</td>
<td>135</td>
<td>0.41</td>
<td>1</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.725</td>
<td>60</td>
<td>0.41</td>
<td>2</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.234</td>
<td>60</td>
<td>0.41</td>
<td>2</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>+.005 -.010</td>
<td>90</td>
<td>0.41</td>
<td>2</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.540</td>
<td>90</td>
<td>0.41</td>
<td>2</td>
<td>60</td>
<td></td>
</tr>
<tr>
<td>2.7295</td>
<td>67.5</td>
<td>0.41</td>
<td>1</td>
<td>100</td>
<td></td>
</tr>
<tr>
<td>2.59</td>
<td>22.5</td>
<td>0.41</td>
<td>1</td>
<td>100</td>
<td></td>
</tr>
<tr>
<td>2.48</td>
<td>45</td>
<td>0.41</td>
<td>1</td>
<td>100</td>
<td></td>
</tr>
<tr>
<td>2.730</td>
<td>270</td>
<td>0.41</td>
<td>1</td>
<td>100</td>
<td></td>
</tr>
<tr>
<td>2.59</td>
<td>67.5</td>
<td>0.41</td>
<td>2</td>
<td>100</td>
<td></td>
</tr>
<tr>
<td>2.480</td>
<td>0</td>
<td>0.41</td>
<td>2</td>
<td>100</td>
<td></td>
</tr>
<tr>
<td>2.730</td>
<td>45</td>
<td>0.41</td>
<td>2</td>
<td>100</td>
<td></td>
</tr>
<tr>
<td>3.724</td>
<td>45</td>
<td>0.41</td>
<td>2</td>
<td>200 ½</td>
<td></td>
</tr>
<tr>
<td>4.103</td>
<td>4.098</td>
<td>0.41</td>
<td>2</td>
<td>200</td>
<td></td>
</tr>
<tr>
<td>4.656</td>
<td>45</td>
<td>0.41</td>
<td>1/2</td>
<td>400</td>
<td></td>
</tr>
<tr>
<td>2.73</td>
<td>.41</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Figures 2A and 2B show different views of another example lockout tagout plug sleeve 200 in accordance with one or more example embodiments. As described above with respect to Figure 1, the lockout tagout plug sleeve 200 shown in Figures 2A and 2B includes a cylindrical body 210 that includes at least one wall 211 that forms a cavity 230. The wall 211 includes a first end 216, a second end 218, a polarizing slot 214, a pair of locking receivers 206, and a lockout tagout hole 202.
In this example, the cavity 211, the first end 216, the second end 218, the polarizing slot 214, and the lockout tagout hole 202 are substantially similar to the corresponding elements described above with respect to Figure 1. In this example, the lockout tagout plug sleeve 200 of Figure 2, the lockout tagout hole 202 is located at approximately 9:00, where 12:00 is represented by the polarizing slot 214. Further, the pair of locking receivers 206 are substantially similar to those described above with respect to Figure 1, except that in Figures 2A and 2B the pair of locking receivers 206 are parallel slots disposed laterally on the outer surface of the wall 211 of the cylindrical body 210, and the pair of locking receivers 206 do not completely traverse or pierce the wall 211 of cylindrical body 210.

Figure 3 shows an example connector 300 (also called an electrical connector) that includes a lockout tagout plug sleeve 301 in accordance with one or more example embodiments. The lockout tagout plug sleeve 301 of Figure 3 is substantially similar to the lockout tagout plug sleeve 200 of Figures 2A and 2B above. In addition to the lockout tagout plug sleeve 301, the connector 300 includes a plug assembly 370. The plug assembly 370 includes three connector pins (two standard connector pins 342 and a ground pin 340), a connecting collar 320, and a body 324. In the example connector 300 of Figure 3, the lockout tagout hole 302 of the lockout tagout sleeve 301 is located at approximately 6:00, where 12:00 is represented by the polarizing slot 314. As described above, the lockout tagout hole 302 is positioned closer to the ground pin 340 of the plug assembly 370 than the other standard connector pins 342. Alternatively, the lockout tagout hole 302 may be positioned closer to one of the standard connector pins 342 than the ground pin 340.

In one or more example embodiments, the connecting collar 320 is used to couple the lockout tagout plug sleeve 301 to the body 324 of the plug assembly 370, where the body houses the conductors that connect to the standard connector pins 342 and/or the ground pin 340. The connector 300 may include one or more other elements and/or have one or more other configurations. The lockout tagout plug sleeve 301 may be configured to mechanically couple to the plug assembly 370 and/or to the corresponding receptacle (not shown).

The pins (e.g., the connector pins 342, the ground pin 340) of the plug assembly 370 can be of any number (e.g., 2, 3, 4, 5) and be of the same and/or different lengths and/or widths relative to each other. In certain example embodiments, the pins of the plug assembly do not include a ground pin 340.
Alternatively, when the pins of the plug assembly include a ground pin 340, the ground pin 340 can have the same and/or different length and/or a same and/or different width as the remainder of the pins (e.g., the connector pins 342).

Figure 4 shows a cross-sectional perspective side view of an example electrical connector system 400 that includes a lockout tagout plug sleeve in accordance with one or more example embodiments. Specifically, the system 400 of Figure 4 includes the connector 300 of Figure 3 coupled to a corresponding receptacle 450. The various components (e.g., lockout tagout plug sleeve 301, plug assembly 370) of the system 400 are substantially the same as the corresponding components described above. Differences, alternatives, and/or additions to what has previously been described are described below. Example embodiments are not limited to the configuration shown in Figure 4 and discussed herein.

The receptacle 450 includes a receptacle body 452 that houses a receptacle insulator 454. In certain example embodiments, there is a gap between the receptacle body 452 and the receptacle insulator 454. When the receptacle 450 is mechanically coupled to the connector 300, the lockout tagout plug sleeve 301 slides into the gap between the receptacle body 452 and the receptacle insulator 454. Further, as the receptacle 450 is mechanically coupled to the connector 300, the conductor pins 458 and the ground pin 456 is inserted into the connector pins 342 and the ground pin 340, respectively, of the plug assembly 370. In certain example embodiments, the conductor pins 458 and the ground pin 456 are disposed within the receptacle insulator 454.

In this example, the ground pin 340 and the connector pins 342 of the plug assembly 370 have cavities, into which the ground pin 456 and conductor pins 458 of the receptacle 450 are disposed when the receptacle 450 and the plug assembly 370 are coupled to each other. Alternatively, the ground pin 456 and/or the conductor pins 458 of the receptacle 450 can have cavities, into which the ground pin 340 and/or the connector pins 342 of the plug assembly 370 can be disposed when the receptacle 450 and the plug assembly 370 are coupled to each other.

As can be seen in Figure 4, the lockout tagout plug sleeve 301 is mechanically coupled to the plug assembly 370. Specifically, the lockout tagout plug sleeve 301 is positioned between the plug body 443 and the plug insulator 441 of the plug assembly 370. The lockout tagout hole 302 can be seen positioned adjacent to the ground pin 340 of the plug assembly 370 and the ground pin 456 of the receptacle
Specifically, the ground pin 340 and the ground pin 456 are positioned within the cavity 330 of the lockout tagout plug sleeve 301 closer to the lockout tagout hole 302 than any of the connector pins 342 or the conductor pins 458.

Example embodiments of the lockout tagout plug sleeve allow for easier application of a lockout tagout tag to a plug assembly. Application of the lockout tagout tag to the plug assembly is important to the safety of electricians, mechanics, and other personnel that work with or near electrical components. When the lockout tagout tag is applied to the lockout tagout hole of the example lockout tagout plug sleeve, an electrical connection using the plug assembly cannot be achieved. Thus, the associated system remains de-energized and safe for workers to perform maintenance work on the associated system.

Accordingly, many modifications and other embodiments set forth herein will come to mind to one skilled in the art to which lockout tagout plug sleeves pertain having the benefit of the teachings presented in the foregoing descriptions and the associated drawings. Therefore, it is to be understood that lockout tagout plug sleeves are not to be limited to the specific embodiments disclosed and that modifications and other embodiments are intended to be included within the scope of this application. Although specific terms are employed herein, they are used in a generic and descriptive sense only and not for purposes of limitation.
What is claimed is:

1. A lockout tagout plug sleeve for an electrical connector, the lockout tagout plug sleeve comprising:
   a cylindrical body comprising at least one wall having a length between a first end and a second end, wherein the at least one wall forms a cavity, wherein the cavity receives, toward the second end, an electrical plug assembly;
   a polarizing slot disposed on an outer surface of the at least one wall along the length of the at least one wall; and
   a lockout tagout hole configured to receive a lockout tagout tag, wherein the lockout tagout hole traverses the at least one wall at a first distance from the first end and is oriented relative to the polarizing slot and the first end.

2. The lockout tagout plug sleeve of claim 1, wherein the electrical plug assembly comprises a plurality of pins that are positioned within the cavity when the electrical plug assembly is coupled to the second end of the cylindrical body, wherein the plurality of pins comprises a ground pin that has a length different from that of a remainder of the plurality of pins.

3. The lockout tagout plug sleeve of claim 2, wherein the ground pin is positioned within the cavity closer to the lockout tagout hole than any of the remainder of the plurality of pins.

4. The lockout tagout plug sleeve of claim 1, further comprising:
   a pair of locking receivers disposed on the outer surface of the at least one wall, wherein each locking receiver of the pair of locking receivers is positioned at a second distance from the first end and on opposite sides of the cylindrical body, wherein the first distance is greater than the second distance.
5. The lockout tagout plug sleeve of claim 1, wherein the lockout tagout hole is located approximately 0.41 inches from the first end and approximately 15° counterclockwise from the polarizing slot.

6. The lockout tagout plug sleeve of claim 1, wherein the second end comprises a ground strap receiver that protrudes away from a top side of the second end.

7. The lockout tagout plug sleeve of claim 1, wherein the ground strap receiver is made of an electrically conductive material and comprises at least one feature for securing a ground strap.

8. The lockout tagout plug sleeve of claim 1, wherein the second end comprises a protruding collar extends radially away from the at least one wall, wherein a first outer diameter of the protruding collar is greater than a second outer diameter of the at least one wall.

9. The lockout tagout plug sleeve of claim 1, wherein the electrical plug assembly complies with standard UL 1686 set by Underwriters Laboratories.
10. An electrical connector, comprising:
   a plug assembly comprising a plurality of pins; and
   a lockout tagout plug sleeve mechanically coupled to the plug assembly,
   wherein the lockout tagout sleeve comprises:
   a cylindrical body comprising at least one wall having a length
   between a first end and a second end, wherein the at least one
   wall forms a cavity, wherein the cavity receives, toward the
   second end, the plurality of pins;
   a polarizing slot disposed on the outer surface of the at least one wall;
   and
   a lockout tagout hole configured to receive a lockout tagout tag,
   wherein the lockout tagout hole traverses the at least one wall
   at a distance from the first end and is oriented relative to the
   polarizing slot and the first end.

11. The electrical connector of claim 10, wherein the plurality of pins comprises a
ground pin that has a substantially similar length to that of a remainder of the
plurality of pins.

12. The electrical connector of claim 10, wherein the plurality of pins lacks a ground
pin.

13. The electrical connector of claim 10, further comprising:
   a receptacle removably coupled to the plug assembly and the lockout tagout
   plug sleeve.

14. The electrical connector of claim 13, wherein the receptacle comprises a feature
that corresponds to and mechanically couples to the polarizing slot of the lockout
tagout plug sleeve.

15. The electrical connector of claim 10, wherein the plug assembly is rated for 400
Amperes.

16. The electrical connector of claim 10, further comprising:
a lockout tagout tag that is removably coupled to the lockout tagout plug sleeve by traversing the lockout tagout hole.

17. The electrical connector of claim 16, wherein the lockout tagout tag, when coupled to the lockout tagout plug sleeve by traversing the lockout tagout hole, prevents a receptacle from mechanically coupling to the plug assembly.

18. The electrical connector of claim 10, wherein the lockout tagout further comprises a pair of locking receivers disposed on the outer surface of the at least one wall.

19. The electrical connector of claim 18, wherein each of the pair of locking receivers is an aperture that traverses the at least one wall.

20. The electrical connector of claim 18, wherein the pair of locking receivers are parallel slots disposed laterally on the outer surface of the at least one wall.
A. CLASSIFICATION OF SUBJECT MATTER

HOIR 13/623(2006.01), HOIR 13/04(2006.01)

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

HOIR 13/623; E05C 3/06; F16L 55/10; F16L 37/08; E05B 63/00; H01R 13/62; H01R 24/02; E05B 29/04

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Korean utility models and applications for utility models

Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

eKOMPASS(KIPO internal) & Keywords: plug, lockout, tagout, sleeve, receptacle

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 2011-0294331 A1 (NORIHUMI IJIMA) 01 December 2011 See abstract, paragraphs [0023]-[0039] and figures 1-4.</td>
<td>1-20</td>
</tr>
<tr>
<td>Y</td>
<td>US 7976072 B2 (JOSEPH EDWARD PARRISH) 12 July 2011 See abstract, column 2, lines 58-67, column 3, lines 4-19, column 4, lines 65-67, column 5, lines 1-41 and figures 1, 6-7.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>JP 2000-252024 A (D D K LTD.) 14 September 2000 See paragraphs [0010]-[0020] and figure 2.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 4009588 A (HARRY c. MILLER et al.) 22 February 1977 See column 3, lines 41-68, column 5, lines 60-68 and figure 1.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 6188180 B1 (RUDOLF MOLLER et al.) 13 February 2001 See column 4, lines 36-67, column 5, lines 1-45 and figure 1.</td>
<td>1-20</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search 29 April 2013 (29.04.2013)

Date of mailing of the international search report 29 April 2013 (29.04.2013)

Name and mailing address of the ISA/KR

Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daejeon Metropolitan City- 305-701, Republic of Korea

Facsimile No. 82-42-472-7140

Authorized officer

KIM, Sung Gon

Telephone No. 82-42-481-8746
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>EP 2290757 A4</td>
<td>31.08.2011</td>
</tr>
<tr>
<td>US 4008588 A</td>
<td>22.02.1977</td>
<td>JP 52-132999 A</td>
<td>08.11.1977</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 19852395 A1</td>
<td>09.12.1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 19852395 C2</td>
<td>27.02.2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0961071 A2</td>
<td>01.12.1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0961071 A3</td>
<td>21.03.2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX PA99004776 A</td>
<td>06.09.2005</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (July 2009)