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(57) ABSTRACT 

Methods and Systems are disclosed for monitoring activity 
of a user on a network component, Such as an end user 
computer, in a virtual private network for adherence to a 
Security enforcement provision or policy utilized in the 
Virtual private network. A method of determining whether a 
Security provision in a computer network has been violated 
is described. It is determined whether the network compo 
nent has violated, modified or circumvented a Security 
enforcement provision of the computer network. If the 
detection is affirmative, the network component, Such as an 
end user System, is modified in a manner in which the 
computer network operates at a level appropriate to the 
degree of the Violation, modification, or circumvention of 
the Security enforcement provision. If instructed to do So, a 
third party operating the Virtual private network is notified of 
the violation and access to the network by the network 
component is restricted or terminated. A Security enforce 
ment distributed System consists of an agent module on the 
end user computer and a collector module for receiving data 
from the agent on a Security Server computer coupled to a 
data repository. Also on the Security Serer are a policy 
inspector for checking compliance with a Security provision 
and a notifier and acceSS control module for informing the 
network operator of a violation and restricting access by the 
end user System to the Security Server. 

8 
Service 
Provider 
Sewer 

collector 10 
/Policy Inspector 112 

Y Notifier 14 
9 Watch Monitor 
e Acknowledger 

Access Contro 8 

136 18 
Firewal Datapase 

. . . .---- 
Report Data 120 

138 m 

- WPN Head- .Violation Log 122 
ed Rule Sets 124 

User Company Data 14 
28 
Exception Notification 
128 : 

Activity History 130 
Proactive Monitoring r 
34 

  



Patent Application Publication Jan. 12, 2006 Sheet 1 of 15 
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Fig.2B 
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Fig. 3B 
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METHOD AND APPARATUS FOR MONITORING 
COMPUTER NETWORK SECURITY 

ENFORCEMENT 

BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention relates generally to computer 
network Security Software. More Specifically, it relates to 
distributed Software and network components for monitor 
ing user actions effecting measures taken for computer 
network Security enforcement. 
0003 2. Discussion of Related Art 
0004. With the advent of the Internet and rapid growth of 
“telecommuting and working while traveling, computer 
network and data Security has become increasingly impor 
tant. Consequences of violations of an entity's network 
Security policies can be catastrophic. Huge amounts of data, 
including highly Sensitive data, can be exposed to the public 
and especially individuals looking for loopholes in a com 
pany's network Security. 
0005. It is common practice now for a company, entity or 
organization to have Some type of network Security enforce 
ment if the company allows its employees to work from 
home, use laptops while traveling, working from Satellite 
offices, or simply using a desktop computer on the compa 
ny's premises. For example, a firewall program typically 
runs on a server that checks data coming in and out of a 
company's internal network. Typically, companies are con 
cerned with external entities entering their private network 
and corrupting or exposing Sensitive data. There are a large 
number of programs and tools a company can employ to 
Secure its network. 

0006 A specific category or type of network is a virtual 
private network or VPN. A VPN is made up of computer 
WorkStations that are physically located outside a company's 
network. The most common example is a WorkStation 
located at an employee's home office. This workStation, for 
example a PC or Mac, may be the property of the employee 
and is being used for work and to access company resources 
in addition to normal home use. However, because it is being 
used for work and is using a public network, Such as the 
Internet, to access company resources, the company requires 
that the computer execute network Security enforcement 
Software. It is crucial that this enforcement Software, 
whether it is a Single program or a bundle of programs, 
operate when expected and not be modified, adjusted, by 
passed or shut down. In many cases the user may not be 
aware of the network Security Software installed on the 
computer by the company, for example with company 
laptops and desktop computers. AS Such, in Some instances, 
a user may not be aware that he or she is violating a company 
Security policy or Somehow effecting the operation of a 
Security program. Such inadvertent or unintentional viola 
tions can be as dangerous as intentional or malicious vio 
lations. 

0007 AS mentioned, the number of security enforcement 
programs available for workstations on a VPN and other 
types of networks has grown considerably. As a result, 
monitoring whether Security programs on a particular work 
Station are operating and actually enforcing Security policies 
have become an important aspect of a company's network 
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Security Scheme. Some WorkStations can have numerous 
Separate programs for enforcing Security and all need to be 
functioning when the computer is in use. A company needs 
to know whether any of the Security enforcement programs 
have been shut off, modified or simply not functioning 
properly. However, there are no effective tools to allow a 
company to effectively manage and monitor its VPN or 
computer network Security enforcement policy, typically 
implemented through specific network Security Software 
programs. In addition, other computer network Security 
devices, Such as by Info Express and Sygate, are not 
functional if not connected to a network or VPN Thus, they 
cannot ensure that Security provisions are abided by when 
they are not connected to a VPN. 
0008. Therefore, what is needed is a method and system 
for allowing an entity to effectively monitor and manage its 
computer network Security policy. In addition, Such a 
method and System should alert the entity when a network 
Security policy has been violated and take certain actions 
when violations occur. 

SUMMARY OF THE PREFERRED 
EMBODIMENTS 

0009. To achieve the foregoing, methods and systems are 
disclosed for monitoring the activity of a user on a network 
component in a virtual private network for abidance by a 
Security enforcement provision utilized in Virtual private 
network. In one aspect of the present invention, a method of 
determining whether a Security provision in a computer 
network has been violated is described. It is determined 
whether a network component has violated, modified or 
circumvented a Security enforcement provision of the com 
puter network. If the detection is affirmative, the network 
component, Such as an end user System, operates at a level 
that is appropriate to the Severity or level of the violation, 
modification, or circumvention as determined by the com 
puter network operator. 

0010. In another aspect of the present invention, a 
method of monitoring abidance of a network component by 
a Security enforcement provision utilized in a computer 
network includes detecting whether the network component 
has violated, modified or circumvented the Security enforce 
ment provision of the computer network. It is then deter 
mined whether an enforcement provision monitoring mod 
ule has been violated, modified or circumvented. If either 
detection is affirmative, the network component is acted 
upon in a manner appropriate given the level or Severity of 
the violation or modification as determined by a network 
operator. The method also includes comparing a profile 
record containing information on the network component to 
a rule Set defining a Security policy and notifying an operator 
of the computer network if either detection is affirmative. 
0011. In another aspect of the present invention, a system 
for monitoring abidance by a network Security provision 
present in a network is described. The System includes an 
agent module residing on an end user System which collects 
data on the System and transmits it to a Security Server. The 
Security Server, under control of a Security Service provider, 
contains multiple components for receiving and inspecting 
data. Also under control of a Security Service provider is a 
Security database containing end user System data and 
Security rule data, wherein the Security Server and the 
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Security database are in direct communication. Also con 
tained on the Security Server is a notification module capable 
of notifying a third party of a Security violation. The 
notification can also include restricting access of the end 
user System to other components in the network. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012 FIG. 1 is an illustration of the various network 
components and resources for monitoring a WorkStation in a 
network in accordance with one embodiment of the present 
invention. 

0013 FIGS. 2A and 2B are flow diagrams of an instal 
lation process for the monitoring client module on an 
end-user System in accordance with one embodiment of the 
present invention. 

0014 FIGS. 3A and 3B are flow diagrams of a process 
of creating an entry for a new end user on the Server in 
accordance with one embodiment of the present invention. 
0015 FIGS. 4A and 4B are flow diagrams of a process 
of collecting and reporting end user System information on 
the client module in accordance with one embodiment of the 
present invention. 

0016 FIG. 5 is a flow diagram of a process of a collector 
module on the Server receiving data from the client agent in 
accordance with one embodiment of the present invention. 
0017 FIGS. 6A and 6B are flow diagrams of a process 
of the policy inspector determining rule Set Violations by the 
end-user System in accordance with one embodiment of the 
present invention. 

0018 FIGS. 7A and 7B are flow diagrams of a “watch 
dog proceSS in the Server that monitors the database for 
Scheduled updates by agents in accordance with one 
embodiment of the present invention. 

0019 FIG. 8 is a flow diagram of a process of the notifier 
handling and transmitting violation notifications to custom 
erS in accordance with one embodiment of the present 
invention. 

0020 FIG. 9 is a flow diagram of a process in which 
end-user disconnection requests by the notifier are handled 
in accordance with one embodiment of the present inven 
tion. 

0021 FIG. 10 is a block/flow diagram showing the 
various functional components of the Security monitoring 
System of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

0022 Reference will now be made in detail to a preferred 
embodiment of the invention. An example of the preferred 
embodiment is illustrated in the accompanying drawings. 
While the invention will be described in conjunction with a 
preferred embodiment, it will be understood that it is not 
intended to limit the invention to one preferred embodiment. 
To the contrary, it is intended to cover alternatives, modi 
fications, and equivalents as may be included within the 
Spirit and Scope of the invention as defined by the appended 
claims. 
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0023. A method of monitoring workstations in a network, 
for example, a virtual private network (VPN), for security 
Violations is described in the various figures. An entity may 
have a computer network Security policy for its workStations 
that includes Security Software programs A, B and C and 
company Security rules X and Y. The entity can adequately 
safeguard its network, such as a VPN, if employees abide by 
this computer network Security policy. Programs A, B and C 
must be operational and unmodified and the user must be 
aware of and abide by security rules X and Y for the security 
policy to be effective. The present invention allows the 
company to monitor whether the programs and rules, that is, 
the company's Security policy is in effect. The invention 
monitors and can notify appropriate parties in the entity of 
any policy violation and take certain automatic actions, Such 
as denying any further access if appropriate. In addition, the 
invention will notify the entity when the monitoring soft 
ware itself is modified or shut down. 

0024 FIG. 1 is an illustration of the various network 
components and resources for monitoring a WorkStation in a 
network in accordance with one embodiment of the present 
invention. A client or WorkStation 102 contains data belong 
ing to an employer and is connected to the internet 104 
through an end user LAN 103. A LAN is not necessary, for 
example if being used from a home office. Workstation 102 
can be at an employee's house or be a laptop computer used 
by an employee while traveling. Agent software 106 resides 
on workstation 102, installed typically by the employee or 
employer. Agent 106 causes client 102 to Send certain data, 
described below, to a server 108 under the control of a 
third-party Service provider. Before that, data traffic goes 
through a managed service unit (MSU) 105 and some type 
of customer premise equipment (CPE) 107. With respect to 
MSU 105 or any other type of network perimeter security 
device or provision, Such as a Software firewall, the present 
invention ensures that Such a device or provision is installed 
and operational. Proper installation and non-tampering are 
treated as rules that must be followed or that are considered 
to be part of a network Security program. If the network 
perimeter Security device or firewall is not installed and 
operational, this is indicated in a report, described below, 
and appropriate action is taken. 

0025 Server 108 has numerous components or modules, 
including, but not limited to: collector 110, policy inspector 
112, notifier 114 and access control 116. Also under the 
control of the service provider is a data repository 118 
holding various types of data including, but not limited to, 
agent data collection Sets or report data 120, exception log 
122, rule Sets 124, exception notification groups 126, cus 
tomer information 128 and activity history data 130. The 
third-party Service provider provides Security monitoring 
and management Services to customers (e.g., an employer) 
having WorkStations on a public network or using a public 
network to implement a VPN. Notifier component 114 
causes server 108 to send a notification to an employer 
having an interest in the Security enforcement of WorkStation 
102. A notification can be sent via email or other means to 
employer server 132 or premises. A proactive monitor 134 
also resides on service provider server 108 and is able to 
detect when an agent does not send collected data at a 
Scheduled time which is considered a Security violation. In 
a preferred embodiment, there is also a connection to a 
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customer corporate network which has a firewall 136, a VPN 
head-end 138 and a customer's network, Such as an Ethernet 
network 140. 

0026 FIGS. 2A and 2B are flow diagrams of an instal 
lation proceSS for a monitoring module on an end-user 
System in accordance with one embodiment of the present 
invention. At step 202 the client module is downloaded from 
a Service provider website. The module can also be placed 
directly onto the end-user system from a CD-ROM or other 
Source by the employer without the employee's knowledge. 
At Step 204 an installer program in the client module is 
executed. Again, this can be executed by the employer or 
directly by the employee. At step 206 the install program 
receives data from the perSon installing the module Such as 
company name, end-user name, and end-user order number. 
In a preferred embodiment, this information plus other 
information is Sent as a package of data to Service provider 
server 108 via the Internet at step 208. At step 210 of FIG. 
2B the Service provider Server creates a database entry 
described in FIG. 3. At step 212 the installer program waits 
for a host ID from the server which uniquely identifies the 
end-user System. At Step 214 the client checks whether a 
host ID was received. If one was not received, the installer 
prints an error on the client and the process is aborted at Step 
216. 

0027) If a host ID is received, at step 218 the installer 
program patches the host ID and the necessary binary files 
into the client and at Step 220 places the files and binaries 
into the appropriate location in the end-user System. In a 
preferred embodiment, no data is Stored on the end-user 
system outside the client module. The host ID and other data 
is rewritten into the client module. This enables the monitor 
module to be invoked when the end-user System boots up. 
Finally, at Step 222 the installer program updates the System 
SettingS Such as operating System registers and System boot 
up and the installer then launches the monitor module. 
0028 FIGS. 3A and 3B are flow diagrams of a process 
of creating an entry for a new end user on the Server in 
accordance with one embodiment of the present invention. 
At step 302 the service provider server receives the data 
package or packet from the new installer program described 
above. The server obtains the end user order number from 
the packet at step 304. At step 306 the server validates the 
end-user, company, and email address obtained from a user 
data repository that maintains data on all end users and 
companies. In a preferred embodiment, this data is contained 
in an operational Support System (OSS), a core System that 
tracks all new installations and customers. At step 308 the 
Server determines whether the end user and company are 
valid. A class name designation for the end user is retrieved 
by the server from the user/company data repository 128 at 
step 308. The class name identifies one or more rule sets to 
be applied to the end user, described below. For example, an 
end user may be part of an Accounting Group or an 
Engineering Group which has its own Set of rules. The end 
user class name identifies the rule sets. At step 310 the server 
generates a host ID. In a preferred embodiment the host ID 
is 32 bits long. The Server also creates a host entry in the 
service provider database. At step 312 of FIG. 3B the server 
checks for a class rule Set for the host entry. If one does not 
exist the Server allocates a default rule Set to the host entry 
at Step 314. If one does exist, the Server allocates the class 
rule set to the host entry at step 316 and at step 318 the server 
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Sends the host ID to the installer program. In a preferred 
embodiment, the workstation's IP address can be used to 
apply different rule Sets depending on the IP address Space 
allocated for that WorkStation. 

0029 FIGS. 4A and 4B are flow diagrams of a process 
of collecting and reporting end user System information on 
the client module in accordance with one embodiment of the 
present invention. At Step 402 the module or agent on the 
client is initialized by System start up. At Step 404 the agent 
collects Static data or data that only needs to be collected 
once after the computer is booted up, Such as uptime. At Step 
406 the agent daemonizes or becomes a background process. 
At step 408 the agent collects report information that is 
particular to a period of time while the computer is running 
and can change from one time frame to the next. At Step 410 
the agent initializes a Secure Socket Layer (SSL) connection 
to the collector. The agent then receives the next update time 
for the next report from the collector at step 412 of FIG. 4B. 
In a preferred embodiment, this also acts as a confirmation 
that the previous report was received. At Step 414 the agent 
Sends the data package containing the Static and report 
information to the collector. The server then determines 
whether the end-user System was shutdown during the agent 
Sleep time (time between sending reports) at Step 416. If the 
System was not shut down during the agent sleep the agent 
awakens at the designated time at Step 418 and control 
returns to step 408 where the agent collects report informa 
tion. If the system was shut down, at step 420 the agent 
collects static and other report information as described in 
step 404 and 408 above and sends the data to the server after 
opening an SSL connection. 
0030 FIG. 5 is a flow diagram of a process of a collector 
module on the Server receiving data from the client agent in 
accordance with one embodiment of the present invention. 
It describes steps from FIGS. 4A and 4B, however, from the 
perspective of the Security Service provider, that is, from the 
server perspective. At step 502 a collector on the server is 
invoked or called by the agent or monitoring module on the 
client. At step 504 the collector negotiates an SSL connec 
tion with the agent. The collector then sends the next update 
time to the agent at step 506 and then receives the data 
packet from the agent at step 508. After validating the 
packet, the collector generates a unique report ID number for 
the data package and posts the report information and the 
report ID number to the database at step 510. At step 512 the 
collector invokes the policy inspector and transmits the 
report ID. At step 514 the collector closes the SSL session 
with the end user System. 
0031 FIGS. 6A and 6B are flow diagrams of a process 
of the policy inspector determining rule Set Violations by the 
end user System in accordance with one embodiment of the 
present invention. After being invoked by the collector and 
receiving and validating a report ID, the policy inspector 
retrieves an end user host ID from the database using the 
report ID at step 602. At step 604 the policy inspector 
accesses one or more rule Sets assigned to the end user host 
ID. At step 606 the policy inspector evaluates the last agent 
reset. The inspector determines the reason the agent module 
was last reset Such as termination, reset by user or any other 
reason. The goal being to determine if anything unusual was 
done to reset the agent. At step 608 the inspector determines 
whether the agent has been continually running Since the end 
user System was booted up. If the monitor module or agent 
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has not been running continually since the client booted up, 
a security violation has occurred. Thus, at step 610, if the 
policy inspector has not been running continually the Vio 
lation is recorded in the server. If the module has been 
running continually the policy inspector applies a group rule 
Set at Step 612. A group rule Set applies to all end users in 
a particular group, Such as a division in a company or an 
entire company. 
0032. It is then determined if a violation occurred based 
on the group rule set at step 614 of FIG. 6B. If there is a 
Violation the policy inspector records the Violation at Step 
616. Control then goes to step 618 where the policy inspec 
tor applies a host rule Set which contains Security rules that 
are more specific and may be “customized” to the particular 
end user. If a violation is detected at step 618 the policy 
inspector records the violation at Step 620. Control then goes 
to Step 622 where the policy inspector determines whether 
there were any violations based on either the group rule Set 
or the host rule Set. If there are none, the proceSS is complete. 
If there are violations, the policy inspector logs the viola 
tions and invokes the notifier at Step 624 and the proceSS is 
complete. 

0033 FIGS. 7A and 7B are flow diagrams of a “watch 
dogs' proceSS in the Server that monitors the database for 
Scheduled updates by agents in accordance with one 
embodiment of the present invention. At step 702 a watch 
monitor Scans the database for the next expected report from 
any of the agents currently running. At Step 704 the watch 
monitor determines whether there are any late reports from 
any of the agents. If there are no late reports, the watch 
monitor Schedules its own Sleep duration as the amount of 
time before the next report is due from any of the agents plus 
an additional length of time, Such as five Seconds in a 
preferred embodiment at step 706. At step 708 the watch 
monitor wakes up at its Scheduled time and returns to Step 
702. 

0034). If there is a late report from a particular agent, at 
step 710 the watch monitor retrieves the last report ID for 
that particular agent or end user. At Step 712 the watch 
monitor appends the notice of the Security violation, i.e., the 
late report, to the last report from that agent. At Step 714 the 
IP address of the end user is obtained from the last report and 
is used to ping the end user for the agent, namely workSta 
tion 102. At step 716 the watch monitor determines whether 
the IP address responds to the ping. If it does, the client is 
Still running and the late report is therefore confirmed as a 
late report from an active agent. This violation is then 
recorded by the watch monitor in the database at step 718 
and the notifier is invoked or spawned. The watch monitor 
then Schedules its sleep duration as described above and the 
Scan proceSS is repeated. 
0035) If the IP address does not respond to the ping, at 
step 720 the watch monitor records the non-response in the 
database. The watch monitor then logs the IP address in a 
ping monitoring System in the Server which monitors the IP 
address continuously by performing pings. At Step 722 the 
watch monitor Schedules its Sleep duration as described 
above and returns to the beginning of the Scanning proceSS 
when it wakes up. 
0.036 FIG. 8 is a flow diagram of a process of the notifier 
handling and transmitting violation notifications to custom 
erS in accordance with one embodiment of the present 
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invention. At step 802 the notifier is spawned by the watch 
monitor or the policy inspector as described above. At Step 
804 the notifier receives and verifies the particular report ID 
given by the monitor or the inspector. From the report ID, 
the notifier retrieves the host ID and host information at step 
806. At step 808 the notifier retrieves the security violation 
event information, Such as Severity of the violation, Violation 
description, end user order number, time, company and IP 
address. At step 810 the notifier obtains customer notifica 
tion information from a notification information table in the 
database. This table contains details on how to contact the 
appropriate people at the Service provider and customer 
company when a Security violation occurs. AS will be 
described below, there can be different levels of notification. 
For example, if a first group of notification is made and not 
responded to, a Second group of people to notify is con 
tacted. This process is referred to as escalation. At Step 812 
the notifier logs the Security violation event in a violation 
event table in the database. Finally, at step 814 the notifier 
causes the actual notification of the appropriate people at the 
customer company of the Violation based on information in 
the notification table. In a preferred embodiment, the noti 
fication can be done by email, page or by creating a trouble 
ticket, described below. At this stage the proceSS is complete. 

0037 FIG. 9 is a flow diagram of a process in which 
end-user disconnection requests by the notifier are handled 
in accordance with one embodiment of the present inven 
tion. At step 902 an access control module is spawned by the 
notifier. This is done when the notifier determines that the 
Security violation requires that the end user System be 
disconnected from the network. When this action should be 
done is determined by the customer and can vary. In Some 
cases it is done at the first sign of any type of Security 
Violation while in other cases it is done as a last resort when 
a violation is egregious. At Step 904 the access control 
module receives end user information from an application 
program interface (API) Such as information on the Security 
Violation, the end user order number, end user name and 
company name. At step 906 the access control module 
retrieves end user System configuration information from the 
database. From this information, the module can determine 
the type of VPN or network the user is on, the address of the 
remote user, and a Security profile indicator or SPI to access 
the VPN head-end or other appropriate network component. 
At step 908 the access control module disables the end user 
VPN service or disconnects the end user from the company 
network and the proceSS is complete. 

0038. As mentioned above, the notifier can alert a second 
group of employees or Single employee if the first notifica 
tion of a Security violation did not get a response. This is 
referred to as escalation. For example, when a Security 
Violation occurs, a trouble ticket can be created. If the 
notifier determines that the trouble ticket is unacknowledged 
after a certain time frame, a Second notification group is 
notified. The Same concept applies to email or pages that 
have not been responded to. If the trouble ticket is acknowl 
edged, the database is updated accordingly by the escalator 
component of the notifier. If the trouble ticket is not 
acknowledged within a certain time frame (i.e., a timeout 
value has been reached), the escalator component escalates 
the event level in the database and performs the next level 
of notification. 
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0.039 Event acknowledgements can also be received and 
recorded by an acknowledger component of the notifier. For 
responses to email notifications, a System function monitors 
and captures any replies to email notifications. For example, 
the Subject line or header of an email response is read to 
determine which report ID or security violation the email is 
in response to. The acknowledger then retrieves the Security 
violation report from the database and determines whether 
the report has been previously acknowledged. If it has, the 
report Status is changed to acknowledged. If not, the 
acknowledger updates the response time to reflect the email 
notification. 

0040 Similarly, a response to a security violation can be 
through entering an acknowledgement through a website or 
Specific web page. The acknowledger determines the report 
ID from the website records in the database and accesses the 
appropriate report ID. If the report has been previously 
acknowledged, the Status of the report and other information 
are changed to reflect this. If the report has not been 
acknowledged, the acknowledger either updates the 
response time to reflect the web notification or it does not 
alter the record. 

0041 FIG. 10 is a block/flow diagram showing the 
various functional components of the Security monitoring 
system of the present invention. Abox 1002 represents data 
collection and box 1004 is for server session control, both 
under an agent component 1006. Agent data collector 1006 
collects numerous items of data as shown in box 1002. It 
collects a unique host id for WorkStation 102 Such as a disk 
serial number, drive ID and the like, that uniquely identifies 
the WorkStation. Also gathered is data about network inter 
faces, MAC addresses, IP addresses, routing tables, user 
accounts, network Services, Such as ports opened, network 
environment, CPU time, agent uptime and agent confirma 
tion data. This data is collected initially when the worksta 
tion is first booted up or turned on and then performed at 
certain time intervals which may be random or predeter 
mined. If the agent is not invoked on time, the Security 
service provider can detect this by using the CPU uptime and 
agent uptime data items in box 1002. 
0.042 Server session control 1004 opens or creates a 
secure socket layer or SSL/TCP channel over a public 
network, Such as the Internet, between the end user System 
and server 108 under control of the third-party service 
provider. Server session control 1004 also packages the data 
and transmits the data to collector module on server 108. 
Server session control 1004 receives the next update time, 
that is, the next time data collection is to take place on 
workstation 102. This update time is used as a confirmation 
that the collector received the previous data packets. 
0.043 Collector 110 has two functional components as 
shown in FIG. 10: Session control listener 1008 and pre 
processor 1010. Listener 1008 receives the collected data 
from the agent and after receiving all the data, listener 1008 
closes the SSL/TCP session. 

0044 Pre-processor 1010 receives the data from session 
control listener 1008 and creates a record or report having a 
unique report id. The report created has fields or columns 
closely resembling the data fields gathered by agent data 
collection module 1002. Preprocessor 1010 posts the report, 
or record, to data repository 118 and is Stored in data 
collection set area 120 of FIG. 1. This record contains the 
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basic agent monitoring data used to track Security policy 
enforcement. The data can be stored in various formats, for 
example, a relational database. The preprocessor 1010 Sig 
nals or Spawns the policy inspector. 

004.5 The policy inspector 112 has three functional com 
ponents: process data module 1012, validate host data mod 
ule 1014 and new user setup component 1016. If a host id 
is new, control goes to new user Setup component 1016 
which invokes notifier 114 of FIG. 1 and the validate host 
data component 1014 examines the host information as 
contained in the record pulled from the data repository 118. 
Notifier 114 has a process exception logs component 1018 
that Verifies notification groups and performs notifications. 
AS described, a particular company can have numerous rule 
Sets for a particular WorkStation. Validate host data module 
1014 retrieves all of them and performs a comparison of 
each rule Set with the data in the record. Access control 
component 116 can be one “member in a notification group 
and is used to typically shutdown or deny access to the 
workstation. In a preferred embodiment access control 116 
has a proceSS access control component 1020 containing 
logic for verifying a requested action and performing the 
acceSS control event. 

0046 Each rule set has an identifier and belongs to a 
particular category Such as process identifier, network 
based, user accounts and So on. A rule is generally divided 
up into three parts: Allow, Deny and Require. Under Allow 
are all items or functions that are allowed by the WorkSta 
tion, Such as processes A through D and G. The Deny Section 
of a rule Set lists all the programs or processes that are to be 
denied execution on the WorkStation. The Require Section 
lists all the programs that are required by the Security policy 
for the WorkStation, Such as a firewall program. If a rule Set 
does not match a particular process that is running, an 
exception is logged. For example, if proceSSA is running but 
there is no rule Set for process A or, more specifically, the 
Deny Section of any rule Set includes process A, an excep 
tion is logged. 

0047 The agent code described can be resident on a 
firewall or on a WorkStation. The agent Software can function 
from a firewall that services numerous PCs such as in a 
home network or on a firewall that services only the work 
Station. In any Scenario, the agent functions in the same 
manner and contacts the collector of the third-party Service 
provider. The functions of the service provider can be 
performed at the customer Site. 

0048 Although the foregoing invention has been 
described in Some detail for purposes of clarity of under 
Standing, it will be apparent that certain changes and modi 
fications may be practiced within the Scope of the appended 
claims. Furthermore, it should be noted that there are 
alternative ways of implementing both the proceSS and 
apparatus of the present invention. For example, while a 
VPN is used to describe a preferred embodiment, the present 
invention is not restricted to VPNs and can be used with 
other types of computer networks. Accordingly, the present 
embodiments are to be considered as illustrative and not 
restrictive, and the invention is not to be limited to the details 
given herein, but may be modified within the Scope and 
equivalents of the appended claims. 
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1. A method of monitoring abidance of a network com 
ponent by a Security enforcement provision utilized in a 
computer network, the method comprising: 

detecting whether the network component has one of 
Violated, modified or circumvented the Security 
enforcement provision of the computer network, and 

if the detection is positive, acting on the network com 
ponent in a manner in which the computer network 
operates at a level appropriate to the degree of the 
Violation, modification, or circumvention of the Secu 
rity enforcement provision. 

2. A method of monitoring abidance of a network com 
ponent by a Security enforcement provision utilized in a 
computer network, the method comprising: 

detecting whether the network component has one of 
Violated, modified or circumvented the Security 
enforcement provision of the computer network, 

detecting whether an enforcement provision monitoring 
module has been one of violated, modified or circum 
vented; and 

if either detection is positive, acting on the network 
component in a manner in which the computer network 
operates at a level appropriate to the degree of the 
Violation, modification, or circumvention of the Secu 
rity enforcement provision. 

3. A method as recited in claim 2 further comprising 
Storing Security enforcement data within the enforcement 
provision monitoring module whereby operating System and 
related files of the network component do not contain 
Security enforcement related data. 

4. A method as recited in claim 2 further comprising 
relegating the enforcement provision monitoring module to 
a background proceSS on the network component. 

5. A method as recited in claim 2 further comprising 
initializing a Secure connection between the enforcement 
provision monitoring module and a Security Server computer 
over a public network. 

6. A method as recited in claim 5 further comprising 
closing the Secure connection after a profile record has been 
transmitted. 

7. A method as recited in claim 5 further comprising 
invoking a collector module on the Security Server computer 
to collect data from the enforcement provision monitoring 
module. 

8. A method as recited in claim 5 further comprising 
instructing the enforcement provision monitoring module 
when to Send a next profile record to the Security Server 
computer. 

9. A method of monitoring abidance of a network com 
ponent by a Security enforcement provision utilized in a 
computer network, the method comprising: 

detecting whether the network component has one of 
Violated, modified or circumvented the Security 
enforcement provision of the computer network by 
comparing a profile record of the network component 
to a rule Set defining a Security policy; 

detecting whether an enforcement provision monitoring 
module on the network component has been one of 
Violated, modified or circumvented; 
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if either detection is positive, acting on the network 
component in a manner in which the network operates 
at a level appropriate to the degree of the violation, 
modification, or circumvention of the Security enforce 
ment provision; and 

notifying an operator of the computer network of the 
positive detection. 

10. A method as recited in claim 9 further comprising: 
receiving from the network component the profile record 

at a Security data repository under control of a Security 
monitoring Service provider; 

validating a user associated with the network component; 

checking for a class rule Set associated with the network 
component; and 

generating a host identifier transmitted to the network 
component. 

11. A method as recited in claim 9 further comprising: 
determining whether the enforcement provision monitor 

ing module has been executing continually Since boot 
up of the network component; 

retrieving one or more rule Sets corresponding to the 
profile record; and 

applying the one or more rule Sets to the profile record. 
12. A method as recited in claim 9 further comprising 

detecting whether a network perimeter Security device has 
been violated, modified, or circumvented. 

13. A method as recited in claim 12 wherein the network 
perimeter Security device is a managed Service unit or a 
Software firewall. 

14. A method of monitoring abidance of a network 
component by a Security enforcement provision utilized in a 
computer network, the method comprising: 

gathering network component data related to the network 
component and Storing the data in a profile record; 

detecting whether the network component has one of 
Violated, modified or circumvented the Security 
enforcement provision of the network by comparing the 
profile record to a rule Set defining a Security policy; 

detecting whether an enforcement provision monitoring 
module has been one of violated, modified or circum 
Vented; 

if either detection is positive, acting on the component in 
a manner in which the network operates at a level 
appropriate to the degree of the violation, modification, 
or circumvention of the Security enforcement provi 
Sion; and 

notifying an operator of the network of the positive 
detection. 

15. A system for monitoring abidance by a network 
Security provision present in a network, the System com 
prising: 

an agent module residing on an end user System; 
a Security Server containing a plurality of components for 

collecting and inspecting data; 
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a Security database containing end user System data and 
Security rule data, wherein the Security Server and the 
Security database are in communication; and 

a notification module on the Security Server capable of 
notifying a third party of a Security violation. 

16. A System for monitoring abidance by a network 
Security provision present in a network, the System com 
prising: 

an agent module residing on an end user System; 
a Security Server containing a plurality of components for 

collecting and inspecting data; 
a Security database containing end user System data and 

Security rule data, wherein the Security Server and the 
Security database are in communication; and 

a virtual private network through which data is transmit 
ted between the end user System and the Security Server. 
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17. A System for monitoring Security activity in a com 
puter network comprising: 

an agent module having a data collection component and 
a Server Session control component; 

a collector module having a Session control listener and a 
preproceSSOr, 

a policy inspector having a host information validation 
module and a new user Set up module, 

a notifier module having an exception log processor, and 

an acceSS control module for processing access control 
requests. 


