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INDICATING DEVICE FOR MEMORANDUM BOOKS AND THE LIKE. 
Application filed August 29, 1922. Serial No. 584,947, 

To all whom it may concern: . 2 
Be it known that I, HENRY L. ORRELL, 

a subject of the King of Great Britain and 
Ireland, and resident of the city of New 
York, borough of Brooklyn, in the county 
of Kings and State of New York, have in 
vented certain new and useful Improve 
ments in Indicating Devices for Memoran 
dum Books and the like, of which the fol 
lowing is a specification. 
The invention has for its object to provide 

an indicating device of simple and efficient 
construction adapted to be associated, either 
temporarily or permanently, with a memo 
randum book, pad, or the like, in Such a 
manner as to facilitate the operation of 
recording and identifying information in 
any prescribed part of a page or pages of 
the book, &c.; thereby obviating the neces 
sity of writing or otherwise marking on the 
several pages the names or titles of the 
various subjects recorded or to be recorded 
thereon. . 
Accordingly the invention, generally 

stated, comprises an elongated pocket, of 
transparent pliable material, such, for ex 
ample, as celluloid, folded into proper form 
for ready association with any page of a 
book, or the like, said pocket being designed 
to receive and support, detachably, a strip or 
strips of paper containing predetermined 
references or indications. . . . . 
The invention also comprises various fea 

tures of construction whereby advantages 
are secured, as will be hereinafter described 
and claimed. 
In the drawings 
Figure 1 is a perspective view of an in 

dicating device embodying my invention, 
the device in the form illustrated being 
hingedly attached to a loose-leaf memoran 
dum book. 

Fig. 2 is a perspective view of the trans 
parent pocket, the lower end whereof is par 
tially broken away. 

Fig. 3 is a view of a reference strip for 
entry in the pocket. 

Fig. 4 is an elevation of a form of the 
device comprising two strip-receiving pock 
ets in right angular relation. 

Fig. 5 is a section on the line 5-5 of 
Fig. 4. ; : : 

Referring to the drawings, 10 designates 
an elongated pocket composed of a single 
piece of transparent pliable material, pref 

that on the leaf or leaves will be ensured. 

erably thin sheet celluloid, of appropriate. 
shape and size. This sheet is folded along 
Spaced longitudinal lines 11 to provide the 
elongated plain front portion 12 of the 
pocket and the longitudinally divided back 
portion thereof; the latter thus comprising 
two folds 13. One of these folds is in turn 
folded upon itself in a longitudinal line ad 
jacent the free edge of the other back fold 
in Such a manner as to present a guide flap 
14 which freely projects outwardly beyond 
and extends throughout the length of the 
body of the pocket. The lower end of the 

s 

front portion 12 is formed with a tongue 15 
that is bent upward and cemented or other O 
wise affixed to the single back fold 13 and 
the flap 14 so as to close the bottom of the 
pocket. The proximate longitudinal edges 
of the back folds are fastened together in 
any suitable manner, as, for example, by 
extending one edge consisting of the single 
piece of transparent material at the back, 
So as to overlap the adjacent doubled edge, 
and cementing the two edges together. 
Where, however, the device is connected by 
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hinge material to the leaf of a book, as here- . 
inafter described, the edges of the back por 
tion need not Overlap, but can be directly 
connected by cementing the hinge material 
thereto. . . . 

The upper open end of the pocket is pref 
erably recessed at its front and back, as at 
16, to facilitate the insertion or the with 
drawal of a reference bearing strip 17 into 
or from the pocket, as occasion may require. 
The strip 17, which is preferably of paper, 

and may be distinctively colored if desired, 
bears. On its face predetermined indentify 
ing matter throughout its length, as illus 
trated, which matter is visible through the 
transparent front of the pocket. The strip 
is preferably of the same length as a leaf or 
leaves of the book or pad to which the de 
vice is to be applied, and is ruled corre 
spondingly with such leaf or leaves. The 
strip can be conveniently cut from a leaf of 
the book or pad with which the device is to 
be associated, in which case accurate corre 
spondence of the ruling on the strip with 

When the device is applied to the book or 
pad the outer edge of a leaf is interposed 
between the flap 14 and the proximate back 
portion of the pocket, as seen in Fig. 1. 
Hence the ruling of the leaf alines with that 
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of the contained strip 17, and the references 
on the latter enable the user to record read 
ily in proper order on the leaf the informa 
tion or other subject-matter relating to the 
indications on the stip. 
The transparent pocket can be readily po 

sitioned upon or adjacent the Writing sur 
face, such as the successive leaves of a 
memorandum book, pad, or the like; there 
by obviating the necessity of marking on 
such surface the names or titles of the vari 
ous subjects to be recorded thereon. 
A particular advantage of my device is 

that in the use thereof no opaque substance 
is interposed between the lines or printing 
on the strip contained in the pocket and the 
lines or the matter written or to be written 
on the sheet. Hence the corresponding lines 
on the strip and on the sheet register with 
each other, and, in consequence, liability of 
error by the user is reduced to a minimum. 
Another advantage is that the entire sur 

face of the sheet, excepting the relatively 
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small marginal portion thereof to which the 
device is attached, can be written upon; it 
being noted that the device is securely and 
accurately held in such marginal portion 
without the aid of extraneous fastening 
means. 
It is to be further noted that the folded 

bottom tongue of the pocket serves as a 
guide for the positioning of the device on 
the sheet with which it is to be used, the 
flap 14 being embraced by the tongue and 
forming there with a corner receptacle for the 
sheet. If desired the bottom tongue may be 
omitted, in which case the lower portion of 
the device may be readily cut off at a proper 
distance in accordance with and to adapt 
it to use with a leaf or leaves of a certain 
SIZE. 

Any number of reference strips having 
different identifying matter thereon may be 
stored in the transparent pocket, according 
to the capacity of the latter, and any of 
such strips may be positioned from time to 
time in the front of the pocket for use in 
relation to the writing surface, as occasion 
may require. 
The device above described may be inde 

pendent of and separate from the book: 
or, if desired, the device may be hingedly 
attached to the book so as to be readily as 
Sociated with the outer margins of the sev 
eral pages, as represented in Fig. 1. In that 
view the device is illustrated as combined 
With a loose-leaf memorandum book, the back 
of the pocket being hingedly connected by 
means of a longitudinal strip of textile fab 
ric 18 to the front or fly leaf 19 of the book, 
which strip 18 may also serve as a connect 
ing member for the back folds of the pocket, 
as above mentioned. When the device is 
hingedly attached to a book as just de 
Scribed, the device can be compactly and 
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safely folded within the book, either upon 
the inner surface of the back or within the 
body of the book, as desired. 

It is obvious that by removing the refer 
ence strip 17 from the pocket 10 and keep 
ing the strip apart therefrom, the Written 
contents of the book may be kept relatively 
private, since the references on the strip 
serve or may serve as a key to the written 
matter. 

It is obvious also that the pocket may be 
applied to the top or to the bottom edge of 
a page. So as to lie CrOSSwise of the page, in 
which case the indications on the reference 
strip will be arranged with respect to pre 
determined vertical position or columns on 
the writing surface. 

In Figs. 4 and 5 of the drawing, I have 
shown two associated transparent pockets 
whereof one is arranged at right angles to 
the other. The pocket 10 is adapted to be 
applied to the marginal edge of a page 
and the other pocket (10) to extend across 
and be slidable along the page. In this con 
struction the basal portion of the flap 14 
of the marginal pocket is folded upon it 
Self to provide a longitudinal guide portion 
20, and the edge of the outer rear fold 13 
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is extended upon such basal portion and 
cennented thereto, as indicated at 21. The 
end tongue 15 of the cross pocket is bent 
to embrace and slide on the said guide por 
tion. The Outer end of the cross pocket is 
open and laterally recessed to admit the ref 
erence strip, 17, thereto, the identifying 
matter on which strip is arranged with spe 
cial reference to vertical positions or col 
umns on the page to which the device is 
applied. 

In using the form of device just described 
the cross pocket is imposed upon the page, 
and the marginal edge of the latter is ap 
plied to the longitudinal flap 14 of the 
marginal pocket 10 as in the first described 
construction, as indicated by the dotted lines 
in Fig. 5. 

It is to be understood that I do not limit 
my invention to the specific structural de 
tails herein disclosed, as the device may be 
variously modified within the principle of 
the invention and the scope of the appended 
claims. 
I claim 
1. A device of the character described 

comprising an elongated pocket adapted to 
contain a removable reference strip, said pocket composed of a longitudinally-folded 
sheet of material having a transparent front 
portion, and a flap overlapping and extend 
ing longitudinally of the back of the pocket, 
said flap affording with the back a leaf edge 
receiving portion with its entrance along 
one longitudinal edge of the pocket. 

2. A device of the character described 
comprising an elongated pocket adapted to 
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contain a removable reference strip, said 
pocket having a transparent front portion 
and having also a guide flap overlapping the 
back and extending outwardly beyond one 
longitudinal edge thereof, said flap afford 
ing with the back a leaf edge receiving por 
tion with its entrance along such longitudi 
nal edge of the pocket. 

3. A device of the character described 
comprising an elongated pocket adapted to 
contain a removable reference strip, said 
pocket composed of a longitudinally-folded 
sheet of material having a transparent front 
portion and including a back fold doubled 
upon itself to provide a guide flap at one 
longitudinal edge of the pocket. 

4. A device of the character described 
comprising an elongated pocket adapted to 
contain a removable reference strip, said 
pocket having an open end and being com 
posed of a sheet of transparent material 
having two longitudinal back folds whereof 
one fold is bent upon itself to provide a 
guide flap extending beyond a longitudinal 
edge of the pocket. 

5. A device of the character described 
comprising an elongated pocket adapted to 
contain a removable reference strip, said 
pocket being open at One end and closed at 
the opposite end, and being composed of a 
longitudinally-folded sheet of material hav 
ing a transparent front portion, and a flap 
overlapping and extending longitudinally of 
the back of the pocket, said flap affording 
with the back a leaf edge receiving portion 
with its entrance along one longitudinal edge 
of the pocket. 

6. A device of the character described 
comprising an elongated pocket adapted to 
contain a removable reference strip, said 
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pocket being open at one end and closed at 
the opposite end, and being composed of a 
sheet of transparent material having two 
longitudinal back folds whereof one is bent 
upon itself to provide a guide flap extend 
ing beyond a longitudinal edge of the pocket, 
said sheet also having an end tongue which 
is folded upon and secured to the back folds 
including the guide flap. 

7. In combination with a book, an elon 
gated pocket adapted to contain a remov 
able reference strip, and a hinge connection 
between the pocket and the book, said pocket 
composed of a longitudinally-folded sheet of 
transparent material which may be applied 
to the margin of any of the leaves of the 
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book, said pocket having a guide flap over 
lapping and extending longitudinally of the 
back of the pocket and providing therewith 
a leaf edge receiving portion with its en 
trance along one longitudinal edge of the 
pocket. 

8. A device of the character described 
comprising two elongated pockets having 
transparent front portions and adapted to 
contain removable reference strips, one of 
said pockets being arranged at a right angle 
to, and having a sliding connection with and 
longitudinally of the second pocket, said 
second pocket composed of a longitudinally 
folded sheet of material having a flap over 
lapping and extending Eil of the 
back and affording with the latter a leaf 
edge receiving portion with its entrance 
along one edge of the said second pocket. 

Signed at New York, in the county and 
State of New York, this 28th day of August 
A.D. 1922. . 

HENRY L. ORRELL. 
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