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UNITED STATES PATENT OFFICE. 
HERMAN HOLLERITH, OF ST. LOUIs, MIsso URI, 

ELECTRICAL CALCULATING SYSTEM. 
SPECIFICATION forming part of Letters Patent No. 430,804, dated June 24, 1890. 

Application filed January 4, 1887, 

To att, whom it may concern 
JBe it known that I, HERMAN HOLLERITH, 

of St. Louis, in the State of Missouri, have in 
vented certain new and useful Improvements 
in Electrical Calculating Systems; and I do 
hereby declare the following to be a full, 
clear, and exact description of the same, ref. 
erence being had to the accompanying draw 
ings, forming a part of this specification, and 
to the letters of reference marked thereon. 
This invention relates to a new and im 

proved system and apparatus for automati 
cally effecting certain mathematical compu 
stations by the aid of electrical appliances, 
and, inasunuch as substantially the same 
method of operation described and claimed 
in my prior patents, Nos. 395,782 and 395,783, 
is made use of in a modified form, it may to 
that extent be regarded as an improvement 
upon the invention as set forth in said prior patents. 

35 

Broadly considered, the present invention 
in its simplest form embraces the combina. 
tion with a system, such as described in my 
prior patent, of what is herein termed an 
“integrator” or device for automatically pro 
ducing in any one or more of the circuits, 
when closed by the record-strips or equiva 
lent switching mechanism, a predetermined 
number of successive electrical impulses, 
whereby the registering device or counter is 
set in operation or advanced as many points 
as there are electrical impulses sent over the 
circuit by the integrator. The system as a 
whole may be said to include, first, a series 
of separate electrical circuits each containing 
an electro-magnet operating a mechanical 
counter or registering mechanism which is 
caused to be advanced or actuated by elec 
trical impulses proceeding from a generator 
and traversing the circuits; second, a switch 
mechanism for putting each of said conduct 

45 

ors or wires into connection with any one of 
a second series of wires or conductors, and, 
third, an integrating device arranged at a 
point between the opposite terminals of the 
first-named series of conductors and the series 
of conductors connected to the switch mech 
anism, said integrating device operating to 

5o close or interrupt or otherwise vary the con 
ductivity of one or more of the circuits to pro 
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duce a series of fluctuations in the currentor 
currents traversing saidcircuitor circuits. The 
integrating device is arranged to close, open, 
or otherwise vary in a manner to produce 55 
electrical impulses; each circuit leading to 
the switch mechanism a number of times cor 
responding to its assigned value. Thus it may 
operate with respect to the first wire in a 
manner to produce a single impulse, on the 6o 
second wire to produce two impulses, on the 
third three, and so on throughout the series; 
but until the switch mechanism is operated 
to close the circuits through one or more of 
the eonductors embracing the registering 65 
mechanism no current will flow through said 
circuit and the register will remain at rest. 
By means of the switch mechanism any one 
or more of the conductors containing register 
ing mechanism can be placed in connection 7o 
with any of the conductors leading to the in 
tegrating device, so that as the latter is oper 
ated electrical impulses corresponding in 
number with the assigned value of the con 
ductor will be transmitted through the regis- 75 
tering-circuits, and the counters or registers 
will be advanced accordingly. . 
The invention also includes new and im 

proved carrying mechanism connecting the 
counters or registers of a lower with those of 8o. the next higher values in the system adopted, 
a switch mechanism for facilitating the pro 
cess of multiplication and division, and sev 
eral other minor. improvements in the cons 
struction and arrangements of parts, as here- 85 
inafter more fully described and pointed out. 
In the accompanying drawings, illustrating 

the application of my said invention, Figure 
1 is a diagrammatic view of my improved 
system as arranged for adding totals. 
illustrates a modified form of apparatus in 
cluding automatic carrying devices. Fig. 3 
is a diagrammatic view of the apparatus with 
a modified form of carrying mechanism ap 
plied thereto. 
record card or strip suitable for setting the 
switch mechanism. Figs. 5 and 6 represent 
in perspective curved and flat integrators. 
Figs. 7, 8, and 9 illustrate details of a switch 
mechanism such as may be employed in con- Ioo 
nection with the record-strips. Figs. 10, 11, 
and 12 illustrate details of registering mech 

Fig. 2 go 
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anisms suitable for use in connection with the 
present system, a part of the carrying system 
being also included in Fig. 10. Figs. 13 and 
14 illustrate two forms of switches forming 

5 part of the carrying mechanism as arranged 
in Fig. 3. Figs. 15, 16, 17, and 18 illustrate 
detached parts of a modified form of the 
switch mechanism found in Figs. 1, 2, and 3, 
together with a switch for use in multiplying 
and dividing. 

Similar letters of reference in the several 
figures indicate the same parts. r 

Referring more particularly to the form of 
apparatus as shown in Fig. 1, A is the “inte 
grating device,” so called; IB, the switch mech 

O 

anism, and C the mechanical counter or other 
suitable form of registering device for noting 
the number of electrical impulses sent over 
the circuit. The integrator or multiplier A is composed, 
essentially, of a surface A' of non-conduct 
ing material, having embedded or otherwise 
secured thereto a graduated series of con 
ducting-strips A, electrically connected to a 
common conductor A. The conductors A, 
order of their relative length across the non 
conducting base A'. - , is 
The switch mechanism B is composed of a 

series of insulated conductors B, correspond 
ing in number with the strips A of the inte 
grating device, and facing, said conductors B 
is a second series of conductors B, arranged 
transversely of the conductors B, and each 
of said conductors B is provided with a con 
tact point or spring B. opposite each con 
ductor B, so that when the two members of 
the switch are brought together each con 
ductor 13 will, through the springs B at 
tached thereto, be placed in electrical contact 
or connection with all of the strips or con 
ductors B. 
To each conductor B' is attached a wire b, 

whose opposite endis furnished with or at 

30 
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the strips A of the integrating mechanism 
that when the latter is operated each finger a 
will nake contact with one or more of said 
strips A, according to its location. To effect 
this operation, the fingers a may be drawn 
across the strips on the integrator, or the lat 
ter may be moved by and in contact with the 
former, or both may be moved simultaneously 
either by hand or mechanical devices. For 
convenience I prefer to mount the strips A 
A' upon a drum supported to rotate about an 
axis parallel with the strips A. 
To each strip or conductor 3 of the switch 

mechanis 
each of the latter including the coils of an 
electro-magnet or other equivalent device for 
operating a counter C, connected therewith, 

55 

and said wires care connected at their other 
65 ends to one pole of an electric generator D, 

pr. what is the same thing, to a wire c, which 
is in turn connected to the generator. The 

preferably nine in number, are disposed in the 

tached to a spring-finger or contact-point a, 
located and maintained in such relation to 

is connected one end of a wire c, 

opposite pole of the generator is connected by 
a wire cwith a contact-finger a, resting tupon 
the strip A of the integrator. 
As before mentioned, the several conduct 

several contact-fingers a are so arranged rela 
tive thereto and to the direction of motion of 
the integrator, that the first contact-finger 
shall touch but one strip, another two, and so 
on through the series, each finger engaging a 
different number of strips. As thus arranged, 
at each complete movement of the integrator 
the several-wiresl leading to the switch mech 
anism will each be placed in electrical com 
munication with the generator D one or more 
times, according to the number of strips A 

ing-strips A are of different lengths, and the 

75 

that its finger a is brought into contact with 
successively, so that when any one or more 
of the wires c are placed in electrical com 
munication with the wires b through the 
switch mechanism a series of electrical im 
pulses will be produced to actuate the count 
ers, and the number of such impulses will de 
pend upon the number of contacts made by 
the finger a of the wire b, with which the 
former is connected. . 
The counters or registers C, as arranged in 

Fig. 1, being located in separate circuits, each 
represents a distinct class of items pertaining 
to the system employed. Thus the first reg 
ister represents the units, the second the next higher value, and so on throughout the whole 
series. In the example given the apparatus 

for adding totals, the first register indicating 

go 
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is arranged according to the decimal system . 

the units, the second tens, the third hun- . 
dreds, and so on to any desired degree. With 
the devices arranged as described any re 
quired number of units belonging to each of 
the classified series can be added or indicated 
on. the register or counter belonging to that 

IoS 

series by placing the wire c in connection with 
that one of the wires b whose finger is in po 
sition to engage the series of strips A' on the 
integrator corresponding with the number of 
units to be added in said series. For example, 
suppose the sum to be added is 2,346, the wire 
c, controlling the thousands-counter, would 
be connected to the wirel, whose finger (ten 

I IO 
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gages two of the strips on the integrator; the 
circuitcontrolling the hundreds-counter would 
be connected with the finger making three 
contacts; the circuit controlling the tens-in 
dicator would be connected with the finger 
making four contacts, and the circuit coal 
taining the units-indicator would be connected 
to the finger making six contacts. These con 
nections having been made by the switch 
mechanism, the integrating device is set in 
aetion or given one revolution, when, by the 

125 

action of the successive contact of the strips. 
with the series of fingers, two electrical im 
pulses will be transmitted over the thousands- . 
circuit, three. over the hundreds, four over the 
tens, and six over the units, advancing the 
counting or registering mechanisms in each 
circuit as many points as there are clectrica 
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impulses generated in each circuit. To add 
any, amount to the sum thus registered, it is 
only necessary to airange the circuits in the 
manner described according to the numbers 
accruing in each division and again operate 
the integrator, when each counter or register 
will be advanced as many points as there are 
units of its class contained in the amount to 
be added. As is obvious, numerous well 
known arrangements and modifications of . 

ploying open circuits, as described, the same . switch mechanism maybe employed for thus 
effecting the. proper adjustment of the cir 
cuits; but that preferred for various reasons 

25 
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is based upon the principle made use of in 
the system described in my prior patents. . 
The record-strip or switch-operating device 

E, Fig. 4, is but a modified form of the rec 
ord-strip described in my prior patents here 
in before referred to. ". . . 
The card or record strip is divided in one 

direction by actual or imaginary lines into as 
many spaces as there are registers or coun 
ters, and each space is subdivided into as 
many parts as there are units in the particu 
lar division of the system to which they re 
late. Thus, when, as in the illustration given, 
the decimal system is adopted the first divis 
ion or column on the right will represent 
units, the next tens, and so on, and each col 
umn will be again divided into nine divi 
sions representing rine units, and numbered 
1 to 9,as in Fig. 4. Each-division and sub 
division has a fixed relation to all the others 
and to the standard, and has a definite value, 
as described in my prior patents, and the 
sum to be added or registered is recorded in 
like manner-that is to say, each'. figure oc 
curring in the amount as written represents a 
certain characteristic pertaining to that part 
ticular thing-i.e., the amountrepresented 
in figures; and these characteristics are re 
corded on the record strip or card by puthch 
ing holes therein. Thus in Fig. 4 I have 
shown a card upon which has been recorded 
471,350,049,063, or, if divided on the line aca, 
two record-strips containing the one 471,350 
and the other 49,063. 

in Figs. 7, 8, and 9, and consists of two mem 
bers, the one composed of a series of bars or 

... conductors B, each connected by a wireb to 
one of the contact-fingers a, and the other of 

55 
bars or conductors B", each connected to one 
of the circuit-wires.c and provided with a se 
ries of spring fingers or contacts B. The 
several bars...or conductors B are so arranged 
that each orie shall coincide with one row or 
series of subdivisions on the record-strip, 
representing the number of units in the sev 
eral divisions, while the bars or conductors 
B', each representing one of the main divist 
ions of the series or table, are so arranged 
relative.to the divisions, on the record card 
or strip that the springs or contact-fingers B 
of each strip will correspond with each sub 
division or unit of its particular division and 
will be in position to make electrical contact 

the same... and equivalent manner with nor 

scales. Thus the first register may be used to 
designate the units or fractions thereof of 
the scale adopted as ounces, gills, inches, &c.; 

The switch with which, this card E°is designed to co-operate is shown 

division. 

with all of the strips B’. The record card or 
strip, being composed of insulating material, 
operates, when interposed between the sec-7o 
tions of the switch, to hold the springs. Bat 
all points, excepting when the perforations 
occur, and at such points permits the spring 
to be pressed into contact with the bars B, 
thus closing the appropriate circuit or cir 
cuits in accordance with the location of said 
perforations. As is obvious, instead of em 

75 

results may be accomplished in substantially 
3o 

mally-closed circuits, in which case the record 
strip or card should he correspondingly modi 
fied. 
Thus far we have considered only the sim 

plest form of apparatus, as illustrated in Fig. . 
1, wherein a recording mechanism is em 
ployed for each division or value according 
to the system employed, and in order to as 
certain the sum total it is necessary to add 
together the several partial totals, as indi 
cated by the registers, and although the deci 
mal system has been adopted as the simplest 
for illustration, it is obvious that the same 
principle is applicable to other systems or . 

95 

the second register, the next higher division, 
as pounds, pints, feet, &c., and so on in suc 
cession to any desired degree, the number of roo 
contacts on the integrator being modified to 
suit the particular scale. 

'. In order to avoid the necessity which would 
otherwise arise for computing the several 
amounts or partial totals registered by the Ios 
indicators to find the total amount, I have in 
troduced an automatio carrying device, 
whereby each counter registers the units only 
of its division on the scale and advances the 
register of the next higher division one point Iro 
each time the lower counter has registered 
as many points as the units of its division are 
contained in the units of the next higher 
division. An apparatus involving this prin 
ciple is illustrated in Fig. 2, where the auto- 115 
matic carrying device is shown as connected 
in a system such as previously described 
with reference to Fig. 1. The integrator, - 
switch mechanism, circuits, and electro-mag 
nets of the registering mechanisms here shown 12o 
are the same as in Fig.1; but the indicator 
of the register, is divided into ten parts, 
(when the decimal system or scale is adopted, 
the number of divisions used depending upon 
the number of units contained in the par- 125 
ticular subdivision of the scale employed.) 
lettered from 0 to 9, and the propelling mech 
anism of any approved form is so constructed 
and arranged that each electrical impulse 
sent, through the coil of the electro-magnet I3o 
will advance the indicator one space, or 
In Figs, 10 and 111 have illustrated a well 

I known form of actuating mechanism, wherein 
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g is the indicator in the form of a disk mounted 
upon a spindle g, and g is an escapement 
wheel, whose teeth are engaged by the anchor 
g, pivoted as at g, and provided with an ar 
mature g opposite the core of the electro 
magnet G. A spring g, (or weight,) attached 
to the anchorg, acts in opposition to the elec 
tro-magnet, so that each time an electrical 
impulse is sent through the coil of the elect 
tro-magnet G the armature will be attracted 
and released, thereby vibrating the anchor, 
and through the action of its arms on the es 
capement-wheel the indicator will be caused. 
to advance one division. 
Upon the spindleg of the registering mech 

anism, or any other part moving in unison 
with the indicator, is located the device or 
devices for automatically actuating the switch 
for closing and opening a circuit, including 

ed 

ing to the next higher subdivision of the scale. 

25 

the electro-magnet G of the register belong 

A switch mechanism suitable for the purpose 
is shown in Figs, 2 and 10, wherein h repre 
sents a metallic or conducting cylinder or sur 
face, and h'a non-conducting cylinder or sur 
face, both of said cylinders, being mounted 
upon or moving in unison with the spindleg'. 
Above the cylindersh and h' is arranged 

a pivoted or movable arm h, whose outer or 
free end is provided with an inclined arm or 
projection h, and upon the insulating or in 
sulated drum h' is secured a pin or cam pro 

35. 

indicator that as the indicator passes from 

40 

45 

jection h for engaging the end of the armi 
land forcing the latter over onto the con 
ducting-drumh. The pinh and the armh 
are so arranged relatively to the marks on the 

the last or ninth division to the zero-mark 
the arm I will be shifted from the non-con 
ducting surface of the switch onto the con 
ducting-surface, and thus close a circuit. The 
circuit last referred to is independent of the 
main circuit, passing through the switch mech 
anism B, and may be arranged as follows: To 
the wire c, at a point intermediate of the 
switch B and electro-magnet G, is attached a . 
wire c, whose opposite extremity is connected 

so 

(bo 

to the switch lever or arm hi. The drum or 
conducting surface h is electrically connected 
to a wirect, whose opposite end is connected 
to a wire c', common to the several registers. 
This wire c terminates at a spring finger or 
contact a, located in such relation to the inte 
grator A as to make contact with a conduet 
ing-surface A, which latter is arranged in 
rear of the strips A and is electrically con 
nected to the strip A. 
The operation of the carrying mechanism 

is as follows: The carrying mechanisms are 
the same in each of the registering mechan 
isms, with the exception of the first and last 
in the series, the first being provided with the 
switch only and the last with the circuit-co 
nections; hence a description of one circuit 
will answer for the whole series. Assuming 
the register to indicato 8, and it is required 
to add eight units in that division. The 

switch mechanism B having been set, as be 
fore described, and the integrator rotated or 
advanced to produce in the main circuit 
eight separate electrical impulses, the indi 
cator will be rotated or advanced eight points 
or divisions, or from eight to six. As the in 
dicator passes from nine to zero the switch 
arm h, which previously rested upon the non 
conducting surface of the switch, will be 
thrown over onto the conducting surface, 
where it will remain, thereby closing at this 
point the circuit, of which the wires c, c, and 
c form part. This circuit, although closed through the arm hand conducting-surface of 
the switch, is not closed through the battery, 
as the spring-finger a rests upon the non 
conducting surface orportion of the integrat 
ing device. As soon, however, as the strips 
A have passed beyond or out of contact with 

85 

the finger a in the main circuit, the finger a . 
is brought into contact with the conductor 
'A', thereby establishing electrical communi 
cation with the battery and producing a single 
electrical impulse in the circuit passing 
through the electro-magnet G of the register. 
ing mechanism belonging to the next higher 
division and advancing the indicator one 
point or division. Thus each time any one 
of the indicators passes from nine to the zero 
point, it establishes circuit-connections with 

with its action as controlled ever, interferin 
of the integrator, and after by the strips A 

the units of the several divisions have been correctly registered the carrying is automati 
cally effected. As with the arrangement de 
scribed it is necessary that the switch-arm 
h should be shifted onto the conducting. 
portion of the switch when the indicator. 
passes from the last figure to the zero-point, 
and should remain in that position to hold 

95 

the next succeeding register, without, how 
O 

the circuit closed while the remaining units 
in the particular division are being registered, 
and until the finger a makes contact with 

d 

the conducting-surface a', it is necessary that . 
some means be employed for withdrawing 
the armsh from contact with the conducting 
surface before the integrator is again actu 
ated. As is obvious, this operation can be 

15 

accomplished by hand or by mechanical der . 
vices; but I prefer to employ electrical de 
vices eontrolled by the movement of the in 
tegrating devices, so arranged that after each 
computation has been made the switch-levers 
will be automatically retracted or returned 
to their normal positions preliminary to the 
next operation. 8 
plished by arranging an electro-magnet I op; 
posite each switch-lever h, and in position to 
move the latter when released from the shift 
ing pin or device from the conducting to the 
non-conducting surfaces of the switch when 
said electro-magnets are energized. The wires. 
forming the helices of these electro-magnets 
are connected at one end to the wires c, at 
tached to one po 

This result may be accom 

le of the battery, and at the 

25 

130 

other by wires i to a wire i. terminating in a 
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spring or contact finger a' located adjacent 
to the multiplier A and in line with a con 

to 

15 

zo 

ductor Athereon. This conductor A is con nected electrically with the conducting-strips 
A, in communication with the opposite pole 
of the battery, as before described, and is 
located in rear of the conductor A, which 
sends the electrical impulses through the 
switches of the carrying devices, so that after 
the electrical impulse has been transmitted 
through the circuits including the switches 
of the carrying devices previously set in the 
manner described, to advance the indicator 
of the next higher division on the scale, an 
electrical impulse will be transmitted through 
the circuits including the electro-magnets I, 
causing the latter to attract, the switch arms 
or levers h” and move them back, thereby 
breaking the circuits through the carrying 
deyices and simultaneously carrying the said 
switch arms or levers into position to be en 
gaged by the shifting devices when the indi 
cators are again advanced. As will be readily 
understood, with a system arranged and op 

25. 
totals of the various computations can be 

3. 

40 

45 

so 

55 

erating substantially as described above, the 

read a once from the series of indicators or 
registering mechanisms, as each represents 
the units only of its particular subdivision 
on the scale adopfed. 

Instead of employing mechanical devices 
for shifting the switch-levers of the carrying 
devices, as described and illustrated in Fig. 
2, the same results may be accomplished and 
in a like manner by the employment of elec 
trical shifting or shunting devices, and an ar 
rangement of this kind is illustrated in Fig. 
3, the same being regarded as one of the nu 
merous modifications of the invention which 
would readily be suggested to a person skilled 
in the art. The integrating mechanism A. 
switch mechanism B, registering devices. C, 
carrying devices, and switch-retracting de 
vices shown are substantially the same as 
heretofore described and shown in Fig.2. In 
stead of employing a mechanical contrivance 
for shifting the switch-lever h onto the con 
tact for closing the circuit passing through 
the electro-magnet G belonging to the indi 
cator of the next division of the scale, an elec tro-magnet J is arranged to act upon each 
switch-lever h° to draw the latter, over onto 
the contact-surface of the carrying-switch 
whenever a current is sent through its helix. 
The conducting and insulated sections h h of 
the carrying-switch are in this instance shown 
as flat plates, Fig. 13, a well-known equiva 
lent for the rotary switch shown in connec 
tion with the system illustrated in Fig. 2, and 
which can be used, if desired, in said system. 
Each registering mechanism C, with the ex 
ception of the last in the series, is furnished 
with an automatic switch or circuit-breaker 
K, Fig. 14, moving in unison with the indi 
cator, and, if desired, connected to the spin idleg of the register, its function being to 
close a circuit including the electro-magnet 

5 

J of the next register, and thereby effect a 
movement of the switch-lever honto the con 
ducting-section h of the carrying-circuit when 
ever the indicator passes from the last num 
ber to the zero-point. Each electro-magnet J 
is located in a separate circuiti, between wires . 
c' and c, the latter being connected to the op 
posite poles of a battery or generator. Each. 
circuit i when closed passes through a con: 
ducting strip or portion f of the switch 

75. 

circuit,closer K, the connection being made. through contactsk, bearing upon the switch. 
K, which latter is composed of non-conduct 
ing material and carries the conductingstrip 
f', so that the circuiti remains broken and its 
electro-magnet J inactive. during the major 
portion of the revolution of the switch Kand. 
until the conducting-stripi' connects with and 
bridges the interval between the contacts k, 
and this takes place whenever, the indicator 
is carried forward to or beyond the zero-point. 
The shifting of the switch arm h closes the 
circuit through the electro-magnet G of the 
next registering mechanism, so that the lat 
ter will be actuated when the finger a makes 
contact with the conducting-strips A, after 
which the switch-arms are withdrawn from 
their contacts and the circuits broken by the 
action of the electro-magnets I, as before de 
scribed. - a 

Thus far in explaining the invention the 
systems and apparatus have been described 
as used for effecting the addition of sums or 
values and registering the totals; but its ca 
pacity is not limited to such computations, 
as the same apparatus may be employed for 
working out and registering sums in multi 
plication, and, if desired, adding the product 
to the aimounts previously registered. To ef 
-fect these operations it is only necessary to 
arrange, the switch mechanism of the main 
circuits in such manner that each circuit con 
taining the register corresponding to several 
divisions found in the multiplicand shall be 

go 
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I95. 

to 

placed in communication with. that one of 
the circuit-breakers of the multiplier A whose 
contacts correspond in number with the units 
of the division. Thus if the multiplieand is 
436 the circuit c of the hundreds - register 
will be placed in communication with the fin 
ger a, making four contacts, the circuit of 
the tens-register will be connected to the fin. 
ger making three contacts, and the circuit 
containing the units-register will be con 
nected to the finger making six contacts, so 
that at each complete rotation or movement 
of the integrating devices the registers will 
be advanced to indicate the sum of 486. By 
repeating the movement of the integrator or 
circuit-breaker A. as many times as the unit 
is contained in the multiplier the product will 

115 

I25. 

be registered. If instead of repeating the 
action of the circuit-breaker or integrator for 
each unit the circuits leading from contact 
fingers a are shifted to connect with the wires 
e of the registers in the next higher division 
of the decimal scale, it will have the effect. 

  



6 480,804 

o 

of increasing the value of the multiplier ten 
points or one division at each rotation of the 
circuit-breaker, and by so doing the process 
will be greatly simplified and abridged. Thus 
assuming that three hundred and forty-six is 
to be multiplied by three hundred and forty 
six. The switch mechanism having been set 
as before described, and the integrator or 
9ircuit-breaker. A rotated six times, the reg 
isters will be advanced to indicate 2,076, be 
ing the product of three hundred and forty 
six multiplied by six. The circuit-connec 
tions are now changed, so that the three fin 

I5 

25 

35 

40 

45 

55 

gers a, making, respectively, three, four, and 
six contacts, shall be placed in circuit with 
the registers of the thousands, hundreds, and 
tens, thereby multiplying or increasing the 
register effected by each rotation of the cir 
cuit-breaker ten points. The circuit-breaker 
or integrator A is now rotated four times, ad 
vancing the registering mechanisms thirteen 
thousand, eight hundred and forty points, 
(three hundred and forty-six multiplied by 
forty) which, being added o the 2,076 pre 
viously registered, will give as the total 15,916, 
which is the product of three hundred and 
forty-six by forty-six. The circuits being 
again changed to connect the third, fourth, 
and sixth fingers a with the ten thousands, 
thousands, and hundreds registers, respect 
ively, thereby multiplying the value of each 
rotation of the circuit-breaker one hundred 
tipnes, the integrator or circuit-breaker A is 
rotated three times, thereby adding the sum 
of one hundred and three thousand eight 
hundred (three hundred and forty-six multi 
plied by three hundred) to the amount pre 
viously registered, making the total 119,716, 
which appears upon and can be read at once 
from the several indicators. This changing 
of the circuits for multiplying can be accom 
plished either by shifting the record card or 
strip (when that form of switch-operating de 
vice is used) laterally, so as to transfer the 
perforations in each division to the strip B 
of the next or a higher division, at the same 
time retaining contact with the same line 
of the strip B', as before, or a separate switch 
mechanism-such, for example, as shown in 
Figs. 15 and 16-may be located between the 
switch mechanism B and counters C. This 
switch L contains a series of contact-plates 
l, corresponding to the number of counters 
and divisions in the scale, each strip lbe 
ing connected to one of the wires c in cir 
cuit with the electro-magnet for operating 
the registering or counting mechanism. The 
wiresleading from the contact plates or strips. 
Bare each connected to, an insulated spring 
contact l, mounted upon a movable block or 
carriagel, provided with a knob or handlel 
and carrying a pointerl. When used for 
simple addition, the block lis placed at one 
extremity of the switch with the springs l, 
bearing upon strips l in their regular order, 
thus closing the circuits c, as before /de 
scribed. Whenever the multiplier is to be 

raised or increased the value of one or more 
divisions on the scale, the block is moved 
until the springs 7 of all the circuits are ad 
vanced the same number of divisions and 
brought into contact with the desired series 
of strips B°, which is determined by the posi 
tion of the pointer l. 
As hereinbefore intimated, it is not essen 

tial to the operation of the system described, 
although deemed a desirable feature, that 
the setting of the circuits controlled by the 
integrator should be effected through the in 
strumentality of perforated record strips or 
cards and a switch mechanism such as der 
scribed, as other equivalent devices may be 
employed for the purpose. One such modi 
fication is shown in Figs. 15, 17, and 18, 
wherein m represents a series of insulated 
conducting-strips corresponding in number 
with the registering mechanisms and con 
nected to the wires c. A similar series of 
conducting-plates on', corresponding in num 
ber with the fingers a, and connected thereto 
by wires b, are arranged near the strips in, so 
that by inserting pins m, of conducting ma 
terial, between the strips in and any one of 
the strips in the circuits leading to the reg 
isters can be placed in communication with 
any of the contact-fingers (t to send the de 
sired number of electrical pulsations or im 
pulses through the registering-circuit. In 
this instance, instead of locating the circuits 
by the perforations and then setting the 
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switches with the cards, the locating and set- . 
ting are simultaneously effeoted by hand. 
One of the many advantages obtained by 

my improved system is the setting up in a 
manner to be read, compared, and, if neces 
sary, corrected, the amount to be added be 
fore the operation is performed, thus avoid 
ing errors in computation arising from mis 
takes. Thus when a give amount is to be 
added or used as a multiplier it is first set up 
or recorded, either by means of perforations 
in the strips or cards or by properly locating 
the contacts in the switch, and the sum thus 
registered can be read off and compared to 
ascertain if it is correct. If found correct, 
the remainder of the process is purely me 
chanical in adding and merely requires the 
shifting of the circuits in multiplying, as 
hereinbefore explained, a single complete ro 
tation or movement of the integrating device 
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serving to actuate all the circuits in which . . 
additions are to be made, and with the auto 
matic carrying devices applied no further at 
tention or manipulation is necessary. 
Although I have shown but a single bat 

tery or generator for supplying the current 
for the several circuits. it is obvious that a 

I ag. 

separate generator may be used in each of 
the principal circuits or for two or more of 
said circuits. Other forms of counting or 
registering mechanisms may. also be em 
ployed, it being essential only that they re 
spond to the electrical impulses traversing 
the circuits. 
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In describing my improved system and ap 
raratus I have only explained its use in ef fecting computations involving the multipli 
cation and addition of quantities; but, as 
will be readily understood by those skilled 
in the use of such devices, sums in subtrac 
tion and division can as well be accom. 
plished, the only alteration or modification re 
quired being such as relate to the arrange 
ment of the actuating devices of the register 
ing mechanism or the arrangement of the fig. 
tures on the dials relative to the direction 
of movement. Thus the anchor movement, 
as shown in the illustration, may be adjusted 
So as to expose the riumbers on the dial 
in the order of their succession from 0 to 
4), or it may operate in the reverse direction 
to expose the numbers in the opposite, order 
from 9 to 0, thereby adding or subtracting a 
unit in the division at each reciprocation of 
the armature, and the same result can be se 
cured by the employment of a double series 
of figures arranged in reverse order on the 
dial, or different dials may be employed in 
connection with the same actuating mechan 
ism, the one used for adding and multiplying 
values having the figures arranged as shown 
in the drawings, while the other, for use in 
subtracting and dividing, having the figures 
arranged in the reverse order. When the ap 
paratusis thus arranged, so that the succession 
of index points or figures of each registering 
mechanism will be exposed or indicated in the 
reverse order-i.e., from 9 to 0 instead of 0 
to 9-and it is desired to subtract a certain 
alhount from a given sum the operations per 
formed are the same as in adding that amount. 
Thus if three hundred and ninety-two is to 
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be subtracted from nine hundred and sixty 
five, which latter amount has been previously 
ascertained by or is indicated upon the sev 
eral registering devices by a proper manipu 
lation of the circuit-connections or by setting 
the pointers or dials to indicate said amount, 
the card is punched at 3 in the hundreds, 9 in 
the tens, and 2 in the units and inserted be 
tween the numbers of the switch mechanism. 
Upon operating the integrating devices, as 

hereinbefore explained, the units-dial will be 
moved two points, from 5 to 3, the tens-dial 
will be moved nine points, from 6 to 7, (if the 
carrying device is employed, the circuit 
through the hundreds-dial will be closed as 
the tens-dial is moved from 1 to 0,) and the 
hundreds-dial will be moved four points, 
three from 9, to 6 by the direct action of the 
integrator as controlled by the circuit closed 
through the perforation in the hundreds-col 
umn of the record card or strip and one 
from 6 to 5 by the action of the circuit con 
trolled by the carrying devices belonging to 
the tens - register. Thus the dials will be 
caused to indicate 573. 
Sums in division are performed in a man 

ner, the reverse.of in ultiplication. To illus 
trate this, let it be assumed that the registers 
indicate 119,716, which sum it is required 

should be divided by three hundred and 
forty-six. The divisor 346 is recorded on 
the card, as before, and the circuits through 
the hundreds, tens, and units registers are 
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closed through the fingers, making three, four, 
and six contacts, respectively. Each time the 
integrator is operated 3.46 will be deducted 
from the dividend, and by counting the num 
ber of times the integrator has to be oper 
ated to bring the registers to zero or has to 
indicate an amount less than the divisor 
346 the number of times the divisor is cont 
tained in the dividend-i.e., three hundred 
and forty-six times-will be ascertained. 

| Should the registering device indicate a sun 
less than the divisor, the amount so indicated 
will represent the remainder. 
As when used for multiplying the opera 

tion can be shortened by the employment of 
switching devices, such as I, for transferring 
the circuits from a higher to a lower division 
instead of from the lower to the next higher 
as in multiplying. Thus the dividend being 
119,716 and the divisorindicated by the card 
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346 it is observed at a glance that the divisor 
is contained within the dividend more than 
one hundred times; hence the switch I is 
operated to increase the divisor one hundred 
times-that is to say, the third, fourth, and 
sixth fingers are connected with the ten-thous 
ands, thousands, and hundreds registers, re 
spectively. The integrator is now set in no 
tion, each time subtracting 34,600 (346X100) 
from the dividend, and this operation is re 
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peated until the dividend is observed to be 
less than the divisor (346x100=34,600.) The 
number of times the integrator is operated to 
produce this result will represent the hun. 
dreds of times the divisor 346 is contained 
in the dividend--i.e., three. In other words, 
the amountsubtracted from the dividend will 
be 34.6x300=103,800. A record is made of 
the number of times-three-the integrator 
has been operated and the switch L is again 
adjusted by connecting the third, fourth, and 
sixth fingers with the thousands, hundreds, and tens registers, respectively, representing 
34.6x10=3,460. The integrator is again set 
in motion and operated until the dividend 
has been reduced below three thousand four 
hundred and sixty, which will require four 
movements, representing 3,460X4 13,840, 
the amount subtracted from 15,916, (119,710 
103,800) leaving 1,076. A record is now made 
of the number of times-four-the divisor is 
contained in the dividend. The switch L is again changed, connecting the firiger's to the 
hundreds, tens, and units. registers, and the 
integrator operated until the dividend 1.076 
is reduced below the divisor 346. In the ex ample given six operations of the integrator 
(6x346) will cause the registers to stand at 
zero. It is thus shown by the operations de 
scribed that 346 is contained in 119,746, 30-- 
40--6, or three hundred and forty-six times, 
as ascertained by first subtracting 3-6X 100X 
3, then 346x10x4, and finally 346X6. 
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I claim as my invention 
l. The hereinbefore - described improved 

System for automatically effecting mathemat 
ical computations, comprising the following 
instrumentalities: a switch mechanism in two 
sections, each of the latter comprising a se 
ries of insulated conductors, with means for 
connecting any one or more of the conductors 
of one section with any one or more of the 

430,804 
electrical impulse is sent after the integrator 
has ceased to act upon the main circuits, sub 
stantially as and for the purpose set forth. 

4. In a system such as described, the com 
bination, with a series of registering devices, 
a separate circuit-wire for each register, a 
switch mechanism to , which wires are con 
nected, a second series of wires also connected 
to the switch, an electrical generator, and an 

conductors of the opposite section, a series of integrating device connected to the genera 
circuit-wires, each connected to one of the 
3onductors forming one section of the switch 
and to a generator, and embracing electrical 
devices controlling a registering mechanism, 
a second series of circuit-wires each connect 
ed to one of the series of conductors forming 
the other section of the switch, and an inte 
grating mechanism located between the gen 
erator and the said second series of circuit 
wires and operating to vary the resistance of 
the circuit leading from the generator to the 
switch mechanism in a manner to produce in 
each of the circuit-wires of the second series 
a predetermined number of electrical im 
pulses, whereby when any wire of the second 
series is connected through the switch with 
One or more of the wires of the first series the 
registering mechanisms connected to said 
wires will be actuated or advanced as many 
points as there are electrical impulses created 
by the integrator in the particular wire so 
Connected. 

2. The hereinbefore described improved 
system for automatically effecting mathemat 
ical computations and indicating the result 
obtained by means of a series of registering 
'devices, consisting in the combination, with 
each of said registers, of an electrically-oper 
ated controlling device included in an inde 
pendent line or circuit, an integrating device 
and a series of wires or circuits connected 
thereto and operating to produce in each of 
said last-named wires a separate series of 
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electrical impulses, a generator, and the switch 
for connecting anyone or more of the wires 
or circuits leading from the integrator with. 
any one or more of the circuits containing 
the operating mechanism of the registers, 
substantially as described. 

3. The improved system for automatically 
effecting mathematical computations and re 
cording the results upon a series of register 
ing devices, substantially as described, which 

tor and controlling the flow of electricity in 
said second series of wires to produce a separ 
rate series of electrical impulses in each wire, 
substantially as and for the purpose set forth. 

5. In a system such as described, and in 
combination with a series of circuits, each 
containing an electrical device controlling a 
registering mechanism, an integrating de 
vice controlling the passage of the current 
from the generator, to a series of conductors 
to produce a separate number of electrical 
impulses in each of said last-named series of 
conductors, and a switch mechanism for con 
necting any one of the wires of said series 
with any one or more of the wires of the first 
mentioned series. 

6. In a system such as described, the com 
bination, with a generator and a series of eir 
cuit-wires connected thereto and to one sec 
tion of a switch mechanism, of a second se 
ries of wires connected to the opposite sec 

go 
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tion of the switch, and an integrating device 
provided with a series of sets of contacts, each . 
set containing a different number of contacts 

OO 

and co-operating with one of said second se 
ries of wires, whereby when said integrator is . 
operated a different series of contacts or im 
pulses will be produced in each of the sev 
eral circuits, substantially as described. 

7. In a system such as described, and in 
combination with the series of circuits, each 
including electrical registering devices and 
connected to a switch, mechanism, a second 
series of conductors connected to the oppo 
site section of the switch, and an integrating 
device operating to produce a series of elec 
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trical variations in each of said series of con 
ductors when in circuit with a generator, of IIS 
a card or sheet perforated at predetermined . 
intervals and interposed between the sections 
of the switch mechanism, the contacts of the 
latter being effected through the perforations 
in the card or sheet, substantially as and for 

consists in the combination, with the separate the purpose set forth. . . . 
registers and electrical devices operating 
thereon and included in separate circuits, of 
generators for charging said circuits, a switch 
mechanism for connecting any one or more 
of said circuits with the wires of a second se 
ries of conductors, an integrating device op 
erating in conjunction with said second series 
of conductors to produce a different number 
of electrical impulses in each, and an auto 

65 
mattic conveying device acting in unison with 
the register of a lower value for throwing the 
actuating mechanism of the next higher reg 

8. In a system such as described, embrac 
ing registers, electrical devices for control 
ling said. registers, and a series of circuit 
wires connected to a series of conductors 
forming one member of a switch mechanism 
and in combination therewith, a second se 
ries of wires, connected to the conductors of 

I25 

the opposing section of the switch, a sheet or 
card perforated at intervals to permit contact 
to be made between the conductors of the 
two sections of the switch at predetermined 

-mechanism for producing elec points, 
lister into a branch circuit, over which an trical impulses-in each of said second series 



bination, with the switch, the perforated rec 
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of wires, substantially as and for the purpose 
set forth. . . . 

9. In a system such as described, the com 
ord-strip, through which connection between 
the switch-sections is established and con 
strolled, and the two series of wires connected 
to the opposite sections of the switch for es 
tablishing electrical connection between the 
wires of the one series with those of the other, 
of a registering mechanism and electrical 
controlling devices connected to each wire. 
of the one series and a circuit-interrupting 
device connected to each wire of the otherse ries, and an electrical generator for charging 
the circuits controlled by the interrupter, sub 
stantially as described... . 

10. In a system such as described, and in 
combination with a series of circuit-wires, in 
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cluding separate registering mechanisms, an 
integrating device connected with a second 
series of circuit-wires and operating to vary 
the conductivity of each circuit a separate 
laumber of times, a switch mechanism with 
which all the wires in both series are con 
nected, and a record-strip interposed between 
the sections of the switch and perforated at predetermined points to permit contact be-, 
tween the sections of the switch through the 
perforations, substantially as described. 

11. In a system such as described, and in 
combination with a series of circuit-wires, 
each including an electro-magnet and a reg 
istering mechanism for each circuit con 
trolled by the electro-magnet to advance the 
indicating device one point for each electrical 
impulse traversing its coils, of an integrating 
device operating to produce electrical im 
pulses, a switch moving in unison with the 
register and arranged in branch circuit, in 
cluding the electro-magnet of the next higher 
register, said branch circuit connected to the 
generator through a switch moving in unison 
with the integrating device, substantially as 
described, whereby when one register passes 
to the zero-point its switch will be operated 
to close the branch circuit through the elec 
tro-magnet of the next higher register, and 
after the impulses have ceased in the direct 
circuits an impulse will be sent through the 
branch circuits, as set forth. 

12. In a system such as described, and in 
combination with the integrating device, the 
circuits controlled thereby, and the series of electro-magnets controlling registering de 
vices, of an automatic switch mechanism 
moving in unison with the registering mech 
anism to close a branch circuit connected to 
the electro-magnet of the next register, and a 
device moving in unison with the integrator 
to send an electrical impulse over said branch 
circuit, substantially as described. 

13. In a system such as described, and in 
: combination with a series of registers, actu 
ating electro-magnets therefor, a separate cir 
cuit-wire for each of said electro-magnets, 
and a device for producing electrical impulses 

magnet of the higher registering mechanism, 

in each circuit to actuate the registers, an au 
tomatic carrying mechanism consisting, es 
Sentially, of a switch operating in unison with 
the registering mechanism, a branch circuit 
connected to said switch and including the 
electro-magnet of the next higher register, a 
generator, and a device for sending an elec 
trical impulse through the branch circuit, 75 
substantially as described. 

14. In a system such as described, compris 
ing a series of circuits each containing an 
electro-magnet, a corresponding series of reg 
isters controlled by said electro-magnets, and 
a device for producing in each of said cir 
cuits impulses for advancing the registers, 
and incombination with said circuits, regis 
ters, and electro-magnets, a branch circuit' 
connected to the coil of the electro-magnet of 
a higher registering device and to a switch 
controlled by the next lower registering de 
vice to close said branch circuit as its indi 
cator moves to the zero-point, and a device 
separate therefrom for producing an electrical go 
impulse in said branch circuit, substantially 
as and for the purpose set forth. 

15. The combination, with the integrating 
device, main circuits, and series of registering 
mechanisms of a system such as described, of 9 
a circuit connected with the electro-magnets 
of the higher registering mechanisms, a switch 
in said circuit, a suppleinental electro-Luagnet 
operating to close said switch and included : 
in a separate circuit, a switch in said last 
named circuit operating in unison with the 
indicator of the lower registering mechanism, 
and devices for sending electrical impulses 
through the circuits connected to the electro 
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Io 5 substantially as described, whereby as the in 
dicator moves to the zero-point the circuit 
through the supplemental electro-magnet will 
be closed, causing said electro-magnetto close 
the switch through the electro-magnet of the 
higher register to actuate the latter, as set 
forth. - 

16. In a system such as described, and in 
combination with the registers; circuits, switch 
mechanisms, and integrating device, a carry 
ing device operating, substantially as de 
scribed, to change the circuit-connections be 
tween the integrator and registering devices 
from allower to a higher division, or vice versa, 
as and for the purpose set forth. 

17. In a system such as described, and in 
combination with a series of registers, con 
trolling electro-magnets, and circuit-wires, the 
integrating device and its series of circuit 
wires, and a switch interposed between the 
wires of the integrator and those of the regis 
ter-circuits for simultaneously shifting the 
connections to throw the integrator-wires from 
the-register-circuits of a lower to those of a 
higher value, or vice versa, substantially as 
and for the purpose set forth. 

18. In a system such as doscribed, and in 
combination with the series of register-cir 
cuits and a generator, of the integrating der . 
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vice consisting, essentially, of a non-conduct 
ing surface provided with a graduated series 
of conducting-plates and movable with re 
spect to series of contact-pieces forming ter 
minals of the register-circuits, said conduct 
ing-plates being also connected in circuit with 
the generator, whereby when said integrating 
device is operated the circuit will be closed 
through each register-circuit a predetermined 
number of times, substantially as described. 

19. In a system such as described, and in 
combination with the register-circuits, switch 
mechanism connected thereto, and the series 
of wires connected to the opposite sections of 
the switch, of the integrating device for pro 
ducing a different series of electrical impulses 
in each of said wires and the register-circuits, 
said integrating device comprising a movable 
drum carrying a series of graduated conduct 
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ing-strips in circuit with the generator and 
arranged to successively close and open the 
cirouits through each of the series of wires 
leading to the switch, substantially as and for 
the purpose set forth. 

20. In a system such as described, the com 
bination, with the register-circuits, the switch 
to which they are connected, the series of wires. 
leading to the integrator and connected to the 
switch, and means for operating the switch 
to connect any of the last-named wires with 
any of the register-circuits, of the carrying 
switch and the integrating device, substan 
tially as described. 

HERMAN HOLLERITH. 
Witnesses: 

I. HoLDSWORTH GORDON, 
MAYHEw PLATER. 
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