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This invention relates primarily to Scanning 
systems and more particularly to oscilloscopic SyS 
tems providing a definite time or reference axis 
along which scanned information of one char 
acter or another may be displayed. 
An illustrative system of the kind described is a 

so-called panoramic radio receiving System con 
prising electrical scanning means for continuously 
traversing a predetermined radio frequency range 
and a cathode-ray oscilloscope for indicating si 
multaneously at preassigned respective points 
along a reference axis the frequencies at Which 
radio activity is encountered. The reference axis 
may be in the form, for example, of a single line 
that is continuously Scaled, in terms of frequency, 
from one end to the other. The presence of radio 
activity at any particular frequency may be in 
dicated by a luminous spot or Spike that is made 
to appear at the corresponding point along the 
frequency Scale. 
An object of the invention is to provide an im 

proved oscilloscopic system in which the reference 
axis along which information is displayed con 
prises a multiplicity of separated portions. A 
more particular object is to insure that all of the 
collected information is displayed notWithStand 
ing the finite time required for the cathode ray 
or the like to pass from the end Of One portion of 
the reference axis to the beginning of another. 
In a panoramic receiver embodying the present 

invention the frequency scale takes the form of 
a multiplicity of parallel lines. On the Screen of a 
cathode-ray oscilloscope. These lines are tra 
Versed in succession by the cathode ray While the 
frequency scanner once traverses the frequency 
range of interest. The operation of the frequency 
Scanner is so controlled that its progression acroSS 
he frequency range is effectively halted during 
those intervals in the SCanning cycle when the 
cathode ray is passing from one of the Scale por 
Sions to another. 
The nature of the present invention will appear 

more fully from a consideration of the embodi 
ment illustrated in the accompanying drawing, in 
which: 
Fig. 1 illustrates a panoramic receiver in ac 

Ordance With the invention; and 
Figs. 2, 3 and 4 are diagrams illustrating the 

peration of certain of its components. 
Referring more particularly now to Fig. 1, the 
anoramic receiving system shown Schematically 
herein comprises a radio receiving antenna, and 
radio frequency amplifier 2 through which all 

if the received Waves lying Within a predeter 
nined frequency range are applied to the modul 
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2 
lator 3 of a frequency scanner. The scanner in 
cludes also an oscillator 4 connected to supply 
beating Oscillations to inodulator 3, and a filter 5 
that is connected to receive the wave output of 
modulator 3. The Operating frequency of oscil 
lator 4 is cyclically varied, in a manner to be de 
scribed, between limits such that at the output of 
modulator 3 one of the Sidebands derived from the 
applied radio frequency range is swept repeatedly, 
from One extremity to the other, across the pass 
frequency of filter 5. The pass band of filter 5. 
is made narrow enough to selectively transmit in 
Succession all of the radio signals that may appear 
in the applied band. In effect, the frequency 
Scanner repeatedly traverses the applied radio fre 
Cuency range and during each traverse transmits 
momentarily and in succession the various radio 
signals that are encountered. The information 
collected by the frequency scanner is delivered 
at the Output of filter 5 in the form of a succes 
Sion of Wave effects or wave pulses, and these are 
delivered through amplifier 6 to the control grid 

of a cathode-ray tube 0. 
Cathode-ray tube iO comprises control grid if 

for controlling the intensity of the cathode ray, a 
luminescent screen 2 for the display of the col 
lected information, means 3 for deflecting the 
cathode ray in the horizontal plane and means 
4 for deflecting the ray in the vertical plane. The 
two deflecting means are shown as two pairs of 
deflecting plates although they could as well be 
two sets of magnetic deflecting coils. The cath 
Ode-ray tube fo may be so biased, by means not 
shown, that the luminous spot or trace which the 
cathode ray tends to produce on screen f2 is just 
barely extinguished except when signal effects are 
applied to the control grid f. 

Deflecting plates 4 are connected to a sweep 
circuit 20 which applies to them a saw-toothed 
voltage wave as illustrated at A in Fig. 3. This 
causes the point of impingement of the cathode 
ray On Screen 2 to move periodically in a vertical 
direction across screen 2 at a periodic rate fixed 
by the Operating frequency of the saw-toothed 
Wave Source 20. The latter is the same as the 
repetitive rate of frequency Scanning and may be, 
for example, 15 cycles per second. The shape of 
the Saw-toothed wave A is such that the 'spot' 
or point of impingement of the cathode ray moves 
relatively slowly from, say, top to bottom of screen 
2 while the voltage A is rising, and returns rela 

tively quickly While the voltage A is falling. Dur 
ing the latter period, the 'flyback” or “retrace' 
period, the cathode ray may be suppressed in 
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known manner to prevent any mark being made 
On the Screen. 
Sweep circuit 3 produces a saw-toothed volt 

age Wave 3 that is of the same shape as voltage 
Wave A but its frequency is a multiple thereof. 
It may be assumed by Way of example that the 
frequency of the one is eight times that of the 
other, as illustrated in Fig. 3, and that this har 
monic relation is maintained by any suitable Syn 
chronizing means. The output of sweep circuit 
3) is applied through amplifying pentode 3 and 
amplifier 32 to deflecting plates 3 whereby the 
Cathode ray is deflected horizontally across the 
Screen 2 at a rate of 120 cycles per second. The 
bias and polarity may be assumed to be such that 
during each A20 second the spot moves relatively 
Slowly from right to left across the screen and 
returns relatively quickly during the flyback 
period pertaining to Wave B. Disregarding the 
fact that the cathode ray or spot may be ex 
tinguished inuch of the time, the path traced 
On the Screen 2 by the cathode ray as a result 
Of the two components of displacement imparted 
to it is of the form illustrated in Fig. 2. It will be 
linderstood that this path is cyclically traversed 
fifteen times a second. The relatively slow move 
ments of the spot are indicated by the solid lines 
in Fig. 12 while the relatively rapid 'flyback' 
movements are represented by dotted lines. 
Although the reference axis represented by the 

Inultiplicity of solid lines is discontinuous, it is 
an object of the invention to arrange that these 
Separate lines or Scale portions shall together pro 
vide a continuous frequency scale embracing all 
Of the radio frequencies within the range trav 
ersed by the frequency Scanner. In other words, 
it is desired that if the left-hand end of one line 
represents a certain radio frequency the right 
hand end of the next line shall represent the next 
adjacent frequency, or that there shall be an over 
lap rather than an hiatus. One of the difficulties 
to be overcome in this connection is that while 
the cathode ray is moving from left to right dur 
ing the interline flyback periods the frequency 
scanner would ordinarily continue its traverse 
across the radio frequency range during these 
periods, With the result that Signals encountered 
in certain portions of the scanning cycle would 
be lost in so far as their indication on the fre 
quency scale is concerned. 
As indicated hereinbefore the present invention 

provides for effectively halting or suspending the 
progressive Scanning operation during the inter 
line flyback periods so that no radio frequencies 
are passed over by Virtue of the Scanner continu 
ing to advance across the frequency range while 
the cathode ray is passing from the end of one 
Scale portion to the beginning of the next. It is 
not essential that the scanner be completely 
stopped but rather that there be no net progres 
Sion of the scanner during the interline flyback 
periods. In the Fig.1 system the scanning op 
eration is reversed rapidly at the beginning of 
each flyback period and innediately allowed to 
resume so that by the end of the flyback period 
the Scanner has again reached, or at least not 
passed beyond, the frequency that it had reached 
before reversal of the direction of scanning. The 
circuit means provided for this operation are as 
follows. 
The saw-toothed voltage wave A produced by 

Sweep circuit 2 is applied to a control grid of the 
amplifying Space discharge device 2 which may 
be of the pentagrid mixer type, and after further 
annplification in anplifier 22 it is applied with the 
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4. 
properpolarity to a voltage-responsive frequency 
controlling portion of beating oscillator 4. Oscil 
lators of the character described are Well known 
in the art and it suffices to Say that the applied 
voltage wave A varies the operating frequency 
between the necessary limits. The polarity may 
be such, for example, that during each cycle of 
the voltage wave A the operating frequency tends 
to increase relatively gradually from a lower ex 
treme value to an upper extreme value and then 
to fall rapidly to the initial value during the fly 
back period associated with wave A. The fre 
quency scanner tends to Scan the applied radio 
frequency range in the Same manner at the as 
Sunned rate of fifteen times per Second, which is 
the periodic rate at Which the Cathode ray trav 
erses the path described with reference to Fig. 2. 
Saw-toothed voltage wave B, regulated to the 

proper amplitude and illustrated in exaggerated 
form at C in Fig. 3, is applied concurrently with 
voltage wave A to control the Operating frequency 
of osciliator 4. This added component is, or may 
ge, derived from Sweep circuit 30 by Way of a po 
tential divider 33 that is interposed in the com 
mon grid-anode circuit of pentode 3, the po 
tential divider being connected in turn to another 
control grid in the amplifying Space discharge 
device 2. The resultant wave applied to oscil 
lator 4 is illustrated at A-C in Fig. 3 with the 
Serrations exaggerated to ShoW more clearly the 
character of the Wave Shape. 
The latter illustration Will Serve to illustrate 

also the Variations in the frequency of OScillator 
4 and the progression of the frequency scanner 
across the applied radio frequency range. Thus 
at the beginning of a cycle While the Cathode 
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ray traverses the uppermost scale portion the 
frequency Scainner traverses progreSSively the cor 
i.esponding portion of the radio frequency range. 
Ai, the beginning of the interline flyback period 
the Scanner is quickly set back a certain amount 
and then resumes its relatively gradual progres 
SiOin in the initial direction across the frequency 
range. The sapiitude of Voltage Wave C is SO 
adjusted by neans of potential divider 33 that 
by the end of the interline flyback period the 
Scanner has again just reached the radio fre 
quency that was reached at the beginning of the 
fiya,ck-pairiod, So that the beginning of the Second 
Scaie portion coincides with the end of the first 
scale portion and the two taken in succession 
afforda, continuous frequency scale. The scanner 
continues its progression while the cathode ray 
traverses the Second Scale portion, until the begin 
ning of the next flyback period is reached and 
the scanner is again momentarily set back or 
temporarily reversed. This process is repeated 
until in slightly less than one-fifteenth second all 
of the Scale portions have been traversed in 
succession and the flyback associated with voltage 
wave A begins. During the latter flyback period 
the spot returns to the beginning of the first 
scale portion and the Scanner returns to its 
initial position in the radio frequency spectrum. 

it will be understood that whenever the scanner 
encoui inters radio activity in its progression across 
the frequency range the cathode ray produces 
a luminous spot at the corresponding frequency 
position on the screen 2. It will be understood 
too that the visual indication representing a 
particular radio transmitter may be split, part 
appearing at the left-hand extremity of one scale 
portion and part at the right-hand extremity 
of the next scale portion. If a certain overlap be 
allowed as suggested herein before, stations rep 
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resented at or near the left-hand end of one 
scale portion will be duplicated at or near the 
right-hand end of the next, but none will be 
omitted. In the latter case, one or the other 
of the duplicate scale portions may be disre 
garded or covered over if desired. A few of the 
transmission-indicating spots are shown in Fig. 1. 
Although the screen 2 may have a frequency 
scale inscribed on it along the Scale portions illus 
trated in Fig. 2, such a scale may instead be in 
Scribed on a removable transparency, or electrical 
auxiliaries known in the art may be employed for 
indicating or determining the radio frequency 
represented by any particular luminous spot. In 
any case, the several scale portions collectively 
cover the entire radio frequency range of in 
terest. . 
Whereas the several Scale portions are inclined 

as illustrated in Fig. 2, they may be made hori 
Zontal if desired by applying to the deflecting 
plates 4 a. saw-toothed voltage wave having the 
shape illustrated at D in Fig. 4. This wave may 
be derived from Sweep circuit 30, through a 
Switch connected to the output circuit of pentode 
3t, as indicated in Fig. 1. The amplitude of the 
wave TD is such that combined with the SaW 
toothed voltage wave A it produces a horizontally 
stepped Voltage Wave A-D as shown in Fig. 4. 
The net result is that the somewhat trapezoidal 
portion of Fig. 2 becomes strictly rectangular. 
In other respects the Operation of the System is 
as hereinbefore described. 
Although the present invention has been de 

Scribed largely with reference to a specific emi 
bodiment it will be understood that the invention 
may be embodied in various other forms within 
the spirit and Scope of the appended claims. 
What is claimed is: 
1. An oscilloscopic System comprising, in com 

bination, selective means for cyclically scanning 
a predetermined Subject and selecting in Succes 
Sion in the course of each cycle effects appearing 
at various points therein, Oscilloscopic means for 
marking the selected effects individually along a 
multiplicity of separated reference lines consti 
tuting an extended time base, said oscilloscopic 
means including means for driving Said marking 
means along said reference lines in cyclically re 
peated succession, and means for interrupting 
the said scanning during the periods within each 
Scanning cycle during which said marking means 
passes from one of Said lines to another of said 
lines representing a subsequent portion of said 
extended time base. 

2. In combination, selective means for cycli 
cally scanning a predetermined subject and Se 
lecting in Succession effects appearing at dif 
ferent points therein, OScilloscopic means for 
cyclically traversing a predetermined path and 
visually indicating the selected effects at respec 
tively corresponding points along said path, said 
path comprising a multiplicity of separated por 
tions along which all of the selected effects are 
to be indicated, and scanning control means for 
preventing any net progression of said selective 
means relative to Said subject in the periods dur 
ing Which the path between said separated path 
portions is being traversed. 

3. In combination, selective means for cycli 
cally scanning a predetermined subject and se 
lecting in Succession effects appearing at dif 
ferent points therein, Oscilloscopic means for 
cyclically traversing a predetermined path and 
visually indicating the selected effects at respec 
tively corresponding points along said path, said 
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6 
path comprising a multiplicity of separated pors 
tions along which all of the selected effects are 
to be indicated, and scanning control means for 
preventing any net progression of said Selective 
means through said subject in the periods during 
which the path between Said separated path por 
tions is being traversed, said scanning control 
means comprising means for temporarily reverS 
ing the direction of progression of said selective 
means through said Subject Within the Said 
periods. - 

4. In combination, cathode-ray OScilloScopic 
means, sweep circuit means adapted to drive the 
cathode ray cyclically along a predetermined path 
comprising a multiplicity of disconnected path 
portions, frequency scanning means for cyclically 
scanning a predetermined wave frequency range 
and selecting in succession wave effects of differ 
ent frequencies appearing in Said range, Said 
scanning means having a cyclical rate such that 
it progresses once across said frequency range 
while said cathode ray covers said multiplicity of 
path portions, means operative on said Scanning 
means for preventing any net progression of the 
said Scanning means across said frequency range 
in the periods within each Scanning cycle during 
which the cathode ray passes from one of said 
path portions to the next, and means for vary 
ing said cathode ray under the control of the 
wave effects selected by said scanning means. 

5. In combination, frequency translating means 
having Wave input means for the Simultaneous 
application of any waves lying within a prede 
termined frequency range and wave output means, 
Voltage-responsive means for varying the extent 
of translation effected by said frequency trans 
lating means, means for applying to said respon 
sive means a periodically varying voltage which 
throughout a substantial part of each period of 
its variation changes substantially continuously 
and progressively in the same sense of change 
With relatively brief intermittent changes in the 
Opposite Sense, means for visually indicating the 
WaVes present in said range comprising an oscil 
loScope and frequency selective means connecting 
Said oscilloscope and said wave output means. 

6. In combination, selective means for cycli 
cally Scanning a predetermined subject and dur 
ing each cycle selecting in succession effects 
appearing at discrete points therein, voltage 
responsive means for controlling the progression 
of Said Scanning means through said subject, 
means for effectively halting the said progression 
of Said scanning means repeatedly during each 
Cycle Comprising means for applying a periodic 
voltage wave to said voltage-responsive means, 
a Cathode-ray tube, Cathode-ray directing means 
adapted to drive the cathode ray around a pre 
determined path periodically in isochronism with 
the cyclical scanning, and ray controlling means 
responsive to the effects successively selected by 
Said Scanning means. 

7. In combination, selective means for scan 
ning a predetermined subject and selecting in 
Succession effects that may appear at various 
points therein, voltage-responsive means for con 
trolling the progression of said scanning means 
through Said subject, a cathode-ray tube com 
prising two deflecting means for variably deflect 
ing the cathode ray in respectively different di 
rections, means for applying a periodic substan 
tially saw-toothed wave to one of said deflecting 
means, means for applying to the other of said 
deflecting means a periodic substantially saw 
toothed wave that is harmonically related to the 
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first-mentioned wave, means for applying both 
of said waves to said voltage-responsive means 
with such relative polarity that the progression 
of Said Scanning means during the period of Said 
first-mentioned wave is momentarily interrupted 
at the periodic rate of the second-mentioned 
wave, and means for representing all of the said 
'effects at respective points along said path Com 
prising cathode-ray controlling means actuated 
by the selected effects, 

8. A panoramic receiver comprising a modul 
lator having input means for receiving signals of 
different frequencies, a variable-frequency oscil 
lator connected to supply beating oscillations to 
said modulator, the frequency of said oscillator 
being dependent on the magnitude of a control 
voltage supplied thereto, means for supplying to 
Said OScillator a periodic control Voltage Which 
throughout a plurality of separated parts of its 
period changes in value in the same direction, 
the initial value in each said part except the first, 
being substantially equal to the final value in the 
next preceding part and the interval Separating 
said parts being small in comparison. With the 
lengths thereof, filter means connected to the 
output of said modulator for Selecting the re 
ceived signals in periodically repeated succession, 
a cathode ray tube, ray deflecting means for driv 
ing the cathode ray along a multiplicity of sepa 
rated path portions in succession in Such timed 
relation with the changes in said periodic Voltage 
that the ray passes from the end of one path 
portion to the beginning of the next Substantially 
wholly within the interval separating respectively 
corresponding parts of the control voltage period, 
and ray controlling means responsive to the sig 
nals selected by said filter means for Separately 
indicating the Several signals along said path 
portions. 
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9. A panoramic receiver in accordance with 

claim 8 in which the said intervals separating 
said parts of the control Voltage period are at 
least several in number. 

10. A panoramic receiver in accordance with 
claim 8 in which said means for supplying Said 
periodic control voltage comprises a periodic SaW 
toothed voltage wave generator and means Syn 
chronized therewith for generating a periodic 
Voltage wave the frequency of which is a multiple 
of the frequency of said saw-toothed Voltage 
Wave. 

11. A panoramic receiver in accordance with 
claim 8 in which said means for Supplying said 
periodic control voltage comprises two saw 
toothed Voltage Wave generators the frequencies of 
which are harmonically related, and in which 
Said ray deflecting means includes means for de 
flecting the ray under the joint control of the 
two saw-toothed voltage waves. 

12. A panoramic receiver in accordance with 
claim 8 comprising means for generating two 
harmonically related saw-toothed voltage Waves 
One of which has a frequency at least several 
times that of the other, means for combining 
Said two waves to form a resultant saw-toothed 
Wave having a flank that slopes substantially 
continuously in one direction with periodically 
repeated excursions...that are opposite in direction 
of slope and of relatively small extent and dura 
tion, said resultant constituting said periodic 
control voltage, said ray deflecting means includ 
ing two ray deflectors for deflecting the ray in 
respective mutually perpendicular planes, and 
means for applying each of said harmonically 
related Waves to a respective one of said deflectors. 

THOMAS I. DIMOND. 


