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To all tufton, it inctly concern: 
Be it known that I, MILTON E. FREUND, a. 

citizen of the United States, residing at the 
city of St. Louis, State of Missouri, have in 
vented a certain new and useful Improvement 
in Umbrella-Holders and the Like, of which 
the following is a description, reference being 
had to the accompanying drawings, forming 
part of this specification, in which 

Figure 1 is a side elevational view of the 
device embodying my invention, showing the 
Same as when in use attached to a pocket of a 
garment and supporting an umbrella. Fig. 
2 is a perspective view of the device. Fig. 3 
is a front elevational view of the spring-clip. 
Fig. 4 is a vertical longitudinal sectional view 
of the same, and Fig. 5 is an inverted plan 
view of the same. 
This invention relates to a new and useful 

improvementinumbrella-holders and the like, 
the object being to produce a device to be se 
cured to or upon a pocket, belt, or other part 
of the wearing-apparel of a person and detach 
ably carry or support an umbrella or the like, 
the device being held firmly in position when 
in use and being easily removable, if desired, 
when not in use. 
With this object in view the invention con 

sists in the novel construction and arrange 
ment of the several parts of the device, all as 
will be hereinafter described and afterward 
pointed out in the claims. 

In the drawings, wherein like characters re 
fer to like parts throughout the several views, 
1 indicates a clip, preferably formed of spring 
metal and having, in edge elevation, the ap 
proximate shape of an inverted U, one mem 
ber thereof (lettered 2) being provided with 
openings or slots 4, and the other member 
thereof (lettered 3) being provided at its lower 
most edge with an inturned portion or flange 
5, bearing serrations or saw-teeth 6. 

indicates a strap, preferably provided with 
a buckle 8 of any usual construction, which is 
designed to be threaded through the openings 
or slots 4 in the clip 1 and be adjustably held 
therein, as clearly shown in Fig. 2. 

In Fig. 1 the device is illustrated as secured 
to or within the pocket of a garment, the mem 
ber 3 of the clip 1 being inserted inside the 
pocket, and the member 2, to which strap is 

attached, remaining on the outside, the Serra 
tions 6 holding the clip firmly in position and 
preventing any accidental withdrawal of the 
Same from the pocket. By springing the 
members 2 and 3 away from each other the 
clip and its carried parts may be easily de 
tached from its support whenever desired. 
Having thus described my invention, what 

I claim, and desire to secure by Letters Pat 
ent, is 

1. In a device of the character described, the 
combination with an inverted - U - shaped 
spring-clip having openings and a serrated in 
turned edge for the purposes specified, of a 
strap threaded through said openings and ad 
justably held therein for supporting the ar 
ticle to be carried; substantially as described. 

2. In a device of the character described, the 
combination with an inverted - U - shaped 
spring-clip, one member thereof being formed 
with parallel slits 4 for receiving a strap and 
the other member thereof being adapted to be 
inserted in a pocket or other part of a gar 
ment and being provided with an inturned 
lip portion bearing serrations for holding the 
clip in position and preventing accidental re 
moval of the same, of a strap threaded through 
said slits 4 and being adjustable laterally 
therein for supporting the article to be car 
ried; substantially as described. 

3. As a new article of manufacture, an um 
brella - holder comprising an inverted - U 
shaped spring - clip having openings in one 
member thereof for receiving a strap and a 
serrated inturned edge on the other member 
thereof adapted to be inserted in a pocket or 
other part of a garment, the said serrated 
edge, due to the yielding character of said clip, 
thus biting into said pocket and preventing 
accidental removal of the same, and a strap 
adapted to be threaded through said openings 
and adjustable laterally therein; substantially 
as described. 

In testimony whereof have signed my name 
to this specification in the presence of two Sub 
scribing witnesses. 

MILTON E. FREUND. 
Witnesses: 

WILLIAM BAER, 
EDGAR. W. JACOBS. 
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