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This invention relates generally to garments provided 
with foot covering portions, such as pajamas, leotards 10 
or the like, especially for children. 
Garments of the described character have previously 

been provided with foot covering portions permanently 
attached to the legs of the garment and which rapidly 
become soiled when the wearer walks on dusty floors, l8 
sandy beaches or the like. Further, the existing per 
manently attached foot covering portions of the described 
garments make uncomfortable the wearing or shoes or 
slippers thereover and do not permit the Wearing of San 
dais or other footwear of the type having thongs extend- 20 
ing between the wearer's toes. 

Although garments of the described character have 
been provided with foot covering portions detachable 
from the legs, such detachable foot covering portions are 
frequently misplaced or lost, particularly when the gar- 25 
ments are intended for children. 

Accordingly, it is an object of this invention to pro 
vide a permanently attached foot construction for gar 
ments of the described character which may be alterna 
tively disposed in a closed condition whereby the Wearer's 30 
foot is fully and comfortably enclosed therein, or in an 
open condition to fully expose the wearer's foot, where 
by the foot construction of the garment is not soiled even 
when walking on dusty floors, sandy beaches or the like 
and the wearer may walk barefoot or comfortably don 35 
shoes, slippers or sandals. 
Another object is to provide a foot construction for 

garments of the described character arranged so that the 
same may be conveniently and quickly manipulated to 
either fully cover the wearer's feet or to expose the latter. 

Still another object is to provide a foot construction 
having the previously mentioned functional characteris 
tics and which presents a neat and attractive appearance 
in both its foot covering and exposing conditions. 
A further object is to provide a foot construction of 

the described character which is relatively simple and in 
expensive to produce. 

In accordance with an aspect of this invention, a foot 
construction for garments of the described character in- 50 
cludes top and bottom parts having front portions which 
are free of each other to define an opening therebetween 
through which the wearer's foot can extend, the front por 
tions of the top and bottom parts further having pockets 
opening generally rearwardly at the bottom and top sides, 55 
respectively, of such parts so that the pockets can be 
nested in each other to close the front of the foot con 
struction and thereby fully enclose the wearer's foot in 
the latter. 
The top part is preferably integral with the front of 60 

the garment leg and has a front end extension which is 
bent under and secured, at its side edges, to the adjacent 
side edges of the top part to define one of the pockets, 
while the bottom part is also preferably formed with a 
front end extension which is bent back thereon, and Se- 65 
cured, at its side edges, to the adjacent side edges of the 
bottom part to define the other pocket which is disposed 
at the outside of the nested pockets in the closed condi 
tion of the foot construction. In the open condition of 
the foot construction, the pocket at the front of the top 70 
part is flattened and rests, with the remainder of the top 
part of the instep of the wearer's foot, while the bottom 
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part of the foot construction is folded upwardly and pref 
erably has its pocket inverted or turned inside out to 
hold the folded bottom part against the inner surface of 
the back of the leg in back of the heel of the wearer's 
foot, thereby to fully expose the wearer's foot while pro 
viding a neat and attractive appearance. 
The above, and other objects, features and advantages 

of the invention, will be apparent in the following detailed 
description of an illustrative embodiment thereof which 
is to be read in connection with the accompanying draw 
ing forming a parthereof, and wherein: 

F.G. 1 is a fragmentary perspective view of a foot con 
struction for garments of the described character which 
embodies the present invention and is shown in its closed 
condition; 

FIG. 2 is a longitudinal sectional view of the foot con 
struction of FIG. 1; 

FEG. 3 is a perspective view of the foot construction 
of FIGS. 1 and 2, but shown in the open condition there 
of to fully expose the wearer's foot which is illustrated in 
broken lines; 

FiG. 4 is a view similar to that of FIG. 2, but showing 
the foot construction in its open condition, as in FIG. 3; 

F.G. 5 is a fragmentary sectional view corresponding 
to a portion of FIG. 2, but showing a modification of such 
foot construction; and 

FIGS. 6, 7 and 8 are reduced scale plan views of blanks 
of fabric employed in the foot construction of FIGS. 1 
to 4, inclusive. 

Referring to the drawings in detail, it will be seen that 
a foot construction embodying the present invention and 
generally identified by the reference numeral E8 is in 
tended to be permanently joined to a leg 2 of a gar 
ment, such as, pajamas, leotards or the like, especially 
for children, and which is preferably formed of a stretch 
able or extensible knitted fabric. The leg 2 includes a 
front part 4 and a back part i6 joined together at their 
longitudinal edges to provide inner and outer sewed side 
seams i8. 
The foot construction 10 includes a top part 20 pref 

erably integral with front part i4 of leg 2 and tapering 
toward its front end where top part 20 is provided with 
an integral front end extension 22 (FIG. 6). The front 
end extension 22 is folded under about the broken line 
24 (FIG. 6) so as to underlie the front end portion of 
top part 20, and the side edges 26 of the folded under 
extension 22 are joined, as by stitches 28 (FIG. 2), to 
the adjacent portions of the side edges of top part 20 in 
dicated by the brackets 30 on FiG. 6, thereby to define 
a first toe receiving pocket 32 opening rearwardly at the 
underside of top part 20 (FIG. 2). The foot construc 
tion 9 further includes a bottom part 34 (FIG. 7) in 
tended to form the sole of the foot construction in the 
closed condition of the latter and having a front end ex 
tension 36 which is turned back onto bottom part 34 about 
the fold line 38 and has its side edges 48 secured, as by 
seams 42 (FIG. 1) to the adjacent portions of the side 
edges of bottom part 34 indicated by the brackets 44 on 
FIG. 7, thereby to define a second toe receiving pocket 
46 opening rearwardly at the top side of bottom part 34. 

In assembling together the top and bottom parts 29 
and 34 and the front part 14 and back part 16 of the leg 
2 to provide the illustrated foot construction 10 at the 
bottom of leg 12, the back edge portion of bottom part 
34 indicated by the bracket 48 on FIG. 7 is secured, as 
by stitches, to the bottom edge 50 (FIG. 8) of the back 
part 15 of leg 12 so as to form a heel seam 52 (FIGS. 
1 and 2) extending between the lower ends of the oppo 
site side seams 8 of leg 2. Further, the side edge por 
tions of top part 20 extending rearwardly from the first 
pocket 32, and being indicated by the brackets 54 on 
F.G. 6, are joined, as by stitching, to the corresponding 
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side edge portions of bottom part 34 extending rearward 
ly from the second pocket 46, and being indicated by the 
brackets S6 on FIG. 7, thereby to form opposite side 
seams 53 (FIGS. 1 and 2) which join together the top 
and bottom parts of foot construction 0 and which ex 
tend from the lower ends of the side seams 8 of leg 12 
to the first and second pockets 32 and 46 formed at the 
forward end portions of the top part 20 and bottom part 
34, respectively. it will be appreciated that the back 
part i6 of leg 2 may be made in one piece so as to elim 
inate the heel seam 52. 

if desired, a decorative braid or elastic band 60 (FIGS. 
1 and 2) may be attached, as by stitching or the like, 
along the free edge portion of the bent back extension 
36 of bottom part 34 which defines the second toe re 
ceiving pocket 46 so as to reinforce the adjacent edge of 
the latter and thereby avoid gaping open of pocket 46 
in the closed condition of the foot construction. 
When the described foot construction 16 is in its closed 

condition, as illustrated in FIGS. 1 and 2, the first toe 
receiving pocket 32 formed at the front portion of top 
part 20 is disposed within the second toe receiving pocket 
46 formed at the forward portion of bottom part 34 so 
that the wearer's foot extending into foot construction 10 
is fully enclosed by the latter. 
When it is desired to fully expose the wearer's foot, 

the first pocket 32 is removed from within the second 
pocket 46 so that a mouth-like opening 62 (FIGS. 3 and 
4) is defined between the pockets 32 and 45, which open 
ing is limited, at its opposite sides, by the forward ends 
of the side seams 58 of the foot construction. By reason 
of the stretchable or extensible character of the knitted 
fabric from which the leg 12 and its foot construction 
0 are preferably formed, the wearer's foot can be easily 

extended through the described opening 62, and thereby 
be fully exposed, as in FIGS. 3 and 4. In the open con 
dition of the foot construction 10, the leg 12, which is no 
longer held down by engagement of the wearer's toes 
in the pockets 32 and 46, tends to hike up on the wearer's 
leg so that the top part 20 and its flattened pocket 32 then 
rest upon the instep of the wearer's foot. In order to 
neatly dispose the remainder of foot construction 10 in 
back of the wearer's heel, bottom part 34 is folded up 
inside of the lower portion of the back part ió of leg 12. 
and its pocket 46 is inverted or turned inside out so that 
the extension 36 of bottom part 34 is then disposed in 
back of the lower portion of back part 6 and neatly con 
tains the loose material of the opened foot construction, 
as in FGS. 3 and 4. 
The various parts of the described foot construction 

10 are preferably dimensioned so that, when the foot con 
struction is in its closed condition, as illustrated in FIGS. 
1 and 2, the knitted fabric thereof is stretched or extended 
to some extent by the wearer's foot therein which there 
by automatically serves to retain pocket 32 within pocket 
46 for holding the foot construction in its closed condi 
tion. However, as shown in FIG. 5, cooperate fasten 
ing means 64 may be provided at the free edge of pocket 
46, for example, at the decorative braid or tape 60, and 
at the normally underlying portion of top part 20 for 
securely and yet releasably holding pocket 46 over pock 
et 32. Although the fastening means 64 has been illus 
trated to be in the form of a snap fastener, it is to be un 
derstood that other forms of conventional fastening means 
may be employed. 
From the foregoing it will be apparent that the foot 

construction 10 for pajamas, leotards or other similar 
garments, intended especially for children, is adapted to 
either fully enclose the wearer's foot, or when desired, 
may be conveniently manipulated to fully expose the 
wearer's foot without requiring either removal of the 
garment or separation of the foot construction from the 
legs of the garment. Thus, the wearer's feet may be ex 
posed to permit walking barefoot or the comfortable 
wearing of slippers, sandals or shoes, thereby avoiding 
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4. 
soiling of the foot portions of the garment by Walking 
on dusty foors, sandy beaches or the like. 

Although an illustrative embodiment of the invention 
has been described in detail herein with reference to the 
accompanying drawing, it is to be understood that the 
invention is not limited to that precise embodiment, and 
that various changes and modifications may be effected 
therein without departing from the scope or Spirit of the 
invention, except as defined in the appended claims. 
What is claimed is: 
1. A foot construction for each leg of a garment of the 

described character comprising top and bottom parts 
joined permanently to the related garment leg and also 
permanently joined to each other along limited portions 
of the adjacent side edges thereof terminating short of 
substantially coextensive front portions of said parts SO 
that an opening is defined between said front portions 
through which a wearer's foot can extend, and means de 
fining generally rearwardly opening pockets which are 
substantially coextensive with said front portions and 
which are respectively disposed under said front portion 
of said top part and above said front portion of said bot 
tom part so that said pockets can be nestled within each 
other to close said opening and fully enclose the wearer's 
foot. 

2. In a garment having legs each formed of front and 
back parts joined together along their longitudinal edges 
to form opposite side seams; a foot construction for each 
leg including a top part extending integrally from the 
lower end of said front part, means at the front end por 
tion of said top part defining a first rearwardly opening 
pocket at the underside of said front end portion of Said 
top part, a bottom part, means at the front end portion 
of said bottom part defining a second generally rear 
wardly opening pocket at the top side of said front end 
portion of the bottom part, said first and second pockets 
being of substantially equal size, means securing the back 
of said bottom part to the bottom end of said back part 
of the related leg, and means securing said top and bot 
tom parts to each other along the portions of the side 
edges of said parts extending rearwardly from said front 
end portions thereof so that the latter define an opening 
therebetween through which a wearer's foot can extend 
and be exposed and, alternatively, said first pocket can be 
nested in said second pocket to close said opening and 
thereby fully enclose a wearer's foot in said foot construc 
tion. 

3. In a garment having legs each formed of front and 
back parts joined together along their longitudinal edges 
to form opposite side seams; a foot construction for each 
leg comprising a top part extending integrally from the 
lower end of said front part, an integral extension at the 
front end of said top part turned under the front portion 
of the latter and having its side edges secured to the 
front portions of the side edges of said top part to define 
a first rearwardly opening pocket at the underside of said 
front portion of the top part, a bottom part having an 
integral extension at its front end which is turned back 
onto the front portion of said bottom part and has its 
side edges secured to the front portions of the side edges 
of said bottom part to define a second pocket opening 
rearwardly at the top side of said front portion of the 
bottom part, said first and second pockets being of sub 
stantially equal size, a heel seam extending between the 
lower ends of said side seams of the leg and securing the 
bottom edge of said back part of the leg to the back edge 
of said bottom part, and side seams extending forwardly 
along said foot construction from said lower ends of the 
side seams of the leg and joining together the side edges 
of said top and bottom parts in back of said front por 
tions thereof so that the front portions of said top and 
bottom parts are free of each other to permit a Wearer's 
foot to be extended therebetween and thus exposed, while 
the nesting of said first pocket within said second pocket 
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closes the front of the foot construction and thereby fully References Cited in the file of this patent 
encloses a wearer's foot therein. UNITED STATES PATENTS 

4. In a garment, a foot construction as in claim 3; fur- - 
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