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IMAGE PROCESSINGAPPARATUS 

BACKGROUND OF THE INVENTION 

This application is based on Japanese Patent Application 
No. 9-217746 filed Aug. 12, 1997, the content of which is 
incorporated herein by reference. 

The present invention relates to an image processing 
apparatus which is connectable to an external unit, Such as 
a personal computer or a game machine, and, like an existing 
mouse, is usable as an input device for Such an external unit. 

While a mouse is very popular as an input device for 
computers, the mouse only Serves as a two-dimensional 
pointing device to implement operations, Such as cursor 
movement and menu Selection. The actual manipulation of 
the mouse should follow certain rules like double clicking of 
a mouse button, and is not intuitive. It is therefore difficult 
for old people to manipulate a mouse. 
To Solve this shortcoming, Some Studies have been made 

to realize an intuitive manipulation Such that moving a hand 
rightward moves a cursor rightward on the Screen. One of 
the Studies concerns with recognition of a gesture or the like 
by means of image processing. For example, there is an 
ongoing Study on analysis of a motion image like a video 
image to recognize the shape and motion of a hand. In a case 
of extracting a hand by using a color, for example, as the 
color of a hand is skin-colored, only an image area of the 
skin color can be extracted. If there are beige clothes or walls 
on the background, it is hard to distinguish a skin color. Even 
if beige can be distinguished from a skin color through Some 
adjustment, the color tone changes when illumination is 
changed. It is thus difficult to always extract a hand. There 
is a Scheme of computing motion vectors between frames to 
analyze an object in motion. In this case, no significant 
problem would arise if there are a small number of objects 
in motion. If many objects are in motion, however, the 
number of motion vectors is increased considerably. This 
increases the load on the computation of motion vectors 
between frames, making it extremely difficult or impossible 
to identify the motion of a target object. 

In the conventional Scheme of capturing image data using 
capturing means like a Video camera and analyzing the 
image data, the analysis flow and information to be analyzed 
are fixed. When the characteristics of image data of a target 
object to be analyzed (e.g., the shape and motion of the 
target object and the conditions of the environment in which 
the object is present) changes with time, a burden is put on 
a specific processing Section So that the analyzing proceSS 
cannot follow up the change. 
One way to solve this problem is the use of a high 

performance computer or a fast transmission System to cope 
With image processing (e.g., processing of 30 images per 
second) in real time even if the load is increased. When the 
characteristics of image data of an objected to be analyzed 
do not vary significantly, however, this method cannot make 
the best use of a high-performance computer or a fast 
transmission System, resulting in a very poor cost perfor 

CC. 

In short, the conventional image processing System has a 
difficulty in implementing low-cost and robust analysis on 
image data of an objected to be analyzed in accordance with 
a variation in the characteristics of the image data. That is, 
robust analysis on image data of an objected to be analyzed 
in accordance with a variation in the characteristics of the 
image data requires a high-performance computer or a fast 
transmission System which leads to a cost increase that 
Stands in the way of home use of the image processing 
System. 
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2 
BRIEF SUMMARY OF THE INVENTION 

Accordingly, it is an object of the present invention to 
provide an image processing apparatus which can accurately 
analyze and recognize the motion of a target object to be 
analyzed without making a Sacrifice of the proceSS response 
time in response to even a large variation in the character 
istics of image data of the target object. 
An image processing apparatus according to this inven 

tion comprises image capturing means for capturing image 
data based on image capturing parameters for determining 
an image capturing operation; image processing means for 
performing predetermined image processing on the image 
data captured by the image capturing means, and alteration 
means for altering the image capturing parameters based on 
characteristics computed by the image processing means. 
This structure makes it possible to accurately analyze and 
recognize the motion of a target object to be analyzed 
without making a Sacrifice of the proceSS response time in 
response to even a large variation in the characteristics of 
image data of the target object. 
An image processing apparatus embodying this invention 

comprises image capturing means for capturing image data; 
image processing means for performing predetermined 
image processing on the image data, captured by the image 
capturing means, based on image processing parameters for 
determining an image processing operation; and alteration 
means for altering the image processing parameters based on 
characteristics computed by the image processing means. 
With this structure, it is possible to accurately analyze and 
recognize the motion of a target object to be analyzed 
without making a Sacrifice of the proceSS response time in 
response to even a large variation in the characteristics of 
image data of the target object. 
An image processing apparatus according to this inven 

tion comprises image capturing means for capturing image 
data based on image capturing parameters for determining 
an image capturing operation; image processing means for 
performing predetermined image processing on the image 
data, captured by the image capturing means, based on 
image processing parameters for determining an image 
processing operation; and alteration means for altering at 
least one of the image capturing parameters and the image 
processing parameters based on characteristics computed by 
the image processing means. This structure makes it possible 
to accurately analyze and recognize the motion of a target 
object to be analyzed without making a Sacrifice of the 
process response time in response to even a large variation 
in the characteristics of image data of the target object. 
An image processing apparatus embodying this invention 

comprises image capturing means for capturing image data; 
image editing means for editing the image data, captured by 
the image capturing means, based on image editing param 
eters for determining an image editing operation; image 
processing means for performing predetermined image pro 
cessing on the image data, edited by the image editing 
means, and alteration means for altering the image editing 
parameters based on characteristics computed by the image 
processing means. This structure makes it possible to accu 
rately analyze and recognize the motion of a target object to 
be analyzed without making a Sacrifice of the proceSS 
response time in response to even a large variation in the 
characteristics of image data of the target object. 
An image processing apparatus according to the invention 

comprises image capturing means for capturing image data 
based on image capturing parameters for determining an 
image capturing operation; image editing means for editing 
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the image data, captured by the image capturing means, 
based on image editing parameters for determining an image 
editing operation; image processing means for performing 
predetermined image processing on the image data, edited 
by the image editing means, based on image processing 
parameters for determining an image processing operation; 
and alteration means for altering at least one of the image 
capturing parameters, the image editing parameters and the 
image processing parameters based on characteristics com 
puted by the image processing means. With this structure, it 
is possible to accurately analyze and recognize the motion of 
a target object to be analyzed without making a Sacrifice of 
the proceSS response time in response to even a large 
variation in the characteristics of image data of the target 
object. 
An image processing apparatus according to this inven 

tion comprises image capturing means for capturing image 
data; image editing means for editing the image data, 
captured by the image capturing means, based on image 
editing parameters for determining an image editing opera 
tion; image processing means for performing predetermined 
image processing on the image data, edited by the image 
editing means based on image processing parameters for 
determining an image processing operation; and alteration 
means for altering at least one of the image editing param 
eters and the image processing parameters based on char 
acteristics computed by the image processing means. With 
this structure, it is possible to accurately analyze and rec 
ognize the motion of a target object to be analyzed without 
making a Sacrifice of the proceSS response time in response 
to even a large variation in the characteristics of image data 
of the target object. 

This invention can accurately analyze and recognize the 
motion of a target object to be analyzed without making a 
Sacrifice of the process response time in response to even a 
large variation in the characteristics of image data of the 
target object. 

Additional objects and advantages of the invention will be 
set forth in the description which follows, and in part will be 
obvious from the description, or may be learned by practice 
of the invention. The objects and advantages of the invention 
may be realized and obtained by means of the instrumen 
talities and combinations particularly pointed out hereinaf 
ter. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING 

The accompanying drawings, which are incorporated in 
and constitute a part of the Specification, illustrate presently 
preferred embodiments of the invention, and together with 
the general description, given above and the detailed 
description of the preferred embodiments given below, Serve 
to explain the principles of the invention. 

FIG. 1 is a diagram Schematically exemplifying the Struc 
ture of an image processing apparatus according to a first 
embodiment of this invention; 

FIG. 2 is a flowchart for explaining the operation of the 
image processing apparatus in FIG. 1; 

FIG. 3 is a flowchart for explaining the operation of the 
image processing apparatus in FIG. 1; 

FIG. 4 is a diagram showing a specific example of a 
captured image; 

FIG. 5 is a diagram Schematically exemplifying the Struc 
ture of an image processing apparatus according to a Second 
embodiment of this invention; 
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4 
FIG. 6 is a flowchart for explaining the operation of the 

image processing apparatus in FIG. 5, 
FIG. 7 is a diagram Schematically exemplifying the Struc 

ture of an image processing apparatus according to a third 
embodiment of this invention; 

FIG. 8 is a diagram Schematically exemplifying the Struc 
ture of an image processing apparatus according to a fourth 
embodiment of this invention; 

FIG. 9 is a flowchart for explaining the operation of the 
image processing apparatus in FIG. 8; 

FIG. 10 is a flowchart for explaining the operation of the 
image processing apparatus in FIG. 8; 

FIG. 11 is a diagram Schematically exemplifying the 
Structure of an image processing apparatus according to a 
fifth embodiment of this invention; 

FIG. 12 is a diagram Schematically illustrating another 
example of the Structure of the image processing apparatus 
according to the fifth embodiment of this invention; and 

FIG. 13 is a diagram exemplifying the Structure of a 
computer System which runs a program of an image pro 
cessing method of this invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Preferred embodiments of the present invention will now 
be described with reference to the accompanying drawings. 

First Embodiment 

FIG. 1 schematically exemplifies the structure of an 
image processing apparatus according to the first embodi 
ment of this invention. This image processing apparatus 
comprises an image capturing Section 1, constituted of, for 
example, a CCD camera or CMOS camera, and an image 
processing Section 2, which analyzes image data (captured 
image data) captured by the image capturing Section 1, and 
computes the barycenter, the area, the Velocity of barycenter, 
etc. of a captured object, based on a density distribution, 
color histogram and So forth. 
The image capturing Section 1 essentially comprises a 

motion image capture 1a and a parameter Setting Section 1b. 
The motion image capture 1a is constituted of motion image 
capturing means, Such as a CCD camera or CMOS camera, 
for capturing image data of an object to be processed 
(hereinafter sometimes referred to as “target object”). The 
parameter Setting Section 1b Sets parameters at the time of 
capturing image data by means of the motion image capture 
la, or image capturing parameterS Such as the image cap 
turing timing, the resolution of image data to be captured 
and a captured region (motion captured region) for design 
ing the entire capturing range capturable by the motion 
image capture 1a or a specific regional range in the entire 
capturing range. The parameter Setting Section 1b alters the 
image capturing parameters based on alteration data output 
from the image processing Section 2. 
The image processing Section 2, when connected to an 

external unit Such as a personal computer or a game 
machine, can be used as an input device like an existing 
mouse for Such an external unit. The analysis result and 
captured image data, which are output from the image 
processing Section 2, are Sent to the external unit. The image 
processing Section 2 has an ability to convert image data to 
data of a predetermined output format (e.g., X and Y 
coordinates data) and output the resultant data. 

Referring now to flowcharts illustrated in FIGS. 2 and 3, 
the operation of the image processing apparatus in FIG. 1 
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will be discussed. Before starting the operation, the param 
eter Setting Section 1b initializes image capturing parameters 
(step S1). For example, an image capturing timing 1/f HZ (f: 
the number of frames of image data to be captured per 
second) is set to f=30. This value is the same as the frame 
number of an ordinary video movie. A resolution R (the 
number of pixels to be captured per frame) is set to 256x256 
(pixels). An capture area A is set to the entire capturable 
range (all). 

Based on those initial values, the motion image capture 1 a 
Starts capturing image data (step S2). The image data 
captured (captured image data) is output to the image 
processing Section 2 in a form as shown in FIG. 4. 

FIG. 4 depicts part of captured image data (8x8 pixels, 
part of the captured image data with a transmission of 
256x256). In this example, the pixel values in rows indicate 
the acquired intensities of reflected light in eight bits. The 
pixel with a value of "255” is closest to the image capturing 
section 1, while the pixel with a value of “0” is so far from 
the image capturing Section 1 that the reflected light does not 
reach the image capturing Section 1. 

The image processing Section 2 analyzes captured image 
data output from the image capturing Section 1, and com 
putes characteristics, Such as the barycenter of captured 
image data of an object (e.g., a human hand) to be processed, 
the area thereof, the velocity of barycenter (step S3). As this 
analysis Scheme is the Same as that of the conventional 
image processing and is well known, its description will not 
be given. Based on the characteristics computed in Step S3, 
a Sequence of processes Starting at Step S4 is a determining 
proceSS for altering the image capturing parameters. 

The velocity of barycenter v is compared with a specified 
value V0 (with one screen whose sides have lengths of 30 
cm, for example, V0+30 cmxf(+30)=900 cm/sec which is 
approximately 10 m/sec) (step S4). When the velocity of 
barycenter V is greater than the Specified value V0, it can be 
considered that the hand or the target object is moving too 
fast for the image processing of the image processing Section 
2 to follow up the motion of the hand at a rate of 30 frames 
per Second. In this case, the parameter Setting Section 1b of 
the image capturing Section 1 is allowed to perform a 
process of Setting the image capturing timing faster (steps S5 
and S6). In accordance with the rate of 60 frames per second 
which is the normal acquisition rate for games, the frame 
number f of image data to be captured per Second is altered 
to 60, updating the image capturing timing in Step S6. 

Alteration of the number of frames to be captured per 
second from 30 to 60 means that the amount of image data 
to be captured per second becomes double. This would 
increase the amount of processing, if no measure to avoid it 
is taken, making real-time processing difficult to accom 
plish. In Step S6, therefore, the resolution of image data to 
be captured is reduced in an inverse proportion to the 
alteration of the image capturing timing. In this example, the 
resolution R originally of 256x256 is reduced to 128x128. 
Manipulation with a fast moving hand implies that a fast 
action is important and the shape of the hand is not So 
Significant, So that lowering the resolution will not interfere 
with recognition and discrimination of an instructional 
manipulation which is effected by a user moving his or her 
hand. Actually, the process of recognizing the motion of the 
user's hand can be implemented in response to the motion of 
the user's hand, So that a process response time to the 
instructional manipulation effected by the motion of the 
user's hand can be prevented from becoming slower. 
When the parameter Setting Section 1b Sets the parameters 

(image capturing timing and resolution) that permit follow 
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6 
up of the fast hand motion based on parameter alteration data 
Sent from the image processing Section 2 in Step S6, the 
parameter Setting Section 1b returns to Step S2 to continue 
the image capturing operation. When the flow comes to Step 
S4 again, the image capturing timing f has already been Set 
to “60.” So that it is redundant to repeat the same Setting in 
step S6. To avoid this redundancy, it is determined in step S5 
if f has already been Set to the fast image capturing timing. 
When the setting has been completed, the flow skips step S6 
and returns to Step S2 to resume the image capturing 
operation. 
The image capturing timing and resolution are changed in 

this way in step S4 to S6 in Such a way as to be able to effect 
image capturing when a hand is moving faster than normal. 
When a hand is moving slower than the normal speed or 

is hardly moving, it is efficient to increase the resolution of 
captured image data and perform a process which has 
emphasis on recognition of the shape of the hand. A deter 
mining process for this case is illustrated in steps S7 to S9. 
The velocity of barycenter v is compared with a specified 

value V1 (for example, 10 cm/sec). When the velocity of 
barycenter v is lower than the specified value V1, it can be 
considered that the motion of the hand or the target object is 
Slow (it may be considered that the user wants a direct 
manipulation based on the shape of the hand, like Sign 
language). In this case, the parameter Setting Section 1b of 
the image capturing Section 1 is permitted to carry out a 
process of altering the resolution R to Such a high resolution 
as to ensure shape recognition with high precision (Steps S8 
and S9). For instance, the resolution R is changed to 
512x512 from 256x256. This high resolution increases the 
amount of captured image data by a factor of four, increasing 
the amount of processing. This makes real-time processing 
difficult to implement. In step S9, therefore, the number of 
frames f to be captured per second is reduced to 15 from the 
ordinary number of 30 to limit the increase in the entire 
amount of processing to a double. This alteration can permit 
a real-time response to the instructional manipulation that is 
based on the shape of the user's hand. 
When the parameter Setting Section 1b Sets the parameters 

(image capturing timing and resolution) that ensure fast and 
accurate recognition of the shape of the hand in Step S9, the 
parameter Setting Section 1b returns to Step S2 to resume the 
image capturing operation. When the flow comes to Step S7 
again, the image capturing timing f has already been Set to 
“15.” So that it is redundant to repeat the same Setting in Step 
S9. To avoid this redundancy, it is determined in step S8 if 
f has already been Set to the Slow image capturing timing. 
When the setting has been completed, the flow skips step S9 
and returns to Step S2 to resume the image capturing 
operation. 
The foregoing description has been given of a case where 

the image capturing operation of the image capturing Section 
1 is Switched between a fast mode and a slow mode 
depending on whether the motion of an object to be pro 
cessed is fast or slow. Likewise, the image capturing opera 
tion of the image capturing Section 1 can be Switched to a 
normal mode. A determining process for this case is illus 
trated in steps S10 to S12 in FIG. 3. 
The velocity of barycenter v is compared with the speci 

fied values VO and V1. When the velocity of barycenter V 
lies between the specified values V0 and V1 (step S10) and 
when the image capturing timing f of the image capturing 
section 1 is “30, the flow returns to step S2 to resume the 
image capturing operation (step S11). When the image 
capturing timing f is not “30, it is set back to the initial 
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timing and resolution of the image capturing Section 1, and 
the captured image data. According to the image processing 
apparatus of the Second embodiment, alteration data which 
is generated as a result of analyzing captured image data in 
the image processing unit 12, is used in changing the 
parameters of the image processing Section 12a. 
Specifically, the image processing apparatus illustrated in 
FIG. 5 can execute image processing (analysis, recognition 
and So forth of the captured image data) which is responsive 
to changes in the shape and motion of an object to be 
processed (without Sacrificing the precision and the real 
time response) by altering the image processing parameters, 
Such as the image processing timing and processing 
functions, based on the characteristics of the captured image 
data. 

For instance, the image processing unit 12 makes Such 
Setting as not to carry out a process of a relatively large load, 
Such as edge extraction from the captured image data, in the 
normal image processing, and when the target object is a 
user's hand, for example, whose motion is slow, edge 
extraction is performed and the processing function itself is 
Switched from one to another so that the shape of the user's 
hand can be recognized accurately. 

The image processing unit 12, when connected to an 
external unit Such as a personal computer or a game 
machine, can be used as an input device like an existing 
mouse for Such an external unit. The analysis result and 
captured image data, which are output from the image 
processing Section 12a, are Sent to the external unit. 

Referring now to flowchart illustrated in FIG. 6, the 
operation of the image processing apparatus in FIG. 5 will 
be explained. Before starting the operation, the parameter 
Setting Section 12b initializes image capturing parameters 
(step S101). For example, an image capturing timing 1/f HZ 
(f: the number of frames of image data to be captured per 
second) is set to f=30. This value is the same as the frame 
number of an ordinary video movie. A processing function 
F indicates the number of processing functions to be 
executed by the image processing Section 12a, and is Set, as 
an initial value, to a half the total number of processing 
functions. The half of the processing functions do not 
include a heavy-load process like edge extraction. 

With those initial values Set, the image capturing Section 
11 starts capturing image data (Step S102). The image data 
captured (captured image data) is output to the image 
processing unit 12 in the form as shown in FIG. 4. 

The image processing unit 12 analyzes captured image 
data output from the image capturing Section 1, and com 
putes characteristics, Such as the barycenter of captured 
image data of an object (e.g., a human hand) to be processed, 
the area thereof, the velocity of barycenter (step S103). As 
this analysis Scheme is the Same as that of the conventional 
image processing and is well known, its description will not 
be given. Based on the characteristics computed in Step 
S103, a sequence of processes starting at step S104 is a 
determining process for altering the image capturing param 
eterS. 

AS a result of analyzing obtained image in Step S103, 
when the object to be processed has a predetermined shape, 
the steps of S104 and the following are performed (the 
parameters are changed based on the motion of the object). 
On the other hand, when the object to be processed is not 
represented by the predetermined shape, the processing 
timing is changed (fe-15) and the control returns to step 
S102. 

The velocity of barycenter v is compared with a specified 
value V0 (with one screen whose sides have lengths of 30 
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cm, for example, V0=30 cmxf(+30)=900 cm/sec which is 
approximately 10 m/sec) (step S104). When the velocity of 
barycenter V is greater than the Specified value V0, it can be 
considered that the hand or the target object is moving too 
fast for the image processing of the image processing Section 
12a to follow up the motion of the hand at a rate of 30 frames 
per Second. In this case, the parameter Setting Section 12b of 
the image capturing Section 1 is allowed to perform a 
process of Setting the image capturing timing faster (Steps 
S105 and S106). In step S106, the frame number f of image 
data to be captured per Second is altered to 60, updating the 
image capturing timing, as per the first embodiment. 

Manipulation with a fast moving hand implies that a fast 
action is important and the shape of the hand is not So 
Significant. In Step S106, therefore, a process unnecessary 
for image processing of an object which moves fast, Such as 
analysis on the shape of the hand, is eliminated to ensure 
image processing at a rate of 60 times per Second. Here, the 
processing function F is limited to the number of only 
processing functions resulting from excluding unnecessary 
functions from a half the total processing functions 
(F=limited). This specifies only those processes for extract 
ing motion, reducing the computation load. 
When the parameter Setting Section 12b Sets the param 

eters (processing timing and processing function) that permit 
follow-up of the fast hand motion based on parameter 
alteration data Sent from the image processing Section 12a in 
Step S106, the parameter Setting Section 12b returns to Step 
S102 to resume the image capturing operation. When the 
flow comes to Step S104 again, the processing timing f has 
already been set to “60.” So that it is redundant to repeat the 
same setting in step S106. To avoid this redundancy, it is 
determined in step S105 if f has already been set to the fast 
processing timing. When the Setting has been done, the flow 
skips step S106 and returns to step S102 to resume the image 
capturing operation. 
The processing timing and the processing function are 

changed in this way in step S104 to S106 in such a way as 
to be able to effect image processing when a hand is moving 
faster than normal. 
When a hand is moving slower than the normal speed or 

is hardly moving, it is efficient to increase the resolution of 
captured image data and perform a process which has 
emphasis on recognition of the shape of the hand. A deter 
mining process for this case is illustrated in steps S107 to 
S109. 
The velocity of barycenter v is compared with a specified 

value V1 (for example, 10 cm/sec). When the velocity of 
barycenter v is lower than the specified value V1, it can be 
considered that the motion of the hand or the target object is 
Slow (it may be considered that the user wants a direct 
manipulation based on the shape of the hand, like Sign 
language). Because precise shape recognition requires a 
heavy-load process like edge extraction, the parameter Set 
ting Section 12b is permitted to carry out a process of 
altering the parameter for changing the processing function 
(steps S108 and S109). Specifically, the processing function 
F is altered to F=all (all the processing functions), So that all 
the processes the image processing Section 12a has, like the 
edge extraction process, are performed. The execution of 
every process would increase the processing load, if no 
measure is taken to avoid it, thus making it difficult to carry 
out a real-time process (e.g., the process response time 
becomes slower). In step S109, therefore, the processing 
timing f is reduced to “15” to decrease the number of frames 
to be processed per Second (to make the processing timing 
slower). 
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When the parameter Setting Section 12b Sets the param 
eters (processing timing and processing function) that ensure 
fast and accurate recognition of the shape of the hand in Step 
S109, the parameter setting section 12b returns to step S102 
to resume the image capturing operation. When the flow 
comes to Step S107 again, the processing timing f has 
already been set to “15,” so that it is redundant to repeat the 
same setting in step S109. To avoid this redundancy, it is 
determined in step S108 if f has already been set to the slow 
processing timing. When the Setting has been done, the flow 
skips step S109 and returns to step S102 to resume the image 
capturing operation. 

The foregoing description has been given of a case where 
the image processing of the image processing unit 12 is 
Switched between a fast mode and a slow mode depending 
on whether the motion of an object to be processed is fast or 
Slow. Likewise, the image processing of the image proceSS 
ing unit 12 can be Switched to a normal mode. A determining 
process for this case is illustrated in steps S110 to S112 in 
FIG. 6. 
The velocity of barycenter v is compared with the speci 

fied values VO and V1. When the velocity of barycenter V 
lies between the specified values V0 and V1 (step S110) and 
when the processing timing f of the image capturing Section 
1 is already “30, the flow returns to step S102 to resume the 
image capturing operation (Step S111). When the processing 
timing f is not “30, it is set back to the initial value of “30,” 
and the processing function F is Set back to the initial value 
or “half.” Then, the flow returns to step S102 to resume the 
image capturing operation (step S112). 
AS the image processing parameters are altered in accor 

dance with the characteristics of image data of an object to 
be processed by performing the processes illustrated in the 
flowchart in FIG. 6, the image processing unit 12 can 
accurately and easily analyze the motion of the target object 
based on the captured image data, obtained by the image 
capturing Section 11, in response to a variation in the 
characteristics of the image data of the target object, even 
when the variation is large. 

The image processing apparatus according to this 
embodiment, when connected to an external unit Such as a 
personal computer or a game machine, can be used as an 
input device like an existing mouse for Such an external unit. 
In this case, the image processing Section 12a converts data 
of image processing results to the format that is accepted by 
the connected external unit. The external unit can thus 
handle the recognition results output from the image pro 
cessing apparatus of this embodiment like instruction data to 
be input from an input device Such as a conventional mouse. 

According to the Second embodiment, as described above, 
the image capturing Section 11 captures image data, the 
image processing Section 12a computes the characteristics 
of the image data captured by the motion image capture 1 a 
(e.g., the Velocity of barycenter of an object to be processed) 
based on preset image processing parameters, and alters the 
image processing parameters in Such a way as to change the 
load on the image processing Section 12a in accordance with 
the characteristics. It is therefore possible to carry out image 
processing (analysis, recognition and So forth of the cap 
tured image data) which is responsive to changes in the 
shape and motion of the target object (without Sacrificing the 
precision and the real-time response). When the target object 
is a user's hand, for example, the processing timing and 
processing functions are So altered as to be responsive to the 
moving Speed of the hand, So that efficient and accurate 
image processing (analysis, recognition and So forth of the 
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captured image data) Suitable for the user's intention of the 
direct manipulation by the user can be implemented with a 
very low-cost structure as compared with the conventional 
image processing. 

Although the foregoing description has been given of the 
case where the image processing timing and processing 
functions are changed in accordance with the Velocity of 
barycenter of an object to be processed and/or the area of the 
region of the target object, this embodiment should not 
necessarily be limited to this case. For example, the Velocity 
may be a Velocity at the closest point, not the Velocity of 
barycenter. The image processing parameters may include a 
one for limiting the region of image data to be processed to 
a specific region in the captured image data, or a one for 
designating whether or not digitization of the pixel values of 
the captured image data should be performed to reduce the 
amount of processing. 

Third Embodiment 

An image processing apparatus shown in FIG. 7 com 
prises the image capturing Section 1 of the first embodiment 
and the image processing unit 12 of the Second embodiment. 
Like or Same reference numerals are given to those compo 
nents which are the Same as the corresponding components 
in FIGS. 1 and 5, and only the difference will be discussed 
below. The image processing apparatus shown in FIG. 7 
computes the characteristics of captured image data by 
means of the image processing Section 12a and alters the 
image processing parameters and the image capturing 
parameters based on the characteristics. 
The advantages of the image processing apparatus accord 

ing to the third embodiment are the Same as those of the first 
and Second embodiments. 

Fourth Embodiment 

The image processing apparatuses of the first to third 
embodiments alter the image capturing operation and the 
image processing System based on the characteristics of 
captured image data, thereby ensuring a real-time process 
which matches with a user's intention. The mechanism of 
altering those Systems may lead to a cost increase. In Such 
a case, the above-described System alteration cannot be 
employed, disabling proceSS alteration to the one that is 
adapted to external conditions. An image processing appa 
ratus shown in FIG. 8 is designed to overcome this short 
coming. This embodiment is effective when the image 
processing Section has an insufficient processing perfor 

CC. 

The image processing apparatus shown in FIG. 8, like the 
above-described image processing apparatuses, comprises 
an image capturing Section 31, constituted of, for example, 
a CCD camera or CMOS camera, an image processing 
Section 33, which analyzes image data (captured image 
data), captured by the image capturing Section 31, and 
computes the barycenter, the area, the Velocity of barycenter, 
etc. of a captured object, based on a density distribution, 
color histogram and So forth, and an image editing unit 32 
connected between the image capturing Section 31 and the 
image processing Section 33. The image editing unit 32 
comprises an image editing Section 32a for mainly perform 
ing image processing, like thinning, of captured image data, 
and a parameter Setting Section 32b which Sets image editing 
parameters necessary when the image editing Section 32a 
executes an image editing process. 
With this structure, when the processing performance of 

the image processing Section 33 cannot cope with image 



US 6,360,003 B1 
13 

processing at a rate of 60 frames per Second while the image 
capturing Section 31 is capturing image data at this rate, the 
image editing unit 32 processes the captured image data by 
performing, for example, a thinning process, and provides 
the image processing Section 33 with the processing result, 
thus allowing real-time image processing to be maintained. 

The image processing unit 12, when connected to an 
external unit Such as a personal computer or a game 
machine, can be used as an input device like an existing 
mouse for Such an external unit. The analysis result and 
captured image data, which are output from the image 
processing Section 33, are Sent to the external unit. 

Referring now to flowcharts illustrated in FIGS. 9 and 10, 
the operation of the image processing apparatus in FIG. 8 
will be discussed. Before starting the operation, the param 
eter Setting Section 32b initializes image editing parameters 
(step S201). 
ASSume that the image capturing timing of the image 

capturing Section 31 is set to a rate of 60 frames per Second, 
and the resolution to 512x512. The image editing unit 32 
normally transferS image data to the image processing 
section 33 at a rate of 30 frames per second (transmission 
timing 1/f HZ), the resolution R of the transferred image, 
data is 256x256, and a transmission region A is the whole 
captured image data (all). Those are initially set. In the 
normal mode of the image editing unit 32, only every other 
frame Sent from the image capturing Section 31 as captured 
image data has its resolution reduced to 4 and is sent to the 
image processing Section 33. This is just one example, and 
the initial Setting should not necessarily be limited to the 
above. The operation in normal mode may be modified in 
Such a manner that 60 frames may be transmitted per Second 
at the resolution of 512x512, i.e., captured image data Sent 
from the image capturing Section 31 may be transmitted, 
unprocessed, to the image processing Section 33. The key 
point is that when the capturing performance of the image 
capturing Section 31 is not balanced with the processing 
performance of the image processing Section 33, the image 
editing unit 32 intervenes to keep them balanced. 

Based on those initial values, the image capturing Section 
31 starts capturing image data (Step S202). The image data 
captured (captured image data) is output to the image 
processing Section 33 via the image editing unit 32 in the 
form as shown in FIG. 4. 

The image processing Section 33 analyzes captured image 
data output from the image editing unit 32, and computes 
characteristics, Such as the barycenter of captured image 
data, the area thereof, the velocity of barycenter (step S203). 
AS this analysis Scheme is the same as that of the conven 
tional image processing and is well known, its description 
will not be given. Based on the characteristics computed in 
Step S203, a Sequence of processes Starting at Step S204 is 
a determining process for altering the image editing param 
eterS. 

The velocity of barycenter v is compared with a specified 
value V0 (with one screen whose sides have lengths of 30 
cm, for example, V0+30 cmxf(+30)=900 cm/sec which is 
approximately 10 m/sec) (step S204). When the velocity of 
barycenter V is greater than the Specified value V0, it can be 
considered that the hand or the target object is moving too 
fast for the image processing of the image processing Section 
33 to follow up the motion of the hand even if captured 
image data is Sent from the image editing unit 32 at a rate of 
30 frames per Second. Therefore, the parameter Setting 
section 32b of the image editing unit 32 is allowed to 
perform a process of Setting the image transmission faster 
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(steps S205 and S206). In step S206, the transmission timing 
is altered by, for example, changing the number of frames to 
be transmitted to the image processing Section 33 per Second 
to 60. 

Alteration of the number of frames to be transmitted per 
second from 30 to 60 means that the amount of image data 
to be transmitted per second becomes double. This would 
increase the amount of processing, if no measure is taken to 
avoid Such, making real-time processing difficult to accom 
plish. In step S206, therefore, the resolution of image data to 
be transmitted is reduced in an inverse proportion to the 
alteration of the transmission timing. In this example, the 
resolution R originally of 256x256 is reduced to 128x128. 
Manipulation with a fast moving hand implies that a fast 
action is important and the shape of the hand is not So 
Significant, So that lowering the resolution will not interfere 
with recognition and discrimination of an instructional 
manipulation which is effected by a user moving his or her 
hand. Actually, the process of recognizing the motion of the 
user's hand can be implemented in response to the motion of 
the user's hand, So that a process response time to the 
instructional manipulation effected by the motion of the 
user's hand can be prevented from becoming slower. 
When the parameter setting section 32b of the image 

editing unit 32 sets the parameters (transmission timing and 
transmission resolution) that permit follow-up of the fast 
hand motion based on parameter alteration data Sent from 
the image processing Section 33 in Step S206, the parameter 
setting section 32b returns to step S202 to continue the 
image capturing operation. At this time, the image editing 
parameters (transmission timing and resolution) have been 
changed to match the fast hand motion. The image editing 
Section 32a therefore edits the image data, captured by the 
image capturing Section 31, to image data Suitable for fast 
processing, and then transferS the edited image data to the 
image processing Section 33. When the flow comes to Step 
S204 again, the transmission timing f has already been Set to 
“60.” So that it is redundant to repeat the same Setting in Step 
S206. To avoid this redundancy, it is determined in step 
S205 if f has already been set to the fast transmission timing. 
When the Setting has been completed, the flow skips Step 
S206 and returns to step S202 to resume the image capturing 
operation. 
When a hand is moving slower than the normal speed or 

is hardly moving, it is efficient to increase the resolution of 
captured image data and perform a process which has 
emphasis on recognition of the shape of the hand. A deter 
mining process for this case is illustrated in steps S207 to 
S209. 
The velocity of barycenter v is compared with a specified 

value V1 (for example, 10 cm/sec). When the velocity of 
barycenter v is lower than the specified value V1, it can be 
considered that the motion of the hand or the target object is 
Slow (it may be considered that the user wants a direct 
manipulation based on the shape of the hand, like Sign 
language). Therefore, the parameter setting Section 32b of 
the image editing unit 32 is permitted to carry out a process 
of altering the transmission resolution R to Such a high 
resolution as to ensure shape recognition with high precision 
(steps S208 and S209). For instance, the resolution R is 
changed to 512x512 from 256x256. This high resolution 
increases the amount of captured image data by a factor of 
four, increasing the amount of processing. This makes 
real-time processing difficult to implement. In step S209, 
therefore, the number of frames f to be captured per Second 
is reduced to 15 from the ordinary number of 30 to limit the 
increase in the entire amount of processing to a double. This 
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can ensure high precision recognition of the shape of the 
user's hand, thus permitting a real-time response to the 
instructional manipulation that is based on the shape of the 
user's hand. 

When the parameter Setting Section 32b Sets the param 
eters (transmission timing and transmission resolution) that 
ensure fast and accurate recognition of the shape of the hand 
in step S209, the parameter setting section 1b returns to step 
S202 to continue the image capturing operation. When the 
flow comes to Step S207 again, the transmission timing f has 
already been set to “15,” so that it is redundant to repeat the 
same setting in step S209. To avoid this redundancy, it is 
determined in step S208 if f has already been set to the slow 
transmission timing. When the Setting has been completed, 
the flow skips step S209 and returns to step S202 to resume 
the image capturing operation. 

The foregoing description has been given of a case where 
the image editing operation of the image editing unit 32 is 
Switched between a fast mode and a slow mode depending 
on whether the motion of an object to be processed is fast or 
Slow. Likewise, the image editing operation of the image 
editing unit 32 can be Switched to a normal mode. A 
determining proceSS for this case is depicted in Steps S210 
to S212 in FIG. 10. 

The velocity of barycenter v is compared with the speci 
fied values VO and V1. When the velocity of barycenter V 
lies between the specified values V0 and V1 (step S210) and 
when the transmission timing f of the image editing unit 32 
is “30, the flow returns to step S202 to resume the image 
capturing operation (step S211). When the transmission 
timing f is not “30, it is set back to the initial value of “30” 
and the transmission resolution R is also set back to the 
initial value of “256x256” after which the image capturing 
operation is resumed (step S212). 
A description will now be given of alteration of a trans 

mission region. The area S of the region of an object to be 
processed in the edited image data Sent from the image 
editing unit 32 is compared with a specified value S0 of a 
predetermined area with respect to the area of the edited 
image data, and then the transmission timing f is compared 
with “15,” the value of the transmission timing when the 
motion of the target object is slow (step S213). When the 
area S of the region of the target object is Smaller than the 
specified value S0 and the value of the transmission timing 
f is “15,” it can be considered that the ratio of the target 
object to the entire edited image data is So Small as to make 
it difficult to accurately recognize the shape, motion and So 
forth of the object and that the motion of the target object is 
Slow. At this time, the region of captured image data to be 
transmitted to the image processing Section 33 (transmission 
region) is limited to a region where the target object can exist 
in order to improve the efficiencies of recognition and image 
capturing of the target object (Step S215). That is, a trans 
mission region A is Set Smaller than the current transmission 
region (limited). When the transmission region Ahas already 
become a limited region, the flow skips step S215 and 
returns to Step S202 to resume the image capturing operation 
(step S214). 

The area S of the region of the object to be processed in 
the edited image data Sent from the image editing unit 32 is 
compared with a specified value S1 of a predetermined area 
with respect to the area of the edited image data, and the 
transmission timing f of the edited image data is compared 
with “15, the value of the image capturing timing when the 
motion of the target object is slow (step S216). When the 
area S of the region of the target object is larger than the 
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specified value S1 (S1 is a value set to four times the value 
of S0 when the motion captured region with the captured 
region A being limited is, for example, 4 of the capturable 
region) and the value of the transmission timing f is not 
“15,” it can be considered that the ratio of the target object 
to the entire edited image data is large enough to accurately 
recognize the shape, motion and So forth of the object and 
that the motion of the target object is fast. At this time, the 
transmission region need not be limited, So that the trans 
mission region is Set back to the whole capturable or the 
entire captured image data (all) (steps S217 and S218). 
When the transmission region A is already “all,” the flow 
returns to Step S202 to resume the image capturing operation 
(step S217). 
AS the image editing parameters are altered in accordance 

with the characteristics of image data of an object to be 
processed by performing the processes illustrated in the 
flowcharts in FIGS. 9 and 10, the image processing section 
33 can accurately and easily analyze the motion of the target 
object based on the captured image data, obtained by the 
image capturing Section 31, in response to a variation in the 
characteristics of the image data of the target object, even 
when the variation is large. 
The image processing apparatus according to this 

embodiment, when connected to an external unit Such as a 
personal computer or a game machine, can be used as an 
input device like an existing mouse for Such an external unit. 
In this case, the image processing Section 2 converts data of 
image processing results to the format that is accepted by the 
connected external unit. The external unit can thus handle 
the recognition results output from the image processing 
apparatus of this embodiment like instruction data to be 
input from an input device Such as a conventional mouse. 
When the image processing apparatus of this embodiment is 
connected to an external unit and is used as an input device 
to the external unit, the image processing apparatus may 
Send out captured image data as well as the results of 
recognition of the image data of an object to be processed. 

According to the fourth embodiment, as described above, 
the image capturing Section 31 captures image data, the 
image editing unit 32 edits the captured image databased on 
the preset image editing parameters (the transmission 
timing, transmission resolution, transmission region, etc. 
when captured image data is transmitted to the image 
processing Section 33), the image processing Section 33 
computes the characteristics of the edited image data Sent 
from the image editing unit 32 (e.g., the Velocity of bary 
center of an object to be processed, the ratio of the area of 
the region of an object to be processed to the entire edited 
captured image data, etc.), and alters the image editing 
parameters of the image editing unit 32 in accordance with 
the characteristics, edits the captured image data in accor 
dance with the altered parameters and sends the resultant 
image data to the image processing Section 33. AS a result, 
the image processing Section 33 can carry out image pro 
cessing (analysis, recognition and So forth of the captured 
image data) which is responsive to changes in the shape and 
motion of the target object (without sacrificing the precision 
and the real-time response). When the target object is a 
user's hand, for example, the image editing unit 32 edits the 
captured image data in Such a way as to be responsive to the 
moving Speed of the hand, So that efficient and accurate 
image processing (analysis, recognition and So forth of the 
captured image data) Suitable for the user's intention of the 
direct manipulation by the user can be implemented with a 
very low-cost structure as compared with the conventional 
image processing. 
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Although the foregoing description has been given of the 
case where the transmission timing, transmission resolution 
and transmission region are changed in accordance with the 
Velocity of barycenter of an object to be processed and the 
Size of the area of the region of the target object, this 
embodiment should not necessarily be limited to this case. 
For example, the Velocity may be a Velocity at the closest 
point, not the Velocity of barycenter. The image editing 
parameters, which are to be altered, may include brightness 
and depth in addition to the transmission timing, the trans 
mission resolution and the transmission region. 

Fifth Embodiment 

An image processing apparatus shown in FIG. 11 com 
prises an image processing unit 43 for performing image 
processing in accordance with preset image processing 
parameters in addition to the image capturing Section 31 and 
the image editing unit 32 of the fourth embodiment. Like or 
Same reference numerals are given to those components 
which are the same as the corresponding components in FIG. 
8, and only the difference will be discussed below. 

The image processing unit 43, like the image processing 
unit 12 shown in FIG. 5, computes the characteristics of 
edited image data Sent from the image editing unit 32, and 
allows the parameter Setting Section 32b of the image editing 
unit 32 and a parameter Setting Section 43b of the image 
processing unit 43 to respectively alter the image editing 
parameters and the image processing parameters, based on 
the characteristics. The advantages of the image processing 
apparatus according to the fifth embodiment are the same as 
those provided by the fourth and second embodiments. The 
load of image processing as well as dissipation power can be 
reduced by not only editing captured image data but also 
changing the image processing System. 
To reduce the dissipation power, an image processing 

apparatus may have a structure as shown in FIG. 12. The 
image processing apparatus shown in FIG. 12 comprises an 
image capturing Section 51 for capturing captured image 
data according to preset image capturing parameters, and the 
image editing unit 32 and the image processing unit 43 
shown in FIG. 11. 

The image processing unit 43, like the image processing 
unit 12 shown in FIG. 5, computes the characteristics of 
edited image data Sent from the image editing unit 32, and 
allows a parameter Setting Section 51b of the image captur 
ing Section 51, the parameter Setting Section 32b of the 
image editing unit 32 and the parameter Setting Section 43b 
of the image processing unit 43 to respectively alter the 
image editing parameters and the image processing param 
eters based on the characteristics. 

Sixth Embodiment 

An image processing methods described in the Sections of 
the first to fifth embodiments may be stored as a computer 
executable program in a recording medium, Such as a floppy 
disk, hard disk, CD-ROM or semiconductor memory, and be 
distributed accordingly. 

FIG. 13 shows the structure of a computer system for 
realizing the image processing method of this invention. 
This computer System, which may be a personal computer, 
comprises a CPU 1001 that preforms arithmetic operations, 
an input Section 1002 including a keyboard, a pointing 
device and a mouse, an output section 1003 like a display 
and a speaker, a ROM 1004 and RAM 1005 as main 
memory, a hard disk drive 1006, a floppy disk drive 1007 
and an optical disk drive 1008 as external memory units, a 
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motion image capture 1013 comprised of, for example, a 
CCD camera or CMOS camera, an interface section 1014 
that intervenes at the time of communication with an exter 
nal unit. Those components 1001 to 1008, 1013 and 1014 are 
mutually connected by a bus 1009. The interface section 
1014 can be constructed by USB, PCI, IEEE 1394 or the 
like. 
A program and image data shown in FIGS. 2, 3, 6, 9 and 

10, which are needed to execute the image processing 
method of any of the above-described embodiments, are 
stored on any one of the hard disk drive 1006 and recording 
media 1011 and 1012 respectively for the floppy disk drive 
1007 and the optical disk drive 1008. In accordance with the 
program, processes illustrated in the flowcharts in FIGS. 2, 
3, 6, 9 and 10 are performed on image data to be input from 
the motion image capture 1013, and the processing results 
(or results of, for example, analysis of the image data 
captured by the motion image capture 1013) are sent to the 
external unit via the interface section 1014. The interface 
Section 1014 may convert the processing result data to data 
of the format that is acceptable by the connected external 
unit. 

This structure can allow the image processing method of 
this invention to be implemented by using an ordinary 
personal computer, for example. 

Additional advantages and modifications will readily 
occur to those skilled in the art. Therefore, the invention in 
its broader aspects is not limited to the Specific details and 
representative embodiments shown and described herein. 
Accordingly, various modifications may be made without 
departing from the Spirit or Scope of the general inventive 
concept as defined by the appended claims and their equiva 
lents. 
What is claimed is: 
1. An image processing apparatus comprising: 
an image capturing unit configured to capture image data 

by controlling a frame rate of the image databased on 
a motion of the image data when a frame rate of the 
image data is greater than a first Specified value, based 
on a shape of the image data when the frame rate of the 
image data is Smaller than a Second Specified value, and 
based on both the motion and the shape when the frame 
rate of the image data lies between the first Specified 
value and a the Second specified value; 

an image processor configured to perform predetermined 
image processing on Said image data, captured by Said 
image capturing unit, based on image processing 
parameters for determining an image processing opera 
tion; and 

an alteration unit configured to alter at least one of the 
frame rate and Said image processing parameters based 
on characteristics computed by Said image processor. 

2. An image processing apparatus comprising: 
image capturing means for capturing image data; 
image editing means for editing Said image data, based on 

a motion of the image data when a frame rate of the 
image data is greater than a specified value, based on a 
shape of the image data when the frame rate of the 
image data is Smaller than the Specified value, and 
based on both the motion and the shape when the frame 
rate of the image data lies between a first Specified 
value and a Second Specified value; 

image processing means for performing predetermined 
image processing on Said image data, edited by Said 
image editing means, and 

alteration means for altering Said motion and shape based 
on characteristics computed by Said image processing 
CS. 
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3. An image processing apparatus comprising: 
image capturing means for capturing image data by 

controlling a frame rate of the image data; 
image editing means for editing Said image data, based on 

a motion of the image data when a frame rate of the 
image data is greater than a specified value, based on a 
shape of the image data when the frame rate of the 
image data is Smaller than the Specified value, and 
based on both the motion and the shape when the frame 
rate of the image data lies between a first Specified 
value and a Second Specified value; 

image processing means for performing predetermined 
image processing on Said image data, edited by Said 
image editing means, based on image processing 
parameters for determining an image processing opera 
tion; and 

alteration means for altering at least one of Said frame 
rate, Said motion and shape and Said image processing 
parameters based on characteristics computed by Said 
image processing means. 

4. An image processing apparatus comprising: 
image capturing means for capturing image data; 
image editing means for editing Said image data, captured 
by Said image capturing means, based on a motion of 
the image data when a frame rate of the image data is 
greater than a specified value, based on a shape of the 
image data when the frame rate of the image data is 
Smaller than the Specified value, and based on both the 
motion and the shape when the frame rate of the image 
data lies between a first specified value and a Second 
Specified value; 

image processing means for performing predetermined 
image processing on Said image data, edited by Said 
image editing means based on image processing param 
eters for determining an image processing operation; 
and 

alteration means for altering at least one of Said motion 
and shape and Said image processing parameters based 
on characteristics computed by Said image processing 
CS. 

5. An image processing method comprising the Steps of: 
capturing image data by controlling the frame rate of the 

image data based on a motion of the image data when 
a frame rate of the image data is greater than a specified 
value, based on a shape of the image data when the 
frame rate of the image data is Smaller than the Speci 
fied value, and based on both the motion and the shape 
when the frame rate of the image data lies between a 
first Specified value and a Second Specified value; 

performing predetermined image processing on Said 
image data, captured by Said image capturing Step, 
based on image processing parameters for determining 
an image processing operation; and 

altering at least one of Said frame rate and Said image 
processing parameters based on characteristics com 
puted by Said image processing Step. 

6. An image processing method comprising the Steps of: 
capturing image data; 
editing Said image data, captured by Said image capturing 

Step, based on a motion of the image data when a frame 
rate of the image data is greater than a Specified value, 
based on a shape of the image data when the frame rate 
of the image data is Smaller than the Specified value, 
and based on both the motion and the shape when the 
frame rate of the image data lies between a first 
Specified value and a Second Specified value; 
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performing predetermined image processing on Said 

image data edited by Said image editing Step; and 
altering Said motion and shape based on characteristics 

computed by Said image processing Step. 
7. An image processing method comprising the Steps of: 
capturing image data by controlling a frame rate of the 

image data; 
editing Said image data, captured by Said image capturing 

Step, based on image editing parameters for determin 
ing an image editing operation; 

performing predetermined image processing on Said 
image data, edited by Said image editing Step, based on 
a motion of the image data when a frame rate of the 
image data is greater than a specified value, based on a 
shape of the image data when the frame rate of the 
image data is Smaller than the Specified value, and 
based on both the motion and the shape when the frame 
rate of the image data lies between a first Specified 
value and a Second Specified value; and 

altering at least one of Said frame rate, the motion and the 
shape based on characteristics computed by Said image 
processing step. 

8. An image processing method comprising the Steps of: 
capturing image data, 
editing Said image data, captured by Said image capturing 

Step, based on a motion of the image data when a frame 
rate of the image data is greater than a Specified value, 
based on a shape of the image data when the frame rate 
of the image data is Smaller than the Specified value, 
and based on both the motion and the shape when the 
frame rate of the image data lies between a first 
Specified value and a second specified value; 

performing predetermined image processing on Said 
image data edited by Said image editing Step based on 
image processing parameters for determining an image 
processing operation; and 

altering at least one of Said motion and shape and Said 
image processing parameters based on characteristics 
computed by Said image processing Step. 

9. An image processing method comprising the Steps of: 
capturing image data based on image capturing param 

eters for determining an image capturing operation; 
computing characteristics including a Velocity of bary 

center and an area of Said captured image data; 
Setting an image capturing timing quicker than an initial 

value and reducing a resolution of image data to be 
captured, when Said computed Velocity of barycenter is 
greater than a Specified value; 

Setting Said resolution higher than an initial value and 
Setting Said image capturing timing slower than Said 
initial value when said computed Velocity of barycenter 
is Smaller than the Specified value; 

Setting Said image capturing timing and Said resolution to 
the respective initial values when said computed Veloc 
ity of barycenter lies between a first Specified value and 
a Second Specified value; 

limiting an image captured region to a Smaller region than 
a current image captured region when an area of a 
region of an object to be processed is Smaller than a 
Specified value and when Said image capturing timing 
is slower than Said initial value; and 

Setting Said image captured region back to an entire 
motion image capturable range when Said area of Said 
region of Said object to be processed is larger than Said 
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Specified value and when Said image capturing timing 
is not slower than Said initial value. 

10. An image processing method comprising the Steps of: 
capturing image data based on image capturing param 

eters for determining an image capturing operation; 
computing characteristics including a Velocity of bary 

center of Said captured image data; 
Setting an image processing timing quicker than an initial 

value and limiting a processing function to be lower 
than an initial one, when Said computed Velocity of 
barycenter is greater than a specified value; 

Setting Said image processing timing slower than Said 
initial value and permitting Said processing function to 
be greater than Said initial one, when Said computed 
Velocity of barycenter is Smaller than Said specified 
value; and 

Setting Said image processing timing and Said processing 
function to the respective initial ones when Said com 
puted Velocity of barycenter lies between a first Speci 
fied value and a Second Specified value. 

11. An image processing method comprising the Steps of: 
capturing image data based on image capturing param 

eters for determining an image capturing operation; 
computing characteristics including a Velocity of bary 

center and an area of Said captured image data; 
Setting an image transmission timing quicker than an 

initial value and Setting a transmission resolution of 
image data Smaller than an initial value when Said 
computed Velocity of barycenter is greater than a 
Specified value; 

Setting Said transmission timing slower than Said initial 
value and Setting Said transmission resolution greater 
than Said initial value when said computed Velocity of 
barycenter is Smaller than a specified value; 

Setting Said transmission timing and Said transmission 
resolution to the respective initial values when Said 
computed Velocity of barycenter lies between a first 
Specified value and a Second Specified value; 

Setting an image captured region to a region where an 
object to be processed can exist when an area of a 
region of Said object to be processed is Smaller than a 
Specified value; and 

Setting Said image captured region to an entire motion 
image capturable range when said area of Said region of 
Said object to be processed is larger than Said Specified 
value. 
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12. An article of manufacture comprising: 
a computer usable medium having computer readable 

program code means embodied therein for causing 
image data to be processed, the computer readable 
program code means in Said article of manufacture 
comprising: 

computer readable program code means for causing a 
computer to capture image data by controlling a frame 
rate of the image databased on a motion of the image 
data when a frame rate of the image data is greater than 
a specified value, based on a shape of the image data 
when the frame rate of the image data is Smaller than 
the Specified value, and based on both the motion and 
the shape when the frame rate of the image data lies 
between a first Specified value and a Second Specified 
value; 

computer readable program code means for causing the 
computer to effect a predetermined process on image 
data inputted in accordance with image processing 
parameters defining an image proceSS operation; and 

computer readable program code means for causing the 
computer to alter at least one of the frame rate based on 
characteristics computed by the predetermined process 
on Said image data. 

13. An article of manufacture comprising: a computer 
uSable medium having computer readable program code 
means embodied therein for causing image data to be 
processed, the computer readable program code means in 
Said article of manufacture comprising: 

computer readable program code means for causing a 
computer to edit image data inputted based on a motion 
of the image data When a frame rate of the image data 
is greater than a specified value, based on a shape of the 
image data when the frame rate of the image data is 
Smaller than the Specified value, and based on both the 
motion and the shape when the frame rate of the image 
data lies between a first specified value and a Second 
Specified value; and 

computer readable program code means for causing a 
computer to effect a predetermined proceSS on the 
edited image data, in accordance with image processing 
parameters defining an image proceSS operation; and 

computer readable program code means for causing a 
computer to alter at least one of the frame rate defining 
an operation of capturing the image data, the motion 
and shape, and the image processing parameters. 
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