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is a vertical longitudinal sectional view 
therethrough with the extensions folded, 

STATES 
No. 900,847. 

To all whom it may - concern: 
Beit known that I, WALTER P. BERRY, a 

Specification of Letters Patent. 
Application filed March 28, 1907, serial No. 365,091, 

PATENT OFFICE. 
P. BERRY, OF WASHINGTON, PENNSYLVANIA. 

LAUNDRY-CABINET. 
Patented Oct. 6, 1908. 

the cabinet is the body portion 13 of an iron 
ing board, the same being held thereon by 

citizen of the United States, residing at means of pivoted hook members 14 which 
Washington, in the county of Washington, are engaged with the eye members, 15 upon State of Pennsylvania, have invented certain 
new and useful Improvements in Laundry 
Cabinets; and Idohereby declare the follow 
ing to be a full, clear, and exact description 
of the invention, such as will enable others removing one or more of these drawers, the 

hook members will be sufficiently exposed to 
permit of their being disengaged from the make and use the same. . . . . . 

This invention relates to laundry cabinets 
and more particularly to a cabinet designed 
for use in the process of ironing clothes. ... 
The primary object of the invention is to 

provide a construction of cabinet of this class in which the top may be swung backupon its 

skilled in the art to which it appertains to 

hinges to expose the body portion of an iron 
ing board and other members which may be 
swung into position to coöperate with the 
main or body portion of the board. 
One of the primary features of the inven tion resides in the provision of a cabinet in 

which the additional sections or extensions 
may be folded into compartments located at 
the ends of the cabinet. . . . . . 
A further feature of the invention consists 

in so hinging the top of the cabinet and sup 
porting the same when in raised position, 
that the articles as they are ironed may be 
placed thereon. . . . . . . . . 

In the accompanying, drawings, Figure 1 
is a front elevation of the cabinet in closed 
position, Fig. 2 is a similar view but with the 
top folded back and with the supplemental 
boards or extensions raised to coöperate with 
the body of the board, Fig. 3 is an end eleva 
tion thereof, Fig. 4 is a rear elevation, Fig. 5. 

Fig. 6 is a similar view but showing the ex 
tension to coöperate with the body of the 
board, Fig. 7 is a plan view of one end of the 
cabinet. . . . . . 

Referring more specifically to the draw 
ings the cabinet is shown as being provided 
with a compartment 10 to which access may 
be had by means of doors 11 hinged to the 
front of the cabinet and above this compart 
ment and in the cabinet there are received a 
number of drawers 12. The compartment is 
designed for the reception of soiled linen, and 
the drawers for the reception of irons, ironing 
wax, iron holders and etc. 

Except for a hinged cover the cabinet is 
open at its top and disposed upon the top of 

after the board has been swung 

cleats 6 which are secured to the sides of the 
cabinet and extend from the front to the back 
of the cabinet at its top and above the draw 
ers 12, it being understood of course that by 

eye members to release the body portion 13 
of the ironing board should this become 
necessary. The hook members 14 are se 
cured to one side of the respective cleats 15, 
and other cleats 17 upon the under side of the 
body portion 13 of the ironing board are de 
scent cleats 16 to prevent longitudinal move 
ment of the boards as clearly shown in the longitudinal sectional view of the drawings. 

Hinged to a strip 18 which is supported 
upon the upper ends of vertically disposed 
cleats 19 located upon the back of the cabi 
net, is a cover 20 which cover is designed to 
be folded upon the top of the cabinet to 
cover the body portion 13 of the ironing 
board when the same is not in use and this 
cover is also foldable to lie in a horizontal 
plane but extending rearward from the cabi 
net and in this manner expose the said por 
tion of the ironing board for use. A cleat 
21 is secured upon the back of the cabinet 
and a block 22 is secured upon the said back 
but in a plane above the cleat and this cleat 
and block serve to foldably support a 
bracket 23 upon which bracket the top for 
E. Sabinet is designed to rest when folded 
aC.K. . . . . 

Compartments 24 and 25 are formed in 
the ends of the cabinet and are closed re 
spectively by means of hinged doors 26 and 
27. That end of the body portion 13 of the 
ironing board which is adjacent the end com 
partment 24 is cut away as at 28 for the re 
ception of the inner end portion of an ex 
tension board 29 which board is hinged to 
the said body portion 13 as at 30 and is 
movable to lie within the compartment 24 
or to extend in the same plane as the por 

tension of the same. A brace 31 is hinged 
to the under side of the extension 29 and 

into a com 
mon plane with the portion 13 of the ironing 
board and the door 26 has been closed, the 

tion 13 of the ironing board to form an ex 
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lower end of this brace 31 is engaged or 
seated against the upper edge of a block 32 
secured upon the outer face of the door. 
The upper edge of this block is beveled as 
is also the free end of the brace and conse 
quently the extension board is firmly Sup 
ported in position for use. The body por 
tion 13 of the ironing board and also the ex 
tension board 29 is provided with a covering 
33 of any suitable material and with padding 
34 and in order to present a substantially 
unbroken surface when the extension board 
is in use, the covering for the body portion 
13 is extended across the cut away portion 
28 in the end of the ironing board as clearly 
shown in the longitudinal sectional view in 
the drawings and by a dotted line in Fig. 7. 
To the other end 35 of the body portion 13 
of the ironing board is hinged a block 36 
upon which is secured the rear end of a 
sleeve board 37 which is also provided with 
a covering 38. The block 36 includes an ex 
tension 39 which, when the sleeve board 37 
is swung to extend above the body portion 
13 of the ironing board, rests upon the upper 
face thereof and supports the sleeve board 
in spaced relation to the upper face of the 
ironing board. When not in use this sleeve 
board is foldable to lie within the compart 
ment, 25. 
From the foregoing description of my in 

vention it will be observed that an ironing 
board suitable for all purposes has been pro 
vided and that sections of the board, when 
not needed may be folded out of the way and 
Out of sight. 
What is claimed is 
1. A device of the class described compris 

ing a cabinet, a cover hinged to the cabinet, an ironing board comprising a main portion 

900,347 

and a hinged extension, cleats extended 
across the cabinet within the same and at 
its top, eye members carried by the cleats, 
hook members pivotect to the under side of 
the main section of the ironing board, a com 
partment located at One end of the cabinet, 
the said hinged extension of the ironing 
board being receivable in this compartment, 
a door hinged in position to close said com 
partment, a brace hinged to the under side 
of the said extension, and a seat for the free 
end of said brace fixed upon the said door. 

2. A device of the class described compris 
ing a cabinet, a cover hinged to the cabinet, 
an ironing board comprising a main portion 
and a hinged extension, cleats extended 
across the cabinet within the same and at 
its top, eye members carried by the cleats, 
hook members pivoted to the under side of 
the main section of the ironing board, a con 
partment located at one end of the cabinet, 
the said hinged extension of the ironing 
board being receivable in this compartment, 
a door hinged in position to close said com 
partment, a brace hinged to the under side 
of the said extension, a seat for the free end 
of said brace fixed upon the said door, the 
said extension being hinged in a cut away 
portion in one end of the body portion of the 
board, and a cover for the board, said cover 
being stretched across the said cut-away end 
of the main portion of the board to provide 
an unbroken ironing surface between the two 
members. 

In testimony whereof I affix my signature 
in presence of two witnesses. 

WALTER P. BERRY. 
Witnesses: 

OLLIE DENTZER, 
S. J. HENDERSON. 
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