Title: DESIGN AND CONSTRUCTION OF NON-RECTANGULAR BATTERIES

Abstract: The disclosed embodiments relate to a battery cell which includes a set of electrode sheets of different dimensions arranged in a stacked configuration to facilitate efficient use of space inside a portable electronic device. For example, the electrode sheets may be arranged in the stacked configuration to accommodate a shape of the portable electronic device. The stacked configuration may be based on a non-rectangular battery design such as a toroidal design, an L-shaped design, a triangular design, a pie-shaped design, a cone-shaped design, and/or a pyramidal design.
DESIGN AND CONSTRUCTION OF NON-RECTANGULAR BATTERIES

BACKGROUND

Field

[0001] The present embodiments relate to batteries for portable electronic devices. More specifically, the present embodiments relate to the design and constructions of non-rectangular battery cells to facilitate efficient use of space within portable electronic devices.

Related Art

[0002] Rechargeable batteries are presently used to provide power to a wide variety of portable electronic devices, including laptop computers, mobile phones, PDAs, digital music players and cordless power tools. The most commonly used type of rechargeable battery is a lithium battery, which can include a lithium-ion or a lithium-polymer battery.

[0003] Lithium-polymer batteries often include cells that are packaged in flexible pouches. Such pouches are typically lightweight and inexpensive to manufacture. Moreover, pouches may be tailored to various cell dimensions, allowing lithium-polymer batteries to be used in space-constrained portable electronic devices such as mobile phones, laptop computers, and/or digital cameras. For example, a lithium-polymer battery cell may achieve a packaging efficiency of 90-95% by enclosing rolled electrodes and electrolyte in an aluminized laminated pouch. Multiple pouches may then be placed side-by-side within a portable electronic device and electrically coupled in series and/or in parallel to form a battery for the portable electronic device.

[0004] However, efficient use of space may be limited by the use and arrangement of cells in existing battery pack architectures. In particular, battery packs typically contain rectangular cells of the same capacity, size, and dimensions. The physical arrangement of the cells may additionally mirror the electrical configuration of the cells. For example, a six-cell battery pack may include six lithium-polymer cells of the same size and capacity configured in a two in series, three in parallel (2s3p) configuration. Within the battery pack, two rows of three cells placed side-by-side may be stacked on top of each other, each row may be electrically
coupled in a parallel configuration and the two rows electrically coupled in a series
configuration. Consequently, the battery pack may require space in a portable electronic device that is at least the length of each cell, twice the thickness of each cell, and three times the width of each cell. Furthermore, the battery pack may be unable to utilize free space in the portable electronic device that is outside of a rectangular space reserved for the battery pack.

[0005] Hence, the use of portable electronic devices may be facilitated by improvements related to the packaging efficiency, capacity, form factor, cost, design, and/or manufacturing of battery packs containing lithium-polymer battery cells.

**SUMMARY**

[0006] The disclosed embodiments relate to a battery cell which includes a set of electrode sheets of different dimensions arranged in a stacked configuration to facilitate efficient use of space inside a portable electronic device. For example, the electrode sheets may be arranged in the stacked configuration to accommodate a shape of the portable electronic device. The stacked configuration may be based on a non-rectangular battery design such as a toroidal design, an L-shaped design, a triangular design, a pie-shaped design, a cone-shaped design, and/or a pyramidal design.

[0007] The electrode sheets may be electrically coupled in a parallel configuration. The parallel configuration may involve electrically coupling a first set of conductive tabs, wherein each of the first set of conductive tabs is coupled to a cathode of one of the electrode sheets, and electrically coupling a second set of conductive tabs, wherein each of the second set of conductive tabs is coupled to an anode of one of the electrode sheets.

[0008] In some embodiments, the first set of conductive tabs is electrically coupled using at least one of a wire-bonding technique, a spot-welding technique, a crimping technique, a riveting technique, and an ultrasonic-welding technique. The second set of conductive tabs may also be electrically coupled using the same technique(s).

[0009] In some embodiments, the battery cell also includes a pouch enclosing the electrode sheets.

[0010] In some embodiments, the battery cell also includes a rigid plate disposed beneath the electrode sheets inside the pouch.

**BRIEF DESCRIPTION OF THE FIGURES**

[0001] FIG. 1 shows a battery cell in accordance with an embodiment.

[0002] FIG. 2 shows a non-rectangular design for a battery cell in accordance with an embodiment.
FIG. 3 shows a non-rectangular design for a battery cell in accordance with an embodiment.

FIG. 4 shows a non-rectangular design for a battery cell in accordance with an embodiment.

FIG. 5 shows a non-rectangular design for a battery cell in accordance with an embodiment.

FIG. 6 shows the placement of a battery within a portable electronic device in accordance with an embodiment.

FIG. 7 shows the placement of a battery within a portable electronic device in accordance with an embodiment.

FIG. 8 shows a flowchart illustrating the process of manufacturing a battery cell in accordance with an embodiment.

FIG. 9 shows a portable electronic device in accordance with an embodiment.

In the figures, like reference numerals refer to the same figure elements.

DETAILED DESCRIPTION

The following description is presented to enable any person skilled in the art to make and use the embodiments, and is provided in the context of a particular application and its requirements. Various modifications to the disclosed embodiments will be readily apparent to those skilled in the art, and the general principles defined herein may be applied to other embodiments and applications without departing from the spirit and scope of the present disclosure. Thus, the present invention is not limited to the embodiments shown, but is to be accorded the widest scope consistent with the principles and features disclosed herein.

The data structures and code described in this detailed description are typically stored on a computer-readable storage medium, which may be any device or medium that can store code and/or data for use by a computer system. The computer-readable storage medium includes, but is not limited to, volatile memory, non-volatile memory, magnetic and optical storage devices such as disk drives, magnetic tape, CDs (compact discs), DVDs (digital versatile discs or digital video discs), or other media capable of storing code and/or data now known or later developed.

The methods and processes described in the detailed description section can be embodied as code and/or data, which can be stored in a computer-readable storage medium as described above. When a computer system reads and executes the code and/or data stored on the
computer-readable storage medium, the computer system performs the methods and processes embodied as data structures and code and stored within the computer-readable storage medium.

[0013] Furthermore, methods and processes described herein can be included in hardware modules or apparatus. These modules or apparatus may include, but are not limited to, an application-specific integrated circuit (ASIC) chip, a field-programmable gate array (FPGA), a dedicated or shared processor that executes a particular software module or a piece of code at a particular time, and/or other programmable-logic devices now known or later developed. When the hardware modules or apparatus are activated, they perform the methods and processes included within them.

[0014] The disclosed embodiments provide a battery cell with a non-rectangular design. The battery cell may include a set of electrode sheets of different dimensions arranged in a stacked configuration. The non-rectangular shape of the stacked configuration may facilitate efficient use of space in a portable electronic device. The term “non-rectangular” can mean that the cells are not rectangular through any cutting plane, which means that the cells are not rectangular when viewed from the top, bottom, or sides. For example, the non-rectangular stacked configuration may be based on a toroidal design, an L-shaped design, a triangular design, a pie-shaped design, a cone-shaped design, and/or a pyramidal design. The electrode sheets may also be enclosed in a pouch to form a lithium-polymer battery cell. Moreover, a rigid plate may be disposed beneath the electrode sheets inside the pouch to provide structural support for the battery cell.

[0015] The electrode sheets may then be electrically coupled in a parallel configuration. In particular, the cathode of each electrode sheet may be electrically coupled to one of a first set of conductive tabs, and the anode of each electrode sheet may be electrically coupled to one of a second set of conductive tabs. The first set of conductive tabs may then be electrically coupled using a wire-bonding technique, a spot-welding technique, a crimping technique, a riveting technique, and/or an ultrasonic-welding technique. The same technique(s) may also be used to electrically couple the second set of conductive tabs. The first and second sets of conductive tabs may extend through seals in the pouch to provide terminals for the battery cell.

[0016] FIG. 1 shows a battery cell in accordance with an embodiment. The battery cell may supply power to a portable electronic device such as a laptop computer, mobile phone, tablet computer, personal digital assistant (PDA), portable media player, digital camera, and/or other type of battery-powered electronic device.

[0017] As shown in FIG. 1, the battery cell includes a number of layers 102-108 that form a wedge-shaped, terraced structure. Layers 102-108 may be formed from thin electrode sheets; each electrode sheet may provide a cathode for the battery cell on one side and an anode
for the battery cell on the other side. For example, each electrode sheet may have a thickness of
around 20 microns. The electrode sheet may also include an anode of lithium or zinc and a
cathode of manganese dioxide.

[0018] Moreover, the electrode sheets may be arranged in a stacked configuration to form
layers 102-108. In particular, the terraced, curved structure of the battery cell may be created
using flat pie-shaped electrode sheets of four different sizes. First, a series of electrode sheets of
the largest size may be stacked to form layer 102, then a series of smaller pie-shaped electrode
sheets may be stacked on top of layer 102 to form layer 104. After layers 102-104 are formed, a
number of the third-largest electrode sheets may be stacked on top of layer 104 to form layer
106, and finally, the smallest electrode sheets are placed on top of layer 106 to form layer 108.

[0019] To form a power source, the electrode sheets may be electrically coupled in a
parallel configuration and enclosed in a pouch 116. To electrically couple the electrode sheets,
each cathode from the electrode sheets may be electrically coupled to one of a first set of
conductive tabs, and each anode from the electrode sheets may be electrically coupled to one of a
second set of conductive tabs. The first set of conductive tabs may then be electrically coupled
using a wire-bonding technique, a spot-welding technique, a crimping technique, a riveting
technique, and/or an ultrasonic-welding technique to form a positive terminal 110 for the battery
cell.

[0020] The same technique(s) may also be used to electrically couple the second set of
conductive tabs to form a negative terminal 112 for the battery cell. For example, the battery cell
may be assembled by stacking electrode sheets coupled to conductive tabs against one or more
surfaces that align the corners of the electrode sheets and the conductive tabs. The conductive
tabs may then be spot-welded together to form terminals 110-112.

[0021] To enclose the battery cell in pouch 116, layers 102-108 may be placed on top of a
sheet of polymer laminate and/or another type of flexible pouch material. Another sheet of
pouch material may then be placed over the tops of layers 102-108, and the two sheets may be
heat-sealed and/or folded. Alternatively, layers 102-108 may be placed in between two sheets of
pouch material that are sealed and/or folded on some (e.g., non-terminal) sides. The remaining
side(s) may then be heat-sealed and/or folded to enclose layers 102-108 within pouch 116.

Terminals 110-112 may extend through seals in pouch 116 to allow the battery cell to be
electrically coupled to other components in the portable electronic device.

[0022] Those skilled in the art will appreciate that the thin and/or flexible nature of the
electrode sheets may cause the electrode sheets to bend and/or deform within the battery cell
during handling and/or installation within the portable electronic device. As a result, a rigid plate
114 may be disposed beneath layers 102-108 to provide structural support for the battery cell.
[0023] In one or more embodiments, the battery cell of FIG. 1 facilitates efficient use of
space within the portable electronic device. For example, the terraced and/or curved edges of the
battery cell may allow the battery cell to fit within a curved enclosure for the portable electronic
device. The number of layers (e.g., layers 102-108) may also be increased or decreased to better
fit the curvature of the portable electronic device’s enclosure. In other words, the battery cell
may include an asymmetric and/or non-rectangular design that accommodates the shape of the
portable electronic device. In turn, the battery cell may provide greater capacity, packaging
efficiency, and/or voltage than rectangular battery cells in the same portable electronic device.
Non-rectangular designs for battery cells are discussed in further detail below with respect to
FIGs. 2-5.

[0024] FIG. 2 shows a non-rectangular design for a battery cell in accordance with an
embodiment. More specifically, FIG. 2 shows a top-down view of a battery cell with a number
of layers 202-208. Layers 202-208 may be formed by arranging electrode sheets of different
dimensions in a stacked configuration that is based on a toroidal and/or cone-shaped design for
the battery cell. Consequently, the electrode sheets used in the battery cell of FIG. 2 may be
round and/or ellipsoidal.

[0025] Moreover, the electrode sheets forming layers 202-208 may be hollow to enable
the formation of two terminals 210-212. Each terminal 210-212 may include a set of conductive
tabs that connects the cathodes or the anodes of the electrode sheets. For example, terminal 210
may correspond to a positive terminal for the battery cell and include a first set of conductive
tabs electrically coupled to one another and to the cathodes of the electrode sheets. Terminal 212
may correspond to a negative terminal for the battery cell and include a second set of conductive
tabs electrically coupled to one another and to the anodes of the electrode sheets.

[0026] The battery cell of FIG. 2 may be designed to fit around the perimeter of a
portable electronic device. For example, layers 202-208 may accommodate a curved and/or
scalloped outline of the portable electronic device, while the hollow interior of the battery cell
may allow components (e.g., printed circuit boards (PCBs), processors, memory, storage,
display, optical drives, etc.) to be placed in the middle of the portable electronic device.
Placement of battery cells within portable electronic devices is discussed in further detail below
with respect to FIGs. 6-7.

[0027] FIG. 3 shows a non-rectangular design for a battery cell in accordance with an
embodiment. As with the battery cell of FIG. 2, the battery cell of FIG. 3 includes a number of
layers 302-310 formed by stacking round and/or ellipsoidal electrode sheets of the same
thickness (e.g., 10-20 microns) and varying sizes. However, because layers 302-310 are not
hollow, terminals 312-314 for the battery cell may be placed outside layers 302-310. The
skewed-cone shape of the battery cell may allow the battery cell to fit within a recessed pocket in a portable electronic device.

[0028] FIG. 4 shows a non-rectangular design for a battery cell in accordance with an embodiment. The battery cell of FIG. 4 may be formed from four layers 402-408 of triangular electrode sheets that are aligned along one edge and stacked. Each layer individual layer 402, 404, 406 and 408 may include electrode sheets of the same size, while the different layers 402, 404, 406 and 408 may be formed from electrode sheets of four different sizes. The battery cell may thus be based on a pyramidal and/or triangular design. Furthermore, a set of terminals 410-412 may electrically couple the electrode sheets in a parallel configuration and allow the battery cell to supply power to a portable electronic device.

[0029] FIG. 5 shows a non-rectangular design for a battery cell in accordance with an embodiment. The battery cell of FIG. 5 may include four layers 502-508 of square electrode sheets arranged in a stacked configuration. However, unlike the battery cells of FIGs. 1-4, the electrode sheets of FIG. 5 may be centered on top of each other. As a result, terminals 510-512 for the battery cell may be formed from conductive tabs that overlap with surfaces of electrode sheets to which the conductive tabs should not be electrically coupled. For example, conductive tabs that are electrically coupled to electrode sheets of layer 504 may overlap with the topmost electrode sheet of layer 502.

[0030] To prevent electric current from flowing between overlapping electrode sheets and conductive tabs, a conductive tab may be insulated from an overlapping surface of an electrode sheet to which the conductive tab should not be electrically coupled by placing a layer of insulating material such as Kapton (Kapton™ is a registered trademark of E. I. du Pont de Nemours and Company Corporation) in between the conductive tab and the electrode sheet. Such use of insulating materials in the battery cell may enable the creation of battery cells of arbitrary three-dimensional (3D) shapes, which in turn may further facilitate the efficient use of space inside portable electronic devices that use the battery cells.

[0031] FIG. 6 shows the placement of a battery 602 within a portable electronic device in accordance with an embodiment. As shown in FIG. 6, a top-down view of battery 602 shows that battery 602 is placed along the outside perimeter of the portable electronic device. Furthermore, the battery may include a toroidal, L-shaped, and/or pie-shaped design to accommodate a curved and/or scalloped shape of the portable electronic device. The interior of the battery may be hollow to allow components to be placed within the portable electronic device.

[0032] FIG. 7 shows the placement of a battery 702 within a portable electronic device in accordance with an embodiment. Battery 702 may be based on the same design as battery 602 of
FIG. 6. More specifically, a cross-sectional view of battery 702 shows that battery 702 fills up the space along the curved sides of the portable electronic device. As a result, battery 702 may represent increased packaging efficiency and/or capacity over a rectangular battery that is used in the same portable electronic device.

[0033] FIG. 8 shows a flowchart illustrating the process of manufacturing a battery cell in accordance with an embodiment. In one or more embodiments, one or more of the steps may be omitted, repeated, and/or performed in a different order. Accordingly, the specific arrangement of steps shown in FIG. 8 should not be construed as limiting the scope of the embodiments.

[0034] First, a set of electrode sheets of different dimensions is arranged in a stacked configuration to facilitate efficient use of space within a portable electronic device (operation 802). For example, electrode sheets of the same thickness and varying lengths and/or widths may be stacked to form a battery cell that is based on a non-rectangular (e.g., toroidal, L-shaped, triangular, pie-shaped, cone-shaped, pyramidal) battery design.

[0035] Next, the electrode sheets are electrically coupled in a parallel configuration (operation 804). Each cathode from the electrode sheets may be electrically coupled to one of a first set of conductive tabs, and each anode from the electrode sheets may be electrically coupled to one of a second set of conductive tabs. The first set of conductive tabs may then be electrically coupled using a wire-bonding technique, a spot-welding technique, a crimping technique, a riveting technique, and/or an ultrasonic-welding technique to form a positive terminal for the battery cell. The same technique(s) may also be used to electrically couple the second set of conductive tabs to form a negative terminal for the battery cell. In addition, a conductive tab may be insulated from an overlapping surface of an electrode sheet to which the conductive tab should not be electrically coupled by placing a layer of insulating material such as Kapton in between the conductive tab and the electrode sheet.

[0036] A rigid plate may also be disposed beneath the electrode sheets (operation 806) to provide structural support for the battery cell. Such structural support may prevent the battery cell from flexing and/or distorting during handling and/or installation within a portable electronic device. Finally, the electrode sheets and rigid plate may be enclosed in a pouch (operation 808). Consequently, the battery cell may correspond to a lithium-polymer battery cell that is designed to accommodate the shape of the portable electronic device. For example, the battery cell may be placed within a curved interior of the portable electronic device to provide increased capacity and/or packaging efficiency over battery packs containing rectangular cells.

[0037] The above-described rechargeable battery cell can generally be used in any type of electronic device. For example, FIG. 9 illustrates a portable electronic device 900 which includes a processor 902, a memory 904 and a display 908, which are all powered by a battery
906. Portable electronic device 900 may correspond to a laptop computer, mobile phone, PDA, portable media player, digital camera, and/or other type of battery-powered electronic device. Battery 906 may correspond to a battery pack that includes one or more battery cells. Each battery cell may include a set of electrode sheets of different dimensions arranged in a stacked configuration. The stacked configuration may facilitate efficient use of space inside portable electronic device 900. For example, the stacked configuration may allow battery 906 to fit along the perimeter of a mobile phone with a scalloped shape.

[0038] The foregoing descriptions of various embodiments have been presented only for purposes of illustration and description. They are not intended to be exhaustive or to limit the present invention to the forms disclosed. Accordingly, many modifications and variations will be apparent to practitioners skilled in the art. Additionally, the above disclosure is not intended to limit the present invention.
What Is Claimed Is:

1. A battery cell, comprising:
   a set of electrode sheets of different dimensions electrically coupled in a parallel
   configuration,
   wherein the electrode sheets are arranged in a stacked configuration to facilitate efficient
   use of space inside a portable electronic device.

2. The battery cell of claim 1, further comprising:
   a pouch enclosing the electrode sheets.

3. The battery cell of claim 2, further comprising:
   a rigid plate disposed beneath the electrode sheets inside the pouch.

4. The battery cell of claim 1, wherein electrically coupling the electrode sheets in
   the parallel configuration involves:
   electrically coupling a first set of conductive tabs, wherein each of the first set of
   conductive tabs is coupled to a cathode of one of the electrode sheets; and
   electrically coupling a second set of conductive tabs, wherein each of the second set of
   conductive tabs is coupled to an anode of one of the electrode sheets.

5. The battery cell of claim 4, wherein the first set of conductive tabs is electrically
   coupled using at least one of a wire-bonding technique, a spot-welding technique, a crimping
   technique, a riveting technique, and an ultrasonic-welding technique.

6. The battery cell of claim 1, wherein the electrode sheets are arranged in the
   stacked configuration based on a non-rectangular battery design.

7. The battery cell of claim 6, wherein the non-rectangular battery design is at least
   one of a toroidal design, an L-shaped design, a triangular design, a pie-shaped design, a cone-
   shaped design, and a pyramidal design.

8. A method for providing a power source for a portable electronic device,
   comprising:
arranging a set of electrode sheets of different dimensions in a stacked configuration to facilitate efficient use of space within the portable electronic device; and electrically coupling the electrode sheets in a parallel configuration.

9. The method of claim 8, further comprising:

enclosing the electrode sheets in a pouch.

10. The method of claim 9, further comprising:
disposing a rigid plate beneath the electrode sheets.

11. The method of claim 8, wherein electrically coupling the electrode sheets in the parallel configuration involves:
electrically coupling a first set of conductive tabs, wherein each of the first set of conductive tabs is coupled to a cathode of one of the electrode sheets; and electrically coupling a second set of conductive tabs, wherein each of the second set of conductive tabs is coupled to an anode of one of the electrode sheets.

12. The method of claim 11, wherein the first set of conductive tabs is electrically coupled using at least one of a wire-bonding technique, a spot-welding technique, a crimping technique, a riveting technique, and an ultrasonic-welding technique.

13. The method of claim 8, wherein the electrode sheets are arranged in the stacked configuration based on at least one of a toroidal design, an L-shaped design, a triangular design, a pie-shaped design, a cone-shaped design, and a pyramidal design.

14. A battery pack, comprising:
a set of cells, wherein each of the cells comprises:
a set of electrode sheets of different dimensions electrically coupled in a parallel configuration,
wherein the electrode sheets are arranged in a stacked configuration to facilitate efficient use of space inside a portable electronic device.

15. The battery pack of claim 14, wherein each of the cells further comprises:
a rigid plate disposed beneath the electrode sheets; and
a pouch enclosing the electrode sheets and the rigid plate.
16. The battery pack of claim 14, wherein electrically coupling the electrode sheets in the parallel configuration involves:
   electrically coupling a first set of conductive tabs, wherein each of the first set of conductive tabs is coupled to a cathode of one of the electrode sheets; and
   electrically coupling a second set of conductive tabs, wherein each of the second set of conductive tabs is coupled to an anode of one of the electrode sheets.

17. The battery pack of claim 16, wherein the first set of conductive tabs is electrically coupled using at least one of a wire-bonding technique, a spot-welding technique, a crimping technique, a riveting technique, and an ultrasonic-welding technique.

18. The battery pack of claim 14, wherein the electrode sheets are arranged in the stacked configuration based on at least one of a toroidal design, an L-shaped design, a triangular design, a pie-shaped design, a cone-shaped design, and a pyramidal design.

19. The battery pack of claim 14, wherein the electrode sheets are arranged in the stacked configuration to accommodate a shape of the portable electronic device.

20. A portable electronic device, comprising:
   a set of components powered by a battery pack; and
   the battery pack comprising:
   a set of cells, wherein each of the cells comprises:
   a set of electrode sheets of different dimensions electrically coupled in a parallel configuration,
   wherein the electrode sheets are arranged in a stacked configuration to facilitate efficient use of space inside a portable electronic device.

21. The portable electronic device of claim 20, wherein each of the cells further comprises:
   a rigid plate disposed beneath the electrode sheets; and
   a pouch enclosing the electrode sheets and the rigid plate.

22. The portable electronic device of claim 20, wherein electrically coupling the electrode sheets in the parallel configuration involves:
electrically coupling a first set of conductive tabs, wherein each of the first set of conductive tabs is coupled to a cathode of one of the electrode sheets; and
electrically coupling a second set of conductive tabs, wherein each of the second set of conductive tabs is coupled to an anode of one of the electrode sheets.

23. The portable electronic device of claim 22, wherein the first set of conductive tabs is electrically coupled using at least one of a wire-bonding technique, a spot-welding technique, a crimping technique, a riveting technique, and an ultrasonic-welding technique.

24. The portable electronic device of claim 20, wherein the electrode sheets are arranged in the stacked configuration based on at least one of a toroidal design, an L-shaped design, a triangular design, a pie-shaped design, a cone-shaped design, and a pyramidal design.

25. The portable electronic device of claim 24, wherein the electrode sheets are arranged in the stacked configuration to accommodate a shape of the portable electronic device.
Start

Arrange electrode sheets of different dimensions in stacked configuration to facilitate efficient use of space within portable electronic device 802

Electrically couple electrode sheets in parallel configuration 804

Dispose rigid plate beneath electrode sheets 806

Enclose electrode sheets in pouch 808

End

FIG. 8
PORTABLE ELECTRONIC DEVICE 900

FIG. 9
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both national classification and IPC

INV. H01M2/02 H01M10/04 H01M10/0565 H01M10/0525 H01M10/0585
ADD.

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

H01M

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>figure 1 paragraph [0029] - paragraph [0032]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0035] - paragraph [0038]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>abstract figures 1, 2</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>JP 6 333543 A (SONY CORP) 2 December 1994 (1994-12-02)</td>
<td>1-25</td>
</tr>
<tr>
<td></td>
<td>abstract figures 1, 2</td>
<td></td>
</tr>
</tbody>
</table>

Date of the actual completion of the international search

30 September 2011

Date of mailing of the international search report

07/10/2011

Name and mailing address of the ISA/ European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax (+31-70) 340-3016

Authorized officer

Pipoli, Tiziana

See patent family annex.

Special categories of cited documents:
- "A" document defining the general state of the art which is not considered to be of particular relevance
- "E" earlier document but published on or after the international filing date
- "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- "O" document referring to an oral disclosure, use, exhibition or other means
- "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"S" document member of the same patent family

Form PCT/ISA/2/10 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>EP 2073300 A2</td>
<td>24-06-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FR 2925768 A1</td>
<td>26-06-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2009152204 A</td>
<td>09-07-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1348230 A</td>
<td>08-05-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2267822 A1</td>
<td>29-12-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2002117908 A</td>
<td>19-04-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20020027274 A</td>
<td>13-04-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX PA01009972 A</td>
<td>20-08-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 523945 B</td>
<td>11-03-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2002150816 A1</td>
<td>17-10-2002</td>
</tr>
<tr>
<td>JP 2008066069 A</td>
<td>21-03-2008</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>JP 6333543 A</td>
<td>02-12-1994</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>