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To all whom, it may concern: 
Be it known that I, DAVID W. EGGLESTON, 

a citizen of the United States, and a resi 
dent of Terryville, in the county of Litch 
field and State of Connecticut, have in 
vented a new and Improved Catch-Lock for 
Trunks or the Like, of which the following 
is a specification. 
My invention relates to the class of de 

vices more especially designed for Securing 
the cover at the front of a trunk, box or the 
like to the body thereof, and the object of 
the invention is to provide such a device 
that may be used upon the kind of articles 
described in a manne' to impat an ex 
tremely neat and pleasing appearance 
thereto; and a further object of the inven 
tion is to provide a strong and durable de 
vice of this class, cheap in construction and 
lock. 
One form of device embodying in its use 

the objects above set out is illustrated in the 
accompanying drawings, in which 

Figure 1 is a view of the front meeting 
edge of the cover and body of a trunk, box 
or the like with my improved catch lock in 
place thereon. Fig. 2 is a perspective view 
of the lock with parts unfastened and opened 
out. Fig. 3 is an edge view of the lock 
with parts broken away to show construc 
tion. Fig. 4 is an edge view showing the 
parts partially closed. 
In the accompanying drawings the llll 

meral 8 denotes a portion of the body of a 
trunk, box or the like, and 9 a part of the 
cover or lid thereof. 
A lock plate 10 is secured to the body S. 

this plate having at its back a lock (not 
shown) of any approved form of construc 
tion, the mechanism of which may be oper 
ated as by means of a key inserted through 
the key-hole or slot 11. 
A hasp plate 12 is secured to the lid or 

cover, to which a hasp 13 is pivotally at 
tached, these parts it will be undel'stood, be 
ing secured to the front of said lid or cover. A hasp lug 14 projects from the back of 
the hasp, and has a lip 15 fol'ining a shouldei' 
with which the lock bolt 16 of the lock en 
gages to hold the hasp in its closed or locked 
position. A stud 17 is secured to the hasp 
plate in position to project into a hole 18 in 
a catch 19. 
A casing 20 is secured to the lock plate 10, 
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this casing being of any desired form and 
construction, preferably, and as herein 
shown, its front surface lying practically in 
the plane of the front surface of the catch 
and sloping gradually to its end and to the 
lock plate at which point it is secured as by 
riveting or otherwise to the lock plate. 
Ea's 21 project laterally from the casing 
and also form means of attachinent there 
for to the lock plate as by means of rivets 
or the like. 
The catch 19 has at or near its end a bar 22 

foiliiling one side of an opening 23 within 
which opening the casing 20 lies when the 
catch is closed clown against the lock plate. 
This bait projects through openings 24 in the 
side of the casing that form a bearing for the 
:atch in its Swinging in ovement, in the con 
st'uction herein shown this bai' extending 
entirely through the casing. A spring 25 
Secured within the casing presses upon the 
bar which is so constructed that the pressure 
of the spring will hold the catch open or 
closed. in the form of construction herein 
shown the end of the catch is rounded, which 
rounded portion rests against the lock plate 
in the Swinging hovement of the catch, and 
the bar 22 has two flat surfaces against either 
of which the Spiring presses, depending upon 
the position of the catch, thus holding it in 
its open or closed position. I do not limit 
myself to this construction, it being sufficient 
that the catch be pivotally mounted upon or 
adjacent to the lock plate, and the spling 
may Ol' may not be employed in connection 
with the catch. A recess 26 in the back of 
the catch is bounded by side paits 27, cut 
away as at 28 to receive the ears 21 from the 
casing, and also cut away as at 29 to l'eceive 
the knuckle 30 of the hasp plate. 
While I have shown and described herein 

the preferred form of construction embody 
ing my invention, it will be understood that 
this construction may be departed from to 
a greater Oi lesser degree and yet embody . . . 
the invention embraced herein. 

it will be noted that the construction pro 
vides a fastening of very neat appearance, 
the parts being compact and fitting nicely 
one within the othel', presenting a very pleas 
ing effect, and at the same time thoroughly 
protecting the lock and its mechanism. 
As the hasp 13 hangs in its natural po 

sition, as shown in Fig. 4 of the drawings, it 
will be seen that in a movement of the catch li J 
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to its closed position the hasp will also be 
moved into position to be automatically en 
gaged by the bolt 16. 

claim 
1. A lock plate having lock mechanism, a 

coöperating member to be engaged and held 
by Said lock mechanism, a catch adapted 
When closed to completely cover and shield 
Said coöperating member, and means to en 
gage Said catch and coöperate there with as 
a fastening in its closed position. 

2. A lock plate having lock mechanism, a 
coöperating member to be engaged and held 
by said lock mechanism, a catch adapted 
When closed to completely cover and shield 
Said cooperating member, and means acting 
independently of said coöperating member 
to engage Said catch and coöperate there 
with as a fastening in its closed position. 

3. A lock plate having lock mechanism, a 
hasp to be engaged and held by said lock 
mechanism, a catch adapted when closed to 
entirely cover and shield said hasp, and 
neans to engage said catch in its closed po 
sition and coöperate there with as a fastening. 

4. A lock plate having lock mechanism 
with a key-hole extending therethrough and 
leading to said mechanism, a hasp to be en 
gaged and held by Said lock mechanism, a 
catch adapted when closed to entirely shield 
and cover said hasp and said key-hole, and 
lineains to engage said catch in its closed po 
sition and coöperate there with as a fastening. 

5. A lock plate having lock mechanism, a 
coöperating member mounted independently 
of the lock plate and arranged to be en 
gaged and held by said lock mechanism, a 
catch located to completely cover said co 
operating member and arranged to inde 
pendently support strain tending to separate 
parts bearing said lock plate and coöperat 
ing member, and means to engage said catch 

in its closed position and coöperate there 
with as a fastening. 

6. A lock plate having lock mechanism, a 
coöperating member to be engaged and held 
by said lock mechanism, a catch pivoted to 
the lock plate and acting independently of 
the lock mechanism to support strain tend 
ing to separate parts bearing said lock plate 
and said coöperating member, and means to 
engage said catch in its closed position and 
coöperate there with as a fastening. 

7. A lock plate having lock mechanism, a 
hasp plate, a hasp secured to the hasp plate 
to be engaged and held by the lock mech 
anism, a catch pivoted to the lock plate inde 
pendently of the lock mechanism and ar 
'anged to cover and shield the lock plate and 
thus protect the lock mechanism, and means 
on the hasp plate to engage said catch in its 
closed position and coöperate therewith as a 

: fastening. 
8. A lock plate having lock mechanism 

and a key-hole extending thereto, a hasp 
plate, a hasp pivoted to the hasp plate to be 
engaged and held by the lock mechanism, a 
catch pivoted to the lock plate and arranged 
to entirely cover said hasp and key-hole, and 
lineans on the hasp plate to engage the catch 

| 

when in its closed position and coöperate 
there with as a fastening. 

9. A lock plate having lock mechanism, a 
catch mounted on the lock plate and ar 
'anged to receive and completely inclose a 
hasp, a hasp plate arranged to engage said 
catch, and a hasp pivotally secured to the 
hasp plate within the boundaries of said 
catch and arranged to be locked by said 
locking mechanism. 

DAVID W. EGGLESTON. 
Witnesses: 

ARTHUR B. JENIXINs, 
L. E. BERKov ITCH. 
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