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To all whom it may concern; 
Be it known that I, RAY H. MANSON, a 

citizen of the United States, residing at 
Rochester, in the county of Monroe and State 

5 of New York, have invented certain new and 
useful Improvements in Telephone Head 
Sets, of which the following is a full, clear, 
concise, and exact description. 
The present invention relates to a tele 

10 phone head-set in which the receivers are 
readily and accurately adjusted to the ears 
of the user so that extraneous sounds are ex 
cluded. This head-set is designed so that it 
is light and comfortable to the wearer and 

15 yet it is simple and inexpensive in construc 
tion. 
The features of the invention which con 

sists of the novel combinations and arrange 
ment of parts adapted to achieve such re 

20 sults, will be pointed out in the detailed de 
scription and appended claims. 

In the drawing, Fig. 1 is a perspective 
view of the headset of this invention, while 
Figs. 2 and 3 are detail views showing uni 

25 versal fittings by which the receivers are 
variably positioned and by which they are 
locked in the position to which they are so adjusted. 

Referring to the drawings, 5 designates a 
30 head band which consists of a curved loop 

of spring wire 6 formed by bending a single 
length of wire back upon itself. The wires 
of the loop, except at its ends, are covered 
with cloth webbing 7, in order that the wire 

35 may not come into contact with the bead of 
the user, which renders the head-set more 
comfortable. The ends of each strip of web 
bing are finished by metal binders such as 8 
serving to cover the loose ends of the webbing 

40 and at each end of the loop of wire there is 
supported a metal rod 9, which is secured to 
the spring wire of the head-band. The up 
per end of each rod as shown in Fig. 3 is re 
duced to provide a shoulder against which 

45 cup washer 10 rests. One end of the loop 
of spring wire is then placed to encircle the 
end of the rod 9 and a second cup washer 11 
is placed above the end of the loop of the 
spring wire. These cup washers 10 and 11 

50 which rigidly clamp each end of the head 
band to a rod 9, are held in position by spin 
ning over or riyeting the end of the rod 9. 
A cup-shaped post formed with a longi 

tudinal kerf, is provided with a cross bore 
to receive the rod 9 and has a threaded open 
ing in its end to receive a knurled thumb 
screw 13. A stirrup 14 of resilient material 
also provided with an opening 17 to receive 
the rod 9 is adapted to enter the kerf in the 
post 12, while each arm of the stirrup is 
provided with a pin 15 to engage an opening 
in the receiver shell 16. This arrangement 
permits easy removal of the receiver from 
its supporting stirrups. 

In assembling the universal fittings on the 
rod 9, the stirrup 14 is first inserted into the 
kerf of the post 12 with the opening 17 of 
the stirrup registering with the opening in 
the post and both of these members are then 
placed on the rod 9. In order to prevent 
these fittings from being removed from the 
l'od, its lower end is provided with a washer 
18 riveted thereto. After the stirrups have 
been adjusted to the desired position, the 
knurled thumb screw is turned causing the 
stirrup 14 to move laterally in the kerf and 
bind against the rod 9 to frictionally hold 
the stirrup and its receiver in the position 
desired. 

It will thus be seen that a telephone rceiver 
of simple construction and universal ad 
justment has been provided. 
What is claimed is:- 
1. In a telephone head-set, a head band, a 

rod secured to one end of said head band, a 
post having a kerf therein, a cross bore in 
said post, an apertured stirrup fitted to en 
ter said kerf with its aperture in alignment 
with said cross bore, said rod being inserted 
through said cross bore and aperture, means 
tending to force said stirrup so that its aper 
ture is out of alignment with said cross-bore, 
and a telephone receiver supported by said 
stirrup. 

2. In a telephone head-set, a pair of rigid 
rods each of which is provided with a re 
duced end portion, a resilient head-band se 
cured at its ends to said reduced portions of 
said rods, a pair of posts each having a kerf 
and a cross bore, a pair of apertured stir 
rups each fitted to enter a kerf in one of 
said posts with its aperture in alignment 
with said cross bore, each rod being inserted 
through a cross bore and aperture of one of 
said posts and stirrups, a screw threaded in 
each post tending to force each stirrup So 
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that its aperture is out of alignment with 
said cross bore, and a telephone receiver de 
tachably mounted in each stirrup. 

3. In a telephone head-set in combination, 
a resilient head band, a receiver and means 
for supporting said receiver on said head 
band, said means including a rod, a U-shaped 
member, the arms of which are provided with 
openings in registry, the junction of said two 
arms having a threaded opening, an aper 
tured member for resiliently engaging said 
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receiver, said member being placed between 
said arms with its opening in registry with 
the openings in said arms, said rod being in 
Serted in the openings in said arms and said 
member, and a set screw to force said member 
out of registry with the openings in said 
arms whereby said member grips said rod 
to hold said receiver in adjusted position. 
In witness whereof, I hereunto subscribe 20 

my name. - 
RAY H. MANSON. 

  


