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To all whom, it inctly concern. 
Beit known that we, CHARLESW. ENRIGHT 

and JAMES D. WILSON, citizens of the United 
States, residing at Baltimore, in the State of 

5 Maryland, have invented certain new and use 
ful Improvements in a Combined Tent-Frame 
and Bed, of which the following is a specifica 
tion. 
Our invention relates to improvements in a 

Io combined tent-frame and bed, and is particu 
larly applicable to tents for the accommoda 
tion of from one to four persons, such as army 
tents. 
The objects of the invention, briefly stated, 

15 are simplicity and cheapness of construction, 
to adapt the improved bed to the majority of 
tents now in use, and to economize space. 
With these objects in view the invention is 

illustrated in the accompanying drawings, 
2 o forming a part of this specification, in which 

similar letters of reference indicate corre 
sponding parts in all the views. 

Referring to the drawings, Figure 1 is an 
end elevation of a tent With the end Walls re 

25 moved and illustrates the application of our 
invention. Fig. 2 is a side elevation of the 
frame of the tent. Fig. 3 is a horizontal sec 
tion on the line 33 of Fig. 2 and shows a plan 
view of the upper stretcher and its relation to 

3o the frame. Fig. 4 illustrates four views of 
the locking connections between the upright 
posts of the frame and the central stretcher 
bar of the bed. Fig. 5 illustrates two views of 
the swinging stretcher-arms, and Fig. 6 illus 

35 trates a section of the end of one of the lon 
gitudinal side bars of the stretcher. 

- In the drawings, a designates the tWO up 
right poles, one at each end of the tent, which 
are connected together at the top by a ridge 

4o pole b. These together comprise the support 
ing-frame for the canvastent C. The upright 
poles are each provided in their upper end 
with the usual projecting pin a', which takes 
through a hole in the end of the ridge-pole 

45 and also in a hole in the tent-canvas. These 
features are all old and are in common use at 
the present time. 

It will be understood that one of the objects 
of our invention is to produce a device which 

5o may readily be applied to the ordinary tent 
frames now in use, whereby beds may read 

ily be formed for the accommodation of from 
one to four persons. 
we provide each upright post C. With a plate 
d, having a T-shaped tenone, which is pro 
vided at its bottom with a stop-shoulder e'. 
This plate d is secured to the upright posts, 
preferably by means of one or more bolts d". 
It is obvious that each post may have two or 
more plates d, according to the number of 
stretchers or beds that are to be used; but in 
the present instance Weillustrate two and will 
describe One. 
A central longitudinal stretcher-barf, ex 

tending from one upright post to the other, 
is provided at each end with a mortise-plate 
g, having a T-shaped slot g', which corre 
sponds in shape with and fits on the tenon e. 
This mortise-plate g is notched or cut away 
at its lower side at h to fit down on the stop 
shoulder e' of the plated. By this construc 
tion the top surface of the stretcher-bar f will 
be flush with the top surface of the plate d 
and make a neat joint. 
The central stretcher-barfisprovided, pref 

erably near each end, with a slot i, (see Fig. 
3,) and hingesi are secured in each slot, and 
each hinge carries a Swinging stretcher-arm 
le, which preferably curves down or sags be 
tween its ends and at its outer end has a con 
cave fork l'. 
A bed L, preferably of canvas, is provided 

at its two side edges with a pocket, through 
each of which a pole in is inserted, with its 
two ends projecting beyond the ends of the 
canvas. Both ends of each pole are covered 
by a metal socket in, having a slotted rounded 
hollow end n'. 
A band O, having a central hole, is placed 

over each pin a' at the ends of the ridge-pole 
b, and at each end the band is formed into a 
loop to receive a metal eye p. To each eye 
is secured a rope Q, having knots q', and the 
other end of said rope hangs free. 
By referring to Figs. 1 and 2 it will be seen 

that in setting up a tent provided with our 
invention the frame is first placed in position. 
The bands o are then placed over the pins a 
before the canvas tent is placed over the 
ridge-pole, and the four ropes q hang pend 
ent from the ends of the band. The stretcher 
bar f is then secured between the upright 

With this end in view . 
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poles C. by means of the mortise-and-tenon 
joints, and the stretcher-arms k are swung 
On their hinges out at right angles to the 
stretcher-bar f. The canvas bed L is then 
laid across the barf and the poles in of the 
bed fitted into the concaved forks Ic of the 
arms le. The pendent ropes q are then passed 
through the slotted rounded end n' of the 
poles in, with the knot g' of the rope taking 
into the metal sockets . The free end of 
the rope q is then passed through the slotted 
rounded end n' of the lower stretcher-bars m, 
and the strain or weight of the bed is thereby 
Supported by the bands O through the ropes q. 
The object of having the arms k curved 

down is to insure that the body of a person 
When lying on the bed will not rest on said 
arms, and thereby be made uncomfortable. 

It is obvious the relative position of the 
tenon-plates and mortise-plates may be re 
Versed-that is, the tenon-plates may be se 
cured to the stretcher-bar and the mortise 
plates secured to the upright posts. It is also 
obvious that any known equivalent may be 
used in lieu of the ropes q, such as straps or 
chains. 
Having thus described our invention, what 

we claim as new, and desire to secure by Let 
ters Patent, is 

1. In a combined tent-frame and bed the 
combination of two uprights; a ridge-pole con 
necting said uprights; a central bar detach 
ably connecting the two uprights, said bar 
having at each side a plural number of arms 
hinged by one end to said central bar and the 
other end free and having a concaved notch; 
and a canvas bed having at each of two sides 
a longitudinal pole which rests in the concave 
notches in Said hinged arms, for the purpose 
set forth. 

2. In a combined tent-frame and bed the 

combination of two uprights; a ridge-pole con 
necting the uprights said uprights and pole 
forming the frame; a bar detachably connect 
ing the uprights, said bar having a plural 
number of arms which are hinged to said bar 
and each arm curved or sagging between its 
ends; a canvas bed having at each of two sides 
a longitudinal pole which rests on said arms; 
and ropes or equivalent devices secured to 
the ridge-pole and at the free ends secured 
to the ends of said longitudinal poles, for the 
purpose set forth. 

3. In a combined tent-frame and bed the 
combination of two uprights each having a 
tenon-plate; a ridge-pole connecting said two 
uprights; a central bar having at each end a 
mortise-plate which receive the tenons on the 
upright bars, said bar also provided with a 
plural number of laterally-projecting arms; 
and a canvas bed supported by said laterally 
projecting arms, for the purpose set forth. 

4. In a tent-frame and bed the combination 
of the uprights; a ridge-pole connecting the 
uprights; a bar detachably connecting said 
uprights, said bar having a plural number of 
hinged arms which are adapted to be swung 
laterally; a canvas bed having at each of its 
two sides a longitudinal pole-each pole pro 
vided at its ends with a notch; and a rope or 
equivalent device secured to the frame and 
having in its free end a knot or equivalent 
device which takes in the said notched ends 
of the longitudinal poles, for the purpose set 
forth. 
In testimony whereof we affix our signa 

tures in the presence of two witnesses. 
CHARLES. W. ENRGIT. 
JAMES D. WILSON. 

Witnesses: 
CHARLES B. MANN, Jr., 
CHARLES VIETSCH. 
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