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-My-invention relates to slip-on garments and 
has for its object to provide a garment such as a 
bloomer without side or seat opening adapted 
to be slipped up over the form of the wearer and having a waistband automatically adjust 
able to the Waist of the wearer so that the same 
will exercise a firm and sufficient, but not a se 
verely binding, grip about the waist to hold the 

3 bloomer in position. 
Specifically it is an object of my invention to 

provide a bloomer of well-known construction 
wherein there will be a partial division along the 
median side lines of the garment extending down 
a sufficient distance, and wherein the waist will 
comprise pairs of overlapping cords Or ribbons 
(which may preferably be made of some elastic 
material) so connected as to be adapted to slide 
past one another along the tops of Said median 

‘. . . side openings, thus enabling the garment to be 
fitted to Waists of widely varying dimensions 
without the necessity of closely-gripping larger 
waist lines, which is characteristic of Such gar 
ments held in position by an elastic band ex 

is tending all about the waist in a single closed loop. 
In the drawings illustrating an application of 

my invention in one form 
Fig.1 shows a slender model figure with my gar 

ment applied thereto viewed from the side. Fig. 
', i. 2 is a somewhat similar view illustrating the gar 
30 

55 

from above showing the overlapping bands. 

; garment in position on the Wearer. 

ment applied or being applied to a figure of 
larger waist line. Fig. 3 illustrates a part of the 
girdle showing the manner of attachment of the 
slidable elastic members. Fig. 4 is a plan ... 

gS. 
5 and 6 show details. Fig. 7 is a pattern in plan 
of the rear portion of the garment for the form 
shown in Figs. 1 and 2. Fig. 8 is a Side view 
of a manikin showing a different form of the 

Fig. 9 is a 
pattern view of the rear part and Fig. 10 pat 
tern views of attachments to said rear part en 
ployed in the form of the garment shown in 
Fig. 8. Fig. 11 comprises patterns of the double 
front member employed in both forms. Fig. 12 
is a fragmentary view of the side of a garment 
such as shown in Fig. 8 with the waist line ex 
panded. 
As illustrated, a garment 10 of the general 

type shown in my Patent No. 1,487,971 has its 
rear portion 11 provided adjacent the waistline 
with extended portions illustrated at 12 and 13. 
From the points 14 on the Side edges 15 of Said 
rear portion, and from the points 16 on the side 
edges 17, 18 on front members 19, 20, the re 
spective side edges of front and back are sewed 

3. Claims. (CI, 2-237) 
together, the back side edges being fulled or 
pleated from a to b to sew into corresponding 
but shorter portions from c to d of 'side edges. 17 
and 18 of front members 19 and 20. The me 
dian edges 25 and 26 of front members 19 and 
20 are sewed together along the median line of the front of the garment, and the curved edges 
23 and 24 are also sewed together, and edges 21. 
and 22 of the front members are sewed to the 
Curved bottom edge 27 of the back, thus com 
pleting the garment. 
In the forms shown in Figs. 3, 5 and 6, a waist 

band is formed of two tubular pieces 28 and 29, 
28 being Sewed along its bottom edge to the top 
edge 30 of the rear part 11, and 29 being sewed 
to the combined top edge 31-32 of the com 
bined front part 19-20. A tape 33, preferably of 
elastic material, has its ends fastened at 34 and 
35 to the ends of the front portion of the Waist 
band 29 adjacent the flap or side opening indi 
cated at 36 in Figs. 1, 2 and 3. Similarly, a tape 
or elastic 37 has its ends fastened to the ends 
of rear band member 28 at 38 and 39, respective 
ly. As shown in Figs. 3, 4 and 5, button-holes 
or openings 40 and 41 are formed on the flap 
44 of the front band member 29, so that when 
Said flap 44 is turned in upon the body portion 
45 the button-holes will be on the inside there 
of. Similarly, button-holes or slits 42 and 43 
are formed on the body portion 45 of rear band 
member 28, which button-holes will appear on 
the outside of Said band member. The tape 33 
connected with the ends of front band portion 
29 passes through the button-hole openings 42 
and 43 to the inner portion of the rear band 
member 28. Similarly, the tape 37 connected 
with the ends of the rear band member 28 passes 
through the inner button-hole openings 40 and 
41 of the front band member 29. In their re 
tracted positions the two tapes invisibly overlap, 
as clearly indicated in Fig. 1 and Fig. 3, while in 
their expanded positions the tapes draw through 
the button-holes or openings 40, 41 and 42, 43, re 
spectively, as clearly shown in Fig. 2, and also 
the modified form of Fig. 12. 

In the form shown in FigS. 1 and 2, an uncov 
ered gap as indicated at 36 may result. The 
form of Fig. 8 obviates this by sewing to the side 
edges indicated at 46 and 47 of rear member 50 
shown in Fig. 9, extension pieces 48 and 49, the 
same being sewed along the curved edges 51 and 
52. The respective front members are sewed into 
the rear member to the point marked g, which 
provides for an increased back portion, as clearly 
shown in Fig. 12. In this form the tapes indi 
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2 
cated at 53 in Fig. 12 are sewed in respectively 
as follows-the rear tape running through the 
tubular portion of the rear band 28 being Sewed at 
its ends to the front band 29, and the front tape 
running through the tubular portion of the front 
band 29 underneath the rear tape being Sewed to 
the edges of the rear band 28. 
The advantages of my invention in either of 

its forms will be apparent from the foregoing 
description. It enables the Wearer to purchase 
bloomers which Will Snugly fit the Waist. Without 
unnecessary or unpleasant gripping or pulling, 
and which will not through Wear become too loose 
to be held in proper position, and which Will be 
particularly comfortable in any position of the 
Wearer, pleasing in appearance and effective for 
uSe under outer Wearing apparel. 
I claim: 
1. A Slip-on garment comprising back and 

front portions united so as to form a pair of lon 
gitudinal side openings at the sides of the gar 
ment extending across the Waist of the garment 
downward, tubular Waistband portions connect 
ed with the front and rear of the garment re 
Spectively and terminating at Said openings, and 
elastic tapes extending through said waistband 
portions and fastened at their ends respectively 
to the ends of the opposite Waistband portions. 

2. A slip-on garment comprising back and 

1,963,334 
front portions united so as to form a pair of lon 
gitudinal side openings at the sides of the gar 
ment extending across the Waist of the garment 
downward, tubular waistband portions connected 
with the front and rear of the garment respective 
ly and terminating at said openings, and elastic 
tapes extending through said waistband portions 
and fastened at their ends respectively to the ends 
of the opposite Waistband portions, said Waist 
bands and tapes overlapping adjacent Said open 
ligS. 

3. A slip-on-garment embodying a bloomer 
portion having legs which is provided with lon 
gitudinal openings extending acroSS the Waist Of 
the garment and doWn along the center line of 
the sides of the two outside portions of the gar 
ment with material carried relatively by the 
front and rear portions of Said garment adjacent 
said openings so as to overlap when the openings 
are closed or partially closed at the waistline, 
front and rear elastic tapes, the front tape hav 
ing its ends connected to the rear member at 
the Waistband beyond said openings, and the rear 
tape having its ends connected to the front mem 
ber beyond Said Openings, said tapes overlapping 
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across the extent of the upper portions of said : 
Openings. . - 
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