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To all whom it may concern: 
Be it known that I, LOUISA BoNESTEEL, of 

the city of Rochester, in the county of Mon 
roe and State of New York, have invented a 
certain new and useful Improvement in Glove 
Fasteners; and I do hereby declare that the 
following is a full, clear, and exact description 
of the construction and operation of the same, 
reference being had to the accompanying 
drawings, in which 

Figure 1 is a side elevation of the device. 
Fig. 2 is a perspective view of the under or 
lower side of the plate. Fig. 3 is a view simi 
lar to Fig. 1, but showing the fastening at 
tached to a glove by means of the loop at the 
end. Fig. 4 is a similar view, showing the 
fastening attached to the glove by the inter 
mediate hook at the center of the fastener. 
The object of my improvement is to produce 

a glove fastening adapted both to button and 
eyeleted gloves, and which is capable of adapt 
ing itself to the stretching of the glove in use 
by taking up the slack. 
Tbe invention consists of a fastener having 

a stud at one end, a closed loop at the other, 
and an open hook in the center, as and for 
the purpose hereinafter more fully described. 
a represents the body of the fastener, which 

is simply a rectangular plate of suitable size. 
b is a stud attached at one end, forming a but 
ton, which enters the hole in one lap of the 
glove-wrist. c is a closed loop at the other 
end, which stalds inclined downward, and re 
ceives the small button on the other lap of 
the glove-wrist, d is an open hook lying in 
termediate between the stud and the loop, 
and serving to hook into an eyelet or hole on 
the opposite side of the glove from that which 
receives the stud b. 

This device is adapted to both button and 
eyeleted gloves-that is, gloves which have 
either a button or an eyelet on the side oppo. 
site the attachment of the stud b. In button 
gloves the button fits in the loop c, as shown 
at the right in Fig. 3. In eyelet-gloves the 
hook d enters the eyelet or hole, as shown at 
the right in Fig. 4. The advantage is, that 
the same fastening is adapted to both styles of gloves. 
Another advantage is, that the slack can be 

taken up when the glove becomes stretched 
from use, both in button and eyeleted gloves. 
In button gloves the loop at the end of the 
fastener is placed over the button. When the 
glove becomes stretched the hook is engaged 
with the button in place of the loop. In eye 
leted gloves, when the glove becomes stretched, 
a hole is made back of the eyelet, and the 
hook is inserted in the hole, oria other eyelets back of the first. 

Glove-fasteners are well known; but, as or. 
dinarily constructed, they are not adapted to 
both uses, as above described, and are not 
capable of taking up the slack of the glove 
when it becomes stretched. 
What I claim herein as new is 
The glove-fastening consisting of the body 

a, having a stud, b, at One end, a loop, c, at 
the other, and an open hook, d, intermediate 
with the stud and loop, as shown and de 
scribed, and for the purpose specified. 

In witness whereof I have hereunto signed 
my name in the presence of two subscribing 
witnesses. 

LOUISA BONESTEEL 
Witnesses: 

R. F. OsgooD, 
F. A. HITCHCOCK.   


