(54) Title: METHOD AND SYSTEM FOR CODING/DECODING FOR A VIDEO BIT STREAM FOR FINE GRANULARITY SCALABILITY

(57) Abstract: Methods, computer code products and devices for encoding and/or decoding video data in multiple passes, the video data having a multiple components each component including multiple coefficients. The method can starting the next pass of the encoding or decoding process immediately after the end of the current encoding or decoding pass for a given component without regard to whether other components have finished the current encoding or decoding pass. In addition, status delays and dampers can be used to more closely regulate the encoding or decoding process to ensure that one component is not encoded or decoded too quickly with respect to other components.
before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments. For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
METHOD AND SYSTEM FOR CODING/DECODING OF A VIDEO BIT STREAM FOR FINE GRANULARITY SCALABILITY

BACKGROUND OF THE INVENTION

A. Field of the Invention

[0001] The present invention is directed to the field of video coding and, more specifically, to scalable video coding.

B. Background

[0002] In some scenarios, it is desirable to transmit an encoded digital video sequence at some minimum or “base” quality, and in concert transmit an “enhancement” signal that may be combined with the minimum quality signal in order to yield a higher-quality decoded video sequence. Such an arrangement simultaneously allows some decoding of the video sequence by devices supporting some set of minimum capabilities (at the “base” quality), while enabling other devices with expanded capability to decode higher-quality versions of the same sequence, without incurring the increased cost associated with transmitting two independently coded versions of the same sequence.

[0003] In some situations, more than two levels of quality may be desired. In this case, multiple “enhancement” signals can be transmitted, each building on the “base” quality signal plus all lower-quality “enhancement” signals. Such “base” and “enhancement” signals are referred to as “layers” in the field of scalable video coding, and the degree to which each enhancement layer improves on the reconstructed quality of the signal is referred to as the “granularity.” Fine granularity scalability (FGS) is a type of scalability in which the incremental quality increases provided by each layer are relatively small.

[0004] Various FGS techniques are known and used. For example, in the context of MPEG-21 SVC, a block-based FGS scheme has been proposed. In this scheme, decoding of each FGS layer is divided into three passes: the “significance pass,” the “refinement pass,” and the “remainder pass.” The significance pass identifies those coefficients that had previous reconstructed values of zero in the previous bit plane, and
which had one or more neighboring coefficients with a non-zero reconstructed value in the previous bit plane. An encoded binary digit serves as a “significance bit” indicating whether the coefficient transitions from zero to non-zero in the current bit plane. The refinement pass identifies those coefficients that had reconstructed non-zero values in the previous bit plane. An encoded binary digit refines the precision of these coefficients in the current bit plane. The remainder pass encodes the remaining coefficients (i.e. those not already identified in the first or second passes). A “significance bit” is encoded for each coefficient, just as in the significance pass, however the transition from zero to non-zero is statistically less likely in the absence of neighboring non-zero values, thus justifying a separate pass for this category of non-zero coefficients.

[0005] If the video sequence involves decoding multiple components in a pass (such as both luminance and chrominance, written as YUV or YCbCr), the scheme proposed requires that, within each pass, all components must be completely decoded before moving on to the next pass. For example, the significance pass must be completed for both luminance and chrominance before the refinement pass can begin for either component.

[0006] In this proposed scheme, passes are arranged in subbands. For example, the significance pass can be described using the following pseudo-code:

For each subband
  For each block
    Decode one luminance coefficient
  For each block
    Decode one coefficient from each chrominance component
  Go to refinement pass

[0007] Note that the algorithm fixes the relative start positions of the luminance and chrominance components, i.e. the first chrominance subband always occurs between the first and second luminance subbands. In addition, the “speed” at which a pass is completed is constant across the color components. For example, after the significance pass is 50% complete, both luminance and chrominance components will be 50% decoded.
A second scheme has been proposed which seeks to solve some of the problems associated with such a rigid structure. In this scheme, the number of coefficients coded from each block is not fixed. Pseudo-code for the significance pass for this scheme can be written as:

\[
\text{While values remain to be decoded}
\]
\[
\text{For each block}
\]
\[
\text{Decode one non-zero luminance coefficient and preceding zeros}
\]
\[
\text{Decode one non-zero chrominance coefficient from each component and preceding zeros}
\]
\[
\text{Go to refinement pass}
\]

This scheme better interleaves luminance and chrominance values, since the “period” between non-zero values from a given component is a smaller unit (i.e. a block rather than a subband). However, again the entire significance pass must be completed for all components before moving to the remainder pass.

There are several problems with each of these approaches. For example, these schemes can suffer from coding inefficiency problems and do not provide much flexibility or control over the encoding/decoding process. As such, there is a need for an improved FGS coder that is more flexible than previous proposed schemes. There is also a need for a FGS coding scheme that provides an overall improvement in coding efficiency.

**SUMMARY OF THE INVENTION**

Embodyments of the present invention disclose methods, computer code products, and devices for encoding and/or decoding video data. In various embodiments of the invention the video data comprises multiple components, each component having multiple coefficients. The video data can be encoded or decoded in multiple passes.

According to embodiments of the invention, the encoding or decoding process can include determining whether there is a non-zero coefficient to encode or decode for a first component in a first pass and if there is a non-zero coefficient to encode or decode for the first component in the first pass, encoding or decoding the non-zero coefficient for the first component in the first pass. If there is not a non-zero
coefficient to encode or decode for the first component in the first pass, the process can include determining whether there is a non-zero coefficient to encode or decode for the first component in a second pass and if there is a non-zero coefficient to encode or decode for the first component in the second pass, encoding or decoding the non-zero coefficient for the first component in the second pass. The process can continue by determining whether there is a non-zero coefficient to encode or decode for a second component in the first pass and if there is a non-zero coefficient to decode for the second component in the first pass, encoding or decoding the non-zero coefficient for the second component in the first pass. If there is not a non-zero coefficient to encode or decode for the second component in the first pass, determining whether there is a non-zero coefficient to encode or decode for the second component in the second pass and if there is a non-zero coefficient to encode or decode for the second component in the second pass, encoding or decoding the non-zero coefficient for the second component in the second pass.

[0013] Additional embodiments of the invention may include determining a stagger delay for at least one of the plurality of components and delaying encoding or decoding of the at least one of the plurality of components by the stagger delay. Stagger delays can determined for more than one component and the stagger delays can be different for different components. The stagger delay can be inferred from a ratio of bits previously encoded into or decoded from a bit stream, or its value can be encoded into or decoded from a bit stream.

[0014] In other embodiments, a damper value can be determined for at least one of the plurality of components and the damper value can be applied to encode or decode the at least one of the plurality of components on only select iterations of a pass. The damper value can be comprised of a mask of binary digits specifying in which select iterations the at least one of the plurality of components will be encoded or decoded. Similar to the stagger delay, the damper value can be inferred from a ratio of bits previously encoded into or decoded from a bit stream, or its value can be encoded into or decoded from a bit stream.

[0015] Other features and advantages of the present invention will become apparent to those skilled in the art from the following detailed description. It should be understood,
however, that the detailed description and specific examples, while indicating preferred embodiments of the present invention, are given by way of illustration and not limitation. Many changes and modifications within the scope of the present invention may be made without departing from the spirit thereof, and the invention includes all such modifications.

BRIEF DESCRIPTION OF THE DRAWINGS

[0016] The foregoing advantages and features of the invention will become apparent upon reference to the following detailed description and the accompanying drawings, of which:

[0017] Figure 1 is a perspective view of one embodiment of a communication device that can be used in the implementation of the present invention;

[0018] Figure 2 is a block diagramming illustrating one embodiment of the communications device of Figure 1.

DETAILED DESCRIPTION OF EXEMPLARY EMBODIMENTS

[0019] Embodiments of the invention present methods, computer code products, and devices for efficient FGS encoding and decoding. Embodiments of the present invention can be used to solve some of the problems inherent to existing solutions. For example, embodiments of the current invention can be used to improve the overall coding efficiency of an FGS scheme, to provide a more uniform/regular SNR characteristic, and to increase the flexibility of the system to provide added control, such as by controlling the luminance and chrominance bit distributions independently.

[0020] In this section, the term “enhancement layer” refers to a layer that is coded differentially compared to some lower quality reconstruction. The purpose of the enhancement layer is that, when added to the lower quality reconstruction, signal quality should improve, or be “enhanced”. In this section, the term “base layer” applies to both a non-scalable base layer encoded using an existing video coding algorithm, and to a reconstructed enhancement layer relative to which a subsequent enhancement layer is coded.
[0021] As noted above, embodiments within the scope of the present invention include program products comprising computer-readable media for carrying or having computer-executable instructions or data structures stored thereon. Such computer-readable media can be any available media that can be accessed by a general purpose or special purpose computer. By way of example, such computer-readable media can comprise RAM, ROM, EPROM, EEPROM, CD-ROM or other optical disk storage, magnetic disk storage or other magnetic storage devices, or any other medium which can be used to carry or store desired program code in the form of computer-executable instructions or data structures and which can be accessed by a general purpose or special purpose computer. When information is transferred or provided over a network or another communications connection (either hardwired, wireless, or a combination of hardwired or wireless) to a computer, the computer properly views the connection as a computer-readable medium. Thus, any such connection is properly termed a computer-readable medium. Combinations of the above are also to be included within the scope of computer-readable media. Computer-executable instructions comprise, for example, instructions and data which cause a general purpose computer, special purpose computer, or special purpose processing device to perform a certain function or group of functions. Any common programming language, such as C or C++, or assembly language, can be used to implement the invention.

[0022] Figures 1 and 2 show one possible implementation of the present invention is as part of a communication device (such as a mobile communication device like a cellular telephone, or a network device like a base station, router, repeater, etc.). However, it is important to note that the present invention is not limited to any type of electronic device and could be incorporated into devices such as personal digital assistants, personal computers, mobile telephones, and other devices. It should be understood that the present invention could be incorporated on a wide variety of devices 12.

[0023] The device 12 of Figures 1 and 2 includes a housing 30, a display 32, a keypad 34, a microphone 36, an ear-piece 38, a battery 40, radio interface circuitry 52, codec circuitry 54, a controller 56 and a memory 58. Individual circuits and elements are all of a type well known in the art, for example in the Nokia range of mobile telephones. The exact architecture of device 12 is not important. Different and additional components of device 12 may be incorporated into the device 12. The scalable video
encoding and decoding techniques of the present invention could be performed in the controller 56 memory 58 of the device 12.

[0024] The invention is described in the general context of method steps, which may be implemented in one embodiment by a program product including computer-executable instructions, such as program code, executed by computers in networked environments. Generally, program modules include routines, programs, objects, components, data structures, etc. that perform particular tasks or implement particular abstract data types. Computer-executable instructions, associated data structures, and program modules represent examples of program code for executing steps of the methods disclosed herein. The particular sequence of such executable instructions or associated data structures represents examples of corresponding acts for implementing the functions described in such steps.

[0025] Software and web implementations of the present invention could be accomplished with standard programming techniques with rule based logic and other logic to accomplish the various database searching steps, correlation steps, comparison steps and decision steps. It should also be noted that the words "module" as used herein and in the claims is intended to encompass implementations using one or more lines of software code, and/or hardware implementations, and/or equipment for receiving manual inputs.

[0026] In general, embodiment of the invention improves upon existing FGS schemes by removing the restriction that a given pass needs to be completed for all components before the next pass can begin. In other words, in a multiple-pass FGS scheme for multi-component video, the end of a current encoding or decoding pass for a given component can be immediately followed by the start of a next pass without regard to whether other components have finished the current encoding or decoding pass. Additionally, embodiment of the invention provide for the FGS encoding or decoding process to be "staggered" according to the component, and even within the component according to some criteria, so that, for example, the encoding or decoding of one component of the video stream may commence in advance of other components.

[0027] This leads to more regular quality improvement, i.e. the "plateaus" on a SNR curve associated with movement from one pass to the next are less pronounced. By
removing the restriction that all color components start at the same time, the balance of
bits between luminance and chrominance components can be more precisely controlled.
In addition, an overall improvement in coding efficiency can be realized using
embodiments of the invention.

[0028] In order to describe embodiments of the invention, first we consider the issue of
"independent pass boundaries". As described above, the pseudo-code for the
significance pass in one of the proposed FGS decoding schemes can be described as:

While values remain to be decoded
   For each block
      Decode one non-zero luminance coefficient and preceding zeros
      Decode one non-zero chrominance coefficient from each
      component and preceding zeros
   Go to refinement pass

[0029] According to this scheme, the number of coefficients to be coded in each
iteration of the outer loop may vary. For example, consider the case where there is a
single block of coefficients, the luminance coefficients having values 3,1,0,1,0,0,1,0
and a single chrominance component having coefficient values 1,0,0,1,0,0,0. In each
iteration, the following values would be decoded:

<table>
<thead>
<tr>
<th>Iteration</th>
<th>Luminance</th>
<th>Chrominance</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>3</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>1</td>
<td>0,0,0,1</td>
</tr>
<tr>
<td>3</td>
<td>0,1</td>
<td>End-of-block</td>
</tr>
<tr>
<td>4</td>
<td>0,0,1</td>
<td>N/A</td>
</tr>
<tr>
<td>5</td>
<td>End-of-block</td>
<td>N/A</td>
</tr>
</tbody>
</table>

[0030] It can be seen that the significance pass for chrominance is entirely completed
after three iterations whereas five iterations are required for luminance. Therefore, for
the fourth and fifth iterations, nothing is decoded for chrominance, so that the quality
(or SNR) remains constant even though rate is increasing. This results in a "plateau"
on the SNR curve.

[0031] According to embodiments of the present invention the refinement pass for
chrominance can be allowed to begin while the fourth and fifth significance iterations
for luminance are being completed. In this manner, a more uniform SNR characteristic
can be achieved. Thus, pseudo-code describing this aspect of one embodiment of the invention can be written as follows:

While values remain to be decoded
   For each block
      If significance pass NOT complete for luminance
         Decode one non-zero luminance coefficient and preceding zeros
      Else
         Decode refinement information for next luminance coefficient
      If significance pass NOT complete for chrominance
         Decode one non-zero chrominance coefficient from each component and preceding zeros
      Else
         Decode refinement information for next chrominance coefficients
   NO SEPARATE REFINEMENT PASS

Continuing with the example, the table would become:

<table>
<thead>
<tr>
<th>Iteration</th>
<th>Luminance</th>
<th>Chrominance</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>3</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>1</td>
<td>0,0,0,1</td>
</tr>
<tr>
<td>3</td>
<td>0,1</td>
<td>End-of-block</td>
</tr>
<tr>
<td>4</td>
<td>0,0,1</td>
<td>Refinement data</td>
</tr>
<tr>
<td>5</td>
<td>End-of-block</td>
<td>Refinement data</td>
</tr>
</tbody>
</table>

Thus the “pass” currently being executed becomes a function of each color component rather than common between them. Embodiments of this aspect of the invention can be extended to apply when there are more than two types of passes or when there are more than two components.

In some cases a large plateau on the SNR curve at higher rates can be the result of one color component being decoded too quickly. In another embodiment of the invention, these situations can be overcome by using a “stagger” mechanism and a “damper” mechanism in the FGS scheme. Using the above example, it may be possible to obtain better performance if no chrominance values are encoded on the first iteration, i.e. the table would be revised as follows:

<table>
<thead>
<tr>
<th>Iteration</th>
<th>Luminance</th>
<th>Chrominance</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>3</td>
<td>N/A</td>
</tr>
<tr>
<td>2</td>
<td>1</td>
<td>1</td>
</tr>
</tbody>
</table>
This delay in encoding chrominance values may be one embodiment of a stagger mechanism according to the present invention. In this embodiment of the invention, the start of the FGS layer staggered so that the chrominance starts one iteration (or "cycle") behind luminance. The optimal number of cycles by which to stagger the start of a component (generally chrominance) depends on the individual video sequence, and may be zero. In a further extension of the stagger concept of one embodiment of the invention, certain categories of coefficients within a color component may be staggered differently. For example, chrominance AC coefficients may be staggered by more cycles than chrominance DC coefficients.

In one embodiment, only chrominance AC data is staggered, but not luminance or chrominance DC. After decoding the luminance and chrominance DC, the amount of stagger can be computed either by an algorithm or a lookup table. In one embodiment, the lookup table measures the ratio of bits spent on the luminance and chrominance DC and determines the chrominance AC stagger as follows:

<table>
<thead>
<tr>
<th>Ratio luminance:chrominance DC bits</th>
<th>Cycles to stagger</th>
</tr>
</thead>
<tbody>
<tr>
<td>0-14</td>
<td>3</td>
</tr>
<tr>
<td>15-29</td>
<td>2</td>
</tr>
<tr>
<td>30+</td>
<td>1</td>
</tr>
</tbody>
</table>

When decoding, the stagger value can either be inferred from the ratio of bits decoded or can be decoded explicitly from the bit stream. In another embodiment, the rate at which individual color components are encoded can be "damped" using the described damper mechanism to avoid reaching quality "saturation" too early. Continuing the above example, it may be decided that it is beneficial to encode chrominance values only on every other iteration, so that the table becomes:

<table>
<thead>
<tr>
<th>Iteration</th>
<th>Luminance</th>
<th>Chrominance</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>3</td>
<td>N/A</td>
</tr>
<tr>
<td>2</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>3</td>
<td>0,1</td>
<td>N/A</td>
</tr>
<tr>
<td>4</td>
<td>0,0,1</td>
<td>0,0,0,1</td>
</tr>
<tr>
<td>5</td>
<td>End-of-block</td>
<td>N/A</td>
</tr>
</tbody>
</table>
[0038] The "damper" value could be inferred based on bit ratios such as can be done with the "stagger" value. In another embodiment, the damper value can be decoded from the bit stream. The decoded symbol can be indicative of a 'mask' of binary digits specifying which iterations the component is to be decoded for, e.g. the chrominance mask in the above table could be 01010.

[0039] While embodiments of the invention have been described in the context of decoding video data, concepts of the invention can also be applied to encoding video data. For example, in the processes and systems described above, the next pass of an encoding process can start immediately after the end of the current encoding pass for a given component without regard to whether other components have finished the current decoding pass. Thus, it can readily be appreciated from the detailed description of the decoding processes and systems, that embodiments of the invention can include encoders and encoding processes.

[0040] The foregoing description of embodiments of the present invention have been presented for purposes of illustration and description. It is not intended to be exhaustive or to limit the present invention to the precise form disclosed, and modifications and variations are possible in light of the above teachings or may be acquired from practice of the present invention. The embodiments were chosen and described in order to explain the principals of the present invention and its practical application to enable one skilled in the art to utilize the present invention in various embodiments and with various modifications as are suited to the particular use contemplated.
CLAIMS

What is claimed is:

1. A method of decoding video data in a plurality of passes, the video data having a plurality of components each component including a plurality of coefficients, the method comprising:
   determining whether there is a non-zero coefficient to decode for a first component in a first pass;
   if there is a non-zero coefficient to decode for the first component in the first pass, decoding the non-zero coefficient for the first component in the first pass;
   if there is not a non-zero coefficient to decode for the first component in the first pass, determining whether there is a non-zero coefficient to decode for the first component in a second pass;
   if there is a non-zero coefficient to decode for the first component in the second pass, decoding the non-zero coefficient for the first component in the second pass
   determining whether there is a non-zero coefficient to decode for a second component in the first pass;
   if there is a non-zero coefficient to decode for the second component in the first pass, decoding the non-zero coefficient for the second component in the first pass;
   if there is not a non-zero coefficient to decode for the second component in the first pass, determining whether there is a non-zero coefficient to decode for the second component in the second pass;
   if there is a non-zero coefficient to decode for the second component in the second pass, decoding the non-zero coefficient for the second component in the second pass.

2. The method of claim 1 further comprising determining a stagger delay for at least one of the plurality of components and delaying decoding of the at least one of the plurality of components by the stagger delay.

3. The method of claim 2 wherein a stagger delay is determined for at least two of the plurality of components.
4. The method of claim 3 wherein a different stagger delay is determined for at least two of the plurality of components.

5. The method of claim 2 wherein the stagger delay is inferred from a ratio of bits decoded.

6. The method according to claim 2 wherein the stagger delay is decoded from a bit stream.

7. The method according to claim 1, further comprising determining a damper value for at least one of the plurality of components and applying the damper value to decode the at least one of the plurality of components on only select iterations of a pass.

8. The method according to claim 7 wherein the damper value comprises a mask of binary digits specifying in which select iterations the at least one of the plurality of components will be decoded.

9. The method according to claim 7, wherein the damper value is inferred from a ratio of bits decoded.

10. The method according to claim 7, wherein the damper value is decoded from a bit stream.

11. The method according to claim 1, wherein the first component is luminance and the second component is chrominance.

12. A computer code product for decoding video data in a plurality of passes, the video data having a plurality of components each component including a plurality of coefficients, the computer code product comprising:

   computer code configured to:

   determine whether there is a non-zero coefficient to decode for a first component in a first pass;
if there is a non-zero coefficient to decode for the first component in the first pass, decode the non-zero coefficient for the first component in the first pass;

if there is not a non-zero coefficient to decode for the first component in the first pass, determine whether there is a non-zero coefficient to decode for the first component in a second pass;

if there is a non-zero coefficient to decode for the first component in the second pass, decode the non-zero coefficient for the first component in the second pass determine whether there is a non-zero coefficient to decode for a second component in the first pass;

if there is a non-zero coefficient to decode for the second component in the first pass, decode the non-zero coefficient for the second component in the first pass;

if there is not a non-zero coefficient to decode for the second component in the first pass, determine whether there is a non-zero coefficient to decode for the second component in the second pass;

if there is a non-zero coefficient to decode for the second component in the second pass, decode the non-zero coefficient for the second component in the second pass.

13. The computer code product of claim 12 further comprising computer code configured to determine a stagger delay for at least one of the plurality of components and delay decoding of the at least one of the plurality of components by the stagger delay.

14. The computer code product according to claim 12, further comprising computer code configured to determine a damper value for at least one of the plurality of components and apply the damper value to decode the at least one of the plurality of components on only select iterations of a pass.

15. The computer code product according to claim 14 wherein the damper value comprises a mask of binary digits specifying in which select iterations the at least one of the plurality of components will be decoded.
16. A device for decoding video data in a plurality of passes, the video data having a plurality of components each component including a plurality of coefficients, the device comprising:

- a processor configured to execute instructions;
- memory configured for storing a computer program; and
- a computer program comprising instructions configured for causing the processor to:

  determine whether there is a non-zero coefficient to decode for a first component in a first pass;

  if there is a non-zero coefficient to decode for the first component in the first pass, decode the non-zero coefficient for the first component in the first pass;

  if there is not a non-zero coefficient to decode for the first component in the first pass, determine whether there is a non-zero coefficient to decode for the first component in a second pass;

  if there is a non-zero coefficient to decode for the first component in the second pass, decode the non-zero coefficient for the first component in the second pass

  determine whether there is a non-zero coefficient to decode for a second component in the first pass;

  if there is a non-zero coefficient to decode for the second component in the first pass, decode the non-zero coefficient for the second component in the first pass;

  if there is not a non-zero coefficient to decode for the second component in the first pass, determine whether there is a non-zero coefficient to decode for the second component in the second pass;

  if there is a non-zero coefficient to decode for the second component in the second pass, decode the non-zero coefficient for the second component in the second pass.

17. The device of claim 16 wherein the computer program further comprises instructions configured for causing the processor to determine a stagger delay for at least one of the plurality of components and delay decoding of the at least one of the plurality of components by the stagger delay.
18. The device according to claim 16, wherein the computer program further comprises instructions configured for causing the processor to determine a damper value for at least one of the plurality of components and apply the damper value to decode the at least one of the plurality of components on only select iterations of a pass.

19. The device according to claim 18 wherein the damper value comprises a mask of binary digits specifying in which select iterations the at least one of the plurality of components will be decoded.

20. A method of encoding video data in a plurality of passes, the video data having a plurality of components each component including a plurality of coefficients, the method comprising:

   determining whether there is a non-zero coefficient to encode for a first component in a first pass;

   if there is a non-zero coefficient to encode for the first component in the first pass, encoding the non-zero coefficient for the first component in the first pass;

   if there is not a non-zero coefficient to encode for the first component in the first pass, determining whether there is a non-zero coefficient to encode for the first component in a second pass;

   if there is a non-zero coefficient to encode for the first component in the second pass, encoding the non-zero coefficient for the first component in the second pass

   determining whether there is a non-zero coefficient to encode for a second component in the first pass;

   if there is a non-zero coefficient to encode for the second component in the first pass, encoding the non-zero coefficient for the second component in the first pass;

   if there is not a non-zero coefficient to encode for the second component in the first pass, determining whether there is a non-zero coefficient to encode for the second component in the second pass;

   if there is a non-zero coefficient to encode for the second component in the second pass, encoding the non-zero coefficient for the second component in the second pass.
21. The method of claim 20 further comprising determining a stagger delay for at least one of the plurality of components and delaying encoding of the at least one of the plurality of components by the stagger delay.

22. The method of claim 21 wherein a stagger delay is determined for at least two of the plurality of components.

23. The method of claim 22 wherein a different stagger delay is determined for at least two of the plurality of components.

24. The method of claim 21 wherein the stagger delay is inferred from a ratio of bits decoded.

25. The method according to claim 21 wherein the stagger delay is encoded into a bit stream.

26. The method according to claim 20, further comprising determining a damper value for at least one of the plurality of components and applying the damper value to encode the at least one of the plurality of components on only select iterations of a pass.

27. The method according to claim 26 wherein the damper value comprises a mask of binary digits specifying in which select iterations the at least one of the plurality of components will be encoded.

28. The method according to claim 26, wherein the damper value is inferred from a ratio of bits decoded.

29. The method according to claim 26, wherein the damper value is encoded into a bit stream.

30. The method according to claim 20, wherein the first component is luminance and the second component is chrominance.
31. A computer code product for encoding video data in a plurality of passes, the video data having a plurality of components each component including a plurality of coefficients, the computer code product comprising:

   computer code configured to:

   determine whether there is a non-zero coefficient to encode for a first component in a first pass;

   if there is a non-zero coefficient to encode for the first component in the first pass, encode the non-zero coefficient for the first component in the first pass;

   if there is not a non-zero coefficient to encode for the first component in the first pass, determine whether there is a non-zero coefficient to encode for the first component in a second pass;

   if there is a non-zero coefficient to encode for the first component in the second pass, encode the non-zero coefficient for the first component in the second pass determine whether there is a non-zero coefficient to encode for a second component in the first pass;

   if there is a non-zero coefficient to encode for the second component in the first pass, encode the non-zero coefficient for the second component in the first pass;

   if there is not a non-zero coefficient to encode for the second component in the first pass, determine whether there is a non-zero coefficient to encode for the second component in the second pass;

   if there is a non-zero coefficient to encode for the second component in the second pass, encode the non-zero coefficient for the second component in the second pass.

32. The computer code product of claim 31 further comprising computer code configured to determine a stagger delay for at least one of the plurality of components and delay encoding of the at least one of the plurality of components by the stagger delay.

33. The computer code product according to claim 31, further comprising computer code configured to determine a damper value for at least one of the plurality of
components and apply the damper value to encode the at least one of the plurality of components on only select iterations of a pass.

34. The computer code product according to claim 33 wherein the damper value comprises a mask of binary digits specifying in which select iterations the at least one of the plurality of components will be encoded.

35. A device for encoding video data in a plurality of passes, the video data having a plurality of components each component including a plurality of coefficients, the device comprising:
   a processor configured to execute instructions;
   memory configured for storing a computer program; and
   a computer program comprising instructions configured for causing the processor to:
   determine whether there is a non-zero coefficient to encode for a first component in a first pass;
   if there is a non-zero coefficient to encode for the first component in the first pass, encode the non-zero coefficient for the first component in the first pass;
   if there is not a non-zero coefficient to encode for the first component in the first pass, determine whether there is a non-zero coefficient to encode for the first component in a second pass;
   if there is a non-zero coefficient to encode for the first component in the second pass, encode the non-zero coefficient for the first component in the second pass
   determine whether there is a non-zero coefficient to encode for a second component in the first pass;
   if there is a non-zero coefficient to encode for the second component in the first pass, encode the non-zero coefficient for the second component in the first pass;
   if there is not a non-zero coefficient to encode for the second component in the first pass, determine whether there is a non-zero coefficient to encode for the second component in the second pass;
if there is a non-zero coefficient to encode for the second component in
the second pass, encode the non-zero coefficient for the second component in the
second pass.

36. The device of claim 35 wherein the computer program further comprises
instructions configured for causing the processor to determine a stagger delay for at
least one of the plurality of components and delay encoding of the at least one of the
plurality of components by the stagger delay.

37. The device according to claim 35, wherein the computer program further
comprises instructions configured for causing the processor to determine a damper
value for at least one of the plurality of components and apply the damper value to
encode the at least one of the plurality of components on only select iterations of a pass.

38. The device according to claim 37 wherein the damper value comprises a mask
of binary digits specifying in which select iterations the at least one of the plurality of
components will be encoded.
FIG. 2
INTERNATIONAL SEARCH REPORT

International application No.
PCT/IB2006/000024

A. CLASSIFICATION OF SUBJECT MATTER

IPC: see extra sheet
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC: H04N

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

SE, DK, FI, NO classes as above

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-INTERNAL, WIPO DATA, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 6275531 B1 (WEIPING LI), 14 August 2001 (14.08.2001), column 3, line 6 - column 4, line 40, claims 1-11, abstract</td>
<td>1,7-12, 14-16,18-20, 26-31,33-35, 37-38</td>
</tr>
<tr>
<td>A</td>
<td>US 20020080052 A1 (JEAN GOBERT), 27 June 2002 (27.06.2002)</td>
<td>1-38</td>
</tr>
</tbody>
</table>

X Further documents are listed in the continuation of Box C. X See patent family annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "I" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search: 22 May 2006
Date of mailing of the international search report: 26 -05- 2006

Name and mailing address of the ISA/Swedish Patent Office
Box 5055, S-102 42 STOCKHOLM
Facsimile No. +46 8 666 02 86

Authorized officer
Henrik Andersson / itw
Telephone No. +46 8 782 25 00

Form PCT/ISA/320 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>E</td>
<td>WO 2006040656 A2 (NOKIA CORPORATION), 20 April 2006 (20.04.2006), see the whole document</td>
<td>1-38</td>
</tr>
</tbody>
</table>
International patent classification (IPC)
H04N 7/26 (2006.01)
H04N 7/50 (2006.01)

Download your patent documents at www.prv.se
The cited patent documents can be downloaded at www.prv.se by following the links:
  • In English/Reviews and advisory services/Cited documents (service in English) or
  • e-tjänster/anförda dokument (service in Swedish).
Use the application number as username.
The password is JCVYZRIOA.

Paper copies can be ordered at a cost of 50 SEK per copy from PRV InterPat (telephone number 08-782 28 85).

Cited literature, if any, will be enclosed in paper form.
<table>
<thead>
<tr>
<th>Country</th>
<th>Application No.</th>
<th>Date</th>
<th>Filing Country</th>
<th>Publication No.</th>
<th>Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US</td>
<td>6275531 B1</td>
<td>14/08/2001</td>
<td>AU</td>
<td>5124799 A</td>
<td>14/02/2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>WO</td>
<td>0005898 A</td>
<td>03/02/2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>DE</td>
<td>29810434 U</td>
<td>13/08/1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>GB</td>
<td>2338352 A,B</td>
<td>15/12/1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>GB</td>
<td>9812630 D</td>
<td>00/00/0000</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>TW</td>
<td>453119 B</td>
<td>00/00/0000</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>US</td>
<td>5947752 A</td>
<td>07/09/1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>EP</td>
<td>1325638 A</td>
<td>09/07/2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>WO</td>
<td>0228109 A</td>
<td>04/04/2002</td>
</tr>
<tr>
<td>EP</td>
<td>0537932 A2</td>
<td>21/04/1993</td>
<td>CA</td>
<td>2077060 A</td>
<td>16/04/1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>JP</td>
<td>5268482 A</td>
<td>15/10/1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>KR</td>
<td>9506766 B</td>
<td>22/06/1995</td>
</tr>
<tr>
<td>US</td>
<td>6788740 B1</td>
<td>07/09/2004</td>
<td>CN</td>
<td>1196341 C</td>
<td>06/04/2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>CN</td>
<td>1339224 A,T</td>
<td>06/03/2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>EP</td>
<td>1149495 A</td>
<td>31/10/2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>JP</td>
<td>2003511919 T</td>
<td>25/03/2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>WO</td>
<td>0126381 A</td>
<td>12/04/2001</td>
</tr>
</tbody>
</table>