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To all whon, it may concern. 
Be it known that I, HENRY HILDEN BRAND, a citizen 

of Germany, residing at New York, in the county of 
New York and State of New York, have invented certain 
new and useful improvements in Tapping Apparatus; 
and I do hereby declare the following to be a full, clear, 
and exact description of the invention, such as will en 
able others skilled in the art to which it appertains to 
make and use the same. 
My invention relates to improvements in tapping ap 

paratus and in particular to improvements in the de 
vice shown in U. S. Patent No. 604,596, granted May 
24, 1898, to Andrew Berger and myself. 
The broad objects of my invention are, first, to pro 

vide a, tapping apparatus in which, a packed joint will 
be formed inside the bushing, or, preferably, to provide 
two packed joints, one, at least, being inside the bush 
ing; second, to insure the breaking out of the closure by 
the faucet-p 
ing a tight joint around that portion of the faucet-piece 
which serves to break the closure. 
A further and most important object of my invention 

is to provide a packed joint of Such a nature that every 
time a barrel is tapped it is certain that the packing 
joint, or at least one of them, where two are employed, 
will have a fresh packing material, thereby insuring a 
tight joint, while at the same time this advantage is ob 
tained without any additional expense or complication. 
The features of which my invention consists will be 

clear from the specific description hereinafter of the 
preferred embodiments of myinvention, taken in con 
nection with the generalization which follows said de 
scription, and from the claims. 

In the drawings, Figure , is a central sectional view 
of a bushing and closure embodying my invention, 
showing the plug as it would appear when first driven 
into the bushing. Fig. 2, is a similar view showing the 
plug as it would appear after it had swollen from the 
moisture of the liquid and showing, also, so much of the 
faucet-piece, in elevation, as is necessary to illustrate 
my invention. Fig. 3, is a sectional view, partly in 
elevation, showing the faucet-piece in place after the 
closure las been broken. Figs. 4 and 5, are views simi 
lar to Figs. 2 and 3 and illustrate another modification. 
of my invention, in which the packing seat of the 
faucet-piece has a diameter larger than the outer end of 
the plug. Figs. 6 and 7 are views similar to Figs. 2 and 
3 and illustrate a further embodiment of my invention, 
in which the seat of the faucet-piece is smaller than the 
outer end of the plug. Fig. 8 is a sectional view, partly 
in elevation, of a structure embodying my preferred 
form of construction wherein two packing seats are pro 
vided. Fig. 9 is a side elevation of my improved tap 

te, and, third, to provide means for mak 

ping apparatus, in place in a barrel, the latter being in 
section. 

Referring to Figs. 1, 2 and 3 of the drawings, A is a 
bushing arranged to be secured in the faucet-hole of the 
barrel, or other receptacle, in any suitable way, but 
preferably by making the exterior of the bushing 
slightly conical and providing it with screw-threads 
which engage corresponding threads in the faucet-hole. 
The interior of the bushing has a portion of reduced di 
ameter which receives the closure device, the latter, 
preferably consisting of a plug which has a frangible 
portion and an annular portion. In the construction 
shown, the closure is a webbed plug, the web being 
shown at b and the annular portion or wall at b/. This 
webbed plug is preferably made of wood and has a con 
ical exterior, the Smaller diameter of the plugbeing at its 
inner end, as will be clear from Fig. I. The interior of 
the plug-receiving portion of the bushing is also made 
conical to conform to the exterior configuration of the 
plug, that is to say, the outer end of the plug-receiving 
portion is coned outward. Furthermore, the inner end 
of the plug-receiving portion is chamfered inward from 
about the point marked bin Figs. I and 3, which point 
is about in the same plane as the Outer face of the web b 
of the plug. The bushing also has an enlarged portion 
outside the plug-receiving portion, whereby an offset or 
shoulder is formed, as indicated at a, Figs. 1, 2 and 3, 
and the plug is of Such size relative to the smaller por 
tion of the bushing that when it is driven firmly into 
place its outer face will project outward slightly beyond 
the plane of the offset or shoulder, as will be clear from 
Figs. I and 2. The bushing is provided with suitable 
devices for locking, or assisting in locking, the faucet 
piece to the bushing as, for example, the cam-projec 
tions a?, Figs. I and 2. The faucet-piece C has corre 
sponding devices arranged to co-act with the locking 
devices carried by the bushing, as, for example, the 
cam-projections d', and also has an extension C° which 
serves to break the frangible portion of the plug, said 
extension having its inner end of a diameter slightly 
less than the interior diameter of the plug while the 
outer end of said extension, or that portion which en 
ters the outer end of the plug annulus is of slightly 
greater diameter than the interior of said outer end of 
the annulus, for a purpose hereinafter explained. Ad 
jacent to said outer end of the extension C the faucet 
piece is provided with a packing seat C, which, in the 
construction shown in Figs. 1, 2 and 3, is of substan 
tially the same diameter as the exterior diameter of the 
Outer end of the plug. 
The operation of the apparatus thus far described is 

as follows:--When the barrel or other receptacle has 
been filled the plug is driven into place, its outer face 
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projecting slightly outside the shoulder of the bushing, 
as already cxplained hereinbefore. At this time the 
bushing and plug would have the appearance in cross 
section as shown in Fig. I. When, however, the bung 
has been wet by the liquid in the barrel, as will soon 
occur, it will swell and its inner end will expand into 
the chamfered portion of the bushing, as will be 
clear from Fig. 2. In this condition it becomes an 
absolutely safe closure because it is positively held in 
place by its two coned portions, one of which prevents 
it from being forced inward accidentally and the other 
prevents it from being forced out accidentally. When 
it is desired to tap the barrel or other receptacle, the 
faucet-piece is inserted in the bushing until its cam 
projections interlock with those of the bushing and 
the extension of the faucet-piece has its inner end 
resting upon the webbed portion of the plug. Upon 
the further inward movement of the faucet-piece, pref 
erably brought about by a quick rotation of the said 
faucet-piece in a well-known manner, the web portion 
of the plug is forced into the barrel, breaking loose 
from the annular portion of the plug substantially along 
the plane through the junction of the chamifered por 
tion of the bushing with the coned portion of said 
bushing, as will be clear from Fig. 3, this plane being 
the weakest part of the plug. At the same time that 
the web-portion is being forced inward and before the 
web-portion has been broken away, the enlarged ta 
pered portion of the extension C of the faucet-piece 
(engages the annulus and tends to crowd the same out 
ward so that it will spread slightly onto the shoulder 
of the bushing, while immediately thereafter the 
packing seat of the faucet-piece comes into contact 
with the outer face of the plug, whereupon, by the 
further inward movement of the faucet-piece the said 
seat is forcibly pressed against the said outer face of 
the plug and compresses the same firmly, owing to 
the elasticity of the wood, thereby pinching that por 
tion of the plug which has spread onto the shoulder 
of the bushing, between the packing seat and the shoul 
der, as shown in Fig. 3, whereby a tight joint is formed 
around the extension piece and at the shoulder, there 
by preventing the escape of any liquid or gas. 
Owing to the conical shape of the plug-annulus, and 

the corresponding shape of the bushing which holds 
it, the said annulus cannot be forced inward during 
the act of tapping, except perhaps to a small extent 
due to the elasticity of the wood, while at the same time 
on account of the chamfered portion of the bushing, the 
Swelling of the web-portion of the plug by the moisture 
does not prevent the said web-portion from being 
driven inward by the extension, as sometimes occurs 
when the chamfer is omitted. Moreover, at the junc 
tion of the coned portion and the chamfered portion 
a plane of least resistance is formed across the plug so 
that even though the wood of the plug does not have 
its grain exactly at right angles to the axis of the faucet 
piece, still it will break substantially along said plane 
of least resistance and thus leave the annulus in good 
condition and without cracks, so that it can form a sat 
isfactory packing around the extension of the faucet 
piece. The other elements of the faucet-piece may be 
as desired, but preferably comprise the usual connec 
tion piece c, Fig. 9, for the attachment of the air-pump, 
a longitudinally-movable discharge pipe E, arranged 

864,740 

to be forced into the barrel after the closure has been 
opened, means for packing the faucet-piece around the 
discharge-pipe as indicated at Dº, and means for con 
trolling the flow of liquid through the discharge-pipe, 
as the stop-cock E. 
The structure shown in Figs. 4 and 5, of the draw 

ings differs from that shown in Figs. 1, 2 and 3 in hav 
ing a packing seat larger than the outer diameter of 
the plug, whereby said seat will extend over the 
shoulder of the bushing and thus bring a pressure to 
bear directly inward against said shoulder and against 
that portion of the plug which has been spread out 
ward over the shoulder, as will be clear from Fig. 5. 
The construction illustrated in Figs. 6 and 7 differs 

from the preceding ones in having the packing seat of 
the faucet-piece slightly less in diameter than the 
outer end of the plug, the latter not projecting beyond 
the plane of the shoulder, the cam-projections of the 
faucet-piece being cut away or set back from the seat 
so that the seat can follow the annulus into the smaller 
inner portion of the bushing and thereby compress the 
same to form a tight joint, which would not be the case 
if the cam-projections had their inner faces flush with 
the seat, because they would then contact with the 
shoulder at the same time that the seat touched the 
outer face of the plug, and thus prevent any further 
inward movement of the faucet-piece. 
In Fig. 8, I have shown my invention applied to a 

structure in which an outer packed joint, also, is pro 
vided, said outer joint, being located, preferably, be 
tween the faucet-piece and the bushing, the difference 
between this structure and that shown in Figs. 1, 2 and 
3 consisting merely in providing the faucet-piece with 
a circumferential flanged beneath which is an elastic 
washer d/ arranged to be compressed between the said 
flange and the outer face or edge of the bushing. This 
is my preferred combination, because it provides two 
packing joints so that in case through any means one 
should be defective, it is not at all likely that the sec 
ond will also be defective, and thus, practically con 
sidered, it is almost certain that no loss of liquid or gas 
can ever occur even with the most careless operatives. 

It will be noted that all these modifications have a 
packing joint which is wholly within the bushing and 
around the extension, whereby said joint is well pro 
tected against injury and, moreover, is likely to be a 
good joint even if, in the Original placing of the plug, 
the latter be so inserted as to have its axis at an angle 
to the axis of the faucet-piece. That is to say, the an 
gular variation between the packing seat and the part 
it abuts against is less, close to the extension, than out 
side and some distance away from the same, so that 
while with a packing joint outside the bushing the one 
side of the joint may be well compressed and tight 
while the other side is loose and perhaps leaky, this 
will not be the case with the joint close to the exten 
sion. 

In each modification the faucet-piece can be given 
a longitudinal movement inward, after its seat has 
first come into contact with the outer face of the plug, 
thereby compressing the plug and making it serve as 
a compressible packing material to form a tight joint. 
The prime advantage of this is that as the plug is de 
stroyed when the barrel is tapped and must be replaced 
by another when the barrel is refilled, the said packing 
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material formed by the plugs is continually being re 
newed and hence is practically certain to be in good 
condition at each tapping of the barrel. Further 
more, this great advantage is obtained without any 
additional expense and in a most simple manner. It 
is also to be observed that as the outer end of the ex 
tension C which enters the outer end of the annulus is 
somewhat larger in diameter than the interior diame 
ter of the annulus, the said extension fits the annulus 
quite tightly before the web-portion is broken away, 
while the further inward movement of the extension in 
breaking the closure causes a compression of the outer 
end of the annulus, in a lateral direction, thus com 
pressing the annulus tightly against the interior of the 
bushing and around the extension, the seat of the fau 
cet-piece at the same time compressing the outer face 
of the annulus, so that upon the application of further 
pressure to the interior of the barrel by the air-pump 
or the like, there is no reasonable chance of leakage, 
and this efficiency is further enhanced in those con 
structions where the plug projects outside the shoulder 
of the bushing and, hence, can be compressed against 
said shoulder. 
Having thus fully described my invention, what I 

claim is: 
1. In a tapping apparatus, the combination, with a bush 

ing having a shoulder, of a plug closing said bushing and 
having its outer face projecting outside said shoulder, said 
plug also having a frangible portion, a faucet-piece pro 
vided with an extension arranged to break the frangible 
portion of the plug and with a seat arranged to contact 
with the outer face of the plug, and means for forcing said 
faucet-piece inward to break the fl'angible portion and to 
compress the outer portion of the plug between the seat 
and the sloulder. 

2. Tle combination, with a lushing lawing a part ar 
ranged to receive a plug, said part having its outer end 
coned outward and its inner end chamfered inward, the 
coned and chamfered surfaces substantially intersecting, 
of a plug of expansible material inserted in the bushing 
and having an annular portion and a wel)-portion, the 
outer face of the web-portion being substantially in the 
plane of the intersection of the coned and chamfered por 
tions of the bushing, said web-portion extending inwardly 
beyond said plane being arranged to swell into the cham 
ferred portion of the bushing, and a faucet-piece arranged 
to be locked to the bushing and provided with an exten 
sion piece arranged to enter the annular portion of the 
plug and to break away the wel)-polition of said plug. 

3. In a tapping apparatus, the combination, with a bush 
ing llaving a portion arranged to receive a plug, salid por 
tion being chamfered inward of the inner end, of a plug of 

eXpansilble material located in said bushing, having a well 
portion arranged to swell into the chamfered portion of 
the bushing and also having an annular portion, and a 
faucet-piece provided with an extension arranged to enter 
the annular portion of the plug and to break away the 
web-portion of the plug, said faucet-piece having a seat 
arranged to contact with the outer face of the plug, and 
means for locking the faucet piece to the bushing and at 
the same time forcing the faucet-piece inward, and for 
bringing said seat of the faucet-piece in contact with the 
outer face of said plug and pressing said outer face inward, 
whereby a compression of the plug will accompany the 
breaking of the wel) portion. 

4. In a tapping apparatus, the combination, with a bush 
ing having a shoulder, a plug located in said bushing and 
having a web-portion and an annular portion whose outer 
face projects outside the shoulder, of a faucet-piece having 
an extension arranged to break away the web-portion of 
the plug, said extension having an enlarged diameter ar 
ranged to fit tightly into and spread outward the part of 
the plug projecting outside the shoulder before the web 
portion is broken away, said faucet-piece having a seat ar 
ranged to contact with the outer face of the annular por 
tion of the plug and compress the same. 

5. The combination, with a bushing having a part ar 
ranged to receive a plug, the outer end of said part being 
formed substantially as a truncated cone having its base 
of smaller diameter' below that of larger diameter, and 
the inner end of said part beginning from the lower base 
of said cone being formed with an enlarged diameter, of a 
plug of expansible material inserted in the bushing and 
having an annular portion and a web-portion, the outer 
face of the web-portion being substantially in the plane of 
the lower base of said cone, said web portion extending 
inWards beyond said plane being arranged to swell into 
the portion of enlarged diameter of the bushing, and a 
faucet-piece arranged to be locked to the bushing and pro 
vided with an extension piece arranged to enter the annu 
lar portion of the plug and to break away the web portion 
of said plug. 

6. In a tapping apparatus, the combination, with a bush 
ing having a shoulder, of a plug closing said bushing, said 
plug having an annular portion and a frangible web por 
tion, the outer face of the annular portion projecting out 
side the shouldlel, a faucet-piece provided with an exten 
sion arranged to bleak the frangible web, said faucet piece 
laaying a seat arranged to contact with the oute face of 
the plug, and a calm-locking device a '1'anged to simulta 
neously lock the faucet-piece to the bushing and to force 
the faucet piece inward to break the frangible portion and 
to compress the annular portion of the plug. 

In testimony whereof I affix my signature to this speci 
fication, in the presence of two witnesses. 

IIIENRY II ?HLI DENEBRANIO. 
Witnesses: 

M. C. MASSII, 
CHARLES F. TEN NEY. 
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