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r 1. 2,553,082 

2,553,082 
TABLE ANDBOX CONVERTIBLE 

STRUCTURE 

Harvey G. Conner, Klamath Falls, Oreg. 
Application August 30, 1948, Serial No. 46,733. 

(CE, 31-90) 2 Claims. 

My invention relates to improvements instable 
and box convertible structures of the folding type 
for camping and like purposes, the primary ob 
pect in view being to provide-a simply constructed, 
inexpensive structure. Which is adapted-to-be eas 
ily and quickly converted into a table, or into a 
box for carrying food and other. Supplies to be 
used. On the table. 
Another object is to provide-a structure of the 

type and for the purpose above set forth which 
Will not collapse When-used as a table -nor sac 
cidentally unfold when used as a box and which 
may be strongly constructed without rendering 
the same heavy to carry. When converted into a 
bOX. 
Other and Subordinate-objects, within the pur 

view of my invention, together with the precise 
nature of my improvements will be readily...un 
derstood When the . Succeeding : description - and 
claims are read. With reference to the drawings 
accompanying and forming part of the-specifica 
tion. 
Tn Said, drawingS: 
Figure 1.is a viewin perspective of my improved 

structure converted into a table. With one: exten 
sion panel detached; 

Figure 2 is a fragmentary view in transverse 
Section taken. On the line 2-2. Of Figure 1 and 
drawn to a larger Scale; 

Figure 3 is a view,in bottom plan of the table 
top; 

Fig. 4 is a fragmentary: view in transverse Sec 
tion taken on the line 4-4 of Figure 1 and drawn 
to a larger Scale; 

Figure 5 is a fragmentary exploded view in 
perspective of one corner of the titable top and 
One of the legs; 
Figure 6 is a view in perspective of the box and top; 
Figure 7 is a view in transverse' section taken 

on the line 7-7 of Figure. 6 and drawn to a larger 
Scale; 

Figure 8 is a fragmentary view in transverse 
Section taken on the line. 8-8. of Figure 6 and 
drawn to a larger scale; 

Figure 9 is a fragmentary view in transverse 
section taken on the line.9-9-of-Figure 10 and 
drawn to a larger scale; 

Figure 10 is a view in perspective of the exten 
Sion panels illustrating the manner in which 
the same are attached together; 

Fig. 11 is a fragmentary view in vertical Sec 
tion taken on the line - of Figure 7. 

Referring now to the drawings by numerals, 
the basic components of my improved structure 
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are a pair of elongated, box forming half Sec 
tions each embodying a pair of longitudinal 
right-angularly related bottom - and side panels 
2, 3-respectively, and rectangular ends 4, said 
sections being otherwise-open. The sections - 
are -wider-than the depth othereof and the ends 
are hinged together, as at -5, at the ends of the 
sections and at corresponding corners of the 
ends 4 so that said-sections - may be swung into 
edge to. edge abutting relation to form an open 
box of a Width equal to the combined. Width. Of 
the Sections and providing a table top 6 of in 
verted box form with the side panels 3 and the 
ends 4 forming the Sides and sends of a said box, 
all as best shown in Figures 1,2 and 3. 
-Right angled brackets 8 are provided in the 

corners of the sections f and legs: 9 for slidably 
fitting in Said-brackets and corners to support the 
table-top 6, said legs-9 being slidably detachable 
for -a, -purpose presently seen. 
Complementallock bolt and keepersections, O, 
are set into abutting longitudinal edges of 

the bottom panels 2 of the Sections to be hid 
den from view and for key, operation-of-the-lock 
bolt Section 0 to secure saidsections together 
in table top forming relation. A keyhole -2 is 
provided in. One bottom panel 2-for-a, -lock oper 
atting key not shown. 
Suitable reinforcing and skornamenting cleats 

3. may be provided on the sends 4 of the sec 
tions . . 
A pair of rectangular extension panels 4 are 

provided for attaching detachably to opposite 
sides of the table top 6 and which are of the 
same-length as the bottom and side-panels 2, 3, 
but, of the same width as the side panels 3, which 
is to , Say as the -depth of the sections for a 
particular purpose presently -seen. The exten 
sions. 4. are each provided, for detachably at 
taching the same, . With a pair of cross cleats if 5. 
extending beyond one longitudinal edge-thereof. 
The pairs of ‘croSs: cleats if 5. are adapted to be 
slid into pairs of aperturesa. 6- provided-in cor 
responding longitudinal edges of the sidespanels 
3:So that Said extension panels may be detach 
ably attached to the table top 6 flush with the 
bottom panels 2 of the sections: -f, which is to 
Say With the top of the table top 6, and with 
Said cleats bearing upwardly against the under 
faces of Said panels 2 to maintain the exten 
Sions 4 horizontal. 
The described table top 6 is adapted to be con 

Verted into a box, after the legs 9 and the exten 
Sion panels 4 are detached, in the following man 
ner. The Sections are swingable on the hinges 
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3 
5 in edge to edge abutting relation from table 
top forming relation to form a box 7 of a width 
equal to twice the depth of said Sections, as shown 
in Fig. 6, with the bottom panels 2 forming the 
sides of the box 7 and the side panels 3 forming 
the bottom of said box. Thus, the box T is 
rendered substantially narrower than the table 
top 6. 
The extension panels 4 are attachable to 

gether wih longitudinal edges abutting to form 
a top 8 for the box 1. For this purpose, one 
pair of the cleats 5 is spaced apart to fit between 
the other pair and the pairs of cleats 5 are pro 
vided with transversely bevelled sides 9 fitting 
together in pairs so that one pair of cleats is 
slidable endwise along the other with the cleats 
5 of each extension panel 4 underlying the 

other extension panel 4 and the pairs of cleats 
15 interlocked against lateral separation, thereby 
locking the extension panels 4 in coplanar edge 
to edge relation. 
As previously explained, the extension panels 
4 are of a width corresponding to the depth of 
the sections so that the top 8 formed thereby 
provides a fitted top for the box 1. 
One pair of cleats f5 is provided with end nubs 

20 adapted to fit in sockets 2 in one of the panels 
3 forming one side of the box 7. So that the nubs 
20 may be inserted in the sockeuS 2? and the top 
then swung downwardly into closing position 
while interlocked at one longitudinal edge With 
one side of the box formed by the side panels 3 
of one section f. One extension panel 4 is pro 
vided in one longitudinal edge with a keeper lock 
section 22 for cooperation with the lock bolt Sec 
tion 0 to lock the top f8 in place when the Sec 
tions are swung, as described, to form the box 
T, it being understood that in the box il the lock 

bolt section O is disposed at the top of one side 
of the box 7. Thus the top 8 for the box 7 
may be locked closed by the same key as that used 
for locking the sections f in table forming rela 
tion. 
A suitable latch-23 is pivoted, as at 24, on one 

side panel 3 forming the bottom of the box 7 
and for swinging into cooperative relation to a 
pin 25 on the other side panel 3 to lock the Sec 
tions together in box forming relation. As Will 
be seen, when the box. 7 is formed, the before 
mentioned apertures 6 are disposed in the bot 
tom of Said box and the hinges 5 protrude above 
the top of said box. To accommodate the hinges 
5 the extension panels 4 are provided with lon 
gitudinal, bevelled, end notches 26 in which said 
hinges 5 are seated when the top 8 is locked 
or closed. 

It may be mentioned in passing, that the keeper 
section is also disposed at the top of the box 
7 when said box is formed but is, of course, not 

used. As may also be mentioned, when the sec 
tions are in table forming relation, the latch 
23 is disposed on one side panel 3 inside the table 
top 6 and concealed from view, the Stud 25 being 
similarly located on the other side panel 3. 
The foregoing will, it is believed, suffice to im 

part a clear understanding of my invention, with 
Out further explanation. 
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Manifestly, the invention, as described, is sus 
ceptible of modification, without departing from 
the inventive concept, and right is herein re 
served to such modifications as fall within the 
scope of the appended claims. 

Having described the invention, what is claimed 
as new is: 

1. A table and box forming structure compris 
ing a pair of elongated box forming Sections each 
embodying a pair of right angularly related bot 
tom and side panels, respectively, and a pair of 
rectangular ends, means pivotally connecting said 
sections together for relative Swinging into edge 
abuting relation to form selectively a table top 
of inverted box form of a width corresponding 
to the width of both sections and a box of a 
width corresponding to the depth of both sections, 
legs attachable to said sections to Support the 
same when forming a table top, a pair of exten 
sion panels attachable to the sections when 
formed into a table top, and means for attaching 
said extension panels together to form a top 
for the box formed by said sections comprising a 
pair of cross cleats on each extension panel, One 
pair slidably fitting between the other pair With 
the cleats on each panel overlapping and engag 
ing the other panel, said cleats having beveled 
side edges coacting uo hold Said extension panels 
in a common plane. 

2. A table and box forming structure coin 
prising a pair of elongated box forming sections 
each embodying a pair of right angularly related 
bottom and side panels, respectively, and a pair 
of rectangular ends, said sections being Wider 
than the depth thereof, respecively, means piv 
otally connecting said Sections together for rela 
tive swinging into edge abutting relation to form 
selectively a table lop of inverted box form of 
a Width corresponding to the Width of both Sec 
tions and a box of a width corresponding to the 
depth of both sections, and extension panels at 
tachable to the sections. When formed into a table 
top and attachable together to form a top for 
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the box formed by said sections, said bottom 
panels having locking devices thereon for secur 
ing said sections together when formed into a 
table top, and means for locking said extension 
panels when attached together to said box in 
cluding a locking device coacting with one of the 
first mentioned locking devices. 
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