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To all chorn it may concern : 
Be it known that I, HARRY BASEVITZ, a 

citizen of the United States, and a resident 
of Chicago, in the county of Cook and State 
of Illinois, have invented a new and Im 
proved Burglar-Alarm, of which the fol 
lowing is a full, clear, and exact descrip 
tion. 
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thorized person is trying to force a closure 
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My invention relates to burglar alarms, 
and the object thereof is to provide a simple, 
inexpensive, and efficient alarm which is 
adapted to fire a cartridge when an unau 
protected by the said alarm. 
With the above and other objects in view, 

the nature or which will more fully appear 
as the description proceeds, the invention 
consists in the no vel construction, combina 
tion and ariangement of parts as herein 
fully described, illustrated and clainect. 
In the accompanying drawings, forming 

part of the application, similar characters of 
reference indicate corresponding parts in all 
the views. 

Figure 1 is an elevation of the lower por 
tion of a door closure provided with an em 
bodiment of my invention; Fig. 2 is a side 
elevation of the alarm; Fig. 3 is a similar 
view from the opposite side; and Fig. 4 is an 
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elevation from the inner side of the alarm. 
Referring to the drawings, 5 represents 

the frame or casing which is formed of a 
blank, the edges of which are raised to form 
the casing. One of the sides or edges of the 
casing 5 has a socket. 6 adjacent one corner 
which forms a cartridge holder. On the 
same side adjacent the other corner, a por - 
tion of the casing is folded over to form a 
U-portion 7 (see Fig. 2), in which portion a 
transverse slot 8 is formed, asbest seen in Fig. 
4. A hammer 9 has one end thereof pivotally 
connected to the casing. The other end is 
adapted to swing to and from the Socket 6. 
The socket and U-portion being in allinement, 
the swinging end of the hammer passes 
through the U-portion 7 when moving toward 
the side of the casing remote from the socket 
6. A resilient member 10 tends to bring the 
swinging end of the hammer against the 
socket. 6; and to resist the movement a latch 
11 is fitted into the slot 8 of the U-portion, 
as slown in Figs. 1 to 4. To facilitate the 
setting of the hammer... the same is provided 
vvuth a pin 12 which projects exteriorly 
throToh a slot 13 provided in the casing 5. 

The casing 5 is provided with suitable 
apertures 14 whereby the same can be se 
cured to or at the closure to be protected by 
the alarm. The latch 11 is provided with a . 
flexible member 15, such as a chain, which 
chain carries a securing member 16 whereby 
the chain may be attached. As shown in 
Fig. 1, the chain is attached to a door 17 
and the alarm is attached to the door jamb. 
When the hammer is set in the position 
shown in Figs. 1 and 4, the socket 6 can be 
engaged by a cartridge 18; and if an unau 
thorized entrance, is effected, the latch 11 
will be forced out of the slot 8 permitting 
the spring 10 to Swing the hammer against 
the cartridge, thus firing the same and giv 
ing the alarm, m 
While, I have described the principle of 

operatiqin, together with the device which I 
now consider to be the best embodiment 
thereof. I desire to have it understood that 
the device shown is merely illustrative and 
that such changes may be made as are within 
the scope of the appended claim. 

I claim: 
A burglar alarm of the class described 

comprising-a casing, a socket on one side 
of the casing adjacent the corner thereof 
and forming a cartridge holder, said casing 
having a U-shaped portion at the same side 
adjacent the other corner in alinement with 
the socket, a hammer mounted to swing in 
the casing to and from the socket and adapt 
ed to pass into the U-shaped portion, a 
spring for moving the hammer toward the 
socket, a pin extending from the said ham 
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mer through the casing whereby the Same can 
be moved from the socket and whereby the 
spring is placed under tension, a latch detach 
ably associated with the U-shaped portion and 
adapted to engage the hammer whereby the 
spring is maintained under tension, and 
means associated with the latch whereby the 
sanne can be removed from the U-shaped por 
tion, thus permitting the Spring to move the 
hammer toward the SOcket. 
In testimony whereof I have signed my 

name to this specification in the presence of 
two subscribing witnesses. 

HARRY BASE WITZ. 

Witnesses: 
FRANK J. PosvIc, 
BERNARD WILTON. 
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