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This invention relates to apparel shoes, the 
predominant object of the invention being to pro 
vide a shoe which includes improved means for 
securing upper portions of the shoe to sole por 
tions thereof, which shoe, because of its improved 

12 claims. (CI 36-11.5) 

construction and arrangement, is of distinctive 
appearance and posseses the flexibility required 
for comfortable wear, and which may be economi 
cally manufactured. - - "Fig.1 is a perspective of a shoe made in ac 
cordance with this invention, the forward portion 
of the outsole of the shoe illustrated in Fig. 1 
being shown detached from the shoe proper in 
order to reveal the improved construction of the 
shoe at the toe portion thereof. ; : ". . . . . . ; 

Fig.2 is a fragmentary, disassembled, bracketed 
view showing parts of the improved shoe which 
will be hereinafter described. . . . . . . . . . . . 

Fig. 3 is an enlarged, fragmentary, side eleva 
tion of a portion of the shoe illustrated in Fig. 1. 

Fig. 4 is a horizontal section taken online 4-4 
of Fig. 3. . . . . . . . . . . . 

Fig. 5 is an enlarged, fragmentary vertical sec 
tion taken on line 5-5 of Fig. 3. . . . . . . . . 

Fig. 6 is an enlarged, fragmentary vertical sec 
tion taken on line 6-6 of Fig. 3. . . . . . . . . Fig. 7 is a fragmentary perspective illustrating 
a modified form of the invention. . . . . . . . . Fig. 8 is a fragmentary vertical section showing 
another modified form of the invention. . . . . 

In the drawing, wherein are shown for pur 
poses of illustration, merely, two embodiments of 
the invention, A designates in Fig. 1 the improved 
shoe generally. The shoe A, as illustrated, is of 
the platform type, although, obviously, shoes of 
other types may be made in accordance with this 
an upper quarter 2, a vamp 3, and an outsole 4. 
The platform is provided with a platform cover, 
or sock lining, 5 which preferably is cemented to 
the upper face of the platform so that said upper 
face of said platform is covered in its entirety by 
said sock lining, or platform cover. . . . . . . . The marginal edge portion of the platform 
cover, or socklining, 5 is provided with a multi 
plicity of slits 6 (Fig. 2) which terminate at their 
inner ends at the marginal edge of the platform 
, the platform cover, or sock lining, when in a 

flat condition, having a marginal portion which 
extends outwardly beyond the marginal edge of 

latform and the slits 6 being formed in this outwardly extended portion of said platform 
cover, or sock lining. The slits 6 provide the mar 
ginal portion of the platform cover, or socklining. 
with a multiplicity of contiguous tongues which i.... ;- 

invention, and said shoe A includes a platform, 
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preferably, though not necessarily, are pointed at 
their outer ends, as is indicated at 8: in Fig. 2. 
The vamp 3 of the shoe A is provided with a plu 
rality of apertures 9 which are located slightly 
inward of the marginal edge of Said Wamp, aS is 
shown to good advantage in FigS. 1 and 2, and 
the upper quarter 2 of said shoe A is provided 
with a plurality of like apertures , as is shown 
in Fig. 1, said apertures 9 and 10 being shown in 
the drawing as being substantially semicircular 
in shape although, obviously, said apertures may 
be of any other suitable shape. . . . . . . . . . . . . . 
In assembling the shoe illustrated in Figs. 1 

to 6, inclusive, of the drawing, the various parts 
of the shoe having been previously prepared and 
certain of said parts being arranged in their re 
lated positions, every second tongue 1 of the plat 
form cover, or sock lining 5, is drawn down tight 
about the edge of the platform and is turned 
inwardly beneath said platform, the tongues re 
ferred to, which are designated: secondarily by 
the reference character 7d in the drawings, being 
cemented to the bottom faces of the platform, 
The tongues of the platform cover or sock lining 
5that are located between adjacent pairs of the 
tongues Ta, and which are secondarily designated 
by the reference character b, are passed through 
appropriate apertures 9 of the Wamp 3 and the 
upper quarter 2 and are drawn down tight about 
the edge of the platform and are turned in 
wardly beneath said platform, said inwardly 
turned portions of said tongues 7b being also 
cemented to the bottom face of the platform : 
It is to be noted that the lower edges of the Vamp 
3 and the upper quarter 2 of the shoe A. are Sub 
stantially flush with the bottom face of the plat 
form, and that portions of said vamp and upper 
quarter, which are located between the lower 
edges thereof and the apertures 9...and , are in 
terposed between the downturned portions of said 
tongues 7b and the edge of the platform . When 
the vamp 3 and Upper quarter 2 have been at 
tached to the platform of the shoe A in the 
manner described above, the outsole 4 of the shoe 
is cemented to the bottom face of the platform, 
and the heel (not shown) is secured in place, the 
inturned portions of the tongues 7a and Tb being 
interposed between the upper face of the outsole 
and the bottom face of the platform. . . . . 
A shoe made in accordance with this invention, 

as described above, is of distinctive and ornas 
mental appearance, and has the desired and re 
quired flexibility which make for comfortable 
wear. This latter property of the improved shoe 
results largely from the fact that the lower: edge 
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portions of the vamp 3 and upper quarter do not 
underlap the platform of the shoe, as is usually 
the case, but, instead, the lower edges of said 
vamp and upper quarter are substantially flush 
with the bottom face of the platform, as referred 
to above, and as is shown to good advantage in 
Figs. 1, 5, and 6. 

In Fig. 7 a modified form of the invention is 
shown which illustrates the present invention as 
embodied in a sandal. In this form of the inven 
tion the platform of the sandal is provided. 
With a platform cover, or sock lining, 2 which is 
cemented to the top face of the platform and 
extends throughout the entire area of said top 
face of Said platform. The platform cover, or 
Sock lining, 2 is provided with tongues 3 of 
proper widths which pass through openings 4 
between strap-like elements 5 of the vamp 6 
of the sandal and are drawn down tight about 
the edge of the platform and are turned inwardly 
beneath, and are cemented to the bottom face of 
the platform. 

Fig. 7 illustrates only the forward portion of a 
Sandal made in accordance with this invention, 
but it is obvious that an upper quarter (not 
shown) would be attached to the platform in 
the same manner that the vamp 6 is attached to 
said platform. Also, the sandal shown in Fig. 7 
Would include an outsole (not shown) which 
would be cemented to the bottom face of the plat 
form with the inturned portions of the tongues 
3 interposed between the top face of the outsole 
and the bottom face of the platform. Obviously, 
portions of the vamp 6 are embraced by the 
downturned portions of the tongues 3 so that 
Said Vamp portions are interposed between said 
downturned tongue portions and the edge of the 
platform, and tongues T formed on the platform 
cover, or Sock lining, f2 at the toe of the sandal 
are drawn down tight and are cemented to the 
bottom face of the platform to provide the sandal 
with an open toe portion. If desired, the rear 
most strap-like portions 5d of the vamp f of the 
Sandal, shown in Fig. 7, may be provided with 
extensions 5b which are turned under the bot 
tom face of the platform and are cemented 
thereto. 
In Fig. 8 is shown a modified form of the in 

vention in accordance with which lower edge por 
tions of an upper portion 8 of the shoe, that is 
the vamp or the upper quarter, are turned under 
the platform 9 slightly, as is shown at 8a, in 
Fig. 8, said turned under marginal extensions of 
said upper portion of the shoe being cemented, 
or otherwise secured to the platform. By so turn 
ing under marginal portions of the shoe upper a 
more finished appearance is given to the shoe at 
the lower edges of the vamp and the upper quar 
ter thereof without materially interfering with 
the flexibility of the shoe. 

Cain: 
1. A shoe comprising an inner sole member, 

an upper shoe portion provided with apertures, 
tongues extended from said inner sole member, 
said tongues being extended outwardly through 
the apertures of said upper shoe portion and be 
ing extended downward outwardly of portions of 
said upper shoe portion so as to cause said por 
tions of said shoe upper portion to be interposed 
between said downwardly extended tongues and 
marginal edge portions of said inner sole member, 
and said tongues being extended inwardly be 
neath the bottom face of said inner sole member 
and being Secured thereto, and an outsole secured 
to said inner sole member at the botton face 
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4. 
thereof, said inwardly extended tongue portions 
being interposed between said inner sole member 
and Said outsole. 

2. A shoe comprising an inner sole member, an 
upper shoe portion provided with apertures which 
are Spaced longitudinally of and are located ad 
jacent to the lower edge of said upper shoe por 
tion, tongues extended from Said inner sole mem 
ber, said tongues being extended outwardly 
through the apertures of said upper shoe portion 
and being extended downward outwardly of por 
tions of said upper Shoe portion so as to cause 
Said portions of said shoe upper portion to be 
interposed betWeen said doWinWardly extended 
tongues and marginal edge portions of said inner 
sole member, and said tongues being extended 
inWardly beneath the bottom face of said inner 
Sole member and being secured thereto, and an 
outSole secured to said inner Sole member at the 
bottom face thereof, said inwardly extended 
tongue portions being interposed between said 
inner sole member and Said outsole. 

3. A shoe comprising an inner sole member, an 
upper shoe portion provided with apertures which 
are spaced longitudinally of and are located adja 
cent to the lower edge of said upper shoe portion, 
a sock lining fixedly associated With Said inner 
sole member and having tongues extended there 
from, said tongues being extended out Wardly 
through the apertures of said upper shoe portion 
and being extended downward outwardly of por 
tions of Said upper shoe portion so as to cause 
said portions of said shoe upper portion to be 
interposed between said downWardly extended 
tongues and marginal edge portions of Said inner 
sole member, and said tongues being extended 
inwardly beneath the bottom face of said inner 
sole member and being secured thereto, and an 
outsole secured to said inner sole member at the 
bottom - face thereof, said inwardly extended 
tongue portions being interposed between Said 
inner Sole member and Said outSole. 

4. A shoe comprising an inner sole member, an 
upper shoe portion provided with apertures which 
are spaced longitudinally of and are located adja 
cent to the lower edge of said upper shoe portion, 
a sock lining fixedly associated With said inner 
sole member and having spaced tongues extended 
therefrom, said tongues being extended outwardly 
through the apertures of said upper Shoe portion 
and being extended downward outwardly of por 
tions of said upper shoe portion. So as to cause 
said portions of said shoe upper portion to be 
interposed between said downwardly extended 
tongues and marginal edge portions of Said inner 
sole member, and said tongues being extended 
inwardly beneath the bottom face of said inner 
sole member and being Secured thereto, and an 
outsole secured to said inner sole member at the 
bottom face thereof, said in Wardly extended 
tongue portions being interposed between said 
inner sole member and Said outsole. 

5. A shoe comprising an inner sole member, an 
upper shoe portion provided with apertures which 
are spaced longitudinally of and are located adja 
cent to the lower edge of said upper shoe portion, 
a sock lining fixedly associated With said inner 
sole member and having spaced integral tongues 
extended therefrom, said tongues being extended 
outwardly through the apertures of said upper 
shoe portion and being extended downward out 
wardly of portions of said upper shoe portion. So 
as to cause said portions of Said shoe upper por 

75 
tion to be interposed between said downwardly 
extended tongues and marginal edge portions of 
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said inner sole member, and said tongues being 
extended inwardly beneath the bottom face of 
said inner sole member and being secured thereto, 
and an outsole secured to said inner sole member 
at the bottom face thereof, said inwardly extend 
ed tongue portions being interposed between said 
inner Sole member and said outsole. 

6. A shoe Comprising an inner sole member, an 
upper shoe portion provided with apertures which 
are spaced longitudinally of and are located adja 
cent to the lower edge of Said upper shoe portion, 
a sock lining fixedly associated with said inner 
sole member and having tongues extended there 
from, certain of said tongues being extended 
through apertures of said upper shoe portion and 
being extended downward outwardly of portions 
of said upper shoe portion SO as to cause said por 
tions of Said upper shoe portion to be interposed 
between said down Wardly extended tongue por 
tions and marginal edge portions of Said inner 
sole member, and others of said tongues being 
extended downward in Wardly of portions of said 
upper shoe portion, portions of the first-men 
tioned and the Second-mentioned tongues being 
extended inwardly beneath the bottom face of 
said inner sole member and being Secured thereto, 
and an outsole Secured to said inner sole member 
at the bottom face thereof, said tongue portions 
which are extended inwardly beneath said inner 
sole member being interposed between said inner 
Sole member and said outsole. 

7. A shoe comprising an inner Sole member, an 
upper shoe portion provided with apertures which 
are spaced longitudinally of and are located adja 
cent to the lower edge of said upper shoe portion, 
a sock lining fixedly associated with said inner 
sole member and having tongues extended there 
from, the lower edge of the material forming Said 
upper shoe portion being located OutWardly of 
the marginal edge of said inner Sole member, 
certain of said tongues being extended through 
apertures of said upper shoe portion and being 
extended downward outwardly of portions of Said 
upper shoe portion so as to cause said portions 
of said upper shoe portion to be interposed be 
tween said downwardly extended tongue portions 
and marginal edge portions of Said inner Sole 
member, and others of said tongues being extend 
ed downward inwardly of portions of said upper 
shoe portion, portions of the first-mentioned and 
the second-mentioned tongues being extended in 
Wardly beneath the bottom face of said inner Sole 
member and being secured thereto, and an out 
sole secured to said inner Sole member at the 
bottom face thereof, said tongue portions which 
are extended inwardly beneath Said inner Sole 
member being interposed between said inner Sole 
member and said 'OutSOie. 

8. A shoe comprising an inner sole member, an 
upper shoe portion provided with apertures which 
are spaced longitudinally of and are located ad 
jacent to the lower edge of said upper shoe por 
tion, a sock lining fixedly associated with said 
inner sole member and having contiguous tongues 
extended therefrom, the lower edge of the mate 
rial forming said upper shoe portion being located 
outwardly of the marginal edge of said inner Sole 
member, certain of said tongues being extended 
through apertures of said upper shoe portion and 
being extended downward outwardly of portions 
of said upper shoe portion so as to cause said 
portions of said upper shoe portion to be inter 
posed between said downwardly extended tongue 
portions and marginal edge portions of said in 
ner sole member, and others of Said tongues being 
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6 
extended downward inwardly of portions of said 
upper shoe portion, portions of the first-men. 
tioned and the second-mentioned tongues being 
extended inwardly beneath the bottom face of 
said inner sole member and being secured there 
to, and an OutSole secured to said inner sole 
member at the bottom face thereof, said tongue 
portions which are extended inwardly beneath 
said inner sole member being interposed between 
Said inner sole member and said outsole. 

9. A shoe comprising an inner sole member, an 
upper shoe portion provided with apertures which 
are spaced longitudinally of and are located ad 
jacent to the lower edge of said upper shoe por 
tion, a SOck lining fixedly associated with said 
inner sole member and having integral tongues 
extended therefrom, the lower edge of the mate 
rial forming said upper shoe portion being lo 
cated outwardly of the marginal edge of said in 
ner sole member, certain of said tongues being 
extended through apertures of said upper shoe 
portion and being extended downward outwardly 
of portions of said upper shoe portion so as to 
cause said portions of said upper shoe portion to 
be interposed between said downwardly extended 
tongue portions and marginal edge portions of 
said inner sole member, and others of said tongues 
being extended downward inwardly of portions of 
said upper shoe portion, portions of the first-men 
tioned and the second-mentioned tongues being 
extended inwardly beneath the bottom face of 
said inner sole member and being secured there 
to, and an outsole secured to said inner sole mem 
ber at the bottom face thereof, Said tongue por 
tions which are extended in Wardly beneath said 
inner sole member being interposed between said 
inner sole member and said outsole. 

10. A shoe comprising a platform, an upper 
quarter provided with apertures which are spaced 
longitudinally of and are located adjacent to the 
lower edge of said upper quarter, a Wamp provided 
With apertures which are spaced longitudinally of 
and are located adjacent to the lower edge of said 
wamp, a platform cover fixedly aSSociated with 
said platform and having tongues extended there 
from, certain of Said tongues being extended 
through apertures of said upper quarter and said 
wamp and being extended downward outwardly of 
portions of said upper quarter and said vamp so 
as to cause said portions of Said upper quarter 
and said vamp to be interposed between said 
downwardly extended tongue portions and mar 
ginal edge portions of said platform, and others 
of said tongues being extended downward in 
wardly of portions of said upper quarter and of 
said vamp, portions of the first-mentioned and 
the second-mentioned tongues being extended in 
wardly beneath the bottom face of Said platform 
and being secured thereto, and an OutSole Secured 
to said platform at the bottom face thereof, said 
tongue portions which are extended inwardly 
beneath said platform being interposed between 
said platform and said outsole. 

11. A shoe comprising a platform, an upper 
quarter provided with apertures which are Spaced 
longitudinally of and are located adjacent to the 
lower edge of Said upper quarter, a Vamp pro 
vided with apertures which are Spaced longitu 
dinally of and are located adjacent to the lower 
edge of said vamp, a platform cover fixedly as 
sociated with said platform and having integral 
tongues extended therefrom, certain of Said 
tongues being extended through apertures of said 
upper quarter and said vamp and being extended 
downward outwardly of portions of said upper 
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quarter and said vamp so as to cause said por 
tions of said upper quarter and said vamp to be 
interposed between said downwardly extended 
tongue portions and marginal edge portions of 
said platform, and others of said tongues being 
extended downward inwardly of portions of said 
upper quarter and of Said Vamp, portions of the 
first-mentioned and second-mentioned tongues 
being extended inwardly beneath the bottom face 
of said platform and being secured thereto, and 
an outsole Secured to said platform at the botton 
face thereof, said tongue portions which are ex 
tended inwardly beneath said platform being in 
terposed between said platform and said outsole. 

12. A shoe comprising a platform, an upper 
quarter provided With apertures which are spaced 
longitudinally of and are located adjacent to the 
lower edge of Said upper quarter, a Wamp provided 
With apertures which are spaced longitudinally 
of and are located adjacent to the lower edge oi 
Said vamp, a platform cover fixedly associated 
With said platform and having integral tongues 
extended therefrom, the lower edges of the ma 
terial portions forming said upper quarter and 
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said vamp being located outwardly of the mar. 25 
ginal edge of Said platform, certain of said tongues 

8 
being extended through apertures of said upper 
quarter and said vamp and being extended down 
Ward OutWardly of portions of said upper quarter 
and said Vamp so as to cause said portions of said 
upper quarter and said vamp to be interposed be 
tWeen said down Wardly extended tongue portions 
and marginal edge portions of said platform, and 
others of said tongues being extended downward 
inWardly of portions of said upper quarter and 
of said Vamp, portions of the first-mentioned and 
the Second-mentioned tongues being extended in 
Wardly beneath the bottom face of said platform 
and being Secured thereto, and an outsole secured 
to said platform at the bottom face thereof, said 
tongue portions which are extended inwardly 
beneath Said platform being interposed between 
said platform and said outsole. 

CHESTER, F. WLASAK. 
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