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An image predictive encoding device can efficiently encode an image, while suppressing an increase in prediction information and

reducing the prediction error of a target block. In an im
prediction signal of a partition in a target region, it is de
When prediction information of the neighbouring re

age predictive encoding device according to one embodiment, to produce a
cided whether prediction information of a neighbouring region can be used.
gion can be used, a region width of the partition where the prediction

information of the neighbouring region is used to produce the prediction signal is determined. The prediction signal of the target

region is produced from a reconstructed signal based

on the prediction information of the target region, the prediction information

of the neighbouring region, and the region width. The prediction information, information identifying the region width, and a residual

signal between the prediction signal and an original sig
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ABSTRACT _

"An imagg predictive encoding device can efficiently encode an
image, while suppressing an increase in prediction information and
reducing the prediction error of a target bloci:. Tnan image predictive
encoding device according to one embodiment, to produce a prediction
signal of a partition in a target region, it is decided whether prediction
information of a neighbouring region can be used. When prediction
information of the neighbouring region can be used, a region width of
the partition where the prediction information of the neighbouring
region is used to produce the prediction signal is determined. The
prediction signal of the target region is produced from a reconstructed
signal based on the prediction information of the target region, the
prediction information of the neighbouring region, and the region width.
The prediction information, information identiﬁdné the region width,
and a residual signal between the prediction signal and an original
signal of the target region are encoded.
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IMAGE PREDICTIVE ENCODING DEVICE, IMAGE PREDICTIVE ENCODING
METHOD, IMAGE PREDICTIVE ENCODING PROGRAM, IMAGE PREDICTIVE
DECODING DEVICE, IMAGE PREDICTIVE DECODING METHOD, AND IMAGE
PREDICTIVE DECODING PROGRAM

This is a divisional application of Canadian Patent Application No. 3,000,726, which is a
divisional of Canadian Patent Application No. 2,921,802, which is a divisional of Canadian

Patent Application No. 2,756,419 filed March 16, 2010.
Technical Field

[0001] The present invention relates to an image predictive encoding device, an image
predictive encoding method, an image predictive encoding program, an image predictive
decoding device, an image predictive decoding method, and an image predictive decoding
program. More particularly, the present invention relates to an image predictive encoding
device, an image predictive encoding method, an image predictive encoding program, an
image predictive decoding device, an image predictive decoding method, and an image
predictive decoding program that perform predictive encoding and predictive decoding by

using region division.

Background Art

[0002] Compression encoding technology is used in order to efficiently transmit and store still

image data and moving image data. The MPEG-1 to 4 and ITU (International
Telecommunication Union) H.261 to H.264 systems are widely used for a compression

encoding system for moving pictures.

[0003] In such encoding systems, encoding processing and decoding processing are

performed after dividing an image serving as an
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encoding target into a plurality of blocks. In intra-picture preaiction
encoding, a prediction signal of a target block is produced by using an
adjacent reconstructed image signal within the same picture where the
target block is included.” The reconstructed image signal is generated
by restoring compressed image data. Next, in the intra-picture
prediction encoding, a differential signal is generateé by subtracting the
prediction 'signall from a signal of the target block, and the differential
signal is encoded. In inter-picture prediction encoding, referring to the

reconstructed image signal within a different picture from the picture

‘where the target block.is included, motion compensation is performed,

and a prediction signal is thereby produced. Next, in the inter-picture
prediction encoding, the prediction signal is subtracted from the signal
of the target block so as to produce a differential signal, and the
differential signal is encoded. A

{0004] For example, intra-picture prediction encoding of H.264 adopts
a method in which the prediction signal is produced by extrapolating, in
a predetermined direction, reconstructed pixel values treconstructed

signafs) of pixels located neighbouririg a block serving as an encoding

target. FIG. 20 is a schematic view describing the intra-picture

prediction method used in ITU H264. FIG 20(A) shows the
in&a—pictme prediction method in which extrapolation is performed in a
vertical direction. In FIG 20(A), a 4 x 4 pixel target block 802 is the
target block ser‘;ing as an encoding target. A pixel group 801
composed of pixels A to M locating neighbouring a boundary of the target
block 802 is a neighbouring region, and is an image signal that has been

reconstructed. in the past process. In prediction shown in FIG 20(A),
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pixel values of the adjacent i)i}(els A to D located directly above the
target block 802 are extrapolated downwards so as to produce a
prediction signal.

[0005] FIG 20(B) shows an intra-picture prediction method in which
extrapolation is performed in a horizontal direction. In prediction
shown in FIG 20(B), a prediction signal is produced by extrapolating
pixel values of reconstructed pixels I to L located on the left of the
target block 802 rightward.

[0006] In the intra-picture prediction method, the prediction signal
having the lowest difference from the original signal of the target block
is taken to be the optimal prediction signal, from among the nine
prediction signals produced. by the methods shown in (A) - (I) of FIG
20. Specific methods for producing the prediction signal in this way
are described, for example, in Patent Literature 1.

[0007] In typical inter-picture prediction encoding, a prediction signal is
produced by searching for a signal resembling the original signal of the
block serving as the encoding targét, from reconstructed pictures. In
the inter-picture prediction encoding, a motion vector and a residual
signal between the original signal and the prediction signal of the target
block are encoded. The motion vector is a vector indicating a spatial
displacement amount between the target block and a region where the
searched signal is located. The technique of searching for the motion
vector for each block, in this way, is called block matching,

[0008] FIG. 21 is a schematic view describing block matching. In FIG
21, a reconstructed bicture 903 is shown in (a) and a picture 90]
including a target block 902 is shown in (b). Here, a region 904 in the
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picture 903 is a region that is in the same spatial position as the target
block 902. In block matching, a search range 905 surrounding the
region 904 is set, and a region 906 that has the lowest sum of absolute
differences with respect to the original signal of the target block 902 is
detected from the search range. The signal of the region 906 becomes
a prediction signal, and a vector indicating the displacement amount
from the region 904 to the region 906 is detected as a motion vector
907.

[0009] In block matching, there is also a method in which a plurality of
reference pictures 903 are prepared, and the reference picture for
performing the block matching is selected for each target block, and
reference picture selection information is detected. In FL.264, in order
to accommodate local feature changes in images, a plurality of
prediction types with different block sizes for encoding the motion
vector are prepared. The prediction types of H.264 are described in
Patent Literature 2, for example.

[0010] In compression encoding of moving image data, each picture
(frame or field) can be encoded in any sequence. Therefore, there are
three approaches for an encoding order in the inter-picture prediction
that produces a prediction signal with reference to reconstructed
pictures. The first approach is a forward prediction that produces a
prediction signal with reference to reconstructed pictures in the pastin a
display order. The second approach is a backward prediction that
produces a prediction signal with reference to reconstructed pictures in
the future in a display order. The third approach is a bidirectional
prediction that performs both the forward prediction and the backward
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prediction so as to average the two prediction signals. These types of inter-picture prediction
are described in Patent Literature 3, for example.
Citation List
Patent Literature
[0011] Patent Literature 1: United States Patent No. 6765964 (2004-07-20)

Patent Literature 2: United States Patent No. 7003035 (2006-02-21)

Patent Literature 3: United States Patent No. 6259739 (2001-07-10)
Summary of Invention
Technical Problem
[0012] As described above, production of the prediction signal is performed for each block unit.
However, since the location and movement of a moving object may be arbitrarily set in a video,
when the picture is divided into blocks at equal intervals, there are cases that two or more
regions with different movements and patterns are included in the block. In such a case, the
prediction encoding of the movie causes a large prediction error near the edge of the object.
[0013] As described above, in H.264, in order to accommodate local feature changes in
images and suppress an increase in the prediction error, a plurality of prediction types with
different block sizes are prepared. As the block size becomes smaller, however, additional
information required to produce the prediction signal (motion vector etc.) is necessary for
each small block, resulting in an increase in code amount of the additional information. In
addition, when many block sizes are prepared, mode information to select the block size is

necessary, also resulting in an increase in code amount of the mode information.

Date Regue/Date Received 2020-12-07
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{0014] In view of those problems, one aspect of the present invention
aims to provide an image predictive encoding device, an image
predictive encoding method, and an image predictive encoding program
that can efficiently encode an image, while suppressing an increase in
prediction information, such as additional information (motion vectors
etc.) and mode information, and reducing the prediction error of the
target block. Additionally, another aspect of the present invention

aims to provide an image predictive decoding device, an image

predictive decoding method, and an image predictive decoding program

that correspond to such encoding aspect.

Solution to Problem

[0015) One aspect of the present invention relates to encoding an
image. An image predictive encoding device according to one
embodiment includes: (2) region division means for di\}iding an input
image into a plurality of regions; (b) prediction information estimation
means for producing a prediction signal of a target region among the
plurality of régions from a reconstructed signal and obtaining prediction
information that is used to produce the prediction signal, as prediction
information associated with the target region; (c) prediction information
encoding means for encoding the prediction information associated with
the target region; (d) decision means for making a comparison of the
prediction information associated with the target region and prediction
information associated with a neighbouring region located neighbouring
the target region and deciding, based on a result of the comparison,
whether the prediction information associated with the neighbouring

region can be used to produce the prediction signal of the target region;

6
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(e) region width determination means for, when it is decided by the
decision means that the prediction information associated with the
neighbouring region can be used to produce the prediction signal of the
target region, determining a region width of a partition that is included
in the target region an& where the prediction information associated
with the neighbouring region is used to produce the prediction signal;
® region width encoding means for encoding information identifying

the region width associated with the target region; (g) prediction signal

production means for producing the prediction signal of the target
region from the reconstructed signal by using the prediction information

associated with the target region, the prediction information associated

with the neighbouring region, and the region width; (h) residual signal -

production means for produciné a residual signal between the prediction

‘ signal of the target region and the original signal of the target region; (i)

residual signal encoding means for encoding the residual signal; (j)
residual signal restoration means for producing a decoded residual
signal by decoding encoded data -of the residual signal; (k) adding
means for producing a reconstructed signal of the target region by
adding the prediction signal to the decoded residual signal; and (1)
storage means for storing the reconstructed signal of the target region as
the reconstructed signal. . |

[0016] In addition, an image predictive encoding method according to
one embodiment includes: (a) a region division step for dividing an
input image into a plurality of regions; (b) a prediction information
estimation step for producing a prediction signal of a target region
among the plurality of regions from a reconstructed signal and obtaining

CA 3050582 2019-07-25
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prediction information that is used to produce the prediction signzil, as
prediction information associated with the target region; (c) a prediction
information encoding step for encoding the prediction information
associated with the target region; (d) a decision step for making a
comparison of the prediction information associated with the target
region and prediction information associated with a neighbouring region
located neighbouring the target region and deciding, based on a result of

the comparison, whether the prediction information associated with the
neighbouring region can be used to produce the prediction signal of the
t;clrget regiori; (e) a region width detérmination step for, when it is
decided in the decision step that the prediction information associated
with the neighbouring region can be used to produce the prediction
signal of the target region, determining a region width of a partition that
is included in the target region and where the prediction information
associated with the neighbouring region is used to produce the
prediction. signal; (f) a region width encoding step for encoding
information identifying the region width; (g) a prediction signal
production step for producing the prediction signal of the target region
from the reconstructed signal by using the prediction information
associated with the target region, the prediction information associated

with the neighbouring region, and the region width; (h) a residual signal

production step for producing a residual signal between the prediction -

signal of the target region and the original signal of the target region; (i)
a residual signal encoding step for encoding the residual signal; (j) a
residual signal restoration step for producing a decoded residual signal

by decoding encoded data of the residual signal; (k) a reconstructed

8
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signal production step for producing a reconstructed signal of the target
region by adding the prediction signal to the decoded residual signal;
and (1) a storage step for storing the reconstructed signal of the target
region, as the reconstructed signal.

[0017] Furthermore, an image predictive encoding program according
to one embodiment causes a computer to function as: (a) region division
means for dividing an input image into a plurality of regions; (b)
prediction information estimation means for.producing a prediction
signal of a target region among the plurality of regions from a
reconstructed signal and obtaining prediction information that is used to
produce the prediction signal, as prediction information associated with
the target region; (c) prediction information encoding means for
encoding the prediction information associated With the target region;
(d) decision means for making a comparison of the prediction
information associated with the target region and prediction information
associated with a neighbouring region located neighbouring the target
region and deciding, based on a result of the comparison, whether the
prediction information associated with the neighbouring region can be
used to produce the prediction signai of the target region; (e) region
width determination means for, when it is decided by. the decision
means that the prediction information associated with the neighbouring
region can be used to produce the prediction signal of the target region,

determining a region width of a partition that is included in the target

"region and where the prediction information associated with the

neighbouring region is used to produce the prediction signal; (f) region

width encoding means for encoding information identifying the region

CA 3050582 2019-07-25
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width; (g) prediction signal production means for producing the
prediction signal of the target region from the reconstructed signal by
using the prediction information associated with the target region, the
prediction information associated with the neighbouring region, and the
region width; (h) residual signal production means for producing a
residual signal between the prediction signal of the target region and the
original signal of the target region; (i) residual signal encoding means
for encoding the residual signal; (j) residual signal restoration means for
producing a decoded residual signal by decoding encoded data of the
residual signal; (k) adding means for producing a reconstructed signal of
the target region by adding the prediction signal to the decoded residual
signal; and (1) storage means for storing the reconstructed signal of the
target region as the reconstructed signal.

[0018] According to an encoding aspect of the present invention, when
the prediction informaﬁ;)n of the neighbouring region can be used, the
prediction signal of the partition in the target region is produced by
using the prediction .information of the neighbouring region.
Therefore, éccording to the encoding aspect of the present invention,
prediction error of the térget region where an edge exists can be
reduced. In addition, since the prediction information of the
neighbouring region is used to produce the prediction signal of fhe
partition in the target region, it is possible to suppress an increase in an
amount of prediction information.

[0019] In one embodiment, when it is decided that the prediction
information associated with the target region and the prediction

information associated with the neighbouring region are the same,

10
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similar, equal, matching, or identical, it may be decided that the
prediction information associated with the neighbouring region is not
used to produce the prediction signal of the target region. This is
because when the prediction information associated with the target
region and the prediction information associated with the neighbouring
region are the same, a reduction in the prediction error of the target
region is not achieved. _

[0020] In one embodiment, when it is decided that a combination of the
prediction information associated with the target region and the
prediction information associated with the neighbouring region fails to
satisfy a predeter}:nined condition, it may be decided that the prediction
information associated with the neighbouring region is not used to
produce the prediction signal of the target region.

[0021] In an encoding aspect of the present invention, when it is
decided that the prediction information associated with the neighbouring
region fails to be used to produce the prediction signal of the target
region, encoded data of the region width associated with the target
region may not be output. The code amount is thereby reduced.

[0022] In one embodiment, the neighbouring region may be two
neighbouring regions one of which is on the left of and the other is on
top of the target region. In such case, when it is decided that both of
prediction information associated with the two neighbouring regions can
be used to produce the prediction signal of the target region,
identification information that identifies a neighbouring region having
the prediction information to be used to produce the prediction signal of

the target region from the two neighbouring regions, can be encoded.

11
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_According to such a feature, it is possible to produce the prediction

signal of the partition from an optimal neighbouring region out of the
two neighbouring regions, thereby the further reduction in the prediction
error is achieved.

{0023] Another aspect of the present invention relates to decoding of an
image. An image predictive decoding device according to one
embodiment includes: (a) data analysis means for extracting, from
compressed data which has been produced by dividing an image into a
plurality of regions and encoding the régions, encoded data of
prediction information that has been used to produce a prediction signal
of a target region, enood.ed data of information identifying a region
width of a partition in the target region where prediction information
associated with a neighbouring region located néighbouring the target
region has been used to produce the prediction signal, and encoded data
of a residual signal; (b) prediction information decoding means for
restoring the prediction information associated with the target region by
decoding the encoded data of the prediction information; (c) decision
means for making a comparison of the prediction information associated
with the target region aﬂd the prediction information associated with the
neighbouring region, and deciding, based on a result of the comparison,
whether the prediction information associated with the neighbouring
region can be used to produce the prediction signal of the target region;

(d) region width decoding means for, when it is decided by the decision

means that the prediction information associated with the neighbouring .

region can be used to produce the prediction signal of the target region,

restoring the region width by decoding the encoded data of the

12
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information identifying the region width; (e) prediction signal
production means for producing the prediction signal of the target
region from a reconstructed signal by using the prediction information
associated with the target region, the prediction information associated
with the neighbouring region, and the region width; (f) residual signal
restoration means for restoring a decoded residual signal of the target
region from the encoded data of the residual signal; (g) adding means
for producing a reconstructed signal of the target region by adding the
prediction signal of the target region to the decoded residual signal;‘ and
(h) storage means for storing the reconstructed signal of the target
region as the reconstructed signal.

[0024] In addition, an image predictive decoding method according to
one embodiment includes: (a) a data analysis step for extracting, from
compressed data which has been generated by dividing an image into a
plurality of regions and encoding the regions, encoded data of
prediction information that has been used to produce a prediction signal
of a target region, encoded data of information identifying a region
width of.a partition in the target region where prediction information
associated with a neighbouring region located neighbouring the target
region has been used to produce the prediction signal, and encoded data
of a residual signal; (b) a prediction information decoding step for
restoring the prediction informiation .associated with the target region by
decoding the encoded data of the prediction information; (c) a decision
step for making a comparisen of the prediction information. associated
with the target region and the prediction information associated with the

neighbouring region, and deciding, based on a result of the comparison,

13
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whether the prediction information -associated with the neighbouring
region can be used to produce the prediction signal of the target region;
(d) a region width decoding step for, when it is decided in the decision
step that the prediction information associated with the neighbouring
region can be used to produce the prediction signal of the target region,
restoring the region width by decoding the encoded data of the

information identifying the region width; (¢) a prediction signal

producﬁon step for producing the prediction signal of the target region

from a reconstructed signal by using the prediction information
associated with the target region, the prediction information associated
with the. neighbouring region, and the region width; (f) a residual signal
restoration step for restoring a decoded residual signal of the target
region from the encoded data of the residual signal; (g) a reconstructed
signal production step for producing a reconstructed signal of the target
région by adding the prediction signal of the target region to the
decoded residual signal; and (h) a storage step for storing the
reconstructed signal of the target region as the reconstructed signal.

[0025] Furthermore, an image predictive decoding program according
to one embodiment causes a computer to function as: (a) data analysis
means for extracting, from compressed data which has been produced
by dividing an image into a plurality of regions and encoding the
regions, encoded data of predictidn information that has been used to
produce a prediction signal of a target region; encoded data of
information identifying a region width of a partition in the target region
where prediction information associated with a neighbouring region

located neighbouring the target region has been used to produce the

14
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prediction signal; and encoded data of a residual signal; (b) prediction
information decoding means for restoring the prediction information
associated with the target region by decoding the encoded data of the
prediction information; (c) decision means for making a comparison of
the prediction information associated with the target region and the
prediction information associated with the neighbouring region and
deciding, based on a result of the comparison, whether the prediction
information associated with the neighbouring region can be used to
produce the prediction signal of the target region; (d) region width
decoding means for, when it is decided by the decision means that the
prediction information associated with the neighbouring region can be
used to produce the prediction sigﬁa.l of the target region, restoring the
region width by decoding the encoded data of the information
identifying the region width; (e) prediction signal production means for
producing the prediction signal of the target region from a reconstructed
signal by using the prediction information associated with the target
region, the prediction information associated with the neighbouring
region, and the region width; (f) residual signal restoration means for
restoring a decoded residual signal of the target region from the encoded
data of the residual signal; (g) adding means for producing a
reconstructed signal of the target region by adding the prediction signal
of the target region to the decoded residual signal; and (h) storage
means for storing the reconsh'ucted.si@al of the target region as the
reconstructed signal. .

[0026] The present invention according to such decoding enables to
preferably reproduce an image from the compressed data produced by

15
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. encoding of the present invention described above.

.[0027] In one embodiment, when it is decided that the predlctlon

information associated with the target region and’ the predlchon

information associated with the nelghbourmg region are the same, it

. may be decided that the prediction mformahon assoc1ated with the
nelghbounng region fa.lls to be used to produce the predwtxon signal of -
_the target reglon. 'In addition, when it is decided that a combination of

the prediction information associated with the target region and the

- prediction inform'aﬁon associated with the neighbouring region fails to
satisfy a predetermined condition, it may be decided that the prediction
inform'ation associated with the neighbouring region fails to be used to -

produce the prediction signal of the target region.

[0028] In one embodiment, when it is decided thaf the predlctmn -

information associated with the ne1ghbounng region fails to be used to

produce the prediction signal of the target regionm, the‘.r_egmn w1dth

" associated with the target region may be set to 0.

[0029] In one embodiment, the neighbouring region. may be two
neighbouring regxons one of which is on the left-of and the other is on

top of the target region. In such case, when it is decided that both

+ prediction information associated with the two neighbouring regions can
. be used to produce the prediction signal of the target region, the region -
‘width decoding means can decode identification “information that

identifies a neighbouring region having the prcdlc’aon mformahon to be

-used to produce the prediction signal of the target region from the two

rieighbouring regions.

16
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[0029a] According to one aspect of the present invention, there is provided an image
predictive decoding method comprising: data extraction step for extracting, from compressed
data where an image is divided into a plurality of regions and encoded, encoded data of
prediction information that is used to produce a prediction signal of a target region, encoded
data of a region width of a partition in the target region, and encoded data of a residual signal,;
regional information restoration step for restoring the region width of the partition by
decoding the encoded data of the region width of the partition; prediction signal production
step for, when specifying that the target region is not divided, specifying a neighbouring
region among a plurality of neighbouring region neighbouring to the target region based on
identification information decoded from encoded data of the identification information
included in the compressed data to produce a prediction signal of the target region, by using
prediction information including (i) mode information that specifies an inter-picture
prediction method, (ii) a reference picture number, and (iii) a motion vector, all of which are
attached to the specified neighbouring region; residual signal restoration step for restoring a
reproduction residual signal of the target region from the encoded data of the residual signal,
signal production step for producing the reproduction signal of the target region based on the
prediction signal of the target region and the reproduction residual signal; and storage step for

storing the reproduction signal of the target region as the reconstructed signal.

[0029b] According to another aspect of the present invention, there is provided an
image predictive encoding method comprising: region division step for dividing an input
image into a plurality of regions; prediction information estimation step for producing a
prediction signal of a pixel signal of a target region among the plurality of regions from a
reconstructed signal and obtaining prediction information that is used to produce the
prediction signal, as prediction information associated with the target region; prediction
information encoding step for encoding the prediction information associated with the target
region; partition determination step for determining a region width of a partition in the target
region and where the prediction information associated with the neighbouring region is used
to produce the prediction signal; partition encoding step for encoding information for
specifying a region width of a partition; prediction signal production step for, when specifying

that the target region is not divided, specifying a neighbouring region among a plurality of

16a
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neighbouring region neighbouring to the target region based on identification information to
produce a prediction signal of the target region, by using prediction information including (i)
mode information that specifies an inter-picture prediction method, (ii) a reference picture
number, and (iii) a motion vector, all of which are attached to the specified neighbouring
region; residual signal production step for producing a residual signal between the prediction
signal of the target region and the pixel signal of the target region; residual signal encoding
step for encoding the residual signal; residual signal restoration step for producing a
reproduction residual signal by decoding encoded data of the residual signal; adding step for
producing a reproduction signal of the target region by adding the prediction signal to the
reproduction residual signal; and storage step for storing the reproduction signal of the target

region as the reconstructed signal.

[0029¢] According to another aspect of the present invention, there is provided an
image predictive decoder comprising a processor programmed to: extract, from compressed
data where an image is divided into a plurality of regions and encoded, encoded data of
prediction information that is used to produce a prediction signal of a target region, encoded
data of a region width of a partition in the target region, and encoded data of a residual signal,;
restore the region width of the partition by decoding the encoded data of the region width of
the partition; specify that the target region is not divided, specify a neighbouring region
among a plurality of neighbouring region neighbouring to the target region based on
identification information decoded from encoded data of the identification information
included in the compressed data to produce a prediction signal of the target region, by using
prediction information including (i) mode information that specifies an inter-picture
prediction method, (ii) a reference picture number, and (iii) a motion vector, all of which are
attached to the specified neighbouring region; restore a reproduction residual signal of the
target region from the encoded data of the residual signal; produce the reproduction signal of
the target region based on the prediction signal of the target region and the reproduction
residual signal; and store the reproduction signal of the target region as the reconstructed

signal.
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[0029d] According to another aspect of the present invention, there is provided an
image predictive encoder comprising a processor programmed to: divide an input image into a
plurality of regions; produce a prediction signal of a pixel signal of a target region among the
plurality of regions from a reconstructed signal and obtaining prediction information that is
used to produce the prediction signal, as prediction information associated with the target
region; encode the prediction information associated with the target region; determine a
region width of a partition in the target region and where the prediction information associated
with the neighbouring region is used to produce the prediction signal; encode information for
specifying a region width of the partition; when specifying that the target region is not
divided, specify a neighbouring region among a plurality of neighbouring region neighbouring
to the target region based on identification information to produce a prediction signal of the
target region, by using prediction information including (i) mode information that specifies an
inter-picture prediction method, (ii) a reference picture number, and (iii) a motion vector, all
of which are attached to the specified neighbouring region; produce a residual signal between
the prediction signal of the target region and the pixel signal of the target region; encode the
residual signal; produce a reproduction residual signal by decoding encoded data of the
residual signal; produce a reproduction signal of the target region by adding the prediction
signal to the reproduction residual signal; and store the reproduction signal of the target region

as the reconstructed signal.

[0029¢] According to another aspect of the present invention, there is provided a non-
transitory recording medium storing a computer program executed by an image predictive
decoder to implement: extracting, from compressed data where an image is divided into a
plurality of regions and encoded, encoded data of prediction information that is used to
produce a prediction signal of a target region, encoded data of a region width of a partition in
the target region, and encoded data of a residual signal; restoring the region width of the
partition by decoding the encoded data of the region width of the partition; when specifying
that the target region is not divided, specifying a neighbouring region among a plurality of
neighbouring region neighbouring to the target region based on identification information
decoded from encoded data of the identification information included in the compressed data

to produce a prediction signal of the target region, by using prediction information including
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(1) mode information that specifies an inter-picture prediction method, (ii) a reference picture
number, and (iii) a motion vector, all of which are attached to the specified neighbouring
region; restoring a reproduction residual signal of the target region from the encoded data of
the residual signal; producing the reproduction signal of the target region based on the
prediction signal of the target region and the reproduction residual signal; and storing the

reproduction signal of the target region as the reconstructed signal.

[0029f] According to another aspect of the present invention, there is provided a non-
transitory recording medium storing a computer program executed by an image predictive
encoder to implement: dividing an input image into a plurality of regions; producing a
prediction signal of a pixel signal of a target region among the plurality of regions from a
reconstructed signal and obtaining prediction information that is used to produce the
prediction signal, as prediction information associated with the target region; encoding the
prediction information associated with the target region; determining a region width of the
partition in the target region and where the prediction information associated with the
neighbouring region is used to produce the prediction signal; encoding information for
specifying a region width of a partition; when specifying that the target region is not divided,
specifying a neighbouring region among a plurality of neighbouring region neighbouring to
the target region based on identification information to produce a prediction signal of the
target region, by using prediction information including (i) mode information that specifies an
inter-picture prediction method, (ii) a reference picture number, and (iii) a motion vector, all
of which are attached to the specified neighbouring region; producing a residual signal
between the prediction signal of the target region and the pixel signal of the target region;
encoding the residual signal; producing a reproduction residual signal by decoding encoded
data of the residual signal; producing a reproduction signal of the target region by adding the
prediction signal to the reproduction residual signal; and storing the reproduction signal of the

target region as the reconstructed signal.

Advantageous Effects of Invention
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[0030] As described above, according to the present invention, an
image predictive encoding device, an image predictive encoding method
and an image predictive encoding program that can efficiently encode
an image by suppressing an increase in prediction information and
reducing prediction error of a target block, are provided. In addition,
according to the present invention, an image predictive decoding device,
an image predictive decoding method and an image predictive decoding
program are correspondingly provided.
Brief Description of Drawings
[0031] FIG. 1 is a diagram showing an image predictive encoding
device according to one embodiment;

FIG. 2 is a diagram illustrating a partition in a target block where
a prediction signal is produced by using prediction information of a;
neighbouring block;

FIG. 3 is a flowchart showing procedures of an image predictive
encoding method according to one embodiment;

FIG. 4 is a detailed flowchart of step S108 in FIG. 3;

FIG. 5 is a detailed flowchart of step 5202 in FIG. 4;

FIG. 6 is a detailed flowchart of step S110 in FIG 3;

FIG 7 is a diagram showing an image predictive decoding
device according to one embodiment;

FIG 8 is a flowchart of an image predictive decoding method
according to one embodiment;

FIG. 9 is a detailed flowchart of step S508 in FIG 8;

FIG 10 is a diagram illustrating another example of the
neighbouring block; ‘
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FIG 11 is a flowchart shdwing detailed procedures of another
example of step S108 in FIG. 3;

FIG 12 is a flowchart showing detailed procedures of another
example of step S508 in FIG §;

FIG 13 is a diagram illustrating another example of the partition
in the target block where the prediction signal is produced by using the
prediction information of the neighbouring block;

FIG 14 is a diagram showing another example of the partition;

FIG 15 is a diagram showing other examples of the target block
and the neighbouring block;

FIG 16 is a diagram showing an image predictive encoding
program according to one embodiment;

FIG 17 is a diagram showing an image predictive decoding
program according to one embodiment;

FIG 18 is diagram showing a hardware structure of a computer
for executing a program stored in a record medium;

FIG19 is a perspective view of the computer for executing the
program stored in the record medium;

FIG 20 is a schematic view describing an intra-picture
prediction method used in ITU H.264p; and

FIG. 21 is a schematic view describing block matching.
Description of Embodiments
[0032] The preferable embodiments of the present invention are
described in detail below with reference to the drawings. In each
drawing, parts that are the same or equivalent are labeled with the same

reference numerals.
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[0033] FIG. 1 is a diagram showing an image predictive encoding
device according to one embodiment, An image predictive encoding
device 100 shown in FIG 1 includes an input terminal.IOZ, a block
division unit 104, a prediction signal generator 106, a frame memory
108, a subtractor 110, a transformer 112, a quantizer 114, an inverse
quantizer 116, an inverse transformer 118, an adder 120, a quantized
transformed coefficient encoder 122, an output terminal 124, a
prediction information estimator 126, ‘a prediction information memory
128, a decision unit 130, a prediction information encoder 132, a region
width determiner 134 and a region width encoder 136. The
transformer 112, the quantizer 114, and the quaﬁtized transformed
coefficient encoder 122 function as residual signal encoding means,
while the inverse quantizer 116 and the inverse transformer 118 function
as residual signal restoration means.

[0034] Each component of the image predictive encoding device 100
will be described below. The input terminal 102 is a terminal for
inputting a signal of a moving picture. The signal of the moving
picture is a signal that includes a plurality of images. The input
terminal 102 is connected through a line 1102 to the block division unit
104,

[0035] The block division unit 104 divides the image that is included in
the signal of the moving picture into a plurality of regions.
Specifically, the block division unit 104 sequentially selects the plurality
of images that are included in the signal of the moving picture as an
encoding target image. The block division unit 104 divides the
selected image into a plurality of regions. In the present embodiment,
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the region is a 8 x 8 pixel block. However, the block with different
sizes and/or shapes may be used as the region. ' The block division unit

104 is connected through a line L104 to the prediction information
estimator 126.

[0036] The prediction information estimator 126 detects prediction
information required to produce a prediction signal of a target region (a
target block) that is the target of encoding processing. ~ As for a method
for producing prediction information that is a prediction method,

- intra-picture prediction or inter-picture prediction that was described in

the background art, is applicable. The present invention, however, is
not limited to such prediction methods. The description below is given
in the case where the block matching shown in FIG 21 is.performed in a
prediction process. When the block matching is used, the prediction
information includes motion vectors, reference picture selection
information and the like. Hereinafter, prediction information that is
detected to produce the prediction signal of the target block is referred
to as "prediction information associated with a target block”. The
prediction information estimator 126 is connected through a line L126a
and a line L126b to the prediction information memory 128 and the
prediction information encoder 132, respectively.

[0037] The prediction information memory 128 receives the prediction
information through the line L126a from the prediction information
estimator 126 and stores the prediction information. The prediction
information memory 128 is connected through a line L128 to the
decision unit 130.

[0038] The prediction information encoder 132 receives the prediction
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information through the line L126b from the prediction information
estimator 126. The prediction information encoder 132 entropy-codes -
the received prediction information to produce encoded data and outputs
the encoded data through a line L132 to the output terminal 124,
Examples of entropy encoding include arithmetic coding,
variable-length coding and the like, but the present invention is not
limited to such entropy encoding methods.

[0039] The decision unit 130 receives the prediction information
associa;céd with the target block and the prediction information
associated with a neighbouring block through the line L1128 from the
prediction information memory 128. The neighbouring block is a
neighbouring region located neighbouring the target block and is an
already encoded region. The decision wnit 130 compares the
prediction information associated with the target block against the
prediction information associated with the neighbouring block, and

decides whether the prediction information associated with the

~ neighbouring block can be used to produce the prediction signal of the

target block.

[0040] Specifically, the decision unit 130 compares the prediction
information associated with the target block against the prediction
information associated with the neighbouring block, and when the two
pieces of prediction information coincide, it decides that the prediction
information associated with the neighbouring block will not be used to
produce the prediction signal of the target block. This is because,
when the two pieces of prediction information coincide, the prediction

signal of a partition of the target block produced by using the prediction
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information associated with the neighbouring block may result in the
same as the prediction signal produced by using the prediction
information associated with the target block. That s, reduction in
prediction error cannot be expected.

[0041] On the other hand, when the two pieces of brediction
information are different, the decision unit 130 decides that the
prediction information associated with the neighbouring block can be
used to produce the prediction signal of the target block. The decision
unit 130 is connected thfough a line L130 to the region width
determiner 134 and the region width encoder 136, and a comparison
(decision) result by the decision unit 130 is output through the line L130
to the region width determiner 134 and the region width encoder 136.
Hereinafter, the decision result of a case when the prediction
information associated with the neighbouring block will not be used to
produce the prediction signal of the target block, is referred to as the
decision result indicating "unusable”, while the decision result of a case
when the prediction information associated with the neighbouring block
can be used to produce the prediction signal of the target block, is
referred to as the decision result indicating "usable”. Operations of the
decision unit 130 are described in detail below.

[0042] The region width determiner 134 receives the decision result
through the line 1130 from the decision unit 130. When the decision
result indicates "usable”, the region width determiner 134 determines a
region width of the partition of the target block where the prediction
signal is produced by using the prediction information associated with
the neighbouring block. Therefore, the region width determiner 134
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recejves the prediction information associated with the target block and
the .prediction information associated with the neighbouring block
through a line L128a from the prediction information memory 128.
Furthermore, the region width determiner 134 receives a reconstructed
signal from the frame memory 108 and receives an original signal of the
target block from the block division unit 104.

[0043] FIG. 2 is a diagram describing the partition of the target block
where the prediction signal is produced by using the prediction
information of the neighbouriﬁg block. FIG. 2 shows a case where a
neighbouring block Bl on the left of a target block Bt serves as the
neighbouring block, but the neighbouring block in the present invention
may be a neighbouring block on the top of the target block or both
neighbouring blocks on the left and on the top of the target block.

There are cases that neighbouring blocks on the right and on the bottom .

of the target block can be used as the neighbouring block.

[0044] As shown in FIG. 2, the target block Bt and the neighbouring
block B1 are a 8§ x 8 pixel block. In FIG 2, a top-left pixel position
{(horizontal position, vertical position) is represented by (0, 0), while a
bottom-right pixel position (horizontal position, vertical position) is
represented by (7, 7). A partition R2 shown in FIG 2 is aregion where
the prediction information of the neighbouring block Bl is used to

produce the prediction signal and a region width thereof is w in a

- horizontal direction. That is, the partition R2 is surrounded by four .

pixel positions of (0, 0), (w-1, 0), (0, 7) and (w-1, 7). A partition Rl is
a region where the prediction information associated with the target

block is used to produce the prediction signal.
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[0045] In the present embodiment, the region width can be set from 0 to

8 pixels with one pixel increment. The region width determiner 134 of
the present embodiment produces the prediction signal of the target
block with respect to each of 9 settable region widths and selects the
region width having the lowest absolute sum of the prediction error or
the lowest square sum thereof. The process is performed by acquiring
an original signal of the target block and the prediction information
associated with the target block and the prediction information
associated with the neighbouring block from the block division unit 104
and the prediction information memory 128, respectively and by
producing the prediction signal of the target block, based on these
pieces of prediction information and the region width, from the
reconstructed signal that is stored in the frame memory 108. A method
for determining the region width and candidates for the settable region
width are not particularly limited. For example, the seftable region
widths may be pixel widths that are specified by multiples of 2, and can
take any one or more width. Additionally, a plurality of settable region
widths are prepared and selection information may be encoded for each
sequence unit, each frame unit or each block unit.

{0046] The region width determiner 134 is connected through a line
L134a énd a line L134b to the region width encoder 136 and the
prediction signal generator 106, respectively. 'The region width
deferinincr 134 outputs the determined region width (information
identifying the region width) through the line L.134a and the line L134b
to the region width encoder 136 and the prediction signal generator 106.

[0047] When the decision result received from the decision unit 130
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indicates "usable”, the region width encoder 136 entropy-codes the
region width received through the line L134a to produce encoded dsta.
The region width encoder 136 may use an entropy-coding method, such
as arithmetic coding or variable-length coding, but the present invention
is not limited to such encoding methods.

[0048] The region width encoder 136 is connected through a line L136
to the output terminal 124, and the encoded data produced by the region
width encoder 136 is output through the line 1136 to the output terminal
124.

[0049] The prediction signal generator 106 receives two pieces of
prediction information associated with the target block and the
neighbouring block through a line L128b from the prediction
information memory 128. Additionally, the prediction signal generator
106 receives the region width through the line 1.134b from the region
width determiner 134, and receives the reconstructed signal through a
line L108 from the frame memory 108. The prediction signal
generator 106 uses the two pieces of prediction information and the
region width received to produce the prediction signal of the target
block ﬁoﬁ the reconstructed signal. Examples of a method for
producing the prediction signal are described below. The prediction
signal generator 106 is connected thfough a line 1.106 to the subtractor
110. The prediction signal produced by the prediction signal generator
106 is output through the line 1106 to the subtractor 110.

[0050] The subtractor 110 is connected through a line 1.104b to the
block division unit 104. The subtractor 110 subtracts the prediction
signal of the target block produced by the prediction signal generator
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106 from the original signal of the target block, which is received
through the line L104b from the block division unit 104. A residual

. signal is produced through such subtraction. The subtractor 110 is

connected through a line 1110 to the transformer 112 and the residual
signal is output through the line .110 to the transformer 112.

[0051] The transformer 112 applies a discrete cosine transform to the
input residual signal to produce transformed coefficients. The
quantizer 114 receives the transformed coefficients through a line L112
from the transformer 112. The quantizer 114 quantizes the
transformed coefficients to produce quantized transformed coefficients.
The quantized transformed coefficient encoder 122 receives the
quantized transformed coefficients through a line L114 from the
quantizer 114 and entropy-codes the quantized transformed coefficients
to produce encoded data. The quantized transformed coefficient
encoder 122 outputs the encoded data produced through a line L122 to
the output terminal 124. As an entropy-coding method for the
quantized transformed coefficient encoder 122, arithmetic coding or

variable-length coding may be used, but the present invention is not
limited to such coding methods.

[0052] The output terminal 124 collectively outputs the encoded data ‘
received from the prediction information encoder 132, the region width
encoder 136 and the quantized transformed coefficient encoder 122,
outside.

[0053] The iﬁverse quantizer 116 receives the quantized transformed
coefficients through a line 1.114b from the quantizer 114. The inverse
quantizer 116 inversely quantizes the received quantized transformed
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coefficients to restore transformed coefficients.  The inverse
transformer 118 receives the transformed coefficients through a line
1116 from the inverse quantizer 116 and applies an inverse discrete
cosine transform to the transformed coefficients so as to restore a
residual signal (decoded residual signal). The adder 120 receives the
decoded residual signal through a line L118 from the inverse
transformer 118 and receives the prediction signal through a line L106b
from the prediction signal generator 106. The adder 120 adds the
received decoded residual signal to the prediction signal to reproduce a
signal of the target block (reconstructed signal). The reconstructed
signal produced by the adder 120 is output through a line L1120 to the
frame memory 108 and stored in thé frame memory 108 as the
reconstructed signal. ‘

[0054] The present embodiment uses the transformer 112 and the
inverse transformer 118, but another transform process may be used as
alternatives of these jransfonners. In addition, the transformer 112 and
the inverse transformer 118 are not indispensable. In this way, in order
to be used for producing the prediction signal of the subsequent target
block, the reconstructed signal of the encoded target block is restored in
an inverse process and stored in the frame memory 108.

[0055] Moreover, the structure of the encoder is not limited to the one
shown in FIG 1. For example, the decision unit 130 and the prediction
information memory 128 may be included in the prediction signal
generator 106. In addition, the region width determiner 134 may be
included in the prediction information estimator 126.

[0056] With reference to operations of the image predictive encoding

27

CA 3050582 2019-07-25




10

15

20

25

device 100, an image predictive encoding method of one embodiment is
described below. In addition,.detailed operations of the decision unit
130, the region width determiner 134 and the prediction signal generator
106 are described.

{00571 FIG. 3 is a flowchart showing procedufes of the image predictive
encoding method according to one embodiment. As shown in FIG. 3,
in the present image predictive encoding method, first in step S100, the
block division unit 104 divides an encoding target image into a plurality
of bloci(s. Then in step $102, one block is selected from the plurality
of blocks as an encoding target block.

[0058) Then in step S104, the prediction information estimator 126
determines prediction information of the target block. The prediction
information is encoded in the following step S106 by the prediction
information encoder 132.

[0059] Next, the present image predictive encoding method proceeds to
step S108. FIG 4 is a detailed flowchart of step S108 in FIG. 3. In
the process of step S108, first in step S200, two pieces of prediction
information associated with the target block and the neighbouring block
are input in the decision unit 130. Then in step S202, the decision unit
130 decides whether the prediction information of the neighbouring
block can be used to produce the prediction signal of the target block.
[0060] FIG. 5 is a detailed flowchart of step S202 in FIG 4. As shown
in FIG 5, in the process of step S202, first in step S300, the décision
unit 130 decides whether the two pieces of prediction information

associated with the target block and the neighbouring block coincide.

, When the decision in step S300 is true (Yes), that is when the two pieces
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of prediction information associated with the target block and the
neighbouring block coincide, the decision unit 130 outputs a decision
result indicating "unusable” in step S302.

[0061] On the other hand, when the decision in step S300 is false (No),
the process proceeds to step S304. In step S304, the decision unit 130
decides whether the prediction information associated with the
neighbouring block is in an usable state to produce the prediction signal

* of the target block. When the decision in step $304 is true (Yes), the

decision unit 130 outputs the decision result indicating "usable” in the
following step S306. On the other hand, when the decision in step
S304 is false (No), the decision unit 130 conducts the process of step
S302 described above;. ‘

[0062] When it is decided that the prediction information associated
with the neighbouring block is in an unusable state in step S304, there
are cases where (1) the neighbouring block is outside a picture; (2) a
combination of the prediction information of the target block and the
prediction information of the neighbouring block is not approved; and
the like.

[0063] In this way, the decision unit 130 decides, in accordance with a
predetermined rule, whether to use the prediction information associated
with the neighbouring block to produce the prediction signal of the
partition of the target region. The rule is not required to be
transmitted, if the encoder and the decoder share the information in
advance, but it may be encoded and transmitted. For example, there is
a method in which a plurality of such rules are prepared and which rule

to be applied is transmitted for each frame unit, each sequence unit, or
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each block unit.

[0064] Referring to FIG 4 again, next, the present image predictive
encoding method proceeds to step S204. In step S204, the region
width determiner 134 refers to the decision result of the decision unit
130 and decides whether the decision result indicates "usable” or not.
When the decision result of the decision unit 130 indicates "unusable”,
the process of step S108 ends.

[0065] On the other hand, when the decision result of the decision unit
130 indicates "usable”, the region width determiner 134 selects, in the
following step S206, the region width of the partition of the target
region to be predicted by using the prediction information associated
with the neighbouring block, from among candidates prepared in
advance. Then in step S208, the region width encoder 136 encodes the
determined region width.

[0066] Referring to FIG. 3 again, the process proceeds from step S108
to step S110. In step S110, the prediction signal generator 106 uses the
two pieces of prediction information associated with the target block
and the neighbouring block, and the region width determined by the
region width determiner 134, to produce the prediction signal of the
target block from the reconstructed signal stored in the frame memory
108.

[0067] One example of detailed operations of the prediction signal
generator 106 in step S110 is described below. FIG 6 is a detailed
flowchart of step S110 in FIG 3. FIG 6 shows operations of the
prediction signal generator 106, when, as shown in FIG 2, the
prediction signal of a partition R2 in a 8 x 8 pixel target block is
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produced by using the prediction information associated with the
neighbouring block on the left.

[0068] As shown in FIG. 6, first in step S400, the prediction signal
generator 106 acquires prediction information Pt associated with the
target block and prediction information Pn associated with the
neigﬁbouring block. Then in step S402, the prediction signal generator
106 acquires a region width w from the region width determiner 134,
[0069] Next in step S404, the prediction signal generator 106 uses the
prediction information Pt and the region width w to produce the
prediction signal of the partition R1 in the target block shown in FIG 2
from the reconstructed signal. Next in step S406, the prediction signal
generator 106 uses the prediction information Pn and the region width w
to produce a prediction signal of the partition R2 in the target block
from the reconstructed signal. In the example shown in FIG. 2, when
the region width w is 0, step S406 can be omitted. in addition, when
the region width is 8, step S404 can be omitted.

[0070] Referring to FIG 3 again, the image predictive encoding method
proceeds to step S112. In step S112, the subtractor 110 uses the
original signal and the prediction signal of the target block to produce a
residual signal. In the following step S114, the transformer 112, the
quantizer 114 and the quantized transformed coefficient encoder 122
transform and encode the residual signal to produce ericoded data.
[0071] Then in step S116, the inverse quantizer 116 and the inverse
transforrner 118 restore a decoded residual signal from quantized
transformed coefficients. In the following step S118, the adder 120
adds the decoded residual signal to the prediction signal to produce a
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reconstructed signal. Then in step S120, the reconstructed signal is
stored in the frame meﬁlory 108 as the reconstructed signal.

[0072] Next in step S122, whether all blocks are processed as the target
block is checked and when the process on all blocks is uncompleted,
one of unprocessed blocks is selected as the target block and the process
from step 5102 is performed. On the other hand, when the process on
all blocks is completed, the process of the present image predictive
encoding method ends. :

[0073] An image predictive decoding device according to one
embodiment is described below. FIG 7 is a diagram showing the
image predictive decoding device according to one embodiment. An
image predictive &coding device 200 shown in FIG. 7 is provided with
an input terminal 202, a data analyzer 204, an inverse quantizer 206, an
inverse transformer 208, an adder 210, an output terminal 212, a
quantized transformed coefficient decoder 214, a prediction information
decoder 216, a region width decoder 218, the frame memory 108, the
prediction signal generator 106, the prediction information memory 128,
and the decision unit 130. The inverse quantizer 206, the inverse
transformer 208 and the quantized transformed coefficient decoder 214
function as residual signal restoration means. For decoding means
including the inverse quantizer 206 and the inverse transformer 208,
alternatives may be used. In addition, the inverse transformer 208 may
be eliminated.

[0074] Each component of the image predictive decoding device 200 is
described in detail below. The input terminal 202 inputs compressed

data that has been compression-encoded by the image predictive
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encoding device 100 {or the image predictive encoding method)
described above. The compressed data includes, with respect to each
of a plurality of blocks in an image, encoded data of quantized
transformed coefficients produced by transform-quantizing and
entropy-coding a fesidual signal; encoded data of prediction information
for producing a prediction signal; and encoded data of a region width of
a partition in the block where the prediction signal is produced by using
the prediction information associated with a neighbouring block located
neighbouring a target block. In the present embodiment, the prediction
information includes a motion vector and a reference picture number
and the like. The input terminal 202 is connected via a line 1.202 to
the data analyzer 204.

[0075] The data analyzer 204 receives the compressed data through the
line 1.202 from the input terminal 202. The data analyzer 204 analyzes
the received compressed data and separates the compressed data, with
respect to a decoding target block, into the encoded data of the
quantized transformed coefficients; the encoded data of the prediction
information; and the encoded dz}ta of the region width. The data
analyzer 204 outputs the encoded data of the region width through a line
1.204a to the region width decoder 218; ou;tputs the encoded data of the
prediction information through a line L204b to the prediction
information decoder 216; and outputs the encoded data of the quantized
transformed coefficients through a line 1204c to the quantized
transformed coefficient decoder 214. _

[0076] The prediction information decoder 216 entropy-decodes the

encoded data of the prediction information associated with the target
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block to obtain prediction information. The prediction information
decoder 216 is connected through a line L216 to the prediction
information memory 128. The prediction information produced by the
prediction information decoder 216 is stored through the line 1216 in
the prediction information memory 128. The prediction information
memory 128 is connected through the line L1282 and the line L128b to

the decision unit 130 and the prediction signal generator 106,
respectively.

'[0077] The decision unit 130 has the same function as the decision unit

130 of the encoding device shown in FIG. 1. That is, the decision unit
130 compares the prediction information associated with the target
block against the prediction information associated with the

neighbouring block located neighbouring the target block, and decides

whether the prediction information associated with the neighbouring

block can be used when producing the prediction signal of the target
block. .

[0078] Specifically, the decision unit 130 compares the two pieces of
prediction information associated with the target block and the
neighbouring black located neighbouring each other, and when the two
pieces of predicltion information coincide, it decides that the prediction
information associated with the neighbouring block will not be used to
produce the prediction signal of the target block. That is, in such case,
the decision unit 130 outputs a decision result indicating "unusable”.
On the other hand, when the two pieces of prediction information are
different, the decision unit 130 outputs the decision result indicating

"usable”. The decision unit 130 is connected through the line L.130 to
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the region width decoder 218. The decision result by the decision unit
130 is output through the line L1130 to the region width decoder 218.

Since a detailed process flow of the process of the decision unit 130 is

_ already described in FIG. S, the detailed description is omitted here.

[0079] The region width decoder 218 entropy-decodes, based on the
decision result received through the 1130 from the decision unit 130,
the input encoded data of the region width to restore the region width.
That is, when the decision result indicates "usable”, the region width
decoder 218 decodes the encoded data of the region width to restore the
region width. On the other hand, when the decision result is
"unusable”, restoration of the region width may not be conducted. The
region width decoder 218 is connected through a line 1218 to the
prediction signal generator 106, and the region width produced by the
region width decoder 218 is output through the line L218 to the
prediction signal generator 106.

[0080] The prediction signal generator 106 has the same function as the
prediction signal generator of the encoding device shown in FIG 1.
That is, the prediction signal generator 106 uses the prediction
information associated with the target block and the prediction
information associated with the neighbouring block (if necessary), as
well as the region width received through the 1.218, so as to produce the
prediction signal of the decoding target block from the reconstructed
signal stored in the frame memory 108. Since detailed operations of
the prediction signal generator 106 are described in FIG. 6, the detailed
description is omitted here. The prediction signal generator 106 is
connected through the line L106 to the adder 210. The prediction
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signal generator 106 outputs the produced prediction signal through the
line 1106 to the adder 210.

[0081] The quantized transformed coefficient decoder 214 receives the
encoded data of the quantized transformed coefficients through the line
L204c from the data analyzer 204. The quantized transformed
coefficient decoder 214 entropy-decodes the received encoded data to
restore the quantized transformed coefficients of the residual signal of
the target bléck. The quantized transformed coefficient decoder 214
outputs the restored quantized transformed coefficients through a line
1214 to the inverse quantizer 206.

[0082] The inverse quantizer 206 inversely qunatizes the quantized
transformed coefficients received through the line 1214 to restore the
transformed coefficients. The inverse transformer 208 receives the
reétored transformed coefficients through a line 1206 from the inverse
quantizer 206 and applies an inverse discrete cosine transform to the
transformed coefficients to restore the residual signal (decoded residual
signal) of the target block. |

[0083] The adder 210 receiv.es the decoded residual signal through a
line 1.208 from the inverse transformer 208 and receives the prediction
signal produced by the prediction signal generator 106 through the line
L106. The adder 210 produces a reconstructed signal of the target
block by adding the received decoded residual signal to the prediction
signal. The reconstructed signal is output through a line 1210 to the
frame memory 108 and stored in the frame memory 108. In addition,
the reconstructed signal is also output to the output terminal 212. The
output terminal 212 outputs the reconstructed signal to the outside (to a
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" display, for example).

[0084] With reference to operations of the image predictive decoding
device 200, an image predictive decoding method according to one
embodiment is described below. FIG 8 is a flowchart of the image
predictive decoding method according to one embodiment. As shown
in FIG 8, in the present image predictive decodihg method, first in step
S500, compressed data is input through the input terminal 202. Then
in step S502, a target block that is the target of the process is selected.
[0085] Then in step S504, the data analyzer 204 analyzes the
compressed data and extracts encoded data of prediction information
associated with the target block that is a decoding target; of a region
width; and of quantized transformed coefficients. The prediction
information is decoded by the prediction information decoder 216 in
step S506.

[0086] Next, lthe process proceeds to step §508. FIG 9 is a detailed
flowchart of step S508 in FIG 8. As shown in FIG. 9, in the process of
step S508, first in step S600, two pieces of prediction information
associated with the target block and a neighbouring block are input in
the decision unit 130. |

[0087] Next in step S202, the decision unit 130 decides usability of the
prediction information associated with the neighbouring block and

" outputs a decision result. The operations of the decision unit 130 in

step S202 is the same as the operétions described in FIG 5, so detailed
description is omitted here.
[0088] Then in step S602, it is decided whether the decision result of

the decision unit 130 indicates "usable” or not. When the decision
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result in step S602 is true (Yes), that is, when the prediction information

of the neighbouring block is usable, the réegion width decoder 218

decodes the encoded data of the region width to restore the region width
of a partition (R2) of the target block in step S604. On the other hand,
when the. decision in step S602 is false (No), the region width decoder
218 sets the region width of the partition (R2) of the target block to 0 in
step S606.

[0089] Referring to’ FIG 8 again, after step S508 ends, the process
proceeds to step $510, In step S510, the prediction signal generator
106 produces a prediction signal of the decoding target block from the
reconstructed signal by using the two pieces of prediction information
associated with the target block and the neighbouring block (prediction
information associated with the neighbouring block is used only when it
is necessary), and the region width. Here, step S510 is the same as
step S110 described in FIG. 6.

[0090] In the following step S512, the quantized transformed
coefficient decoder 214 restores quantized transformed coefficients
from the encoded data; the inverse quantizer 206 restores transformed
coefficients from the quantized transformed coefficients; and the inverse
transformer 208 produces a decoded residual signal from the
transformed coefficients.

[0091] Then in step S514, the adder 210 produces a reconstructed
signal of the target block by adding the prediction signal of the target
block to the decoded residual signal. In step S516, the reconstructed
signal is stored in the frame memory 108 as the reconstructed signal for

reproducing the next target block.
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[0092] Then in step S518, when it is decided that the process on all
blocks is incomplete, that is when the next compressed data exists, an
unprocessed block is selected as the target block in step S502 and the
steps thereafter are repeated. On the other hand, when the process on
all blocks is completed in step S518, the process ends.

{0093] The image predictive encoding device and method as well as the
image predictive decoding device and method, according to one
embodiment, have been described above, but the present invention is
not limited to the embodiment mentioned above. For example, the
neighbouring block in the above embodiment is the neighbouring block
on the left of the target block, but it may be the neighbouring block on
top of the target block. _
[0094] FIG 10 is a diagram describing another example of the
neighbouring block. In the example showﬁ i FIG. 10, the target block
Bt and the neighbouring block B2 are a 8 x 8 pixel block, and similarly
a top-left pixel position (horizontal position, vertical position) is set to
(0, 0), while a bottom-right pixel position is set to (7, 7). The pa;rtition
R2 is a region surrounded by pixel positions (0, 0), (7; 0), (0, w-1) and
(7, w-1) and the region where the prediction information of the
neighbouring block B2 is likely to be used to produce the prediction
signal. The region width of the partition R2 is w.

[0095] When the prediction information associated with the
neighbouring block B2 shown in FIG 10 is used to produce the
prediction signal of the partition R2, a range of x in step 8404 of FIG 6
is 0 to 7, while a range of y is w to 7. In addition, the range of x in
step S406 of FIG 6is 0 to 7, while the range of y is 0 to w-1.
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[0096] In addition, the neighbouring block may be two neighbouring
blocks one of which is on the left of and the other is on the top of the
target block, and it is possible to select either of the two neighbouring
blocks with respect to each target block. In such case, the prediction
signal generator 106 has a function of performing the prediction process
described with reference to FIG 4 and FIG 10, and the region width
determiner 134 includes a function of selecting the neighbouring block
having the prediction information that is used to predict the partition of
the target block, that is, either the neighbouring block on the left or on
top of the target block. In addition, the region width encoder 136
includes a function of encoding identification information that identifies
the neighbouring block having the prediction information to be used to
produce the prediction signal of the target region, from the two pieces of
prediction information .associaied with the two neighbouring blocks,
while the region width decoder 218 includes a function of decoding the
identification information.

[0097] Detailed description is given below for step S108 when using
two neighbouring blocks on the left and on the top. FIG 1l is a
flowchart showing detailed procedures of another example of step S108
in FIG 3. As shown in FIG 11, in the process of step S108 of the
present example, two pieces of prediction information associated with
neighbouring blocks on the top of and on the left of the target.block are
input in the decision unit 130 in step S700.

[0098] Next, the decision unit 130 decides, in accordance with the
procedures shown in step 5202 of FIG 5, whether the prediction
information associated with the neighbouring block on the left of the
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target block can be used to produce the prediction signal of the partition
of the target block, and outputs a decision result. Then in step S704,
when it is decided that the decision result of the decision unit 130
indicates "unusable” (in the case of No), that is, when the decision result
shows that the prediction information associated with the neighbouring
block on the left will not be used to produce the prediction signal of the
partition of the target block; the procedure proceeds to the following
step 5202. The decision unit 130 decides, in accordance with the
procedures shown in step S202 of FIG 5 , whether the prediction
information associated with the neighBouring block on thé top of the
target block can be used to produce the prediction signal of the partition
of the target block and outputs a decision result.

[0099] Then, in step 8706, when it is decided that the decision result of
the decision unit 130 indicates "unusable” (in the case of No), that is,
when the decision result shows that the prediction information
associated with the neighbouring block on the top will not be used to
produce the prediction signal of the partition of the target block; the
process of step S108 ends. '

[0100] On the other hénd, in step S706, when it is decided that the
decision result of the decision unit 130 indicates "usable” (in the case of
Yes), the region width determiner 134 determines, in step S708, the
region width w of the partition R2 (refer to FIG 10) of the target block,
where the prediction signal is produced by using the prediction
information of the neighbouring block on the top. Then, in the
following step S208, the region width w is encoded by the region width

encoder 136.
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[0101] On the other hand, back in step S704, when it is decided that the
decision result of the decision unit 130 indicates "usable” (in the case of
Yes), the decision unit 130 decides in the following step S202, in
accordance with the procedures shown in step S202 of FIG 5, whether
the prediction information associated with the neighbouring block on
the top of the target block can be used to produce the prediction signal
of the partition of the target block and outputs a decision result.

[0102] Then in step S710, when it is decided that the decision result of
the decision unit 130 indicates "unusable” (in the case of No), the region
width determiner 134 determines, in the following step S712, the region
width w of the partition R2 (refer to FIG. 2) of the target block, where
the prediction signal is produced by using the prediction information of
the neighbouring block on the left. Then, the region width w is
encoded by the region ﬁdth encoder 136 in the following step S208.
[0103] On the other hand, in step S710, when it is decided that the

" decision result of decision unit 130 indicates "usable” (in the case of

Yes), the neighbouring block having the prediction information to be
used to produce the prediction signal is selected in the following step
S714 from the neighbouring block on the left and the neighbouring
block on the top. '

[0104] Specifically, in step S714, the region width determiner 134
selects which of the prediction information of the neighbouring block on
the top and the prediction information of the neighbouring block on the
left is to be used to produce the prediction signal of the partition of the
target block. The method for selection is not limited, but for example,
the region width determiner 134 sets the widths of the neighbouring
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block and of the partition R2, as shown in FIG. 2 and FIG 10; produces
the prediction signal of the target block by using the prediction
information of the neighbouring block and the prediction information of

- the target block; and selects a group of the neighbouring block and the

region width that makes prediction errors of the target block the
smallest. Then in the following step S$716, the region width encoder
136 encodes identification information identifying the neighbouring
block having the selected prediction information. Next, in step S718,
when it is decided that the neighbouring block on the left is selected, the
process proceeds to step S712. On the other hand, in step S718, when
it is decided that the neighbouring block on the left is not selected, that
is, when it is decided that the neighbouring block on the top is selected,
the process proceeds to step S708. '

[0105] FIG. 12 is a flowchart showing detailed procedures of another
example in step S508 of FIG. 8, which shows procedures used in
decoding corresponding to encoding where the process of FIG 11 is
used. As shown in FIG 12, in this example, first in step S800, the
prediction information associated with the neighbouring block on the
left of the target block and the prediction information associated with
the neighbouring bloék on the top are input in the decision unit 130.
[0106] In the following two steps, the decision unit 130 decides, in
accordance with the procedures shown in step $202 of FIG 5, usability
of the prediction information associated with the neighbouring block on
the left and usability of the prediction information associated with the
neighbouring block on the top, and outputs a decision result.

[0107] Next, in step S802, the region width decoder 218 decides, based

43

CA 3050582 2019-07-25

SR




10

15

20

25

on the decision result of the decision unit 130, whether the prediction
information associated with either one of the two neighbouring blocks is
usable or not. 'When the prediction information associated with any of

the neighbouring blocks is unusable, the region width decoder 218 sets,

" in step S804, the region width of the partition R2 in the decoding target

block to 0 and ends the process.
[0108] On the other hand, in step S802, when it is decided that the

prediction information associated with either one of the two

. neighbouring blocks is usable, the region width decoder 218 decides,

based on the decision result of the decision unit 130, in the following
step S806, whether both of the prediction information associated with
the two neighbouring blocks are usable or not. When both of the
prediction information of the two neighbouring blocks are usable, the
region width decoder 218 decodes, in the following step S808,
identification information to identify one of the neighbouring block
from the encoded data and proceeds to step S812. .

[0109] On the other hand, in step S806, when it is decided that the .

prediction information associated with either one of the two
neighbouring blocks is usable, the region width decoder 218 selects,
based on the decision result of the decision unit 130, in the following
step S810, one of the prediéﬁon information associated with the two
neighbouring blocks and proceeds to step S812. In step S812, the
region width decoder 218 decodes a value of the region width.

[0110] The prediction signal may be produced by using both of the
prediction information associated with the neighbouring block on the

left of the target block and the prediction information associated with

44

CA 3050582 2019-07-25

N




10

15

20

25

the neighbouring block on the top. In that case, the region width
encoder 136 has a function of encoding both groups of the two pieces of
prediction information associated with the two neighbouring blocks and
two region widths, while the region width decoder 218 has a function of
decoding both groups of the two pieces of prediction information and
the two region widths, In addition, in that case, as shown in FIG 13,
prediction signals of four partitions R1 to R4 in the target block Bt are
produced individually.

[0111] Accordingly, the prediction signal generator 106 produces the
prediction signal of the partition R2 by using the prediction information
associated with the neighbouring block B1 on the left, and produces the
prediction signal of the partition R3 by using the prediction information
associated with the neighbouring block B2 on the top. In addition, the
prediction signal generator 106 needs to have a function of producing
the prediction signal of the partition R4. The method for predicting the
partition R4, which may be given as a rule in advance, is not limited in
the present invention. Examples of the method include a method for
averaging the prediction signal of the partition R4 that is produced
based on the prediction information associated with the neighbouring
block on the left, and the prediction signal of the partition R4 that is
produced based on the prediction information associated with the
neighbouring block on the top, with respect to a pixel unit; and a
method for producing the prediction signal of the partition R4 based on
the prediction information associated with the neighbouring block on
the top-left. In addition, there may be adopted a method in which
selection is automatically made, by using surrounding already decoded
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data including the prediction information associated with the
neighbouring blocks on the left and on the top, from the prediction
information that belong to the neighbouring blocks on the top and on the
left; or a method of transmitting selection information.

[0112] Furthermore, the following modifications can be made in the

present invention.

" [0113] (Block shape)

In the description above, the px_mi,tion of the target block is
always rectangular, but as shown in the partitions Rl and R2 of the
target block Bt in FIG. 14(g), or as shown in the partitions R1 and R2 of
the target block Bt in of FIG 14(b), the partition in any shape may be
used. In such case, shape information is transmitted in addition to a
region width. '

[0114] (Block size)

In the description above, the block size is a fixed size, but as
shown in (a) - (c) of FIG. 15, the target block Bt and the ﬁeighbouring
block B1 may differ in size. In such case, as shown in (a) - (c) of FIG
15, various shapes can be used as the shape of the partitions R1 to R3 in
the target block Bt. The partitions to be constituted may be determined
according to circumstances or the information indicating the
neighbouring block may be selected from a plurality of candidates and
may be explicitly encoded. In addition, a predetermined rule may be
given in advance (for example, a unit for selecting the region width is
aligned with the smaller one in block size). |
{0115] (Region width encoder and decoder)

In the region width encoder, not a region width value itself, but
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information identifying the region width may be encoded. In addition,
in the region width decoder, not the region width value itself, but the
information identifying the region width may be decoded from the
encoded data, and the region width value may be restored, based on the
information identifying the region width. For example, the region
width encoder prepares a plurality of candidates for the region width
values of the partition in the target block and may encode the
identification information of the selected candidate. The region width

‘decoder may restore the region width value based on the decoded

identification information. The candidates for the region widths may
be determined in advance by the encoder and the decoder, or may be
transmitted for each sequence unit or for each frame unit. In addition,
the region width encoder may encode a differential value between the
region width value of the partition in the target block and the region
width of the neighbouring block. In such case, the region width
decoder can restore the region width value of the partition in the target
block by adding the already decoded region width value of the
neighbouring block to the differential value decoded from the encoded
data. Alternatively, the region width encoder may encode information
indicating that the region width of the partition in the target block is the
same as the region width of the neighbouring block. When the
information indicating that the region width of the partition in the target
block is the same as the region width of the neighbouring block, is
decoded, the region width decoder can use the region width of the
neighbouring block as the region width of the partition in the target
block. In this case, information mdic.;.tting that the region width of the
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partition in the target block is different from the region width of the
neighbouring block, as well as, information identifying the region width
value or the region width, may be transmitted. When the information
indicating that the region width of the partition in the target block is
different from the region width of the neighbouring block, is decoded,
the region width decoder further decodes the information identifying the
region width value or the region width from the encoded data and may
restore the region width value, based on the information identifying the
région width. In addition, the region width encoder may encode one or
more information items for identifying the region width. That is, one

or more information items that are capable of uniquely identifying the

.region width (for example, one or more bits) may be encoded. In such

case, the region width decoder decodes one or more information items
from the encoded data and can restore the region width, in accordance
with the one or more information items.

{0116] (Transformer, Inverse-transformer)

A transform process of the residual signal may be performed in a
fixed block size. The target region may be further divided into a size
that matches with the partition, and with respect to each region
produced by the further division, the transform process may be
performed.

[0117] (Decision unit)

The neighbouring block, of which prediction information
associated with the neighbouring block can be used, is not limited to the
neighbouring block on the top of and the neighbouring block on the left
of the target block. For example, when the prediction information is
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encoded beforehand by one block line, all four blocks located

neighbouring the target block are to be the neighbouring block, and
the pieces of prediction information associated therewith can be used to
produce the prediction signal of the target block.

[0118] In addition, when the pieces of prediction information of all
blocks in a picture is encoded beforehand, the prediction signal of each

- target block can be freely constituted by using a total of five (nine, when

including left-top, left-bottom, right-top and right-bottom) pieces of
prediction information associated with surrounding four blocks and the
target block.

[0119] Furthermore, even if the partition is provided when the target

block and the neighbouring block have the same prediction information,

- the encoding and decoding processing may never fail, so that a

prediction signal production process of the present invention can be

realized even in a structure where a decision unit is omitted.

[0120] (About decision of decision unit)
In the description above, according to the predetermined rule for

the decision unit 130 to decide usability of the prediction information

associated with the neighbouring block, it is decided that the prediction

information associated with the neighbouring block is not to be used,
when the prediction information associated with the neighbouring block
coincides with the prediction information associated with the target
block, or when it is decided that the prediction information of the
neighbouring block is in a unusable state. In the latter case, when the

neighbouring block is predicted by intra-pictare prediction and the
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target block is predicted by inter-picture prediction, and in the vice versa
case; it may be decided that the prediction information associated with
_the neighbouring block in not to be used. In addition, when a
difference between a motion vector of the neighbouring block and a
motion vector of the target block exceeds a threshold value, it may be
decided that the prediction information associated with the neighbouring
block is not to be used. FPurthermore, when the block sizes of the
neighbouring block and the target block are different from each other, it
may be decided that the prediction information associated with the
neighbouring block is not to be used. In the description above, the
prediction information associated with the neighbouring block and the
target block are compared, but based on whether the prediction signals
produced with the two pieces of prediction information are the same or
not, usability of the prediction information associated with the

neighbouring block may be decided.

[0121] (Prediction information)

In the description above, the inter-picture prediction (motion
vector and reference picture information) is described as a method for
producing the prediction signal, but the present invention is not limited
to such prediction method. The prediction method including the
intra-picture  prediction, lumiﬁance compensation, bidirectional
prediction, or backward prediction, may be applied to the prediction
signal production process of the present invention. In such case, mode
information, a luminance compensation parameter and the like are
included in the prediction information.

[0122] (Color signal)
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In the description above, a color format is not particularly
mentioned, but as to a color signal or a color-difference signal, a
production process of the prediction signal may be performed separateb'r
from a luminance signal. In addition, the production process of the
prediction signal of the color signal or the color-difference signal may
be performed in conjunction with the process of the luminance signal.

In the latter case, when a resolution of the color signat is lower than the

luminance signal (for example, the resolution is half in a horizontal:

direction and in a vertical direction), the region width in the luminance
signal may be controlled (for example, to even values), or a
transformation equation from the region width of the luminance signal
to the region width of the color signal may be determined.

[0123] (Block denoising processing)

It is not mentioned above, but, when a block denoising process
is performed with respect to a reconstructed image, a denoising process
may be performed with respect to a boundary part of the partition.
[0124] In the following, an image predictive encoding program
enabling a computer to operate as the image predictive encoding device
100, and an image predictive decoding program enabling a computer to
operate as the 'image predictive dgcoding device 200 are described
below. .

[0125]) FIG 16 is = diagram showing an image predictive encoding
program as well as & recordable medium according to one embodiment.

Fig. 17 shows an image predictive decoding program as well as a

-recording medium according to one embodiment. FIG 18 is a diagram

showing a hardware configuration of a computer for executing a
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program recorded in the recording medium. FIG 19 is a perspective
view of the computer for executing the program stored in the record-
medium,

{0126] As shown in FIG 16, an image predictive encoding program
P100 is provided by being stored in a record medium 10. As shown in
FIG 17, an image predictive decoding program P200 is also provided
by being stored in the recording medium 10. Examples of the
recording medium 10 include recording media, such as floppy disks,
CD-ROMs, DVDs, and ROMs; and semiconductor memories,

[0127] As shown in FIG 18, a computer 30 is provided with a reading
device 12 such as a floppy disk drive, a CD-ROM drive device, and a
DVD drive device; a working memory (RAM) 14 including a resident
operating system; a memory 16 that stores a program stored in the
record medium 10; a display device 18 such as a display; a mouse 20
and a keyboard 22 both of which are input devices; a communication
device 24 that transmits and receives data and the like; and a CPU 26
that controls the execution of the program. Upon insertion of the
recording medium 10 into the reading device 12, the computer 30
becomes accessible to the image predictive encoding program P100
stored in the record medium 10 from the reading device 12, and is
enabled by the program P100 to operate as the image predictive
encoding device 100. In addition, upon the insertion of the recording
medium 10 into the reading device 12, the computer 30 becomes
accessible to the image predictive decoding program P200 stored in the
recording medium 10 from the reading out device 12, and is enabled by
the program P200 to operate as the image predictive decoding device

52

CA 3050582 2019-07-25




10

15

20

25

200.

[0128] As shown in FIG. 19, the image predictive encoding program
P100 and the image prediéﬁve decoding program P200 may be provided
through a network as a computer data signal 40 superimposed on a
carrier wave. In such case, the computer 30 stores in the memory 16
the image predictive encoding program P100 or the image predictive
decoding program P200 that is received by the communication device .
24, and can execute the program P100 or P200.

[0129] As shown in FIG 16, the image predictive encoding program
P100 is provided with a block division module P104, a prediction signal
production module P106, a storage module P108, a subtraction module
P110, a transformation module P112, a quantization module P114, an
inverse quantization module P1i6, an inverse transformation module
P118, an adding module P120, and a quantized transformed coefficient
encoding module P122, a prediction information estimation module
P126, a prediction information storage module P128, a decision module
P130, a region width determination module P134, a prediction
information encoding module P132, a region width determination
module P134, and aregion width encoding module P136.

[0130] Functions realized by executing each module described above
are the same as the fimctions of the image predictive encoding device
100 described above. That is, the functions of each module of the
image predictive encoding program P100 are the same as the functions
of the block division unit 104, the prediction signal generator 106, the
frame memory 108, the subtractor 110, the transformer 112, the

quantizer 114, the inverse quantizer 116, the inverse transformer 118,
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the adder 120, the quantized transformed coefficient encoder 122, the
prediction information estimator 126, the prediction information
memory 128, the decision unit 130, the prediction information éncoder
132, the region width determiner 134, and the region width encoder 136.
[0131] The image predictive decoding program P200 is provided with a
data analysis module P204, a quantized transformed coefficient
decoding module P214, a prediction information decoding module
P216, a region width decoding module P218, the prediction information
storage module P128, the decision module P130, an inverse
quantization module P206, an inverse transformation module P208, an
adding module P210, the prediction signal production module P106, and
the storage module P108.

[0132] Functions realized by executing each module described above
are the same as those of each component of the image predictive
decoding device 200. That is, the functions of each module of the
image predictive decoding program P200 are the same as the functions
of the data analyzer 204, the quantized transformed coefficient decoder
214, the prediction information decoder 216, the region width decoder
218, the prediction information memory 128, the decision unit 130, the
inverse quantizer 206, the inverse transformer 208, the adder 210, the
prediction signal generator 106, and the frame memory 108.

[0133] As described above, the present invention has been described in
detail based on the embodiments. The present invention, however, is
not limited to the above-described embodiments.  Various
modifications can be made without departing from the scope of the

invention.
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‘Reference Signs List
[0134] 100  image predictive encoding device
102 input terminal
104  block division unit
5 106  prediction signal generator

108  frame memory
110 subtractor
112 transformer
114  quantizer

10 116  inverse quantizer
118  inverse transformer
120 adder
122 quantized transformed coefficient encoder
124 . output termina)

15 126  prediction information estimator
128  prediction infonmation memory
130 decision unit
132 prediction information encoder
134 region width determiner

20 136  region width encoder
200  image predictive decoding device
202  input terminal
204  data analyzer
206  inverse quantizer

25 208  inverse transformer
210  adder
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212
214
216
218

output terminal

" quantized transformed coefficient decoder

prediction information decoder

region width decoder
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CLAIMS:
1. An image predictive decoding method comprising:

data extraction step for extracting, from compressed data where an image is
divided into a plurality of regions and encoded, encoded data of prediction information that is
used to produce a prediction signal of a target region, encoded data of a region width of a

partition in the target region, and encoded data of a residual signal,

regional information restoration step for restoring the region width of the

partition by decoding the encoded data of the region width of the partition;

prediction signal production step for, when specifying that the target region is

not divided,

specifying a neighbouring region among a plurality of neighbouring region
neighbouring to the target region based on identification information decoded from encoded
data of the identification information included in the compressed data to produce a prediction
signal of the target region, by using prediction information including (i) mode information
that specifies an inter-picture prediction method, (ii) a reference picture number, and (iii) a

motion vector, all of which are attached to the specified neighbouring region;

residual signal restoration step for restoring a reproduction residual signal of

the target region from the encoded data of the residual signal,

signal production step for producing the reproduction signal of the target
region based on the prediction signal of the target region and the reproduction residual signal;

and

storage step for storing the reproduction signal of the target region as the

reconstructed signal.
2. An image predictive encoding method comprising:

region division step for dividing an input image into a plurality of regions;
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prediction information estimation step for producing a prediction signal of a
pixel signal of a target region among the plurality of regions from a reconstructed signal and
obtaining prediction information that is used to produce the prediction signal, as prediction

information associated with the target region;

prediction information encoding step for encoding the prediction information

associated with the target region;

partition determination step for determining a region width of a partition in the
target region and where the prediction information associated with the neighbouring region is

used to produce the prediction signal,

partition encoding step for encoding information for specifying a region width

of a partition;

prediction signal production step for, when specifying that the target region is

not divided,

specifying a neighbouring region among a plurality of neighbouring region
neighbouring to the target region based on identification information to produce a prediction
signal of the target region, by using prediction information including (i) mode information
that specifies an inter-picture prediction method, (ii) a reference picture number, and (iii) a

motion vector, all of which are attached to the specified neighbouring region;

residual signal production step for producing a residual signal between the

prediction signal of the target region and the pixel signal of the target region;
residual signal encoding step for encoding the residual signal,;

residual signal restoration step for producing a reproduction residual signal by

decoding encoded data of the residual signal,;

adding step for producing a reproduction signal of the target region by adding

the prediction signal to the reproduction residual signal; and

58

Date Regue/Date Received 2020-12-07



10

15

20

25

85420292

storage step for storing the reproduction signal of the target region as the

reconstructed signal.
3. An image predictive decoder comprising a processor programmed to:

extract, from compressed data where an image is divided into a plurality of
regions and encoded, encoded data of prediction information that is used to produce a
prediction signal of a target region, encoded data of a region width of a partition in the target

region, and encoded data of a residual signal,;

restore the region width of the partition by decoding the encoded data of the
region width of the partition;

specify that the target region is not divided, specify a neighbouring region
among a plurality of neighbouring region neighbouring to the target region based on
identification information decoded from encoded data of the identification information
included in the compressed data to produce a prediction signal of the target region, by using
prediction information including (i) mode information that specifies an inter-picture
prediction method, (i1) a reference picture number, and (iii) a motion vector, all of which are

attached to the specified neighbouring region;

restore a reproduction residual signal of the target region from the encoded

data of the residual signal,

produce the reproduction signal of the target region based on the prediction

signal of the target region and the reproduction residual signal; and
store the reproduction signal of the target region as the reconstructed signal.
4. An image predictive encoder comprising a processor programmed to:
divide an input image into a plurality of regions;

produce a prediction signal of a pixel signal of a target region among the
plurality of regions from a reconstructed signal and obtaining prediction information that is
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used to produce the prediction signal, as prediction information associated with the target

region;
encode the prediction information associated with the target region;

determine a region width of a partition in the target region and where the
prediction information associated with the neighbouring region is used to produce the

prediction signal,;
encode information for specifying a region width of the partition;

when specifying that the target region is not divided, specify a neighbouring
region among a plurality of neighbouring region neighbouring to the target region based on
identification information to produce a prediction signal of the target region, by using
prediction information including (i) mode information that specifies an inter-picture
prediction method, (i1) a reference picture number, and (iii) a motion vector, all of which are

attached to the specified neighbouring region;

produce a residual signal between the prediction signal of the target region and

the pixel signal of the target region;
encode the residual signal;

produce a reproduction residual signal by decoding encoded data of the

residual signal;

produce a reproduction signal of the target region by adding the prediction

signal to the reproduction residual signal; and
store the reproduction signal of the target region as the reconstructed signal.

5. A non-transitory recording medium storing a computer program executed by

an image predictive decoder to implement:
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extracting, from compressed data where an image is divided into a plurality of
regions and encoded, encoded data of prediction information that is used to produce a
prediction signal of a target region, encoded data of a region width of a partition in the target

region, and encoded data of a residual signal,;

restoring the region width of the partition by decoding the encoded data of the
region width of the partition;

when specifying that the target region is not divided, specifyinga
neighbouring region among a plurality of neighbouring region neighbouring to the target
region based on identification information decoded from encoded data of the identification
information included in the compressed data to produce a prediction signal of the target
region, by using prediction information including (i) mode information that specifies an inter-
picture prediction method, (ii) a reference picture number, and (iii) a motion vector, all of

which are attached to the specified neighbouring region;

restoring a reproduction residual signal of the target region from the encoded

data of the residual signal,

producing the reproduction signal of the target region based on the prediction

signal of the target region and the reproduction residual signal; and
storing the reproduction signal of the target region as the reconstructed signal.

6. A non-transitory recording medium storing a computer program executed by

an image predictive encoder to implement:
dividing an input image into a plurality of regions;

producing a prediction signal of a pixel signal of a target region among the
plurality of regions from a reconstructed signal and obtaining prediction information that is
used to produce the prediction signal, as prediction information associated with the target

region;
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encoding the prediction information associated with the target region;

determining a region width of a partition in the target region and where the
prediction information associated with the neighbouring region is used to produce the

prediction signal,;
encoding information for specifying a region width of the partition;

when specifying that the target region is not divided, specifying a neighbouring
region among a plurality of neighbouring region neighbouring to the target region based on
identification information to produce a prediction signal of the target region, by using
prediction information including (i) mode information that specifies an inter-picture
prediction method, (ii) a reference picture number, and (iii) a motion vector, all of which are

attached to the specified neighbouring region;

producing a residual signal between the prediction signal of the target region

and the pixel signal of the target region;
encoding the residual signal;

producing a reproduction residual signal by decoding encoded data of the

residual signal;

producing a reproduction signal of the target region by adding the prediction

signal to the reproduction residual signal; and

storing the reproduction signal of the target region as the reconstructed signal.

62

Date Regue/Date Received 2020-12-07



1/21

0el goL  ¥0l
WOY4 WOoY4 Woud
e e k’om L LINN L-0SL
0¢1~{43a0ON3 € L~{4aINIWYAL3A < NOISID3d
] IEEW_ “«— IE_ZW ,
9eL _ NOIOF | gy d 4 LHORS .4
HIAOONS egzil PR:rA
NOILVWHOANII NOLLYIWHOAN!
Nm . NOILOIOT¥d are 1] NOILDIG34d
YOLVYANZO
801~ >w_<m«,mu__>_ ] —> WNOIS
NOILOIdTYd | gz 1
0zZ11 3 80171 29zl
a0l
0c T(m:uu ] J—
8111~ qo0l
g1 |~ [EENOSNYRL
JOUAANI HOLVWILST
R G L
dd a9z} !
gl L~ MIZILNYND ozl
3SHIANI Ll 9011~ col
[4A" 3 fAN" YOL 1~
A \ aylil { oL Z01
W4 YAGOONT INJIDIA4300 ,Q LINN
5 ONUOLSNVHL  [e——{d3ZILNVND INHOASNVE L{——€ NOISIAIC
ll\\ e (3ZHNVIO /] . / 7 o :
001 pL1 rA%A! oLLT nv.o: AV
} b1

CA 3050582 2019-07-25



F o et e

2/21

Fig.2

Bt
" (0,0), -
TR
L Y
.
BT WU
¢ Y _._:‘_————y )
L b i\(?,?)

CA 3050582 2019-07-25




Fig.3

[

3/21

REGION DIVISION

-]
1

SELECTING A TARGET BLOCK

S100

S102

l

ESTIMATING PREDICTION INFORMATION

5104

ENCODING PREDICTION INFORMATION

S106

DECIDING USABILITY OF PREDICTION
INFORMATION, DETERMINING A REGION
WIDTH AND ENCODING THE REGION WIDTH

—~—S108

I

PRODUCING A PREDICTION SIGNAL

S110

PRODUCING A RESIDUAL SIGNAL

—~—S5112

l

ENCODING A RESIDUAL SIGNAL

S114

|

RESTORING THE RESIDUAL SIGNAL

~S116

|

PRODUCING A RECONSTRUCTED SIGNAL

S118

|

STORING THE RECONSTRUCTED SIGNAL

S120

IS PROCESS
ON ALL BLOCKS COMPLETED
?

CA 3050582 2019-07-25

ST




1I'r U viIdvvroue

4121 |

Fig.4

NN

START S108

INPUTTING PREDICTION INFORMATION ASSOCIATED WITH
THE TARGET BLOCK AND PREDICTION INFORMATION |~ S200
ASSOCIATED WITH THE NEIGHBOURING BLOCK

DECIDING USABILITY OF S202
PREDICTION INFORMATION

S204

_NO

YES
DETERMINING THE REGION WIDTH S206

]

ENCODING THE REGION WIDTH S208

.|

CA 3050582 2019-07-25



I e e

5/21

Fig.5

, 5300
PREDICTION
REORMATION ASSOCIATED

OCK AND

YES

WITH THE TARGET Bl
PREDICTION INFORMATION ASSOCIATED
WITH THE NEIGHBOURING

. BLOCK Q?OINCIDE

IS
THE PREDICTION
INFORMATION ASSOCIATED

WITH NEIGHBOURING
BLOCK%JSABLE

—~ S302

OUTPUTTING THE DECISION
RESULT INDICATING "USABLE"

OUTPUTTING THE DECISION
RESULT INDICATING "UNUSABLE"

Tt

7

CA 3050582 2019-07-25




Tt s e

6/21

Fig.6

START §110

ACQUIRING PREDICTION INFORMATION ASSOCIATED WITH
THE TARGET BLOCK PtAND PREDICTION INFORMATION |~ S400
ASSOCIATED WITH THE NEIGHBOURING BLOCK Pn

ACQUIRING A REGION WIDTH w S402

FRODUCING A PREDICTION SIGNAL OF THE
PARTITION R1 OF THE TARGET BLOCK,
USING THE T:REdt[nﬁT]loFrzl PltNFORMAmN bt

red[X]lyl=F(Pt.x,y ey
x=wioT,y=0t07, S404
F(a.b,c):PREDICTED VALUE OF PIXEL (b.c)
PRODUGED BY USING
THE PREDICTION INFORMATION a

PRODUCING A PREDICTION SIGNAL OF THE
PARTITION R2 OF THE TARGET BLOCK,
USING THE PREDICTION INFORMATION Pn —~S406
Pred{x]lyl=F(Pn.x,y)
x=0tow-1,y=0t07

CA 3050582 2019-07-25




7121

| NN
08k~ \aisioaa
. N
\ : eglLen
RHONIN o€l 1~
aglZl  8ZL~{NOILYWHOANI
NoIDIa3d | 912
, \
9121~ 9300030
HOLVHINEO NOILYWHOINI
AHOWINW »| TYNOIS NOILOIa3¥d
ENAE NOILOIa3Y™d b
/ ) \ a0z~ SERECIR
+3doddd ~
144309 | al
80} \ e DR AT eI _,*_W_wm%w
o0l a3z1INYN \ N
) pLZ1~  OP0Z1~ otz |_-ey021
AR 9041~ 8021 ) 202
) HIWHOISNWIL | HIZIINYND va
e Y muu IR [T )7 3SHEAN HIAZATVNY VL
0121 olz \ 9021 \ \ 2021
802 902 v0c
sz
L B1d4

CA 3050582 2019-07-25



8/21

Fig.8

START
INPUTTING COMPRESSED DATA  ~—S8500

™
SELECTING A TARGET BLOCK S502

DECODING PREDICTION INFORMATION[~—S506

DECIDING USABILITY OF PREDICTION L _S508
INFORMATION AND DECODING A REGION WIDTH

|

PRODUCING A PREDICTION SIGNAL S510

l

RESTORING A RESIDUAL SIGNAL S512

REPRODUCING A RECONSTRUCTED SIGNAL _8514

I

STORING THE RECONSTRUCTED SIGNAL ~—S516

IS PROCESS

NO ON ALL BLOC?%S COMPLETED

CA 3050582 2019-07-25

B

ANALYZING THE COMPRESSED DATA~S504 -



9121

Fig.9

START S508

" INPUTTING PREDICTION INFORMATION -

ASSOCIATED WITH THE TARGET BLOCKANDL__ 5600
PREDICTION INFORMATION ASSOCIATED
WITH THE NEIGHBOURING BLOCK

DECIDING USABILITY OF S202
PREDICTION INFORMATION

r_/SGOS

DECODING A REGION WIDTH SETTING A REGIONWIDTHTO 0
1

|-

CA 3050582 2019-07-25




10/21

“Fig.10

( -T T —{
¥ )
T™B2
(0,0)\
s J)
W 1---R2
Bt
y T~R1
( \} —(

(7.7)

CA 3050582 2019-07-25

e




P W e e

11721

Fig.11

INPUTTING PREDICTION
INFORMATION OF THE TARGET S700
BLOCK, THE LEFT BLOCK THEREOF|
AND THE FOP BLOCK THEREOF

DECIDING USABILITY OF
PREDICTION INFORMATION! | _ o009
OF THE NEIGHBOURING | [~
BLOCK (LEFT BLOCK)
8704
USABLE? N0
YES 202
DECIONG USABILTY DECIOING USABATY
OF PREDCTION 002 OF PREDICTION
INFORMATION OF THE INFORMATION OF THE
NEIGHBOURINGBLOCK (TOP BL | INEIGHBOURING BLOCK (TOP BLOCK)

_ST712

SELECTING AN SELECTING A REGION WIDTH
NEIGHBOURING BLOCK| | (PREDICTION INFORMATION

SELECTING A REGION WIDTH
(PREDICTION INFORMATION
OF THE TOP BLOCK)

_ T 5716 L_OF THELEFTBLOCK]
ENCODING DENTIFICATION | _s208

| _—s208

INFORMATION OF ENCODING
THE NEIGHBOURING BLOCK! | THE Rl\rlseloN WIDTH

ENCODING
THE REGION WIDTH

>

END $108

CA 3050582 2019-07-25



Fig.12

y 148808

DECODING IDENTIFICATION
INFORMATION OF
THE NEIGHBOURING BLOCK

CA 3050582 2019-07-25

12121

START S508

INPUTTING PREDICTION
INFORMATION OF THE TARGET
BLOCK, THE LEFT BLOCK

AND TOP BLOCK THEREOF

DECIDING USABILITY OF
PREDICTION INFORMATION
OF THE NEIGHBOURING
BLOCK (LEFT BLOCK)

|

DECIDING USABILITY OF
PREDICTION INFORMATION
OF THE NEIGHBOURING
BLOCK (TOP BLOCK)

IS PREDICTION

NFORMATION OF ANY OF THE

EIGHBOURING BLOCKS
USABLE?

ARE
BOTHPIECES O
PREDICTION INFORMATION

—~—S800

— 5202

~—S202

S802

e

OF TWO NEIGHBOURING
BLOCKS7USABLE
- CNfi 5810 5804
SELECTING SETTING THE REGION WID
THE NEIGHBOURING BLOCK meggpmyTo pREDmﬁSN
,-18812 INFORMATION OF THE TWO
SECODING NEIGHBOURING BLOCKS TO0
A REGION WIDTH




13/21

Fig.13

T B3 B B2 8
, p T BT
] { | 3y

(0,0)\

f ' : )
g le A
I T i

Yy —eeeeee
1 N

CA 3050582 2019-07-25




Fig.14

(a)

(b)

CA 3050582 2019-07-25

14/21
Bt
T B1 ~ R2 R1 T~
¢ ) ) ! (
) | | ! 1 )
¢ {
J- N NN
Bt
—— B1 « R2 1 <+
(\1 } \1 ; \1 (
) { b 1 )
¢ T
J. N 4

U




16/21

Fig.15

(a)

ke

Nl

'L

Bt
R2 R3 R1

(b)

o

S

ad~

T

B1

N

()

N

CA 3050582 2019-07-25



16/21

Fig.16
10
—P104 . P128 ;00
BLOCK DIVISION PREDICTION l
INFORMATION
MODULE STORAGE MODULE
—P126 —P130
PREDICTION
INFORMATION DECISION MODULE
ESTIMATION MODULE '
—P106 __P134
PREDICTION SiGNAL REGION WIDTH
: DETERMINATION
PRODUCTION MODULE MODULE
—P108 _—P132
PREDICTION
STORAGE MODULE INFORMATION
ENCODING MODULE
—P110 ' —P136
SUBTRACTION REGION WIDTH
MODULE ENCODING MODULE
P12
TRANSFORMATION
MODULE
—P114
QUANTIZATION
MODULE
f"P1 16
INVERSE QUANTIZATION
MODULE
—P118
INVERSE
TRANSFORMATION
MODULE
—P120
ADDING MODULE
r—JP1 22
QUANTIZED
TRANSFORMED COEFFICIENT
ENCODING MODULE

CA 3050582 2019-07-25

e




17121

Fig.17
L ~10
. P204 —P206
DATA ANALYSIS INVERSE -rP200
"~ MODULE QUANTIZATION MODULE
714 ~_P208
QUANTIZED INVERSE
TRANSFORMED GOEFFICIENT TRANSFORMATION
DECODING MODULE MODULE
P16 . —P210
PREDICTION INFORMATION
DECODING MODULE ADDING MODULE
—P218 P06
REGION WIDTH PREDICTION SIGNAL
DECODING MODULE PRODUCTION MODULE
—P128 —P108
PREDICTION INFORMATION
STORAGE MODULE STORAGE MODULE
_—P130
DECISION MODULE

CA 3050582 2019-07-25




Fig.18

18/21

CPU ~—26
WORKING
14— MEMORY
DISPLAY  }~18
16— MEMORY
RECORD
10 MEDIUM
EADING KEYBOARD |27
DEVICE
COMMUNICATION
12 DEVICE |24
i

CA 3050582 2019-07-25




19/21

Fig.19

40 A /

\
A >

2S2
Wf;

CA 3050582 2019-07-25




20/21

\ Aa:-_mHCON__o:v 8

.

N
N
N

N

NN

zos~ N\

AN
%,///% N
N

108

==kl

FIREIEHdRIEIN

M (yuBu-12o1HaA) G
108

Now./r %@W%ﬁ

EIBEIEICBIEIN

sS|=|-lx|-

/ (oalz

108"

(1

()

208 AN

//.IA.AA

PAONNRWAN AN

miol3]zlalolaly
\ (yel-feonian) £
108

NN El

zos~ vy
RN
N

|

N

m//ﬂ/////n//
\'4

7
A

,///./Hl
I

W

N\

FRIEIEIRIE]
\Emc-c;% [eucbelp) ¥

108

sl

mBlEElalolaly

z05- MINNWT
L RN
NN
NNy
FRIEIEIBIEIA
\ A:\sov-_mEONtocv 9

108

(2)

(Q)

EIREIE«RIEIR
\Em_-c;% jeuobelp) €

108
zoo~ AN
NN Y
NN 1]
MBEIEIEREIRT
/ (leoyen) 0
108

(1v J0o1ud)
0z B1d4

CA 3050582 2019-07-25



21/21

206~

1

106

(9)

¥06-- | 906
n
L *
Nom\v/
(
G06
(
€06 (®)
(1v Joud)
XAIE]

CA 3050582 2019-07-25



L102 L104b  L110 L}TZ L}M Li22 /1‘29

BLOCK
OIVISION (L5 TRANSFORMER UANTIZER TRANSFORVED
, UNIT 107X : : COEFFICENT ENCO\DER S
102 L
104 1104 o 12 114 wERSg”‘“’ 152
1?6 QUANTIZER|™116
" 11280
L116
i ? s
ms:-‘ong«:sa“”a
11 ?Sb [~-1118
708 B~120
L126a- { L108 1120
L128b [FREDICTION ! FRAME
SIGNAL MEMORY | -108 ;
s L[ Wi
128 W OEMATION ) 498, EReopis 132
z A 7
DEGISION -{DETERMINER 134 |ENCODER 136

130~ UNIT quoT

FROM FROM FROM
104 108 130




	Page 1 - COVER_PAGE
	Page 2 - ABSTRACT
	Page 3 - DESCRIPTION
	Page 4 - DESCRIPTION
	Page 5 - DESCRIPTION
	Page 6 - DESCRIPTION
	Page 7 - DESCRIPTION
	Page 8 - DESCRIPTION
	Page 9 - DESCRIPTION
	Page 10 - DESCRIPTION
	Page 11 - DESCRIPTION
	Page 12 - DESCRIPTION
	Page 13 - DESCRIPTION
	Page 14 - DESCRIPTION
	Page 15 - DESCRIPTION
	Page 16 - DESCRIPTION
	Page 17 - DESCRIPTION
	Page 18 - DESCRIPTION
	Page 19 - DESCRIPTION
	Page 20 - DESCRIPTION
	Page 21 - DESCRIPTION
	Page 22 - DESCRIPTION
	Page 23 - DESCRIPTION
	Page 24 - DESCRIPTION
	Page 25 - DESCRIPTION
	Page 26 - DESCRIPTION
	Page 27 - DESCRIPTION
	Page 28 - DESCRIPTION
	Page 29 - DESCRIPTION
	Page 30 - DESCRIPTION
	Page 31 - DESCRIPTION
	Page 32 - DESCRIPTION
	Page 33 - DESCRIPTION
	Page 34 - DESCRIPTION
	Page 35 - DESCRIPTION
	Page 36 - DESCRIPTION
	Page 37 - DESCRIPTION
	Page 38 - DESCRIPTION
	Page 39 - DESCRIPTION
	Page 40 - DESCRIPTION
	Page 41 - DESCRIPTION
	Page 42 - DESCRIPTION
	Page 43 - DESCRIPTION
	Page 44 - DESCRIPTION
	Page 45 - DESCRIPTION
	Page 46 - DESCRIPTION
	Page 47 - DESCRIPTION
	Page 48 - DESCRIPTION
	Page 49 - DESCRIPTION
	Page 50 - DESCRIPTION
	Page 51 - DESCRIPTION
	Page 52 - DESCRIPTION
	Page 53 - DESCRIPTION
	Page 54 - DESCRIPTION
	Page 55 - DESCRIPTION
	Page 56 - DESCRIPTION
	Page 57 - DESCRIPTION
	Page 58 - DESCRIPTION
	Page 59 - DESCRIPTION
	Page 60 - DESCRIPTION
	Page 61 - DESCRIPTION
	Page 62 - DESCRIPTION
	Page 63 - CLAIMS
	Page 64 - CLAIMS
	Page 65 - CLAIMS
	Page 66 - CLAIMS
	Page 67 - CLAIMS
	Page 68 - CLAIMS
	Page 69 - DRAWINGS
	Page 70 - DRAWINGS
	Page 71 - DRAWINGS
	Page 72 - DRAWINGS
	Page 73 - DRAWINGS
	Page 74 - DRAWINGS
	Page 75 - DRAWINGS
	Page 76 - DRAWINGS
	Page 77 - DRAWINGS
	Page 78 - DRAWINGS
	Page 79 - DRAWINGS
	Page 80 - DRAWINGS
	Page 81 - DRAWINGS
	Page 82 - DRAWINGS
	Page 83 - DRAWINGS
	Page 84 - DRAWINGS
	Page 85 - DRAWINGS
	Page 86 - DRAWINGS
	Page 87 - DRAWINGS
	Page 88 - DRAWINGS
	Page 89 - DRAWINGS
	Page 90 - REPRESENTATIVE_DRAWING

