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GEOFENCE-BASED TRIGGERS FOR 
AUTOMATED DATA COLLECTION 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

0001. This application claims priority to U.S. Patent 
Application Ser. No. 61/316,664 filed Mar. 23, 2010, which is 
hereby incorporated herein in its entirety by reference. 

BACKGROUND 

0002 Monitoring driver behavior, vehicle cargo, vehicle 
operating conditions, and vehicle environments can be very 
important. For example, when a driver is operating a vehicle 
in a representative capacity of an employer, the driver's 
behavior is a direct reflection on the employer. For this and 
various other reasons, a solution is needed to automatically 
trigger/initiate the collection of data. 

BRIEF SUMMARY 

0003. In general, embodiments of the present invention 
provide systems, methods, apparatus, and computer program 
products for automated data collection using geofence-based 
triggers. 
0004. In accordance with one aspect, a method for auto 
mated data collection using geofence-based triggers is pro 
vided. In one embodiment, the method comprises (1) receiv 
ing information defining a geofence around a geographic 
area; (2) collecting data associated with a vehicle while the 
vehicle is operated outside the geofenced area, wherein the 
data collected is selected from the group consisting of (a) 
image data collected via one or more imaging devices dis 
posed on the vehicle and (b) telematics data via one or more 
data collection devices disposed on the vehicle; (3) determin 
ing the location of the vehicle; (4) determining whether the 
vehicle has entered the geofenced area; and (5) after deter 
mining the vehicle has entered the geofenced area, automati 
cally stopping the collection of the data while the vehicle is 
operated within the geofenced area. 
0005. In accordance with another aspect, a method for 
automated data collection using geofence-based triggers is 
provided. In one embodiment, the method comprises (1) 
receiving information defining a geofence around a geo 
graphic area; (2) collecting data associated with a vehicle 
while the vehicle is operated within the geofenced area, 
wherein the data collected is selected from the group consist 
ing of (a) image data collected via one or more imaging 
devices disposed on the vehicle and (b) telematics data via 
one or more data collection devices disposed on the vehicle: 
(3) determining the location of the vehicle; (4) determining 
whether the vehicle has exited the geofenced area; and (5) 
after determining the vehicle has exited the geofenced area, 
automatically stopping the collection of the data while the 
vehicle is operated outside the geofenced area. 
0006. In accordance with yet another aspect, a system 
comprising one or more imaging devices and one or more 
data collection devices is provided. In one embodiment, the 
system is configured to at least (1) receive information defin 
ing a geofence around a geographic area; (2) collect data 
associated with a vehicle while the vehicle is operated outside 
the geofenced area, wherein the data collected is selected 
from the group consisting of (a) image data collected via one 
or more imaging devices disposed on the vehicle and (b) 
telematics data via one or more data collection devices dis 
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posed on the vehicle; (3) determine the location of the 
vehicle; (4) determine whether the vehicle has entered the 
geofenced area; and (5) after determining the vehicle has 
entered the geofenced area, automatically stop the collection 
of the data while the vehicle is operated within the geofenced 
aca. 

0007. In accordance with still another aspect, a system 
comprising one or more imaging devices and one or more 
data collection devices is provided. In one embodiment, the 
system is configured to at least (1) receive information defin 
ing a geofence around a geographic area; (2) collect data 
associated with a vehicle while the vehicle is operated within 
the geofenced area, wherein the data collected is selected 
from the group consisting of (a) image data collected via one 
or more imaging devices disposed on the vehicle and (b) 
telematics data via one or more data collection devices dis 
posed on the vehicle; (3) determine the location of the 
vehicle; (4) determine whether the vehicle has exited the 
geofenced area; and (5) after determining the vehicle has 
exited the geofenced area, automatically stop the collection of 
the data while the vehicle is operated outside the geofenced 
aca. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING(S) 

0008 Reference will be made to the accompanying draw 
ings, which are not necessarily drawn to scale, and wherein: 
0009 FIG. 1 is a diagram of a system that can be used to 
practice various embodiments of the present invention. 
0010 FIG. 2 is a diagram of a data collection device that 
may be used in association with certain embodiments of the 
present invention. 
0011 FIG. 3 is a schematic of a monitoring server in 
accordance with certain embodiments of the present inven 
tion. 
0012 FIG. 4 is a schematic of a portable device in accor 
dance with certain embodiments of the present invention. 
0013 FIG. 5 is a flowchart illustrating operations and pro 
cesses that can be used in accordance with various embodi 
ments of the present invention. 

DETAILED DESCRIPTION 

0014 Various embodiments of the present invention now 
will be described more fully hereinafter with reference to the 
accompanying drawings, in which some, but not all embodi 
ments of the inventions are shown. Indeed, these inventions 
may be embodied in many different forms and should not be 
construed as limited to the embodiments set forth herein; 
rather, these embodiments are provided so that this disclosure 
will satisfy applicable legal requirements. The term 'or' is 
used herein in both the alternative and conjunctive sense, 
unless otherwise indicated. The terms “illustrative' and 
“exemplary” are used to be examples with no indication of 
quality level. Like numbers refer to like elements throughout. 

I. METHODS, APPARATUS, SYSTEMS, AND 
COMPUTER PROGRAM PRODUCTS 

0015. As should be appreciated, various embodiments 
may be implemented in various ways, including as methods, 
apparatus, systems, or computer program products. Accord 
ingly, various embodiments may take the form of an entirely 
hardware embodiment or an embodiment in which a proces 
sor is programmed to perform certain steps. Furthermore, 
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various implementations may take the form of a computer 
program product on a computer-readable storage medium 
having computer-readable program instructions embodied in 
the storage medium. Any Suitable computer-readable storage 
medium may be utilized including hard disks, CD-ROMs, 
optical storage devices, or magnetic storage devices. 
0016 Various embodiments are described below with ref 
erence to block diagrams and flowchart illustrations of meth 
ods, apparatus, systems, and computer program products. It 
should be understood that each block of the block diagrams 
and flowchart illustrations, respectively, may be implemented 
in part by computer program instructions, e.g., as logical 
steps or operations executing on a processor in a computing 
system. These computer program instructions may be loaded 
onto a computer, Such as a special purpose computer or other 
programmable data processing apparatus to produce a spe 
cifically-configured machine. Such that the instructions 
which execute on the computer or other programmable data 
processing apparatus implement the functions specified in the 
flowchart block or blocks. 
0017. These computer program instructions may also be 
stored in a computer-readable memory that can direct a com 
puter or other programmable data processing apparatus to 
function in a particular manner, Such that the instructions 
stored in the computer-readable memory produce an article of 
manufacture including computer-readable instructions for 
implementing the functionality specified in the flowchart 
block or blocks. The computer program instructions may also 
be loaded onto a computer or other programmable data pro 
cessing apparatus to cause a series of operational steps to be 
performed on the computer or other programmable apparatus 
to produce a computer-implemented process such that the 
instructions that execute on the computer or other program 
mable apparatus provide operations for implementing the 
functions specified in the flowchart block or blocks. 
0018. Accordingly, blocks of the block diagrams and 
flowchart illustrations Support various combinations for per 
forming the specified functions, combinations of operations 
for performing the specified functions and program instruc 
tions for performing the specified functions. It should also be 
understood that each block of the block diagrams and flow 
chart illustrations, and combinations of blocks in the block 
diagrams and flowchart illustrations, can be implemented by 
special purpose hardware-based computer systems that per 
form the specified functions or operations, or combinations of 
special purpose hardware and computer instructions. 

II. EXEMPLARY SYSTEMARCHITECTURE 

0019 FIG. 1 provides an illustration of a system that can 
be used in conjunction with various embodiments of the 
present invention. As shown in FIG. 1, the system may 
include one or more vehicles 100, one or more portable 
devices 105, one or more monitoring servers 110, one or more 
Global Positioning System (GPS) satellites 115, one or more 
location sensors 120, one or more telematics sensors 125, one 
or more data collection devices 130, one or more networks 
140, one or more imaging devices 135, and/or the like. Each 
of the components of the system may be in electronic com 
munication with, for example, one another over the same or 
different wireless or wired networks including, for example, 
a wired or wireless Personal Area Network (PAN), Local Area 
Network (LAN), Metropolitan Area Network (MAN), Wide 
Area Network (WAN), or the like. Additionally, while FIG. 1 
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illustrates certain system entities as separate, standalone enti 
ties, the various embodiments are not limited to this particular 
architecture. 

a. Exemplary Vehicle 
0020. In various embodiments, the vehicle 100 (such as a 
delivery vehicle) may include one or more location sensors 
120, one or more telematics sensors 125, one or more data 
collection devices 130, one or more imaging devices 135, 
and/or the like. 

i. Exemplary Data Collection Device 
0021 Reference is now made to FIG. 2, which provides a 
block diagram of an exemplary data collection device 130. 
The data collection device 130 may collect location and 
telematics sensor data and transmit the data to the portable 
device 105 and/or the monitoring server 110 via one of sev 
eral communication methods. 

0022. In one embodiment, the data collection device 130 
may include, be associated with, or be in communication with 
one or more processors 200, one or more location-determin 
ing devices or one or more location sensors 120 (e.g., Global 
Navigation Satellite System (GNSS) sensors), one or more 
telematics sensors 125, one or more real-time clocks 215, a 
J-Bus protocol architecture, one or more electronic control 
modules (ECM) 245, one or more communication ports 230 
for receiving data from various sensors (e.g., via a CAN-bus), 
one or more communication ports 205 for transmitting data, 
one or more radio frequency identification (RFID) tags 250, 
one or more power sources 220, one or more data radios 235 
for communication with a variety of communication net 
works, one or more memory modules 210, and one or more 
programmable logic controllers (PLC) 225. It should be noted 
that many of these components may be located in the vehicle 
100 but external to the data collection device 130. 

0023. In one embodiment, the one or more location sen 
sors 120 may be one of several components in communica 
tion with or available to the data collection device 130. More 
over, the one or more location sensors 120 may be compatible 
with a Low Earth Orbit (LEO) satellite system or a Depart 
ment of Defense (DOD) satellite system. Alternatively, trian 
gulation may be used in connection with a device associated 
with a particular vehicle and/or the vehicle's driver and with 
various communication points (e.g., cellular towers or Wi-Fi 
access points) positioned at various locations throughout a 
geographic area to determine the location of the vehicle 100 
and/or its driver. The one or more location sensors 120 may be 
used to receive latitude, longitude, altitude, geocode, course, 
position, time, and/or speed data (e.g., location data). The one 
or more location sensors 120 may also communicate with the 
monitoring server 110, the data collection device 130, and/or 
a similar network entity. 
0024. As indicated, in addition to the one or more location 
sensors 120, the data collection device 130 may include or be 
associated with one or more telematics sensors 125. For 
example, the telematics sensors 125 may include vehicle 
sensors, such as engine, fuel, odometer, tire pressure, loca 
tion, weight, door, and speed sensors. The telematics data 
may include, but is not limited to, vehicle speed data, RPM 
data, tire pressure data, oil pressure data, seatbelt usage data, 
mileage data, fuel data, idle data, and/or the like. The telemat 
ics sensors 125 may include environmental sensors, such as 
air quality sensors, temperature sensors, and/or the like. Thus, 
the telematics data may also include carbon monoxide (CO), 
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nitrogen oxides (NOx), sulfur oxides (SOx), ozone (O), 
hydrogen Sulfide (H2S) and/or ammonium (NH) data and/or 
meteorological data. 
0025. In one embodiment, the ECM 245 may be one of 
several components in communication with or available to the 
data collection device 130. The ECM 245, which may be a 
scalable and subservient device to the data collection device 
130, may have data processing capability to decode and store 
analog and digital inputs from vehicle systems and sensors. 
The ECM 245 may further have data processing capability to 
collect and present vehicle data to the J-Bus (which may 
allow transmission to the data collection device 130), and 
output standard vehicle diagnostic codes when received from 
a vehicle's J-Bus-compatible on-board controllers 240 or sen 
SOS. 

0026. As indicated, a communication port 230 may be one 
of several components available in the data collection device 
130. Embodiments of the communication port 230 may 
include an Infrared Data Association (IrDA) communication 
port, a data radio, and/or a serial port. The communication 
port 230 may receive instructions for the data collection 
device 130. These instructions may be specific to the vehicle 
100 in which the data collection device 130 is installed, spe 
cific to the geographical area in which the vehicle 100 will be 
traveling, or specific to the function the vehicle 100 serves 
within the fleet. In one embodiment, the data radio 235 may 
be configured to communicate with a wireless wide area 
network (WWAN), wireless local area network (WLAN), or 
wireless personal area network (WPAN), or any combination 
thereof. For example, the data radio 235 may communicate 
via various wireless protocols, such as 802.11, general packet 
radio service (GPRS), Universal Mobile Telecommunica 
tions System (UMTS), Code Division Multiple Access 2000 
(CDMA2000), Wideband Code Division Multiple Access 
(WCDMA), Time Division-Synchronous Code Division 
Multiple Access (TD-SCDMA), Long Term Evolution 
(LTE), Evolved Universal Terrestrial Radio Access Network 
(E-UTRAN), IEEE 802.11 (Wi-Fi), 802.16 (WiMAX), ultra 
wideband (UWB), infrared (IR) protocols, Bluetooth proto 
cols, wireless universal serial bus (USB) protocols, and/or 
any other wireless protocol. Via these communication stan 
dards and protocols, the data collection device 130 can com 
municate with various other entities. 

0027. In one embodiment, one or more RFID tags 250 may 
be one of several components available for use with the data 
collection device 130. One embodiment of the one or more 
RFID tags 250 may include active RFID tags, each of which 
may comprise at least one of the following: (1) an internal 
clock; (2) a memory; (3)a microprocessor, and (4) at least one 
input interface for connecting with sensors located in the 
vehicle 100 or the data collection device 130. Another 
embodiment of the RFID tags 250 may be passive RFID tags. 
ii. Exemplary Imaging Devices 
0028. The vehicle 100 may also include one or more imag 
ing devices 135 disposed therein. For example, imaging 
devices 135 may be disposed on the vehicle 100 facing out 
toward the front, rear, and/or sides of the vehicle 100. Simi 
larly, imaging devices 135 may be disposed on the vehicle 
100 facing in toward the driver, passengers, or cargo in the 
vehicle 100. 
0029. In one embodiment, the imaging devices 135 may 
be analog or digital cameras (or video cameras or combina 
tions thereof) for capturing images (e.g., image data). For 
example, the imaging devices 135 may be cameras with wide 
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angle lenses and/or cameras with narrow angle lenses. In one 
embodiment, the imaging devices 135 may be dual-view 
imaging devices 135 that simultaneously record video inside 
and outside of the vehicle 100. The imaging devices 135 may 
be configured to continuously record images and/or video. 
Similarly, the imaging devices 135 may be configured to 
automatically record and stop recording image data upon the 
occurrence of certain specified events, such as the entering 
and/or exiting of a geofenced area. 
0030. In one embodiment, the imaging devices 135 may 
include one or more processors, one or more temporary 
memory storage areas, and/or one or more permanent 
memory storage areas. For instance, the imaging devices 135 
can capture (and timestamp) images (e.g., image data) and 
store them temporarily in the temporary memory storage 
areas or permanently within the imaging devices 135. In one 
embodiment, the imaging devices 135 may also be connected 
to (or include) a network interface for communicating with 
various entities. As indicated above, this communication may 
be via the same or different wired or wireless networks using 
a variety of wired or wireless transmission protocols. For 
example, using Such protocols, the imaging devices 135 may 
communicate with (e.g., receive instructions from and trans 
mit image data to) the portable device 105, the monitoring 
server 110, and/or the data collection device 130. 
b. Exemplary Monitoring Server 
0031 FIG. 3 provides a schematic of a monitoring server 
110 according to one embodiment of the present invention. In 
general, the term "server” may refer to, for example, any 
computer, computing device, mobile phone, desktop, note 
book or laptop, distributed system, server, blade, gateway, 
Switch, processing device, or combination of processing 
devices adapted to perform the functions described herein. As 
will be understood from this figure, in one embodiment, the 
monitoring server 110 may include a processor 305that com 
municates with other elements within the monitoring server 
110 via a system interface or bus 361. The processor 305 may 
be embodied in a number of different ways. For example, the 
processor 305 may be embodied as one or more processing 
elements, one or more microprocessors with accompanying 
digital signal processors, one or more processors without an 
accompanying digital signal processors, one or more copro 
cessors, one or more multi-core processors, one or more 
controllers, and/or various other processing devices including 
integrated circuits such as, for example, an application spe 
cific integrated circuit (ASIC), a field programmable gate 
array (FPGA), a hardware accelerator, or the like. 
0032. In an exemplary embodiment, the processor 305 
may be configured to execute instructions stored in the device 
memory or otherwise accessible to the processor 305. As 
such, whether configured by hardware or software methods, 
or by a combination thereof, the processor 305 may represent 
an entity capable of performing operations according to 
embodiments of the present invention when configured 
accordingly. A display device/input device 364 for receiving 
and displaying data may also be included in or associated with 
the monitoring server 110. The display device/input device 
364 may be, for example, a keyboard or pointing device that 
is used in combination with a monitor. The monitoring server 
110 may further include transitory and non-transitory 
memory 363, which may include both random access 
memory (RAM)367 and read only memory (ROM)365. The 
monitoring server's ROM 365 may be used to store a basic 
input/output system (BIOS)326 containing the basic routines 
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that help to transfer information to the different elements 
within the monitoring server 110. 
0033. In addition, in one embodiment, the monitoring 
server 110 may include at least one storage device 368, such 
as a hard disk drive, a CD drive, a DVD drive, and/or an 
optical disk drive for storing information on various com 
puter-readable media. The storage device(s)368 and its asso 
ciated computer-readable media may provide nonvolatile 
storage. The computer-readable media described above could 
be replaced by any other type of computer-readable media, 
Such as embedded or removable multimedia memory cards 
(MMCs), secure digital (SD) memory cards, Memory Sticks, 
electrically erasable programmable read-only memory (EE 
PROM), flash memory, hard disk, or the like. Additionally, 
each of these storage devices 368 may be connected to the 
system bus 361 by an appropriate interface. 
0034) Furthermore, a number of program modules may be 
stored by the various storage devices 368 and/or within RAM 
367. Such program modules may include an operating system 
380, a collection module 370, a location module 360, and a 
trigger module 350. As discussed in greater detail below, 
these modules may control certain aspects of the operation of 
the monitoring server 110 with the assistance of the processor 
305 and operating system 380 although their functionality 
need not be modularized. In addition to the program modules, 
the monitoring server 110 may store or be in communication 
with one or more databases, such as database 340. 
0035 Also located within or associated with the monitor 
ing server 110, in one embodiment, is a network interface 374 
for interfacing with various computing entities. This commu 
nication may be via the same or different wired or wireless 
networks (or a combination of wired and wireless networks), 
as discussed above. For instance, the communication may be 
executed using a wired data transmission protocol. Such as 
fiber distributed data interface (FDDI), digital subscriber line 
(DSL), Ethernet, asynchronous transfer mode (ATM), frame 
relay, data over cable service interface specification (DOC 
SIS), or any other wired transmission protocol. Similarly, the 
monitoring server 110 may be configured to communicate via 
wireless external communication networks using any of a 
variety of protocols, such as 802.11, GPRS, UMTS, 
CDMA2000, WCDMA, TD-SCDMA, LTE, E-UTRAN, Wi 
Fi, WiMAX, UWB, and/or any other wireless protocol. 
0036. It will be appreciated that one or more of the moni 
toring server's 110 components may be located remotely 
from other monitoring server 110 components. Furthermore, 
one or more of the components may be combined and addi 
tional components performing functions described herein 
may be included in the monitoring server 110. 
c. Exemplary Portable Device 
0037. With respect to the portable device 105, FIG. 4 
provides an illustrative schematic representative of a portable 
device 105 that can be used in conjunction with the embodi 
ments of the present invention (e.g., a portable device 105 
carried by a delivery driver). As shown in FIG. 4, the portable 
device 105 can include an antenna 412, a transmitter 404, a 
receiver 406, and a processing device 408, e.g., a processor, 
controller, or the like, that provides signals to and receives 
signals from the transmitter 404 and receiver 406, respec 
tively. 
0038. The signals provided to and received from the trans 
mitter 404 and the receiver 406, respectively, may include 
signaling information in accordance with an air interface 
standard of applicable wireless (or wired) systems. In this 
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regard, the portable device 105 may be capable of operating 
with one or more air interface standards, communication 
protocols, modulation types, and access types. More particu 
larly, the portable device 105 may operate inaccordance with 
any of a number of second-generation (2G) communication 
protocols, third-generation (3G) communication protocols, 
and/or the like. Further, for example, the portable device 105 
may operate in accordance with any of a number of different 
wireless networking techniques, such as GPRS, UMTS, 
CDMA2000, WCDMA, TD-SCDMA, LTE, E-UTRAN, Wi 
Fi, WiMAX, UWB, and/or any other wireless protocol. Via 
these communication standards and protocols, the portable 
device 105 can communicate with the monitoring server 110 
and/or various other entities. 
0039. The portable device 105 may also comprise a user 
interface (that can include a display 416 coupled to a process 
ing device 408) and/or a user input interface (coupled to the 
processing device 408). The user input interface can comprise 
any of a number of devices allowing the portable device 105 
to receive data, Such as a keypad 418, a touch display (not 
shown), barcode reader (not shown), RFID tag reader (not 
shown), or other input device. In embodiments including a 
keypad 418, the keypad 418 can include the conventional 
numeric (0-9) and related keys (ii, *), and other keys used for 
operating the portable device 105 and may include a full set of 
alphabetic keys or set of keys that may be activated to provide 
a full set of alphanumeric keys. In addition to providing input, 
the user input interface can be used, for example, to activate or 
deactivate certain functions, such as screen savers and/or 
sleep modes. Although not shown, the portable device 105 
may also include a battery. Such as a vibrating battery pack, 
for powering the various circuits that are required to operate 
the portable device 105, as well as optionally providing 
mechanical vibration as a detectable output. 
0040. The portable device 105 can also include volatile 
memory 422 and/or non-volatile memory 424, which can be 
embedded and/or may be removable. For example, the non 
volatile memory may be embedded or removable MMCs, SD 
memory cards, Memory Sticks, EEPROM, flash memory, 
hard disk, or the like. The memory can store any of a number 
of pieces or amount of information and data used by the 
portable device 105 to implement the functions of the por 
table device 105. The memory can also store content, such as 
computer program code for an application and/or other com 
puter programs. 
0041. The portable device 105 may also include a GPS 
module adapted to acquire, for example, latitude, longitude, 
altitude, geocode, course, speed, universal time (UTC), date, 
and/or telematics information/data. In one embodiment, the 
GPS module acquires data, sometimes known as ephemeris 
data, by identifying the number of satellites in view and the 
relative positions of those satellites. In addition, data regard 
ing, for example, heading and estimated time of arrival (ETA) 
can also be captured, which enhances the determination of the 
position of the GPS module. 

III. EXEMPLARY SYSTEM OPERATION 

0042. Reference will now be made to FIG. 5. FIG. 5 illus 
trates operations and processes that can be performed to trig 
ger geo-fence based events. 
a. Defined Geographic Areas 
0043. In one embodiment, as shown in FIG. 5, the process 
may be begin at Block 500 with a computing entity (e.g., via 
a user operating a computing entity) defining one or more 
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geographic areas. In one embodiment, the geographic areas 
may correspond to areas within which one or more parcels 
may be picked up and/or delivered (e.g., a delivery route). 
Each geographic area may, for example, represent an area in 
which a single driver may be capable of handling all parcel 
pick-ups and deliveries within a given delivery cycle (e.g., an 
eight-hour day). In one embodiment, the geographic areas 
may correspond to bus routes or taxis routes (e.g., driven by 
school bus, transit bus drivers, and/or taxis drivers). In one 
embodiment, the geographic areas may be defined based on 
predefined size requirements (e.g., a new geographic area 
may occur every 100,000 square feet). Alternatively, the geo 
graphic areas may be defined based on Zoning classifications 
associated with different geographic areas (e.g., an office park 
may make up an individual geographic area). 
0044. In another embodiment, one or more of the geo 
graphic areas may be defined based on the existence of one or 
more housing Subdivisions, office parks, and/or the like. For 
example, each housing Subdivision, or a combination of two 
or more abutting housing Subdivisions, may make up a 
defined geographic area. This may depend, for example, on 
the square footage of each Subdivision and/or the number of 
houses within each subdivision. 

0045. In yet another alternative embodiment, one or more 
of the geographic areas may be defined based on the average 
number of potential stops (e.g., delivery stops, stoplights, 
and/or stop signs) and/or the frequency of stops within certain 
geographic areas. This may be determined, for example, 
based on information gathered regarding past pick-ups and 
deliveries within that geographic area. 
0046 According to various embodiments of the present 
invention, a geographic area may overlap or reside wholly 
within another geographic area. Geographic areas may, for 
example, be as Small as a single delivery/pick-up stop or a 
Suite within a commercial building, or as large as an entire 
town, city, county, or state. According to various embodi 
ments, the geographic areas need not be continuous. In other 
words, a geographic area may specifically exclude an area 
that would otherwise fall within the geographic area (e.g., 
Such that the geographic area forms a donut or similar shape 
around the excluded area). 
0047. The geographic areas may be defined based on any 
number and combination of factors including, but not limited 
to, those described above. The foregoing examples are there 
fore provided for exemplary purposes only and should not be 
taken in any way as limiting embodiments of the present 
invention to the examples provided. 
b. Defined Geofences 
0048. In one embodiment, once the geographic areas have 
been defined, a computing entity (e.g., via a user operating a 
computing entity) may define one or more geofences (Block 
505). Such as defining a geofence around a geographic area. 
The geofences may be defined to Surround a defined geo 
graphic area, a neighborhood, a parcel delivery route, a Zip 
code, a school Zone, a city, and/or the like. The geofence may 
be defined, for example, by the latitude and longitude coor 
dinates associated with various points along the perimeter of 
the geographic area. Alternatively, the geofence may be 
defined based on latitude and longitude coordinates of the 
center, as well as the radius, of the geographic area. The 
geographic area, and therefore the geofence, may be any 
shape including, but not limited to, a circle, square, rectangle, 
an irregular shape, and/or the like. Moreover, the geofenced 
areas need not be the same shape or size. Accordingly, any 
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combination of shapes and sizes may be used in accordance 
with embodiments of the present invention. Similarly, a 
geofence may overlap or reside wholly within another 
geofence. Geofences may, for example, beas Small as a single 
delivery/pick-up stop or a Suite within a commercial building, 
or as large as an entire city, county, or state. 
0049. In one embodiment, once at least one geofence has 
been defined, the coordinates (or similar means for defining 
the geofenced areas) may be stored in a database associated 
with, for example, the data collection device 130, portable 
device 105, and/or monitoring server 110. Thus, as the 
vehicle enters and exits the defined one or more defined 
geofences, a computing entity (the data collection device 130, 
portable device 105, and/or monitoring server 110) can moni 
tor the location of the vehicle 100 and trigger/initiate certain 
events based on the vehicle's 100 location. 
c. Geofence-Based Triggers 
0050. In one embodiment, after the one or more geofences 
have been defined, the location of the vehicle 100 can be 
monitored (Block 510). In particular, the location of the 
vehicle can be monitored by any of a variety of computing 
entities (e.g., via a location module 360), including the data 
collection device 130, the portable device 105, and/or the 
monitoring server 110. For example, as noted above, the 
vehicle's 100 location at a particular time may be determined 
with the aid of one or more location-determining devices 
and/or one or more location sensors 120 (e.g., GNSS sen 
sors). By using the vehicle's 100 location, a computing entity 
(data collection device 130, portable device 105, or monitor 
ing server 110) can determine, for example, when the vehicle 
100 enters and/or exits a defined geofence (Block 515). 
0051. In one embodiment, as indicated in Block 520, in 
response to (e.g., after) a determination that a vehicle 100 has 
entered or exited a defined geofence, a computing entity (e.g., 
the data collection device 130, portable device 105, or moni 
toring server 110) can automatically triggerfinitiate one or 
more events. In various embodiments, this functionality can 
provide for the automatic collection of data (e.g., image data 
and telematics data) as vehicles 100 enter and exit defined 
geofences. 
0052. In one embodiment, after a computing entity (e.g., 
the data collection device 130, portable device 105, or moni 
toring server 110) determines that a vehicle 100 has entered a 
defined geofence, the computing entity can transmit/initiate a 
communication that causes the vehicle's 100 one or more (i) 
imaging devices 135 to automatically turn on and/or begin 
recording image data and/or (ii) data collection devices 130 to 
automatically turn on and/or begin collecting telematics data. 
For example, the data collection device 130 can determine 
that the vehicle 100 has entered a defined geofence and auto 
matically transmit/initiate a communication (i) to the one or 
more imaging devices 135 that causes them to automatically 
turn on and/or begin recording image data and/or (ii) that 
causes the data collection device 130 to begin collecting 
telematics data. In another example, the portable device 105 
(and/or monitoring server 110) can determine that the vehicle 
100 has entered a defined geofence and transmit/initiate a 
communication (i) to the one or more imaging devices 135 
that causes them to automatically turn on and/or begin record 
ing image data and/or (ii) to the one or more data collection 
devices 130 that causes them to automatically turn on and/or 
begin collecting telematics data. Similarly, after a computing 
entity (e.g., the data collection device 130, portable device 
105, or monitoring server 110) determines that the vehicle 
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100 has exited the defined geofence, the computing entity can 
transmit/initiate a communication that causes the vehicle's 
100 one or more (i) imaging devices 135 to automatically turn 
off and/or stop recording image data and/or (ii) data collec 
tion devices 130 to automatically turn off and/or stop collect 
ing telematics data. 
0053 Alternatively, in one embodiment, after a comput 
ingentity (e.g., the data collection device 130, portable device 
105, or monitoring server 110) determines that a vehicle 100 
has exited a defined geofence, the computing entity can trans 
mit/initiate a communication that causes the vehicle's 100 
one or more (i) imaging devices 135 to automatically turn on 
and/or begin recording image data (e.g., via a trigger module 
350) and/or (ii) data collection devices 130 to automatically 
turn on and/or begin collecting telematics data (e.g., via a 
trigger module 350). Similarly, after a computing entity (e.g., 
the data collection device 130, portable device 105, or moni 
toring server 110) determines that the vehicle 100 has entered 
the defined geofence, the computing entity can transmit/ini 
tiate a communication that causes the vehicle's 100 one or 
more (i) imaging devices 135 to automatically turn off and/or 
stop recording image data and/or (ii) data collection devices 
130 to automatically turn off and/or stop collecting telematics 
data (e.g., as described previously). 
0054. In one embodiment, the one or more (i) imaging 
devices 135 may be configured to continuously record image 
data and/or (ii) data collection devices 130 may be configured 
to continuously collect telematics data when the vehicle 100 
is in use. In this particular embodiment, after a computing 
entity (e.g., the data collection device 130, portable device 
105, or monitoring server 110) determines that the vehicle 
100 has exited a defined geofence, the computing entity can 
transmit/initiate a communication that causes the vehicle's 
100 one or more (i) imaging devices 135 to automatically 
transmit (or store) image data being recorded to a computing 
entity and/or (ii) data collection devices 130 to automatically 
transmit (or store) telematics data being collected to a com 
puting entity (e.g., as described previously). Similarly, after a 
computing entity (e.g., the data collection device 130, por 
table device 105, or monitoring server 110) determines that 
the vehicle 100 has entered the defined geofence, the com 
puting entity can transmit/initiate a communication that 
causes the vehicle's 100 one or more (i) imaging devices 135 
to automatically stop transmitting (or storing) image data 
being recorded to a computing entity and/or (ii) data collec 
tion devices 130 to automatically stop transmitting (or Stor 
ing) telematics data being collected to a computing entity 
(e.g., as described previously). 
0055 Alternatively, in one embodiment, the one or more 

(i) imaging devices 135 may be configured to continuously 
record image data and/or (ii) data collection devices 130 may 
be configured to continuously collect telematics data when 
the vehicle 100 is in use. In a particular embodiment, after a 
computing entity (e.g., the data collection device 130, por 
table device 105, or monitoring server 110) determines that 
the vehicle 100 has entered a defined geofence, the computing 
entity can transmit/initiate a communication that causes the 
vehicle's 100 one or more (i) imaging devices 135 to auto 
matically transmit (or store) image data being recorded to a 
computing entity and/or (ii) data collection devices 130 to 
automatically transmit (or store) telematics data being col 
lected to a computing entity (e.g., as described previously). 
Similarly, after a computing entity (e.g., the data collection 
device 130, portable device 105, or monitoring server 110) 
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determines that the vehicle 100 has exited the defined 
geofence, the computing entity can transmit/initiate a com 
munication that causes the vehicle's 100 one or more (i) 
imaging devices 135 to automatically stop transmitting (or 
storing) image data being recorded to a computing entity 
and/or (ii) data collection devices 130 to automatically stop 
transmitting (or storing) telematics data being collected to a 
computing entity (e.g., as described previously). 
0056. In one embodiment, the one or more (i) imaging 
devices 135 may be configured to continuously record image 
data and/or (ii) data collection devices 130 may be configured 
to continuously collect telematics data when the vehicle 100 
is in use. In a particular embodiment, after a computing entity 
(e.g., the data collection device 130, portable device 105, or 
monitoring server 110) determines that the vehicle 100 has 
exited a defined geofence, the computing entity can transmit/ 
initiate a communication that causes the vehicle's 100 one or 
more (i) imaging devices 135 to automatically begin storing 
image data being recorded to one or more memory storage 
areas (e.g., via a collection module 370) and/or (ii) data 
collection devices 130 to automatically begin storing telemat 
ics data being collected to one or more memory storage areas 
(e.g., as described previously). Similarly, after a computing 
entity (e.g., the data collection device 130, portable device 
105, or monitoring server 110) determines that the vehicle 
100 has entered the defined geofence, the computing entity 
can transmit/initiate a communication that causes the vehi 
cle's 100 one or more (i) imaging devices 135 to automati 
cally stop storing image data being recorded to one or more 
memory storage areas and/or (ii) data collection devices 130 
to automatically stop storing telematics data being collected 
to one or more memory storage areas (e.g., as described 
previously). 
0057 Alternatively, in one embodiment, the one or more 
(i) imaging devices 135 may be configured to continuously 
record image data and/or (ii) data collection devices 130 may 
be configured to continuously collect telematics data when 
the vehicle 100 is in use. In a particular embodiment, after a 
computing entity (e.g., the data collection device 130, por 
table device 105, or monitoring server 110) determines that 
the vehicle 100 has entered a defined geofence, the computing 
entity can transmit/initiate a communication that causes the 
vehicle's 100 one or more (i) imaging devices 135 to auto 
matically begin storing image data being recorded to one or 
more memory storage areas and/or (ii) data collection devices 
130 to automatically begin storing telematics data being col 
lected to one or more memory storage areas (e.g., as described 
previously). Similarly, after a computing entity (e.g., the data 
collection device 130, portable device 105, or monitoring 
server 110) determines that the vehicle 100 has exited the 
defined geofence, the computing entity can transmit/initiate a 
communication that causes the vehicle's 100 one or more (i) 
imaging devices 135 to automatically stop storing image data 
being recorded to one or more memory storage areas and/or 
(ii) data collection devices 130 to automatically stop storing 
telematics data being collected to one or more memory Stor 
age areas (e.g., as described previously). As will be recog 
nized, a variety of approaches and techniques may be used to 
trigger/initiate the automated collection of data, Such as trig 
gers based on harsh braking, turning an engine one or off. 
and/or the like. Accordingly, the foregoing examples are pro 
vided for illustrative purposes only and should not be taken in 
any way as limiting embodiments of the present invention to 
the examples provided. 

IV. CONCLUSION 

0.058 Many modifications and other embodiments of the 
inventions set forth herein will come to mind to one skilled in 
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the art to which these embodiments of the invention pertain 
having the benefit of the teachings presented in the foregoing 
descriptions and the associated drawings. Therefore, it is to be 
understood that the embodiments of the invention are not to 
be limited to the specific embodiments disclosed and that 
modifications and other embodiments are intended to be 
included within the scope of the appended claims. Although 
specific terms are employed herein, they are used in a generic 
and descriptive sense only and not for purposes of limitation. 

1. A method for the automated collection of data compris 
ing: 

electronically receiving information defining a geofence 
around a geographic area; 

electronically collecting data associated with a vehicle 
while the vehicle is operated outside the geofenced area, 
wherein the data collected is selected from the group 
consisting of (a) image data collected via one or more 
imaging devices disposed on the vehicle and (b) telemat 
ics data via one or more data collection devices disposed 
on the vehicle: 

determining the location of the vehicle: 
determining whether the vehicle has entered the geofenced 

area; and 
after determining the vehicle has entered the geofenced 

area, automatically stopping the collection of the data 
while the vehicle is operated within the geofenced area. 

2. The method of claim 1 further comprising: 
determining the location of the vehicle: 
determining whether the vehicle has exited the geofenced 

area; and 
after determining the vehicle has exited the geofenced area, 

automatically starting the collection of the data while the 
vehicle is operated outside the geofenced area. 

3. The method of claim 1, wherein the data collected com 
prises image data collected via one or more imaging devices 
disposed on the vehicle. 

4. The method of claim3 further comprising transmitting at 
least a portion of the image data from the one or more imaging 
devices to a computing entity. 

5. The method of claim 1, wherein the data collected com 
prises telematics data collected via one or more data collec 
tion devices disposed on the vehicle. 

6. The method of claim 5 further comprising transmitting at 
least a portion of the telematics data from the one or more data 
collection devices disposed on the vehicle to a computing 
entity. 

7. A method for the automated collection of data compris 
ing: 

electronically receiving information defining a geofence 
around a geographic area; 

electronically collecting data associated with a vehicle 
while the vehicle is operated within the geofenced area, 
wherein the data collected is selected from the group 
consisting of (a) image data collected via one or more 
imaging devices disposed on the vehicle and (b) telemat 
ics data via one or more data collection devices disposed 
on the vehicle: 

determining the location of the vehicle: 
determining whether the vehicle has exited the geofenced 

area; and 
after determining the vehicle has exited the geofenced area, 

automatically stopping the collection of the data while 
the vehicle is operated outside the geofenced area. 
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8. The method of claim 7 further comprising: 
determining the location of the vehicle: 
determining whether the vehicle has entered the geofenced 

area; and 
after determining the vehicle has entered the geofenced 

area, automatically starting the collection of the data 
while the vehicle is operated within the geofenced area. 

9. The method of claim 7, wherein the data collected com 
prises image data collected via one or more imaging devices 
disposed on the vehicle. 

10. The method of claim 9 further comprising transmitting 
at least a portion of the image data from the one or more 
imaging devices to a computing entity. 

11. The method of claim 7, wherein the data collected 
comprises telematics data collected via one or more data 
collection devices disposed on the vehicle. 

12. The method of claim 11 further comprising transmit 
ting at least a portion of the telematics data from the one or 
more data collection devices disposed on the vehicle to a 
computing entity. 

13. A system comprising one or more imaging devices and 
one or more data collection devices, the system configured to: 

receive information defining a geofence around a geo 
graphic area; 

collect data associated with a vehicle while the vehicle is 
operated outside the geofenced area, wherein the data 
collected is selected from the group consisting of (a) 
image data collected via one or more imaging devices 
disposed on the vehicle and (b) telematics datavia one or 
more data collection devices disposed on the vehicle: 

determine the location of the vehicle; 
determine whether the vehicle has entered the geofenced 

area; and 
after determining the vehicle has entered the geofenced 

area, automatically stop the collection of the data while 
the vehicle is operated within the geofenced area. 

14. The system of claim 13 further configured to: 
determine the location of the vehicle; 
determine whether the vehicle has exited the geofenced 

area; and 
after determining the vehicle has exited the geofenced area, 

automatically start the collection of the data while the 
vehicle is operated outside the geofenced area. 

15. The system of claim 13, wherein the data collected 
comprises image data collected via the one or more imaging 
devices disposed on the vehicle. 

16. The system of claim 15 further configured to transmitat 
least a portion of the image data from the one or more imaging 
devices to a computing entity. 

17. The system of claim 13, wherein the data collected 
comprises telematics data collected via the one or more data 
collection devices disposed on the vehicle. 

18. The system of claim 17 further configured to transmitat 
least a portion of the telematics data from the one or more data 
collection devices disposed on the vehicle to a computing 
entity. 

19. A system comprising one or more imaging devices and 
one or more data collection devices, the system configured to: 

receive information defining a geofence around a geo 
graphic area; 

collect data associated with a vehicle while the vehicle is 
operated within the geofenced area, wherein the data 
collected is selected from the group consisting of (a) 
image data collected via one or more imaging devices 



US 2011/0238300 A1 

disposed on the vehicle and (b) telematics data via one or 
more data collection devices disposed on the vehicle: 

determine the location of the vehicle; 
determine whether the vehicle has exited the geofenced 

area; and 
after determining the vehicle has exited the geofenced area, 

automatically stop the collection of the data while the 
vehicle is operated outside the geofenced area. 

20. The system of claim 19 further configured to: 
determine the location of the vehicle; 
determine whether the vehicle has entered the geofenced 

area; and 
after determining the vehicle has entered the geofenced 

area, automatically start the collection of the data while 
the vehicle is operated within the geofenced area. 
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21. The system of claim 19, wherein the data collected 
comprises image data collected via the one or more imaging 
devices disposed on the vehicle. 

22. The system of claim 21 further configured to transmitat 
least a portion of the image data from the one or more imaging 
devices to a computing entity. 

23. The system of claim 19, wherein the data collected 
comprises telematics data collected via the one or more data 
collection devices disposed on the vehicle. 

24. The system of claim 23 further configured to transmitat 
least a portion of the telematics data from the one or more data 
collection devices disposed on the vehicle to a computing 
entity. 


