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function. The access data is returned to the data service pro 
vider via the remote link. The data exchanger is utilized to 
implement the desired function. 

AA 
SEry CE 
RVERS 

22 

N 

  

  

  

    

  

  

    

  

  

  

    

  



Patent Application Publication Aug. 21, 2014 Sheet 1 of 4 US 2014/0237557 A1 

-24C 

REC 
NK 

248 AA 
s --" 22 SERVICE 

w RMC ROWDERS 

Nik 
l/ 24A 

REMOTE 
NK 

OE 2OA 
f 
x 
cy 

g 
f 

283 8A 

N- ... i0 
M 26 - 

ROER -/ X 
}EW.E - 

Nier N 

  

  

  

  



Patent Application Publication Aug. 21, 2014 Sheet 2 of 4 US 2014/0237557 A1 

ROR EWC, 

34- CEN NERFACE 36 

WRE) WRELESS 

AAEXCANGERNRACS" 
CONNECOR 

RCER 

ACCESS WANAGER 

E3 SERVER 

ACCESS WANAGER 
46 

X PROVER ENGN 

8 
& ACCESS EN GME 

O 
X CEN ENGN 

4. 

5 

  



Patent Application Publication Aug. 21, 2014 Sheet 3 of 4 US 2014/0237557 A1 

OAA AN ANEER 

54. 
ACCESS PRIVILEGE S. 

AA EXCA:GER REGSRY 64. 

66- AA PAN 
EE 

AYE AA RWEGE AA 

DiviE i 

E/E 

OE/CE 

  



Patent Application Publication Aug. 21, 2014 Sheet 4 of 4 US 2014/0237557 A1 

RECEVE A CONNECTION RECES FROWA CEN 
DEWC, 

CASE A AA EXCANGER O ESABSA REVOE 
NK AA AA SERVCE RECW) 

8 7. 

CUERY HE AASERVICE PROVIDER REGARNG 
ACCESS RWEGES ASSCCA f AA 

EXCANGER 

-- ACCESS 

RECES ACCESS CONN / 
ROf AA SERVICE 

&OWER 

y 
PRESENNiG ACCESS 

\ CONN C - CEN 
EWC, 

Z - AA XC-ANGER 78 
O PRORA - ESR 

NCON 

y 

RETURN ACCESS DATA TO | 84 
TE DAA, SirVCE 

ROWER / 

  

    

    

  

    

    

  



US 2014/0237557 A1 

DATA PLAN ACTIVATION 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

0001. The present application is a continuation of and 
claims the benefit of priority under 35 U.S.C. S 119 to U.S. 
patent application Ser. No. 12/351,502 entitled “Data Plan 
Activation and Modification filed Jan. 9, 2009, U.S. patent 
application Ser. No. 10/936,124 entitled “Device Cradle” 
filed Sep. 8, 2004 and U.S. Provisional Application No. 
61/019,882 entitled “Guided Activation and Modification of 
Data Plan filed Jan. 9, 2008 which are incorporated by ref 
erence herein in their entirety. 

BACKGROUND 

0002 Routers allow client devices in a local area network 
(LAN) to access a wide area network (WAN). Often, a router 
connects to the WAN via a data exchanger Such as a data 
enabled cellular device, a DSL modem, or a cable modem. A 
given router may be equipped to simultaneously connect to 
multiple data exchangers. A data exchanger in the form of a 
data enabled cellular device is typically associated with a data 
plan allowing that device to be used to access the WAN. The 
data plan specifies cost, payment methods, access privileges, 
and the like. Access privileges can relate to data transfer rate 
and Volume limitations, time of use limitations, as well as 
content limitations. For example, access privileges may limit 
transfer speeds to a fraction of the potential available to the 
data exchanger. Other access privileges may limit data trans 
fers to a certain number of megabytes per time period. Yet 
other access privileges may limit the content or type of data 
that can be transferred. For example, access privileges may 
block or restrict communications from file sharing applica 
tions or the transfer of large files in general. 
0003. When presented with a new data exchanger, the data 
plan is typically inactive preventing the device from being 
used to access the WAN. Unfortunately, a user is not provided 
with the ability to efficiently activate or even modify a data 
plan. 

DESCRIPTION OF THE DRAWINGS 

0004 FIG. 1 illustrates an exemplary environment in 
which embodiments of the present invention can be imple 
mented. 
0005 FIGS. 2-4 are block diagrams showing physical and 
logical components of a router device according to an 
embodiment of the present invention. 
0006 FIG. 5 is an exemplary flow diagrams illustrating 
steps taken in performance of various embodiments of the 
present invention. 

DETAILED DESCRIPTION 

0007 Introduction: 
0008 Various embodiments described below operate to 
guide a user through the activation and/or modification of a 
data plan for a data exchanger Such as a data capable cellular 
device. According to one implementation, following connec 
tion of the data exchanger to a router device, the router device 
causes the data exchanger to establish a remote data link with 
a data service provider associated with the data exchanger. 
The data service provider maintains a registry of known data 
exchangers and the access privileges assigned to each. The 
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router device communicates with the data service provider to 
ascertain the access privileges for the particular data 
exchanger being used. 
0009. If the router device determines that the data 
exchanger has no access privileges with the internet service 
provider 22, the router device requests content, referred to 
herein as “access content’, from the data service provider to 
present to the user concerning establishing or otherwise 
modifying access privileges for the data exchanger. The 
router device presents this content to the user as a graphical 
interface displayed by a client device. As an example, the 
content may include an offer to establish a contractual agree 
ment between the user and the data service provider, whereby 
the data service provider agrees to provide the data exchanger 
with a certain level of internet access privileges for a certain 
period of time. In exchange, the user agrees to be bound by the 
terms of the contract which may include scheduled payments 
in the future or a single payment made at the moment. 
0010. If the user decides to establish access privileges, 
thus activating a data plan, for the data exchanger, the user 
interacts with the user interface providing the required infor 
mation, referred to herein as “access data, to the data service 
provider. Assuming the terms of the contract have been met, 
including any financial transaction, the data service provider 
server creates or modifies the registry entry for that particular 
data exchanger providing the data exchanger with increased 
access privileges. 
0011 Environment: 
0012 FIG. 1 illustrates exemplary environment 1 in which 
various embodiments of the present invention may be imple 
mented. Environment 1 includes router device 10 and clients 
12, 14, and 16 and local link 18. Clients 12, 14, and 16 
represent generally any computing devices capable of com 
municating with router device 10. Router device 10, dis 
cussed in more detail later, represents generally a device 
capable of connecting to clients 12, 14, and 16 and perform 
ing one or more tasks as guided by a connected client. 
0013 Local link 18 interconnects router device 10 and 
clients 12, 14, 16. Local link 18 represents generally a cable, 
wireless, or remote link via a telecommunication link, an 
infrared link, a radio frequency link, or any other connector or 
system that provides electronic communication between 
devices 10, 12, 14, and 16. The path followed by link 18 
between devices 10, 12, 14, and 16 in the schematic view of 
FIG. 1 represents the logical communication path between 
these devices, not necessarily the physical path between the 
devices. Devices 10, 12, 14, and 16 can be connected at any 
point and the appropriate communication path established 
logically between the devices. 
0014 Environment 1 also includes data exchangers 20A, 
20B and service providers 22. Each data exchanger 20A, 20B 
represents generally any combination of hardware and pro 
gramming that can be utilized by router device 10 to connect 
to a wide area network (WAN) such as the internet. A given 
data exchanger 20A, 20B may, for example, take the form of 
a data capable cellular device Such as a cell phone or card 
adapter, a DSL modem, a cable modem, or even a dial-up 
modem. 
0015 Service providers 22 represent generally infrastruc 
ture configured to provide internet related data services to 
subscribers such as an owner of data exchangers 20A, 20B. 
For example, where a given data exchanger 20A, 20B is a data 
enabled cellular telephone or card adapter, a corresponding 
service providers 22 may be a cellular telephone service 
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provider capable of providing voice and data services to Sub 
scribers allowing access to internet 26. Where a given data 
exchanger 22A, 22B is a DSL or cable modem, a correspond 
ing service providers 22 may include a more traditional inter 
net service provider (ISP) providing data access to internet 
26. 

0016 Remote links 24A, 24B.24C are eacha data link that 
interconnects a given data exchanger 20A, 20B and service 
provider 22. Each remote link 24A, 24B, 24C represents 
generally any combination of a cable, wireless, or remote 
connection via a telecommunication link, an infrared link, a 
radio frequency link, or any other connectors or systems that 
provides electronic communication between data exchanger 
20 and service providers 22. 
0017. In the embodiment illustrated in environment 1, 
device links 28A, 28B interconnect router device 10 and data 
exchangers 20A, 20B. Each device link 28A, 28B represents 
generally any combination of a cable, wireless, or remote 
connection via a telecommunication link, an infrared link, a 
radio frequency link, or any other connector or system that 
provides electronic communication between devices 10 and 
20. As examples, device link 28 may incorporate a physical 
USB cable or radio waves carrying communications of any 
one of a number of protocols such as Bluetooth. 
0018. It is noted that one or both data exchangers 20A, 
20B may be fully integrated into router device 10 or may be 
cards, dongles, or the like that plug into router device 10. Thus 
one or both device links 28A, 28B may include internal con 
nections within router device 10. While FIG. 1 illustrates the 
existence of two data exchangers 20A, 20B, router device 10 
may be configured to utilize any number of data exchangers. 
0019 Router Device: 
0020 FIG. 2 is a block diagram illustrating physical and 
logical components of router device 10. In this example, 
router device 10 represents generally any combination of 
hardware and programming capable routing network com 
munications between clients on the local network and 
between the clients and a wide area network such as the 
internet via a selected one of a plurality of data exchangers. In 
the example of FIG.3 router device 10 includes client inter 
face 30 and data exchanger interfaces 32. Client interface 30 
represents generally any combination of hardware and pro 
gram instructions capable of Supplying a communication 
interface between router device 10 and clients 12, 14, and 16 
shown in FIG.1. Data exchanger interfaces 32 each represent 
any combination of hardware and programming enabling 
data to be communicated between router device 10 and a data 
exchanger such as data exchanger 20A or 20B in FIG. 1. 
0021 Client interface 30 is shown to include wired inter 
face 34 and wireless interface 36. Wired interface 34 repre 
sents generally any interface through which communications 
can pass between router device 10 and clients 12, 14, and 16 
via one or more physical wires. Wired interface 34 may 
include one or more serial or parallel ports including but not 
limited to USB and FireWire ports. Wireless interface 36 
represents generally any interface through which information 
can be exchanged between router device 10 and clients 12, 14, 
and 16 via a wireless protocol such as ultrawideband (UWB), 
Bluetooth, or 802.11. 
0022 Router device 10 also includes connector 38, router 
40, access manager 42, web server 44, and memory 46. Con 
nector 38 represents generally any combination of hardware 
and programming configured to send commands for control 
ling data exchangers of various types. In the example of FIG. 
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1, router device 10 utilizes data exchangers 20A and 20B. 
Data exchangers 20A and 20B may be from different manu 
factures and may be designed to interact with different data 
service providers. Thus, connector 38 utilizes different com 
mands for each data exchanger 20A and 20B to achieve the 
same result. Connector 38 is responsible sending appropriate 
commands to cause a selected data exchanger to perform a 
particular task. Such tasks can include establishing a remote 
link with a data service provider so that access can be made to 
a wide area network such as internet 26. Other tasks include 
sending signals to poll a data exchanger for link status infor 
mation identifying a state of the remote link between the data 
exchanger and a wide area network. 
0023. Where the remote link between a given data 
exchanger and a corresponding data service provider is wire 
less, the link status information can identify a signal strength 
of the remote link and a data transfer rate of the remote link. 
For a data enabled cellular device, the signal strength is a 
function of the proximity of the data exchanger and a cell 
tower or other transceiver with which the data exchanger 
communicates. Improved signal strength can allow for 
improved data transfer rates. 
0024 Router 40 represents generally any combination of 
hardware and programming for routing network communica 
tion received through client interface 30 to be transmitted by 
a selected data exchanger to a wide area network Such as 
internet 26. Router 40 is also responsible for routing inbound 
network communications received from a wide area network 
and directed via client interface 30 to a specified client 12, 14, 
or 16. Outbound and inbound network communications, for 
example can be an IP (internet Protocol) packets directed to a 
targetona wide area network or to aparticular network device 
12, 14, or 16 on a local area network. 
0025. While a given data exchanger can establish a remote 
link with a data service provider, that data exchanger may not 
have access privileges for accessing a WAN Such as the inter 
net. In other words, absent Sufficient access privileges, the 
data service provider prevents the data exchanger from being 
utilized to route data communications between a client device 
and the internet. Access manager 42, as discussed in more 
detail below with respect to FIG. 3, represents generally any 
combination of hardware and programming capable of com 
municating with a data service provider via a remote link 
established by a given data exchanger to ascertain that data 
exchangers access privileges. Upon a determination that the 
data exchanger lacks access privileges for a desired function, 
access manager 42 requests access content from the data 
service provider. The desired function may be the routing of 
data of any type or of a particular type. The access content 
represents electronic information that can be presented to a 
client device to allow the user of the client device to supply 
information, referred to as “access data for establishing the 
requisite access privileges. Such information may include 
billing and other personal information. Once supplied by the 
user, the access data is returned to the data service provider 
and the access privileges for the data exchanger are updated. 
Assuming the update results in Sufficient access privileges, 
the data exchanger is used to perform the desired function. 
0026 Web server 44 represents generally any combination 
of hardware and programming capable of serving interfaces 
Such as web pages to clients 12, 14, and 16. Such web pages 
may include web pages that when displayed present the user 
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with the controls allowing the user to Supply the access data 
needed to establish Sufficient access rights for a data 
exchanger. 
0027. Referring now to FIG. 3, access manager 42 is 
depicted to include provider engine 46, access engine 48, and 
client engine 50. Provider engine 46 represents generally any 
combination of hardware and programming capable of com 
municating with a data service provider via a given data 
exchanger and remote link established by that data exchanger 
and the data service provider. Such communications are for 
ascertaining access privileges of the data exchanger. Access 
engine 48 represents generally any combination of hardware 
and programming capable ofrequesting, via that same remote 
link, access content from the data service provider upon a 
determination that the data exchanger does not have sufficient 
access privileges to perform a desired function. As examples, 
one function may be to simply be used to route data commu 
nications. A more specific function may be the routing of data 
communications of a particular type, such as file sharing or 
large file transfers. Other function might include transferrates 
at a particular speed. Thus, in a given situation it may be 
determined that the data exchanger does not have sufficient 
access privileges to be used to route data communications or 
to route data communications of a particular type or to route 
data communications at a desired speed. 
0028 Client engine 50 represents generally any combina 
tion of hardware and programming capable of providing 
access content to a client device. In doing so, client engine 50 
may utilize web server 44 to redirect a client device that has 
attempted to access the internet. In redirecting the client 
device, client engine 50 causes web server 44 to provide the 
client device with a web page that includes the access content. 
Access data provided by the user the client device is then 
returned to the data service provider. Assuming the access 
data allows the data service provider to establish sufficient 
access privileges, the data exchanger is allowed to be used for 
the desired function. 
0029. In a given implementation, router device 10 receives 
a connection request from a client device. Such a connection 
request may be a request to access a web site on the internet. 
A data exchanger is coupled to router device 10 via a given 
data exchanger interface 32. Connector 38 causes the data 
exchanger to establish a remote link with a data service pro 
vider. Provider engine 46 communicates with the data service 
provider to determine if the data exchanger has sufficient 
access privileges to be used to access the internet. Assuming 
it does not, access engine 48 requests access content from the 
data service provider and client engine 50 redirects the client 
device to a web page that includes that access data. Such a 
web page would include user controls for agreeing to terms 
and Supplying personal and billing information. This access 
data is returned to the data service provider and the access 
privileges for the data exchanger are updated accordingly. 
Assuming Sufficient access privileges are now afforded, the 
data exchanger is allowed to be used to access the internet via 
the remote link established with the data service provider. 
0030 FIG. 4 is a block diagram illustrating physical and 
logical components of data plan manager 52. Data plan man 
ager 52 represents any combination of hardware and pro 
gramming capable of maintaining, on behalf of a data service 
provider, a registry of known data exchangers. Utilizing this 
registry, data plan manager 52 determines whether or not a 
particular data exchanger is allowed to be used to perform a 
desired function. For example, a data exchanger establishes a 
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remote link to the data service provider. Via that link, data 
plan manager 52 receives a request to determine whether the 
data exchanger has access privileges for a particular function. 
In establishing the remote link, the data exchanger identifies 
itself providing unique information Such as a hardware 
address. Using that identifying information and the nature of 
the function to be performed, the data plan manger 52 returns 
a response indicating whether or not the data exchanger has 
Sufficient access privileges. Data plan manager 52 is also 
responsible for returning access content, described above, 
and for updating access privileges. 
0031. In the example of FIG. 4, data plan manager 52 is 
shown to include server 54, access privilege service 56, and 
data exchanger registry 58. Access privilege service 56 is 
responsible for receiving, via server 54 a request for a deter 
mination as to whether or not a particular data exchanger has 
Sufficient access privileges for a particular function. In doing 
So, service 56, as discussed below, parses data exchanger 
registry 58 and uses server 54 to return a response. Access 
privilege service 56 is responsible for using server 54 to 
receive requests for and to return access data for a particular 
data exchanger. As noted above, a client device presents a web 
page containing controls for Supplying access data. Access 
data entered through that web page is returned to data plan 
manager 52. Thus, access privilege service 56 is also respon 
sible for updating data exchanger registry 58 according to the 
returned access data. 
0032 Data exchanger registry 58 is depicted as a database 
of entries 60. Each entry 60 includes information in a number 
offields 62-68 and corresponds to a particular data exchanger 
known to data plan manager 52. Data in field 62 of a given 
entry 60 includes data identifying aparticular data exchanger. 
Such identifying data may, for example, include a hardware 
address of that data exchanger. Thus, when a data exchanger 
establishes a remote link to a data service provider, the data 
exchangers hardware address is provided with communica 
tions sent over that remote link. Upon receipt of the hardware 
address access privilege manager 56 can identify an entry 60, 
if one exists, for that data exchanger. 
0033. Data in field 64 of a given entry includes informa 
tion corresponding to a data plan for a given data exchanger. 
Data in field 64 is broken into two sub-fields 66 and 68. Data 
in field 66 identifies payment data associated with the given 
data exchanger while data in field 68 identifies access privi 
leges associated with that data exchanger. As noted, access 
privileges can restrict whether or not a data exchanger can be 
used to access the internet. Access privileges can restrict the 
type of data communications that can be routed between a 
client device and the internet. Access privileges can restrict 
the speed or transfer rate at which data communications are 
routed. Thus, upon identifying an entry 60 for a given data 
exchanger, access privilege service 56 can identify, obtain, 
and, when appropriate, update payment information and 
access privileges associated with that data exchanger. 
0034. Operation: 
0035. The operation of embodiments of the present inven 
tion will now be described with reference to FIG.S. FIG. 5 is 
an exemplary flow diagram that depicts actions taken by a 
router device to guide a user in establishing Sufficient access 
privileges that allow a data exchanger to be used for a desired 
function. 

0036. A connection request is received from a client 
device (step 70). A data exchanger is caused to establish a 
remote link with a data service provider (step 72). The data 
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service provider is queried regarding access privileges asso 
ciated with the data exchanger (step 74). Referring back to 
FIGS. 2 and 3, step 74 may be implemented by access manger 
38 querying data plan manager 52. Data plan manager 54 
represents a service provided by the data service provider. 
0037. If it is determined that the access privileges allow a 
desired function, the data exchanger is utilized to perform that 
function (step 78). As discussed, such a function may include 
the routing of data between a client device on a local area 
network and the internet. Another function may include the 
routing of a particular type or types of data communications. 
Yet another function may be the routing of data communica 
tions at or above a particular speed. 
0038 If it is determined that the access privileges do not 
allow the desired function, a request for access contentis mad 
of the data service provider (step 82). The access content is 
presented to the client device (step 82). The access content 
when presented by the client device enables a user to supply 
access data. The access data is returned to the data service 
provider (step 84). The access data is used by the data service 
provider to set access privileges associated with the data 
exchanger that enable the data exchanger to be utilized to 
perform the desired function. 

CONCLUSION 

0039. The schematic diagram of FIG. 1 illustrates an 
exemplary environment in which embodiments of the present 
invention may be implemented. Implementation, however, is 
not limited to this environment. The diagrams of FIGS. 2-4 
show the architecture, functionality, and operation of various 
embodiments of the present invention. A number of the 
blocks are defined as programs. Each of those blocks may 
represent in whole or in part a module, segment, or portion of 
code that comprises one or more executable instructions to 
implement the specified logical function(s). Each block may 
also represent in whole or in part a circuit or a number of 
interconnected circuits to implement the specified logical 
function(s). 
0040 Also, the present invention can be embodied in any 
computer-readable media for use by or in connection with an 
instruction execution system Such as a computer/processor 
based system or an ASIC (Application Specific Integrated 
Circuit) or other system that can fetch or obtain the logic from 
computer-readable media and execute the instructions con 
tained therein. “Computer-readable media' can be any media 
that can contain, store, or maintain programs and data for use 
by or in connection with the instruction execution system. 
Computer readable media can comprise any one of many 
physical media Such as, for example, electronic, magnetic, 
optical, electromagnetic, or semiconductor media. More spe 
cific examples of Suitable computer-readable media include, 
but are not limited to, a portable magnetic computer diskette 
Such as floppy diskettes or hard drives, a random access 
memory (RAM), a read-only memory (ROM), an erasable 
programmable read-only memory, or a portable compact 
disc. 

0041 Although the flow diagram of FIG. 5 shows a spe 
cific order of execution, the order of execution may differ 
from that which is depicted. For example, the order of execu 
tion of two or more blocks may be scrambled relative to the 
order shown. Also, two or more blocks shown in Succession 
may be executed concurrently or with partial concurrence. All 
Such variations are within the scope of the present invention. 
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0042. The present invention has been shown and described 
with reference to the foregoing exemplary embodiments. It is 
to be understood, however, that other forms, details and 
embodiments may be made without departing from the spirit 
and scope of the invention. 
What is claimed is: 
1. A method, implemented by a router device, for guiding 

a user in establishing access privileges for a data exchanger, 
comprising: 

causing the data exchanger to establish a remote link with 
a data service provider, 

obtaining access content from the data service provider, 
whereinaccess content comprises content from the data 
service provider concerning establishing or otherwise 
modifying access privileges for the data exchanger, 

presenting the access content to a client device; 
receiving access data provided in response to the present 

ing of the access content; the access content when pre 
sented by the client device enabling a user to Supply the 
access data, the access data being useable by the data 
service provider to set access privileges associated with 
the data exchanger that enable the data exchanger to be 
utilized to perform a desired function; 

returning the access data to the data service provider via the 
remote link; and 

utilizing the data exchanger to implement the desired func 
tion. 

2. The method of claim 1, wherein the desired function is 
the routing of a data communication between the client device 
and the internet via the remote link. 

3. The method of claim 1, wherein the desired function is 
the routing of a data communication of a particular type 
between the client device and the internet via the remote link. 

4. The method of claim 1, wherein the desired function is 
the routing of data communication between the client device 
and the internet via the remote link at or above a specified 
transfer rate. 

5. The method of claim 1: 
further comprising querying the data service provider as to 

whether the data exchanger is associated with access 
privileges that enable the data exchanger to be utilized to 
perform the desired function; and 

wherein the obtaining, the presenting, the receiving, and 
the returning are performed only upon a determination 
that the data exchanger is not associated with access 
privileges that enable the data exchanger to be utilized to 
perform the desired function. 

6. A non-transitory computer readable medium having 
computer executable instructions that when executed by a 
router device, cause the router device to implement a method 
for guiding a user in establishing access privileges for a data 
exchanger, the method comprising: 

causing the data exchanger to establish a remote link with 
a data service provider, 

obtaining access content from the data service provider, 
whereinaccess content comprises content from the data 
service provider concerning the establishing or other 
wise modifying access privileges for the data exchanger; 

presenting the access content to a client device; 
receiving access data provided in response to the present 

ing of the access content; 
the access content when presented by the client device 

enabling a user to Supply the access data, the access data 
being useable by the data service provider to set access 
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privileges associated with the data exchanger that enable 
the data exchanger to be utilized to perform a desired 
function; 

returning the access data to the data service provider via the 
remote link; and 

utilizing the data exchanger to implement the desired func 
tion. 

7. The medium of claim 6, wherein the desired function is 
the routing of a data communication between the client device 
and the internet via the remote link. 

8. The medium of claim 6, wherein the desired function is 
the routing of a data communication of a particular type 
between the client device and the internet via the remote link. 

9. The medium of claim 6, wherein the desired function is 
the routing of data communication between the client device 
and the internet via the remote link at or above a specified 
transfer rate. 

10. The medium of claim 6: 
further the method further comprises querying the data 

service provider as to whether the data exchanger is 
associated with access privileges that enable the data 
exchanger to be utilized to perform the desired function; 
and 

wherein the obtaining, the presenting, the receiving, and 
the returning are performed only upon a determination 
that the data exchanger is not associated with access 
privileges that enable the data exchanger to be utilized to 
perform the desired function 

11. A router device, comprising a data exchanger interface, 
a router, a connector, and an access manager, wherein: 

the data exchanger interface is are configured to provide an 
interface between the router device and a data exchanger 
coupled to that data exchanger interface; 

the connector is configured to cause the data exchanger to 
establish a remote link with the data service provider; 

the router is configured to route data communications 
between a client device on a local area network and the 
wide area network via a remote link established by the 
data exchanger coupled to the data exchanger interface; 
and 
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the access manager is configured to: 
obtain access content from the data service provider, 

whereinaccess content comprises content from the data 
service provider concerning the establishing or other 
wise modifying access privileges for the data exchanger; 

present the access content to the client device; 
receive access data provided in response to the presentation 

of the access content; 
the access content when presented by the client device 

enabling a user to Supply the access data, the access data 
being useable by the data service provider to set access 
privileges associated with the data exchanger that enable 
the data exchanger to be utilized to perform a desired 
function; 

return the access data to the data service provider via the 
remote link; and 

cause the router to utilize the data exchanger to implement 
the desired function. 

12. The system of claim 11, wherein the desired function is 
the routing of a data communication between the client device 
and the internet via the remote link. 

13. The system of claim 11, wherein the desired function is 
the routing of a data communication of a particular type 
between the client device and the internet via the remote link. 

14. The system of claim 11, wherein the desired function is 
the routing of data communication between the client device 
and the internet via the remote link at or above a specified 
transfer rate. 

15. The system of claim 11: 
wherein the access manager is configured to query the data 

service provider as to whether the data exchanger is 
associated with access privileges that enable the data 
exchanger to be utilized to perform the desired function; 
and 

wherein the access manager the obtains and presents the 
access content and receives and returns the access data 
only upon a determination that the data exchanger is not 
associated with access privileges that enable the data 
exchanger to be utilized to perform the desired function. 
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