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METHOD AND APPARATUS FOR SIGNAL PROCESSING AND ENCODING AND

DECODING METHOD, AND APPARATUS THEREFOR

TECHNICAL FIELD

The present invention relates to an apparatus for
processing a signal and method thereof, and more
particularly, to an apparatus for coding data and method

thereof.

BACKGROUND ART

Generally, many techniques for signal compression and
recovery have Dbeen introduced so far. And, applicable
targets of the corresponding techniques are various data
including audio data, video data and the like. Moreover,
the signal compression or recovery techniques evolve in a
direction to enhancing audio or video quality with high
compression rates. Besides, many efforts have been made to
raise transmission efficiency for adaptation to wvarious
communication environments.

However, 1t 1s still believed that there exists a
margin for the enhancement of the transmission efficiency.
So, many efforts need to be made to maximize transmission
efficiency of signals in the very complicated communication

environments through the development of new processing
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schemes for signals.

DISCLOSURE OF THE INVENTION

Accordingly, the present invention is directed to an
apparatus for processing a signal and method thereof that
substantially obviate one or more of the problems due to
limitations and disadvantages of the related art.

An object of the present invention is to provide an
apparatus for processing a signal and method thereof, by
which transmission efficiency of signals can be optimized.

Another object of the present invention is to provide
an apparatus for coding data and method thereof, by which
data can be efficiently coded.

Another object of the present invention is to provide
an apparatus for encoding/decoding data and method thereof,
by which transmission efficiency of control data used for
audio recovery can be maximized.

Another object of the present invention is to provide
a medium including encoded data.

Another object of the present invention is to provide
a data structure, by which encoded data can be efficiently
transferred.

A further object of the present invention 1is to

provide a system including the decoding apparatus.
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To achieve these and other advantages and in
accordance with the purpose of tﬁe present invention, as
embodied and broadly described, a method of processing a
signal according to one embodiment of the present invention
includes the steps of obtaining a number of data
corresponding to a pilot reference value and if a number of
data bands meets a predetermined condition, obtaining the
pilot reference value and a pilot difference value
corresponding to the pilot reference wvalue and obtaining
the data using the pilot reference value and the pilot
difference value. The number of the data is obtained using
the number of the data bands in which the data are included.

To achieve these and other advantages and in
accordance with the purpose of the present invention, a
method of processing a signal including the steps of
deciding one of a plurality of data coding schemes using a
number of data and decoding the data according to the
decided data coding scheme wherein a plurality of the data
coding schemes include a pilot coding scheme at least. If
the number of the data meets a predetermined condition, the
data coding scheme is decided as the pilot coding scheme.
The data decoding step includes the steps of obtaining a
pilot reference value corresponding to a plurality of the

data and a pilot difference value corresponding to the
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pilot reference value and obtaining the data wusing the
pilot reference value and the pilot difference value. The
data are parameters and wherein the method further includes
the step of recovering an audio signal using the parameters.

The method further includes the steps of receiving
identification information corresponding to the number of
the parameters and generating the number of the parameters
using the received identification information.

The method further includes the step of by
considering the number of the data, extracting
identification information indicating a plurality of the
data coding schemes hierarchically. The identification
information extracting step includes the steps of
extracting a first identification information indicating a
first data coding scheme and extracting a second
identification information indicating a second data coding
scheme using the first identification information and the
number of the data. The first identification information
indicates whether it is a DIFF coding scheme and wherein
the second identification information indicates whether it
is a pilot coding scheme or a PCM grouping scheme.

To achieve these and other advantages and in
accordance with the purpose of the present invention, a

method of processing a signal includes the steps of 1f a
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number of a plurality of data meets a predetermined
condition, generating a pilot difference value using a
pilot reference value corresponding to a plurality of the
data and the data and transferring the generated pilot
difference value is then transferred. The method further
includes the step of transferring the pilot reference value.

To achieve these and other advantages and 1in
accordance with the purpose of the present invention, a
method of processing a signal processing including the
steps of deciding one of a plurality of data coding schemes
according to a number of a plurality of data and encoding
the data according to the decided data coding scheme,
wherein a plurality of the data coding schemes include a
pilot coding scheme at least. If the number of the data
meets a predetermined condition, the data coding scheme is
decided as the pilot coding scheme.

To achieve these and other advantages and 1in
accordance with the purpose of the present invention, an
apparatus for processing a signal includes a number
obtaining part obtaining a number of data corresponding to
a pilot reference value, a value obtaining part obtaining
the pilot reference value and a pilot difference value
corresponding to the pilot reference value if the number of

the data meets a predetermined condition and a data
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obtaining part obtaining the data using the pilot reference
value and the pilot difference value.

To achieve these and other advantages and in
accordance with the purpose of the present invention, an
apparatus for processing a signal includes a scheme
deciding part deciding one of a plurality of data coding
schemes according to a number of a plurality of data and a
decoding part decoding the data according to the decided
data coding scheme, wherein a plurality of the data coding
schemes include a pilot coding scheme at least.

To achieve these and other advantages and in
accordance with the purpose of the present invention, an
apparatus for ©processing a signal includes a value
generating part generating a pilot difference value using a
pilot reference value corresponding to a plurality of data
and the data if a number of a plurality of the data meets a
predetermined condition and an output part transferring the
generated pilot difference value.

To achieve these and other advantages and in
accordance with the purpose of the present invention, an
apparatus for processing a signal includes a scheme
deciding part deciding one of a plurality of data coding
schemes according to a number of a plurality of data and an

encoding part encoding the data according to the decided
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data coding scheme, wherein a plurality of the data coding

schemes include a pilot coding scheme at least.

ADVANTAGEQOUS EFFECTS

Accordingly, the present invention enables efficient
data coding and entropy coding, thereby enabling data

compression and recovery with high transmission efficiency.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 and FIG. 2 are block diagrams of a system
according to the present invention;

FIG. 3 and FIG. 4 are diagrams to explain PBC coding
according to the present invention;

FIG. 5 is a diagram to explain types of DIFF coding
according to the present invention;

FIGs. 6 to 8 are diagrams of examples to which DIFF
coding scheme is applied;

FIG. 9 is a Dblock diagram to explain a relation in
selecting one of at least three coding schemes according to
the present invention;

FIG. 10 is a block diagram to explain a relation in
selecting one of at least three coding schemes according to
a related art;

FIG. 11 and FIG. 12 are flowcharts for the data
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coding selecting scheme according to the present invention,
respectively;
FIG. 13 is a diagram to explaining internal grouping
according to the present invention;
5 FIG. 14 1is a diagram to explaining external grouping
according to the present invention;
FIG. 15 is a diagram to explain multiple grouping
according to the present invention;
FIG. 16 and FIG. 17 are diagrams to explain mixed
10 grouping according to another embodiments of the present
invention, respectively;
FIG. 18 is an exemplary diagram of 1D and 2D entropy
table according to the present invention;
FIG. 19 is an exemplary diagram of two methods for 2D
15 entropy coding according to the present invention;
FIG. 20 is a diagram of entropy coding scheme for PBC
coding result according to the present invention;
FIG. 21 1is a diagram of entropy coding scheme for
DIFF coding result according to the present invention;
20 FIG. 22 is a diagram to explain a method of selecting
an entropy table according to the present invention;
FIG. 23 is a hierarchical diagram of a data structure
according to the present invention;

FIG. 24 is a block diagram of an apparatus for audio
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compression and recovery according to one embodiment of the
present invention;

FIG. 25 is a detailed block diagram of a spatial
information encoding part according to one embodiment of
the present invention; and

FIG. 26 is a detailed block diagram of a spatial
information decoding part according to one embodiment of

the present invention.

BEST MODE FOR CARRYING OUT THE INVENTION

Reference will now be made in detail to the preferred
embodiments of the present invention, examples of which are
illustrated in the accompanying drawings.

General terminologies used currently and globally are
selected as terminologies used in the present invention.
And, there are terminologies arbitrarily selected by the
applicant for special cases, for which detailed meanings
are explained in detail in the description of the preferred
embodiments of the present invention. Hence, the present
invention should be understood not with the names of the
terminologies but with the meanings of the terminologies.

In the present invention, a meaning of ‘coding’
includes an encoding process and a decoding process. Yet,

it is apparent to those skilled in the art that a specific
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coding process 1is applicable to an encoding or decoding
process only, which will be discriminated in the following
description of a corresponding part. And, the ‘coding’ can
be named ‘codec’ as well.

In the present invention, steps of coding a signal
shall be explained by being divided into data coding and
entropy coding. Yet, correlation exits between the data
coding and the entropy coding, which shall be explained in
detail later.

In the present invention, various methods of grouping
data to efficiently perform data coding and entropy coding
shall be explained. A grouping method has independently
effective technical idea regardless of specific data or
entropy coding schemes.

In the present invention, an audio coding scheme
(e.g., ‘ISO/IEC 23003, MPEG Surround’) having spatial
information will be explained as a detailed example that
adopts data coding and entropy coding.

FIG. 1 and FIG. 2 are diagrams of a system according
to the present invention. FIG. 1 shows an encoding
apparatus 1 and FIG. 2 shows a decoding apparatus 2.

Referring to FIG. 1, an encoding apparatus 1
according to the present invention includes at least one of

a data grouping part 10, a first data encoding part 20, a

10
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second data encoding part 31, a third data encoding part 32,
an entropy encoding part 40 and a bitstream multiplexing
part 50.

Optionally, the second and third data encoding parts
31 and 32 can be integrated into one data encoding part 30.
For instance, variable length encoding is performed on data
encoded by the second and third data encoding parts 31 and
32 by the entropy encoding part 40. The above elements are
explained in detail as follows.

The data grouping part 10 binds input signals by a
prescribed unit to enhance data processing efficiency.

For instance, the data grouping part 10 discriminates
data according to data types. And, the discriminated data
is encoded by one of the data encoding parts 20, 31 and 32.
The data grouping part 10 discriminates some of data into
at least one group for the data processing efficiency. And,
the grouped data is encoded by one of the data encoding
parts 20, 31 and 32. Besides, a grouping method according
to the present invention, 1in which operations of the data
grouping part 10 are included, shall be explained in detail
with reference to FIGs. 13 to 17 later.

Each of the data encoding parts 20, 31 and 32 encodes
input data according to a corresponding encoding scheme.

Each of the data encoding parts 20, 31 and 32 adopts at

11
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least one of a PCM (pulse code modulation) scheme and a
differential coding scheme. In particular, the first data
encoding part 20 adopts the PCM scheme, the second data
encoding part 31 adopts a first differential coding scheme
using a pilot reference value, and the third data encoding
part 32 adopts a second differential coding scheme using a
difference from neighbor data, for example.

Hereinafter, for convenience of explanation, the
first differential coding scheme is named ‘pilot based
coding (PBC)’ and the second differential coding scheme is
named ‘differential coding (DIFF)’. And, operations of the
data encoding parts 20, 31 and 32 shall be explained in
detail with reference to FIGs. 3 to 8 later.

Meanwhile, the entropy encoding part 40 performs
variable length encoding according to statistical
characteristics of data with reference to an entropy table
41. And, operations of the entropy encoding part 40 shall
be explained in detail with reference to FIGs. 18 to 22
later.

The bitstream multiplexing part 50 arranges and/or
coverts the coded data to correspond to a transfer
specification and then transfers the arranged/converted
data 1in a bitstream form. Yet, if a specific system

employing the present invention does not use the bitstream

12
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multiplexing part 50, it is apparent to those skilled in
the art rthat the system can be configured without the
bitstream multiplexing part 50.

Meanwhile, the decoding apparatus 2 is configured to
correspond to the above-explained encoding apparatus 1.

For instance, referring to FIG. 2, a Dbitstream
demultiplexing part 60 receives an inputted bitstream and
interprets and classifies various information included in
the received bitstream according to a preset format.

An entropy decoding part 70 recovers the data into
the original data before entropy encoding using an entropy
table 71. In this case, it 1is apparent that the entropy
table 71 is identically configured with the former entropy
table 41 of the encoding apparatus 1 shown in FIG. 1.

A first data decoding part 80, a second data decoding
part 91 and a third data decoding part 92 perform decoding
to correspond to the aforesaid first to third data encoding
parts 20, 31 and 32, respectively.

In particular, in case that the second and third data
decoding parts 91 and 92 perform differential decoding, it
is able to integrate overlapped decoding processes to be
handled within one decoding process.

A data reconstructing part 95 recovers or

reconstructs data decoded by the data decoding parts 80, 91

13



10

15

20

WO 2007/040358 PCT/KR2006/004018

and 92 into original data ©prior to data encoding.
Occasionally, the decoded data can be recovered into data
resulting from converting or modifying the original data.

By the way, the present invention uses at least two
coding schemes together for the efficient execution of data
coding and intends to provide an efficient coding scheme
using correlation between coding schemes.

And, the present invention intends to provide various
kinds of data grouping schemes for the efficient execution
of data coding.

Moreover, the present invention intends to provide a
data structure including the features of the present
invention.

In applying the technical idea of the present
invention to various systems, it 1is apparent to those
skilled in the art that various additional configurations
should be used as well as the elements shown in FIG. 1 and
FIG. 2. For example, data quantization needs to be executed

or a controller is needed to control the above process.

[DATA CODING]

PCM (pulse code modulation), PBC (pilot based coding)
and DIFF (differential coding) applicable as data coding

schemes of the present invention are explained in detail as

14
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follows. Besides, efficient selection and correlation of
the data coding schemes shall be subsequently explained as
well.

1. PCM (pulse code modulation)

PCM is a coding scheme that converts an analog signal
to a digital signal. The PCM samples analog signals with a
preset interval and then quantizes a corresponding result.
PCM may be disadvantageous in coding efficiency but can be
effectively utilized for data unsuitable for PBC or DIFF
coding scheme that will be explained later.

In the present invention, the PCM i1s used together
with the PBC or DIFF coding scheme in performing data
coding, which shall be explained with reference to FIGs. 9
to 12 later.

2. PBC (pilot based coding)

2-1. Concept of PBC

PBC is a coding scheme that determines a specific
reference within a discriminated data group and uses the
relation between data as a coding target and the determined
reference.

A value becoming a reference to apply the PBC can be
defined as ‘reference value’, ‘pilot’, ‘pilot reference
value’ or ‘pilot value’. Hereinafter, for convenience of

explanation, it is named ‘pilot reference value’.
P

15
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And, a difference value between the pilot reference
value and data within a group caﬁ be defined as
‘difference’ or ‘pilot difference’.

Moreover, a data group as a unit to apply the PBC
indicates a final group having a specific grouping scheme
applied by the aforesaid data grouping part 10. Data
grouping can be executed in various ways, which shall be
explained in detail later.

In the present invention, data grouped in the above
manner to have a specific meaning is defined as ‘parameter’
to explain. This is just for convenience of explanation and
can be replaced by a different terminology.

The PBC process according to the present invention
includes at least two steps as follows.

First of all, a pilot reference value corresponding
to a plurality of parameters is selected. In this case, the
pilot reference value 1is decided with reference to a
parameter becoming a PBC target.

For instance, a pilot reference value is set to a
value selected from an average value of parameters becoming
PBC targets, an approximate value of the average value of
the parameters becoming the targets, an intermediate wvalue
corresponding to an intermediate level of parameters

becoming targets and a most frequently used value among

16
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parameters becoming targets. And, a pilot reference value
can be set to a pfeset default value as well. Moreover, a
pilot value can be decided by a selection within a preset
table.

Alternatively, in the present invention, temporary
pilot reference values are set to pilot reference values
selected by at least two of the various pilot reference
value selecting methods, coding efficiency is calculated
for each case, the temporary pilot reference value
corresponding to a case having best coding efficiency is
then selected as a final pilot reference value.

The approximate value of the average is Ceil[P] or
Floor[P] when the average is P. In this case, Ceil[x] 1is a
maximum integer not exceeding ‘x’ and Floor[x] is a minimum
integer exceeding ‘x’.

Yet, it is also possible to select an arbitrary fixed
default value without referring to parameters becoming PBC
targets.

For another instance, as mentioned in the foregoing
description, after several values selectable as pilots have
been randomly and plurally selected, a value showing the
best coding efficiency can be selected as an optimal pilot.

Secondly, a difference value between the selected

pilot and a parameter within a group is found. For instance,

17
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a difference value 1is calculated by subtracting a pilot
reference value from a parameter value Dbecoming a PBRC
target. This is explained with reference to FIG. 2 and FIG.
4 as follows.

FIG. 3 and FIG. 4 are diagrams to explain PBC coding
according to the present invention.

For instance, it 1is assumed that a plurality of
parameters (e.g., 10 parameters) exist within one group to
have the following parameter values, X[n] = {11, 12, 9, 12,
10, 8, 12, 9, 10, 9}, respectively.

If a PBC scheme is selected to encode the parameters
within the group, a pilot reference value should be
selected in the first place. In this example, it can be
seen that the pilot reference value is set to ‘10’ in FIG.
4.

As mentioned in the foregoing description, it is able
to select the pilot reference value by the various methods
of selecting a pilot reference value.

Difference values by PBC are calculated according to
Formula 1.

[Formula 1]

d[n] = x[n]-P, where n = 0, 1, .., 9.

In this case, ‘P’ indicates a pilot reference value

(= 10) and x[n] is a target parameter of data coding.

18
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A result of PBC according to Formula 1 corresponds to
dnj = {2, 2, -1, 2, 0, -2, 2, -1, 0, -1}. Namely, the
result of PBC coding includes the selected pilot reference
value and the calculated d[n]. And, these wvalues become
targets of entropy coding that will be explained later.
Besides, the PBC is more effective in case that deviation
of target parameter values 1is small overall.

2-2. PBC Objects

A target of PBC coding is not specified into one. It
is possible to code digital data of various signals by PBC.
For instance, it is applicable to audio coding that will be
explained later. In the present invention, additional
control data processed together with audio data is
explained in detail as a target of PBC coding.

The control data is transferred in addition to a
downmixed signal of audio and is then used to reconstruct
the audio. In the following description, the control data
is defined as ‘spatial information or spatial parameter’.

The spatial information includes wvarious kinds of
spatial parameters such as a channel level difference
(hereinafter abbreviated CLD), an inter-channel c¢oherence
(hereinafter abbreviated ICC), a channel prediction
coefficient (hereinafter abbreviated CPC) and the like.

In particular, the CLD is a parameter that indicates

19
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an enerqgy difference between two different channels. For
instance, the CLD has a value ranging between -15 and +15.
The ICC is a parameter that indicates a correlation between
two different channels. For instance, the ICC has a value
ranging between 0 and 7. And, the CPC is a parameter that
indicates a prediction coefficient used to generate three
channels from two channels. For instance, the CPC has a
value ranging between -20 and 30.

As a target of PBC coding, a gain value used to
adjust a gain of signal, e.g., ADG (arbitrary downmix gain)
can be included.

And, ATD (arbitrary tree data) applied to an
arbitrary channel conversion box of a downmixed audio
signal can become a PBC coding target. In particular, the
ADG is a parameter that is discriminated from the CLD, ICC
or CPC. Namely, the ADG corresponds to a parameter to
adjust a gain of audio to differ from the spatial
information such as CLD, ICC CPC and the like extracted
from a channel of an audio signal. Yet, for example of use,
it is able to process the ADG or ATD in the same manner of
the aforesaid CLD to raise efficiency of audio coding.

As another target of PBC coding, a partial parameter
can be taken into consideration. In the present invention,

‘partial parameter’ means a portion of parameter.

20
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For instance, assuming that a specific parameter is
represented as n bits, the ﬁ bits are divided into at least
two parts. And, it is able to define the two parts as first
and second partial parameters, respectively. In case of
attempting to perform PBC coding, it is able to find a
difference value between a first partial parameter value
and a pilot reference value. Yet, the second partial
parameter excluded in the difference calculation should be
transferred as a separate value.

In more particular, for instance, in case of n bits
indicating a parameter value, a least significant bit (LSB)
is defined as the second partial parameter and a parameter
value constructed with the rest (n-1) upper bits can be
defined as the first partial parameter. In this case, it is
able to perform PBC on the first partial parameter only.
This is because coding efficiency can be enhanced due to
small deviations between the first partial parameter values
constructed with the (n-1) upper bits.

The second partial parameter excluded in the
difference calculation is separately transferred, and is
then taken into consideration in reconstructing a final
parameter by a decoding part. Alternatively, it is also
possible to obtain a second partial parameter by a

predetermined scheme instead of transferring the second
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partial parameter separately.

PBC coding wusing characteristics of the partial
parameters 1is restrictively wutilized according to a
characteristic of a target parameter.

For instance, as mentioned in the foregoing
description, deviations between the first partial
parameters should be small. If the deviation is big, it is
unnecessary to utilize the partial parameters. It may even
degrade coding efficiency.

According to an experimental result, the CPC
parametef of the aforesaid spatial information is suitable
for the application of the PBC scheme. Yet, it 1is not
preferable to apply the CPC parameter to coarse
quantization scheme. In case that a quantization scheme is
coarse, a deviation between first partial parameters
increases.

Besides, the data coding using partial parameters is
applicable to DIFF scheme as well as PBC scheme.

In case of applying the partial parameter concept to
the CPC parameter, a signal processing method and apparatus
for reconstruction are explained as follows.

For instance, a method of processing a signal using
partial parameters according to the present invention

includes the steps of obtaining a first partial parameter
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using a reference value corresponding to the first partial
parameter and a difference value corresponding to the
reference value and deciding a parameter using the first
partial parameter and a second partial parameter.

In this case, the reference value is either a pilot
reference value or a difference reference value. And, the
first partial parameter includes partial bits of the
parameter and the second partial parameter includes the
rest bits of the parameter. Moreover, the second partial
parameter includes a least significant bit of the parameter.

The signal processing method further includes the
step of reconstructing an audio signal using the decided
parameter.

The parameter is spatial information including at
least one of CLD, ICC, CPC and ADG.

If the parameter is the CPC and if a qguantization
scale of the parameter is not coarse, it is able to obtain
the second partial parameter.

And, a final parameter is decided by twice
multiplying the partial parameter and adding the
multiplication result to the second partial parameter.

An apparatus for processing a signal using partial
parameters according to the present invention includes a

first parameter obtaining part obtaining a first partial
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parameter using a reference value corresponding to the
first partial parameter and a difference value
corresponding to the reference value and a parameter
deciding part deciding a parameter using the first partial
parameter and a second partial parameter.

The signal processing apparatus further includes a
second parameter obtaining part obtaining the second
partial parameter by receiving the second partial parameter.

And, the first parameter obtaining part, the
parameter deciding part and the second partial parameter
obtaining part are included within the aforesaid data
decoding part 91 or 92.

A method of processing a signal wusing partial
parameters according to the present invention includes the
steps of dividing a parameter into a first partial
parameter and a second partial parameter and generating a
difference value using a reference value corresponding to
the first partial parameter and the first partial parameter.

And, the signal processing method further includes
the step of transferring the difference value and the
second partial parameter.

An apparatus for processing a signal using partial
parameters according to the present invention includes a

parameter dividing part dividing a parameter into a first
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partial parameter and a second partial parameter and a
difference value generating part génerating a difference
value using a reference value corresponding to the first
partial parameter and the first partial parameter.

And, the signal processing apparatus further includes
a parameter outputting part transferring the difference
value and the second partial parameter.

Moreover, the parameter diving part and the

. difference value generating part are included within the

aforesaid data encoding part 31 or 32.

2-3. PBC Conditions

In aspect that PBC coding of the present invention
selects a separate pilot reference value and then has the
selected pilot reference value included in a bitstream, it
is probable that transmission efficiency of the PBC coding
becomes lower than that of a DIFF coding scheme that will
be explained later.

So, the present invention intends to provide an
optimal condition to perform PBC coding.

If the number of data experimentally becoming targets
of data coding within a group is at least three or higher,
PBC coding is applicable. This corresponds to a result in
considering efficiency of data coding. It means that DIFF

or PCM coding is more efficient than PBC coding if two data
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exist within a group only.

Although PBC coding is applicable to at least three
or more data, it is preferable that PBC coding is applied
to a case that at least five data exist within a group. In
other words, a case that PBC coding is most efficiently
applicable is a case that there are at least five data
becoming targets of data coding and that deviations between
the at least five data are small. And, a minimum number of
data suitable for the execution of PBC coding will be
decided according to a system and coding environment.

Data becoming a target of data coding is given for
each data band. This will be explained through a grouping
process that will be described later. So, for example, the

present invention proposes that at least five data bands

are required for the application of PBC coding in MPEG

audio surround coding that will be explained later.

Hereinafter, a signal processing method and apparatus
using the conditions for the execution of PBC are explained
as follows.

In a signal processing method according to one
embodiment of the present invention, if the number of data
corresponding to a pilot reference value is obtained and if
the number of data bands meets a preset condition, the

pilot reference value and a pilot difference value
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corresponding to the pilot reference value are obtained.
Subsequently, the data are obtained wusing the pilot
reference value and the ©pilot difference value. In
particular, the number of the data is obtained using the
number of the data bands in which the data are included.

In a signal processing method according to another
embodiment of the present invention, one of a plurality of
data coding schemes is decided using the number of data and
the data are decoded according to the decided data coding
scheme. A plurality of the data coding schemes include a
pilot coding scheme at least. If the number of the data
meets a preset condition, the data coding scheme is decided
as the pilot coding scheme.

And, the data decoding process includes the steps of
obtaining a pilot reference value corresponding to a
plurality of the data and a pilot difference value
corresponding to the pilot reference value and obtaining
the data wusing the pilot reference value and the pilot
difference value.

Moreover, in the signal processing method, the data
are parameters. And, an audio signal is recovered using the
parameters. In the signal processing method, identification
information corresponding to the number of the parameters

is received and the number of the parameters is generated
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using the received identification information. By
considering the number of the data, identification
information indicating a plurality of the data coding
schemes is hierarchically extracted.

In the step of extracting the identification
information, a first identification information indicating
a first data coding scheme is extracted and a second
identification information indicating a second data coding
scheme 1is then extracted using the first identification
information and the number of the data. In this case, the
first identification information indicates whether it is a
DIFF coding scheme. And, the second identification
information indicates whether it is a pilot coding scheme
or a PCM grouping scheme.

In a signal processing method according to another
embodiment of the present invention, if the number of a
plurality of data meets a preset condition, a pilot
difference value is generated using a pilot reference value
corresponding to a plurality of the data and the data. The
generated pilot difference value is then transferred. In
the signal processing method, the pilot reference value is
transferred.

In a signal processing method according to a further

embodiment of the present invention, data coding schemes
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are decided according to the number of a plurality of data.
The data are then encoded according to the decided data
coding schemes. In this case, a plurality of the data
coding schemes include a pilot coding scheme at least. If
the number of the data meets a preset condition, the data
coding scheme is decided as the pilot coding scheme.

An apparatus for processing a signal according to one
embodiment of the ©present invention includes a number
obtaining part obtaining a number of data corresponding to
a pilot reference value, a value obtaining part obtaining
the pilot reference value and a pilot difference value
corresponding to the pilot reference value if the number of
the data meets a preset condition, and a data obtaining
part obtaining the data using the pilot reference value and
the pilot difference wvalue. In this case, the number
obtaining part, the value obtaining part and the data
obtaining part are included in the aforesaid data decoding
part 91 or 92.

An apparatus for processing a signal according to
another embodiment of the present invention includes a
scheme deciding part deciding one of a plurality of data
coding schemes according to a number of a plurality of data
and a decoding part decoding the data according to the

decided data coding scheme. In this case, a plurality of
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the data coding schemes include a pilot coding scheme at
least.

An apparatus for processing a signal according to a
further embodiment of the present invention includes a
value generating part generating a pilot difference value
using a pilot reference value corresponding to a plurality
of data and the data if a number of a plurality of the data
meets a preset condition and an output part transferring
the generated pilot difference wvalue. In this case, the
value generating part is included in the aforesaid data
encoding part 31 or 32.

An apparatus for processing a signal according to
another further embodiment of the present invention
includes a scheme deciding part deciding a data coding
scheme according to a number of a plurality of data and an
encoding part encoding the data according to the decided
data coding scheme. In this case, a plurality of the data
coding schemes include a pilot coding scheme at least.

2-4. PBC Signal Processing Method

A signal processing method and apparatus using PBC
coding features according to the present invention are
explained as follows.

In a signal processing method according to one

embodiment of the present invention, a pilot reference
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value corresponding to a plurality of data and a pilot
difference value corresponding to the pilot reference value
are obtained. Subsequently, the data are obtained using the
pilot reference value and the pilot difference value. And,
the method may further include a step of decoding at least
one of the pilot difference value and the pilot reference
value. In this case, the PBC applied data are parameters.
And, the method may further include the step of
reconstructing an audio signal using the obtained
parameters.

An apparatus for processing a signal according to one
embodiment of the present invention includes a pilot
reference value corresponding to a plurality of data and a
pilot difference value corresponding to the pilot reference
value and a data obtaining part obtaining the data using
the pilot reference value and the pilot difference value.
In this case, the value obtaining part and the data
obtaining part are included in the aforesaid data coding
part 91 or 92.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
generating a pilot difference value using a pilot reference
value corresponding to a plurality of data and the data and

outputting the generated pilot difference value.
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An apparatus for processing a signal according to
another embodiment of the present invention includes a
value generating part generating a pilot difference value
using a pilot reference value corresponding to a plurality
of data and the data and an output part outputting the
generated pilot difference value.

A method of processing a signal according to a
further embodiment of the present invention includes the
steps of obtaining a pilot reference value corresponding to
a plurality of gains and a pilot difference value
corresponding to the pilot reference value and obtaining
the gain using the pilot reference value and the pilot
difference value. And, the method may further include the
step of decoding at least one of the pilot difference value
and the pilot reference value. Moreover, the method may
further include the step of reconstructing an audio signal
using the obtained gain.

In this case, the pilot reference value may be an
average of a plurality of the gains, an averaged
intermediate value of a plurality of the gains, a most
frequently used value of a plurality of the gains, a value
set to a default or one value extracted from a table. And,
the method may further include the step of selecting the

gain having highest encoding efficiency as a final pilot
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reference value after the pilot reference value has been
set to each of a plurality of the gains.

An apparatus for processing a signal according to a
further embodiment of the present invention includes a
value obtaining part obtaining a pilot reference value
corresponding to a plurality of gains and a pilot
difference value corresponding to the pilot reference value
and a gain obtaining part obtaining the gain using the
pilot reference value and the pilot difference value.

A method of processing a signal according to another
further embodiment of the present invention includes the
steps of generating a pilot difference value using a pilot
reference value corresponding to a plurality of gains and
the gains and outputting the generated pilot difference
value.

And, an apparatus for processing a signal according
to another <further embodiment of the present invention
includes a wvalue «calculating part generating a pilot
difference value using a pilot reference value
corresponding to a plurality of gains and the gains and an
outputting part outputting the generated pilot difference
value.

3. DIFF (Differential coding)

DIFF coding is a coding scheme that uses relations
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between a plurality of data existing within a discriminated
data group, which may be called ‘differential coding’. In
this case, a data group, which is a unit in applying the
DIFF, means a final group to which a specific grouping
scheme 1is applied by the aforesaid data grouping part 10.
In the present invention, data having a specific meaning as
grouped in the above manner is defined as ‘parameter’ to be
explained. And, this is the same as explained for the PBC.

In particular, the DIFF coding scheme is a coding
scheme that wuses difference values between parameters
existing within a same group, and more particularly,
difference values between neighbor parameters.

Types and detailled application examples of the DIFF
coding schemes are explained in detail with reference to
FIGs. 5 to 8 as follows.

3-1. DIFF Types

FIG. 5 is a diagram to explain types of DIFF coding
according to the present invention. DIFF coding 1is
discriminated according to a direction in finding a
difference value from a neighbor parameter.

For instance, DIFF coding types can be classified
into DIFF in frequency direction (hereinafter abbreviated
‘DIFF FREQ’ or ‘DE’ ) and DIFF in time direction

(hereinafter abbreviated ‘DIFF TIME’ or ‘DT').
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Referring to FIG. 5, Group-1 indicates DIFF(DF)
calculating a difference value in a frequency axis, while
Group-2 or Group-3 calculates a difference value in a time
axis.

As can be seen in FIG. 5, the DIFF(DT), which
calculates a difference value in a time axis, 1is re-
discriminated according to a direction of the time axis to
find a difference value.

For 1instance, the DIFF(DT) applied to the Group-2
corresponds to a scheme that finds a difference value

between a parameter value at a current time and a parameter

value at a previous time (e.g., Group-1). This is called
backward time DIFF(DT) {hereinafter abbreviated ‘DT-
BACKWARD' ).

For instance, the DIFF(DT) applied to the Group-3
corresponds to a scheme that finds a difference value

between a parameter value at a current time and a parameter

value at a next time (e.g., Group-4). This 1is called
forward time DIFF(DT) (hereinafter abbreviated ‘DT~
FORWARD' ) .

Hence, as shown in FIG. 5, the Group-1 is a DIFF(DF)
coding scheme, the Group-2 is a DIFF (DT-BACKWARD) coding
scheme, and the Group-3 is a DIFF(DT-FORWARD) coding scheme.

Yet, a coding scheme of the Group-4 is not decided.
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In the present invention, although DIFF in frequency
axis is defined as one coding scheme (e.g., DIFF(DF)) only,
definitions can be made by discriminating it into ‘DIFF(DF-
TOP)’ and '‘DIFF(DF-BOTTOM)’ as well.

3-2. Examples of DIFF Applications

FIGs. 6 to 8 are diagrams of examples to which DIFF
coding scheme is applied.

In FIG. 6, the Group-1 and the Group-2 shown in FIG.
5 are taken as examples for the convenience of explanation.
The Group-1 follows DIFF(DF) coding scheme and its
parameter value is x[n] = {11, 12, 9, 12, 10, 8, 12, 9, 10,
9}. The Group-2 follows DIFF (DF-BACKWARD) coding scheme and
its parameter value is y[n] = {10, 13, 8, 11, 10, 7, 14, 8,
10, 8}.

FIG. 7 shows results from calculating difference
values of the Group-1l. Since the Group-l is coded by the
DIFF (DF) coding scheme, difference values are calculated by
Formula 2. Formula 2 means that a difference value from a
previous parameter is found on a frequency axis.

[Formula 2]

d[0] = x[0]

Q.
o]
I

x[n] - x[n-1], where n =1, 2, .., 9.
In particular, the DIFF(DF) result of the Group-1 by

Formula 2 is d[n] = {-11, 1, -3, 3, -2, -2, 4, -3, 1, -1}.
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FIG. 8 shows results from calculating difference
values of the Group-2. Since the Group-2 is coded by the
DIFF (DF-BACKWARD) coding scheme, difference values are
calculated by Formula 3. Formula 3 means that a difference
value from a previous parameter is found on a time axis.

[Formula 3]

dln] = y[n] - x[n], where n =1, 2, .., 9.

In particular, the DIFF(DF-BACKWARD) result of the
Group-2 by Formula 3 is d[n] = {-1, 1, -1, -1, O, 01, 2, -1,
0, -1}.

4. Selection for Data coding Scheme

The present invention is characterized in compressing
or reconstructing data by mixing various data coding
schemes. So, in coding a specific group, it is necessary to
select one coding scheme from at least three or more data
coding schemes. And, identification information for the
selected coding scheme should be delivered to a decoding
part via bitstream.

A method of selecting a data coding scheme and a
coding method and apparatus using the same according to the
present invention are explained as follows.

A method of processing a signal according to one
embodiment of the present invention includes the steps of

obtaining data coding identification information and data-
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decoding data according to a data coding scheme indicated
by the data coding identification information.

In this case, the data coding scheme includes a PBC
coding scheme at least. And, the PBC coding scheme decodes
the data using a pilot reference value corresponding to a
plurality of data and a pilot difference value. And, the
pilot difference value is generated using the data and the
pilot reference value.

The data coding scheme further includes a DIFF coding
scheme. The DIFF coding scheme corresponds to one of DIFF-
DF scheme and DIFF-DT scheme. And, the DIFF-DT scheme
corresponds to one of forward time DIFF-DT (FORWARD) scheme
and backward time DIFF-DT (BACKWARD) .

The signal processing method further includes the
steps of obtaining entropy coding identification
information and entropy-decoding the data using an entropy
coding scheme indicated by the entropy coding
identification information.

In the data decoding step, the entropy-decoded data
is data-decoded by the data coding scheme.

And, the signal processing method further includes
the step of decoding an audio signal using the data as
parameters.

An apparatus for processing a signal according to one
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embodiment of the present invention includes

An identification information obtaining part
obtaining data coding identification information and a
decoding part data-decoding data according to a data coding
scheme indicated by the data coding identification
information.

In this case, the data coding scheme includes a PBC
coding scheme at least. And, the PBC coding scheme decodes
the data using a pilot reference value corresponding to a
plurality of data and a pilot difference value. And, the
pilot difference value is generated using the data and the
pilot reference value.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
data-encoding data according to a data coding scheme and
generating to transfer data coding identification
information indicating the data coding scheme.

In this case, the data coding scheme includes a PBC
coding scheme at least. The PBC coding scheme encodes the
data wusing a pilot reference value corresponding to a
plurality of data and a pilot difference value. And, the
pilot difference value is generated using the data and the
pilot reference value.

An apparatus for processing a signal according to
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another embodiment of the present invention includes an
encoding part data-encoding data according to a data coding
scheme and an outputting part generating to transfer data
coding identification information indicating the data
coding scheme.

In this case, the data coding scheme includes a PBC
coding scheme at least. The PBC coding scheme encodes the
data wusing a pilot reference value corresponding to a
plurality of data and a pilot difference value. And, the
pilot difference value is generated using the data and the
pilot reference value.

A method of selecting a data coding scheme and a
method of transferring coding selection. identification
information by optimal transmission efficiency according to
the present invention are explained as follows.

4-1. Data Coding Identifying Method Considering

Frequency of Use

FIG. 9 is a block diagram to explain a relation in
selecting one of at least three coding schemes according to
the present invention.

Referring to FIG. 9, it is assumed that there exist
first to third data encoding parts 53, 52 and 51, that
frequency of use of the first data encoding part 53 is

lowest, and that frequency of use of the third data
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encoding part 51 is highest.

For convenience of explanation, with reference to
total ‘100’7, it is assumed that frequency of use of the
first data encoding part 53 is ‘10’, that frequency of use
of the second data encoding part 52 is ‘30’, and that
frequency of use of the third data encoding part 51 is ‘60’.
In particular, for 100 data groups, it can be regarded PCM
scheme is applied 10 times, PBC scheme is applied 30 times,
and DIFF scheme is applied 60 times.

On the above assumptions, a number of bits necessary
for identification information to identify three kinds of
coding schemes is calculated in a following manner.

For example, according to FIG. 9, since 1-bit first
information is wused, 100 bits are used as the first
information to identify coding schemes of total 100 groups.
Since the third data encoding part 51 having the highest
frequency of use is identified through the 100 bits, the
rest of 1l-bit second information is able to discriminate
the first data encoding part 53 and the second data
encoding part 52 using 40 bits only.

Hence, identification information to select the per-
group coding type for total 100 data groups needs total 140
bits resulting from ‘first information (100 bits) + second

information (40 bits)’.
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FIG. 10 is a block diagram to explain a relation in
selecting one of at least three coding schemes according to
a related art.

Like FIG. 9, for convenience of explanation, with
reference to total '100’, it is assumed that frequency of
use of the first data encoding part 53 is ‘10’, that
frequency of use of the second data encoding part 52 is
‘30", and that frequency of use of the third data encoding
part 51 is ‘e0’.

In FIG. 10, a number of bits necessary for
identification information to identify three coding scheme
types is calculated in a following manner.

First of all, according to FIG. 10, since 1-bit first
information is wused, 100 bits are used as thé first
information to identify coding schemes of total 100 groups.

The first data encoding part 53 having the lowest
frequency of use is preferentially identified through the
100 bits. So, the rest of 1-bit second information needs
total 90 bits more to discriminate the second data encoding
part 52 and the third data encoding part 51.

Hence, identification information to select the per-
group coding type for total 100 data groups needs total 190
bits resulting from ‘first information (100 bits) + second

information (90 bits)’.
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Comparing the case shown in FIG. 9 and the case shown
in Fig. 10, it can be seen that the data coding selection
identification information shown in FIG. 9 1is more
advantageous in transmission efficiency.

Namely, 1in case that there exist at least three or
more data coding schemes, the present invention 1is
characterized in utilizing different identification
information instead of discriminating two coding scheme
types similar to each other in frequency of use by the same
identification information.

For instance, in case that the first data encoding
part 51 and the second data encoding part 52, as shown in
FIG. 10, are classified as the same identification
information, data transmission bits increase to lower
transmission efficiency.

In case that there exist at least three data coding
types, the present invention is characterized in
discriminating a data coding scheme having highest
frequency of wuse by first information. So, by second
information, the rest of the two coding schemes having low
frequency of use each are discriminated.

FIG. 11 and FIG. 12 are flowcharts for the data
coding selecting scheme according to the present invention,

respectively.
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In FIG. 11, it is assumed that DIFF coding is a data
coding scheme having highest frequency of use. In FIG. 12,
it 1is assumed that PBC coding is a data coding scheme
having highest frequency of use.

Referring to FIG. 11, a presence or non-presence of
PCM coding having lowest frequency of use is checked (S10).
As mentioned in the foregoing description, the check is
performed by first information for identification.

As a result of the check, if it is the PCM coding, it
is checked whether it 1is PBC coding (S20). This is
performed by second information for identification.

In case that frequency of use of DIFF coding is 60
times among total 100 times, identification information for
a per-group coding type selection for the same 100 data
groups needs total 140 Dbits of ‘first information (100
bits) + second information (40 bits)’.

Referring to FIG. 12, 1like FIG. 11, a presence or
non-presence of PCM coding having lowest frequency of use
is checked (S30). As mentioned in the foregoing description,
the check is performed by first information for
identification.

As a result of the check, if it is the PCM coding, it
is checked whether it is DIFF coding (S40). This 1is

performed by second information for identification.
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In case that frequency of use of DIFF coding is 80
times among total 100 times, identification information for
a per-group coding type selection for the same 100 data
groups needs total 120 bits of ‘first information (100
bits) + second information (20 bits)’.

A method of identifying a plurality of data coding
schemes and a signal processing method and apparatus using
the same according to the present invention are explained
as follows.

A method of processing a signal according to one
empbodiment of the present invention includes the steps of
extracting identification information indicating a
plurality of data coding schemes Thierarchically and
decoding data according to the data coding scheme
corresponding to the identification information.

In this case, the identification information
indicating a PBC coding scheme and a DIFF coding scheme
included in a plurality of the data coding schemes 1is
extracted from different layers.

In the decoding step, the data are obtained according
to the data coding scheme wusing a reference value
corresponding to a plurality of data énd a difference value
generated using the data. In this case, the reference value

is a pilot reference value or a difference reference value.
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A method of processing a signal according to another
embodiment of the present invention includes the steps of
extracting identification information indicating at least
three or more data coding schemes hierarchically. In this
case, the identification information indicating two coding
schemes having high frequency of use of the identification
information is extracted from different layers.

A method of processing a signal according to a
further embodiment of the present invention includes the
steps of extracting identification information
hierarchically according to frequency of use of the
identification information indicating a data coding scheme
and decoding data according to the data decoding scheme
corresponding to the identification information.

In this <case, the identification information 1is
extracted in a manner of extracting first identification
information and second identification information
hierarchically. The first identification information
indicates whether it is a first data coding scheme and the
second identification information indicates whether it is a
second data coding scheme.

The first identification information indicates
whether it 1is a DIFF coding scheme. And, the second

identification information indicates whether it is a pilot
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coding scheme or a PCM grouping scheme.

The first data coding scheme can be a PCM coding
scheme. And, the second data coding scheme can be a PBC
coding scheme or a DIFF coding scheme.

The data are parameters, and the signal processing
method further includes the step of reconstructing an audio
signal using the parameters.

An apparatus for processing a signal according to one
embodiment of the present invention includes an identifier
extracting part (e.g., ‘710’ in FIG. 13) hierarchically
extracting identification information discriminating a
plurality of data coding schemes and a decoding part
decoding data according to the data coding scheme
corresponding to the identification information.

A method of processing a signal according to another
further embodiment of the present invention includes the
steps of encoding data according to a data coding scheme
and generating identification information discriminating
data coding schemes differing from each other in frequency
of use used in encoding the data.

In this case, the identification information
discriminates a PCM coding scheme and a PBC coding scheme
from each other. In particular, the identification

information discriminates a PCM coding scheme and a DIFF

47



10

15

20

WO 2007/040358 PCT/KR2006/004018

coding scheme.

And, an aéparatus for processing a signal according
to another further embodiment of the present invention
includes an encoding part encoding data according to a data
coding scheme and an identification information generating
part (e.g., ‘400’ in FIG. 11) generating identification
information discriminating data coding schemes differing
from each other in frequency of use used in encoding the
data.

4-2. Inter-Data-Coding Relations

First of all, there exist mutually independent and/or
dependent relations between PCM, PBC and DIFF of the
present invention. For instance, it 1is able to freely
select one of the three coding types for each group
becoming a target of data coding. So, overall data coding
brings a result of using the three coding scheme types in
combination with each other. Yet, by considering frequency
of use of the three coding scheme types, one of a DIFF
coding scheme having optimal frequency of use and the rest
of the two coding schemes (e.g., PCM and PBC) is primarily
selected. Subsequently, one of the PCM and the PBC 1is
secondarily selected. Yet, as mentioned in the foregoing
description, this is to consider transmission efficiency of

identification information but is not attributed to
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similarity of substantial coding schemes.

In aspect of similarity of coding schemes, the PBC
and DIFF are similar to each other in calculating a
difference value. So, coding processes of the PBC and the
DIFF are considerably overlapped with each other. 1In
particular, a step of reconstructing an original parameter
from a difference value in decoding is defined as ‘delta
decoding’ and can be designed to be handled in the same
step.

In the course of executing PBC or DIFF coding, there
may exist a parameter deviating from its range. In this
case, it 1s necessary to code and transfer the
corresponding parameter by separate PCM.

[Grouping]

1. Concept of Grouping

The present invention proposes ‘grouping’ that
handles data by binding prescribed data together for
efficiency in coding. In particular, in case of PBC coding,
since a pilot reference value is selected by a group unit,
a grouping process needs to be completed as a step prior to
executing the PBC coding. The grouping is applied to DIFF
coding in the same manner. And, some schemes of the
grouping according to the present invention are applicable

to entropy coding as well, which will be explained in a
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corresponding description part later.

Grouping types of the present invention can be
classified into ‘external grouping’ and ‘internal grbuping’
with reference to an executiné method of grouping.

Alternatively, grouping types of the present
invention can be classified into ‘domain grouping’, ‘data
grouping’ and ‘channel grouping’ with reference to a
grouping target.

Alternatively, grouping types of the present
invention can be classified into ‘first grouping’, ‘second
grouping’ and ‘third grouping’ with reference to a grouping
execution sequence.

Alternatively, grouping types of the present
invention can be classified into ‘single groping’ and
‘multiple grouping’ with reference to a grouping execution
count.

Yet, the above grouping classifications are made for
convenience 1in transferring the concept of the present
invention, which does not put limitation on its
terminologies of use.

The grouping according to the present invention is
completed in a manner that various grouping schemes are
overlapped with each other in use or used in combination

with each other.

50



10

15

20

WO 2007/040358 PCT/KR2006/004018

In the following description, the groping according
to the present invention is explained by being
discriminated into internal grouping and external grouping.
Subsequently, multiple grouping, in which various grouping
types coexist, will be explained. And, concepts of domain
grouping and data grouping will be explained.

2. Internal Grouping

Internal grouping means that execution of grouping is
internally carried out. If internal grouping is carried out
in general, a previous group is internally re-grouped to
generate a new group or divided groups.

FIG. 13 is a diagram to explaining internal grouping
according to the present invention.

Referring to FIG. 13, internal grouping according to
the present invention is carried out by frequency domain
unit (hereinafter named ‘band’), for example. So, an
internal grouping scheme may correspond to a sort of domain
grouping occasionally.

If sampling data passes through a specific filter,
e.g., OMF (quadrature mirror filter), a plurality of sub-
bands are generated. In the sub-band mode, first frequency
grouping is performed to generate first group bands that
can be called parameter bands. The first frequency groping

is able to generate parameter bands by binding sub-bands
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together irregularly. So, it is able to configure sizes of
the parameter bands non—équivalently. Yet, according to a
coding purpose, it is able to configure the parameter bands
equivalently. And, the step of generating the sub-bands can
be classified as a sort of grouping.

Subsequently, second frequency grouping is performed
on the generated parameter bands to generate second group
bands that may be called data bands. The second frequency
grouping 1is able to generate data bands by unifying
parameter bands with uniform number.

According to a purpose of the coding after completion
of the grouping, it is able to execute coding by parameter
band unit corresponding to the first group band or by data
band unit corresponding to the second group band.

For instance, in applying the aforesaid PBC coding,
it 1is able to select a pilot reference value (a sort of
group reference value) by taking grouped parameter bands as
one group or by taking grouped data bands as one group. The
PBC is carried out using the selected pilot reference value
and detailed operations of the PBC are the same as
explained in the foregoing description.

For another instance, in applying the aforesaid DIFF
coding, a group reference value 1is decided by taking

grouped parameter bands as one group and a difference value
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is then calculated. Alternatively, it is also possible to
decide a group reference value by taking grouped data bands
as one group and to calculate a difference wvalue. And,
detailed operations of the DIFF are the same as explained
in the foregoing description.

If the first and/or frequency grouping is applied to
actual coding, it 1s necessary to transfer corresponding
information, which will be explained with reference to FIG.
23 later.

3. External Grouping

External grouping means a case that execution of
grouping is externally carried out. If external grouping is
carried out in general, a previous group is externally re-
grouped to generate a new group or combined groups.

FIG. 14 is a diagram to explaining external grouping
according to the present invention.

Referring to FIG. 14, external grouping according to
the present invention is carried out by time domain unit
(hereinafter named ‘timeslot’), for example. So, an
external grouping scheme may correspond to a sort of domain
grouping occasionally.

First time grouping is performed on a frame including
sampling data to generate first group timeslots. FIG. 14

exemplarily shows that eight timeslots are generated. The

53



10

15

20

WO 2007/040358 PCT/KR2006/004018

first time grouping has a meaning of dividing a frame into
timeslots in equal size as well.

At least one of the timeslots generated by the first
time grouping is selected. FIG. 14 shows a case that
timeslots 1, 4, 5, and 8 are selected. According to a
coding scheme, it is able to select the entire timeslots in
the selecting step.

The selected timeslots 1, 4, 5, and 8 are then
rearranged into timeslots 1, 2, 3 and 4. Yet, according to
an object of coding, it is able to rearrange the selected
timeslots 1, 4, 5, and 8 in part. In this case, since the
timeslot (s) excluded from the rearrangement is excluded
from final group formation, it is excluded from the PBC or
DIFF coding targets.

Second time grouping is performed on the selected
timeslots to configure a group handled together on a final
time axis.

For instance, timeslots 1 and 2 or timeslots 3 and 4
can configure one group, which is called a timeslot pair.
For another instance, timeslots 1, 2 and 3 can configure
one group, which is called a timeslot triple. And, a single
timeslot is able to exist not to configure a group with
another timeslot(s).

In case that the first and second time groupings are
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applied to actual coding, it 1is necessary to transfer
corresponding information, which will be explained with
reference to FIG. 23 later.

4. Multiple Grouping

Multiple grouping means a grouping scheme that
generates a final group by mixing the internal grouping,
the external grouping and various kinds of other groupings
together. As mentioned in the foregoing description, the
individual groping schemes according to the present
invention can be applied by being overlapped with each
other or in combination with each other. And, the multiple
grouping is utilized as a scheme to raise efficiency of
various coding schemes.

4-1. Mixing Internal Grouping and External Grouping

FIG. 15 1is a diagram to explain multiple grouping
according to the present invention, in which internal
grouping and external grouping are mixed.

Referring to FIG. 15, final grouped bands 64 are
generated after internal grouping has been completed in
frequency domain. And, final timeslots 61, 62 and 63 are
generated after external groping has been completed in time
domain.

One individual timeslot after completion of grouping

is named a data set. In FIG. 15, reference numbers 6la, 6lb,
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62a, ©2b and 63 indicate data sets, respectively.

In particular two data setsr61a and 6lb or another
two data sets 62a and 62b are able to configure a pair by
external grouping. The pair of the data sets is called
‘data pair’.

After completion of the multiple grouping, PBC or
DIFF coding application is executed.

For instance, in case of executing the PBC coding, a
pilot reference wvalue Pl, P2 or P3 is selected for the
finally completed data pair 61 or 62 or each data set 63
not configuring the data pair. The PBC coding is then
executed using the selected pilot reference values.

For instance, in case of executing the DIFF coding, a
DIFF coding type is decided for each of the data sets 6la,
6lb, 62a, 62b and 63. As mentioned in the foregoing
description, a DIFF direction should be decided for each of
the data sets and is decided as one of ‘DIFF-DF’ and ‘DIFF-
DT’”. A process for executing the DIFF coding according to
the decided DIFF coding scheme is the same as mentioned in
the foregoing description.

In order to configure a data pair by executing
external grouping in multiple grouping, equivalent internal
grouping should be performed on each of ﬁhe data sets

configuring the data pair.
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For instance, each of the data sets 6la and 61b
configuring a data pair has the same data band number. And,
each of the data sets 62a and 62b configuring a data pair
has the same data band number. Yet, there is no problem in
that the data sets belonging to different data pairs, e.g.,
6la and 62a, respectively may differ from each other in the
data band number. This means that different internal
grouping can be applied to each data pair.

In case of configuring a data pair, it i1is able to
perform first grouping by internal grouping and second
groping by external grouping.

For instance, a data Dband number after second
grouping corresponds to a prescribed multiplication of a
data band number after first grouping. This is because each
data set configuring a data pair has the same data band
number.

4-2. Mixing Internal Grouping and Internal Grouping

FIG. 16 and FIG. 17 are diagrams to explain mixed
grouping according to another embodiments of the present
invention, respectively. In particular, FIG. 16 and FIG. 17
intensively show mixing of internal groupings. So, it is
apparent that external grouping is performed or can be
performed in FIG. 16 or FIG. 17.

For instance, FIG. 16 shows a case that internal
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grouping 1is performed again on a case that data bands are
generated after completion of the second frequency grouping.
In particular, the data bands generated by the second
frequency grouping are divided into low frequency band and
high frequency band. In case of specific coding, it 1is
necessary to utilize the low frequency band or the high
frequency band separately. In particular, a case of
separating the low frequency band and the high frequency
band to utilize is called ‘dual mode’.

So, in case of dual mode, data coding is performed by
taking the finally generated low or high frequency band as
one dgroup. Fof instance, pilot reference values Pl and P2
are generated for low and high frequency Dbands,
respectively and PBC coding is then performed within the
corresponding frequency band.

The dual mode is applicable according to
characteristics per channel. So, this is called ‘channel
grouping’. And, the dual mode is differently applicable
according to a data type as well.

For instance, FIG. 17 shows a case that internal
grouping is performed again on a case that data bands are
generated after completion of the aforesaid second
frequency grouping. Namely, the data bands generated by the

second frequency grouping are divided into low frequency
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band and high frequency band. In case of specific coding,
the low freguency band 1is utilized only but the high
frequency band needs to be discarded. In particular, a case
of grouping the low frequency band to utilize only is
called ‘low frequency channel (LFE) mode’.

In the low frequency channel (LFE) mode’, data coding
is performed by taking the finally generated low frequency
band as one group.

For‘instance, a pilot reference value Pl is generated
for a low frequency band and PBC coding is then performed
within the corresponding low frequency band. Yet, it is
possible to generate new data bands by performing internal
grouping on a selected low frequency band. This is to
intensively group the low frequency band to represent.

And, the low frequency channel (LFE) mode is applied
according to a low frequency channel characteristic and can
be called ‘channel grouping’.

5. Domain Grouping and Data Grouping

Grouping can be classified into domain grouping and
data grouping with reference to targets of the grouping.

The domain grouping means a scheme of grouping units
of domains on a specific domain (e.g., frequency domain or
time domain). And, the domain grouping can be executed

through the aforesaid internal grouping and/or external
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grouping.

And, the data grouping means a scheme of grouping
data itself. The data grouping can be executed through the
aforesaid internal grouping and/or external grouping.

In a special case of data grouping, groping can be
performed to be usable in entropy coding. For instance, the
data grouping is used in entropy coding real data in a
finally completed grouping state shown in FIG. 15. Namely,
data are processed in a manner that two data neighboring to
each other in one of frequency direction and time direction
are bound together.

Yet, in case that the data grouping is carried out in
the above manner, data within a final group are re-grouped
in part. So, PBC or DIFF coding is not applied to the data-
grouped group (e.g., two data) only. Besides, an entropy
coding scheme corresponding to the data grouping will be
explained later.

6. Signal Processing Method Using Grouping

6-1. Signal Processing Method Using Internal Grouping

At Least

A signal processing method and apparatus using the
aforesaid grouping scheme according to the present
invention are explained as follows.

A method of processing a signal according to one
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embodiment of the present invention includes the steps of
obtaining a group reference value corresponding to a
plurality of data included in one group and a difference
value corresponding to the group reference value through
first grouping and internal grouping for the first grouping
and obtaining the data using the group reference value and
the difference value.

The present invention is characterized in that a
number of the data grouped by the first grouping is greater
than a number of the data grouped by the internal grouping.
In this case, the group reference value can be a pilot
reference value or a difference reference value.

The method according to one embodiment of the present
invention further includes the step of decoding at least
one of the group reference value and the difference value.
In this case, the pilot reference value is decided per the
group.

And, numbers of the data included in internal groups
through the internal grouping are set 1in advance,
respectively. In this case, the numbers of the data
included in the internal groups are different from each
other.

The first grouping and the internal grouping are

performed on the data on a frequency domain. In this case,
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the frequency domain may correspond to one of a hybrid
domain, a parameter band domain, a data band domain and a
channel domain.

And, the present invention is characterized in that a
first group by the first grouping includes a plurality of
internal groups by the internal grouping.

The frequency domain of the present invention 1is
discriminated by a frequency band. The frequency band
becomes sub-bands by the internal grouping. The sub-bands
become parameter bands by the internal grouping. The
parameter bands become data bands by the internal grouping.
In this case, a number of the parameter bands can be
limited to maximum 28. And, the parameter bands are grouped
by 2, 5 or 10 into one data band.

An apparatus for processing a signal according to one
embodiment of the present invention includes a value
obtaining part obtaining a group reference value
corresponding to a plurality of data included in one group
and a difference value corresponding to the group reference
value through first grouping and internal grouping for the
first grouping and a data obtaining part obtaining the data
using the group reference value and the difference value.

A method of processing a signal according to another

embodiment of the present invention includes the steps of
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generating a difference value using a group reference value
corresponding to a plurality of data included in one group
through first grouping and internal grouping for the first
grouping and the data and transferring the generated
difference value.

And, an apparatus for processing a signal according
to another embodiment of the present invention includes a
value generating part generating a difference value using a
group reference value corresponding to a plurality of data
included in one group through first grouping and internal
grouping for the first grouping and the data and an
outputtihg part transferring the generated difference value.

6-2. Signal Processing Method Using Multiple Grouping

A signal processing method and apparatus using the
aforesaid grouping scheme according to the present
invention are explained as follows.

A method of processing a signal according to one
embodiment of the present invention includes the steps of
obtaining a group reference value corresponding to a
plurality of data included in one group through grouping
and a difference value corresponding to the group reference
value and obtaining the data using the group reference
value and the difference value.

In this case, the group reference value can be one of
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a pilot reference value and a difference reference value.

And, the grouping may correspond to one of exfernal
grouping and external grouping.

Moreover, the grouping may correspond to one of
domain grouping and data grouping.

The data grouping is performed on a domain group. And,
a time domain included in the domain grouping includes at
least one of a timeslot domain, a parameter set domain and
a data set domain.

A frequency domain included in the domain grouping
may include at least one of a sample domain, a sub-band
domain, a hybrid domain, a parameter band domain, a data
band domain and a channel domain.

One difference reference value will be set from a
plurality of the data included in the group. And, at least
one of a grouping count, a grouping range and a presence or
non-presence of the grouping is decided.

An apparatus for processing a signal according to one
embodiment of the ©present invention includes a value
obtaining part obtaining a group reference value
corresponding to a plurality of data included in one group
through grouping and a difference value corresponding to
the group reference value and a data obtaining part

obtaining the data using the group reference value and the
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difference value.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
generating a difference value using a group reference value
corresponding to a plurality of data included in one group
through grouping and the data and transferring the
generated difference value.

An apparatus for processing a signal according to
another embodiment of the present invention includes a
value generating part generating a difference value using a
group reference value corresponding to a plurality of data
included in one group through grouping and the data and an
outputting part transferring the generated difference value.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
obtaining a group reference value corresponding to a
plurality of data included in one group through grouping
including first grouping and second grouping and a first
difference value corresponding to the group reference value
and obtaining the data using the group reference value and
the first difference value.

In this case, the group reference value may include a
pilot reference value or a difference reference value.

The method further includes the step of decoding at
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least one of the group reference value and the first
difference value. And, the first pilot reference value is
decided per the group.

The method further includes the steps of obtaining a
second pilot reference value corresponding to a plurality
of the first pilot reference values and a second difference
value corresponding to the second pilot reference value and
obtaining the first pilot reference value using the second
pilot reference value and the second difference value.

In this case, the second grouping may include
external or internal grouping for the first grouping.

The grouping is performed on the data on at least one
of a time domain and a frequency domain. In particular, the
grouping is a domain grouping that groups at least one of
the time domain and the frequency domain.

The time domain may include a timeslot domain, a
parameter set domain or a data set domain.

The frequency domain may include a sample domain, a
sub-band domain, a hybrid domain, a parameter band domain,
a data band domain or a channel domain. And, the grouped
data is an index or parameter.

The first difference value 1is entropy-decoded using
an entropy table indicated by the index included in one

group through the first grouping. And, the data is obtained
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using the group reference value and the entropy-decoded
first difference value.

The first difference value and the group reference
value are entropy-decoded using an entropy table indicated
by the index included in one group through the first
grouping. And, the data 1is obtained using the entropy-
decoded group reference value and the entropy-decoded first
difference value.

An apparatus for processing a signal according to
another embodiment of the present invention includes a
value obtaining part obtaining a group reference value
corresponding to a plurality of data included in one group
through grouping including first grouping and second
grouping and a difference value corresponding to the group
reference value and a data obtaining part obtaining the
data using the group reference value and the difference
value.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
generating a difference value using a group reference value
corresponding to a plurality of data included in one group
through grouping including first grouping and second
grouping and the data and transferring the generated

difference value.
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An apparatus for processing a signal according to
another embodiment of the present invention includes a
value generating part generating a difference value using a
group reference value corresponding to a plurality of data
included in one group through grouping including first
grouping and second grouping and the data and an outputting
part transferring the generated difference value.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
obtaining a group reference value corresponding to a
plurality of data included in one group through first
grouping and external grouping for the first grouping and a
difference value corresponding to the group reference value
and obtaining the data using the group reference wvalue and
the difference value.

In this case, a first data number corresponding to a
number of the data grouped by the first grouping is smaller
than a second data number corresponding to a number of the
data grouped by the external grouping. And, a
multiplication relation exists between the first data
number and the second data number.

The group reference value may include a pilot
reference value or a difference reference value.

The method further includes the step of decoding at
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least one of the group reference value and the difference
value.

The pilot reference value is decoded per the group.

The grouping is performed on the data on at least one
of a time domain and a frequency domain. The time domain
may include a timeslot domain, a parameter set domain or a
data set domain. And, the frequency domain may include a
sample domain, a sub-~-band domain, a hybrid domain, a
parameter band domain, a data band domain or a channel
domain.

The method further includes the step of
reconstructing the audio signal using the obtained data as
parameters. And, the external grouping may include paired
parameters.

An apparatus for processing a signal according to
another embodiment of the present invention includes a
value obtaining part obtaining a group reference value
corresponding to a plurality of data included in one group
through first grouping and external grouping for the first
grouping and a difference value corresponding to the group
reference value and a data obtaining part obtaining the
data wusing the group reference value and the difference
value.

A method of processing a signal according to a
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further embodiment of the present invention includes the
steps of generating a difference value using a group
reference value corresponding to a plurality of data
included in one group through first grouping and external
grouping for the first grouping and the data and
transferring the generated difference value.

And, an apparatus for processing a signal according
to a further embodiment of the present invention includes a
value generating part generating a difference value using a
group reference value corresponding to a plurality of data
included in one group through first grouping and external
grouping for the first grouping and the data and an
outputting part transferring the generated difference value.

6.3. Signal Processing Method Using Data Grouping At

Least

A signal processing method and apparatus using the
aforesaid grouping scheme according to the present
invention are explained as follows.

A method of processing a signal according to one
embodiment of the present invention includes the steps of
obtaining a group reference value corresponding to a
plurality of data included in one group through data
grouping and internal grouping for the data grouping and a

difference value corresponding to the group reference value
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and obtaining the data using the group reference value and
the difference value.

In this case, a number of the data included in the
internal grouping is smaller than a number of the data
included in the data grouping. And, the data correspond to
parameters.

The internal grouping is performed on a plurality of
the data-grouped data entirely. In this case, the internal
grouping can be performed per a parameter band.

The internal grouping can be performed on a plurality
of the data-grouped data partially. In this case, the
internal grouping can be performed per a channel of each of
a plurality of the data-grouped data.

The group reference value can include a pilot
reference value or a difference reference value.

The method may further include the step of decoding
at least one of the group reference value and the
difference value. In this case, the pilot reference value
is decided per the group.

The data grouping and the internal grouping are
performed on the data on a frequency domain.

The frequenéy domain may include one of a sample
domain, a sub-band domain, a hybrid domain, a parameter

band domain, a data band domain and a channel domain. In
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obtaining the data, grouping information for at least one
of the data grouping and the internal grouping is used.

The grouping information includes at least one of a
position of each group, a number of each group, a presence
or non-presence of applying the group reference value per a
group, a number of the group reference values, a codec
scheme of the group reference value and a presence or non-
presence of obtaining the group reference value.

An apparatus for processing a signal according to one
embodiment of the present invention includes a value
obtaining part obtaining a group reference value
corresponding to a plurality of data included in one group
through data grouping and internal grouping for the data
grouping and a difference value corresponding to the group
reference value and a data obtaining part obtaining the
data using the group reference value and the difference
value.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
generating a difference value using a group reference value
corresponding to a plurality of data included in one group
through data grouping and internal grouping for the data
grouping and the data and transferring the generated

difference value.
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And, an apparatus for processing a signal according
to another embodiment of the present invention includes a
value generating part generating a difference value using a
group reference value corresponding to a plurality of data
included in one group through data grouping and internal
grouping for the data grouping and the data and an

outputting part transferring the generated difference value.

[Entropy Coding]

1. Concept of Entropy Coding

Entropy coding according to the present invention
means a process for performing variable length coding on a
result of the data coding.

In general, entropy coding processes occurrence
probability of specific data in a statistical way. For
instance, transmission efficiency is raised overall in a
manner of allocating less bits to data having high
frequency of occurrence in probability and more bits to
data having low frequency of occurrence in probability.

And, the present invention intends to propose an
efficient entropy coding method, which is different from
the general entropy coding, interconnected with the PBC
coding and the DIFF coding.

1-1. Entropy Table
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First of all, a predetermined entropy table is
necessary for entropy coding. The entropy table is defined
as a codebook. And, an encoding part and a decoding part
use the same table.

The present invention proposes an entropy coding
method and a unique entropy table to process various kinds
of data coding results efficiently.

1-2. Entropy coding Types (1D/2D)

Entropy coding of the present invention is classified
into two types. One 1is to derive one index (index 1)
through one entropy table, and the other is to derive two
consecutive indexes (index 1 and index 2) through one
entropy table. The former is named ‘1D (one-dimensional)
entropy coding’ and the latter is named ‘2D (two-
dimensional) entropy coding’.

FIG. 18 is an exemplary diagram of 1D and 2D entropy
table according to the present invention. Referring to FIG.
18, an entropy table of the present invention basically
includes an index field, a length field and a codeword
field.

For instance, if specific data (e.g., pilot reference

value, difference value, etc.) 1is calculated through the
aforesaid data coding, the corresponding data
(corresponding to ‘index’) has a codeword designated
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through the entropy table. The codeword turns into a
bitstream and is then transferred to a decoding part.

An entropy decoding part having received the codeword
decides the entropy table having used for the corresponding
data and then derives an index  value using the
corresponding codeword and a bit length configuring the
codeword within the decided table. In this case, the
present invention represents a codeword as hexadecimal.

A positive sign (+) or a negative sign (-) of an
index value derived by 1D or 2D entropy coding is omitted.
So, it 1s necessary to assign the sign after completion of
the 1D or 2D entropy coding.

In the present invention, the sign 1is assigned
differently according to 1D or 2D.

For instance, in case of 1D entropy coding, if a
corresponding index is not ‘0’, a separate 1l-bit sign bit
(e.g., ‘bsSign’) is allocated and transferred.

In case of 2D entropy coding, since two indexes are
consecutively extracted, whether to allocate a sign bit is
decided in a manner of programming a relation between the
two extracted indexes. In this case,'the program uses an
added wvalue of the two extracted indexes, a difference
value between the two extracted indexes and a maximum

absolute value (lav) within a corresponding entropy table.
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This is able to reduce a number of transmission bits,
compared to a case that a sign bit is allocated to each
index in case of a simple 2D.

The 1D entropy table, in which indexes are derived
one by one, is usable for all data coding results. Yet, the
2D entropy table, in which two indexes are derived each,
has a restricted use for a specific case.

For instance, 1f data coding is not a pair through
the aforesaid grouping process, the 2D entropy table has a
restricted use in part. And, a use of the 2D entropy table
is restricted on a pilot reference value calculated as a
result of PBC coding.

Therefore, as mentioned in the foregoing description,
entropy coding of the present invention is characterized in
utilizing a most efficient entropy coding scheme in a
manner that entropy coding 1s interconnected with the
result of data coding. This 1is explained in detail as
follows.

1-3. 2D Method (Time Pairing/Freguency Paring)

FIG. 19 is an exemplary diagram of two methods for 2D
entropy coding according to the present invention. 2D
entropy coding 1is a process for deriving two indexes
neighboring to each other. So, the 2D entropy coding can be

discriminated according to a direction of the two
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consecutive indexes.

For instance, a case that two indexes are neighbor tor
each other in frequency direction is called ‘2D-Fregeuncy
Pairing (hereinafter abbreviated 2D-FP)’. And, a case that
two indexes are neighbor to each other in time direction is
called ‘2D~Time Pairing (hereinafter abbreviated 2D-TP)’.

Referring to FIG. 19, the 2D-FP and the 2D-TP are
able to configure separate index tables, respectively. An
encoder has to decide a most efficient entropy coding
scheme according to a result of data decoding.

A method of deciding entropy coding interconnected
with data coding efficiently is explained in the following
description.

1-4. Entropy Coding Signal Processing Method

A method of processing a signal using entropy coding
according to the present invention is explained as follows.

In a method of processing a signal according to one
embodiment of the present invention, a reference value
corresponding to a plurality of data and a difference value
corresponding to the reference value are obtained.
Subsequently, the difference value is entropy-decoded. The
data is then obtained using the reference value and the
entropy-decoded difference value.

The method further includes the step of entropy-
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decoding the reference value. And, the method may further
include the step of obtaining the déta using the entropy-
decoded reference value and the entropy-decoded difference
value.

The method can further include the step of obtaining
entropy coding identification information. And, the entropy
coding is performed according to an entropy coding scheme
indicated by the entropy coding identification information.

In this case, the entropy coding scheme is one of a
1D coding scheme and a mnmulti-dimensional coding scheme
(e.g., 2D coding scheme). And, the multi-dimensional coding
scheme is one of a frequency pair (FP) coding scheme and a
time pair (TP) coding scheme.

The reference value may include one of a pilot
reference value and a difference reference value.

And, the signal processing method can further include
the step of reconstructing the audio signal using the data
as parameters.

An apparatus for processing a signal according to one
embodiment of the present invention includes a value
obtaining part obtaining a reference value corresponding to
a plurality of data and a difference value corresponding to
the reference value, an entropy decoding part entropy-

decoding the difference value, and a data obtaining part
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obtaining the data using the reference wvalue and the
entropy~decoded difference value.

In this case, the value obtaining part is included in
the aforesaid bitstream demultiplexing part 60 and the data
obtaining part is included within the aforesaid data
decoding part 91 or 92.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
generating a difference value using a reference value
corresponding to a plurality of data and the data, entropy-
encoding the generated difference value, and outputting the
entropy-encoded difference value.

In this case, the reference value is entropy-encoded.
The entropy-encoded reference value is transferred.

The method further includes the step of generating an
entropy coding scheme used for the entropy encoding. And,
the generated entropy coding scheme is transferred.

An apparatus for processing a signal according to
another embodiment of the present invention includes a
value generating part generating a difference value using a
reference value corresponding to a plurality of data and
the data, an entropy encoding part entropy-encoding the
generated difference value, and an outputting part

outputting the entropy-encoded difference value.
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In this case, the value generating part 1s included
within the aforesaid data encoding part 31 or 32. And, the
outputting part is included within the aforesaid bitstream
multiplexing part 50.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
obtaining data corresponding to a plurality of data coding
schemes, deciding an entropy table for at least one of a
pilot reference value and a pilot difference value included
in the data using an entropy table identifier unique to the
data coding scheme, and entropy-decoding at least one of
the pilot reference value and the pilot difference value
using the entropy table.

In this case, the entropy table identifier is unique
to one of a pilot coding scheme, a frequency differential
coding scheme and a time differential coding scheme.

And, the entropy table identifier is unique to each
of the pilot reference value and the pilot difference value.

The entropy table is unique to the entropy table
identifier and includes one of a pilot table, a frequency
differential table and a time differential table.

Alternatively, the entropy table is not unique to the
entropy table identifier and one of a frequency

differential table and a time differential table can be
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shared.

The entropy  table corresponding to the pilot
reference value 1is able to use a frequency differential
table. In this case, the pilot reference value 1is entropy-
decoded by the 1D entropy coding scheme.

The entropy coding scheme includes a 1D entropy
coding scheme and a 2D entropy coding scheme. In particular,
the 2D entropy coding scheme includes a frequency pair (2D-
FP) coding scheme and a time pair (2D-TP) coding scheme.

And, the present method is able to reconstruct the
audio signal using the data as parameters.

An apparatus for processing a signal according to
another embodiment of the present invention includes a
value obtaining part obtaining a pilot reference value
corresponding to a plurality of data and a pilot difference
value corresponding to the pilot reference value and an
entropy decoding part entropy-decoding the pilot difference
value. And, the apparatus includes a data obtaining part
obtaining the data using the pilot reference value and the
entropy-decoded pilot difference value.

A method of processing a signal according to a
further embodiment of the present invention includes the
steps of generating a plot difference value using a pilot

reference value corresponding to a plurality of data and
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the data, entropy-encoding the generated pilot difference
value, and transferring the entropy-encoded pilot
difference value.

In this case, a table used for the entropy encoding
may include a pilot dedicated table.

The method further includes the step of entropy-
encoding the pilot reference value. And, the entropy-
encoded pilot reference value is transferred.

The method further includes the step of generating an
entropy coding scheme used for the entropy encoding. And,
the generated entropy coding scheme is transferred.

An apparatus for processing a signal according to a
further embodiment of the present invention includes a
value generating part generating a plot difference value
using a pilot reference value corresponding to a plurality
of data and the data, an entropy encoding part entropy-
encoding the generated pilot difference value, and an
outputting part transferring the entropy-encoded pilot
difference value.

2. Relation to Data Coding

As mentioned in the foregoing description, the
present invention has proposed three kinds of data coding
schemes. Yet, entropy coding is not performed on the data

according to the PCM scheme. Relations between PBC coding
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and entropy coding and relations between DIF coding and
entropy coding are separately explained in the following
description.

2-1. PBC Coding and Entropy Coding

FIG. 20 is a diagram of an entropy coding scheme for
PBC coding result according to the present invention.

As mentioned in the foreqgoing description, after
completion of PBC coding, one pilot reference value and a
plurality of differences values are calculated. And, all of
the pilot reference value and the difference values become
targets of entropy coding.

For instance, according to the aforesaid grouping
method, a group to which PBC coding will be applied is
decided. In FIG. 20, for convenience of explanation, a case
of a pair on a time axis and a case of non-pair on a time
axis are taken as examples. Entropy coding after completion
of PBC coding is explained as follows.

First of all, a case 83 that PBC coding is performed
on non-pairs 1is explained. 1D entropy coding is performed
on one pilot reference value becoming an entropy coding
target, and 1D entropy coding or 2D-FP entropy coding can
be performed on the rest difference values.

In particular, since one group exists Zfor one data

set on a time axis in case of non-pair, it 1is unable to
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perform 2D-TP entropy coding. Even if 2D-FP is executed, 1D
entropy coding should be performed on a parameter value
within a last band 8la failing to configure a pair after
pairs of indexes have been derived. Once a per-data entropy
coding scheme is decided, a codeword is generated using a
corresponding entropy table.

Since the present invention relates to a case that
one pilot reference value 1is generated for one group for
example, 1D entropy coding should be performed. Yet, in
another embodiment of the present invention, if at least
two pilot reference values are generated from one group, it
may be possible to perform 2D entropy coding on consecutive
pilot reference values.

Secondly, a case 84 of performing PBC coding on pairs
is explained as follows.

1D entropy coding is performed on one pilot reference
value becoming an entropy coding target, and 1D entropy
coding, 2D-FP entropy coding or 2D-TP entropy coding can be
performed on the rest difference values.

In particular, since one group exists for two data
sets neighbor to each other on a time axis in case of pairs,
it is able to perform 2D-TP entropy coding. Even if Z2D-FP
is executed, 1D entropy coding should be performed on a

parameter value within a last band 8lb or 8lc failing to
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configure a pair after pairs of indexes have been derived.
Yet, as can be confirmed in FIG. 20, in case of applying
2D-TP entropy coding, a last band failing to configure a
pair does not exist.

2-2. DIFF Coding and Entropy Coding

FIG. 21 is a diagram of entropy coding scheme for
DIFF coding result according to the present invention.

As mentioned in the foregoing description, after
completion of DIFF coding, one pilot reference value and a
plurality of differences values are calculated. And, all of
the pilot reference value and the difference values become
targets of entropy coding. Yet, in case of DIFF-DT, a
reference value may not exist.

For instance, according to the aforesaid grouping
method, a group to which DIFF coding will be applied is
decided. In FIG. 21, for convenience of explanation, a case
of a pair on a time axis and a case of non-pair on a time
axis are taken as examples. And, FIG. 21 shows a case that
a data set as a unit of data coding is discriminated into
DIFF-DT in time axis direction and DIFF-DF in frequency
axis direction according to DIFF coding direction.

Entropy coding after completion of DIFF coding 1is
explained as follows.

First of all, a case that DIFF coding is performed on
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non-pairs is explained. In case of non-pairs, one data set
exists on a time axis. And, the data set may become DI?F—DF
or DIFF-DT according to DIF coding direction.

For instance, if one data set of non-pair is DIFF-DF
(85), a reference value becomes a parameter value within a
first band 82a. 1D entropy coding 1is performed on the
reference value and 1D entropy coding or 2D-FP entropy
coding can be performed on the rest difference values.

Namely, in case of DIFF-DF as well as non-pair, one
group for one data set exists on a time axis. So, it is
unable to perform 2D-TP entropy coding. Even if 2D-FP is
executed, after pairs of indexes have been derived, 1D
entropy coding should be performed on a parameter value
within a last parameter band 83a failing to configure a
pair. Once a coding scheme 1is decoded for each data, a
codeword is generated using a corresponding entropy table.

For instance, in case that one data set of non-pair
is DIFF-DT (86), since a reference value does not exist
within the corresponding data set, ‘first band’ processing
is not performed. So, 1D entropy coding or 2D-FP entropy
coding can be performed on the difference values.

In case of DIFF-DT as well as non-pair, a data set to
find a difference value may be a neighbor data set failing

to configure a data pair or a data set within another audio
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frame.

Namely, in case of DIFF-DT as well as non-pair (86),
there exists one group for one data set on a time axis. 3o,
it is unable to perform 2D-TP entropy coding. Even if 2D-FP
is executed, after pairs of indexes have been derived, 1D
entropy coding should be performed on a parameter value
within a last parameter band failing to configure a pair.
Yet, FIG. 21 just shows a case that a last band failing to
configure a pair does not exist, for example.

Once a coding scheme is decoded for each data, a
codeword is generated using a corresponding entropy table.

Secondly, a case that DIFF coding is performed on
pairs is explained. In case that data coding is performed
on pairs, two data sets configure one group on a time axis.
And, each of the data sets within the group can become
DIFF-DF or DIFF-DT according to DIFF coding direction. So,
it can be classified into a case that both two data sets
configuring a pair are DIFF-DF (87), a case that both two
data sets configuring a pair are DIFF-DT, and a case that
two data sets configuring a pair have different coding
directions (e.g., DIFF-DF/DT or DIFF-DT/DF), respectively
(88).

For instance, 1in <case that both two data sets

configuring a pair are DIFF-DF (i.e., DIFF-DF/DF) (87), if
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each of the data sets is non-paired and DIFF-DF, if all
available entropy coding schemes are executable.

For instance, each reference value within the
corresponding data set becomes a parameter value within a
first band 82b or 82c and 1D entropy coding is performed on
the reference value. And, 1D entropy coding or 2D-FP
entropy coding can be performed on the rest difference
values.

Even if 2D-FP is performed within a corresponding
data set, after pairs of indexes have Dbeen derived, 1D
entropy coding should be performed on a parameter value
within a last band 83b or 83c failing to configure a pair.
Since two data sets configure a pair, 2D-TP entropy coding
can be performed. In this case, 2D-TP entropy coding is
sequentially performed on bands ranging from a next band
excluding the first band 82b or 82c within the
corresponding data set to a last band.

If the 2D-TP entropy coding is performed, a last band
failing to configure a pair is‘not generated.

Once the entropy coding scheme per data is decided, a
codeword is generated using a corresponding entropy table.

For instance, in case that both of the two data sets
configuring the pair are DIFF-DT (i.e., DIFF-DT/DT) (89),

since a reference value does not exist within a
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corresponding data set, first band processing 1is not
performed. And, 1D entropy coding or 2D-Fp entropy coding
can be performed on all the difference values within éach
of the data sets.

Even 1if 2D-FP is performed within a corresponding
data set, after pairs of indexes have been derived, 1D
entropy coding should be performed on a parameter value
within a last band failing to configure a pair. Yet, FIG.
21 shows an example that a last band failing to configure a
pair does not exist.

Since two data sets configure a pair, 2D-TP entropy
coding is executable. In this case, 2D-TP entropy coding is
sequentially performed on bands ranging from a first band
to a last band within the corresponding data set.

If the 2D-TP entropy coding is performed, a last band
failing to configure a pair is not generated.

Once the entropy coding scheme per data is decided, a
codeword is generated using a corresponding entropy table.

For instance, there may exist a case that two data
sets configuring a pair have different coding directions,
respectively (i.e., DIFF-DF/DT or DIFF-DT/DF) (88). FIG. 21
shows an example of DIFF-DF/DT. In this case, all entropy
coding schemes applicable according to corresponding coding

types can be basically performed on each o the data sets.
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For instance, in a data set of DIFF-DF among two data
sets configuring a pair, 1D entropy coding is performed on
a parameter value within a first band 82d with a reference
value within the corresponding data set (DIFF-DF). And, 1D
entropy coding or 2D-FP entropy coding can be performed on
the rest difference values.

Even if 2D-FP is performed within a corresponding
data set (DIFF-DF), after pairs of indexes have been
derived, 1D entropy coding should be performed on a
parameter value within a last band 83d failing to configure
a pair.

For instance, in a data set of DIFF-DT among two data
sets configuring a pair, since a reference value does not
exist, first band processing is not performed. And, 1D
entropy coding or 2D-FP entropy coding can be performed on
all difference values within the corresponding data set
(DIFEF-DT) .

Even if 2D-FP is performed within a corresponding
data set (DIFF-DT), after pairs of indexes have Dbeen
derived, 1D entropy coding should be performed on a
parameter value within a last band failing to configure a
pair. Yet, FIG. 21 shows an example that a last band
failing to configure a pair does not exist.

Since the two data sets configuring the pair have the
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coding directions different from each other, respectively,
2D-TP entropy coding is executable. In this case, 2D-TP
entropy coding is sequentially performed on bands ranging
from a next band excluding a first band including the first
band 82d to a last band.

If the 2D-TP entropy coding is performed, a last band
failing to configure a pair is not generated.

Once the entropy coding scheme per data is decided, a
codeword 1is generated using a corresponding entropy table.

2-3. Entropy Coding and Grouping

As mentioned in the foregoing description, in case of
2D-FP or 2D-TP entropy coding, two indexes are extracted
using one codeword. So, this means that a grouping scheme
is performed for entropy coding. And, this can be named
‘time grouping’ or ‘frequency grouping’.

For instance, an encoding part groups two indexes
extracted in a data coding step in frequency or time
direction.

Subsequently, the encoding part selects one codeword
representing the two grouped indexes using an entropy table
and then transfers the selected codeword by having it
included in a bitstream.

A decoding part receives one codeword resulting from

grouping the two indexes included in the bitstream and the
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extracts two index values using the applied entropy table.

2-4. Signal Processing Method by Relation between

Data Coding and Entropy Coding

The features of the signal processing method
according to the present invention by the relation between
PBC coding and entropy coding and the relation between DIFF
coding and entropy coding are explained as follows.

A method of processing a signal according to one
embodiment of the present invention includes the steps of
obtaining difference information, entropy-decoding the
difference information according to an entropy coding
scheme including time grouping and frequency grouping, and
data-decoding the difference information according to a
data decoding scheme including a pilot difference, a time
difference and a frequency difference. And, detailed
relations between data coding and entropy coding are the
same as explained in the foregoing description.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
obtaining a digital signal, entropy-decoding the digital
signal according to an entropy coding scheme, and data-
decoding the entropy-decoded digital signal according to
one of a plurality of data coding schemes including a pilot

coding scheme at least. In this case, the entropy coding
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scheme can be decided according to the data coding scheme.

An apparatus for processing a signal according to
another embodiment of the present invention includes a
signal obtaining part obtaining a digital signal, an
entropy decoding part entropy-decoding the digital signal
according to an entropy coding scheme, and a data decoding
part data-decoding the entropy-decoded digital signal
according to one of a plurality of data coding schemes
including a pilot coding scheme at least.

A method of processing a signal according to a
further embodiment of the present invention includes the
steps of data-encoding a digital signal by a data coding
scheme, entropy-encoding the data-encoded digital signal by
an entropy coding scheme, and transferring the entropy-
encoded digital signal. In this case, the entropy coding
scheme can be decided according to the data coding scheme.

And, an apparatus for processing a signal according
to a further embodiment of the present invention includes a
data encoding part data-encoding a digital signal by a data
coding scheme and an entropy encoding part entropy-encoding
the data-encoded digital signal by an entropy coding scheme.
And, the apparatus may further include an outputting part
transferring the entropy-encoded digital signal.

3. Selection for Entropy Table
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An entropy table for entropy coding is automatically
decided according to a data coding scheme and a type of
data becoming an entropy coding target.

For instance, if a data type is a CLD parameter and
if an entropy coding target is a pilot reference value, 1D
entropy table to which a table name ‘hcodPilot CLD’ 1is
given is used for entropy coding.

For instance, if a data type is a CPC parameter, if
data coding is DIFF-DF, and if an entropy coding target is
a first band value, 1D entropy table to which a table name
‘hcodFirstband CPC’ is given is used for entropy coding.

For instance, if a data type is an ICC parameter, if
a data coding scheme is PBC, and if entropy coding is
performed by 2D-TP, 2D-PC/TP entropy table to which a table
name ‘hcod2D ICC PC TP LL’ 1is given is used for entropy
coding. In this case, ‘LL’ within the 2D table name
indicates a largest absolute value (hereinafter abbreviated
‘LAV’) within the table. And, the largest absolute value
(LAV) will be explained later.

For instance, if a data type is an ICC parameter, if
a data coding scheme is DIF-DF, and if entropy coding 1is
performed by 2D-FP, 2D-FP entropy table to which a table
name ‘hcod2D ICC DF FP LL’ is given is used for entropy

coding.
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Namely, it is very important to decide to perform
entropy coding using which one of a plurality of entropy
tables. And, 1t 1is preferable that an entropy table
suitable for a characteristic of each data becoming each

5 entropy target is configured independent.

Yet, entropy tables for data having attributes
similar to each other can be shared to |use. For
representative example, if a data type is ‘ADG’ or ‘ATD’,
it is able to apply the CLD entropy table. And, a ‘first

10 band’ entropy table can be applied to a pilot reference
value of PBC coding.

A method of selecting an entropy table using the
largest absolute value (LAV) 1is explained in detail as
follows.

15 3-1. Largest Absolute Vale (LAV) of Entropy Table

FIG. 22 is a diagram to explain a method of selecting
an entropy table according to the present invention.

A plurality of entropy tables are shown in (a) of FIG.
22, and a table to select the entropy tables is shown in

20 (b) of FIG. 22.

As mentioned in the foregoing description, there
exist a plurality of entropy tables according to data
coding and data types.

For instance, the entropy tables may include entropy
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tables (e.g., tables 1 to 4) applicable in case that a data
type 1is ‘xxx’, entropy tables (e.g., tables 5 to 8)
applicable in case that a data type is ‘yyy’, PBC dedicated
entropy tables (e.g., tables k to k+l), escape entropy
tables (e.g., tables n-2 ~ n-1), and an LAV index entropy
table (e.g., table n).

In particular, although it is preferable that a table
is configured by giving a codeword to each index that can
occur 1in corresponding data, if so, a size of the table
considerably increases. And, it is inconvenient to manage
indexes that are unnecessary or barely occur. In case of a
2D entropy table, those problems bring more inconvenience
due to too many occurrences. To solve those problems, the
largest absolute value (LAV) is used.

For instance, if a range of an index value for a
specific data type (e.g., CLD) is between '-X ~ +X’ (¥X=15),
at least one LAV having high frequency of occurrence in
probability is selected within the range and is configured
into a separate table.

For instance, in configuring a CLD entropy table, it
is able to provide a table of ‘LAV=3’, a table of ‘LAV=5’,
a table of ‘LAV=7’ or a table of ‘LAV=9’.

For instance, in (a) of FIG. 22, it 1is able to set

the table-1 9la to the CLD table of ‘LAV=3’, the table-2
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91b to the CLD table of ‘LAV=5’, the table-3 91c to the CLD

table of ‘LAV=7’, and the table-4 91d to the CLD table of
‘LAV=9' .

Indexes deviating from the LAV range within the LAV

5 table are handled by escape entropy tables (e.g., tables n-
2 ~ n-1).

For instance, in performing coding using the CLD
table 91c of ‘LAV=7’, if an index deviating from a maximum
value ‘7’ occurs (e.g., 8, 9, .., 15), the corresponding

10 index is separately handled by the escape entropy table
(e.g., tables n-2 ~ n-1).

Likewise, it is able to set the LAV table for another
data type (e.g., ICC, CPC, etc.) in the same manner of the
CLD table. Yet, LAV for each data has a different value

15 because a range per data type varies.

For instance, in configuring an ICC entropy table,
for example, it is able to provide a table of ‘LAV=l’, a
table of “‘LAV=3’, a table of ‘LAV=5’, and a table of
‘L,AV=7’. In configuring a CPC entropy table, for example,

20 it is able to provide a table of ‘LAV=3’, a table of
‘LAV=6’, a table of ‘LAV=9’, and a table of ‘VLAV=12' .

3-2. Entropy Table for LAV Index

The present invention employs an LAV index to select

an entropy table using LAV. Namely, LAV value per data type,
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as shown in (b) of FIG. 22, is discriminated by LAV index.

In particular, to select an entropy table to be
finally used, LAV index per a corresponding data type 1is
confirmed and LAV corresponding to the LAV index is then
confirmed. The finally confirmed LAV wvalue corresponds to
‘LL” in the configuration of the aforesaid entropy table
name.

For instance, if a data type is a CLD parameter, if a
data coding scheme is DIFF-DF, 1f entropy coding is
performed by 2D-FP, and if 1‘LAV=3’, an entropy table to
which a table name ‘hcod2D CLD DF FP 03’ is wused for
entropy coding.

In confirming the per data type LAV index, the
present invention 1is characterized in wusing an entropy
table for LAV index separately. This means that LAV index
itself is handled as a target of entropy coding.

For instance, the table-n in (a) of FIG. 22 is used

as an LAV index entropy table 9le. This is represented as

Table 1.
[Table 1}
LavIdx | Bit length | Codeword [hexadecimal/binary]
0 1 0x0 (0b)
1 2 0x2 (10b)
2 3 0x6 (110Db)
3 3 0x7 (111b)
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This table means that LAV index value itself
statistically differs in frequency of use.

For instance, since ‘LAV 1Index = 0’ has highest
frequency of use, one bit is allocated to it. And, two bits
are allocated to ‘LAV Index = 1’ having second highest
frequency of use. Finally, three bits are allocated to ‘LAV
=2 or 3’ having low frequency of use.

In case that the LAV Index entropy table 9le is not
used, 2-bit identification information should be
transferred to discriminate four kinds of LAV Indexes each
time an LAV entropy table is used.

Yet, 1if the LAV Index entropy table 9le of the
present invention is used, it is enough to transfer 1l-bit
codeword for a case of ‘LAV Index = 0’ having at least 60%
frequency of use for example. So, the present invention is
able to raise transmission efficiency higher than that of
the related art method.

In this case, the LAV Index entropy table 9le 1in
Table 1 is applied to a case of four kinds of LAV Indexes.
And, it is apparent that transmission efficiency can be
more enhanced i1if there are more LAV Indexes.

3-3. Signal Processing Method Using Entropy Table

Selection

A signal processing method and apparatus using the
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aforesaid entropy table selection are explained as follows.

A method of processing a signél according to one
embodiment of the present invention includes the steps of
obtaining index information, entropy-decoding the index
information, and identifying a content corresponding to the
entropy-deccded index information.

In this case, the index information 1is information
for indexes having characteristics of frequency of use with
probability.

As mentioned in the foregoing description, the index
information 1is entropy-decoded using the index dedicated
entropy table 9le.

The content is classified according to a data type
and 1s used for data decoding. And, the content may become
grouping information.

The grouping information is information for grouping
of a plurality of data.

And, an index of the entropy table is a largest
absolute value (LAV) among indexes included in the entropy
table.

Moreover, the entropy table is used in performing 2D
entropy decoding on parameters.

An apparatus for processing a signal according to one

embodiment of the present invention includes an information
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obtaining part obtaining index information, a decoding part
entropy-decoding the index information, and an identifying
part identifying a content corresponding to the entropy-
decoded index information.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
generating index information to identify a content,
entropy-encoding the index information, and transferring
the entropy-encoded index information.

An apparatus for processing a signal aécording to
another embodiment of the present invention includes an
information generating part generating index information to
identify a content, an encoding part entropy—encoding the
index information, and an information outputting part
transferring the entropy-encoded index information.

A method of processing a signal according to another
embodiment of the present invention includes the steps of
obtaining a difference value and 1index information,
entropy-decoding the index information, identifying an
entropy table corresponding to the entropy-decoded index
information, and entropy-decoding the difference value
using the identified entropy table.

Subsequently, a reference value corresponding to a

plurality of data and the decoded difference value are used
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to obtain the data. In this case, the reference value may
include a pilot reference value or a difference reference
value.

The index information 1is entropy-decoded using an
index dedicated entropy table. And, the entropy table is
classified according to a type of each of a plurality of
the data.

The data are parameters, and the method further
includes the step of reconstructing an audio signal using
the parameters.

In case of entropy-decoding the difference wvalue, 2D
entropy decoding is performed on the difference value using
the entropy table.

Moreover, the method further includes the steps of
obtaining the reference value and entropy-decoding the
reference value using the entropy table dedicated to the
reference value.

An apparatus for processing a signal according to
another embodiment of the present invention includes an
inputting part obtaining a difference value and index
information, an index decoding part entropy-decoding the
index information, a table identifying part identifying an
entropy table corresponding to the entropy-decoded index

information, and a data decoding part entropy-decoding the
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difference value using the identified entropy table.

The apparatus further includes a data obtaining part
obtaining data using a reference value corresponding to a
plurality of data and the decoded difference value.

A method of processing a signal according to a
further embodiment of the present invention includes the
steps of generating a difference value using a reference
value corresponding to a plurality of data and the data,
entropy-encoding the difference value using an entropy
table, and generating index information to identify the
entropy table.

And, the method further includes the steps of
entropy-encoding the index information and transferring the
entropy-encoded index information and the difference value.

And, an apparatus for processing a signal according
to a further embodiment of the present invention includes a
value generating part generating a difference value using a
reference value corresponding to a plurality of data and
the data, a value encoding part entropy-encoding the
difference value using an entropy table, an information
generating part generating index information to identify
the entropy table, and an index encoding part entropy-
encoding the index information. And, the apparatus further

includes an information outputting part transferring the
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entropy-encoded index information and the difference value.

[DATA STRUCTURE]

A data structure including various kinds of
information associated with the aforesaid data coding,
grouping and entropy coding according to the present
invention is explained as follows.

FIG. 23 is a hierarchical diagram of a data structure
according to the present invention.

Referring to FIG. 23, a data structure according to
the present invention includes a header 100 and a plurality
off frames 101 and 102. Configuration information applied
to the lower frames 101 and 102 in common is included in
the header 100. And, the configuration information includes
grouping information utilized for the aforesaid grouping.

For instance, the grouping information includes a
first time grouping information 100a, a first frequency
grouping information 100b and a channel groping information
100c.

Besides, the configuration information within the
header 100 is called ‘main configuration information’ and
an information portion recorded in the frame is called
‘vayload’.

In particular, a case of applying the data structure
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of the present invention to audio spatial information is
explained in the following description for example.

First of all, the first time grouping information
100a within the header 100 becomes ‘bsFramelLength’ field
that designates a number of timeslots within a frame.

The first frequency grouping information 100b becomes
‘bsFreqRes’ field that designates a number of parameter
bands within a frame.

The channel grouping information 100c means
*OttmodeLFE-bsOttBands’ field and ‘bsTttDualmode-
bsTttBandsLow’ field. The ‘OttmodeLFE-bsOttBands’ field is
the information designating a number of parameter bands
applied to LFE channel. And, the ‘bsTttDualmode-
bsTttBandsLow’ field 1is the information designating a
number of parameter bands of a low frequency band within a
dual mode having both low and high frequency bands. Ye, the
‘bsTttDualmode-bsTttBandsLow’ field can be classified not
as channel grouping information but as frequency grouping
information.

Each of the frames 101 and 102 includes a frame
information (Frame Info) 10la applied to all groups within
a frame in common and a plurality of groups 101b and 101lc.

The frame information 10la includes a time selection

information 103a, a second time grouping information 103b
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and a second frequency grouping information 103c. Besides,
thé frame information 10la is called ‘sub-configuration
information’ applied to each frame.

In detail, a case of applying the data structure of
the present invention to audio spatial information 1is
explained in the following description, for example.

The time selection information 103a within the frame
information 101a includes ‘bsNumParamset’ field,
‘bsParamslot’ field and ‘bsDataMode’ filed.

The ‘bsNumParamset’ field is information indicating a
number of parameter sets existing within an entire frame.

And, the ‘bsParamslot’ field is information
designating a position of a timeslot where a parameter set
exists.

Moreover, the ‘bsDataMode’ field 1s information
designating an encoding and decoding processing method of
each parameter set.

For instance, in case of ‘bsDataMode=0" (e.g.,
default mode) of a specific parameter set, a decoding part
replaces the corresponding parameter set by a default value.

In case of ‘bsDataMode=1’ (e.g., previous mode) of a
specific parameter set, a decoding part maintains a
decoding value of a previous parameter set.

In case of ‘bsDataMode=2’ (e.g., interpolation mode)
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of a specific parameter set, a decoding part calculates a
corresponding parameter set by interpolation Dbetween
parameter sets.

Finally, in case of ‘bsDataMode=3’ (e.g., read mode)
of a specific parameter set, it means that coding data for
a corresponding parameter set is transferred. So, a
plurality of the groups 10lb and 10lc within a frame are
groups configured with data transferred in <case of
‘bsDataMode=3" (e.g., read mode). Hence, the encoding part
decodes data with reference to coding type information
within each of the groups.

A signal processing method and apparatus using the
‘bsDataMode’ field according to one embodiment of the
present invention are explained in detail as follows.

A method of processing a signal using the
‘bsDataMode’ field according to one embodiment of the
present invention includes the steps of obtaining mode
information, obtaining a pilot reference value
corresponding to a plurality of data and a pilot difference
value corresponding to the pilot reference value according
to data attribute indicated by the mode information, and
obtaining the data using the pilot reference value and the
pilot difference value.

In this case, the data are parameters, and the method
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further includes the step of reconstructing an audio signal
using the parameters.

If the mode information indicates a read mode, the
pilot difference value is obtained.

The mode information further includes at least one of
a default mode, a previous mode and an interpolation mode.

And, the pilot difference value is obtained per group
band.

Moreover, the signal processing method uses a first
parameter (e.g., dataset) to identify a number of the read
modes and a second parameter (e.g., setidx) to obtain the
pilot difference value based on the first variable.

An apparatus for processing a signal wusing the
‘bsDataMode’ field according to one embodiment of the
present invention includes an information obtaining part
obtaining mode information, a value obtaining part
obtaining a pilot reference value corresponding to a
plurality of data and a pilot difference value
corresponding to the pilot reference value according to
data attribute indicated by the mode information, and a
data obtaining part obtaining the data using the pilot
reference value and the pilot difference value.

And, the information obtaining part, the wvalue

obtaining part and the data obtaining part are provided
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within the aforesaid data decoding part 91 or 92.

A method of processing | a signal using the
‘bsDataMode’ field according to another embodiment of the
present invention includes the steps of generating mode
information indicating attribute of data, generating a
pilot difference value using a pilot reference value
corresponding to a plurality of data and the data, and
transferring the generated difference value. And, the
method further includes the step of encoding the generated
difference value.

An apparatus for processing a signal using the
‘bsDataMode’ field according to another embodiment of the
present invention includes an information generating part
generating mode information indicating attribute of data, a
value generating part generating a pilot difference value
using a pilot reference value corresponding to a plurality
of data and the data, and an outputting part transferring
the generated difference value. And, the value generating
part is provided within the aforesaid data encoding part 31
or 32.

The second time grouping information 103b within the
frame information 10la includes ‘bsDatapair’ field. The
‘bsDatapair’ field 1is information that designates a

presence or non-presence of a pair between data sets
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designated by the ‘bsDataMode=3’. In particular, two data
sets are grouped into one group by the ‘bsDatapair’ field.

The second frequency grouping information within the
frame information 10la includes ‘bsFregResStride’ field.
The ‘bsFregResStride’ field is the information to second-
group the parameter bad first-grouped by the ‘bsFreqRes’
field as the first frequency grouping information 100b.
Namely, a data band is generated by binding parameters
amounting to a stride designated by the ‘bsFreqResStride’
field. So, parameter values are given per the data band.

Each of the groups 10lb and 10lc includes data coding
type information 104a, entropy coding type information 104b,
codeword 104c and side data 104d.

In detail, a case of applying the data structure of
the present invention to audio spatial information 1is
explained as follows, for example.

First of all, the data coding type information 104a
within each of the groups 10l1b and 10lc includes
‘bsPCMCoding’ field, ‘bsPilotCoding’ field, ‘bsDiffType’
field and ‘bdDifftimeDirection’ field.

The ‘bsPCMCoding’ field is information to identify
whether data coding of the corresponding group is PCM
scheme or DIFF scheme.

Only if the ‘bsPCMCoding’ field designates the PCM
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scheme, a presence or non-presence of the PBC scheme is
designated by the ‘bsPilotCoding’ field.

The ‘bsDifftype’ field is information to designate a
coding direction in case that DIFF scheme is applied. And,
the ‘bsDiffType’ field designates either ‘DF: DIFF-FREQ’ or
‘DT: DIFF-TIME’.

And, the ‘bsDiffTimeDirection’ field is information
to designate whether a coding direction on a time axis 1is
‘FORWARD’ or ‘BACKWARD’ in case that the ‘bsDiffType’ field
is 'DT’.

The entropy coding type information 104b within each
of the groups 10lb and 10lc includes ‘bsCodingScheme’ field
and ‘bsPairing’ field.

The ‘bsCodingScheme’ field is the information to
designate whether entropy coding is 1D or 2D.

And, the ‘bsPairing’ field is the information whether
a direction for extracting two indexes is a frequency
direction (FP: Frequency Pairing) or a time direction (TP:
Time Pairing) 1in case that the ‘bsCodingScheme’ field
designates ‘2D'.

The codeword 104c within each of the groups 101b and
101lc includes ‘bsCodeW’ field. And, the ‘bsCodeW’ field
designates a codeword on a table applied for entropy coding.

S0, most of the aforesaid data become targets of entropy
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coding. In this case, they are transferred by the ‘bsCodeW’
field. For instance, a pilot reference value and LAV Index
value of PBC coding, which become targets of entropy coding,
are transferred by the ‘bsCodeW’ field.

The side data 104d within each of the groups 101b and
10lc includes ‘bsLsb’ field and ‘bsSign’ field. 1In
particular, the side data 104d includes other data, which
are entropy-coded not to be transferred by the ‘bsCodeW’
field, as well as the ‘bsLsb’ field and the ‘bsSign’ field.

The ‘bsLsb’ field is a field applied to the aforesaid
partial parameter and is the side information transferred
only if a data type is ‘CPC’ and in case of non-coarse
quantization.

And, the ‘bsSign’ field 1is the information to
designate a sign of an index extracted in case of applying
1D entropy coding.

Moreover, data transferred by PCM scheme are included
in the side data 104d.

Features of the signal processing data structure
according to the present invention are explained as follows.

First of all, a signal processing data structure
according to the present invention includes a payload part
having at least one of data coding information including

pilot coding information at least per a frame and entropy
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coding information and a header part having main
configuration information for the payload part.

The main configuration information includes a first
time information part having time information for entire
frames and a first frequency information part having
frequency information for the entire frames.

And, the main configuration information further
includes a first internal grouping information part having
information for internal-grouping a random group including
a plurality of data per frame.

The frame includes a first data part having at least
one of the data coding information and the entropy coding
information and a frame information part having sub-
configuration information for the first data part.

The sub-configuration information includes a second
time information part having time information for entire
groups. And, the sub-configuration information further
includes an external grouping information part having
information for external grouping for a random group
including a plurality of data per the group. Moreover, the
sub-configuration information further includes a second
internal grouping information part having information for
internal-grouping the random group including a plurality of

the data.
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Finally, the group includes the data  coding
information having information for a data coding scheme,
the entropy coding information having information for an
entropy coding scheme, a reference value corresponding to a
plurality of data, and a second data part having a
difference value generated using the reference value and

the data.

[APPLICATION TO AUDIO CODING (MPEG SUROUND) ]

An example of unifying the aforesaid concepts and
features of the present invention is explained as follows.

FIG. 24 is a block diagram of an apparatus for audio
compression and recovery according to one embodiment of the
present invention.

Referring to FIG. 24, an apparatus for audio
compression and recovery according to one embodiment of the
present invention includes an audio compression part
105~400 and an audio recovery part 500~800.

The audio compression part 105~400 includes a
downmixing part 105, a core coding part 200, a spatial
information coding part 300 and a multiplexing part 400.

And, the downmixing part 105 includes a channel
downmixing part 110 and a spatial information generating

part 120.
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In the downmixing part 105, dinputs of the channel
downmixing part 110 are an audio signal of N multi-channels
X1, X2, .., Xy) and the audio signal.

The channel downmixing part 110 outputs a signal
downmixed into channels of which number is smaller than
that of channels of the inputs.

An output of the downmixing part 105 is downmixed
into one or two channels, a specific number of channels
according to a separate downmixing command, or a specific
number of channels preset according to system
implementation.

The core coding part 200 performs core coding on the
output of the channel downmixing part 110, i.e., the
downmixed audio signal. In this case, the core coding is
carried out in a manner of compressing an input using
various transform schemes such as a discrete transform
scheme and the like.

The spatial information generating part 120 extracts
spatial information from the multi-channel audio signal.
The spatial information generating part 120 then transfers
the extracted spatial information to the spatial
information coding part 300.

The spatial information coding part 300 performs data

coding and entropy coding on the inputted spatial
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information. The spatial information coding part 300
performs at least one of PCM, PBC and DIFF. In some cases,
the spatial information coding part 300 further performs
entropy coding. A decoding scheme by a spatial information
decoding part 700 can be decided according to which data
coding scheme 1is used by the spatial information coding
part 300. And, the spatial information coding part 300 will
be explained in detail with reference to FIG. 25 later.

An output of the core coding part 200 and an output
of the spatial information coding part 300 are inputted to
the multiplexing part 400.

The multiplexing part 400 multiplexes the two inputs
into a bitstream and then transfers the bitstream to the
audio recovery part 500 to 800.

The audio recovery part 500 to 800 includes a
demultiplexing part 500, a core decoding part 600, a
spatial information decoding part 700 and a multi-channel
generating part 800.

The demultiplexing part 500 demultiplexes the
received bitstream into an audio part and a spatial
information part. In this case, the audio part 1is a
compressed audio signal and the spatial information part is
a compressed spatial information.

The core decoding part 600 receives the compressed
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audio signal from the demultiplexing part 500. The core
decoding part 600 generates a downmixed audio Sigﬁal by
decoding the compressed audio signal.

The spatial information decoding part 700 receives
the compressed spatial information from the demultiplexing
part 500. The spatial information decoding part 700
generates the spatial information by decoding the
compressed spatial information.

In doing so, identification information indicating
various grouping information and coding information
included in the data structure shown in FIG. 23 1is
extracted from the received bitstream. A specific decoding
scheme 1is selected from at least one or more decoding
schemes according to the identification information. And,
the spatial information 1is generated by decoding the
spatial information according to the selected decoding
scheme. In this case, the decoding scheme by the spatial
information decoding part 700 can be decided according to
what data coding scheme is used by the spatial information
coding part 300. And, the spatial information decoding part
700 is will be explained in detail with reference to FIG.
26 later.

The multi-channel generating part 800 receives an

output of the core coding part 600 and an output of the
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spatial information decoding part 160. The multi-channel
generating part 800 generates an audio signal of N multi-
channels Yi;, Y2, .., Yy from the two received outputs.

Meanwhile, the audio compression  part 105~400
provides an identifier indicating what data coding scheme
is used by the spatial information coding part 300 to the
audio recovery part 500~800. To prepare for the above-
explained case, the audio recovery part 500~800 includes a
means for parsing the identification information.

So, the spatial information decoding part 700 decides
a decoding scheme with reference to the identification
information provided by the audio compression part 105~400.
Preferably, the means for parsing the identification
information indicating the coding scheme is provided to the
spatial information decoding part 700.

FIG. 25 1is a detailed block diagram of a spatial
information encoding part according to one embodiment of
the present invention, in which spatial information is
named a spatial parameter.

Referring to FIG. 25, a coding part according to one
embodiment of the present invention includes a PCM coding
part 310, a DIFF (differential coding) part 320 and a
Huffman coding part 330. The Huffman coding part 330

corresponds to one embodiment of performing the aforesaid
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entropy coding.

The PCM coding part 310 includes a grouped PCM coding
part 311 and a PCB part 312. The grouped PCM coding part
311 PCM-codes spatial parameters. In some cases, the
grouped PCM coding part 311 is able to PCM-codes spatial
parameters by a group part. And, the PBC part 312 performs
the aforesaid PBC on spatial parameters.

The DIFF part 320 performs the aforesaid DIFF on
spatial parameters.

In particular, in the present invention, one of the
grouped PCM coding part 311, the PBC part 312 and the DIFF
part 320 selectively operates for coding of spatial
parameters. And, its control means is not separately shown
in the drawing.

The PBC executed by the PBC part 312 has been
explained in detail in the foregoing description, of which
explanation will be omitted in the following description.

For another example of PBC, PBC is once performed on
spatial parameters. And, the PBC can be further performed
N-times (N>1) on a result of the first PBC. In particular,
the PBC is at least once carried out on a pilot wvalue or
difference values as a result of performing the first PBC.
In some cases, it is preferable that the PBC is carried out

on the difference values only except the pilot value since
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the second PBC.

The DIFF part 320 includes a DIFF FREQ coding part
321 performing DIFF FREQ on a spatial parameter and
DIFF TIME coding parts 322 and 323 performing DIFF TIME on
spatial parameters.

In the DIFF part 320, one selected from the group
consisting of the DIFF FREQ coding part 321 and the
DIFF TIME coding parts 322 and 323 carries out the
processing for an inputted spatial parameter.

In this case, the DIFF TIME coding parts are
classified into a DIFF TIME FORWARD part 322 performing
DIFF TIME FORWARD on a spatial parameter and a
DIFF TIME BACKWARD part 323 performing DIFF TIME BACKWARD
on a spatial parameter.

In the DIFF TIME coding parts 322 and 323, a selected
one of the DIFF TIME FORWARD part 322 and the
DIFF TIME_BACKWARD 323 carries out a data coding process on
an inputted spatial parameter. Besides, the DIFF coding
performed by each of the internal elements 321, 322 and 323
of the DIFF part 320 has been explained in detail in the
foregoing description, of which explanation will be omitted
in the following description.

The Huffman coding part 330 performs Huffman coding

on at least one of an output of the PBC part 312 and an
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output of the DIF part 320.

The Huffman coding part 330 includes a 1l-dimension
Huffman coding part (hereinafter abbreviated HUFF 1D part)
331 processing data to be coded and transmitted one by one
and a 2-dimension Huffman coding part (hereinafter
abbreviated HUFF 2D parts 332 and 333 processing data to be
coded and transmitted by a unit of two combined data.

A selected one of the HUFF 1D part 331 and the
HUFF_2D parts 332 and 333 in the Huffman coding part 330
performs a Huffman coding processing on an input.

In this case, the HUFF 2D parts 332 and 333 are
classified into a frequency pair 2-Dimension Huffman coding
part (hereinafter abbreviated HUFF 2D FREQ PAIR part) 332
performing Huffman coding on a data pair bound together
based on a frequency and a time pair 2-Dimension Huffman
coding part (hereinafter abbreviated HUFF 2D TIME PAIR
part) 333 performing Huffman coding on a data pair bound
together based on a time.

In the HUFF 2D parts 332 and 333, a selected one of
the HUFF_2D_FREQ_PAIR part 332 and the HUFF 2D TIME PAIR
part 333 performs a Huffman coding processing on an input.

Huffman coding performed by each of the internal
elements 331, 332 and 333 of the Huffman coding part 330

will explained in detail in the following description.
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Thereafter, an output of the Huffman coding part 330
is multiplexed with an output of the grouped PCM coding
part 311 to be transferred.

In a spatial information coding part according to the
present invention, various kinds of identification
information generated from data coding and entropy coding
are inserted into a transport bitstream. And, the transport
bitstream is transferred to a spatial information decoding
part shown in FIG. 26.

FIG. 26 1is a detailed block diagram of a spatial
information decoding part according to one embodiment of
the present invention.

Referring to FIG. 26, a spatial information decoding
part receives a transport bitstream including spatial
information and then generates the spatial information by
decoding the received transport bitstream.

A spatial information decoding part 700 includes an
identifier extracting (flags parsing part) 710, a PCM
decoding part 720, a Huffman decoding part 730 and a
differential decoding part 740.

The identifier parsing part 710 of the spatial
information decoding part extracts various identifiers from
a transport bitstream and then parses the extracted

identifiers. This means that wvarious kinds of the
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informations mentioned in the foregoing description of FIG.
23 are extracted.

The spatial information decoding part is able to know
what kind of coding scheme is used for a spatial parameter
using an output of the identifier parsing part 710 and then
decides a decoding scheme corresponding to the recognized
coding scheme. Besides, the execution of the identifier
parsing part 710 can be performed by the aforesaid
demultiplexing part 500 as well.

The PCM decoding part 720 includes a grouped PCM
decoding part 721 and a pilot based decoding part 722.

The grouped PCM decoding part 721 generates spatial
parameters by performing PCM decoding on a transport
bitstream. In some cases, the grouped PCM decoding part 721
generates spatial parameters of a group part by decoding a
transport bitstream.

The pilot based decoding part 722 generates spatial
parameter values by performing pilot based decoding on an
output of the Huffman decoding part 730. This corresponds
to a case that a pilot value is included in an output of
the Huffman decoding part 730. For separate example, the
pilot based decoding part 722 is able to include a pilot
extracting part (not shown in the drawing) to directly

extract a pilot value from a transport bitstream. So,
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spatial parameter values are generated using the pilot
value extracted by the pilot extracting part and difference
values that are the outputs of the Huffman decoding part
730.

The Huffman decoding part 730 performs Huffman
decoding on a transport bitstream. The Huffman decoding
part 730 dincludes a 1-Dimension Huffman decoding part
(hereinafter abbreviated HUFE 1D decoding part) 731
outputting a data value one by one by performing 1-
Dimension Huffman decoding on a transport bitstream and 2-
Dimension Huffman decoding parts (hereinafter abbreviated
HUFF_2D decoding parts) 732 and 733 outputting a pair of
data values each by performing 2-Dimension Huffman decoding
on a transport bitstream.

The identifier parsing part 710 extracts an
identifier (e.g., ‘bsCodingScheme’) indicating whether a
Huffman decoding scheme indicates HUFF 1D or HUFF 2D from a
transport bitstream and then recognizes the used Huffman
coding scheme by parsing the extracted identifier. So,
either HUFF_1D or HUFF 2D decoding corresponding to each
case is decided as a Huffman decoding scheme.

The HUFF_1D decoding part 731 performs HUFF 1D
decoding and each of the HUFF 2D decoding parts 732 and 733

performs HUF 2D decoding.
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In case that the Huffman coding scheme 1is HUFF 2D in
a transport bit stream, the identifier parsing part 710
further extracts an identifier (e.g., ‘bsParsing’)
indicating whether the HUFF_2D scheme is HUFF 2D FREQ PAIR
or HUFF 2D TIME PAIR and then parses the extracted
identifier. So, the identifier parsing part 710 is able to
recognize whether two data configuring one pair are bound
together based on frequency or time. And, one of frequency
pair 2-Dimension Huffman decoding (hereinafter abbreviated
HUFF 2D FREQ PAIR decoding) and time pair 2-Dimension
Huffman decoding (hereinafter abbreviated HUFF 2D TIME PAIR
decoding) corresponding to the respective cases is decided
as the Huffman decoding scheme.

In the HUFF 2D decoding parts 732 and 733, the
HUFF_2D_FREQ PAIR part 732 performs HUFF_2D FREQ PAIR
decoding and the HUFF 2D TIME PAIR part 733 performs
HUFF 2D FREQ TIME decoding.

An output of the Huffman decoding part 730 is
transferred to the pilot based decoding part 722 or the
differential decoding part 740 based on an output of the
identifier parsing part 710.

The differential decoding part 740 generates spatial
parameter values by performing differential decoding on an

output of the Huffman decoding part 730.
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The identifier parsing part 710 extracts an
identifier (e.g., ‘bsDiffType’) indicating whether a DIFF
scheme is DIF FREQ or DIF TIME from a transport bit stream
from a transport bitstream and then recognizes the used
DIFF scheme by parsing the extracted identifier. So, one of
the DIFF FREQ decoding and DIFF TIME decoding corresponding
to the respective cases 1is decided as a differential
decoding scheme.

The DIFF_FREQ decoding part 741 performs DIFF FREQ
decoding and each of the DIFF TIME decoding parts 742 and
743 performs DIF TIME decoding.

In case that the DIFF scheme 1is DIFF TIME, the
identifier parsing part 710 further extracts an identifier
(e.q., ‘bsDiffTimeDirection’) indicating whether the
DIFF TIME is DIFF TIME FORWARD or DIFF TIME BACKWARD from a
transport bitstream and then parses the extracted
identifier.

So, it is able to recognize whether an output of the
Huffman decoding part 730 is a difference value between
current data and former data or a difference value between
the current data and next data. One of DIFF TIME FORWARD
decoding and DIFF TIME BACKWARD decoding corresponding to
the respective cases is decided as a DIFF TIME scheme.

In the DIFF TIME decoding parts 742 and 743, the
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DIFF TIME FORWARD part 742 performs DIFF TIME FORWARD
decoding and the DIFF TIME BACKWARD part 743 performs
DIFF TIME BACKWARD decoding.

A procedure for deciding a Huffman decoding scheme
and a data decoding scheme based on an output of the
identifier parsing part 710 in the spatial information
decoding part is explained as follows.

For instance, the identifier parsing part 710 reads a
first identifier (e.g., ‘bsPCMCoding’) indicating which one
of PCM and DIFF is used in coding a spatial parameter.

If the first identifier corresponds to a value
indicating PCM, the identifier parsing part 710 further
reads a second identifier (e.qg., ‘bsPilotCoding’ )
indicating which one of PCM and PBC is used for coding of a
spatial parameter.

If the second identifier corresponds to a value
indicating PBC, the spatial information decoding part
performs decoding corresponding to the PBC.

If the second identifier corresponds to a value
indicating PCM, the spatial information decoding part
performs decoding corresponding to the PCM.

On the other hand, if the first identifier
corresponds to a value indicating DIFF, the spatial

information decoding part performs a decoding processing
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that corresponds to the DIFF.

MODE FOR INVENTION

Accordingly, various embodiments of the present
invention are explained together with the aforesaid

embodiments of the best mode.

INDUSTRIAL APPLICABILITY

Accordingly, the grouping, data coding and entropy
coding of the present invention are applicable to various
fields and products.

And, the present invention is applicable to a medium
that stores data to which at least one feature of the
present invention is applied.

While the present invention has been described and
illustrated herein with reference to the preferred
embodiments thereof, it will be apparent to those skilled
in the art that various modifications and variations can be
made therein without departing from the spirit and scope of
the invention. Thus, it 1s intended that the present
invention covers the modifications and variations of this
invention that come within the scope of the appended claims

and their equivalents.
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WHAT IS CLAIMED IS:

1. A method of processing a signal, comprising the
steps of:

obtaining from the signal a number of data
corresponding to a pilot reference value;

if a number of data bands meets a predetermined
condition, obtaining the pilot reference value and a pilot
difference value corresponding to the pilot reference value
and obtaining the data using the pilot reference value and

the pilot difference value.

2. The method of claim 1, wherein the number of
data 1is obtained using the number of the data bands in

which the data are included.

3. A method of processing a signal, comprising the
steps of:

deciding one of a plurality of data coding schemes
using a number of data; and

decoding the data according to the decided data
coding scheme,

wherein a plurality of the data coding schemes

include at least a pilot coding scheme.
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4. The method of claim 3, wherein if the number of
data meets a predetermined condition, the data coding

scheme is decided as the pilot coding scheme.

5. The method of claim 4, the data decoding step
comprisiﬁg the steps of:
obtaining a pilot reference value corresponding to a
plurality of data and a pilot difference value
10 corresponding to the pilot reference value; and
obtaining the data using the pilot reference value

and the pilot difference value.

6. The method of claim 3, wherein the data are
15 parameters and wherein the method further comprises the

step of recovering an audio signal using the parameters.

7. The method of claim 5, further comprising the
steps of:
20 receiving identification information corresponding to

the number of parameters; and
generating the number of parameters using the

received identification information.
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8. The method of claim 3, further comprising the
step of by considering the number of data, extracting
identification information indicating a plurality of the

data coding schemes hierarchically.

9. The method of c¢laim 8, the identification
information extracting step comprising the steps of:

extracting a first identification information
indicating a first data coding scheme; and

extracting a second identification information
indicating a second data coding scheme using the first

identification information and the number of data.

10. The method of c¢laim 8, wherein the first
identification information indicates whether 1t 1is a
differential (DIFF) coding scheme and wherein the second
identification information indicates whether it is a pilot
coding scheme or a pulse code modulation (PCM) grouping

schemne.

11. A method of processing a signal, comprising the
steps of:
if a number of data meets a predetermined condition,

generating a pilot difference value using a pilot reference
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value corresponding to the data and the data; and

transferring the generated pilot difference value.

12. The method of claim 11, further comprising the

step of transferring the pilot reference value.

13. A method of processing a signal processing,
comprising the steps of:

deciding one of a plurality of data coding schemes
according to a number of data; and

encoding the data according to the decided data
coding scheme,

wherein a plurality of the data coding schemes

include at least a pilot coding scheme.

14. The method of claim 13, wherein if the number
of data meets a predetermined condition, the data coding

scheme is decided as the pilot coding scheme.

15. An apparatus for processing a signal,
comprising:

a number obtaining part configured for obtaining a
number of data corresponding to a pilot reference value,

wherein the number of data is obtained from the signal;
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a value obtaining part configured for obtaining the
pilot reference value and a pilot difference value
corresponding to the pilot reference value if the number of
data meets a predetermined condition, wherein the pilot

5 reference value and the pilot difference value are obtained
from the signal; and

a data obtaining part configured for obtaining the
data using the pilot reference value and the pilot
difference value.

10

16. An apparatus for processing a signal,
comprising:

a scheme deciding part configured for deciding one of
a plurality of data coding schemes according to a number of

15 a data, wherein the number of data 1is obtained from the
signal; and

a decoding part configured for decoding the data
according to the decided data coding scheme,

wherein a plurality of the data coding schemes

20 include at least a pilot coding scheme.

17. An apparatus for processing a signal,
comprising:

a value generating part configured for generating a
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pilot difference value wusing a pilot reference value
corresponding to a plurality of data and the data if a
number of the data meets a predetermined condition, wherein
the pilot difference value 1is obtained from the signal; and

an output part configured for transferring the

generated pilot difference value.

18. An apparatus for processing a signal,
comprising:

a scheme deciding part configured for deciding one of
a plurality of data coding schemes according to a number of
data; and

an encoding part configured for encoding the data
according to the decided data coding scheme,

wherein a plurality of the data coding schemes

include at least a pilot coding scheme.

134



PCT/KR2006/004018

WO 2007/040358

1124

(43
Iy
A "I IIIIIIIIIIII w IIIIIIIIII m — I“
' : d$

e 91qe . Adonug _ }ed sUIpoduS ejep pIIy .J_f.H

Suixodnmuw ed Surpoous _ =g
amofm.xm Eo.nwm i 1red Surpoous ejep puodas -~

. _—__—_ T —_—__—__—_ -~ —
A\ yed Surpoous ejep IsIy .

! 0f {
0S 07

T "Dl

1ed
Burdnoid
g

[oott——

[
—



PCT/KR2006/004018

WO 2007/040358

2/24

1L
{

\. 9198, Adonug

11ed Surpodap
Adonug

Nwm
1ed Surpooap eiep pay —
yied Ved SUIpod9p BIRP PUOIIS -—
Funonnsu0s S 16
eje(
1ied Surpooap eyep 1811y
! (
6 08

¢ Old

|

\
:
0L

yed
Surxapdynuwap
weansyg

f——

<O~
O



WO 2007/040358 PCT/KR2006/004018

3024
FIG. 3
12 12 12
11 © 0 o)
o 10 10
9 o 9 O 9
| I
o R
Lo 1 2 3 4 5 6 17 8§ 9_J
\ /
V
Group
FIG. 4
L2 z z Pilot=10
o 1 0 2 100 1
? =
— T R
Lo 1 2 3 4 5 6 1 8 9_J
\ /




WO 2007/040358 PCT/KR2006/004018

4/24

FIG. 5

Differential-Time direction (DT) Time
gl FR NS [ i
ol i;ig
\ A i
il
Differential - ./ o ./ \\.
Frequency
Direction / P P SN
(DF) \ . S . .
/
\ / /\ .
/ ' E:;:
\, s N
S
il =
A /
V-
Group 4
Frequency Group 3 (DT-Forward)
Group 2 (DT-Backward)

Group 1 (DF)



PCT/KR2006/004018

WO 2007/040358

5124

(601 ‘6 ‘21 ‘8 ‘01 T ‘6 ‘T ‘T1] =1 dnorn

/

Aouanbaig




WO 2007/040358 PCT/KR2006/004018

6/24
FIG. 7
1
@)
4 _
3
I 1
o 3 T 202 3 o
o 1 ¢
Lo 1 2 3 4 5 6 7 8 o _J Frequency
\ Y, /
Group 1 DF /
FIG. 8
2
i
19-1-10-1T10-1
0 S 5 5
Lo 1 2 3 4 5 6 7 8 9 _J Frequency

V
Group 2 DT-Backward



PCT/KR2006/004018

WO 2007/040358

1124

(asn yo Kouanbayy mo[) | yred Suipoous eyep IsIy

|

3

1ied Swpoous eyep puodss

uonewIogut 7

UONPULIOUL ]



PCT/KR2006/004018

WO 2007/040358

8124

11ed SuTpooUS BIEP PUOISS

|

143

(s Jo Aousnboyy ySry) | red Surposus eyep pary)

0T "Dld

UOJULIOFuI 7

UOIRULIOJUL ]



PCT/KR2006/004018

WO 2007/040358

9/24

SHA

e |
m (asn jo Aouanbaiy m0]) NOd m
| “
t {
i |
| |
| |
| |
" “
! Ddd “
“ “
L J
| bbbttt |
_ _
m (asn Jo Kouanbayg ySy) 441d “
| |
L o J

[1)E |

ON




PCT/KR2006/004018

WO 2007/040358

10/24

SHA

e |
m (asn jo Aouanbaiy moj) WOd m
| “
| |
! |
_ _
| |
| |
_ |
| J41a "
“ "
G J
e !
“ “
m (osn Jo Aousnbaig ySy) dd “
| |
b ]

ol D4

ON




WO 2007/040358 PCT/KR2006/004018

11/24

FIG. 13

1" grouping 2" grouping

TNl T

{(
y)
1)
{

({
12
))
{(

Sub-bands 1** group bands 2"group bands



PCT/KR2006/004018

WO 2007/040358

1224

(o7din) Burdnoin

(1red) Suidnoiny \\\nw:/ — (1red) Surdnorn
T T

sjors-owny, dnoid 7 i 1 1 Tl
8 L 9 ¢ 14 3 [/ I @ Sudnosd_7
! -

$10[S-aWIL], PAII3[AS 1 L

8 L 9 ¢ 14 ¢ [/ I
Q uonoa[as

sjos-swt], dnoid I J I I I | I I I
@ Suidnoid

swely

¥1 Ol



WO 2007/040358 PCT/KR2006/004018

13/24

62 Time
6la 1 61b  62a 62b 6
) Pair ) ) ) Pair 2
/ A ( A N \
64~ . .
grouped ) ’ )
bands * *
h A A /
\'4 vV Vv
P1 P2 P3
Frequency




WO 2007/040358 PCT/KR2006/004018

14/24

FIG. 16

Time

> Pl

grouped
bands 9

> P2

Frequency




WO 2007/040358 PCT/KR2006/004018

15/24

FIG. 17

Time

> Pl

grouped
bands )

Frequency




PCT/KR2006/004018

WO 2007/040358

16/24

$9p0d X3pul 7

3p0d XopuI |

60X0 3 G| 0> |
#0040 s | <>
200%0 ¢ <>
2000 z G| >
%m%wmw% wwy | gxopul | [xopu | |
PIOMPOT) i5u9] 7 Xopu] T Xopuy
PI0MIPOD) 3] {xopl 1 %3Pl |
pIOMIPO) wsuo] | gxepul | [¥opul
\'
sa1qe; Adonud Oz

81 Ol

[TV L
00%0 4 _\/\:m_/\v — |
90%0 £ _M\w/\V —
200 y OR=
[X() ¢ _”@HV L1

S T T
h10MID0) I3uI xpup

D0map0) y3ug Xapuy
pIoMapo) el o
Y
sajqey Adonua (11




PCT/KR2006/004018

WO 2007/040358

1724

Kouanbar]

2£0X0

v00X0

4

200%0

e

-

S

__700X0 —

4

0

(JewIoapexay)
PI0MIPO))

13uo]

 Xopy]

[ Xapu]

o1qe ], Sutired FINIL (7

2£0X0

v00%0

200%0

N\
—

N\
\‘\/l‘,ll

700%0

[/

0

aw

(Jewnoopexay)
PIOM3PO)

y)3ug

7 X3py]

[ X3pu]

o1qe], Suumed £susnbar (g

61 OId




PCT/KR2006/004018
Time

-
N
7/

-

2D
Time pair

\

)
B

SN\
l1e
N
gy

/e

-
~

(

7\

1> 1—8lc

Entropy tables

P
:

)

7

T

AN
=

{

P2

e B

Pair

L S S
o4

\}

2

(i e

]

84
Pz
Tz

A

it e

e
———
]
P
l\\o
s
S
.
\

|
]
s
\}
T1>'
I
de
(h o
3
N
AN
e e

=~

1/
\
/

N
@
-
~

*\V Q

it o
(l e
S\
2D

Frequency pair
Entropy tables

18/24

FIG. 20

—————

81b—t
A\

———

Non-Pair

~—8la

o \\\\IT.II.VA/I// \\/
Le S| 1@
‘Vﬁ\\ N

Pl

83

1D
Entropy tables

TF
LI

Pilot (P1, P2)

WO 2007/040358

Frequency



PCT/KR2006/004018

19/24

WO 2007/040358

(Pz8°078°qzg ey )pueq Isi]

{L
sojqes Adonug soyqe; Adonug
[ so[qe1 Adonu
ned owr med 58:@83 __ 19¥3 ACONTH
ac . ai
LTS ~ a . g N
(o \v //\\ \ J
it = Kouanbai]
peg omw ﬁ_mw mmw
= \||1.Nh/ 4= \|11V\IMM \\\hv,..lul\I/J\ \\h/ \\./,
A7 T \ \ °
<y @ . (g ® * > Q Ve D ye \
Sy | A B AR N N
| ke — = e | o [ = A x| = A L~ 2
BT [ [aey IR
A St vt it 5 A
N AN N |z = - — bz A L~
s . S 7
OO IEEOHERO I EONRC: ONNRO:
S - i e e T TS ~
- P B 2N V< z
ﬂ.ﬂok\\”n { o\w_v A/_ oL\\, «\\o )% AH o) w\o/wv ,AroJ, «\/o/w
IS il s i i el ol i e el 7 I~
N = l.lll._T\l./__ __\\uL_llll.._ //_ \\h/ [ RN
AH\ow «\NNVMV AHQW mfogv A/ow Mro\wv ,_\ow_ ,Ar\\,
[ St = £ e e S R ~=" T
|z — b~ bl J O R PN B L -~ N
KT T FORNOS () fo)
Bt i S o i il 7 -
S A e Z I.lll.wn\-l/__ _\.Y__\lll..T\.I/_ \\h/ L~
AM\ ovnn w\o/.wv wa\ovab MAVQ b)) A\/AMQ\\/ VAVHJV ve w ,Ar )
e i i el R i A . i T
__hJTIIIW\I/q__ __\/N_, \muJ —Pes \mu/ 72y —~qz8" _A\/,_ \\@M, ~+— B8
A//.vk\lll|,|w./\0\ Pl /.0\\\\ f/\\ ONw ~L ,/.\\ //\\ ,f( ’/\\
sunp 1d 1Ld Ld 1d 1d 4d 4d

\ \

1d
< Y —__gqq v < /3 J\lﬂ —— g
(LalLa MMH@HE%,\I% (LQ/dq-d1Q@)med 8 (AQ/AQ-Ad1Q@)med e d-UON 93 Ted-UoN

T Old




PCT/KR2006/004018

WO 2007/040358

20/24

vz A _/\ wm\/f ¢
¢z ¢f CINR , 7
7z £ _/\ mm ] h \ I @
~-7 N / /
r // \
@ i AN IS
\
(AvD (AVD (AvD N
772 = 8df3 e1eQq KKK = odKy ereq xxx =adfeeq b b ch/m AV
T T T T e e T -7 _ﬂ // // /oﬁm a6
e A oN N A
\ @M@l\l//_/ _/ X
arg—f &[] Bk STL[o[s[v[elT] T
H|d |4 414 dldjdyd|d{d|d|d+—e6
T|1|1 . T|1] . T|T{T|T|T|T|T|1 ®
g4 |4 g4 gig|d|9,9(949|4
VIVIV VIV VIV IVIVIV|V|VIV
L]1l]lL L]l LiL{L|LjL}{L|jLl|L
a1qe3 Adonud xapu] — S——; \ — A y 7
sa[qe Adonud sojqes Adoxus  s9]qey Adonud
sa1qe) Adonua opod adeosg 8upoo-10[id K&K = adfyepep XXX = df epep



PCT/KR2006/004018

WO 2007/040358

21/24

ejep LOMAD0 UOTBULIOFUL UOTjRULIOJUI
apIs pioMapo) ad£y Supoo Adonue ad£) Supod ejep
) ) ) 1
- ( ( ( ( /
ProT1 01 aro1 ey01 Y
T~ uonewLIOJul soﬁa.m&ﬁ uonjetIoNul
I Buidnoig Kousnbexy 7 Surdnoid owy 7 UO10[OSs N
~ ) \ i}
Rl - ( / « « -7 -
Sso Tl _ 30l / qeol el -7
SN /lnll/l’l / \\\\
AR 7 dnoin 1 dnoin OJUI QUIeL]
. ! /
Ss 2101 Q101 0] s/
TN UOHRULIOJ W UOIjRtIOJ UOIRULIOJUI
TS T Surdno3 [ouueyp Surdnoid Lousnbagy J SurdnosS owm |
~ : ] \ : [ \ »
o T~ ( ( / (
S TT=—____ 2001 9001 S/ €001 .
//// I//////// \\ \\
. 74 dweL] 1# oI 10peaH
( ( (
201 101 001

g€c D




PCT/KR2006/004018

WO 2007/040358

2224

1100

|
|
00L |
_x |
e SuIpods( |
UOLJEULIOJU] |
MO ewds [N g || g
Surxard | Suxerd
-goweq | | IO

M= g "ed |
Uf —=— UONBISUIN Suiposeq | |

1§ ~—] [PUURY-JIN 210) _ | |

) ) ) | )

008 009 00$ m 00

|
|
|
|
|
|

¥ Old

00 e
) ol
1ed T med
Supo) | | Suneumsyg
porjeuLiojuy| [NI | | uonruLojuy
egeds | | Teueds
{
011
!
. gy
3urpo) | | Burxmumo(
0100 L Jeumey)
|
) _
007 |
i
|
|

X

Iy

yed |
Surxnuumo(T |

-



PCT/KR2006/004018

WO 2007/040358

23/24

1110

0z

[T TSI TSI TTTTTTTTTTTommoTomemme oI D i

X5 et -1
| 1ed 4414 o
| — - — | _
T T yeg qavOvVE ANIL dAIa | ||
| : Jed Surpo)) wewginy o
i R 1ed VA0 TNLL 4dIa L
| | Wvd TNIL A7 ddnH ~ R

| |
| | o P peg Supo) DA d41A N
| MIvd Od¥d A7 440H Tegere— ——— 1 iy
_ |

| p—

| Wed 1 dd0H = |——<" | | oo memm oo Sl
_ I — e | (e e D4d .Al_ _ m
/ | I

\ |
0€€ ] m
| ueg Swpo) g0 padnoin L
Wed Swpo) WOd L

|||||||||||||||||||||||||||| 1
............................... Y S

\ \
00¢ 01¢



PCT/KR2006/004018

WO 2007/040358

24/24

yed
Fusred
191 1USp]

)

i
N DU S B T
m mn 1ed Sutpooe JA1A veg Swposaquewyny A
HLTLERL Y yied SuIpos(_ £€L ~ed SuIpooa( AIVd « 70
o @AYMADVE HINIL Jd41d AL d¢ 440H .
e Jed SuIpose(y Wed SUIPOXd( YTV
m m WL~ QIVAMIOd HWNIL 441d 7¢L~+ OMIA Az 440H
_ _ Hed Surpoad(] 3
| | P— H: ~—1  1eg Suposa(g
o U~y oA ddd | WL~ @ aanH
l“l.l \
no A ;T
|||||||||||||||||||||||| 0tL
~ a

1eq Surpood NOJ padnoin

ped 3wpooad WD

(
0IL




INTERNATIONAL SEARCH REPORT International application No.
PCT/KR2006/004018

A. CLASSIFICATION OF SUBJECT MATTER

GI10L 19/00(20006.01)i, G10L 19/14(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

G10L 19/00, G10L 19/04, G10L 21/00, G10L 21/04, G11B 20/00, G11B 21/04, HO4N 7/62

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean Patents and applications for inventions since 1975

Utility models and applications for Utility Models since 1975

Japanese Utility Models and application for Utility Models since 1975

Electronic data base consulted during the intertnational search (name of data base and, where practicable, search terms used)

eKIPASS(KIPO internal) "reference, cod*, encod*, difference, pilot, type*, classiti*, identifi*"

C. DOCUMENTS CONSIDERED TO BE RELEVANT

Category* Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No.

A US 4661862 A (THOMPSON, CHARLES R.) 28 April 1987 1-18
See the abstract; column 2, lines 19-35.

A JP 62-094090 A2 (HITACHI LTD) 30 April 1987 1-18
See the abstract.

A JP 60-096079 MATSUSHITA ELECTRIC) 29 May 1985 1-18
See the abstract.

A ISO/TEC 14496-3 Information technology - Coding of audio-visual objects - 3-10,13-18
Part 3: Audio, Second edition (ISO/IEC) 15 December 2001
See the Subpart 1, page 11 and page 21.

A US 6134518 A (COHEN, GILAD. et al.) 17 October 2000 3-10, 13-18
See the abstract and cloumn 1, lines 60-61.

A US 2003/0009325 A1 (RATF KIRCHHERR, JOACHIM STEGMANN) 9 January 2003 3-10, 13-18
See the abstract.

|:| Further documents are listed in the continuation of Box C. |E See patent family annex.

* Special categories of cited documents: "T" later document published after the international filing date or priority

"A" document defining the general state of the art which is not considered date and not in conflict with the application but cited to understand
to be of particular relevance the principle or theory underlying the invention

"E" earlier application or patent but published on or after the international "X" document of particular relevance; the claimed invention cannot be
filing date considered novel or cannot be considered to involve an inventive

"L"  document which may throw doubts on priority claim(s) or which is step when the document is taken alone
cited to establish the publication date of citation or other "Y" document of particular relevance; the claimed invention cannot be
special reason (as specified) considered to involve an inventive step when the document is

"O" document referring to an oral disclosure, use, exhibition or other combined with one or more other such documents,such combination
means being obvious to a person skilled in the art

"P"  document published prior to the international filing date but later "&" document member of the same patent family

than the priority date claimed

Date of the actual completion of the international search Date of mailing of the international search report
24 JANUARY 2007 (24.01.2007) 24 JANUARY 2007 (24.01.2007)
Name and mailing address of the ISA/KR Authorized officer
' Korean Intellectual Property Office
920 Dunsan-dong, Seo-gu, Daejeon 302-701, JANG Ho Keun
. Republic of Korea
Facsimile No. 82-42-472-7140 Telephone No.  82-42-481-8187

Form PCT/ISA/210 (second sheet) (April 2005)




INTERNATIONAL SEARCH REPORT International application No.

Information on patent family members PCT/KR2006/004018
Patent document Publication Patent family Publication
cited in search report date member(s) date
US4661862A 28.04.1987 None
JP62094090A2 30.04. 1987 None
JP60096079 29.05.1985 None
US6134518A 17.10.2000 None
US2003009325A1 09.01.2003 None

Form PCT/ISA/210 (patent family annex) (April 2005)



	Page 1 - front-page
	Page 2 - front-page
	Page 3 - description
	Page 4 - description
	Page 5 - description
	Page 6 - description
	Page 7 - description
	Page 8 - description
	Page 9 - description
	Page 10 - description
	Page 11 - description
	Page 12 - description
	Page 13 - description
	Page 14 - description
	Page 15 - description
	Page 16 - description
	Page 17 - description
	Page 18 - description
	Page 19 - description
	Page 20 - description
	Page 21 - description
	Page 22 - description
	Page 23 - description
	Page 24 - description
	Page 25 - description
	Page 26 - description
	Page 27 - description
	Page 28 - description
	Page 29 - description
	Page 30 - description
	Page 31 - description
	Page 32 - description
	Page 33 - description
	Page 34 - description
	Page 35 - description
	Page 36 - description
	Page 37 - description
	Page 38 - description
	Page 39 - description
	Page 40 - description
	Page 41 - description
	Page 42 - description
	Page 43 - description
	Page 44 - description
	Page 45 - description
	Page 46 - description
	Page 47 - description
	Page 48 - description
	Page 49 - description
	Page 50 - description
	Page 51 - description
	Page 52 - description
	Page 53 - description
	Page 54 - description
	Page 55 - description
	Page 56 - description
	Page 57 - description
	Page 58 - description
	Page 59 - description
	Page 60 - description
	Page 61 - description
	Page 62 - description
	Page 63 - description
	Page 64 - description
	Page 65 - description
	Page 66 - description
	Page 67 - description
	Page 68 - description
	Page 69 - description
	Page 70 - description
	Page 71 - description
	Page 72 - description
	Page 73 - description
	Page 74 - description
	Page 75 - description
	Page 76 - description
	Page 77 - description
	Page 78 - description
	Page 79 - description
	Page 80 - description
	Page 81 - description
	Page 82 - description
	Page 83 - description
	Page 84 - description
	Page 85 - description
	Page 86 - description
	Page 87 - description
	Page 88 - description
	Page 89 - description
	Page 90 - description
	Page 91 - description
	Page 92 - description
	Page 93 - description
	Page 94 - description
	Page 95 - description
	Page 96 - description
	Page 97 - description
	Page 98 - description
	Page 99 - description
	Page 100 - description
	Page 101 - description
	Page 102 - description
	Page 103 - description
	Page 104 - description
	Page 105 - description
	Page 106 - description
	Page 107 - description
	Page 108 - description
	Page 109 - description
	Page 110 - description
	Page 111 - description
	Page 112 - description
	Page 113 - description
	Page 114 - description
	Page 115 - description
	Page 116 - description
	Page 117 - description
	Page 118 - description
	Page 119 - description
	Page 120 - description
	Page 121 - description
	Page 122 - description
	Page 123 - description
	Page 124 - description
	Page 125 - description
	Page 126 - description
	Page 127 - description
	Page 128 - description
	Page 129 - description
	Page 130 - description
	Page 131 - claims
	Page 132 - claims
	Page 133 - claims
	Page 134 - claims
	Page 135 - claims
	Page 136 - claims
	Page 137 - drawings
	Page 138 - drawings
	Page 139 - drawings
	Page 140 - drawings
	Page 141 - drawings
	Page 142 - drawings
	Page 143 - drawings
	Page 144 - drawings
	Page 145 - drawings
	Page 146 - drawings
	Page 147 - drawings
	Page 148 - drawings
	Page 149 - drawings
	Page 150 - drawings
	Page 151 - drawings
	Page 152 - drawings
	Page 153 - drawings
	Page 154 - drawings
	Page 155 - drawings
	Page 156 - drawings
	Page 157 - drawings
	Page 158 - drawings
	Page 159 - drawings
	Page 160 - drawings
	Page 161 - wo-search-report
	Page 162 - wo-search-report

