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To all whom it may concern: 
Beit known that we, WILLIAM FoRRESTER 

MooRE and GEORGE JAMEs. MooRE, residents perito admit the 
of the city of Toronto, in the county of the conveyer k, t 

5 York and Province of Ontario, Canada, 
have invented certain new and useful. Im provements in Grain-Grinding Machines; 
and we hereby declare that the following is 
a full, clear, and exact description of the 

O Sale. 
This invention relates to a grain grinding 

machine characterized by an adjustable non 
rotatable grinding head acting in conjunc 
tion with a rotatable head, technically 

15 termed the running head, mounted upon a 
revoluble shaft driven by any suitable 
means, in which the adjustable non-rotatable 
grinding head can be accurately adjusted to 
the running head and held in contact with bore; p. 

20 the latter by a spring tensioned means which 
automatically yields to a limited extent 
under the influence of a refractory body 
entering between the grinding plates. 
For an understanding of the invention 

25 reference is to be had to the following de 
scription and to the accompanying drawings 
in which :- 

Figure 1 is a sectional view showing the 
normal position of the non-rotatable grind 

30 ing head and its adjusting mechanism. 
Fig. 2, is a similar view to Fig. 1, showin 
the non-rotatable grinding head adjuste 
from the rotatable grinding head by its 
adjusting mechanism. Fig. 3, is a similar 

35 view to Figs. 1 and 2, showing the non 
rotatable grinding head moved away from 
the rotatable grinding head by the quick 
releasing device. Fig. 4, is a perspective view .g 

40 rotatable head. 
Like characters of reference refer to like 

parts throughout the specification and draw 
lingS. 
The running head shaft a is journaled in 

45 bearings b, and mounted upon the running 
head S.E. a is the hubo of the running 
grinding headd. The grinding face of the 
running grinding headd is provided with 
grinding plates e to which are opposed the 

50 grinding plates f secured to the grinding 
- face of the non-rotatable grinding head g. 

The grinding head g is formed with a throat 
of a substantially cylindrical shape pro 

jecting centrally from the side face of the 
55 grinding head. The throat his of an elon 

gated. hollow formation and is provided 

the adjusting means for the non 

With an opening which registers normally 
with the opening i' at the bottom of the hop. 

Ei from the hopper to 
e hub k' of which is 

mounted upon the end of the running head 
shaft a projecting into the throat it. The 
throath is formed with an end plate to 
which is secured the fixed end of the adjust ing bolt m. Inclosing the grinding heads 
(and g, and throat his a case o correspond 
ing to the shape of these parts, and formed 
through the end of the case o adjoining the 
end plate is a screw threaded bore p. Con 
tained in the screw threaded bore p is a hol 
low tension screw g formed at its outer end 
With a clutch to engage with the hub o of the 
quick releasing lever wby which the tension 
screw can be adjusted in the screw threaded 

Mounted upon the tension screw q 
is a lock nut 8 engaging the case o, the pur. 
pose of the lock nuts being to securely hold 
the tension screw in its fixed position and 
prevent its adjustment being affected by the 
vibration of the machine. The adjusting 

, bolt in extends centrally through the bore p. 
and through the hollow tension screw q, and 
the outer end of the adjusting bolt m is 
Screw threaded to receive the adjusting nut 
it which is provided with handlesu by which 
it can be turned for the purpose hereinafter 
stated. 

Loosely mounted upon the adjusting bolt 
m. between the adjusting nutt and the clutch 
ris the hub of the quick releasing lever w. 
The hub of the quick releasing lever wen 
gages with the adjacent face of the clutch r, 

: and the engaging faces of the hub oy and the 
clutch r are each provided with expanding 
members at a respectively. Fitted upon the 
adjusting bolt m on the outer side of the ad 
justing nutt is a lock nut, y which engages 
the hub of the adjusting nut and locks it in 
its adjusted position. Coiled upon the ad 
justing bolt m between the tension screw q 
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00 
and the end plate l is a tension spring 2 to 
press the non-rotatable grinding head g 
into engagement with the running grinding 
head d. 
Formed in the throat his an elongated 105 

key-way a to receive the key b' which is 
hinged to the case o, to project through the 
slot o' in the case and enter the key-way a? 
to prevent the revolution of the grinding 
head g during the operation of the machine. 
By hinging the keyb' to the case o the key 
can be dropped from the position shown in 
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Fig. 1, to that shown in Fig. 2, to permit of 
the revolution of the non-rotatable head 
when changing or fixing the grinding plates 
f. For the purpose of fixing or changing 
the grinding plates the upper part o' of the 
case o is removable from the lower part O'. 
The running grinding head dis fixed upon 

the running head shaft a so as to revolve 
with the latter during its revolution, but the 
non-rotatable grinding head g is held in a 
non-rotatable position by the engagement of 
the key b in the key-way a' So that the 
opening i in the no-rotatable grinding head 
will constantly register with the opening at 
the bottom of the hopper i to permit of the 
continuous flow of the grain from the hop 
per to the conveyer k. o 
The conveyer carries the grain to the dis 

tributing plates d' by which it is fed to the 
grinding plates e and f. The tension spring 
a bearing against the tension screw of the 
throat platel, presses the grinding head g 
in the direction of the grinding head d so 
that the grinding platese and g Will crush 
the grain fed to them by the conveyer, the 
pressure of the tension spring being suffi 
cient to resist the outward pressure of the 
grain or substances not more refractory than 
grain. 

Should a refractory substance enter be 
tween the grinding plates, the spring 2 will 
yield and permit the grinding head g to 
move away from the grinding head d so that 
the refractory substance can pass from be 
tween the grinding plates without materially 
injuring them, the grinding head g return 
ing to its normal position under the influ 
ence of the spring 2 when such refractory 
substance has been ejected. Should the re 
fractory substance be not ejected by the 
grinding plates the quick releasing lever w 
can be moved into the position shown in 
Fig. 3, causing the ani, members a a? 
to engage and force the adjusting nutt out 
ward, the outward movement of which draws 
the adjusting bolt m, and the throath, grind 
ing head g, and grinding plates f into the 
position shown in the last mentioned figure, 
so that the refractory substance can be 
ed by the plates of the running grinding 
eaO. 
By means of the quick releasing lever it is 

possible to quickly separate, the grinding 
head g from the grinding head d and restore 
it again to its grinding position, the action 
of the separation and the restoration being 
so rapid that no material quantity of grain 
will escape unground from between the 
grinding plates. To effect the separation of 
the grinding heads for the purpose of re 
pairing or rig: the Edge it is only necessary to slacken the lock nut 8 
and turn the quick releasing lever w in the 
direction indicated by arrow in Fig. 2. The 
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to enable the quick releasing lever w to turn 
the tension screw with it and move the ten 
sion screw, the adjusting nutt, the adjusting 
bolt, and the non-rotatable grinding head 
from the position shown in Fig. 1 to that 
shown in Fig. 2, without altering the tension 
of the spring 2 or the adjustment of the 
grinding plates f to the grinding platese, 
when the parts have been restored to the 
position shown in Fig. 1. To effect the fine 
adjustment of the grinding plates f to the 
grinding plates e while the machine is run 
ning, the lock nut y can be slackened and the 
adjusting screw t operated until the required 
adjustment is effected. 
Having thus fully described our inven 

tion what we claim as new and desire to se 
cure by Letters Patent is:- 1. A grain grinding machine comprising 
a non-rotatable grinding head having an elongated hollow hub with a grain receiving 
opening in it, a rotatable grinding head op 
posed to the non-rotatable grinding head, a 
shaft for the rotatable grinding head pro 
jecting into the elongated hollow hub of the 
non-rotatable grinding head, a conveyer 
screw on the shaft within the elongated hol 
low hub, a hopper registering with the grain 
receiving opening, a casing inclosing the 
grinding heads and elongated hollow hub, a 
key way in the Ei hollow hub, a key 
engaging in the key way and permitting of 
the lateral movement of the non-rotatable 
grinding head, a screw threaded sleeve on 
the casing opposed to the end of the elon 
gated hollow hub, a hollow tension screw 
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contained in the sleeve, an adjusting rod 
connected to the elongated hub extending 
through the hollow tension screw, a spring 
bearing against the tension screw and the 
elongated hollow hub, a clutch member for 
the tension screw, a lever connected with the 
adjusting rod having a clutch member en 
gaging with the clutch member of the ten 
sion screw, and adjusting nuts mounted on 
the adjusting rod and bearing against the 
hub of the lever. 

2. A grain grinding machine comprising 
a non-rotatable grinding head having an elongated hollow hub with a grain receiving 
opening in it, a rotatable grinding head op 
posed to the non-rotatable grinding head, a 
shaft for the rotatable grinding head pro 
jecting into the elongated hollow hub of the 
non-rotatable grinding head, a conveyer 
screw on the shaft within the elongated hol 
low hub, a hopper registering with the grain 
receiving opening, a casing inclosing the 
grinding heads and elongated hollow hub, a 
key way in the elongated hollow hub, a key 
engaging in the key way and permitting of 
the lateral movement of the non-rotatable 
grinding head, a screw threaded sleeve on 
the casing opposed to the end of the elon 
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contained in the sleeve, an adjusting rod adjusting rod and bearing against the hub 10 
connected to the elongated hub extending of the lever, and means pivotally connecting 
through the hollow tension screw, a spring the key to the casing. . 
bearing against the tension screw Ali the Toronto, September 25th, 1908. 
elongated hollow hub, a clutch member for WILLIAM FORRESTER M00RE, 
the tension screw, a lever connected with the GEORGE JAMES MOORE, 
adjusting rod having a clutch member en- Signed in the presence of 
gaging with the clutch member of the ten- C. H. RICHEs, 
sion serew, adjusting nuts mounted on the N. R. RoberTson. 


