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1 Claims. (CI. 47-41) 
My in Vention is a floral COntainer. 
The main purpose of my device is a Water 

proof COntainer and basket Structure Which is 
peculiarly adapted to the deposit therein OffioW 

5 ers and plants, and conserving a very decorative 
effect between the Container itSef and the flora 
COntenfS. 
A„major object is the construction of Such a. 

device as lends itSelf to many Variant decOrative 
10 features. 

A further object is the method Of COnStrUC 
tion Whereby the handle portions lock the COn 
tainer portion to a base and preserve the in 
tegrity of the receptacle feature without attach 

15 ing the Same to the base. 
Another object is the method of construction 

of the receptacle portion and the method of han 
de construction in coactive relation to the re 
ceptacle and the base. 

20 The attached drawings show an embodiment of 
my device Wherein Fig. 1 is an elevation of the 
primary, container. 

Fig. 2 is a container Wi?ha, baSeattached. 
Fig. 3 is an, elevation of the deVice in the fOrYn 

25 of a complete basket having the Container upOn 
a, base, and a handle Which is part of the means 
for attaching the container to the baSe. 

Fig. 4 is.a. vertical Section ShOWing the rela 
tion of the parts With the handle forming men 

30 bers in primary position. 
Fig. 5 is a cross section of the container at 

5–5 of Fig, 4. “ 
Fig. 6 is a sectional view of the device as Shown 

in Fig. 4 but showing the inceptional CrOSSing 
35 of the handle forming members prior to their 

being tWisted one around the Other. “ 
Fig. 7 shows a method of fixing the flexible 

attaching memberS to the base. 
Fig. 8 shows the method of attaching the ends 

40 of the flexible members forming the handle, and 
constricting the said members to give tension t0 
the point of contact with the Container. 

Fig. 9 is a modified form of the device, used 
aSa, flower b0X. 

45 As illustrated the device consistS of a recep 
tacle Which said receptacle is formed Out of a 
Single sheet of Waterproof material, preferably 
a sheet of pliant metal: the central portion of 
the said Waterproof sheet forms a, bottOm 10 from 

50. Whichthe Wessel Walls 11 are draWm Up into COrrU 
gationsconsisting of crinkles 12 and receSSes 13 t0 
forma, SinuOUS ContOUr circUmferentially. It Wil 
be observed that the corrugations in the Side Walls 
are deepest at the top, and run out to nothing 

55 at the bottom. The shape of the sheet from 

Which the VeSSel Walls 11 are draWm up is not 
limited to any Specific contour but can be Varied 
in accordance With any desire So as to Vary the 
elevation of different parts of the rim 14. The 
Said receptacle may be USed for the insertion of a 
pot containing a plant, but the primary purpOSe 
is the aSSemblage therein of floral articles Com 
pOSing a. floral display: and the peculiar Virtue 
Of this COrrUgating Of the Walls 1 Of he recep 
tacle is that the various crinkles 12 tend to give 
fixed pOSition and location to thOSe elementS Of 
the floral aSSembiage Which are primarily de 
signed to be frontally displayed, and are directly 
Operative in maintaining the pOSition Of the en 
tirety of the foral articles inseried in SUch Pre 
ceptacle 10 and intended to be displayed thereby. 
The Crinkles 12 and the receSSes 13 SUbServe this 
Very desirable result Wholly in addition to the 
pecUliar Ornamental caracter of the VeSSel 
itSelf. 

In Fig. 3 I show the receptacle 10 in irelation 
to an Ornamental baSe 15: this Said baSe 15 haS 
in it a pIUrality of holes 16–at, least, tWO Of the 
Same–One On either Side Of the baSe 15, aS re 
lated to the receptacle 10. Into these holes 16 
are inserted ends of flexible rods 17-Such aS 
reeds-and Whichare fixedly attached to the base 
15 by a nail 19 driven through a portion of the 
base and through the inserted portion of the 
flexible rods 17; but the Said flexible rods may 
be held permanently in the base by Some other 
normal method: the principle here being that 
the flexible rods 17 so inserted shall be perma 
nently therein imbedded. 
The flexible niembers 17 attached thUS to the 

base 15 are designed to be placed so adjacent to 
the Walls 11 of the receptacle 10 that they Will 
position the receptacle 10 centrally on the base 
15; and each Said flexible attaching device 17 
iS Somewhat, resiliently placed in One Of the re 
Cesses 13 Of the crinkled was 12 to a. point, prac 
tically adjacent the rim. 14 Of the receptacle. 
Adjacent to the rim. 14 of the receptacle the 
flexible attaching member 17 is pinched into con 
nection with the Wail Of the COntainer by Some 
means, such as What May be Called a. hOg-ring, 
as Shown at 20 in FigS. 4, 5, and 6. Although I 
preferto use a block of Wood for the base 15 the 
Sane may be of any Material Which Will forma, 
decorative Supportig base Of desirable Chaaracter. 

In Various figures Of ?ie drawings I ShOW a. 
loop handie in Combination With the receptacle 
10 and baSe 15, forming a. fioral basket. This 
handle comprises the flexible members 17, which 
not only fixedly attach the container 10 to the 
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2 
base 15, but also by continuation into a bow or 
loop over the receptacle constitute a handle for 
transporting the Said device as a, unit. I prefer 
ably perforate the base 15 With four holes 16 
So positioned in the base 15 that there Will be 
practically an even distribution of the Said hOles 
16 ü0 provide that the receptacle Will be Seated 
Within the circuit of Said holes and be normally 
positioned thereby on the base 15. In Using fOur 
of Said holes With the corresponding flexible mem 
bers 17 I prefer to place tW0 flexible members 
17 On either Side of the receptacle 10 in Crinkled 
channels Somewhat adjacent each Other Oneither 
side, as shown in Fig. 4. After placing ühe Said 
flexible members 17 in Such position On either 
side I pin them to the receptacleas Shown in Figs. 
4, 5, and 6 with attaching devices 20. The flex 
ible members 17 are then twisted aS Shown in 
Fig. 4 creating a primary tension upon the Walls 
of the receptacle 10, and thell the Same are draWll 
acroSS each other as shown in Fig. 6, at 26 the 
free ends of each pair of flexible members 17 
being twisted around the other pair and brought 
to an attaching point Somewhat near where the 
flexible members 17 are in contact With the rin 
14 of the receptacle. At the point Where the 
ends of the twisted members 22 and 23 terminate 
a constricting device 25 is applied which Serves 
to fix the ends of the flexible members and at the 
Same time draw the individual members 22 and 
23 of each pair of flexible members together, thUS 
increasing the locking tension of the flexible 
members 17 upon the channel Walls of the 
crinkled body of the receptacle. 

I show a modified form of the device in Fig. 
9, Which is designed to proVide a Species of floWer 
boX. The means of attaching the waterproof 
receptacle at eitherend to the base 15 is a flexible 
member 24 in the form of a staple; its prongs 
being inserted in the holes 16 of the base 15, the 
bent, portions extending Up above the rim. 14 t0 
act as handles; the said staple resting in the 
recesses 13 and being fixedly associated with the 
Walls 11 by the clips 20. 

It will be readily observable that the receptacle 
10 can be formed out of any shaped sheet of 
Waterproof material and give to the rim. 14 any 
contour desired for practical or Ornamental pur 
poses. The device makes unusual provision for 
the assemblage of a bouquet, or combination of 
flowers, or floral decorations; by reason of the 
fact, that the Stems of plants, leaves and foliage 
Will automatically drop into these crinkles and 
remain positioned and provide a holding for a. 
central mass background: the crinkles and 
Wrinkles can be so formed that they will auto 
matically position anything placed therein. The 
device is also peculiarly adapted to the aSSem 
blage therein of groWing plants and even the de 
posit therein of a potted plant. It Will be 
readily observable that the receptacle portion is 
Subject to the most artistic decorative treatment: 
and in the basket formation the handle can be 
treated artistically, in harmony With the recep 
tacle and base, offering a heretofore unknown 
opportunity. 

I do not limit myself to the device as shown eX 
cept insofar as I am limited by the Scope of m 
claims. W 

I claim– 
1. In a floral pot the combination of a base 

having vertical apertures therein; flexible handle 
members having terminals anchored in the aper 
tures in Said base, a receptacle formed from a 
Single piece of pliant metal draWm up into a VeS 
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sel form assembled on said base and confined by 
Said handle members, the drawn up portions of 
Said receptacle being Crimped into crinkles flaring 
UpWardly and OubWardly, Sinuous in their circular 
COInfOUr; the handle memberS being SO positioned 
that the metal receptacle is Seated lockingly be 
tween OppOSing handle members, said handle 
memberS being adapted to align between certain 
channels of the crinkled receptacle Walls and lock 
the Said metal receptacle to the base, means ad 
jacent the rim. Of the receptacle for gripping the 
handle members to the metal receptacle, the han 
dle being formed by twisting the handle members 
upon each other inducing a resiliency in the han 
dle pOrtiOn and Causing the Same to coact with 
the metal receptacle. 

2. A floral basket comprising a base member, 
a receptacle moUnted thereon formed from a 
Single Seet of plant metal the Said single sheet 
Of Pliant metal having a base portion at the 
center thereof and outwardly flaring Sides draWn 
UpWard from the Said base, said sides being cor 
rugated with the corrugations running in an up 
and down direction, the Said corrugations pro 
Viding channels for fixedly positioning floral ele 
mentS aSSembled in Said receptacle; handle mem 
bers having terminal portions fixedly attached 
ü0 the base member and portions thereof Seated 
in receSSeS Of Selected corrugation channels; at 
baching means Securing together the handle mem 
bers and the corrugated walls of the receptacle 
Whereby to lockingly attach the receptacle to the 
base and proVide handle portions for transporta 
tion. “ 

3. In a floral basket the combination of a metal 
basket member anda, handle formed of reeds; the 
Said basket member being formed Out of a Single 
Sheet of plant metal, there being a central base 
pOrtiON and Walls drawn up therefrom, the Said 
Walls being Crinkled into sinuous flaring vertical 
channels; the reeds forming the handle having 
portions thereof lying in recesses of the chan 
nelled Walls and fixedly attached to the metal bas 
keb member by gripping means Spaced from the 
rim of the metal member. 

4. In a floral container, a base having spaced 
apertures therethrough, a receptacle mounted 
upon Said base between Said apertures, Said re 
Ceptacle being formed of Sheet metal and haWing 
deeply corrugated Side Walls, the corrugations of 
Which are adapted to hold and support flower 
stems, and a handle formed as a loop, the ends 
of the handle being secured in Said apertures and 
the lower portions extending into opposite cor 
rUgations of the receptacle Wall. 

5. In a floral Container, a base having Spaced 
apertures therethrough, a receptacle mounted 
upon said base between Said apertures, Said re 
ceptacle being formed of Sheet metal and having 
deeply corrugated Side Walls, the corrugations of 
which are adapted to hold and Support flower 
Stems, a handle formed as a loop, the ends of the 
handle being Secured in Said apertures and the 
lower portions eXtending into Opposite corruga 
tions of the receptacle wall, and handle engaging 
members mounted upon the receptacle extending 
acroSS Said Opposite corrugations Outside the han 
die elementS. 

6. In a floral Container, a base, a loop handle, 
the ends Of Said handle being Secured to the baSe 
in Spaced relation, a receptacle formed from a 
Single piece Of Sheet metal Shaped Up into a Ves 
Sel form, the shaped Up portions being corru 
gated in an up and down direction, Said receptacle 
being mOUnted Upon the base With Opposite cor 
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1,979,771 
rugations embracing the lower portions of the 
loop handle, and means for Securing the recep 
tacle and handle against relative movement. 

7. In a fOral Container, a, base, a, OOp handle, 
the ends of Said handle being Secured to the base 
in Spaced relation, a receptacle fOrmed from a 
Single piece of Sheet metal shaped up into a ves 
Selform, the shaped Up portions being corrugated 
in an Up and doWn direction, and the corrUga 
tions running Out at the bottom of the receptacle, 
Said receptacle being mOUnted upon the base With 
Opposite Gorrugations embracing the lower por 
tions Of the Oop handle, the bottom Of the recep 
tacle fitting Snugly between the ends of the han 
dle at their junction With the base, and means 
for attaching the handle to the Said opposite cor 
rUgations. 

8. In a floral COntainer, a. nOn-metallic base, 
Said base having Spaced apertures formed there 
in at right angles to the Surface of the base, a. 
receptacle mounted Upon Said base, Said recep 
tacle having side Walls flared outWardly from the 
bottom thereof, and the bottom being of a width 
approximately the same as the distance between 
Said apertures, and a loop handle of resilient ma 
terial, the ends of Which fit Smugly within Said 
apertures and are anchored therein, Whereby the 
lower portions of the handle are resiliently held 
against the Side Walls of the receptacle, and means 
for attaching the handle to the side Walls near 
the Upper end of the receptacle. 

3 
9. A floral basket comprising a one-piece sheet 

metal bottom and sides, the Sides being flared Out 
Wardly and upWardly from the bottom, the Side 
Walls being COrrUgated in an Up and doWn direc 
tion, the corrugations running Out at the bottom 
and being relatively deep at the top, Whereby the 
StemS Of foWerS making Up a bouquet may be 
definitely held in Selected positions, and a handle 
attached to the basket Within oppositely arranged 
corrugations. 

10. In an article of the character described, 
the combination of a base member, a fluid re 
taining COntainer having fluted Walls and dis 
pOSed On Said base member, a. handle haVing a. 
plurality of Strands extending doWn Wardly along 
Side and into the recessed portions of Said fluted 
walls and Connecting with Said base member, said 
Strands Serving to retain Said handle, base and 
container in a cooperative assembled relation. 

11. A floral COntainer COmprising a. base, a 
Seamless fluid retaining Vessel disposed on Said 
base, Said Vessel having a. flat bottom from Which 
Walls With flutes Of increasing Size rise and ter 
minate irregularly to form Serrated edges around 
the rim of the Vessel to present an artistic ap 
pearance, and a handle composed of a plurality 
of entWined strands, Certain of Said Strands eX 
tending downWardly into the troughs of Said flutes 
and connecting With said base to hold the base, 
Vessel and handle in aSSembled relation. 

HOWARD M. POTTER. 
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