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To all chon it may concern: 
Beit known that I, EDDY T. THOMAs, a citi 

Zen of the United States, residing at New York 
city, in the county and State of New York, 

5 have invented certain new and useful Improve 
ments in Means for Securing Sewing-Machine 
Attachments in Position, of which the follow ing is a specification. 
My invention relates to improvements in 

Io means for securing sewing - machine attach 
ments in position, and it relates particularly 
to that class of sewing-machine attachments 
which are capable of application to and re 
moval from the sliding or removable plate com 

15 monly employed in the bed-plate of sewing 
machines. 
The nature of my invention will be fully un 

derstood by means of the following specifica 
tion and the drawings annexed, which form 

2o part of the same. 
Referring to the drawings, Figure 1 is a plan 

view of a binder and a portion of so much of 
a plate of a sewing-machine with my improve 
ments applied thereto as will illustrate my in 

25 vention. Fig. 2 is a transverse section on the 
line at a of Fig. 1. Fig. 3 is a plan view of a 
sewing-machine plate separately. Fig. 4 is a 
plan view of a binder with my improvements 
applied thereto. Fig. 5 is an under side view 

3o of the plate, showing the locking means in an 
open position and the attachment removed. 
Fig. 6 is a similar view, showing the locking 
means turned and holding the attachment firmly in position for use. 

In each of the views similar letters of refer 
ence are employed to indicate corresponding 
parts wherever they occur. 
A represents a binder for a sewing-machine, 

which may be of the ordinary or any other 
4o suitable construction, which is secured to a 

plate, A', which may be of the form shown in 
the drawings or of any other suitable design. 
The plate A' on its forward face is provided 

with a bent extension, A', having a portion, (t, 
45 bent at right angles, or nearly so, to the plate 

A', and a portion, a?, parallel, or nearly so, with 
the surface of the said plate A'. The exten 
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sion A* of the plate A is adapted to be passed 
through a slot, b, formed in the plate B, and 

(No model.) 

the parts are so formed that when the exten- 5p 
sion A of the plate A' has been so placed the 
portion a shall rest in the slotb, while the por 
tion a' rests against the under side of the plate 
B. The slot b is formed in such position in , 
the plate B, and the extension A' is formed 5 
on or affixed to the plate A" of the sewing-ma 
chine attachment, that the delivery end A of 
the said attachment A shall deliver its Work 
in proper position to be operated upon by the 
sewing-machine needle. 
On the under side of the plate B, I apply a 

button or plate, C, secured to the plate B, by 
preference, by means of a pivot, c. The but 
ton or plate C is formed with a long arm, C', 
and a short arm, C°, the long arm C being 
formed with a thumb-piece or projection to 
facilitate turning the plate C on its axis and 
lock the portion a? to the under side of the 
plate B, as shown in Figs. 2 and 6. 
In applying my attachment, it is simply nec 

essary to pass the extension A through the 
slot b, and when this is done place the plate 
A' flat upon the plate B and turn the lock 
ing-plate C into the position shown by Figs. 
2 and 6. 
To remove the attachment, turn the plate C 

into the position shown by Fig. 5, then slightly 
raise the attachment A and plate A', and the 
extension A' will be readily withdrawn from 
the slot b. 
Although I have shown my invention ap 

plied to a binder, it will be evident to any per 
son acquainted with the manufacture and use 
of sewing-machine attachments that my inven 
tion may be readily applied to a great number 
of other attachments employed in conjunction 
with sewing-machines. 
Having thus described my invention, what I 

claim, and desire to secure by Letters Patent, 
S 

1. A sewing-machine attachment having a 
bent portion so formed as to pass through and 
under the cloth-supporting surface, in combi 
nation with a button fastened to the under 
side of the cloth-supporting surface, substan 
tially as and for the purpose specified. 

2. The combination, with a sewing-machine 
plate, B, formed with a vertical slot, b, through 
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its face, and provided with a locking-piece, C, Witness my hand this 12th day of Septem 
pivoted on its under side, of a sewing-machine ber, A. D. 1882. 
attachment having a plate, A', adapted to rest 
on the upper side of the plate B, and a bent EDDY T. TEOMAS, 

5 extension, A’a a', the portion a being adapted 
to rest in the slot b, and the portion a to be Witnesses: wa 
held by the locking-piece C, substantially as THos. S. HuNTINGTON, 
shown and described. BERNARD J. KELLY. 

  


