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Description 

This  invention  relates  to  dish  antennas,  eg.  for 
receiving  and/or  transmitting  signals  from  satellites 
or  terrestrial  microwave  antennas,  and  in  particular 
means  for  heating  such  antennas. 

The  use  of  dish  antennas,  particularly  for  re- 
ceiving  signals  from  satellites,  is  increasing  rapidly. 
Dish  antennas  vary  widely  in  size,  but  many  have 
diameters  of  1  to  7  meters;  for  example,  1  .2  meter 
and  1.8  meter  aperture  antennas  are  most  fre- 
quently  used  for  signals  in  the  12-14  GHz  band 
which  is  widely  used  for  private  networks  transmit- 
ting  data,  voice  and  video  communications.  In 
many  countries  there  are  regulations,  eg.  United 
States  FCC  Regulation  25.209,  which  set  require- 
ments,  eg.  radiation  pattern  sidelobe  envelope  re- 
quirements,  for  both  transmit  and  receive  antennas, 
and  a  major  concern  of  antenna  manufacturers  and 
users  is  to  ensure  not  only  that  antennas  meet 
those  requirements  when  first  manufactured,  but 
also  that  they  do  not  become  distorted  subse- 
quently,  so  that  the  requirements  are  no  longer 
met.  If  ice  or  snow  is  present  on  a  dish  antenna,  it 
frequently  causes  distortion  of  the  shape  of  the 
antenna  and/or  attenuation  of  the  signal;  the  larger 
the  dish,  the  more  serious  the  problems  are  likely 
to  be.  Much  effort,  therefore,  has  been  devoted  to 
methods  of  heating  dish  antennas  to  keep  them 
free  from  ice  and  snow.  Unfortunately,  however,  no 
method  has  been  found  which  is  technically  sat- 
isfactory  and  economically  acceptable;  and  if  care 
is  not  taken,  the  heating  can  itself  cause  distortion 
of  the  antenna. 

We  have  now  discovered  that  dish  antennas 
can  be  very  satisfactorily  heated,  and  thus  kept 
free  of  ice  and  snow,  by  means  of  an  electrical 
heater  which  is  placed  behind  the  antenna  and 
spaced  apart  therefrom,  so  that  the  antenna  is 
heated  by  radiation  from  the  heater. 

In  one  aspect,  the  present  invention  provides  a 
dish  antenna  assembly  which  comprises 

(1)  a  dish  antenna  having  a  concave  front  sur- 
face  and  a  convex  back  surface;  and 
(2)  an  electrical  heater  in  the  form  of  a  sheet 
having  a  first  surface  and  an  opposite  second 
surface,  the  first  surface  being  adjacent  to  the 
back  surface  of  the  antenna  but  substantially 
separated  therefrom  by  a  medium  which  is  sub- 
stantially  transparent  to  thermal  radiation,  typi- 
cally  air,  so  that  heat  generated  by  the  heater 
radiates  from  the  first  surface  and  strikes  the 
back  surface  of  the  antenna,  wherein  at  least 
40%  of  the  heat  received  by  the  dish  antenna  is 
radiant  heat. 
As  further  described  below,  the  heaters  used  in 

this  invention  preferably  comprise  a  resistive  ele- 
ment  in  the  form  of  a  sheet;  however  they  can 

alternatively  comprise  one  or  more  strip  heaters 
secured  to  a  thermally  conductive  sheet,  preferably 
of  metal.  All  such  heaters  are  included  in  the  term 
"sheet  heater"  or  "heater  in  the  form  of  a  sheet" 

5  as  used  herein. 
The  invention  is  illustrated  in  the  accompany- 

ing  drawing,  in  which 
Figure  1  is  a  diagrammatic  back  view  of  an 
assembly  of  the  invention; 

io  Figure  2  is  a  diagrammatic  cross-section  on  line 
AA  of  Figure  1  ; 
Figure  3  is  a  diagrammatic  cross-section  of  an- 
other  assembly  of  the  invention; 
Figure  4  is  an  enlarged  and  more  detailed  view 

75  of  a  part  of  Figure  3. 
Figure  5  is  a  diagrammatic  plan  view  of  another 
sheet  heater  which  can  be  used  in  this  inven- 
tion;  and 
Figure  6  is  a  diagrammatic  cross-section 

20  through  the  strip  heater  used  in  Figure  5. 
The  sheet  heater  must  be  positioned  so  that  it 

is  substantially  separated  from  the  antenna  by  a 
medium  which  is  substantially  transparent  to  ther- 
mal  radiation,  usually  air,  so  that  heat  generated  by 

25  the  heater  radiates  from  the  heater  through  the 
medium  and  strikes  the  back  surface  of  the  an- 
tenna.  Typically,  the  distance  between  the  first 
surface  of  the  heater  and  the  back  surface  of  the 
antenna  is  3  to  6  inches  (7.6  to  15.2  cm).  In  known 

30  methods  in  which  an  electrical  resistance  heater  is 
placed  in  direct  contact  with  an  antenna,  heating  of 
the  antenna  takes  place  mainly  or  exclusively  by 
conduction.  In  the  present  invention,  by  contrast, 
little  or  none  of  the  heating  of  the  antenna  is  the 

35  result  of  conduction  and  a  substantial  proportion, 
preferably  at  least  40%,  particularly  at  least  60%, 
of  the  heating  of  the  antenna  is  the  result  of  radi- 
ation.  The  antenna  is  generally  also  heated  by  free 
convection  from  air  (or  other  gas)  which  lies  be- 

40  tween  the  antenna  and  the  heater.  The  air  is  prefer- 
ably  still  air,  i.e.  any  movement  thereof  is  solely  the 
result  of  convection  currents. 

We  have  found  that  by  heating  the  antenna  in 
this  way,  the  antenna  is  heated  surprisingly  uni- 

45  formly  even  when  the  cooling  effect  of  ice  or  snow 
is  localized,  and  that  as  a  result,  improved  signal 
reception  and  transmission,  and  compliance  with 
the  appropriate  regulations,  are  achieved.  This  is 
apparently  due  to  a  combination  of  two  factors. 

50  First,  heat  can  be  transferred  to  a  localized  cold 
spot  not  only  from  the  portion  of  the  heater  directly 
opposite  the  cold  spot,  but  also  (though  to  a  gradu- 
ally  decreasing  extent)  by  the  adjacent  parts  of  the 
heater  which  can  "view"  the  cold  spot.  Secondly, 

55  the  heat  transferred  by  radiation  from  the  heater  to 
the  antenna  is  not  directly  proportional  to  the  tem- 
perature  difference  between  them  (as  it  is  if  the 
heat  is  transferred  by  conduction)  but  is  propor- 
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tional  to  TH+-TV,  where  TH  is  the  temperature  of 
the  first  surface  of  the  heater  and  TA  is  the  tem- 
perature  of  the  back  surface  of  the  antenna  (in  °  K). 

Another  important  advantage  of  the  present 
invention  stems  from  the  fact  that  dish  antennas 
generally  comprise  a  plurality  of  ribs  which  extend 
from  the  back  surface  of  the  antenna.  As  a  result,  if 
an  electrical  resistance  heater  is  to  be  placed  in 
direct  contact  with  the  antenna,  a  large  number  of 
specially  shaped  and  interconnected  component 
heaters  must  be  used,  and  they  must  contact  sub- 
stantially  the  whole  of  the  antenna.  When  radiant 
heating  is  employed,  as  in  the  present  invention, 
the  heater  can  be  positioned  clear  of  the  ribs,  thus 
making  it  possible  to  use  one  or  a  relatively  small 
number  of  sheet  heaters,  e.g.  less  than  8,  for 
example  4  to  6,  each  of  which  has  an  easily 
manufactured  shape,  e.g.  a  rectangular  shape.  Fur- 
thermore,  it  is  not  necessary  for  the  heater  to  cover 
the  whole  of  the  back  surface  of  the  antenna.  The 
ratio  of  the  area  of  the  heater  to  the  area  of  the 
back  surface  of  the  antenna  (ignoring  the  ribs) 
should  generally  be  at  least  0.3,  but  it  need  not  be 
(though  of  course  it  can  be)  as  high  as  1.0;  thus 
the  ratio  is  preferably  0.4  to  0.9,  particularly  0.5  to 
0.8. 

Direct  physical  contact  between  the  antenna 
and  the  heater  is  preferably  minimized,  especially 
when  the  antenna  comprises  ribs  of  metal  or  other 
thermally  conductive  material,  since  heating  of  the 
antenna  by  conduction  through  the  ribs  tends  to 
cause  irregular  heating,  and  consequent  distortion, 
of  the  front  surface.  Thus  it  is  preferred  that  at  least 
90%,  particularly  at  least  95%,  especially  substan- 
tially  100%,  of  the  first  surface  of  the  heater  is 
exposed  to  the  air  (or  other  medium  which  sepa- 
rates  the  dish  antenna  and  the  heater).  If  the  heater 
is  secured  to  ribs  on  the  back  surface  of  the 
antenna,  it  is  preferably  secured  to  the  ribs  by 
fasteners  which  are  composed  of  polymeric  ma- 
terial  or  other  material  of  low  thermal  conductivity, 
which  are  spaced  apart  from  each  other,  and  which 
preferably  prevent  direct  contact  between  the  heat- 
er  and  the  ribs.  Preferably,  however,  the  heater  is 
secured  to  a  back  shell  which  is  secured  to  the 
dish  antenna  around  the  perimeter  thereof.  The 
back  shell  is  preferably  environmentally  sealed  to 
the  antenna,  to  minimize  heat  losses. 

The  first  surface  of  the  heater  and/or  the  back 
surface  of  the  dish  antenna  are  preferably  treated 
in  some  way  which  improves  the  emissivity  thereof, 
for  example  by  painting  with  a  flat  black  paint.  The 
second  surface  of  the  heater,  on  the  other  hand,  is 
preferably  such  that  its  emissivity  is  low.  Further- 
more,  the  second  surface  is  preferably  substantially 
covered  by  thermal  insulation  material,  eg.  a 
foamed  polymer,  fiberglass  or  other  void-containing 
polymeric  material,  either  alone  or  backed  by  a 

metallic  foil. 
Any  form  of  sheet  heater  can  be  used  in  this 

invention  providing  that  it  radiates  heat  sufficiently 
uniformly  to  warm  the  antenna  without  causing 

5  substantial  distortion  thereof.  For  this  purpose,  the 
radiant  thermal  output  preferably  does  not  vary  by 
more  than  ±  20%,  particularly  not  more  than  ± 
10%,  from  the  average  value,  when  the  thermal 
load  is  the  same  at  all  points  on  the  heater,  i.e. 

io  when  the  antenna  is  at  a  uniform  temperature. 
Preferred  heaters  comprise  a  resistive  element 
which  is  in  the  form  of  a  sheet  having  electrodes 
secured  (directly  or  indirectly)  thereto.  Preferably 
each  of  the  electrodes  is  also  in  the  form  of  a 

is  sheet,  eg.  a  metal  foil,  the  resistive  element  lying 
between  the  electrodes  so  that  the  current  passes 
normally  through  the  resistive  element;  however, 
other  electrode  arrangements  are  also  possible. 
Satisfactory  heaters  can  also  be  made  by  combin- 

20  ing  one  or  more  strip  heaters  with  a  sheet  of  metal, 
eg.  aluminum,  or  other  material  of  high  thermal 
conductivity.  The  strip  heater(s)  can  be  secured  to 
one  surface  of  the  metal  sheet,  the  opposite  face 
then  serving  as  the  radiant  surface,  or  can  be 

25  sandwiched  between  two  metal  sheets,  or  can  be 
embedded  in  the  sheet.  The  arrangement  and 
spacing  of  the  strip  heater(s)  should  be  such  as  to 
provide  a  sufficiently  uniform  radiant  heat  output. 
Thus  one  or  more  strip  heaters  can  for  example  be 

30  arranged  in  serpentine  fashion;  or  a  plurality  of 
strip  heaters  can  for  example  be  arranged  parallel 
to  each  other,  together  with  electrical  bus  connec- 
tors  to  feed  power  to  the  heaters. 

The  heater  is  preferably  self-regulating,  ie.  the 
35  higher  the  thermal  load  at  any  particular  point  on 

the  heater  (or  in  any  particular  zone  which  is  small 
in  comparison  with  the  overall  size  of  the  heater), 
the  higher  the  heat  output  of  the  heater  at  that 
point  (or  in  that  zone);  this  avoids  overheating  of 

40  the  antenna  in  areas  which  are  not  being  cooled  by 
ice  or  snow,  and  results  in  remarkable  temperature 
uniformity  of  the  dish  antenna,  and  consequent 
minimization  of  distortion  of  the  antenna.  The  sepa- 
ration  of  the  antenna  and  the  self-regulating  heater 

45  would  be  expected  to  result  in  a  reduction  of  the 
sensitivity  of  the  thermal  output  of  the  heater  to  the 
temperature  of  the  antenna.  In  fact,  however,  the 
sensitivity  is  increased,  and  this  apparently  results 
from  a  combination  of  the  self-regulating  character- 

50  istic  with  the  two  factors  discussed  above  (i.e.  (1)  a 
localized  change  in  the  temperature  of  the  antenna 
is  sensed  not  only  by  the  portion  of  the  heater 
directly  opposite  the  change,  but  also  by  the  adja- 
cent  parts  of  the  heater,  and  (2)  the  heat  trans- 

55  ferred  by  radiation  from  the  heater  to  the  antenna 
is  proportional  to  TH+-TA+). 

Preferred  self-regulating  heaters  for  use  in  this 
invention  comprise  a  PTC  (positive  temperature 

3 
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coefficient  of  resistance)  conductive  polymer  com- 
position  which  forms  part  or  all  of  the  resistive 
heating  element  or  which  acts  as  a  control  element 
for  a  ZTC  (zero  temperature  coefficient)  resistive 
heating  element  ie.  a  heating  element  whose  ther- 
mal  output  is  substantially  independent  of  tempera- 
ture,  which  may  be  composed  of  a  conductive 
polymer  composition  or  other  material,  e.g.  a  Nich- 
rome  or  other  resistive  heating  wire.  Self-regulation 
through  other  PTC  materials  or  through  other 
means  (e.g.  the  skin  effect  or  the  Curie  point  effect) 
is  also  possible. 

If  a  self-regulating  heater  is  not  used,  one  or 
more  thermostats  may  be  used  to  control  a  ZTC 
heater. 

For  details  of  heaters,  including  self-regulating 
heaters,  and  conductive  polymer  compositions,  re- 
fer  ence  may  be  made  to  U.S.  Patents  Nos. 
3,218,384,  3,296,364,  4,072,848,  4,117,312, 
4,304,987,  4,330,703,  4,425,497,  4,429,216, 
4,534,889  and  4,560,498,  and  European  Patent 
Publication  Nos.  158,410  (MP0897),  197,759 
(MP1039),  223,404  (MP1090),  227,405  (MP1034), 
231,068  (MP1095&1100). 

Referring  now  to  the  drawing,  Figures  1  and  2 
show  a  dish  antenna  1  having  a  concave  front 
surface  11  and  a  convex  back  surface  12  and  a 
plurality  of  ribs  13  extending  from  the  back  surface. 
An  electrical  heater  comprising  four  rectangular 
panels  2,  3,  4  and  5  is  secured  to  the  ribs  by 
means  of  polymeric  straps  6. 

Figure  3  is  similar  to  Figure  2,  but  shows  an 
assembly  further  comprising  a  back  shell  7,  which 
is  environmentally  sealed  to  the  periphery  of  dish 
antenna  1;  the  heater  panels  2,  3,  4  and  5  are 
secured  to  the  back  shell  7  instead  of  to  the  ribs 
13,  and  a  layer  8  of  fiberglass  insulation  secured  to 
a  metal  foil  9  lies  between  the  heater  and  the 
insulation. 

As  shown  in  the  detailed  view  of  Figure  4,  the 
heater  comprises  metal  foil  electrodes  41  and  42, 
with  a  PTC  conductive  polymer  resistive  heating 
element  43  sandwiched  between  them.  The  front 
surface  of  the  heater  has  a  coating  44  of  flat  black 
paint  thereon. 

Figure  5  shows  an  alternative  form  of  sheet 
heater  for  use  in  the  invention  which  comprises  a 
metal,  eg.  aluminum,  plate  100  having  a  strip  heat- 
er  101  secured  one  surface  thereof.  The  first 
(radiant)  surface  of  the  heater  is  the  opposite  face. 
Figure  6  is  a  cross-section  through  a  preferred  strip 
heater  which  comprises  wire  electrodes  61  and  62 
embedded  in  a  strip  63  of  a  PTC  conductive  poly- 
mer,  and  polymeric  insulation  64  surrounding  the 
strip  63. 

The  invention  is  further  illustrated  by  the  follow- 
ing  Example. 

Example 

A  PTC  conductive  polymer  powder  was  pre- 
pared  by  mixing  56%  by  weight  of  Marlex  50100 

5  (high  density  polyethylene  made  by  Phillips  Petro- 
leum),  43%  by  weight  of  Statex  GH  (carbon  black 
made  by  Columbian  Chemicals),  and  1%  by  weight 
of  an  antioxidant  in  a  Banbury  mixer.  The  resulting 
compound  was  irradiated  to  a  dose  of  50  Mrads  in 

io  a  3MeV  electron  beam  and  pulverized  until  all  the 
particles  were  smaller  than  187  micrometers  (80 
mesh).  This  PTC  powder  was  tumble-blended  with 
an  equal  weight  of  FA750  (high  density  polyethyl- 
ene  made  by  USI  Chemicals),  and  the  blend  was 

15  extruded  into  a  12  inch  by  0.040  inch  (30.5  x  0.10 
cm)  sheet. 

Using  a  belt  laminator  set  at  400  °F  (204  °C), 
the  sheet  was  laminated  on  each  side  with  0.001 
inch  (0.0025  cm)  TEX-1  foil  (nickel/zinc  passivated 

20  electro  deposited  copper  made  by  Yates). 
A  heater  for  a  1  .8  meter  diameter  antenna  was 

made  as  follows.  The  laminated  sheet  was  trimmed 
into  five  approximately  10  by  60  inch  (25.4  by 
152.4  cm)  panels.  Electrical  busbars  were  attached 

25  to  the  two  surfaces  of  each  panel  by  soldering 
0.  020  by  0.5  inch  (0.05  x  1.27  cm)  copper  strips 
terminated  with  16  AWG  copper  conductor  onto  the 
copper  foil.  Adjacent  panels  were  electrically  con- 
nected  in  parallel  using  a  standard  connection  suit- 

30  able  for  attachment  to  a  120V  power  source.  The 
panels  and  connections  were  electrically  insulated 
by  covering  all  surfaces  completely  with  adhesive- 
backed  Mylar  tape.  The  first  surface  of  the  result- 
ing  heater  (ie.  the  radiant  surface)  was  then  painted 

35  with  flat  black  paint  (Krylon)  to  enhance  its  thermal 
emissivity. 

The  heater  was  fastened  with  plastic  straps  to 
the  back  surface  of  the  dish  antenna,  avoiding 
direct  contact  with  all  structural  ribs.  A  back  shell 

40  for  the  antenna  was  mated  to  the  antenna,  placing 
polyurethane  foam  between  the  back  of  the  heater 
and  the  back  shell  to  reduce  heat  losses. 

Claims 
45 

1.  A  dish  antenna  assembly  which  comprises 
(1)  a  dish  antenna  (1)  having  a  concave 
front  surface  (11)  and  a  convex  back  sur- 
face  (12);  and 

50  (2)  an  electrical  heater  (2,3,4,5)  in  the  form 
of  a  sheet  having  a  first  surface  and  an 
opposite  second  surface, 
the  assembly  being  characterised  in  that  the 
first  surface  of  the  heater  (2,3,4,5)  is  adja- 

55  cent  to  the  back  surface  of  the  antenna  (1) 
but  separated  therefrom  by  a  medium,  typi- 
cally  air,  which  is  substantially  transparent 
to  thermal  radiation,  whereby  heat  gener- 

4 
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ated  by  the  heater  (2,3,4,5)  radiates  from 
the  first  surface  and  strikes  the  back  surface 
of  the  antenna  (1),  the  assembly  being  such 
that  at  least  40%  of  the  heat  received  by 
the  dish  antenna  (1)  is  radiant  heat. 

2.  An  assembly  according  to  claim  1  wherein 
substantially  all  of  the  first  surface  of  the  heat- 
er  (2,3,4,5)  is  contacted  by  the  medium  which 
separates  the  dish  antenna  (1)  and  the  heater 
(2,3,4,5). 

3.  An  assembly  according  to  claim  1  or  2  wherein 
the  antenna  (1)  comprises  a  plurality  of  ribs 
(13)  which  extend  from  the  back  surface  there- 
of  and  the  heater  (2,3,4,5)  is  secured  to  the 
ribs  (13)  by  fastening  members  (6)  which  are 
composed  of  polymeric  material  and  which  are 
spaced  apart  from  each  other. 

4.  An  assembly  according  to  any  one  of  the  pre- 
ceding  claims  which  comprises  a  back  shell  (7) 
which  is  secured  to  the  dish  antenna  (1)  ar- 
ound  the  perimeter  thereof  and  to  which  the 
heater  (2,3,4,5)  is  secured. 

5.  An  assembly  according  to  any  one  of  the  pre- 
ceding  claims  which  comprises  (a)  a  back  shell 
(7)  which  is  environmentally  sealed  to  the  dish 
antenna  (1),  and  (b)  thermal  insulation  material 
(8)  which  substantially  covers  the  second  sur- 
face  of  the  heater  (2,3,4,5). 

6.  An  assembly  according  to  anyone  of  the  pre- 
ceding  claims  wherein  the  heater  (2,3,4,5)  is  a 
self-regulating  heater,  preferably  a  heater 
which  comprises  two  metal  foil  electrodes 
(41,42)  and  a  resistive  heating  element  (43) 
which  is  composed  of  a  conductive  polymer 
element  exhibiting  PTC  behavior  and  is  in  the 
form  of  a  sheet  lying  between  the  foil  elec- 
trodes  (41  ,  42). 

7.  An  assembly  according  to  any  one  of  the  pre- 
ceding  claims  wherein  the  ratio  of  the  area  of 
the  first  surface  of  the  heater  (2,3,4,5)  to  the 
area  of  the  back  surface  of  the  dish  antenna 
(1)  is  at  least  0.3,  preferably  0.4  to  0.9,  espe- 
cially  0.5  to  0.8. 

8.  An  assembly  according  to  any  one  of  the  pre- 
ceding  claims  which  comprises  a  plurality  of 
heaters  (2,3,4,5)  which  are  connected  in  par- 
allel  and  at  least  one  of  which  comprises  a 
resistive  heating  element  which  is  in  the  form 
of  substantially  rectangular  sheet. 

9.  An  assembly  according  to  any  one  of  the  pre- 

ceding  claims,  wherein  the  heater  comprises  a 
self-regulating  strip  heater  (101)  arranged  in 
serpentine  form,  the  strip  heater  being  secured 
to  a  metal  sheet  (100)  or  being  sandwiched 

5  between  two  metal  sheets. 

10.  An  assembly  according  to  claim  9,  wherein  the 
self-regulating  strip  heater  (101)  comprises 
wire  electrodes  (61,62)  embedded  in  a  strip 

io  (63)  of  a  PTC  conductive  polymer. 

Revendicatlons 

1.  Ensemble  a  antenne  parabolique  qui  comporte 
is  (1)  une  antenne  parabolique  (1)  presentant 

une  surface  avant  concave  (11)  et  une  sur- 
face  arriere  convexe  (12)  :  et 
(2)  un  dispositif  chauffant  electrique  (2,  3,  4, 
5)  sous  la  forme  d'une  feuille  ayant  une 

20  premiere  surface  et  une  seconde  surface 
opposee, 
I'ensemble  etant  caracterise  en  ce  que  la 
premiere  surface  du  dispositif  chauffant  (2, 
3,  4,  5)  est  adjacente  a  la  surface  arriere  de 

25  I'antenne  (1),  mais  en  est  separee  par  un 
milieu,  habituellement  de  I'air,  qui  est  sensi- 
blement  transparent  au  rayonnement  ther- 
mique,  de  maniere  que  de  la  chaleur  gene- 
ree  par  Ie  dispositif  chauffant  (2,  3,  4,  5) 

30  rayonne  depuis  la  premiere  surface  et  attei- 
gne  la  surface  arriere  de  I'antenne  (1),  I'en- 
semble  etant  tel  qu'au  moins  40  %  de  la 
chaleur  regue  par  I'antenne  parabolique  (1) 
est  de  la  chaleur  rayonnante. 

35 
2.  Ensemble  selon  la  revendication  1  ,  dans  lequel 

Ie  milieu  qui  separe  I'antenne  parabolique  (1) 
du  dispositif  chauffant  (2,  3,  4,  5)  est  en 
contact  avec  pratiquement  la  totalite  de  la  pre- 

40  miere  surface  du  dispositif  chauffant  (2,  3,  4, 
5). 

3.  Ensemble  selon  la  revendication  1  ou  2,  dans 
lequel  I'antenne  (1)  comporte  plusieurs  nervu- 

45  res  (13)  qui  font  saillie  de  sa  surface  arriere  et 
Ie  dispositif  chauffant  (2,  3,  4,  5)  est  fixe  aux 
nervures  (13)  par  des  organes  de  fixation  (6) 
qui  sont  composes  d'une  matiere  polymerique 
et  qui  sont  espaces  des  uns  des  autres. 

50 
4.  Ensemble  selon  I'une  quelconque  des  revendi- 

cations  precedentes,  qui  comporte  une  coque 
arriere  (7)  qui  est  fixee  a  I'antenne  parabolique 
(1)  Ie  long  de  son  perimetre  et  a  laquelle  Ie 

55  dispositif  chauffant  (2,  3,  4,  5)  est  fixe. 

5.  Ensemble  selon  I'une  quelconque  des  revendi- 
cations  precedentes,  qui  comporte  (a)  une  co- 

5 
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que  arriere  (7)  qui  est  en  liaison  etanche  a 
I'environnement  avec  I'antenne  parabolique 
(1),  et  (b)  une  matiere  d'isolation  thermique  (8) 
qui  recouvre  sensiblement  la  seconde  surface 
du  dispositif  chauffant  (2,  3,  4,  5). 

6.  Ensemble  selon  I'une  quelconque  des  revendi- 
cations  precedentes,  dans  lequel  Ie  dispositif 
chauffant  (2,  3,  4,  5)  est  un  dispositif  chauffant 
a  auto-regulation,  de  preference  un  dispositif 
chauffant  qui  comporte  deux  electrodes  (41, 
42)  en  feuille  metallique  mince  et  un  element 
chauffant  resistif  (43)  qui  est  compose  d'un 
element  en  polymere  conducteur  presentant 
un  comportement  CPT  et  se  presente  sous  la 
forme  d'une  feuille  s'etendant  entre  les  electro- 
des  (41,  42)  en  feuille  mince. 

7.  Ensemble  selon  I'une  quelconque  des  revendi- 
cations  precedentes,  dans  lequel  Ie  rapport  de 
I'aire  de  la  premiere  surface  du  dispositif 
chauffant  (2,  3,  4,  5)  a  I'aire  de  la  surface 
arriere  de  I'antenne  parabolique  (1)  est  d'au 
moins  0,3,  de  preference  0,4  a  0,9,  en  parti- 
culier  0,5  a  0,8. 

8.  Ensemble  selon  I'une  quelconque  des  revendi- 
cations  precedentes,  qui  comporte  plusieurs 
dispositifs  chauffants  (2,  3,  4,  5)  qui  sont 
connectes  en  parallele  et  dont  au  moins  I'un 
comprend  un  element  chauffant  resistif  qui  se 
presente  sous  la  forme  d'une  feuille  sensible- 
ment  rectangulaire. 

9.  Ensemble  suivant  I'une  quelconque  des  reven- 
dications  precedentes,  dans  lequel  les  disposi- 
tifs  chauffants  comportent  une  bande  chauffan- 
te  (101)  a  auto-regulation  agencee  en  forme  de 
serpentin,  la  bande  chauffante  etant  fixee  a 
une  feuille  metallique  (100)  ou  etant  prise  en 
sandwich  entre  deux  feuilles  metalliques. 

10.  Ensemble  selon  la  revendication  9,  dans  lequel 
la  bande  chauffante  (101)  a  auto-regulation 
comporte  des  electrodes  (61  ,  62)  en  fil  noyees 
dans  une  bande  (63)  de  polymere  conducteur 
CPT. 

Patentanspruche 

1.  Schusselantennenanordnung,  die  aufweist: 
(1)  eine  Schusselantenne  (1)  mit  einer  kon- 
kaven  Vorderseite  (11)  und  einer  konvexen 
Ruckseite  (12);  und 
(2)  eine  elektrische  Heizeinrichtung  (2,  3,  4, 
5)  in  Form  eines  Flachenkorpers  mit  einer 
ersten  Oberflache  und  einer  entgegenge- 
setzten  zweiten  Oberflache, 

wobei  die  Anordnung  dadurch  gekennzeich- 
net  ist,  da/S  die  erste  Oberflache  der  Heiz- 
einrichtung  (2,  3,  4,  5)  an  die  Ruckseite  der 
Antenne  (1)  angrenzt,  davon  jedoch  durch 

5  ein  Medium,  typischerweise  Luft,  das  ge- 
genuber  Warmestrahlung  im  wesentlichen 
durchlassig  ist,  getrennt  ist,  so  da/S  von  der 
Heizeinrichtung  (2,  3,  4,  5)  erzeugte  Warme 
von  der  ersten  Oberflache  abstrahlt  und  auf 

io  die  Ruckseite  der  Antenne  (1)  auftrifft,  wo- 
bei  die  Anordnung  derart  ist,  da/S  wenig- 
stens  40  %  der  von  der  Schusselantenne 
(1)  aufgenommenen  Warme  Strahlungswar- 
me  ist. 

15 
2.  Anordnung  nach  Anspruch  1  ,  wobei  im  wesent- 

lichen  die  gesamte  erste  Oberflache  der  Heiz- 
einrichtung  (2,  3,  4,  5)  von  dem  die  Schussel- 
antenne  (1)  und  die  Heizeinrichtung  (2,  3,  4,  5) 

20  trennenden  Medium  beruhrt  wird. 

3.  Anordnung  nach  Anspruch  1  oder  2,  wobei  die 
Antenne  (1)  eine  von  ihrer  Ruckseite  ausge- 
hende  Vielzahl  von  Rippen  (13)  aufweist  und 

25  die  Heizeinrichtung  (2,  3,  4,  5)  durch  Befesti- 
gungselemente  (6),  die  aus  einem  polymeren 
Material  bestehen  und  voneinander  beabstan- 
det  sind,  an  den  Rippen  (13)  befestigt  ist. 

30  4.  Anordnung  nach  einem  der  vorhergehenden 
Anspruche,  die  eine  hintere  Schale  (7)  auf- 
weist,  die  urn  den  Umfang  der  Schusselanten- 
ne  (1)  herum  an  ihr  befestigt  und  an  der  die 
Heizeinrichtung  (2,  3,  4,  5)  befestigt  ist. 

35 
5.  Anordnung  nach  einem  der  vorhergehenden 

Anspruche,  die  aufweist  (a)  eine  hintere  Schale 
(7),  die  gegenuber  der  Umgebung  dicht  mit 
der  Schusselantenne  (1)  verbunden  ist,  und  (b) 

40  Warmeisoliermaterial  (8),  das  die  zweite  Ober- 
flache  der  Heizeinrichtung  (2,  3,  4,  5)  im  we- 
sentlichen  bedeckt. 

6.  Anordnung  nach  einem  der  vorhergehenden 
45  Anspruche,  wobei  die  Heizeinrichtung  (2,  3,  4, 

5)  eine  selbstregelnde  Heizeinrichtung,  bevor- 
zugt  eine  Heizeinrichtung  ist,  die  zwei  Metallfo- 
lienelektroden  (41,  42)  und  ein  Widerstands- 
Heizelement  (43)  aufweist,  das  aus  einem  lei- 

50  tenden  Polymerelement  mit  PTC-Verhalten  be- 
steht  und  in  Form  eines  zwischen  den  Folien- 
elektroden  (41,  42)  liegenden  Flachenkorpers 
vorliegt. 

55  7.  Anordnung  nach  einem  der  vorhergehenden 
Anspruche,  wobei  das  Verhaltnis  der  Flache 
der  ersten  Oberflache  der  Heizeinrichtung  (2, 
3,  4,  5)  zu  der  Flache  der  Ruckseite  der 

6 
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Schusselantenne  (1)  wenigstens  0,3,  bevorzugt 
0,4  bis  0,9,  insbesondere  0,5  bis  0,8,  betragt. 

8.  Anordnung  nach  einem  der  vorhergehenden 
Anspruche,  die  eine  Vielzahl  von  Heizeinrich-  5 
tungen  (2,  3,  4,  5)  aufweist,  die  parallelgeschal- 
tet  sind  und  von  denen  wenigstens  eine  ein 
Widerstands-Heizelement  aufweist,  das  in 
Form  eines  im  wesentlichen  viereckigen  Fla- 
chenkorpers  vorliegt.  10 

9.  Anordnung  nach  einem  der  vorhergehenden 
Anspruche,  wobei  die  Heizeinrichtung  ein 
selbstregelndes  Heizband  (101)  aufweist,  das 
serpentinenformig  angeordnet  ist,  wobei  das  is 
Heizband  an  einem  Metallflachenkorper  (100) 
befestigt  oder  zwischen  zwei  Metallflachenkor- 
pern  sandwichartig  angeordnet  ist. 

10.  Anordnung  nach  Anspruch  9,  wobei  das  selbst-  20 
regelnde  Heizband  (101)  Drahtelektroden  (61, 
62)  aufweist,  die  in  ein  Band  (63)  aus  einem 
PTC-leitenden  Polymer  eingebettet  sind. 
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