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To ?t/7, 7th Oil, it in ?tily concern: 
Beit known that I, CoRTW.TOWNS END, a citi 

Zen of the United States, residing at New Phila 
delphia, in the county of Tuscarawas and State 

5 of Ohio, have invented certain new and useful 
Improvements in Match-Boxes; and I do here 
by declare that the following is a full, clear, and 
exact description of the same, reference being 
had to the annexed drawings, making a part of 

Io this specification, and to the figures of refer 
ence marked thereon, in which 
Figure 1 is a perspective view of the box. 

Fig. 2 is a section on line 22, Fig. 4. Fig. 3 
is a sectional perspective view showing a por 

I5 tion of the frame and a portion of the hinged 
match-receptacle. 
ing the cover removed. Fig. 5 is a vertical 
section on line 4 4, Fig. 4. Fig. 6 is a view 
showing a portion of the top of the frame and 

2O illustrating a portion of the match-receptacle 
and its catch. Fig. 7 is a detached view of 
the match-picker. 
The present invention has relation to match 

boxes designed to deliver a single match at a 
25 time; and it consists in the novel construction 

hereinafter described, and particularly point 
ed out in the claim. 

Similar numerals of reference indicate cor 
responding parts in all the figures of the draw 

3o ings. 
In the accompanying drawings, 1 represents 

the case or frame, which is preferably rec 
tangular and of any convenient size, which 
frame or casing is closed at its front side by 

35 means of the lid 2, which lid is slidably con 
nected to the frame. 

Within the casing 1 is located the match-re 
ceptacle 3, which match-receptacle is formed 
of a size to hold a number of matches. The 

40 receptacle is provided at its bottom or lower 
end with the bead 4, which bead is located 
around the rod 5, which rod is connected in 
any convenient and well-known manner to the 
casing 1 at its end. 
The match-receptacle 3 is provided with the 

inclined extension 6, which inclined extension 
is for the purpose of receiving the matches and 
at the same time providing a means for the 
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Fig. 4 is a front view show 

Serial No. 219,160, (No model.) 

device for removing the matches or, in other So 
words, to allow the matches to fall by gravity 
from time to time until all of the matches in 
the receptacle are removed, as hereinafter de 
scribed. 
To one side of the frame or casing 1 is at- 55 

tached the bracket 7, to which bracket is piv 
otally attached the lever 8, which lever is ex 
tended through the slot 9 and is provided with 
the operating-knob 10. Below the free end 
of the lever 8 and upon the inner face of the 6o 
casing 1 is attached the bracket 11, to which 
bracket is pivotally attached the link 12, 
which link is pivotally connected to the lever 
8, and for the purpose of allowing the link 12 
to assume the position illustrated by dotted 65 
lines in Fig. 4 when the lever 8 is brought 
into the position illustrated by dotted lines 
the lever 8 is provided with the slot 13 and 
the connecting-rivet 14 located through the 
slot, as illustrated in Fig. 4. To the free end 7 o 
of the link 12 is pivotally attached the picker 
bar 15, which picker-bar is provided with the 
pickers 16, which pickers are curved from 
each other and are so arranged that when the 
picker-bar together with the pickers are 75 
pressed downward they will grasp a single 
match, as illustrated in Fig. 7. 
Above the match-receptacle extension 6 is 

located a match - deflecting plate 17, which 
match-deflecting plate is pivotally attached to 8o 
the rod 18, which rod is connected in any con 
venient and well-known manner to the sides 
of the casing 1. The deflecting-plate 17 is 
provided with the arm 19, to which arm is at 
tached the weight 20. 

For the purpose of normally holding the 
deflecting-plate in the position illustrated in 
Fig. 5 the cord or wire 21 is provided, the 
lower end of which is attached to the deflect 
ing-plate 17 and the upper end to the lever 8. 9o 
When the lever 8 is pressed downward, the 
cord or wire 21 will be slackened, thereby al 
lowing the deflecting-plate to turn upon its 
hinges, and for the purpose of insuring the 
proper action of the deflecting-plate the arm 95 
19 and the weight 20 are provided. It will 
be understood that after the deflecting-plate 
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matches to find their way directly under the has been turned downward upon its hinges it 
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will be out of the path of the downward move 
ment of the picker-bar 15 and pickers 16, 
thereby allowing the pickers to move down 
ward without interruption. Upon the up 
ward movement of the picker-bar the deflect 
ing-plate 17 will be moved upward by the cord 
21, and when said picker-bar together with 
the pickers have fully passed said deflecting 
plate it is free to be brought into the position 
illustrated in Figs. 4 and 5, and by the con 
tinued upward movement of the picker-bar 
the matches will strike the plates 22, which 
removes the matches and allows them to drop 
upon the plate 17 and from thence downward 
and upon the inclined ledge 23 and into the 
trough 24, a slot or opening being formed 
in the slide 2 for the purpose of allowing the 
matches to find their way to the trough 24. 
For the purpose of determining the number 

of matches in the receptacle the back of Said 
receptacle is provided with the slot 26. The 
front or forward portion of the match-recep 
tacle 3 is provided with the slide 27, which is 
for the purpose of closing the receptacle and 
preventing any accidental displacement of the 
matches. 

For the purpose of holding the match-re 
ceptacle 3 in proper relative position the catch 
28 is provided, which catch engages a recess 
formed in the upper portion of the frame or 
casing 1, said catch being pivotally connected 
to the back of the match-receptacle 3. 

For the purpose of providing a means for 
easily moving the lever 8 downward the fixed 
plate 29 is provided and is located directly 
below the knob 10 and within easy reach of 
the thumb or finger, so that the thumb or one 
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finger can be placed under the plate 29 and a 
thumb or finger placed upon the top of the 
knob 10, which provides a handy way for op 
erating the device. 

For the purpose of automatically lifting the 
lever 8, together with the different parts moved 
by the lever, the Spring 30 is provided, one 
end of Said spring being attached to the case 
1 or its equivalent and the other end attached 
to the lever 8. 
Having fully described my invention, what 

I claim as new, and desire to secure by Letters 
Patent, is 

In a match-box of the class described, the 
combination of a casing, provided with a 
match-receptacle having a trough-like lower 
portion, a lever provided with an operating 
knob, said lever pivoted to the casing, a link 
pivoted at one end, and pivotally connected 
to the lever, a picker-bar pivotally attached 
to the link and provided with pickers, a piv 
oted deflecting-plate located in the path of the 
picker-bar, and provided with a weighted arm, 
a cord secured to the deflecting-plate and to 
the operating-lever, and a spring adapted to 
elevate the operating-lever when released, and 
a trough extended beyond the casing having 
an inclined back extended into the casing, 
Substantially as and for the purpose specified. 

In testimony that I claim the above I have 
hereunto Subscribed my name in the presence 
of two witnesses. 

CORT W., TOWNSEND 
Witnesses: 

J. A. JEFFERS, 
F. W. BOND. 
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