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This invention relates to certain new and use 
ful improvements, in shoes, particularly of the 
Sandal type. 
The main objects are to, provide means where 

5 by the length, size of the shoe may be easily 
Varied, also to provide a novel adjustable: shank 
stiffenei so, constructed that the tendency of the 
Shank to break down under the Weight of the 
wearer is effectively resisted. 

0. Other advantages will be: apparent from a 
reading of the following specification and an 
examination of the accompanying drawing in 
which I have shown Iny invention in one pre 
ferred form. 

3. In the drawing 
Fig. 1 is a perspective view of my improved 

shoe; 
Fig. 2 is a relatively enlarged side elevation 

partly in Section; 
26 Fig. 3 is an exploded view showing certain 

details in perspective; 
Fig. 4 is: a plan view of certain details. 
f represents, the heel proper of a shoe. 2 

represents, the quarter or heel portion. 3 rep 
25 resents: the vamp or toe portion. 4 represents 

the shank portion. Secured within the shank 
between the insole and the OutSole thereof is a 
metal strip. 5, which forms part of my novel shank 
stiffener. Any suitable means such as a rivet 

30 may be employed to secure this strip, 5 within 
the shoe-shaak. The rear end of this strip pro 
jects beyond the rear end of the Shank and is 
provided with a plurality of holes 5. The co 
operating part of the shank stiffener comprises, 

35 in its preferred form, a sleeve 6 within which the 
rear end of the strip. 5 snugly telescopes. The 
part 6 preferably has laterally projecting ears 
6'-6" with a Screw hole in each ear. There- is 
also a Screw hole in the rear end of said sleeve. 

40 2-7 are screws by which the part 6 may be an 
chored to the heel 5. In the part 6 there is a 
screw passage in the mid portion for receiving 
an adjusting Screw 8. The part 6 is So mounted 
or Shinned. On the heel that its for Ward end 

45 is elevated somewhat (see Fig. 2) to afford a 
clearance pocket or recess to receive the rear end 
of the outsole portion of the shank. 9 is what 
I may term an insole piece for the heel. This is 
suitably fitted to the inside of the quarter With 

50 its forward edge Spaced above the part 6 Sufi 
ciently to afford the clearance pocket or recess 
for the rear end of the insole portion of the 
Shank. This piece may be held in place by the 
heads of the screws T-7. These parts may be 

55 properly skived so that the upper surfaces of 

(C. 36-2.5) 
the heel insole and the shankinsole will be prac 
tically flush, 0- is a sock lining for the inside 
of the heel portion. If is a small flap in the sock 
lining - which, in the finished shoe as delivered 
to the dealer, is preferably left loose to give 
access to the adjusting screw 8. This screw 8 
is of a size to approximately fill the particular 
hole, 5' that may be lined up therewith. The 
usual sock lining (not shown), naay be provided 
for the shank and toe portion of the shoe. Now, 
aSSunning the shoe as delivered to the dealer is 
found to be a little too short or a little: too long 
for a prospective customer. In that event, the 
dealer has but to remove the screw 8, shift the 
parts so as to lengthen or shorten the degree to 
which the part 5 will overlap the heel longitudi 
nally, reapply the screw, and, finally, cement 
down the flap. The spacing of the holes 5' is 
preferably such as to permit the length size vari 
ation to conform to the commercial size varia 
tions. Ordinarily, three holes 5’ will be found 
to afford a sufficiently wide variation in length 
Size to accommodate most feet of a given width. 
Size. It Sometimes happens that one person Will 
have one foot longer than the other. By my in 
vention, the dealer is not obliged to “split' two 
pair of shoes of different sizes to accommodate 
Such a customer, but may adjust either one of 
a pair of my shoes to take care of this variation. 
By this invention, a dealer is not required to 
purchase and carry as large. a stock as when 
Stocking up with shoes of the conventional sizes. 
By my invention, the rear end of the shank 
Stiffener extends well back of the center of the 
heel and provides a long bearing, the effect of 
which is to successfully resist the tendency of 
the shank to break down with the weight of the 
Wearer. 

I have shown and described my invention in 
only one preferred form, being aware that wa 
rious changes may be made in design and con 
Struction without departing from the spirit or 
SCOpe of the invention. For example, the wa 
riation in length size adjustment is effected by 
Varying the degree to which the part 5 overlaps 
the breast of the heel. The employment of a 
piece Such as the sleeve 6 furnishes one a simple 
and efficient means to that end, but this particu 
lar means is not essential So long as some means 
is provided to hold the projecting end of the 
piece 5 securely to the heel in different degrees 
Of Overlap and also provided a proper clearance 
pocket or recess is present at the front of the 
heel to receive the end of the Shank including 
the terminal portions of the insole and outsole 

5. 

0. 

5. 

20. 

25. 

30: 

40, 

45 

50 



O 

5 

20 

2 5 

30 

35 

40 

45 

55 

60 

2 2,009,684 
which sheath the Shank stiffener in various posi 
tions of longitudinal adjustment of the piece 5 
With respect to the heel. 

I claim: 
1. A sandal type shoe comprising a heel por 

tion, a metallic Socket carried thereby and Open 
at its front end, a vamp portion having a rear 
Wardly extending shank Stiffened by a metallic 
Strip sheathed between the insole and OutSole 
portions thereof and extending beyond the ends 
of said portions and slidable into Said Socket, Said 
heel portion having a pocket at its fol'Ward end 
to telescopically receive and hide the ends of 
the insole and outsole portions of the Shank Sur 
rounding said metallic strip, and heans to lock 
said shank end Within the heel portion in any 
one of a plurality of positions to permit said Shoe 
to be varied in over-all length. Without renowing 
said insole and outsole portions of the Shank from 
said pocket and from above the heel. 

2. A sandal shoe comprising a heel portion, a 
vamp portion having a rearwardly extending 
shank provided with a metallic arch Supporting 
strip secured between the insole and OutSole pcr 
tions thereof and covered thereby except at its 
rear end, a metallic socket secured on top of 
the heel portion and with which the uncovered 
end of said strip end is telescopically adjustable, 
said heel portion having a forwardly facing pock 
et above the breast of the heel to receive the rear 
ends of the insole and outsole portions of the 
shank and to permit support thereof by the breast 
portion. 

3. In a shoe, a vamp portion having a rear 
Wardly extending shank portion, a metallic Shank 
stiffener secured within the shank and project 
ing beyond the rear end thereof, a heel portion 
having a pocket at the front for telescopically 
receiving the end of the Shank, and means for 
securing the projecting end of the shankstiffener 
to the heel portion in different positions of ad 
justment longitudinally thereof to permit vary 
ing the length size of said shoe, the depth of 
said pocket being sufficient to permit said ad 
justment Without removing Said Shank from Said 
pocket and from above the heel. 

4. A shoe of the Sandal type Comprising a heel 
having a pocket at its upper front portion beiOW 
the Seat thereof, a vamp having a rear Wardly ex 
tending shank comprising an insole and an out 
sole secured together at their edges, the ends of 
said insole and outsole being adjustable to and 
fro in said heel pocket, a shank stiffener con 
prising two adjustable telescopic members, one 
being rigidly secured to the heel in line With said 
pocket, the other being rigidly secured to said 
shank between the insole and outsole portions 
thereof, and means to hold Said telescopic Stiff 
ener members in different positions of longitudi 
nal adjustment without removing the ends of 
said insole and outsole from said heel pocket and 
from above the heel. 

5. A sandal type shoe comprising a heel por 
tion, a metallic socket carried thereby and open 
at itS front end, a Vamp portion having a rear 
Wardly extending Shank stiffened by a metallic 
strip held between the insole and OutSole portions 
thereof and extending rearwardly beyond the 
ends of said insole and OutSole portion, said me 
tallic strip being telescopically adjustable in said 
Socket, the Outsole portion of said shank over 
lapping the forward part of the heel, With means 
to lock said metallic strip in Said SOcket in dif 
ferent positions of adjustment, Said OutSole por 
tion of the shank overlapping the heel in all of 
Said positions of adjustment, and means above 
the heel portion constituting a Support for the 
human heel pad, said means Overlapping the in 
sole portion of Said shank. 

6. A sandal type shoe comprising a heel por 
tion, a vamp portion having a rearwardly extend 
ing shank including an insole and an outsole, a 
metallic stiffener Strip enclosed in the shank be 
tWeen the insole and the outsole and projecting 
'earwardly therefrom, means carried by the heel, 
the exposed end of said metallic stiffener strip 
being adjustably Securable thereto in different 
pOSitions longitudinally to vary the length size 
Of the Shoe, the 'ear end of said outsole over 
lapping the forward end of the heel in all dif 
ferent positions of adjustment, with means on 
the heel above the metallic stiffeiner strip and 
OverStanding the insole portion of the Shank to 
form a Support for the human heel pad. 

7. An adjustable shoe comprising a heel por 
tion, a Vanp portion having a rearwardly ex 
tending arched shank including insole and out 
Sole portions, the OutSole overlapping the upper 
front Surface of the heel, in all positions of ad 
justment, a metallic stiffener strip for the arched 
shank Secured between the insole and outsole por 
tions thereof and projecting rearwardly beyond 
the insole polition, means to adjustbly and firmly 
Secure the rear portion of the stiffener strip to 
the heel top, to vary the length size of said 
Shoe, with means overlying the heel top to hide 
Said strip and to form a seat for the human heel 
pad. 

8. A shoe composed of tWO parts, One part com 
prising a vamp and a shank, the other part com 
prising a heel and a quarter, a two-partnetallic 
Shank Stiffener and connector, one part of said 
Stiffener being embedded in Said Shank, the other 
part of said stiffener being embedded in the upper 
part of Said heel, imeans for rigidly securing to 
gether the two parts of Said stiffener to connect 
the two parts of Said shoe, the rear portion of 
Said shank Overlapping the breast of Said heel 
When the two parts of Said Shoe are assembled 
together. 

JOSEPH M. AEFRONTE. 
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