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ABBIE M. DAVISON, OF LOYALTON, CALIFORNIA. 
PICTURE-HOLDER. 

1,056,636. 

To all whom it may concern. 

Loyalton, in the county of Sierra and State 
of California, have invented new and use 
ful Improvements in Picture-Holders, of 
which the following is a specification. 
This invention relates to improvements 

for holders for pictures, ornamental plates, 
plaques and similar articles. 
The object of the invention is to provide 

an extremely simple article of manufacture 
of a novel nature that may be readily ap 
plied to articles of various sizes and shapes, 
and which will hold the same without in 
juring them and will not hide nor detract 
from the ornamental exposed faces of such 
articles. 
With the above objects in view, and others 

which will appear as the nature of the de 
Scription progresses, the invention resides 
in the novel construction and arrangement 
of parts hereinafter fully described and 
claimed. 
In the drawings, accompanying this speci 

fication, there has been illustrated a simple 
and preferred embodiment of the improve 
ment, and in which drawings 

Figure 1 is a rear elevation showing my 
improvement in applied position upon a 
picture frame. Fig. 2 is a similar view 
showing the same in applied position upon 
an ornamental plate, plaque or the like. 
Fig. 3 is a sectional view taken upon the 
line 3-3 of Fig. 1. Fig. 4 is a perspective 
view of the device detached. Fig. 5 is a 
detail perspective yiew of the ring member 
of the device. Fig. 6 is a similar view 
of the retaining cap. Fig. 7 is a front ele 
vation of the frame and attachment. 

Similar numerals of reference designate corresponding parts throughout. 
In the drawings, the numeral 1 desig 

nates an ordinary rectangular picture frame. 
The numeral 2 designates the frame 

holder. This holder 2 comprises essentially 
a plurality of arms constructed of resilient 
material preferably two in number, and are 
arranged preferably at right angles to each 
other. These arms, designated by the nu 
meral 3, are each formed with eyes 4, and 
the said eyes are arranged upon each of 
the arms at an equal distance from the ends 
or engaging portions of the arms. Each of 
the said arms 3, beyond lts eyes 4, is coiled 
upon itself to provide the springs 5, and 
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the end convolution of the coil is bent as at Be it known that I, ABBIE M. DAVISON, 
a citizen of the United States, residing at 6 to provide a substantially U-shaped ter 

minal. This terminal 6 may be and is pref 
erably formed with an ornamental finger 7, 
the said finger adapted to engage with 
either the outer face of the frame or the side 
edges thereof. The arms 3 may be of any 
desired length, so that the same may be ap 
plied to various sizes of frames. 
The numeral 8 designates a ring member 

which is provided with a base flange 9. The 
ring member proper is formed with a plu rality of depressions, preferably four in 
number, to correspond with the number of 
the arms 3 employed. These depressions 10 
are arranged oppositely in pairs at right 
angles with each other, and the arms 3 are 
each adapted to pass through the diametri 
cally oppositely arranged depressions. The 
ring or sleeve is threaded as at 11, and the 
said threads are adapted to coact with in 
terior threads provided upon a retaining cap 
12. This retaining cap is adapted to be 
screwed home upon the threaded flange or 
ring, and thus effectively binds the arms 3 
in the lower walls formed by the depres 
sions 10, thus providing for the attachment 
of the said arms as well as for the sustain 
ing of the said arms in their adjusted po 
sition. 
The numeral 13 designates the hanging 

cord. This cord in the present instance is 
adapted to pass through the eyes provided 
upon the horizontally arranged arms 3, and 
the eye provided upon the lower vertical arm 
of the holder. The hanging cord may have 
its upper portion formed with a bow or 
other ornamentation at its point of connec 
tion with the hook or nail from which the 
picture is sustained. 

In Fig. 2 the holder is illustrated as at 
tached to a circular article, such as a plate, 
plaque, or the like and in this instance the 
arms therefor are arranged upon said plate 
at an angle with relation to each other. 
In this instance the sustaining cord 14 
passes through all of the eyes of the arms, 
and from the above description, taken in 
connection with the accompanying draw 
ings, it will be noted that I have provided a 
simple and effective holder for pictures, 
plates or the like which may be readily. and 
quickly adjusted to accommodate itself to 
various sizes of such devices. Furthermore, 
it will be noted that the device dispenses 
with the insertion of nails, eyelets, or other 
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articles within the frame of the picture oritained in contact therewith by the tension 20 
of the plaque for the reception of the sus 
taining cord, and it will be also noted that 
the greater the pressure or the weight of the 
picture upon the cord, the more tightly one 
or more of the arms of the holder will be 
“brought to contact the sides or edges of the 
device to which it is attached. 

Having thus fully described the said in 
vention, what I claim is:- . . . ; 
A holder for picture frames or the like 

embodying angularly arranged arms, each 
of said arms being provided with eyes, each 
of said arms being coiled upon itself be-, yond its eyes to provide springs, and the 
end convolution of each of the springs be ing bent to provide substantially U-shaped 
terminals which are adapted to engage with 
the edges of the picture frame and to be re 
Copies of this patent may be obtained for 

of the springs, a sustaining cord passing 
through the eyes and the weight of the pic 
ture frame tending to expand one or more of 
the springs to force the engaging ends of 
the arms connected to the springs more 
tightly upon the picture frame, a sleeve hav 
ing a plurality of depressions receiving the 
central portions of the arms, and a cap en 
gaging the said sleeve and adapted to com 
press the arms against the inner walls by the 
depressions of the sleeve. 

In testimony whereof I affix my signature 
in presence of two Witnesses. 

ABBIE. M. DAWSON. 
Witnesses: 

G. E. ARNOLD, 
H. H. Hu NTLEY. 

five cents each, by addressing the “Commissioner of Patents. 
Washington, D.C." 
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