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Description

TECHNICAL FIELD

[0001] The embodiment of the present disclosure re-
lates to the technical field of heating nonburning smoking
sets, and in particular to an aerosol generating device.

BACKGROUND

[0002] Tobacco products (e.g., cigarettes, cigars, etc.)
are burning tobaccos to produce tobacco smoke during
use. People attempt to make products that release com-
pounds without burning so as to replace these tobacco
products burning tobaccos.
[0003] An example of this kind of products is a heating
device, which heats rather than burns a material to re-
lease compounds, for example, the material may be a
tobacco product or other non-tobacco products which
may contain or not contain nicotine. As another example,
there exists an infrared heating device which heats a to-
bacco product through infrared radiation so that the to-
bacco product releases a compound to generate an aer-
osol. For example, Chinese Patent Application No.
201821350103.0 of a known technology provides a heat-
ing device structure in which a nano far infrared coating
and a conductive coating are formed in turn on an outer
surface of a quartz tube, wherein the conductive coating
is connected to a power source configured to supply pow-
er, so that the nano far infrared coating itself generates
heat under the supply of power and at the same time
forms electron transition to generate infrared rays which
then radiate onto the tobacco product within the quartz
tube to heat the tobacco product. During implementa-
tions, the radiated infrared rays are absorbed at the sur-
face layer of the tobacco product and the interior of the
tobacco product is difficult to be heated, preventing the
internal utilization of the tobacco product.
[0004] Patent document CN 109077358 A also dis-
closes an aerosol generating device with two infrared
emitters configured to heat a smokable material.

SUMMARY

[0005] In order to solve the problem of inefficiency of
the heating device in heating the interior of tobacco prod-
ucts in existing technologies, the embodiment of the
present disclosure provides an aerosol generating de-
vice.
[0006] In view of the above, the aerosol generating de-
vice according to the present disclosure, configured to
heat a smokable material to generate an aerosol for in-
halation, includes:

a chamber, configured to receive a smokable mate-
rial;
the chamber having a first radial direction, and a sec-
ond radial direction that is perpendicular to the first

radial direction; and
a first infrared emitter and a second infrared emitter
that are arranged in the first radial direction of the
chamber and configured to radiate infrared rays to-
wards the chamber so as to heat the smokable ma-
terial, the first infrared emitter and the second infra-
red emitter extending at least partially in the second
radial direction, thereby defining the chamber be-
tween the first infrared emitter and the second infra-
red emitter, such that the size of the chamber in the
second radial direction is greater than that in the first
radial direction.

[0007] In a preferred embodiment, the first infrared
emitter and the second infrared emitter are separated
from each other.
[0008] In a preferred embodiment, the first infrared
emitter and the second infrared emitter are spaced with
certain distance, to form an airflow channel for external
air to enter the chamber.
[0009] In a preferred embodiment, the first infrared
emitter is configured to be able to move in the first radial
direction relative to the second infrared emitter, to change
the size of the chamber in the first radial direction.
[0010] In a preferred embodiment, the first infrared
emitter has a first position and a second position opposite
to the second infrared emitter, and is able to move be-
tween the first position and the second position in the
first radial direction relative to the second infrared emitter;
wherein
the size of the chamber in the first radial direction when
the first infrared emitter is at the first position is less than
the size of the chamber in the first radial direction when
the first infrared emitter is at the second position.
[0011] In a preferred embodiment, the aerosol gener-
ating device further includes a retaining mechanism,
which is configured to stably retain the first infrared emit-
ter at the first position and/or the second position.
[0012] In a preferred embodiment, the aerosol gener-
ating device further includes a biasing element, which is
configured to bias the first infrared emitter towards the
second position.
[0013] In a preferred embodiment, the first infrared
emitter and/or the second infrared emitter are/is config-
ured as the shape of a sheet extending in the second
radial direction.
[0014] In a preferred embodiment, the first infrared
emitter and/or the second infrared emitter are/is config-
ured as the shape of a curve bending outwards in the
first radial direction of the chamber.
[0015] In a preferred embodiment, the first infrared
emitter or the second infrared emitter includes:

a base; and,
an infrared emitting coating formed on a surface of
the base or an infrared emitting film bonded to a sur-
face of the base.
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[0016] According to the above aerosol generating de-
vice, a first infrared emitter and a second infrared emitter
are oppositely disposed and define and form a chamber
the size of which is smaller in a first radial direction than
that in a second radial direction, thereby reducing the
distance between the radiated infrared rays and the in-
ternal center of the smokable material, increasing the
ability and efficiency of absorbing infrared rays inside a
smokable material, such that a surface layer and the in-
terior of the smokable material can be relatively uniformly
heated.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017] One or more embodiments are illustrated
through the image(s) in corresponding drawing(s). These
illustrations do not form restrictions to the embodiments.
Elements in the drawings with a same reference number
are expressed as similar elements, and the images in
the drawings do not form proportional restrictions unless
otherwise stated.

FIG. 1 is a structure diagram, after assembly, of an
aerosol generating device according to one embod-
iment,
FIG. 2 is a sectional view of a heating mechanism in
the aerosol generating device shown in FIG. 1.
FIG. 3 is a sectional view of the heating mechanism
shown in FIG. 2 moved to a second position.
FIG. 4 is a structure diagram of a retaining mecha-
nism in the heating mechanism shown in FIG. 2
FIG. 5 is a diagram of a first infrared emitter accord-
ing to another embodiment.
FIG. 6 is a sectional view of a heating mechanism
according to another embodiment.
FIG. 7 is a diagram of a smokable material according
to another embodiment.

DETAILED DESCRIPTION

[0018] The present disclosure will become better un-
derstood from a detailed description of the present dis-
closure below taken in conjunction with drawings and
particular embodiments.
[0019] One embodiment of the present disclosure pro-
vides an aerosol generating device which heats rather
than burns a smokable material such as a cigarette, so
that at least one ingredient of the smokable material is
volatilized or released to form an aerosol for inhalation.
[0020] In a preferred embodiment, the aerosol gener-
ating device heats the smokable material by radiating far
infrared rays having a heating effect, for example, far
infrared rays of 3mm to 15mm; during operation, when
the wavelength of the infrared rays matches with the
wavelength absorbable by the volatile ingredient of the
smokable material, the energy of the infrared rays is easy
to be absorbed by the smokable material, thus the smok-
able material is heated so that at least one volatile ingre-

dient is volatilized to generate an aerosol for inhalation.
[0021] The aerosol generating device according to one
embodiment of the present disclosure can refer to FIG.
1 in structure, the overall shape of the device is roughly
configured as a tabular tube, and external components
of the aerosol generating device include:

a shell 10, which is configured to be hollow inside,
thereby forming an assembly space for necessary
functional components such as infrared radiation;
the shell 10 includes a proximal end 110 and a distal
end 120 that are opposite in the length direction,
wherein
the proximal end 110 defines a receiving hole 111,
and through the receiving hole 111, a smokable ma-
terial A may be received within the shell 10 to be
heated or may be removed from the shell 10.

[0022] To heat the smokable material A received within
the shell 10 through radiation of infrared rays, further, the
shell 10 is internally provided with an infrared emitter 20
for heating; in one embodiment, the structure can refer
to FIG. 2 to FIG. 3, including:

the shell 10 is internally provided with a chamber 30
configured to receive a smokable material A;
the infrared emitter 20 includes a first infrared emitter
21 and a second infrared emitter 22 that are arranged
surrounding the chamber 30; specifically, according
to the structure shown in figures, the first infrared
emitter 21 and the second infrared emitter 22 are
totally the same in structure and content, both includ-
ing two parts:

a base portion 211/221, which as a rigid support
substrate material may be made of high-temper-
ature resistant and infrared transmissive mate-
rials such as quartz glass, ceramic, mica, etc.
during implementations; and
an infrared emitting coating 212/222 formed on
the base portion 211/221, wherein the infrared
emitting coating 212/222 is capable of generat-
ing heat when electrified, thereby radiating in-
frared rays that can be used to heat the smok-
able material A, for example, the above far in-
frared rays of 3mm to 15mm. When the wave-
length of the infrared rays matches with the
wavelength absorbable by the volatile ingredient
of the smokable material, the energy of the in-
frared rays is easy to be absorbed by the smok-
able material.

[0023] Generally, during implementations, the infrared
emitting coating 212/222 may be a coating made of ce-
ramic materials such as zirconium, or Fe-Mn-Cu series,
tungsten series, or transition metals and their oxide ma-
terials.
[0024] In a preferred embodiment, the infrared emitting
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coating 212/222 preferably is composed of an oxide of
at least one metallic element among Mg, Al, Ti, Zr, Mn,
Fe, Co, Ni, Cu, Cr, Zn, etc.; these metallic oxides when
heated to an appropriate temperature can radiate far in-
frared rays having a heating effect; the thickness of the
coating preferably may be controlled between 30mm to
50mm; the formation mode on the surface of the base
portion 211/221 may be achieved by spraying the oxides
of the above metallic elements on the outer surface of
the base portion 211/221 through an atmospheric plasma
spraying method and then curing it, that is, obtaining an
infrared emitting film bonded to the surface of the base.
[0025] The above first infrared emitter 21 and second
infrared emitter 22, as shown in figures, are configured
as a curved shape in cross section, such that it is easy
to form the infrared emitting coating 212/222 on surfaces
thereof respectively.
[0026] Further, in a preferred embodiment, the first in-
frared emitter 21 and the second infrared emitter 22 may
be supplied with power or controlled separately, so that
they can radiate infrared rays independently to heat dif-
ferent portions of the smokable material A. Specifically,
in an optional control manner, the first infrared emitter 21
and the second infrared emitter 22 may be started alter-
nately or at the same time.
[0027] Further, according to the embodiments of the
heating state shown in FIG. 2 to FIG. 4, the chamber 30
is configured as a tabular shape, specifically an oval
shape in FIG. 2, that is, the size in the vertical direction
r1 is less than the size in the horizontal direction r2, such
that the first infrared emitter 21 and the second infrared
emitter 22 have a relative greater area of radiation for
the smokable material A.
[0028] Further, in a preferred embodiment, the first in-
frared emitter 21 and the second infrared emitter 22 are
separated from each other and may move relative to each
other, specifically referring to FIG. 2 to FIG. 3.
[0029] As shown in FIG. 2, the first infrared emitter 21
and the second infrared emitter 22 are located at the first
position, under which condition the smokable material A
is received within the chamber 30 and basically keeps
its own shape, generally the smokable material is shaped
as a cylinder with a circular cross section according to
product preparation and familiar structures.
[0030] From FIG. 2, the first infrared emitter 21 and the
second infrared emitter 22 approach each other along
directions indicated by arrows R1 and R2 shown in FIG.
2 respectively, until reaching the second position shown
in FIG. 3; when at the second position, the first infrared
emitter 21 and the second infrared emitter 22 enclose
and squeeze the smokable material A respectively, so
that the smokable material deforms, wherein the smok-
able material roughly may be squeezed into the shape
of a cylinder with an oval cross section, as shown in FIG.
3; by the time, start the first infrared emitter 21 and the
second infrared emitter 22, then the distance between
the radiated infrared rays and the internal center 0 of the
smokable material A is greatly reduced, thereby increas-

ing the ability and efficiency of absorbing infrared rays
inside the smokable material A compared to the state
shown in FIG. 2, such that a surface layer and the interior
of the smokable material A can be relatively uniformly
heated.
[0031] To facilitate the operation of relative movement
between the first infrared emitter 21 and the second in-
frared emitter 22, in the preferred embodiments shown
in FIG. 2 and FIG. 3, the shell 10 is internally provided
with a biasing element, which is configured to bias the
first infrared emitter towards the second position. Spe-
cifically, the biasing element includes a first spring 41
and a second spring 42 which, after being stretched as
shown in FIG. 3, provide an elastic restoring force so that
the first infrared emitter 21 and the second infrared emit-
ter 22 are biased towards the first position shown in FIG.
2, facilitating the removal of the smokable material A after
the inhalation is completed.
[0032] Of course, further, in an optional embodiment,
to enable the first infrared emitter 21 and the second in-
frared emitter 22 to be stably retained at different posi-
tions respectively, the shell 10 is internally provided with
a retaining mechanism, for example, a first retaining el-
ement 51 located on the first infrared emitter 21 as shown
in FIG. 4, for example, a mechanical connection mech-
anism such as a magnet, a fastener, etc., and a second
retaining element 52 which may be located on the second
infrared emitter 22 and may cooperate with the first re-
taining element 51 to form securing or connection, so
that the first retaining element 51 may be retained at dif-
ferent positions.
[0033] In another variant embodiment as shown in FIG.
5, the infrared emitting coating 212a of the first infrared
emitter 21a is formed on an outer surface away from the
chamber 30, or is an infrared emitting film wrapped
around an outer surface of the first infrared emitter 21a
away from the chamber 30, for example, a zinc oxide
film, a graphene film, an indium oxide film doped with
rare earth metals, etc. Meanwhile, to facilitate power sup-
ply to the infrared emitting coating 212a so that it radiates
infrared rays, upper and lower ends of the outer surface
of the first infrared emitter 21a are formed, respectively,
with a first conductive coating 213a and a second con-
ductive coating 214a which are made of silver, gold or
copper, etc., and have an excellent conductivity; and sub-
sequently the conductive coating is connected to a power
supply device through welding a lead or sleeving a con-
ductive ring and so on, so as to supply power to the in-
frared emitting coating 212a.
[0034] Further, in a variant embodiment, the structure
of the infrared emitter 20b may refer to FIG. 6, including:
a first infrared emitter 21b and a second infrared emitter
22b that are configured as the shape of a sheet, wherein
the first infrared emitter 21b and the second infrared emit-
ter 22b are arranged at two opposite sides of the chamber
30b, and they can move relative to each other to squeeze
the smokable material A received within the chamber
30b, so that the smokable material A is squeezed into
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the oval shape shown in FIG. 3 to increase the efficiency
of the infrared rays penetrating into the center, such that
a surface layer and the interior of the smokable material
A can be relatively uniformly heated.
[0035] In another variant embodiment, as shown in
FIG. 7, the smokable material A is configured as the
shape of a block or sheet, different from the shape of
conventional cylinders; the first infrared emitter 21C and
the second infrared emitter 22c of the infrared emitter
20c are oppositely arranged in the thickness direction of
the smokable material A respectively, so that the block
shaped smokable material A adapted to the chamber 30c
may have a greater surface area to increase the efficien-
cy of absorbing infrared rays, thereby improving the heat-
ing efficiency and enabling a surface layer and the interior
of the smokable material A to be relatively uniformly heat-
ed.
[0036] During the smoking process of the above aer-
osol generating device, as indicated by the arrows R3
shown in FIG. 3, FIG. 4 or FIG. 7, external air may enter
the chamber 30/30c from two sides thereof via the space
between the first infrared emitter 21/21c and the second
infrared emitter 22/22c, until passing through the smok-
able material A to be inhaled.
[0037] It is to be noted that the description of the
present disclosure and the drawings just list preferred
embodiments of the present disclosure and the invention
is not limited to the embodiments described herein. Fur-
ther, for the ordinary staff in this field, improvements or
variations may be made according to the above descrip-
tion. The scope of protection is defined in the claims ap-
pended hereinafter.

Claims

1. An aerosol generating device, configured to heat a
smokable material (A) to generate an aerosol for in-
halation, comprising:

a chamber (30), configured to receive the smok-
able material;
the chamber having a first radial direction, and
a second radial direction that is perpendicular
to the first radial direction; and
a first infrared emitter (21) and a second infrared
emitter (22) that are arranged in the first radial
direction of the chamber and configured to radi-
ate infrared rays towards the chamber so as to
heat the smokable material, the first infrared
emitter and the second infrared emitter extend-
ing at least partially in the second radial direc-
tion, thereby defining the chamber between the
first infrared emitter and the second infrared
emitter, characterised in that the size of the
chamber in the second radial direction (r2) is
greater than that in the first radial direction (r1).

2. The aerosol generating device according to claim 1,
wherein the first infrared emitter and the second in-
frared emitter are separated from each other.

3. The aerosol generating device according to claim 1,
wherein the first infrared emitter and the second in-
frared emitter are spaced with certain distance, to
form an airflow channel (R3) for external air to enter
the chamber.

4. The aerosol generating device according to any one
of claim 1 to 3, wherein the first infrared emitter is
configured to be able to move in the first radial di-
rection relative to the second infrared emitter, to
change the size of the chamber in the first radial di-
rection.

5. The aerosol generating device according to claim 4,
wherein the first infrared emitter has a first position
and a second position opposite to the second infra-
red emitter, and is able to move between the first
position and the second position in the first radial
direction relative to the second infrared emitter;
wherein
the size of the chamber in the first radial direction
when the first infrared emitter is at the first position
is less than the size of the chamber in the first radial
direction when the first infrared emitter is at the sec-
ond position.

6. The aerosol generating device according to claim 5,
further comprising a retaining mechanism (51, 52),
which is configured to stably retain the first infrared
emitter at the first position and/or the second posi-
tion.

7. The aerosol generating device according to claim 5,
further comprising a biasing element (41, 42), which
is configured to bias the first infrared emitter towards
the second position.

8. The aerosol generating device according to any one
of claims 1 to 3, wherein the first infrared emitter
and/or the second infrared emitter are/is configured
as the shape of a sheet extending in the second ra-
dial direction.

9. The aerosol generating device according to any one
of claims 1 to 3, wherein the first infrared emitter
and/or the second infrared emitter are/is configured
as the shape of a curve bending outwards in the first
radial direction of the chamber.

10. The aerosol generating device according to any one
of claims 1 to 3, wherein the first infrared emitter or
the second infrared emitter comprises:

a base (211, 221); and,
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an infrared emitting coating (212, 222) formed
on a surface of the base or an infrared emitting
film bonded to a surface of the base.

Patentansprüche

1. Aerosolerzeugungsvorrichtung, die so konfiguriert
ist, dass sie ein rauchbares Material (A) erhitzt, um
ein Aerosol zur Inhalation zu erzeugen, umfassend:

eine Kammer (30), die zur Aufnahme des rauch-
baren Materials konfiguriert ist;
die Kammer hat eine erste radiale Richtung und
eine zweite radiale Richtung, die senkrecht zu
der ersten radialen Richtung verläuft; und
einen ersten Infrarotsender (21) und einen zwei-
ten Infrarotsender (22), die in der ersten radialen
Richtung der Kammer angeordnet und so kon-
figuriert sind, dass sie Infrarotstrahlen in Rich-
tung der Kammer abstrahlen, um das rauchbare
Material zu erwärmen, wobei sich der erste In-
frarotsender und der zweite Infrarotsender zu-
mindest teilweise in der zweiten radialen Rich-
tung erstrecken, wodurch die Kammer zwischen
dem ersten Infrarotsender und dem zweiten In-
frarotsender definiert wird, dadurch gekenn-
zeichnet, dass die Größe der Kammer in der
zweiten radialen Richtung (r2) größer ist als die
in der ersten radialen Richtung (r1).

2. Aerosolerzeugungsvorrichtung nach Anspruch 1,
wobei der erste Infrarotstrahler und der zweite Infra-
rotstrahler voneinander getrennt sind.

3. Aerosolerzeugungsvorrichtung nach Anspruch 1,
wobei der erste Infrarotstrahler und der zweite Infra-
rotstrahler in einem bestimmten Abstand voneinan-
der angeordnet sind, um einen Luftstromkanal (R3)
für den Eintritt von Außenluft in die Kammer zu bil-
den.

4. Aerosolerzeugungsvorrichtung nach einem der An-
sprüche 1 bis 3, wobei der erste Infrarotstrahler so
konfiguriert ist, dass er sich in der ersten radialen
Richtung relativ zu dem zweiten Infrarotstrahler be-
wegen kann, um die Größe der Kammer in der ersten
radialen Richtung zu verändern.

5. Aerosolerzeugungsvorrichtung nach Anspruch 4,
wobei der erste Infrarotstrahler eine erste Position
und eine zweite Position gegenüber dem zweiten
Infrarotstrahler hat und sich zwischen der ersten Po-
sition und der zweiten Position in der ersten radialen
Richtung relativ zum zweiten Infrarotstrahler bewe-
gen kann; wobei
die Größe der Kammer in der ersten radialen Rich-
tung, wenn sich der erste Infrarotstrahler an der ers-

ten Position befindet, kleiner ist als die Größe der
Kammer in der ersten radialen Richtung, wenn sich
der erste Infrarotstrahler an der zweiten Position be-
findet.

6. Aerosolerzeugungsvorrichtung nach Anspruch 5,
ferner umfassend einen Haltemechanismus (51,
52), der so konfiguriert ist, dass er den ersten Infra-
rotstrahler stabil in der ersten Position und/oder der
zweiten Position hält.

7. Aerosolerzeugungsvorrichtung nach Anspruch 5,
ferner umfassend ein Vorspannelement (41, 42),
das so konfiguriert ist, dass es den ersten Infrarot-
strahler in Richtung der zweiten Position vorspannt.

8. Aerosolerzeugungsvorrichtung nach einem der An-
sprüche 1 bis 3, wobei der erste Infrarotstrahler
und/oder der zweite Infrarotstrahler in Form eines
sich in der zweiten radialen Richtung erstreckenden
Blattes ausgebildet ist/sind.

9. Aerosolerzeugungsvorrichtung nach einem der An-
sprüche 1 bis 3, wobei der erste Infrarotstrahler
und/oder der zweite Infrarotstrahler in Form einer in
der ersten radialen Richtung der Kammer nach aus-
sen gekrümmten Kurve ausgebildet ist/sind.

10. Aerosolerzeugungsvorrichtung nach einem der An-
sprüche 1 bis 3, wobei der erste Infrarotstrahler oder
der zweite Infrarotstrahler umfasst:

eine Basis (211, 221); und,
eine infrarot-emittierende Beschichtung (212,
222), die auf einer Oberfläche der Basis gebildet
ist, oder ein infrarot-emittierender Film, der mit
einer Oberfläche der Basis verbunden ist.

Revendications

1. Un dispositif de génération d’aérosol, configuré pour
chauffer une matière fumable (A) afin de générer un
aérosol pour l’inhalation, comprenant :

une chambre (30), configurée pour recevoir la
matière à fumer ;
la chambre a une première direction radiale et
une seconde direction radiale perpendiculaire à
la première direction radiale ; et
un premier émetteur infrarouge (21) et un
deuxième émetteur infrarouge (22) disposés
dans la première direction radiale de la chambre
et configurés pour émettre des rayons infrarou-
ges vers la chambre de manière à chauffer la
matière fumable, le premier émetteur infrarouge
et le deuxième émetteur infrarouge s’étendant
au moins partiellement dans la deuxième direc-
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tion radiale, définissant ainsi la chambre entre
le premier émetteur infrarouge et le deuxième
émetteur infrarouge, caractérisée par le fait
que la taille de la chambre dans la deuxième
direction radiale (r2) est supérieure à celle dans
la première direction radiale (r1).

2. Le dispositif de génération d’aérosol selon la reven-
dication 1, dans lequel le premier émetteur infrarou-
ge et le second émetteur infrarouge sont séparés
l’un de l’autre.

3. Le dispositif de génération d’aérosol selon la reven-
dication 1, dans lequel le premier émetteur infrarou-
ge et le second émetteur infrarouge sont espacés
d’une certaine distance, pour former un canal de cir-
culation d’air (R3) permettant à l’air extérieur de pé-
nétrer dans la chambre.

4. Le dispositif de génération d’aérosol selon l’une des
revendications 1 à 3, dans lequel le premier émetteur
infrarouge est configuré pour pouvoir se déplacer
dans la première direction radiale par rapport au se-
cond émetteur infrarouge, afin de modifier la taille
de la chambre dans la première direction radiale.

5. Le dispositif de génération d’aérosol selon la reven-
dication 4, dans lequel le premier émetteur infrarou-
ge a une première position et une deuxième position
opposées au deuxième émetteur infrarouge, et peut
se déplacer entre la première position et la deuxième
position dans la première direction radiale par rap-
port au deuxième émetteur infrarouge ; dans lequel
la taille de la chambre dans la première direction
radiale lorsque le premier émetteur infrarouge est
dans la première position est inférieure à la taille de
la chambre dans la première direction radiale lors-
que le premier émetteur infrarouge est dans la
deuxième position.

6. Le dispositif de génération d’aérosol selon la reven-
dication 5, comprenant en outre un mécanisme de
retenue (51, 52), qui est configuré pour retenir de
manière stable le premier émetteur infrarouge dans
la première position et/ou la deuxième position.

7. Le dispositif de génération d’aérosol selon la reven-
dication 5, comprenant en outre un élément de po-
larisation (41, 42), qui est configuré pour polariser le
premier émetteur infrarouge vers la deuxième posi-
tion.

8. Le dispositif de génération d’aérosol selon l’une des
revendications 1 à 3, dans lequel le premier émetteur
infrarouge et/ou le second émetteur infrarouge sont
configurés sous la forme d’une feuille s’étendant
dans la seconde direction radiale.

9. Le dispositif de génération d’aérosol selon l’une des
revendications 1 à 3, dans lequel le premier émetteur
infrarouge et/ou le second émetteur infrarouge
est/sont configuré(s) sous la forme d’une courbe se
courbant vers l’extérieur dans la première direction
radiale de la chambre.

10. Le dispositif de génération d’aérosol selon l’une des
revendications 1 à 3, dans lequel le premier émetteur
infrarouge ou le second émetteur infrarouge
comprend :

une base (211, 221) ; et,
un revêtement émetteur d’infrarouges (212,
222) formé sur une surface de la base ou un film
émetteur d’infrarouges collé sur une surface de
la base.
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