Title: SYSTEM AND METHOD FOR CREATING ELECTRIC ISOLATION BETWEEN LAYERS COMPRISING SOLAR CELLS

Abstract: Methods for forming a patterned layer from a common layer in a photovoltaic application are provided. The patterned layer is configured to form one or more portions of one or more solar cells on a rigid substrate. A first pass is made with a first laser beam over an area on the common layer. A second pass is made with a second laser beam over approximately the same area on the common layer. The first pass provides a first level of electrical isolation between the first portion and a second portion of the common layer. The second pass provides a second level of electrical isolation between the first portion and the second portion of the common layer. The second level of electrical isolation is greater than the first level of electrical isolation.
SYSTEM AND METHOD FOR CREATING ELECTRIC ISOLATION BETWEEN LAYERS COMPRISING SOLAR CELLS

Cross-Reference to Related Applications

This application claims priority to U.S. Provisional Patent Application No. 60/835,724, filed on August 4, 2006. Furthermore, this Application claims priority to U.S. Patent Application No. 11/499,608, filed August 4, 2006.

Field

This application is directed to the laser scribing of layers in solar cells. In particular, it is directed to delineating devices and functions within the solar cell using multiple passes of a laser.

Description of the Figures

The accompanying drawings, which are incorporated into and constitute a part of this specification, illustrate one or more embodiments of the present invention and, together with the detailed description, serve to explain the principles and implementations of the invention.

Figures 1a-c are side views detailing an exemplary generation of a solar cell.

Figures 2a-b detail the method being applied to a layer disposed upon another layer within a solar cell.

Figures 3a-b detail the method being applied to multiple layers disposed upon a rigid substrate within a solar cell.
Detailed Description

Embodiments of the present invention are described herein in the context of a system and method for creating electric isolation between layers comprising solar cells. Those of ordinary skill in the art will realize that the following detailed description of the present invention is illustrative only and is not intended to be in any way limiting. Other embodiments of the present invention will readily suggest themselves to such skilled persons having the benefit of this disclosure. Reference will now be made in detail to implementations of the present invention as illustrated in the accompanying drawings. The same reference indicators will be used throughout the drawings and the following detailed description to refer to the same or like parts.

In the interest of clarity, not all of the routine features of the implementations described herein are shown and described. It will, of course, be appreciated that in the development of any such actual implementation, numerous implementation-specific decisions must be made in order to achieve the developer's specific goals, such as compliance with application- and business-related constraints, and that these specific goals will vary from one implementation to another and from one developer to another. Moreover, it will be appreciated that such a development effort might be complex and time-consuming, but would nevertheless be a routine undertaking of engineering for those of ordinary skill in the art having the benefit of this disclosure.

Figures 1a-c are side views detailing an exemplary generation of a solar cell. Figure 1a is a side view of a solar cell showing the preliminary composition of a generic solar cell. A solar cell 10 has a rigid substrate 12, upon which a layer of material 14 has been placed. This layer 14 can be placed on the rigid substrate 12 using various means of manufacture, including many semiconductor fabrication techniques. Layer 14 can be of various thicknesses, depending upon the manner in which the layer has been placed upon the rigid substrate.

In practice, layer 14 is typically a conductive layer in a solar cell, which serves as one electrode in the makeup of the solar cell. However, in this
application, the particular layer that layer 14 represents is demonstrative in nature. Accordingly, for the purposes of this application, layer 14 can be a conductive layer, an intrinsic layer, a semiconductor layer, or any other type of layer that could be formed on a rigid substrate using semiconductor manufacturing methods.

Rigid substrate 12 in this example is glass, but again this is demonstrative in nature. For the purposes of this application, rigid substrate 12 can be any material that is used, or will be used in the future, as a rigid substrate in a semiconductor manufacturing process.

In Figure 10b, a first pass has been made with a laser beam over an area of layer 14. In many uses, the laser beam can be applied to the top layer, which will cause the material in layer 14 to be rejected from the main mass of solar cell 10. The energy imparted to layer 14 can cause the material in the layer 14 to boil, vaporize, or explode away from the main mass of solar cell 10. This expulsion of material from layer 14 forms a groove or trench 16 in layer 14. In terms of conductive or semiconductor materials, this removal of material also results in an electrical isolation between portions of the material, in this diagram portions 14a and 14b, respectively.

However, the cut in the material may not prove to be effective to produce as good an electrical isolation as needed between portions 14a and 14b. For example, portions of the material may absorb the energy of the laser beam in the first pass and liquefy without vaporizing. In this case, the molten material may reform at the bottom of the trench 16. Or, molten material from the sides of the layer 14 may flow into the trench 16. Or, the laser pass may involve multiple pulses at differing points on the solar cell 10. In this case, the pulses could produce crater-like results in layer 14, which effectively act as a first rough electrical isolation step between portions 14a and 14b.

In one case, the first laser pass can be applied from the underside of rigid substrate 12. In this case, layer 14 melts and forms a pool of molten material underneath the top surface of material 14. After sufficient application of the first laser beam pass, molten material 14 explodes through the surface of
layer 14. In this case, both solid and molten ejecta could fall back into the now-cleaved trench.

In short, the first laser beam pass produces trench 16, but remnants of layer 14 may pollute the trench 16 created in the material. Or, the laser process could be somewhat incomplete, again leaving remnants of material 14 in trench 16. These remnants of material 14 could create electrical pathways through the trench 16, thus resulting in a lower overall electrical resistance or higher conductance through the trench 14.

In Figure 1c, a second laser beam pass has been made. In this case, the second laser beam pass has removed a portion of the detritus and ejecta produced by the first laser beam pass. In this manner, the remains of the first laser beam pass are removed by the laser beam pass, thus increasing the level of electrical isolation between portions 14a and 14b.

Figures 2a-b detail the method being applied to a layer disposed upon another layer within a solar cell. As can be gleaned, embodiments could be applied to more than one layer, or a layer sitting on top of another layer as well. Figures 2a-b show a trench on a topmost layer 24 on a solar cell 20 after being cut through by a first laser beam pass and after a subsequent laser beam pass. The cutting process can either leave remnants of the topmost layer 24, remnants of the relatively untouched bottom layer 22, or both, within trench 26. This is shown in Figure 2a. In Figure 2b, a second laser beam pass has removed a portion of the remnants, thus increasing the electrical isolation between portions 24a and 24b.

Figures 3a-b detail the method being applied to multiple layers disposed upon a rigid substrate within a solar cell. In this case, a trench can be cut through a first layer 34 and a second layer 32 on a solar cell 30. The cutting process can either leave remnants of the topmost layer 34, remnants of bottom layer 32, or both, within the trench 36. This is shown in Figure 3a. In Figure 3b, a second laser beam pass has removed a portion of the remnants, thus increasing the electrical isolation between portions 34a and 34b, and/or portions 32a and 32b of layer 34.
The laser used in the first laser beam pass or the second laser beam pass can be of any variety used to create isolative trenches in semiconductor materials, and can be of the pulse-variety as well. The second pass may be carried out by the same laser that was applied with the first path at the same or with different energies and/or beam properties. Or, the laser used in the second pass can be another laser with completely differing, similar, or identical characteristics to the first laser. The energies applied to the materials can be of any variety used to create isolative trenches in semiconductor materials. The number of subsequent passes can be of any number, although only one is detailed in this application. Further, any of the first pass or the subsequent passes can be made from the top or the bottom of the mass of material.

In some embodiments, the substrate on which the one or more layers to be patterned is rigid. Rigidity of a material can be measured using several different metrics including, but not limited to, Young's modulus. In solid mechanics, Young's Modulus (E) (also known as the Young Modulus, modulus of elasticity, elastic modulus or tensile modulus) is a measure of the stiffness of a given material. It is defined as the ratio, for small strains, of the rate of change of stress with strain. This can be experimentally determined from the slope of a stress-strain curve created during tensile tests conducted on a sample of the material. Young's modulus for various materials is given in the following table.

<table>
<thead>
<tr>
<th>Material</th>
<th>Young's modulus (E) in GPa</th>
<th>Young's modulus (E) in lbf/in² (psi)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Rubber (small strain)</td>
<td>0.01-0.1</td>
<td>1,500-15,000</td>
</tr>
<tr>
<td>Low density polyethylene</td>
<td>0.2</td>
<td>30,000</td>
</tr>
<tr>
<td>Polypropylene</td>
<td>1.5-2</td>
<td>217,000-290,000</td>
</tr>
<tr>
<td>Polyethylene terephthalate</td>
<td>2-2.5</td>
<td>290,000-360,000</td>
</tr>
<tr>
<td>Polystyrene</td>
<td>3-3.5</td>
<td>435,000-505,000</td>
</tr>
<tr>
<td>Nylon</td>
<td>3-7</td>
<td>290,000-580,000</td>
</tr>
<tr>
<td>Aluminum alloy</td>
<td>69</td>
<td>10,000,000</td>
</tr>
<tr>
<td>Glass (all types)</td>
<td>72</td>
<td>10,400,000</td>
</tr>
<tr>
<td>Material</td>
<td>Young's modulus (E) in GPa</td>
<td>Young's modulus (E) in lb/in² (psi)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>---------------------------</td>
<td>------------------------------------</td>
</tr>
<tr>
<td>Brass and bronze</td>
<td>103-124</td>
<td>17,000,000</td>
</tr>
<tr>
<td>Titanium (Ti)</td>
<td>105-120</td>
<td>15,000,000-17,500,000</td>
</tr>
<tr>
<td>Carbon fiber reinforced plastic (unidirectional, along grain)</td>
<td>150</td>
<td>21,800,000</td>
</tr>
<tr>
<td>Wrought iron and steel</td>
<td>190-210</td>
<td>30,000,000</td>
</tr>
<tr>
<td>Tungsten (W)</td>
<td>400-410</td>
<td>58,000,000-59,500,000</td>
</tr>
<tr>
<td>Silicon carbide (SiC)</td>
<td>450</td>
<td>65,000,000</td>
</tr>
<tr>
<td>Tungsten carbide (WC)</td>
<td>450-650</td>
<td>65,000,000-94,000,000</td>
</tr>
<tr>
<td>Single Carbon nanotube</td>
<td>1,000+</td>
<td>145,000,000</td>
</tr>
<tr>
<td>Diamond (C)</td>
<td>1,050-1,200</td>
<td>150,000,000-175,000,000</td>
</tr>
</tbody>
</table>

In some embodiments of the present application, a material (e.g., a substrate) is deemed to be rigid when it is made of a material that has a Young's modulus of 20 GPa or greater, 30 GPa or greater, 40 GPa or greater, 50 GPa or greater, 60 GPa or greater, or 70 GPa or greater. In some embodiments of the present application a material (e.g., the substrate) is deemed to be rigid when the Young's modulus for the material is a constant over a range of strains. Such materials are called linear, and are said to obey Hooke's law. Thus, in some embodiments, the substrate is made out of a linear material that obeys Hooke's law. Examples of linear materials include, but are not limited to, steel, carbon fiber, and glass. Rubber and soil (except at very low strains) are non-linear materials.

The present application is not limited to substrates that have rigid cylindrical shapes or are solid rods, or are flat planar. All or a portion of the substrate can be characterized by a cross-section bounded by any one of a number of shapes other than circular. The bounding shape can be any one of circular, ovoid, or any shape characterized by one or more smooth curved surfaces, or any splice of smooth curved surfaces. The bounding shape can be an n-gon, where n is 3, 5, or greater than 5. The bounding shape can also be linear in nature, including triangular, rectangular, pentangular, hexagonal, or
having any number of linear segmented surfaces. Or, the cross-section can be
bounded by any combination of linear surfaces, arcuate surfaces, or curved
surfaces. As described herein, for ease of discussion only, an omnifacial
circular cross-section is illustrated to represent nonplanar embodiments of the
photovoltaic device. However, it should be noted that any cross-sectional
geometry may be used in a photovoltaic device 10 that is nonplanar in practice.

In some embodiments, a first portion of the substrate is characterized by
a first cross-sectional shape and a second portion of the substrate is
characterized by a second cross-sectional shape, where the first and second
cross-sectional shapes are the same or different. In some embodiments, at least
ten percent, at least twenty percent, at least thirty percent, at least forty percent,
at least fifty percent, at least sixty percent, at least seventy percent, at least
eighty percent, at least ninety percent or all of the length of the substrate 102 is
classified by the first cross-sectional shape. In some embodiments, the first
cross-sectional shape is planar (e.g., has no arcuate side) and the second cross-
sectional shape has at least one arcuate side.

In some embodiments, the substrate is made of a rigid plastic, metal,
metal alloy, or glass. In some embodiments, the substrate is made of a
urethane polymer, an acrylic polymer, a fluoropolymer, polybenzamidazole,
polyimide, polytetrafluoroethylene, polytetrieretherketone, polyamide-imide,
metal-based phenolic, polystyrene, cross-linked polystyrene, polyester,
polycarbonate, polyethylene, polyethylene, acrylonitrile-butadiene-styrene,
polytetrafluoro-ethylene, polymethacrylate, nylon 6,6, cellulose acetate
butyrate, cellulose acetate, rigid vinyl, plasticized vinyl, or polypropylene. In
some embodiments, the substrate 102 is made of aluminosilicate glass,
borosilicate glass, dichroic glass, germanium / semiconductor glass, glass
ceramic, silicate / fused silica glass, soda lime glass, quartz glass, chalcogenide
/ sulphide glass, fluoride glass, a glass-based phenolic, flint glass, or czeated
glass.

In some embodiments, the substrate is made of a material such as
polybenzamidazole (e.g., CELAZOLE®, available from Boedeker Plastics, Inc.,
Shiner, Texas). In some embodiments, the substrate 102 is made of polyamide (e.g., DUPONT™ VESPEL®, or DUPONT™ KAPTON®, Wilmington, Delaware). In some embodiments, the substrate is made of polytetrafluoroethylene (PTFE) or polyetheretherketone (PEEK), each of which is available from Boedeker Plastics, Inc. In some embodiments, the substrate is made of polyamide-imide (e.g., TORLON® PAI, Solvay Advanced Polymers, Alpharetta, Georgia).

In some embodiments, the substrate is made of a glass-based phenolic. Phenolic laminates are made by applying heat and pressure to layers of paper, canvas, linen or glass cloth impregnated with synthetic thermosetting resins. When heat and pressure are applied to the layers, a chemical reaction (polymerization) transforms the separate layers into a single laminated material with a "set" shape that cannot be softened again. Therefore, these materials are called "thermosets." A variety of resin types and cloth materials can be used to manufacture thermoset laminates with a range of mechanical, thermal, and electrical properties. In some embodiments, the substrate 102 is aphenoloiic laminate having a NEMA grade of G-3, G-5, G-7, G-9, G-10 or G-11. Exemplary phenolic laminates are available from Boedeker Plastics, Inc.

In some embodiments, the substrate is made of polystyrene. Examples of polystyrene include general purpose polystyrene and high impact polystyrene as detailed in Marks' Standard Handbook for Mechanical Engineers, ninth edition, 1987, McGraw-Hill, Inc., p. 6-174, which is hereby incorporated by reference herein in its entirety. In still other embodiments, the substrate 102 is made of cross-linked polystyrene. One example of cross-linked polystyrene is REXOLITE® (available from San Diego Plastics Inc., National City, California). REXOLITE is a thermoset, in particular a rigid and translucent plastic produced by cross linking polystyrene with divinylbenzene.

In still other embodiments, the substrate is made of polycarbonate. Such polycarbonates can have varying amounts of glass fibers (e.g., 10%, 20%, 30%, or 40%) in order to adjust tensile strength, stiffness, compressive strength, as well as the thermal expansion coefficient of the material. Exemplary
Polycarbonates are ZELUX® M and ZELUX® W, which are available from Boedeker Plastics, Inc.

In some embodiments, the substrate is made of polyethylene. In some embodiments, the substrate is made of low density polyethylene (LDPE), high density polyethylene (HDPE), or ultra high molecular weight polyethylene (UHMW PE). Chemical properties of HDPE are described in Marks' *Standard Handbook for Mechanical Engineers*, ninth edition, 1987, McGraw-Hill, Inc., p. 6-173, which is hereby incorporated by reference herein in its entirety. In some embodiments, the substrate is made of acrylonitrile-butadiene-styrene, polytetfluoro-ethylene (Teflon), polymethacrylate (lucite or plexiglass), nylon 6,6, cellulose acetate butyrate, cellulose acetate, rigid vinyl, plasticized vinyl, or polypropylene. Chemical properties of these materials are described in Marks' *Standard Handbook for Mechanical Engineers*, ninth edition, 1987, McGraw-Hill, Inc., pp. 6-172 through 6-175, which is hereby incorporated by reference in its entirety.


In some embodiments, a cross-section of the substrate is circumferential and has an outer diameter of between 3 mm and 100 mm, between 4 mm and 75 mm, between 5 mm and 50 mm, between .10 mm and 40 mm, or between 14
mm and 17 mm. In some embodiments, a cross-section of the substrate is circumferential and has an outer diameter of between 1 mm and 1000 mm.

In some embodiments, the substrate is a tube with a hollowed inner portion. In such embodiments, a cross-section of the substrate is characterized by an inner radius defining the hollowed interior and an outer radius. The difference between the inner radius and the outer radius is the thickness of the substrate. In some embodiments, the thickness of the substrate is between 0.1 mm and 20 mm, between 0.3 mm and 10 mm, between 0.5 mm and 5 mm, or between 1 mm and 2 mm. In some embodiments, the inner radius is between 1 mm and 100 mm, between 3 mm and 50 mm, or between 5 mm and 10 mm.

In some embodiments, the substrate has a length that is between 5 mm and 10,000 mm, between 50 mm and 5,000 mm, between 100 mm and 3000 mm, or between 500 mm and 1500 mm. In one embodiment, the substrate is a hollowed tube having an outer diameter of 15 mm and a thickness of 1.2 mm, and a length of 1040 mm. Although the substrate is a solid in some embodiments, it will be appreciated that in many embodiments, the substrate will have a hollow core and will adopt a rigid tubular structure such as that formed by a glass tube.

One aspect of the present application provides a method for forming a patterned layer from common layer in a photovoltaic application, wherein the patterned layer is configured to form one or more portions of one or more solar cells on a rigid substrate. For example, in Figure 1C, common layer 14 is patterned to form portions 14a and 14b. Portions 14a and 14b are configured to form one or more portions of one or more solar cells. For example, portions 14a and 14b could respectively be the back-electrode of a first and second solar cell that is monolithically integrated onto substrate 12. In another example, turning to Figure 2b, portions 24a and 24b could respectively be the semiconductor junction of a first and second solar cell that is monolithically integrated onto a substrate that is not shown. In still another example, referring to Figure 2b, portions 24a and 24b could respectively be the transparent conducting layer (e.g., transparent conducting oxide) of a first and second solar
cell that is monolithically integrated onto a substrate that is not shown. In the exemplary method, a first pass with a first laser beam is made over an area on the common layer. Then, a second pass is made with a second laser beam over approximately the same area on the common layer. The first pass provides a first level of electrical isolation between a first portion and a second portion of the common layer. The second pass provides a second level of electrical isolation between the first portion and the second portion of the common layer, the second level of electrical isolation being greater than the first level of electrical isolation.

In some embodiments the second pass comprises a plurality of laser beam passes. In some embodiments, the first laser beam and the second laser beam are generated by a common laser apparatus. In some embodiments, the first laser beam and the second laser beam are each generated by a different laser apparatus. In some embodiments, the first laser beam or the second laser beam is generated by a pulsed laser. In some embodiments, the pulsed laser has a pulse frequency in the range of 0.1 kilohertz (kHz) to 1,000 kHz during a portion of the first pass or a portion of the second pass. In some embodiments, a dose of radiant energy in a range from 0.01 Joules per square centimeters (J/cm²) to 50.0 J/cm² is delivered during a portion of the first pass or a portion of the second pass. In some embodiments, the common layer is a conductive layer. In some embodiments, the conductive layer comprises aluminum, molybdenum, tungsten, vanadium, rhodium, niobium, chromium, tantalum, titanium, steel, nickel, platinum, silver, gold, an alloy thereof, or any combination thereof. In some embodiments, the conductive layer comprises indium tin oxide, titanium nitride, tin oxide, fluorine doped tin oxide, doped zinc oxide, aluminum doped zinc oxide, gallium doped zinc oxide, boron dope zinc oxide indium-zinc oxide, a metal-carbon black-filled oxide, a graphite-carbon black-filled oxide, a carbon black-carbon black-filled oxide, a superconductive carbon black-filled oxide, an epoxy, a conductive glass, or a conductive plastic.
Thus, systems and methods for creating electric isolation between layers comprising solar cells is described and illustrated. Those skilled in the art will recognize that many modifications and variations of the present invention are possible without departing from the invention. Additionally, it is understood that the method could be applied to production of semiconductors in general. Of course, the various features depicted in each of the Figures and the accompanying text may be combined together. Accordingly, it should be clearly understood that the present invention is not intended to be limited by the particular features specifically described and illustrated in the drawings, but the concept of the present invention is to be measured by the scope of the appended claims. It should be understood that various changes, substitutions, and alterations could be made hereto without departing from the spirit and scope of the invention as described by the appended claims that follow.
We claim:

1. A method for forming a patterned layer from common layer in a photovoltaic application, wherein the patterned layer is configured to form one or more portions of one or more solar cells on a rigid substrate, the method comprising:
   - making a first pass with a first laser beam over an area on the common layer; and
   - making a second pass with a second laser beam over approximately the same area on the common layer, wherein
     - the first pass providing a first level of electrical isolation between a first portion and a second portion of the common layer; and
     - the second pass providing a second level of electrical isolation between the first portion and the second portion of the common layer, the second level of electrical isolation being greater than the first level of electrical isolation.

2. The method of claim 1, wherein the second pass comprises a plurality of laser beam passes.

3. The method of claims 1 or 2, wherein the first laser beam and the second laser beam are generated by a common laser apparatus.

4. The method of claims 1 or 2, wherein the first laser beam and the second laser beam are each generated by a different laser apparatus.

5. The method of any one of claims 1 through 5, wherein the first laser beam or the second laser beam is generated by a pulsed laser.

6. The method of claim 5, wherein the pulsed laser has a pulse frequency in the range of 0.1 kilohertz (kHz) to 1,000 kHz during a portion of the first pass or a portion of the second pass.
7. The method of any one of claims 1-6, wherein a dose of radiant energy in a range from 0.01 Joules per square centimeters (J/cm²) to 50.0 J/cm² is delivered during a portion of the first pass or a portion of the second pass.

8. The method of any one of claims 1-7, wherein the common layer is a conductive layer.

9. The method of claim 8, wherein the conductive layer comprises aluminum, molybdenum, tungsten, vanadium, rhodium, niobium, chromium, tantalum, titanium, steel, nickel, platinum, silver, gold, an alloy thereof, or any combination thereof.

10. The method of claim 9, wherein the conductive layer comprises indium tin oxide, titanium nitride, tin oxide, fluorine doped tin oxide, doped zinc oxide, aluminum doped zinc oxide, gallium doped zinc oxide, boron dope zinc oxide indium-zinc oxide, a metal-carbon black-filled oxide, a graphite-carbon black-filled oxide, a carbon black-carbon black-filled oxide, a superconductive carbon black-filled oxide, an epoxy, a conductive glass, or a conductive plastic.

11. The method of any one of claims 1-10, wherein said substrate has a Young's modulus of 20 GPa or greater.

12. The method of any one of claims 1-10, wherein said substrate has a Young's modulus of 40 GPa or greater.

13. The method of any one of claims 1-10, wherein said substrate has a Young's modulus of 70 GPa or greater.

14. The method of any one of claims 1-13, wherein said substrate is made of a linear material.
15. The method of any one of claims 1-14, wherein all or a portion of the substrate is a rigid tube or a rigid solid rod.

16. The method of any one of claims 1-14, wherein all or a portion of the substrate is characterized by a circular cross-section, an ovoid cross-section, a triangular cross-section, a pentangular cross-section, a hexagonal cross-section, a cross-section having at least one arcuate portion, or a cross-section having at least one curved portion.

17. The method of any one of claims 1-14, wherein a first portion of the substrate is characterized by a first cross-sectional shape and a second portion of the substrate is characterized by a second cross-sectional shape.

18. The method of claim 17, wherein the first cross-sectional shape and the second cross-sectional shape are the same.

19. The method of claim 17, wherein the first cross-sectional shape and the second cross-sectional shape are different.

20. The method of claim 17, wherein at least sixty percent of the length of the substrate is characterized by the first cross-sectional shape.

21. The method of claim 17, wherein the first cross-sectional shape is planar and the second cross-sectional shape has at least one arcuate side.

22. A method for forming a patterned layer from a common layer in a photovoltaic application, wherein the patterned layer is configured to form one or more electrically isolated layers of material on a substrate, the method comprising:
making a first laser beam pass with a first laser beam over a first area
on the common layer;
- based on the step of making a first pass, removing a first amount of the
  common layer;
- making a second laser beam pass with a second laser beam over a
  second area on the common layer, wherein the second area on the common
  layer is approximately the same as the first area on the common layer,
  based on the step of making a second pass, removing a second amount
  of the common layer, the second amount of the common layer comprising
  either: a) portions of the common layer left after the first pass, or b) remnants
  of the first amount that resettle within the area;
  wherein the first pass provides a first level of electrical isolation
  between a first portion and a second portion of the common layer; and
  wherein the second pass provides a second level of electrical isolation
  between the first portion and the second portion of the common layer, the
  second level of electrical isolation being greater than the first level of electrical
  isolation.

23. The method of claim 22, wherein the second laser beam pass comprises a
plurality of laser beam passes.

24. The method of claim 22 or 23, wherein the first laser beam and the second
laser beam are generated by a common laser apparatus.

25. The method of any one of claims claim 22 through 24, wherein the first
laser beam and the second laser beam are each generated by a different laser
apparatus.

26. The method of any one of claims 22 through 25, wherein the first laser
beam or the second laser beam is generated by a pulsed laser.
27. The method of claim 26, wherein the pulsed laser has a pulse frequency in the range of 0.1 kilohertz (kHz) to 1,000 kHz during a portion of the first pass or a portion of the second pass.

28. The method of any one of claims 22 through 27, wherein a dose of radiant energy in a range from 0.01 Joules per square centimeters (J/cm²) to 50.0 J/cm² is delivered during a portion of the first laser beam pass or a portion of the second laser beam pass.

29. The method of any one of claims 22 through 28, wherein the common layer is a conductive layer.

30. The method of claim 29, wherein the conductive layer comprises aluminum, molybdenum, tungsten, vanadium, rhodium, niobium, chromium, tantalum, titanium, steel, nickel, platinum, silver, gold, an alloy thereof, or any combination thereof.

31. The method of claim 29, wherein the conductive layer comprises indium tin oxide, titanium nitride, tin oxide, fluorine doped tin oxide, doped zinc oxide, aluminum doped zinc oxide, gallium doped zinc oxide, boron dope zinc oxide indium-zinc oxide, a metal-carbon black-filled oxide, a graphite-carbon black-filled oxide, a carbon black-carbon black-filled oxide, a superconductive carbon black-filled oxide, an epoxy, a conductive glass, or a conductive plastic.

32. The method of any one of claims 22 through 31, wherein said substrate has a Young’s modulus of 20 GPa or greater.

33. The method of any one of claims 22 through 31, wherein said substrate has a Young’s modulus of 40 GPa or greater.
34. The method of any one of claims 22 through 31, wherein said substrate has a Young's modulus of 70 GPa or greater.

35. The method of any one of claims 22 through 34, wherein said substrate is made of a linear material.

36. The method of any one of claims 22 through 35, wherein all or a portion of the substrate is a rigid tube or a rigid solid rod.

37. The method of any one of claims 22 through 35, wherein all or a portion of the substrate is characterized by a circular cross-section, an ovoid cross-section, a triangular cross-section, a pentangular cross-section, a hexagonal cross-section, a cross-section having at least one arcuate portion, or a cross-section having at least one curved portion.

38. The method of any one of claims 22 through 35, wherein a first portion of the substrate is characterized by a first cross-sectional shape and a second portion of the substrate is characterized by a second cross-sectional shape.

39. The method of claim 38, wherein the first cross-sectional shape and the second cross-sectional shape are the same.

40. The method of claim 38, wherein the first cross-sectional shape and the second cross-sectional shape are different.

41. The method of claim 38, wherein at least sixty percent of the length of the substrate is characterized by the first cross-sectional shape.

42. The method of claim 38, wherein the first cross-sectional shape is planar and the second cross-sectional shape has at least one arcuate side.