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To all whom it may concern: 
Be it known that I, CHARLEs SHUMAN, of 

Red Oak, in the county of Montgomery and 
State of Iowa, have invented a new and use 
ful Improvementin Neck-Yoke Rings, of which 
the following is a specification: 

Figure 1 is a detail section of my improved 
device, taken through the line aca, Fig. 2. Fig. 
2 is a front view of the same. Fig. 3 is a de 
tail view, showing the construction of the 
leather bush. 

Similar letters of reference indicate corre. 
sponding parts. 
The object of this construction is to furnish 

an improved neck-yoke ring, which shall be 
so constructed as to allow the neck-yoke to be 
turned nearly parallel with the tongue, and 
which shall be simple in construction, and in 
expensive in manufacture. 
The invention consists in the ring, provided 

with two lugs to receive the neck-yoke, with 
sockets to receive the pivots of an inner ring, 
and the locking-block; in the combination of 
the collar, provided with a tubular washer, 
with the two lugs of the ring for securing said 
ring in place upon the neck-yoke; in the inner 
ring, provided with the pivots, in combination 
with the outer rig and the locking-block; and 
in the leather bush, constructed as hereinafter 
described, in combination with the inner ring, 
as set forth. 
A is the body or outer part of the ring, 

which is made with a large circular hole 
through its center, and with two lugs, a, up 
on its upper edge, to receive the neck-yoke B. 
In the space between the lugs af, and attached 
to the center of the neck-yoke B, is placed a 
ring, bead, or collar, c, which is attached to, 
or formed upon, the sleeve c', to receive the 
lugs a, and thus prevent wear. In the hole 

of the ring A is placed a ring, D, upon the 
upper and lower sides of which are formed 
pivots di. The lower pivot d enters a socket 
in the lower part of the ring A, and the upper 
pivot d enters a notch or groove in the rear 
side of the upper part of the said ring A, 
where it is secured in place by a block, E. 
The inner and side surfaces of the ring D are 
faced with a rubber or leather bush, F. The 
bush F, when made of leather, is formed of 
two disks, the central parts of which are slit 
radially from their centers about half-way to 
their outer edges, as shown in Fig. 3. The outer 
parts of the two disks are fitted down over the 
front and rear sides of the ring D, and their 
central points alternate with each other, are 
sewed to each other with wire, and are fitted 
down over the inner surface of said ring, as 
shown in Fig. 1. 
Having thus described my invention, ...I 

claim as new and desire to secure by Letters 
Patent 

1. The ring A, provided with two lugs, af, 
to receive the neck-yoke, with sockets to re 
ceive the pivots of an inner ring, and with a 
block, E, substantially as herein shown and 
described. 

2. The combination of the collar c and sleeve 
c', with the lugs a? of the ring A, for securing 
said ring A in place upon the neck-yoke, sub 
stantially as herein shown and described. 

3. The inner ring D, provided with the piv. 
ots d', in combination with the ring A and the 
block E, substantially as herein shown and de 
scribed. 

CHARLES SEUMAN. 
Witnesses: 

S. A. JoNES, 
J. C. SHUMAN. 

  


