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To all chon if n (ty ?o fern. . . Be it known that I, CHARLEs T. RASCHIck, a citizen of the United States, residing at St. 
Paul, in the county of Ramsey and State of 
Minnesota. have invented a new and useful Innprovement in Holding-Clips, of which 
the following is a specification. 

This invention relates to holders which 
are used primarily by waitresses, or waiters 

30. 

Figure 1, is a perspective 

to hold restaurant ticket clips in which the 
checks or tickets are held. The holder is 
usually attached to the skirt, belt, pocket or 
the regular leather belt which is worn by 
the waiter and the clip holding the restau 
rant checks or tickets is hung on the holder 
in the hook portion, which is formed on the 
same. The holding clip can also be used to 
hold keys or other articles and the primary object is in a locking means which will pre 
vent the accidental removal of the holder of 
the user or the article held by the holder. 
The holder is of simple construction and 
formed so as to give a neat appearance when 
the same is in use. 

specification: . 
In the drawing forming part of this 

view of the 
holding clip. - - - - Fig. 2, is a side elevation of the same. 

Fig. 3, is a plan view of the clip. 
Fig. 4, is a side elevation of the clip at 

... tached to the pocket of a garment and illus 
trates a portion of a ticket holding clip 

35 
hung on the holder. 

Fig. 5, * - tached to a portion of a leather belt and the ticket holding clip hung, on the same, only 
a portion of the ticket clip is shown. 
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lel the side 4 of the loop 2. the portion 8 is curved inwardly away from 

In the drawing, A represents the holder 
which is formed of a single strip of thin 
spring material and which is bent to form a loop 2 on its upper portion and bent to 
form a holding hook 3 on its lower portion. 
The upper loop 2 is shaped to receive in ordi 

5 nary leather belt IB, a portion of the belt 
being illustrated in Fig.5, of the drayings. The loop 2 is formed with parallel sides 4 
and 5 having an upper curved portion 6 and 
a lower curved portion 7. The curved por 
tion 7 is formed with an upwardly extend ing portion 8 which lies adjacent and paral The ent 9 6f 

the side 4 of the loop 2 slightly so as to pre 
35 vent catching of the end of the portion 8 on 

illustrates the holding clip at 

the garment C when the holding clip A is 
used on the garment. In the use of the clip, 
A on the garment, the curved end 9 allows 
easy removal of the same when it is desired. As illustrated in Fig. 4, a holding clip A 
is attached to a pocket D formed on the gar ment C only a portion of the garnent being. 
illustrated. In the use of the clip in this in anner, the garment is engaged between the 
sides 4 and the end portion 8 of the loop 2; 
while in the use of the clip A as illustrated in Fig. 5, the belt B is adapted to be slipped 
through the loop 2 and is held locked to the belt against removal by the curved upper 
and lower ends 6 and 7 and the end or 
tongue portion 8. - The hook 3 of the clip A is formed with a 
curved lower portion 10 in which the ticket holding clip E is adapted to hang. The 
inner side 11 of the hook 3 is formed by an 
extension of the portion 4 of the loop 2 and 
the outer portion 12 of the hook 3 extends 
upwardly from the curved portion 10 toward 
the portion 4: The upper end 13 of the portion 12 is curved to form a slightly pro 
jecting portion 14. The portion 13 is adapted to bear against 
the side 4 so as to normally close the hook 
3. The portion 12 has a locking tongue - 15 
cut out of the same and shaped so that its lower curved portion 16 rests against the 
inner side of the portion 11 with its lower 
extremity 17 curved away from the side 11 slightly. The tongue 15, being cut from 
the portion 12 by the die. when the clip A is 
formed. In the use of the holding clip A, it is se 
cured to the garnent of the user either to 
...the leather belt or as illustrated in Fig. 4 and the hook 3 is inserted into the opening, 
18 formed in the back of the ticket holding 
clip E. The curvedi upper end 14 allows 
the clip E to be easily attached to the hook 3 and the tongate 15 rises sufficiently to allow 
the clip E to enter the body portion of the 
hook 3. The clip A is constructed of spring 
material and tine, it per'. (d. 13 will close the 
opening of the hook, while the tongue 15 
will close the body portion or loop of the 
hook 3 so as to prevent the ticket holding 
clip E from accidental slipping out of the 
hook 3. The ticket holding clip is freely held in 
the curveil or body portion 10 of the look 
3 and free to love up in the hook 3 as far 
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as the locking tongue 15, as is illustrated in 
Fig. 5, but preventing the accidental disen gagement of the ticket clip from the hook. 
In the use of the clip A, the waiter in stooping or bending over, might accidentally 

push the ticket holding clip up into the posi 
tion illustrated in Fig. 5, whereupon the ticket holding clip might slip out of the hook 
3 and become entirely disengaged from the 
holding clip A without the knowledge of the 
waiter were it not for the locking tongue 15. 
The lower curved end 17 of the locking 
tongue 15 allows the edge of the clip E to be 
inserted under the tongue 15 so as to remove 
the ticket holder. E from the holding clip A 
when it is desired but the curve 17 is so slight that ordinarily the ticket holder will not 
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become disengaged by accident from the holder A. 
The holder. A can be used for various pur 

poses such as holding key rings, etc. and the 
locking tongue 15 prevents the accidental 
loss of the same out of the holder A. The 
particular formation and construction of the 
oop 2 as illustrated, locks the holder A to the belt B against any accidental removal there 
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or edge of a garment when it is desired. 

per and lower curved portions, a tongue pro 

from, as it would be necessary to unbuckle the belt and slip the holding clip A off of 
- the same when it is desired to remove the holding clip from the belt. This construc 
tion is very desirable, especially where there 
is any chance of the holding device A becom ing disengaged fron: the garment of the user. 
The formatism ()" he loop 2 does not pre 
vent it being used to sip over the skirt, belt 
While the drawings illustrate a particular construction, I do not wish EE myself 

to the exact form and shape illustrated but 
desire to have it understood that the inven 
tion can be carried out by other means and applied to other uses within the scope of the following claims: 

1. In a holding clip of the class described 
formed from a single piece of material, which is bent to form an encircling belt en gaging loop with parallel sides, having up 
jecting upward fron said lower portion. which is adapted to lie parallel and engage 
against one of the parallel sides, the end of said tongue curving away from the side 

128,656 

against, which said tongue engages and the 
side of said belt engaging loop against which said tongue engages, being extended and 
curved to form a holding hook, the free end 
of which engages against the outer surface 
of said side of said belt engaging loop, at a point directly opposite the tongue formed on 
the lower portion of said belt engaging loop, 
the free end of said hook having a tongue cut 
therefroin with its free end extending in an 
opposite direction to the free end of said 
hook and engaging against Said extended 
side in said hook loop to form a locking heans for said holding hook. 
2. In a holding clip of the class described 

formed from a single piece of material, a belt, engaging loop formed on one end having 
paralle sides, a tongue formed on said belt engaging loop which is adapted to engage 
against one of said parallel sides and lie 
parallel thereto, a hook formed on the other 
end of said clip with its free end engaging against one of said parallel sides having its 
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75 oliter extremity curving away from said side 
and a tongue cut out of and formed integral 
with the free end of said hook having its 
free end extended in an opposite direction 
from the free end of said hook and adapted 
to engage against the inner wall of said hook 
to form a locking means for the same. 

3. In a holding clip of the class described 
formed from a single piece of material, a belt engaging loop formed on one end of said 
clip and a holding hook formed on the other 
end thereof, the free end of said belt engag 
lie adjacent to and parallel with the body of 
said clip, the free end of said holding hook being adapted to engage against the body of 
said hook directly opposite the free end of said belt engaging loop and a locking tongue 
formed integral with and cut from the body portion of the free end of said holding hook, 
so that the free end of said locking tongue 
will extend in an opposite direction to the 
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ing loop having a tongue which is adapted to 
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fi'ee end of said holding hook and engage against the body portion of said holding : clip, said body portion extending in a 
straight line and connecting said belt engag ing loop and said holding hook. 

CHARLES T. RASCHICK 
  

  


