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(57) ABSTRACT 

A novel process for paving or Sealing the interior Surface of 
a tissue lumen by entering the interior of the tissue lumen 
and applying a polymer to the interior Surface of the tissue 
lumen. This is accomplished using a catheter which delivers 
the polymer to the tissue lumen and causes it to conform to 
the interior surface of the lumen. The polymer can be 
delivered to the lumen as a monomer or prepolymer Solu 
tion, or as an at least partially preformed layer on an 
expansile member. 
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BODEGRADABLE POLYMERIC ENDOLUMINAL 
SEALING PROCESS, APPARATUS AND 

POLYMERIC PRODUCTS FOR USE THEREN 

RELATED APPLICATIONS 

0001) This application is a continuation of 10/020,083, 
filed Dec. 13, 2001, which is a continuation of 09/624,055, 
filed Jul. 24, 2002, which is a divisional of 09/327,715, filed 
Jun. 8, 1999, which is a continuation of 08/481,646, filed 
Jun. 6, 1995, now U.S. Pat. No. 5,947,977, which is a 
divisional of 08/182,516, filed Jan. 14, 1994, now U.S. Pat. 
No. 5,674,287, which is a FWC of 07/651,346, filed Apr. 4, 
1991 (abandoned), which is a national of PCT/US89/03593, 
filed Aug. 23, 1989 which is a CIP of 07/235,998, filed Aug. 
24, 1988(abandoned); 07/651,346 also is a CIP of 07/593, 
302, filed Oct. 3, 1988a FWC of 07/235,998, filed Aug. 24, 
1988 (abandoned). 

BACKGROUND OF THE INVENTION 

0002 This invention relates to a novel method for the in 
Vivo paving and Sealing of the interior of organs or organ 
components and other tissue cavities, and to apparatus and 
partially pre-formed polymeric products for use in this 
method. The tissues involved may be those organs or Struc 
tures having hollow or tubular geometry, for example blood 
vessels. Such as arteries or veins, in which case the polymeric 
products are deposited within the naturally occurring lumen. 
Alternatively, the tissue may be a normally Solid organ in 
which a cavity has been created either as a result of an 
intentional Surgical procedure or an accidental trauma. In 
this case, the polymeric product is deposited in the lumen of 
the cavity. 
0003. Often times, the hollow or tubular geometry of 
organs has functional Significance Such as in the facilitation 
of fluid or gas transport (blood, urine, lymph, oxygen or 
respiratory gases) or cellular containment (ova, Sperm). 
Disease processes may affect these organs or their compo 
nents by encroaching upon, obstructing or otherwise reduc 
ing the cross-sectional area of the hollow or tubular ele 
ments. Additionally, other disease processes may violate the 
native boundaries of the hollow organ and thereby affect its 
barrier function and/or containment ability. The ability of the 
organ or Structure to properly function is then Severely 
compromised. A good example of this phenomena can been 
Seen by reference to the coronary arteries. 
0004 Coronary arteries, or arteries of the heart, perfuse 
the actual cardiac muscle with arterial blood. They also 
provide essential nutrients and allow for removal of meta 
bolic wastes and for removal of metabolic wastes and for gas 
eXchange. These arteries are Subject to relentleSS Service 
demands for continuous blood flow throughout the life of the 
patient. 
0005. Despite their critical life supporting function, coro 
nary arteries are often Subject to attack through Several 
disease processes, the most notable being atherosclerosis or 
hardening of the arteries. Throughout the life of the patient, 
multiple factors contribute to the development of micro 
Scopic and/or macroscopic vascular lesions known as 
plaques. 
0006 The development of a plaque lined vessel typically 
leads to an irregular inner vascular Surface with a corre 
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sponding reduction of vessel cross-sectional area. The pro 
gressive reduction in cross-sectional area compromises the 
flow through the vessel. For example, the effect on the 
coronary arteries, is a reduction in blood flow to the cardiac 
muscle. This reduction in blood flow, with corresponding 
reduction in nutrient and oxygen Supply, often results in 
clinical angina, unstable angina or myocardial infarction 
(heart attack) and death. The clinical consequences of the 
above process and its overall importance are seen in that 
atherOSclerotic coronary artery disease represents the lead 
ing cause of death in the United States today. 

0007. Historically, the treatment of advanced atheroscle 
rotic coronary artery disease i.e. beyond that amenable to 
therapy via medication alone, involved cardio-thoracic Sur 
gery in the form of coronary artery bypass grafting (CABG). 
The patient is placed on cardio-pulmonary bypass and the 
heart muscle is temporarily Stopped. Repairs are then Sur 
gically affected on the heart in the form of detour conduit 
grafted vessels providing blood flow around obstructions. 
While CABG has been perfected to be quite effective it 
carries with it inherent Surgical risk and requires a Several 
week, often painful recuperation period. In the United States 
alone approximately 150-200 thousand people are Subjected 
to open heart Surgery annually. 

0008. In 1977 a major advance in the treatment of ath 
erosclerotic coronary artery disease occurred with the intro 
duction of a technique known as Percutaneous Transluminal 
Coronary Angioplasty (PTCA). PTCA involves the retro 
grade introduction, from an artery in the arm or leg, up to the 
area of vessel occlusion, of a catheter with a Small dilating 
balloon at its tip. The catheter is Snaked through the arteries 
Via direct fluoroscopic guidance and passed acroSS the 
luminal narrowing of the vessel. Once in place, the catheter 
balloon is inflated to Several atmospheres of preSSure. This 
results in “cracking”, “plastic' or otherwise mechanical 
deformation of the lesion or vessel with a Subsequent 
increase in the cross-sectional area. This in turn reduces 
obstruction, and trans-lesional pressure gradients and 
increases blood flow. 

0009 PTCA is an extremely effective treatment with a 
relatively low morbidity and is rapidly becoming a primary 
therapy in the treatment of atherOSclerotic coronary disease 
throughout the United States and the world. By way of 
example, since its introduction in 1977, the number of PTCA 
cases now exceeds 150,000 per annum in the United States 
and, for the first time in 1987, Surpassed the number of 
bypass operations performed. Moreover, as a result of 
PTCA, emergency coronary artery bypass Surgery is 
required in less than four percent of patients. Typically, 
atherOSclerosis is a diffuse arterial disease proceSS exhibiting 
Simultaneous patchy involvement in Several coronary arter 
ies. Patients with this type of widespread coronary involve 
ment, while previously not considered candidates for angio 
plasty, are now being treated due to technical advances and 
increased clinical experience. 
0010 Despite the major therapeutic advance in the treat 
ment of coronary artery disease which PTCA represents, its 
Success has been hampered by the development of vessel 
renarrowing or reclosure post dilation. During a period of 
hours or days post procedure, Significant total vessel reclo 
sure may develop in up to 10% of cases. This is referred to 
as "abrupt reclosure'. However, the more common and 
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major limitation of PTCA, is the development of progressive 
reversion of the vessel to its closed condition, negating any 
gains achieved from the procedure. 
0.011 This more gradual renarrowing process is referred 
to as “restenosis.” Post-PTCA follow-up studies report a 
10-50% incidence (averaging approximately 30%) of rest 
enosis in cases of initially Successful angioplasty. Studies of 
the time course of restenosis have shown that it is typically 
an early phenomenon, occurring almost exclusively within 
the Six months following an angioplasty procedure. Beyond 
this six-month period, the incidence of restenosis is quite 
rare. Despite recent pharmacological and procedural 
advances, little Success has been achieved in preventing 
either abrupt reclosure or restenosis post-angioplasty. 
0012 Restenosis has become even more significant with 
the increasing use of multivessel PTCA to treat complex 
coronary artery disease. Studies of restenosis in cases of 
multi-vessel PTCA reveal that after multi-lesion dilation, the 
risk of developing at least one recurrent coronary lesion 
range from 26% to 54% and appears to be greater than that 
reported for single vessel PTCA. Moreover, the incidence of 
restenosis increases in parallel with the Severity of the 
pre-angioplasty vessel narrowing. This is Significant in light 
of the growing use of PTCA to treat increasingly complex 
multi-vessel coronary artery disease. 
0013 The 30% overall average restenosis rate has sig 
nificant costs including patient morbidity and risks as well as 
medical economic costs in terms of follow-up medical care, 
repeat hospitalization and recurrent catheterization and 
angioplasty procedures. Most significantly, prior to recent 
developments, recurrent restenosis following multiple 
repeat angioplasty attempts could only be rectified through 
cardiac Surgery with the inherent risks noted above. 
0.014. In 1987 a mechanical approach to human coronary 
artery restenosis was introduced by Swiss investigators 
referred to as “Intracoronary Stenting”. An intracoronary 
Stent is a tubular device made of fine wire mesh, typically 
Stainless Steel. The Swiss investigators utilized a Stent of the 
Wallsten design as disclosed and claimed in U.S. Pat. No. 
4,655,771. The device can be configured in such a manner 
as to be of low cross-sectional area. In this “low profile' 
condition the mesh is placed in or on a catheter Similar to 
those used for PTCA. The stent is then positioned at the site 
of the vascular region to be treated. Once in position, the 
wire mesh Stent is released and allowed to expand to its 
desired croSS-Sectional area generally corresponding to the 
internal diameter of the vessel. Similar Solid Stents are also 
disclosed in U.S. Pat. No. 3,868,956 to Alfidi et al. 

0.015 The metal stent functions as a permanent intravas 
cular Scaffold. By virtue of its material properties, the metal 
Stent provides Structural Stability and direct mechanical 
support to the vascular wall. Stents of the Wallsten design 
are Self-expanding due to their helical “spring geometry. 
Recently, U.S. investigators introduced slotted steel tubes 
and extended Spring designs. These are deployed though 
application of direct radial mechanical pressure conveyed by 
a balloon at the catheter tip. Such a device and procedure are 
claimed in U.S. Pat. No. 4,733,665 to Palmaz. Despite the 
Significant limitations and potentially Serious complications 
discussed below, this type of Stenting has been Successful 
with an almost 100% acute patency rate and a marked 
reduction in the restenosis rate. 
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0016. The complications associated with permanent 
implants such as the Palmaz device result from both the 
choice of material, i.e., metal or StainleSS Steel, as well as the 
inherent design deficiencies in the Stenting devices. The 
major limitation lies in the permanent placement of a 
non-retrievable, non-degradable, foreign body in a vessel to 
combat restenosis which is predominantly limited to the 
Six-month time period post-angioplasty. There are inherent, 
Significant risks common to all permanent implant devices. 
Moreover, recent studies have revealed that atrophy of the 
media, the middle arterial layer of a vessel, may occur as a 
Specific complication associated with metal Stenting due to 
the continuous lateral expansile forces exerted after implan 
tation. 

0017. These problems are even more acute in the place 
ment of a permanent metallic foreign body in the vascular 
tree associated with the cardiac muscle. Coronary arteries 
are Subjected to the most extreme Service demands requiring 
continuous unobstructed patency with unimpeded flow 
throughout the life of the patient. Failure in this system will 
lead to myocardial infarction (heart attack) and death. In 
addition, the torsional and other multi-directional Stresses 
encountered in the heart due to its continuous oscillatory/ 
cyclic motion further amplifies the risks associated with a 
permanent, Stiff metallic intra-arterial implant in the coro 
nary bed. 
0018. It has been observed that, on occasion, recurrent 
intravascular narrowing has occurred post-Stent placement 
in vessels during a period of Several weeks to months. 
Typically, this occurs “peri-Stent, i.e., immediately up or 
down Stream from the Stent. It has been Suggested that this 
may relate to the Significantly different compliances of the 
vessel and the Stent, Sometimes referred to as “compliance 
mismatch'. Aside from changes in compliance another 
important mechanism leading to luminal narrowing above 
and below the Stent may be the changes in Shear forces and 
fluid flows encountered acroSS the Sharp transitions of the 
Stent-vessel interface. Further Supporting evidence has 
resulted from Studies of vascular grafts which reveal a 
higher incidence of thrombosis and eventual luminal closure 
also associated with Significant compliance mismatch. 
0019. To date known stent designs, i.e. tubular, wire 
helical or Spring, Scaffold design have largely been designed 
empirically without consideration or measurement of their 
radial Stiffness. Recent Studies measuring the relative radial 
compressive Stiffness of known wire Stents, as compared to 
physiologically pressurized arteries, have found them to be 
much Stiffer than the actual biological tissue. These Studies 
lend Support to the concept of poor mechanical biocompat 
ibility of current available stents. 
0020 Conventional metal stenting is severely limited 
Since it is device dependent and necessitates a myriad of 
individual Stents as well as multiple deployment catheters of 
varying lengths and sizes to accommodate individual appli 
cations. Additionally, metal Stents provide a relatively rigid 
nonflexible Structural Support which is not amenable to a 
wide variety of endoluminal geometries, complex Surfaces, 
luminal bends, curves or bifurcations. 

0021. These identified risks and limitations of metal 
Stents have Severely limited their utility in coronary artery 
applications. AS of 1988, a partial Self-imposed moratorium 
exists in the use of helical metal Stents to treat human 
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coronary artery diseases. Presented in the United States, a 
Spring-like wire coil Stent has been approved only for short 
term use as an emergency device for patients with irrepa 
rably closed coronary arteries following failed PTCA while 
in transit to emergency bypass Surgery. An alternative to the 
use of Stents has now been found which has broad applica 
tions beyond use in coronary artery applications for keeping 
hollow organs open and in good health. 

SUMMARY OF THE INVENTION 

0022. The present invention provides a solution to the 
problem of restenosis following angioplasty, without intro 
ducing the problems associated with metal Stents. Specifi 
cally, the invention provides a novel method for endoluminal 
paving and sealing (PEPS) which involves application of a 
polymeric material to the interior Surface of the blood vessel. 
In accordance with this method, a polymeric material, either 
in the form of a monomer or prepolymer Solution or as an at 
least partially pre-formed polymeric product, is introduced 
into the lumen of the blood vessel and positioned at the point 
of the original Stenosis. The polymeric product is then 
reconfigured to conform to and maintain intimate contact 
with the interior Surface of the blood vessel Such that a 
paving and Sealing coating is achieved. 

0023 The PEPS approach is not limited to us in connec 
tion with restenosis, however, and can also be effectively 
employed in any hollow organ to provide local Structural 
Support, a Smooth Surface, improved flow and Sealing of 
lesions. In addition, the polymeric paving and Sealing mate 
rial may incorporate therapeutic agents Such as drugs, drug 
producing cells, cell regeneration factors or even progenitor 
cells of the Same type as the involved organ or histologically 
different to accelerate healing processes. Such materials 
with incorporated therapeutic agents may be effectively used 
to coat or plug Surgically or traumatically formed lumens in 
normally Solid organs as well as the native or disease 
generated lumens of hollow or tubular organs. 

0024. For use in these applications, the present invention 
provides at least partially preformed polymeric products. 
These products may have any of a variety of physical shapes 
and sizes in accordance with the particular application. The 
invention also provides apparatus Specifically adapted for 
the positioning of the polymeric material, these including 
partially pre-formed polymeric products, at the interior 
Surface of an organ for the Subsequent chemical or physical 
reconfiguration of the polymeric material Such that it 
assumes a desired molded or customized final configuration. 

BRIEF DESCRIPTION OF THE DRAWING 

0025 FIG. 1 shows an amorphous geometry of the PEPS 
polymer coating before and after deployment, 

0026 FIG. 2 shows a stellate geometry of the PEPS 
polymer coating before and after deployment, 

0027 FIG. 3 shows a linear feathered polymer strip 
applied to “one” wall before and after deployment; 

0028 FIG. 4 shows a large patch of sprayed on polymer 
material before and after deployment; 

0029 FIG. 5 shows a porous tubular form geometry 
before and after deployment; 

Feb. 5, 2004 

0030 FIG. 6 shows a spot geometry of the PEPS process 
before and after deployment; 
0031 FIG. 7 shows a spiral form application of the PEPS 
process before and after deployment; 

0032 FIG. 8 shows an arcuate (radial, arc) patch geom 
etry of the PEPS polymer before and after deployment; 
0033 FIG. 9 shows a process for using PEPS to treat an 
artificially created tissue lumen; 
0034 FIG. 10 shows two lumen catheters according to 
the invention; 

0035 FIG. 11 shows surface contours of expansile mem 
bers useful in catheters according to the invention; 
0036 FIG. 12 shows three catheters according to the 
invention; 

0037 FIG. 13 shows four lumen catheters according to 
the invention; 

0038 FIG. 14 shows five lumen catheters according to 
the invention; 

0039 FIG. 15 shows six lumen catheters according to the 
invention; 

0040 FIG. 16 shows seven lumen catheters according to 
the invention; 

0041 FIG. 17 shows a distal occlusion catheter and a 
polymer delivery catheter in a vessel; 

0042 FIG. 18 shows in cross-section a polymeric sleeve 
before insertion in a blood vessel; the sleeve after insertion 
in the vessel and after expansion; 
0043 FIG. 19 is a cross-sectional comparison of an 
initial polymeric sleeve and an expanded polymeric sleeve; 
0044 FIG. 20 shows enmeshed discontinuous polymeric 
material arrayed on a catheter with a retractable sheath; and 
004.5 FIG. 21 shows variations in apertures for polymer 
delivery to a tissue lumen. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0046. In general, PEPS involves the introduction of a 
polymeric material into a Selected location within a lumen in 
tissue, i.e., an organ, an organ component or cavernous 
component of an organism, and the Subsequent reconfigu 
ration of the polymeric material to form a Sealing in intimate 
and conforming contact with or paving the interior Surface. 
AS used herein, the term "sealing” or "Seal” means a coating 
of Sufficiently low porosity that the coating Serves a barrier 
function. The term "paving” refers to coatings which are 
porous or perforated. By appropriate Selection of the poly 
meric material employed and of the configuration of the 
coating or paving, PEPS provides a unique customizable 
process, which can be utilized as a given biological or 
clinical Situation dictates. 

0047 The basic requirements for the polymeric material 
to be used in the PEPS process are biocompatibility and the 
capacity to be chemically or physically reconfigured under 
conditions which can be achieved in Vivo. Such reconfigu 
ration conditions may involve heating, cooling, mechanical 
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deformation, e.g., Stretching, or chemical reactions Such as 
polymerization or crosslinking. 

0.048 Suitable polymeric materials for use in the inven 
tion include polymers and copolymers of carboxylic acids 
Such as glycolic acid and lactic acid, polyurethanes, poly 
esterS Such as poly(ethylene terephthalate), polyamides Such 
as nylon, polyacrylonitriles, polyphosphazines, polylactones 
Such as polycaprolactone, and polyanhydrides Such as poly 
bis(p-carboxphenoxy)propane anhydride and other poly 
merS or copolymerS Such as polyethylene, polyvinyl chlo 
ride and ethylene Vinyl acetate. 
0049 Other bioabsorbable polymers could also be used 
either Singly or in combination, or Such as homopolymers 
and copolymers of delta-Valerolactone, and p-dioxanone as 
well as their copolymers with caprolactone. Further, Such 
polymers can be cross-linked with bis-caprolactone. 
0050 Preferably PEPS utilizes biodegradable polymers, 
with Specific degradation characteristics to provide Sufficient 
lifespan for the particular application. AS noted above, a Six 
month lifespan is probably Sufficient for use in preventing 
restenosis, Shorter or longer periods may be appropriate for 
other therapeutic applications. 
0051 Polycaprolactone as disclosed and claimed in U.S. 
Pat. No. 4,702,917 to Schnidler, incorporated herein by 
reference, is a highly Suitable bioabsorbable polymer for use 
in the PEPS process, particularly for prevention of resteno 
Sis. Polycaprolactone possesses adequate mechanical 
Strength being mostly crystalline even under quenching 
conditions. Despite its structural stability, polycarpolactone 
is much less rigid than the metals used in traditional Stenting. 
This minimizes the risk of acute vessel wall damage from 
Sharp or rough edges. Furthermore, once polycaprolactone 
has been deployed its crystalline Structure will maintain a 
constant outside diameter. This eliminates the risk often 
asSociated with known helical or Spring metal Stents which 
after being expanded in Vivo have a tendency to further 
expand exerting increasing pressure on the vessel wall. 
0.052 The rate of bioabsorption of polycaprolactone is 
ideal for this application. The degradation process of this 
polymer has been well characterized with the primary deg 
radation product being nonparticulate, nontoxic, 6-hydroxy 
hexanoic acid of low acidity. The time of biodegradation of 
polycaprolactone can be adjusted through the addition of 
various copolymers. 
0.053 Polycaprolactone is a preferred polymer for use in 
the PEPS process because it has attained favorable clinical 
acceptability and is in the advanced Stages of FDA approval. 
Polycaprolactone has a crystalline melting point of 60° C. 
and can be deployed in Vivo via a myriad of techniques 
which facilitate transient heating and varying degrees of 
mechanical deformation or application as dictated by indi 
vidual situations. This differs markedly from other bioab 
Sorbable polymerS Such as polyglycolide and polylactide 
which melt at much higher temperatures of 180° C. and pose 
increased technical constraints as far as the delivery System 
affording polymer Sculpting without deleterious tissue expo 
Sure to excessive temperatures or mechanical forces. 
0.054 Polyanhydrides have been described for use as 
drug carrier matrices by Leong et al., J. Biomed. Mat. Res. 
19,941-955 (1985). These materials frequently have fairly 
low glass transition temperatures, in Some cases near normal 
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body temperature, which makes them mechanically deform 
able with only a minimum of localized heating. Further 
more, they offer erosion times varying from Several months 
to Several years depending on particular polymer Selected. 

0055. The polymeric materials may be applied in custom 
designs, with varying thicknesses, lengths, and three-dimen 
Sional geometries (e.g., Spot, Stellate, linear, cylindrical, 
arcuate, spiral) to achieve varying finished geometries as 
depicted in FIGS. 1-8. Further, PEPS may be used to apply 
polymer to the inner Surfaces of hollow, cavernous, or 
tubular biological structures (whether natural or artificially 
formed) in either single or multiple polymer layer configu 
rations. PEPS may also be used, where appropriate, to 
occlude a tissue lumen completely. 

0056. The polymeric material used in PEPS can be com 
bined with a variety of therapeutic agents for onsite delivery. 
Examples for use in coronary artery applications are anti 
thrombotic agents, e.g., proStacyclin and Salicylates, throm 
bolytic agents e.g. Streptokinase, urokinase, tissue plasmi 
nogen activator (TPA) and anisoylated plasminogen 
Streptokinase activator complex (APSAC), vasodilating 
agents i.e. nitrates, calcium channel blocking drugs, anti 
proliferative agents i.e. colchicine and alkylating agents, 
intercalating agents, growth modulating factorS Such as 
interleukins, transformation growth factor B and congeners 
of platelet derived growth factor, monoclonal antibodies 
directed against growth factors, anti-inflammatory agents, 
both Steroidal and non-Steroidal, and other agents which 
may modulate vessel tone, function, arteriosclerosis, and the 
healing response to vessel or organ injury post intervention. 
In applications where multiple polymer layers are used 
different pharmacological agents could be used in different 
polymer layers. Moreover, PEPS may be used to effect 
pharmaceutical delivery focally within the vessel wall, i.e. 
media. 

0057 The polymeric material in accordance with the 
invention may also have incorporated in it living cells to 
Serve any of Several purposes. For examples, the cells may 
be selected, or indeed designed using principles of recum 
bent DNA technology, to produce Specific agents Such as 
growth factors. In Such a way, a continuously regenerating 
Supply of a therapeutic agent may be provided without 
concerns for Stability, initial overdosing and the like. 

0058 Cells incorporated in the polymeric material may 
also be progenitor cells corresponding to the type of tissue 
in the lumen treated or other cells providing therapeutic 
advantage. For example, liver cells might be implanted in 
the polymeric material within a lumen created in the liver of 
a patient to facilitate regeneration and closure of that lumen. 
This might be an appropriate therapy in the case where Scar 
tissue or other diseased, e.g. cirrhosis, fibrosis, cystic disease 
or malignancy, non-functional tissue Segment has formed in 
the liver or other organ and must be removed. The process 
of carrying out Such treatment, shown Schematically in FIG. 
9, involves first inserting a catheter 91 into a lumen 92 
within a diseased organ segment 93. The lumen 92 can be a 
native vessel, or it can be a man-made lumen, for example 
a cavity produced by a laser. The catheter 91 is used to 
introduce a polymeric plug 94 into the lumen 92. The 
catheter is then removed, leaving the plug 94 in place to act 
as a focus for new growth Stemming from cells implanted 
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along with the polymeric plug 94. If the desire is for a more 
tubular structure, the plug 94 can be appropriately recon 
figured. 

0059 Optional additions to the polymeric material such 
as barium, iodine or tantalum Salts for X-ray radio-opacity 
allow visualization and monitoring of the coating. 
0060. The technique of PEPS preferably involves the 
percutaneous application of a polymeric material, preferably 
a biodegradable polymer Such as polycaprolactone, either 
alone or mixed with other biodegradable polymeric materi 
als, which may optionally contain various pharmaceutical 
agents for controlled Sustained release of the pharmaceutical 
or for Selective Soluble factor adsorption and trapping. The 
polymeric material is typically applied to the inside of an 
organ Surface employing combined thermal and mechanical 
means to manipulate the polymeric material. Although 
capable of being used during Surgery, PEPS will generally 
be applied without the need for a Surgical procedure using 
Some type of catheter, for example novel modifications of 
the known catheter technology described above for (PTCA). 
PEPS is preferably applied using a single catheter with 
multiple balloons and lumens. The catheter should be of 
relatively low cross-sectional area. Typically a long thin 
tubular catheter manipulated using fluoroscopic guidance 
can access deep into the interior of organ or vascular areas. 
0061 The polymer may be deployed in the interior of the 
vessel or organ from the Surface or tip of the catheter. 
Alternatively, the polymer could be positioned on a balloon 
Such as that of a standard angioplasty balloon catheter. 
Additionally, the polymer could be applied by Spraying, 
extruding or otherwise internally delivering the polymer via 
a long flexible tubular device consisting of as many lumens 
as a particular application may dictate. 

0062) The simplest PEPS coating is a continuous coating 
over a designated portion of a tissue lumen. Such a coating 
can be applied with a simple two lumen catheter Such as 
those shown in FIG. 10. Looking first to FIG. 10a, a 
suitable catheter is formed from a tubular body 100 having 
a proximal end 101 and a distal end 102. The interior of the 
tubular body 100 is divided into two conduits 103 and 104 
which extend from the proximal end 101 to apertures 105 
and 106 in the tubular body. (FIGS. 10b and 10c) Conduits 
103 and 104 thus connect apertures 105 and 106 with the 
proximal end 101 of the tubular body 100 to allow fluid flow 
therebetween. The proximal ends of conduits 103 and 104 
are preferably equipped with connectors 108 which allow 
connection with fluid Supplies. PreSSure connectorS Such as 
Luer(R) locks are Suitable. 

0.063. The catheter may also include markers 109 in one 
or more locations to aid in locating the catheter. These 
markers can be, for example, fluoroscopic radio-opaque 
bands affixed to the tubular body 100 by heat sealing. 

0064. The catheter shown in FIGS. 10b and 10c has an 
expansile member in the form of an inflatable balloon 107 
disposed over the distal aperture 105. In use, an at least a 
partially preformed polymeric layer or partial layer is posi 
tioned over the balloon 107 and the catheter is inserted into 
an appropriate position in the tissue lumen. Fluid flow 
through conduit 103 will cause the balloon 107 to inflate, 
Stretch and deform the polymer layer until it comes into 
contact with the walls of the tissue lumen. The other aperture 
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105 and conduit 103 are used to control the reconfiguration 
of the polymeric sleeve, for example by Supplying a flow of 
heated liquid to Soften the Sleeve and render it more readily 
Stretchable or to Stimulate polymerization of a partially 
polymerized sleeve. 
0065 Variations on this basic two lumen catheter can be 
made, examples of which are shown in FIGS. 10d and 10e. 
For example, FIG. 10d has a shapeable wire affixed to the 
tip of the catheter to aid in insertion and a traumatic and 
directed passage through the organism, i.e. to act as a guide 
wire. In FIG. 10e, the expansile member is incorporated as 
part of the tubular body as a continuous element, preferably 
a unitary element. In this case, the distal tip 107a of the 
catheter expands in response to fluid flow in conduit 103. 
Conduit 104 can be formed by bonding in or on the extruded 
catheter body a piece of the same or different material in a 
tubular form. This type of design can also be used in more 
complicated multi-lumen catheters discussed below. 
0066. The polymeric material may take the form of a 
sleeve designed to be readily insertable along with the 
catheter into the tissue lumen, and then to be deployed onto 
the wall of the lumen to form the coating. This deployment 
can be accomplished by inflating a balloon, Such as balloon 
107 using fluid flow through conduit 103. Inflation of 
balloon 107 stretches the polymeric sleeve causing it to 
preSS against the walls of the tissue lumen and acquire a 
shape corresponding to the lumen wall. This shape is then 
fixed, and the catheter removed leaving behind a polymeric 
paving or Seal on the lumen wall. 
0067. The process of fixing the shape of the polymeric 
material can be accomplished in Several ways, depending on 
the character of the original polymeric material. For 
example, a partially polymerized material can be expanded 
using the balloon after which the conditions are adjusted 
Such that polymerization can be completed, e.g., by increas 
ing the local temperature or providing UV radiation through 
an optical fiber. A temperature increase might also be used 
to Soften a fully polymerized sleeve to allow expansion and 
facile reconfiguration and local molding, after which it 
would “freeze' in the expanded position when the heat 
Source is removed. Of course, if the polymeric Sleeve is a 
plastic material which will permanently deform upon 
Stretching (e.g., polyethylene, polyethylene terephthalate, 
nylon or polyvinyl chloride), no special fixation procedure is 
required. 

0068. As depicted in FIG. 10b, local heating can be 
provided by a flow of heated liquid directly into the tissue 
lumen. Thermal control can also be provided, however, 
using a fluid flow through or into the expansile member or 
using a “leaky' partially perforated balloon Such that tem 
perature control fluid passes through the expansile member, 
or using electrical resistive heating using a wire running 
along the length of the catheter body in contact with resistive 
heating elements. This type of heating element can make use 
of DC or radiofrequency (RF) current or external RF or 
microwave radiation. Other methods of achieving tempera 
ture control can also be used, including laser heating using 
an internal optical fiber (naked or lensed) or thermonuclear 
elements. 

0069. In addition to the smooth shape shown in FIG. 10, 
the balloon used to configure the polymer can have other 
Surface shapes for formation of the coatings to provide 
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Specific polymeric deployment patterns. For example, the 
balloon may be a globular shape intended for deployment 
from the tip of a catheter device. (FIG. 11a) Such an 
arrangement would be preferred when the paving operation 
is being carried out in a cavity as opposed to a tubular organ. 
The balloon might also be thickened at the ends (FIG. 11c) 
or substantially helical (FIG. 11d) providing a variation in 
coating thickneSS along the length of the paved or Sealed 
area. Such a configuration might prove advantageous in the 
case where additional Structural Support is desired and to 
provide a tapered edge to minimize flow disruption. Varia 
tions in coating thickneSS which provide ribs running the 
length of the tissue lumen might be achieved using a Stellate 
balloon (FIG.11e). This type of polymer coating would be 
useful in the case where additional Structural Support is 
desirous combined with more continuous flow properties. In 
addition balloon shape may facilitate insertion in Some 
CSCS. 

0070 Variations in the ultimate configuration of the 
PEPS coating can also be achieved by using more complex 
deployments of the polymer on the expansile number. For 
example, the polymer can be in the form of a perforated 
tubular Sleeve, a helical sleeve or in the form of discontinu 
ous members of various shapes. These may be affixed to the 
expansile member directly, for example with an adhesive or 
by Suction through perforations and the like, or to an 
overcoating Such as dissolvable gauze-like or paper sheath 
(i.e., spun Saccharide) or held in place by a retractable 
porous sheath which will be removed with the catheter after 
application. 

0071 For example, FIG. 20(a) shows an array of poly 
mer dots. These dots are enmeshed in a dissolvable mesh 
substrate FIG. 200b) which in turn is wrapped around the 
expansile member 107 of a catheter according to the inven 
tion (FIG. 20c). An exemplary two lumen catheter is shown 
in FIG. 20d (numbered as in FIG. 10b) where a retractable 
sheath 205 surrounds the polymer dots 206 for insertion. 
When the catheter reaches the application Site, the sheath 
205 is retracted (FIG.20e) and the balloon 107 expanded. 
0.072 It will be recognized, that the catheter depicted in 
FIG. 10 represents a minimalistic approach to PEPS cath 
eter design, and that additional lumens may be included 
within the catheter body to provide conduits for inflation of 
positioning balloons, optical fibers, additional polymer 
molding balloons, temperature control means, and passage 
of Steering or guide wires or other diagnostic devices, e.g. 
ultrasound catheter, or therapeutic devices Such as atherec 
tomy catheter or other lesion modifying device. For 
example, three lumen catheters (FIG. 12), four lumen cath 
eters (FIG. 13), five lumen catheters (FIG. 14), six lumen 
catheters (FIG. 15) and seven lumen catheters (FIG. 16) 
might be employed. A retractable sheath may also be pro 
Vided which extends over the polymer during insertion to 
prevent premature Separation of the polymer from the cath 
eter. In addition, catheters may have telescoping Sections 
Such that the distance between the occluding balloons can be 
varied. 

0.073 Looking for example at the six lumen catheters in 
FIG. 15b, two positioning balloons 150 and 151, both 
connected to conduit 152. Positioning balloons 150 and 151 
serve to fix the position of the tubular body 100 within a 
tissue lumen and isolate the portion of the tissue lumen 
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between them where the PEPS coating will be applied. 
Expansile member 153 is provided with circulating flow via 
conduits 154 and 155. This can be used to provide tempera 
ture control to the isolated portion of the tissue lumen, as 
well as acting to configure the polymeric coating formed by 
expanding a polymeric sleeve and other deployed form fitted 
over expansile member 153. In the catheter shown in FIG. 
15b, a temperature control Solution or a therapeutic Solution 
is advantageous provided through conduit 156, with conduit 
157 acting as a drain line (or vice versa) to allow flow of 
fluid through the isolated portion of the tissue lumen 
(“Superfusion”). Such a drain line is not required, however, 
and a simple infusion catheter could omit one of the conduits 
156 or 157 as in the five lumen designs of FIG. 14. The sixth 
conduit 158 is also optional, but can be advantageously used 
for guide wires, diagnostic or therapeutic device passage, or 
distal fluid perfusion. If conduit 158 has an aperture proxi 
mal to balloon 151, it can be used as a by-pass conduit for 
passive perfusion during occlusion. 

0074 The incorporation in the catheter of positioning 
balloons which occlude a Section of the tissue lumen makes 
it possible to utilize Solutions of monomers or prepolymers 
and form the coating in situ. Looking for example at four 
lumen catheters shown in FIG. 13b, an isolation Zone is 
created by inflating balloons 131 and 132 so that they press 
against the tissue lumen. While expansile member 133 could 
be used to deform a polymeric sleeve or other deployment 
form, it can also be used to define the size and environmental 
conditions (e.g. temperature) of the lumen region. 
0075. Application of the polymeric material may be 
accomplished by extruding a Solution of monomers or 
prepolymers through the aperture 134 to coat or fill the tissue 
lumen. The formation of a polymer coating can be controlled 
by introducing crosslinking agents or polymerization cata 
lysts together with the monomer or prepolymer Solution and 
then altering the conditions Such that polymerization occurs. 
Thus, a flow of heated fluid into expansile member 133 can 
increase the local temperature to a level Sufficient to induce 
or accelerate polymerization. Alternatively, the monomer/ 
prepolymer Solution might be introduced cold, with meta 
bolic temperature being Sufficient to induce polymerization. 
The other lumen 135 acts as a drain line in Superfusion 
applications. 

0076. The polymeric material can be introduced to the 
tissue lumen through a simple aperture in the Side of the tube 
as shown in FIG. 21 a, or through a raised aperture (FIG. 
21b). A shaped nozzle which is extendable away from the 
surface of the tubular body (FIG.21e) can also be used. The 
material can be extruded through, or it can be Subjected to 
flow restriction to yield a spray application. This flow 
restriction can be adjustable to control the Spray. In addition, 
localized acceleration at the tip of the nozzle can be used, for 
example, via a piezoelectric element to provide Sprayed 
application. 

0077. The catheters bodies for use in this invention can 
be made of any known material, including metals, e.g. Steel, 
and thermoplastic polymers. Occluding balloons may be 
made from compliant materials. Such as lateX or Silicone, or 
non-compliant materials Such as polyethyleneterephthalate 
(PET). The expansile member is preferably made from 
non-compliant materials such as PET, PVC, polyethylene or 
nylon. The expansile number may optionally be coated with 
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materials such as silicones, polytetra-fluoreothylene (PTFE), 
hydrophilic materials like hydrated hydrogels and other 
lubricious materials to aid in Separation of the polymer 
coating. 
0078. In addition to arteries, i.e., coronary, femeroiliac, 
carotid and vertebro-basilar, the PEPS process may be 
utilized for other applications Such as paving the interior of 
the veins, ureters, urethrae, bronchi, bilary and pancreatic 
duct Systems, the gut, eye and Spermatic and fallopian tubes. 
The sealing and paving of the PEPS process can also be 10 
used in other direct clinical applications even at the coronary 
level. These include but are not limited to the treatment of 
abrupt vessel reclosure post PCTA, the “patching” of sig 
nificant vessel dissection, the Sealing of vessel wall “flaps', 
i.e. Secondary to catheter injury or Spontaneously occuring, 
the Sealing of aneurysmal coronary dilations associated with 
various arteritidies. Further, PEPS provides intra-operative 
uses Such as Sealing of Vessel anostomoses during coronary 
artery bypass grafting and the provision of a bandaged 
Smooth polymer Surface post endarterectomy. 
0079 The unique pharmaceutical delivery function of the 
PEPS process may be readily combined with “customizable” 
deployment geometry capabilities to accommodate the inte 
rior of a myriad of complex organ or vessel Surfaces. Most 
importantly, this customized geometry can be made from 
Structurally Stable yet biodegradable polymers. 
0080. The ability to tailor the external shape of the 
deployed polymer through melted polymer flow into uneven 
Surface interstices, while maintaining a Smooth interior 
Surface with good flow characteristics, will facilitate better 
Structural Support for a variety of applications including 
eccentric coronary lesions which by Virtue of their geometry 
are not well bridged with conventional metal Stents. 
0081. As noted above, the polymer Substrate used in 
PEPS may be fashioned, for example, out of extruded tubes 
of polycaprolactone and/or copolymers. The initial prede 
ployment design and Size of the polymer Sleeve will be 
dictated by the Specific application based upon the final 
deployed physical, physiological and pharmacological prop 
erties desired. 

0082 For coronary artery application, predeployment 
tubes of about 10 to 20 mm in length and about 1 to 2 mm 
in diameter would be useful. The initial wall thickness of the 
resulting in Vivo polymer layer may be varied depending 
upon the nature of the particular application. In general 
coating procedures require polymer layers of about 0.005 
mm to 0.50 mm while layers which are designed to give 
structural Support can vary from 0.05 mm to 5.0 mm. 
0.083. The polymer tube walls may be processed prior to 
insertion with either laser or chemical etching, pitting, 
Slitting or perforation depending upon the application. In 
addition, the shape of any micro (10 nm to 1 um) or macro 
(>1 um up to about 15 um) perforation may be further 
geometrically modified to provide various Surface areas on 
the inner Versus outer Seal Surface. The Surfaces of the 
predeployed polymer may be further modified with bound, 
coated, or otherwise applied agents, i.e., cyanoacrylates or 
biological adhesives Such as those derived from fungal 
Spores, the Sea mussel or autologous fibrinogen adhesive 
derived from blood. 

0084. For PEPS applications involving the coronary 
arteries, the polymer tubes (if in an initial tubular configu 
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ration), should preferably have perforations or pores, of a 
Size dictated by the particular application. This will ensure 
a Symmetric expansion of the encasing polymeric Sealant. 
By using a fragmented tubular polymer Surface with corre 
sponding expansions along predicted perforations (i.e., the 
slots) a significant mechanical Stability is provided. In 
addition, this minimizes the amount of foreign material 
placed within the vessel. 
0085 Depending on the polymer and pharmaceutical 
combination and the configuration, PEPS may be used to 
coat or bandage the organ inner Surface with a thin adhesive 
partitioning polymer film or layer of about 0.005 mm to 0.50 
mm. Biodegradable polymers thus applied to an internal 
organ or vessel Surface will act as an adherent film “ban 
dage'. This improved Surface, with desirable rheologic and 
adherence properties, facilitates improved fluid or gas trans 
port in and through the body or lumen of the vessel or hollow 
organ Structure and acts to reinstate violated native Surfaces 
and boundaries. 

0086 The ultimate in vivo deployed geometry of the 
polymer dictates the final function of the polymer coating. 
The thinner applications allow the polymer film to function 
as a coating, Sealant and/or partitioning barrier, bandage, and 
drug depot. Complex internal applications of thicker layers 
of polymer, Such as intra-vessel or intra-luminal applica 
tions, may actually provide increased Structural Support and 
depending on the amount of polymer used in the layer may 
actually Serve in a mechanical role to maintain vessel or 
Organ potency. 

0087. For example, lesions which are comprised mostly 
of fibromuscular components have a high degree of Visco 
elastic recoil. These lesions would require using the PEP 
process to apply an intraluminal coating of greater thickneSS 
and extent So as to impart more structural Stability thereby 
resisting vessel radial compressive forces. The PEPS pro 
ceSS in this way provides Structural Stability and is generally 
applicable for the maintenance of the intraluminary geom 
etry of all tubular biological organs or Substructure. It may 
be used in this way following the therapeutic return of 
normal architecture associated with either balloon dilation 
(PTCA), atherectomy, lesion spark, thermal or other 
mechanical erosion, “G-lazing”, welding or laser recanali 
Zation. 

0088 An important feature of the PEPS technique is the 
ability to customize the application of the polymer to the 
internal Surface of a vessel or organ as dictated by the 
particular application. This results in a variety of possible 
geometries or polymer as well as a variety of forms. These 
multi-geometry, multi-form polymer Structures may be 
adjusted to correspond to particular functions. (FIGS. 1-8) 
0089. With particular reference to FIGS. 1-8 the PEPS 
process may be affectuated So that the focal application of 
polymer to the vessel or organ results in either an amorphous 
geometry, FIG. 1, Stellate geometry, FIG. 2, or spot geom 
etry, FIG. 6. Additional geometries could include a linear 
feathered polymer Strip applied to a particular area of the 
vessel wall as shown in FIG. 3. FIG. 4 shows a large patch 
of polymer which can be sprayed on using a variety of 
known techniques. Another form of PEPS application to be 
utilized in instances, e.g., where structural Stability need be 
imparted to the vessel would be the porous tubular form 
shown in FIG. 5. Other types of PEPS applications which 
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would impart structural stability to the vessel would be the 
spiral form application shown in FIG. 7, or the arcuate 
(radial, arc) patch as shown in FIG. 8. 
0090 Conversely, in cases where the severely denuded 
lesions have irregular Surfaces with less firbromuscular 
components, the PEPS process can be used to provide only 
a thin polymer film to act as a bandage. 
0091. The PEPS process is significantly different and is 
conceptually an advance beyond Stents and Stenting in 
achieving vessel patency. Stents have been designed with the 
underlying primary function of providing a relatively Stiff 
Structural Support resist post PTCA, Vessel reclosure caused 
by the vessel's Spring-like characteristics. It has been 
increasingly demonstrated that cellular and biochemical 
mechanisms as opposed to physical “spring-like' coils, are 
of a much greater significance in preventing vessel reclosure 
and PEPS addresses these mechanisms. 

0092. The specific object and features of the PEPS pro 
cess are best understood by way of illustration with refer 
ence to the following examples and figures. 

Example 1 
0093. The invention may be readily understood through a 
description of an experiment performed in vitro using a 
mock blood vessel made from transparent plastic tubing 
using a heat-balloon type deployment catheter reference to 
FIG. 17. 

0094) The balloon delivery catheter 170 is first positioned 
in the vessel 171 at the area of the occlusion. Before 
insertion, a polycaprolactone polymer Sleeve 172 containing 
additives, e.g. to aid X-ray radio opacity, for drug delivery 
or to promote Surface adhesion, is placed in a low profile 
condition Surrounding a balloon at the distal end of the 
delivery catheter 170. The delivery catheter with the poly 
caprolactone tube is then inserted balloon end first into the 
vessel 171 and manipulated into position, i.e., the area of the 
vessel to be treated. 

0.095 A separate occlusion catheter 173 is employed to 
restrict “blood” flow through the vessel. The distal end of the 
occlusion catheter 173 is inflated to create a stagnant column 
of “blood” in the vessel around the balloon delivery catheter 
and polycaprolactone tube. Saline solution at about 60-80 
is injected through a lumen in the occlusion catheter 173 or 
the delivery catheter 170 in the case of using a catheter 
according to the invention into the area Surrounding the 
delivery catheter, balloon and polycaprolactone tube. Once 
the polycaprolactone tube becomes pliable, the delivery 
catheter balloon is inflated to push the polycaprolactone 
sleeve out against the interior wall thereby locally Sealing 
and/or paving the vessel. 
0096. The polycaprolactone expands and/or flows, con 
forming to the inner Surface of the vessel, flowing into and 
filling in Surface irregularities thereby creating a “tailored” 
fit. Further, the deployed interior surface of the PEPS 
polymer is Smooth providing an increased vessel (lumen) 
croSS-Section diameter and a rheologically advantageous 
surface with improved blood flow. Upon removal of heated 
Saline Solution the polymer recrystallizes to provide a paved 
Surface of the vessel wall interior. 

0097. The deployment catheter balloon is then deflated 
leaving the polycaprolactone layer in place. The balloon 
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Section of the occlusion catheter is deflated and, blood flow 
was allowed to return to normal and the deployment catheter 
was removed leaving the recrystalized polycaprolactone 
layer in place within the vessel. 
0098. Over the course of time the polycaprolactone seal 
will become covered with proteinaceous biological thin film 
coat. Depending upon the exact Seal chemical composition, 
the polymer will then biodegrade, at a predetermined rate 
and “dissolve' into the bloodstream or be absorbed into the 
vessel wall. While in intimate contact with the vessel wall, 
pharmacological agents if embedded or absorbed in the 
polycaprolactone will have a “downstream” effect if 
released slowly into the bloodstream or may have a local 
effect on the blood vessel wall, thereby facilitating healing 
of the angioplasty site, controlling or reducing exuberant 
medial Smooth muscle cell proliferation, promoting effective 
lesion endothelialyation and reducing lesion thromogenicity. 

Example 2 

0099 Polycaprolactone in an initial macroporous tubular 
configuration was placed in a low profile form in bovine 
coronary arteries and canine carotid arteries. In the process 
of deployment the vessels were purposely overextended and 
Sealed through thermal and mechanical deformation of the 
polymer. FIG. 18 shows a cross-section of the polymer tube 
180 before insertion in the bovine artery, after insertion in 
the artery in the artery 181, and after expansion 182. The 
initial polymer tube 180, is smaller in diameter than the 
artery 181. After deployment, the thin film of polymer 182 
can be seen coating the inner Surface of the Sealed vessel 
with the vessel remaining erect. The vessel remained dilated 
to about 1.5 times the original diameter because of the 
ability of the polymer to keep it fixed. FIG. 19 shows a 
cross-section of the polymer before insertion 190 and 
removed after insertion and reconfiguration 191 in a canine 
artery. This figure clearly shows the Stretching and thinning 
of the polymer wall. 
0100 All polymer sealed vessels remained dilated with a 
thin layer of macroporous polymer providing a new barrier 
Surface between the vessel lumen and the vessel wall 
constituents. The unsealed portion of the vessels did not 
remain dilated. 

0101 These examples demonstrate that the PEPS process 
may if desired provide polymer application with a relatively 
large degree of Surface area coverage and an effective 
polymer barrier Shield. AS Such, the polymer barrier-shield 
may, if desired, impart Sufficient Structural Stability to main 
tain a Selected vessel diameter. The Selected final vessel 
diameter at which a vessel is Sealed is dictated by the 
particular physiological variables and therapeutic goals 
which confront the PEPS user. 

0102) The geometry of the pre and post PEPS application 
sites may be readily varied. PEPS may be used to merely 
coat an existing vessel or organ geometry. Alternatively, the 
PEPS process may be used to impart structural stability to a 
vessel or organ the geometry of which was altered prior to 
the PEPS application. In addition, the PEPS process may 
itself alter the geometry of the vessel or organ by Shaping the 
geometry. 

0103). With reference to FIG. 18 this latter process was 
used to expand the vessel 181. A specific and important 
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attribute of the PEPS technique and the polymers which are 
employed is the Significantly lower degree of compliance 
mismatch or similarities of Stiffness (inverse of compliance) 
between the vessel and the polymer Seal as compared to 
metal Stents. The vessel damage from compliance mismatch 
discussed above may be eliminated by the PEPS process 
utilizing a variety of available polymers. Additionally, com 
pliance mismatch greatly modifies the characteristics of fluid 
wave transmission along the vessel with resultant change in 
local flow properties, development of regional change in 
Shear forces and a Subsequent vessel wall hypertrophy which 
acts to reduce vessel cross-sectional area and reduces blood 
flow. Further, the substructural elimination of compliance 
mismatch of the PEPS technique at first minimizes and then, 
upon dissolution eliminates local flow abnormalities and up 
and downstream transition Zone hypertrophy associated with 
metal Stenting. 
0104 PEPS has the flexibility of being safely and effec 
tively used propyhlactically at the time of initial PTCA in 
Selected patients or being incorporated as part of the original 
dilation procedure as a Second Stage prophylactic vessel 
Surface “finishing process. For example, the invasive car 
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diologist may apply the PEPS technique on a wide clinical 
basis after the first episodes of restenosis. In addition, 
because the PEPS technique significantly aids in the vascu 
lar healing process post intervention, it may be readily used 
prophylactically after initial angioplasty prior to any inci 
dence of restenosis. This would free the patient from the 
risks of repeat intracoronary procedure as well as those 
asSociated with metal Stenting. 
What is claimed is: 

1. A catheter device for application of a polymeric coating 
to a tissue lumen comprising a flexible tubular body having 
proximal and distal ends, which tubular body defines a 
lumen divided into a plurality of Sublumens, each Sublumen 
extending from the proximal end of the tubular body toward 
the distal end of the tubular body and connecting to at least 
one aperture in the tubular body whereby each Sublumen 
forms a conduit for fluid flow between at least one aperture 
in the tubular body and the proximal end of the tubular body, 
characterized in that at least one of Said Sublumens controls 
delivery of polymeric coating material to the tissue lumen. 
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