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Description

Background of the Invention

�[0001] The present invention relates to a mattress,
and, more particularly, to a comfortable mattress for un-
derlying an infant.
�[0002] In general, with an infant being treated in an
infant apparatus or, for that matter, simply resting on a
piece of furniture, such as a crib or the like, it is intended
that such infant be maintained in a safe, comfortable en-
vironment. To that end, there is normally used an infant
mattress that underlies the infant for support and comfort
of that infant.
�[0003] There are, of course, a number of requirements
for an infant mattress, that is, it must not only be com-
fortable and support the infant, but it also needs to be
relatively easy to manufacture in order to be commercial-
ly viable and also preferably should be anti- �microbial.
The mattress should have a support surface that is de-
velopmentally friendly and have as few as possible pres-
sure points. At present, many of the existing infant mat-
tresses develop pressure points in certain areas of the
body of the infant in contact with the mattress because
the mattress does not conform to the body uniformly in
distributing the weight of the patient. The pressure points
result in discomfort and may produce skin ulcers. As a
result, many users of such mattresses use secondary
developmentally friendly materials to reduce the pres-
sure points with such mattresses.
�[0004] The normal mattress also should have a cover
that is cleanable and comprised of an anti-�microbial, non-
toxic material for the safety of the infant and be cleanable
with all of the normal hospital disinfectants and should
be liquid resistant and not be permeable to liquid or ab-
sorb liquid.
�[0005] It would thus be advantageous to have an infant
mattress having all of the aforementioned qualities and
yet be easy and relatively inexpensive to produce.
�[0006] GB- �22400000 describes a mattress formed of
a central open cell plastics foamed layer, having a foam
density of 33-40 kg/m3 and outer open cell plastics
foamed layers having a density of 27-32kg/m3. The
foamed material may be a modified polyurethane. The
foam layers are adhered together at their interfaces by
neoprene adhesive. The foam layers may be enclosed
in a cover.

Summary of the Invention

�[0007] The present invention is defined in the accom-
panying claims.
�[0008] The present invention provides an infant mat-
tress that is comprised of a material that is inherently
designed to disperse pressure points and evenly distrib-
ute the pressure load over a large area of the mattress
thereby being a good, developmentally friendly mattress.
�[0009] In the construction of the present mattress,

there are a plurality of layers of a foam material, that is,
there is an inner foam layer comprised of an open or
closed cell foam, e.g. urethane foam, and with two outer
foam layers comprised of a visco- �elastic foam material,
which also may be a urethane foam. The outer foam lay-
ers sandwich the inner foam layer therebetween. The
outer foam layers are mechanically captured and re-
tained to the inner foam layer. The adhesive can be in
the form of a stripe of adhesive applied only around the
outer periphery of the mating surfaces of the inner foam
layer and the outer foam layers, thereby leaving a large
center area of the mating surfaces having no adhesive
at all. By that technique, the center areas of the inner and
outer foam layers are free to move with respect to each
other.
�[0010] In the present invention, the outer foam layers
are of a visco-�elastic material whereby the foam recovers
very slowly from an indentation that is made by a body
pressed into the visco-�elastic material. As such, with an
infant positioned on the mattress, the outer foam layer
will more evenly distribute the weight of the infant over
the mattress and avoid pressure points. As a feature of
the present invention therefore, by having the outer foam
layers the same, both visco-�elastic having the same prop-
erties, the caregiver can place the mattress underneath
the infant without the need to make sure a particular side
is facing upwardly to receive the infant. The density of
the outer foam layers can be in the range of about 1.0 to
about 5.0 pounds per cubic foot (16 to 80 kg per cubic
metre) with a preferred density of about 3.0 pounds per
cubic foot (48 kg per cubic metre) .
�[0011] On the other hand, the inner foam layer is an
open or closed cell foam that has a faster memory such
that the material returns rapidly to its original configura-
tion when a body causing an indentation has been re-
moved. The combination of the two outer foam layers
having a slow to recover material with the inner foam
layer having a more rapid recovery rate brings about the
particularly desirable properties of the present mattress.
The density of the inner foam layer can be in the range
of about 1.0 to about 3.0 pounds per cubic foot (16 to 48
kg per cubic metre) and preferably may have a density
of about 1.7 pounds per cubic foot (27 kg per cubic metre).
�[0012] Despite the aforementioned relative densities
of the inner and outer foam layers, i.e. the outer foam
layers have a higher density than the inner foam layer,
however, the outer foam layers give more easily than the
inner foam layer, the reason being that the outer foam
layers are made of the visco- �elastic material while the
inner foam layer is made of the open or closed cell foam
that is actually stiffer, and gives less easily, than the outer
foam layer but is a less dense foam material. Accordingly,
while the various foam layers can be described by means
of their densities, those densities are not indicative of the
give or firmness of the foam layers themselves where
the different foam layers are or are not visco-�elastic.
�[0013] In the embodiment shown, the shape of the mat-
tress is rectangular, with the shorter of the opposite sides
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being rounded and with the adhesive stripe that is be-
tween about 0.25 and 2.5 inches (0.6 to 6.3 cm) in width,
preferable about one inch (2.5 cm), surrounding the outer
periphery of the mattress. Of course, the mattress may
have other shapes and the adhesive stripe may only ex-
tend substantially around the outer perimeter of the mat-
tress. The important feature of the particular affixation of
the outer foam layers to the inner foam layer is that with
the use of the perimeter adhesive stripe, the abutting
inner areas of the various foam layers are free from any
adhesive and, therefore, movement is allowed between
the various layers of the foam material inwardly of the
adhesive stripe. As an alternative, the can be no affixation
between the outer foam layers and the inner foam layer.
�[0014] As another feature of the present mattress that
may be incorporated into the construction, there may be
micro-�convolutes that are formed on the interior surfaces
of the outer foam layers so as to extend inwardly to con-
tact both surfaces of the inner foam layer. As such, the
micro-�convolutes actually contact the surfaces of the in-
ner foam layer in sandwiching the inner foam layer be-
tween the outer foam layers.
�[0015] Finally, there is an outer cover the surrounds
and encloses the three foam layers and that outer cover
is comprised of a material that is anti- �microbial, cleanable
and non-�toxic so as to not harm an infant positioned ther-
eon as well as liquid resistant. The means of securing
the outer cover to the layers of foam material can be by
a stitching, RF or HF welding, zippering, Velcro fastening
system or any other suitable means. The outer cover may
be removable for cleaning and can have one side open-
able so as to facilitate the insertion and removal of the
foam layers therefrom.
�[0016] The outer cover preferable surrounds the three
foam layers or composite foam structure with sufficient
clearance around the outer perimeter of the foam layers
in order to allow the foam layers to expand when the
infant is placed thereon and the expanding perimeter is
not restrained by the dimensions of the outer cover. Thus,
the layers of foam can freely expand under the deforma-
tion imposed by the infant so as to avoid a hammock
effect where that expanding perimeter of the foam layers
is hampered or restrained by the outer cover.
�[0017] Other features of the present infant mattress
and method of making the same will become more ap-
parent in light of the following detailed description of a
preferred embodiment thereof and as illustrated in the
accompanying drawings.

Brief Description of the Drawings

�[0018]

Figure 1 is an exploded side view illustrating the lay-
ers of foam that are used to make up the present
mattress;

Figure 2 is a top view of the mattress of the present

invention illustrating the application of the adhesive
stripe;

Figure 3 is a side view of the foam layers of the
present invention secured together; and

Figure 4 is a top perspective of the mattress of the
present invention and illustrating the outer cover en-
closing the composite foam structure.

Detailed Description of the Invention

�[0019] Taking, therefore, Fig. 1, there is shown a side,
exploded view of the various components that make up
the present mattress. As can therefore be seen, there is
an inner foam layer 10 and a pair of outer foam layers
12 that basically sandwich the inner foam layer 10 ther-
ebetween when the mattress is assembled.
�[0020] The materials of the inner and outer foam layers
10, 12 are specially selected to achieve the overall benefit
of the mattress of this invention. Accordingly, the inner
foam layer 10 is an open or closed cell, elastomeric foam,
such as urethane, that is relatively stiffer or less resilient
than the outer foam layers 12 and can be comprised of
a foam such as North Carolina Foam Ultra Cell UC-�17,
having a density of about 1.7 pounds per cubic foot (27
kg per cubic metre), a resilience (% rebound) of 59-66
and a total thickness of about 0.75 inches (1.9cm). The
range of thicknesses for the inner foam layer 10 can be
from about 0.25 inches (0.6 cm) to about 1.0 inch (2.5cm)
for suitability as an infant mattress, however, it can be
understood that different thicknesses would be expected
based upon different uses of the present mattress. Other
parameters of the inner foam layer 10 include a specific
gravity of 0.015 - 0.08 and insolubility in water. In es-
sence, the inner foam layer 10, being less resilient that
the outer foam layers 12, acts as a box spring where
there is give and firmness at the same time. While the
material having a density of 1.7 pounds per cubic foot
(27 kg per cubic metre) has been found to be a preferred
density for the inner foam layer 10, other foams having
different densities can be used with the present invention
and generally include densities that may be within the
range of about 1.0 to about 3.0 pounds per cubic foot (16
to 48 kg per cubic metre).
�[0021] The outer layers 12 are each comprised of the
same material and thickness and therefore provides the
advantage that the caregiver can position the mattress
of the present invention with either side facing upwardly
and be assured that the conditions and flexibility of the
mattress are the same for the infant in either orientation.
�[0022] One foam material that has been found appli-
cable for the outer foam layers 12 is North Carolina Foam
Convoluted AVE3010, having a density of 3.0 +/- 0.20
pounds per cubic foot (48�0.3 kg per cubic metre) and
a resilience (% rebound) of 8-16. The thickness of the
outer foam layers 12 for an infant mattress can be about
0.5 inches (1.3cm) with a range of 0.25 to 0.75 inches
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(0.6 to 1.9cm) applicable, however, as stated, the actual
dimensions would depend on the particular application
for the mattress. Again, the material herein described as
usable for the outer foam layer 12 is a visco-�elastic foam,
and may be urethane, having a specific gravity of 0.015
- 0.08 and be insoluble in water. While the material having
a density of 3.0 pounds per cubic foot (48 kg per cubic
metre) has been found to be a preferred density, other
foams having different densities can be used with the
present invention and generally within the range of about
1.0 to about 5.0 pounds per cubic foot (16 to 80 kg per
cubic metre).
�[0023] As can also be seen in Fig. 1, there are a series
or plurality of micro-�convolutes 14 formed on the interior
surfaces 16 of each of the outer foam layers 12. The
micro-�convolutes 14 can be conical in shape and taper
inwardly in the direction of the inner foam layer 10 and
act as tiny springs that allow the infant’s weight to be
dispersed more evenly over the surface on which the
infant is positioned. Also, by facing the micro-�convolutes
inwardly toward the inner foam layer 10, the exterior sur-
faces 18 of the outer foam layers 12 are smooth to the
infant. Alternatively, the use of micro-�convolutes can be
eliminated such that the interior surfaces 16 of the outer
foam layers may be flat, relatively planar surfaces.
�[0024] Turning now to Fig. 2, taken along with Fig. 1,
there is shown a top view illustrating an outer foam layer
12 enclosing an inner foam layer 10. There can be seen
in Fig. 2, an adhesive stripe 20 that is placed on the in-
terior surface 16 of the outer foam layer 12, or alterna-
tively, on the exterior surface 17 of the inner foam layer
10 and the adhesive stripe 20 surrounds the peripheral
edge or perimeter of the outer foam layer 12. In Fig. 2,
the adhesive stripe 20 surrounds the entire perimeter of
the outer foam layer 12, however, it is understood that
the adhesive stripe 20 may only be placed substantially
around the perimeter of the outer foam layer 12. In the
embodiment shown and used for an infant mattress, the
adhesive stripe 18 is preferably from about 0.25 inches
(0.6cm) to about 2.5 inches (6.4 cm) in width and, more
preferably, about 1 inch (2.5cm) in width and can be
sprayed on to the appropriate surface or applied by other
means.
�[0025] By the use of an adhesive stripe 18 that extends
around the perimeter of the outer foam layers 12, or inner
form layer 10, the interior surface 16 of the outer foam
layer 12 and the corresponding interior facing surface of
the inner foam layer 10 are free from any adhesive and,
therefore, there is movement that is allowed between the
inner and outer foam layers 10, 12 inwardly of the adhe-
sive stripe 20. As such, the interior portions 21 of the
foam layers have no adhesive, thereby allowing the foam
layers to react to the weight load of the infant being ex-
erted thereon without being bound by any other mechan-
ical means except for surface contact friction.
�[0026] The use of an adhesive stripe is to mechanically
retain the outer foam layers 12 to the inner foam layer
10 however other means may be used to mechanically

retain the foam layers together such as stitching, Velcro
fastening system or other mechanical means. In a further
embodiment, there may be no mechanical retaining
means between the outer layers and the inner layer.
�[0027] Turning briefly to Fig. 3, there is shown a side
view of the completed assembly of the composite foam
structure comprising the three foam layers made up of
the inner foam layer 10 and the two outer foam layers 12
sandwiching the inner foam layer 10 therebetween.
�[0028] Turning now to Fig. 4, there is shown a perspec-
tive view of the present infant mattress illustrating the
outer cover 22 that encloses the three foam layers shown
in Fig 3. As explained, the outer cover 22 is intended to
enclose the composite foam structure made up of the
three foam layers of Fig. 3 in forming the eventual mat-
tress. One suitable material for the outer cover 22 is Dar-
tex P091 Polyamide fabric (polyurethane transfer coating
on a weft knitted fabric) and is chosen for its properties
of being washable, dry cleanable, and is capable of being
HF welded. Other comparable material can, of course,
be used for the outer cover 22. The material for the outer
cover 22 should also be non-�toxic and anti-�microbial so
as to be safe for the contact with an infant and therefore
be skin friendly or irritation free and can be coated with
an anti-�fungal and antibacterial coating.
�[0029] In the application surrounding the foam layers
10, 12, i.e. the composite foam structure, it is also pre-
ferred that the outer cover 22 be a loose fit surrounding
those foam layers, that is, the outer cover 22 should be
fabricated and dimensioned so that the outer cover 22 is
not tight around the inner and outer foam layers 10, 12
enclosed therein. As such, the dimensions of the outer
cover 22 are such that there is a sufficient space sur-
rounding the outer perimeter of the foam layers 10, 12
such that the outer cover 22 is not taut on the surface
and act like a hammock when the infant is placed on the
mattress. The looseness of the outer cover 22 allows the
foam layers 10, 12 to perform the function of weight dis-
tribution and elimination of pressure points without the
outer cover 22 causing any considerable effect on the
intended performance.
�[0030] As one way of assuring such looseness, the
outer cover 22 should be sufficiently loosely fitted over
the foam layers 10, 12 such that when the infant is placed
on the mattress, the normal expansion of the perimeter
dimensions of the foam layers 10, 12 due to the depres-
sion created by the weight of the infant will not be con-
strained by the outer cover 22 such normal perimeter
expansion of the foam layers 10, 12 can readily take
place.
�[0031] The outer cover 22 can be closed about the
foam layers 10,12 by means such as stitches that sur-
round the mattress as shown in Fig. 4 or there may be
an opening 24 in the outer cover 22 to enable the foam
layers 10, 12 to be readily inserted into and removed from
the outer over 22. The opening 24 may be secured by
means such as a zipper, a Velcro closure system or other
similar means.
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�[0032] Accordingly, as now constructed, the present
mattress is comprised of an inner foam layer 10 com-
prised of a open or closed cell foam material and a pair
of outer foam layers 12 comprised of a visco- �elastic foam
material having less stiffness than the inner foam layer
10 and the composite foam layers 10, 12 are encased in
a outer cover 22 of a particular material to achieve the
advantages of the present invention.
�[0033] While the present invention has been set forth
in terms of a specific embodiment or embodiments, it will
be understood that the present infant mattress and meth-
od of making the same herein disclosed may be modified
or altered by those skilled in the art to other configura-
tions.

Claims

1. A composite foam structure comprising an inner
foam layer (10) of an open or closed cell foam ma-
terial having a predetermined resilience, a pair of
outer foam layers (12) that are located on each side
of the inner layer sandwiching the inner foam layer
therebetween, said outer foam layers (12) com-
prised of a visco-�elastic foam material character-
ised in that the outer foam layers (12) are affixed
to the inner layer by means of a stripe (20) of an
adhesive material provided at least substantially
along the outer perimeter of the outer foam layers or
the inner foam layer such that the parts (21) of the
layers that lie inwardly of the stripe are free of adhe-
sive and movement is allowed between the inner and
outer foam layers inwardly of the stripe (20).

2. The foam structure as defined in claim 1 in the form
of an infant mattress for underlying an infant.

3. The foam structure as defined in claim 2, said infant
mattress comprising an outer cover (22) loosely en-
closing the three inner and outer layers (10,12) within
the outer cover.

4. The foam structure as defined in any of claims 1 to
3, wherein the inner foam layer (10) is less resilient
than the outer foam layers (12).

5. The foam structure as defined in any of claims 1 to
4, wherein the density of the outer, visco-�elastic foam
layers (12) is between about 1.0 and 5.0 pounds per
cubic foot (16 to 80 kg per cubic metre).

6. The foam structure as defined in any of claims 1 to
5, wherein the density of the inner foam layer (10) is
between about 1.0 and 3.0 pounds per cubic foot (16
to 48 kg per cubic metre).

7. A method of constructing an infant mattress com-
prising the steps of:�

providing an inner foam layer (10) comprised of
a open or closed cell foam material;
providing a pair of outer foam layers (12) com-
prised of a visco-�elastic foam material; and
mechanically affixing the outer foam layers to
the inner foam layer to sandwich the inner foam
layer between the pair of outer foam layers by
applying a stripe of adhesive substantially
around the outer perimeter of the outer foam lay-
ers or the inner foam layer such that the parts
(21) of the layers that lie inwardly of the stripe
are free of adhesive and movement is allowed
between the inner and outer foam layers inward-
ly of the stripe (20).

8. The method of claim 7, which further comprises the
steps of: �

providing an outer cover (22), and
enclosing the inner foam layer (10) and the outer
form layers (12) affixed thereto within the outer
cover.

Patentansprüche

1. Schaumstoffverbund-�Anordnung, umfassend eine
innere Schaumstofflage (10) aus einem offenpori-
gen oder geschlossenporigen Schaumstoffmaterial
mit einer bestimmten Elastizität, ein Paar von äuße-
ren Schaumstofflagen (12), die an den beiden Seiten
der inneren Lage angeordnet sind und die innere
Schaumstofflage sandwichartig zwischen sich ein-
schließen, wobei die äußeren Schaumstofflagen
(12) aus einem visko-�elastischen Schaumstoffmate-
rial bestehen, �
dadurch gekennzeichnet, �
dass die äußeren Schaumstofflagen (12) mittels ei-
nes Streifens (20) eines Klebstoffmaterials an der
inneren Lage befestigt sind, welcher zumindest im
Wesentlichen entlang des äußeren Umfangs der äu-
ßeren Schaumstofflagen oder der inneren Schaum-
stofflage vorgesehen ist, so dass die Teile (21) der
Lagen, die innerhalb des Streifens liegen, frei von
Klebstoff sind und eine Bewegung zwischen den in-
neren und äußeren Schaumstofflagen innerhalb des
Streifens (20) ermöglicht ist.

2. Schaumstoff- �Anordnung nach Anspruch 1
in Form einer Kindermatratze zum Unterstützen ei-
nes Kindes.

3. Schaumstoff- �Anordnung nach Anspruch 2,
wobei die Kindermatratze eine Umhüllung (22) um-
fasst und die drei inneren und äußeren Lagen (10,
12) lose in der Umhüllung aufgenommen sind.

4. Schaumstoff- �Anordnung nach einem der Ansprüche
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1 bis 3,
bei welcher die innere Schaumstofflage (10) weniger
elastisch als die äußeren Schaumstofflagen (12) ist.

5. Schaumstoff- �Anordnung nach einem der Ansprüche
1 bis 4,
bei der die Dichte der äußeren, visko-�elastischen
Schaumstofflagen (12) zwischen 1,0 und 5,0 Pfund
pro Kubikfuß (16 bis 80 Kilogramm pro Kubikmeter)
liegt.

6. Schaumstoff- �Anordnung nach einem der Ansprüche
1 bis 5,
bei der die Dichte der inneren Schaumstofflage (10)
zwischen 1,0 und 3,0 Pfund pro Kubikfuß (16 bis 48
Kilogramm pro Kubikmeter) liegt.

7. Verfahren zur Herstellung einer Kindermatratze,�
umfassend die Verfahrensschritte:�

Bereitstellen einer inneren Schaumstofflage
(10), die aus einem offenporigen oder geschlos-
senporigen Schaumstoffmaterial besteht; Be-
reitstellen eines Paars von Schaumstofflagen
(12), die aus einem visko-�elastischen Schaum-
stoffmaterial bestehen; und
mechanisches Festlegen der äußeren Schaum-
stofflagen an der inneren Schaumstofflage, um
die innere Schaumstofflage sandwichartig zwi-
schen den beiden äußeren Schaumstofflagen
anzuordnen, und zwar durch Aufbringen eines
Streifens Klebstoff im Wesentlichen entlang des
äußeren Umfangs der äußeren Schaumstoffla-
gen oder der inneren Schaumstofflage, so dass
diejenigen Teile (21) der Lagen, die innerhalb
des Streifens liegen, frei von Klebstoff sind und
eine Bewegung zwischen der inneren und den
äußeren Schaumstofflagen innerhalb des Strei-
fens (20) ermöglicht ist.

8. Verfahren nach Anspruch 7,
welches weiterhin die folgenden Verfahrensschritte
umfasst: �

Bereitstellen einer Umhüllung (22) und
Einschließen der inneren Schaumstofflage (10)
und der daran festgelegten äußeren Schaum-
stofflagen (12) in der Umhüllung.

Revendications

1. Structure composite de mousse comprenant une
couche interne de mousse (10), faite d’un matériau
de mousse à cellules ouvertes ou fermées, ayant
une résilience prédéterminée, une paire de couches
externes de mousse (12) situées de part et d’autre
de la couche interne, en prenant en sandwich, entre

elles, la couche interne de mousse, lesdites couches
externes de mousse (12) comprenant un matériau
de mousse viscoélastique, caractérisée en ce que
les couches externes de mousse (12) sont fixées à
la couche interne au moyen d’une bande (20) d’un
matériau adhésif, prévue sensiblement au moins le
long du périmètre extérieur des couches externes
de mousse ou de la couche interne de mousse, de
telle sorte que les parties (21) des couches, qui
s’étendent vers l’intérieur par rapport à la bande,
sont dépourvues d’adhésif et que le mouvement,
vers l’intérieur par rapport à la bande (20), est permis
entre les couches interne et externes de mousse.

2. Structure de mousse telle que définie selon la reven-
dication 1, revêtant la forme d’un matelas pour nour-
risson, et destiné à être placé sous un nourrisson.

3. Structure de mousse telle que définie selon la reven-
dication 2, ledit matelas pour nourrisson comprenant
une feuille extérieure de couverture (22) enfermant
sans serrage les trois couches interne et externes
(10, 12) au sein de la feuille extérieure de couverture.

4. Structure de mousse telle que définie selon l’une
quelconque des revendications 1 à 3, dans laquelle
la couche interne de mousse (10) est moins résilien-
te que les couches externes de mousse (12).

5. Structure de mousse telle que définie selon l’une
quelconque des revendications 1 à 4, dans laquelle
la masse volumique des couches externes de mous-
se (12), viscoélastiques, est comprise entre environ
1,0 et 5,0 livres par pied cube (entre 16 et 80 kg par
mètre cube)

6. Structure de mousse telle que définie selon l’une
quelconque des revendications 1 à 5, dans laquelle
la masse volumique de la couche interne de mousse
(10) est comprise entre environ 1,0 et 3,0 livres par
pied cube (entre 16 et 48 kg par mètre cube).

7. Procédé de construction d’un matelas pour nourris-
son comprenant les étapes suivantes : �

la fourniture d’une couche interne de mousse
(10) formée d’un matériau de mousse à cellules
ouvertes ou fermées ;
la fourniture d’une paire de couches externes
de mousse (12) formées d’un matériau de mous-
se viscoélastique ; et
la fixation mécanique des couches externes de
mousse à la couche interne de mousse, pour
prendre en sandwich la couche interne de mous-
se entre la paire de couches externes de mous-
se, par application d’une bande d’adhésif, sen-
siblement autour du périmètre extérieur des
couches externes de mousse ou de la couche
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interne de mousse, de telle sorte que les parties
(21) des couches, qui s’étendent vers l’intérieur
par rapport à la bande, sont dépourvues d’ad-
hésif et que le mouvement, vers l’intérieur par
rapport à la bande (20), est permis entre les cou-
ches interne et externes de mousse.

8. Procédé selon la revendication 7, comprenant, en
outre, les étapes suivantes :�

la fourniture d’une feuille extérieure de couver-
ture (22), et
l’enfermement, au sein de la feuille extérieure
de couverture, de la couche interne de mousse
(10) et des couches externes de mousse (12),
fixées à celle-�ci.
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