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To all tuhon it 77 (ty conce7n 
Beit known that I, PATRICKC. SMITH, a citi 

Zen of the United States, residing at Indian 
apolis, in the county of Marion and State of 
Indiana, have invented a new and useful In 
valid's Bed, of which the following is a speci 
fication. 
My invention relates to an improved de 

vice for lifting and handling bed-ridden per 
SOS. 

The object of my invention is to provide 
means easily connected to or arranged adja 
cent any ordinary bed, by which a patient 
may be lifted, turned, or otherwise easily 
handled. 
The accompanying drawings illustrate my 

invention. 
Figure 1 is a perspective view of my im 

provement arranged in conjunction with an 
ordinary bed. Fig. 2 is a plan thereof. 
In the drawings, 3 and 4 indicate head and 

foot frames formed, if desired, of iron pipe, to 
which suitable brace-rods 5 and 6 have been 
secured. Each post of each frame 3 and 4 is 
provided with a socket 7, into which may be 
detachably fitted the heads or ends 8 of lon 
gitudinal braces 9. The upper end of each 
post of each frame 3 and 4 carries a yoke 10, 
open at its upper end to receive and support 
shafts 11 and 12, each of which is provided 
with a pair of collars 13, which engage said 
yokes. Each of shafts 11 and 12 carries at 
one end a gear 14 and at the opposite end is 
fitted to receive a crank 15. Gears 14 mesh 
with a train of gears 14", carried upon suit 
able arbors secured to brace 5 of the head 
frame. Mounted so as to engage two of gears 
14 or the gears 14 are pawls 16, which pre 
vent an accidental reverse rotation of shafts 
11 and 12. 
It is sometimes desirable to turn one shaft 

without moving the other, and for this pur 

pose one of the gears 14, normally held in 
mesh by a pin 17, may be thrown out of mesh 
into the position shown in dotted lines in 45 
Fig. 2. 
Secured to shafts 11 and 12 are the ends of 

a band of canvas or other suitable material 
18, which at the middle is passed across the 
bed on top of the mattress, but beneath the 5o 
patient. Band 18 is provided with any de 
sirable openings, as indicated in dotted lines 
in Fig. 2. Shafts 11 and 12 may be held with 
in the yolkes 10 by pivoted buttons 19, extend 
ing across the tops of the yokes. Ordinarily 55 
shafts 11 and 12 are removed from the yokes 
10 and may lie upon the floor at the side of 
the bed, (as shown in dotted lines in Fig. 1.) 
with the surplus band wound thereon, and 
in such position are entirely out of the way 6o 
of the patient and attendant. 
The entire device may be easily removed 

from the bed by withdrawing braces 9 from 
connection with the head and foot frames. 

I claim as my invention 
1. A bed attachment consisting of a head 

frame and foot-frame, a brace detachably 
connecting said frames at each side thereof, 
a pair of shafts, means carried by said frames 
for supporting said shafts, and a band at- 7 C 
tached to said shafts. 

2. A bed attachment coinsisting of a head 
frame and foot-frame, a brace detachably 
connecting said frames at each side thereof, 
a pair of shafts, yokes carried by said frames 75 
and adapted to receive said shafts, a band Se 
cured to said shafts, gears connecting said 
shafts, for simultaneous movement, and 
means for disconnecting said gears to allow 
independent movement of the shafts. 
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Witnesses: 
C. B. J. SINEY, 
E. ANTHONY. 

  


