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To all whom it may concern: . . . . . . . . . 
Beit known that we, CHARLES.H. BuTLER 

and MARTIN P. MiniDR, citizens of the United States, residing in the city and 
county of Denver and State of Colorado, 
have invented certain new and useful Im provements in Eye-Shades; and we do de 
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adapted for use inviewi 
where the glare of the light an 

20 

clare the following to be a full, clear, and 
exact description of the invention, such as 
will enable others skilled in the art to which 
it appertains to make and use the same, ref erence being had to the accompanying draw 
ings, and to the letters and figures of refer 

... ence marked thereon, which form a part of 
5 : . . . . . . . . . . . . 

... Our invention relates to improvements in eye-shades, being a device particularly 
this specification. ... 

ving moving pictures, 
the motion 

of the pictures irritates the 

cause of the difficulty heretofore stated. Our object is to provide a 'device adapted 
25 
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to overcome this difficulty and which at the 
same time shall be simple in construction 

other, the smaller extremity being that 
placed toward the face when the device is in 
use. Mounted within this hood or casing is 

35 
a piece of transparent material or two pieces: 
of any such material of any desired charac 
ter or color which may be well adapted to : 
the eyes for the purpose of softening the 
light and interfering with the glare or bril 
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liancy which under ordinary circumstances 
is so injurious to the eyes. 3. . . . . . 
...As illustrated in the drawings, two pieces 
of material, preferably celluloid, are em 

: ; ployed, these pieces being in the form of 
disks which are Supported between two plates, preferably composed of thin sheet 
metal, shaped to fit within the hood or cas 
ing, the said plates having lips adapted to be 
bent for the purpose of securing them to 
gether for disk-holding purposes. The said 

specification of Letters Patent. 
Application filed May 23, 1913. Serial No. 769,427. 

. . eyes. Many 
people are unable to yiew moving pictures, 
at least without considerable annoyance, be 

and economical in cost, and to this end the e - 8 . . . . . ." a "... 8 ‘. . . . . . . . . . device consists, generally speaking, of a Fig. 1. Fig. 8 is a detail view of one of the hood or casing, open at both ends and pref-disk-holding plates. Fig. 4 is a view show- . 
erably larger at one extremity than the ling the two plates with the celluloidor other pieces held thereby, the plates being con 

nected in the assembled relation for retain 
ing the disks in place. Fig. 5 is 

Patented 
pla 
pass through the material of which the hood 
or casing is composed and clinch on the out 
side, whereby the plates are securely re 
tained within the hood and the latter main 
tained in the desired form. This is an ex 
ceedingly cheap construction, as the hood 
may be made of cardboard, and the metal 
plates of tin or other suitable, cheap ma 
terial. The disks may be composed of any 

60 . transparent material of any desired color. 

tes are also provided With lips adapted to 
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The device. may, if desired, be equipped 
with an elastic cord or band, or non-elastic 
cords or strings or a strap of any desired 

fore the eyes without the aid of the hand or 
hands of the wearer. . 

kind, to facilitate retaining it in place be 
65. 

Having briefly outlined our improved con- i 
struction we will proceed to describe same 
in detail, reference being made to the accom panying drawing in which is illustrated an 
embodiment thereof. . . . . . 
... In this drawing-Figure 1 is an elevation 
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of our improved device shown complete and 
equipped with the elastic cord or band. 
Fig. 2 is a front view of the same, or a 
view looking in the direction of arrow. 2, 

taken on the line 5 -5, Fig. 4. . . 
The same reference characters. 

the same parts in all the views. 

fit or approximately fit the nose of the 
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a section 
indicate . . . 

: Let the numeral 5 designate the hood or 
casing of our improved device, which may 
beformed of a single piece of cardboard or 
other suitable material which is bent to the proper form, preferably having the general 
shape or outline of an opera glass. This 
hood is open at both extremities, its smaller 
extremity being in front where it is pro 
vided with a notch or recess 6, adapted to . 

95. 
wearer when the hood is placed in front 
of the eyes. This piece of material of which 
the hood is composed has its extremities 
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overlapped, as shown at 7, the two over 
lapped parts being connected by a fasten 
ing device S, as a metal clip or staple. 
Within this casing or hood and preferably 
located a short distance from the forward extremity thereof, are two transparent disks 
9 which are supported between two thin plates 1.0, preferably composed of tin or 
some other suitable inexpensive material. 
These two plates are respectively provided 
with lips 12, adapted to be bent to overlap 
the two metal parts for the purpose of se 
curing them together and maintaining the 
disks 9 in place. As illustrated in the draw 

5 ing, each of these plates is provided with 
two lips 12, the lips of each plate being 
bent to overlap the other plate in retaining 
relation, asbest illustrated in Fig. 4. Each 
plate is also provided with a number of 
other lips 13, which are adapted to pierce 
the fabric of the hood and clench on the 
outside, for the purpose of securing the disk 
holding device in place within the hood and 
also to maintain the latter in the proper 

5 form, as illustrated in Figs. 1 and 2. Each 
of the plates 10 is provided at one end. With 
a perforated lug or projection 14, these per 
forated parts being oppositely arranged on 
the two plates and adapted to pass through 
slits in the hood, whereby they form means 
for connecting an elastic cord or band 15, 
or any other suitable fastelaing means, as 
non-elastic cords or straps, with the hood 

especially described as adapted for use in 
50 

of the device. . 
It is evident that the construction of the hood, as well as the manner of supporting 

or seculing the transparent disks, therein, 
may be greatly varied. Hence, the inven 
tion is not limited to any specific construc 
tion of these features, except as defined by the appended claims: 
The function of the elastic cord or band 

or other fastening device is to pass around 
the head of the wearer for the purpose of . 

5 retaining the eye-shade in place without the 
assistance of the hands of the wearer. 
While our improved device has been more 

viewing moving pictures, it is evident that 
ever there is a strong light or wherever the 
illumination is sufficiently brilliant to inter 
fere with the eye-sight or render the view 
disagreeable, . . . . . . . . . . 

Attention is called to the fact that, the 
lips. 13 of the plates 10 serve not only to 
maintain the transparent disks or pieces 

60 

within the casing, but also maintain, the lat 
ter in the proper form when once it is bent 
into shape or to conform to the shape of 

1,109,398 

preferably be composed of cardboard, or 
some other suitable or similar material, 
which must be bent into shape at the time 
it is applied to the plates 10, when the lips 
13 are passed through the said material and 
clenched on the outside, they will maintain 
the form of the hood as well as retain the 
plates 10' and the disks carried thereby in 
proper place. It will thus be seen that the 
lips 13 perform a double function. 

... We claim 
1. As an improved article of manufacture, 

an eye-shade comprising a casing made of 
one piece and open at both ends and a piece 
of transparent material supported in the 
casing intermediate its extremities. . . 

2. An eye-shade, comprising a casing, a 
piece of transparent material, two plates 
lying adjacent the surface of said material 
between which the said material is held and means for securing the plates within the 
casing, and maintaining the latter in proper 
shape. , " . . 
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3. An eye-shade comprising a hood or cas: : 
ing, pieces of transparent material, and 
means including a plate for securing said 
pieces within the casing intermediate the 
extremities of the latter, said plate lying 

90 

adjacent the transparent material for the 
purpose set forth. . . . . ... . . . 
4. An eye-shade, comprising a hood or 

casing transparent disks, means for Secur 
ing said disks within the casing intermediate 

95 

the extremities of the latter, said means com prising two coöperating plates equipped 
with means for Securing them to the easing, 
and maintaining the form of the latter, said 
plates' lying adjacent the surfaces of the 
transparent disks for the purpose set forth. 

5. An eye shade eomprising a hood or 
easing, transparent pieces, and means forse 
curing said pieces within the casing inter 
mediate the extremities of the latter, said means comprising two coöperating plates 
having flexible lips adapted to pass through 
the casing and be bent on the outside thereof for, clenching purposes. . . . . . 

6. An eye-shade, comprising a hood or 
between, which the disks are interposed, the said plates being respectively provided with 
lips adapted to overlap for securing the 
plates in the assembled relation, each plate 
also having lips adapted to pierce the fabric 
of the hood and clench on the outside, the said plates also having perforated projec 
tions which also protrude through the fabric 
of the hood, and fastening means connected 
with the said projections for the purpose set, 

the plates. 10, which are enlarged at their 
extremities and reduced intermediate said casing. transparent pieces and means for se 
extremities. As the.hood. or casing, will-l curing, said pieces within the casing inter 

7. An eye shade. comprising a hood or 
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casing, transparent disks, retaining plates . . it may be advantageously employed wher 
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mediate the extremities of the latter, said within the structure being otherwise unob 
means including a plate having flexible lips structed. adapted to pass through the casing and be- In testimony whereof we affix our signa- ". 
ing bent on the outside thereof for clench-tures in presence of two witnesses. 

5 ing purposes. - 8. As an improved article of manufacture, SERE S.H.E.R. 
an eye-shade comprising a casing made of 
one piece and open at both ends, and a piece Witnesses: 
of transparent material supported in the A. J. O’BRIEN, 

10 casing intermediate its extremities, the space C. M. WAUDBY. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D.C.' 

  


