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To all whom it may concern: 

Beit known that I, GEORGE VAN WAGENIEN, 
of the city and county of New York, in the 
State of New York, have invented a certain 

5 new and Improved Packing for Stuffing-Boxes, 
&c., of which the following is a specification. 
The object of my invention is to furnish a 

durable and very elastic packing for stuffing 
boxes and other parts of machinery. 
The invention consists in a packing com 

posed of a metal spiral forming a hollow core 
and a covering therefor of fibrous or metallic 
material. The packing may be cut offin pieces 
of proper length to form rings, or it might be 

I5 used in form of coil, and, being inserted in 
either of these forms into a stuffing-box or 
packing-space, is, by the pressure of the gland 
or follower, expanded transversely and caused 
to exert a pressure upon the rod or other part 

2O sufficient to pack the same tightly and pre 
vent the leakage of steam or other fluid. 
The manner of making and applying my im 

proved packing is clearly illustrated in the ac 
companying drawings, in which 

25 Figure 1 represents a longitudinal section of 
a stuffing-box and a rod working through the 
Same, and Fig. 2 represents a side view and 
partial section of a straight piece of the pack 
ling. 

Similar letters of reference designate corre 
sponding parts in both the figures. . 
A designates a stuffing-box, which may pro 

ject from any part of an engine or other ma 
chine, and B designates the gland thereof. 

35 C designates a rod working through the 
stuffing-box, and which may be supposed to 
be the piston-rod of an engine. 

Referring more particularly to Fig. 2, which 
represents a straight piece of packing, a desig 
nates a spiral, which may be composed of steel, 
brass, or other elastic metal, and of any de 
sirable length. Upon the spirala, which forms 
a hollow core, is applied a covering, b. This 
covering may be composed of one or more lay 
ers or thicknesses of material braided upon the 
spiral; or it may be composed of a -strip or 
strips of canvas or similar material wrapped 
upon the spiral core a, as seen clearly in Fig. 
2; or it may be composed of strips of any anti 
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friction metal wrapped around the said core 
a. The covering b may be or not saturated or 
coated with lubricating substances. If said 
packing be cut in rings, the joints between the 
ends of the pieces which form the several rings 
should be broken-that is, they should be so 
placed that the solid parts of alternate rings 
will come opposite or away from the joints in 
the intermediate rings. If the packing were 
of a size to just fill the stuffing-box, the gland 
B would only have to be screwed down very 
lightly at first, and gradually, as the gland is 
screwed down and the covering b, which bears 
against the rod, becomes worn off, the trans 
verse section of the packing-ring is changed 
from a circular form to elliptical in a direction 
transverse to the rod. If the packing were 
made too large to slip easily into the stuffing 
box, it would have to be compressed in enter 
ing, so as to give it an elliptical transverse 
section, the longest dimension being in a di 
rection parallel with the rod. The packing 
then, by its own elasticity, will tend to assume 
a circular transverse section, and hence the 
gland need only serve to retain the packing in 
the stuffing-box. As the covering b is worn 
away the gland must be screwed down to com 
press the rings in the direction of the length 
of the rod, and thereby expand them in a di 
rection transverse thereto. 
The elasticity of this packing is such that it 

will readily adapt itself to irregularities in the 
stuffing-box or in the size of a worn rod, and it 
is quite free from the evils of other elastic 
packings, which soften at a moderate heat, 
and thereby lose their elasticity. - . 

Heretofore a piston-packing has been com 
posed of a spiral spring arranged to act later 
ally on a packing-ring to press the latter against 
the interior of a cylinder. A packing has 
also been composed of an annular wire cov 
ered with rubber and adapted to roll up and 
down between a plunger and cylinder as the 
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plunger is reciprocated, and a packing has 
also been composed of a rubber tube covered 
with fibrous material. These forms of pack 
ing, however, do not constitute my invention, 
and are not claimed by me. Where the spiral 
spring has been used it has been arranged in 
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a piston to act on a metal ring, and it has 
not been provided with an attached covering, 
thereby forming the packing of itself. A pack 
ing composed of a core covered with rubber is 
very objectionable, because it will not with 

What I claim as my invention, and desire 26 
to secure by Letters Patent, is 

1. As an improved article of manufacture, a 
packing forpiston-rodsandother purposes, con 
sisting of a metallic spiral coil provided with 

stand the excessive heat to which it is neces. an attached covering of packing material 25 
sarily subjected. In my invention I braid 
around the spiral coil several thicknesses of 
cotton or other yar?n or thread, or I cover it 
with canvas, thereby providing an attached 
covering of textile material. In this manner 
the elasticity of the coil enables it to closely 
hug the rod, as when pressed in the transverse 
section of the coil assumes an elliptical form, 
the axis of the ellipse being parallel with the 
axis of the rod, and its natural tendency to 
assume circular form causes it to spread lat 
erally and more closely hug the rod without the 
necessity at first of screwing down the gland. 

which entirely covers and surrounds the spiral 
coil, substantially as described. 

2. A packing for piston-rods and other pur 
poses, consisting of a metallic spiral coil pro 
vided with an attached covering of textile 3o 
material braided or wound thereon, substan 
tially as described. 

GEO. VAN WAGENEN. 
Witnesses: - 

FREDK. HAYNEs, 
A. C. WEBB, 


