Title: TWO-WIRE INDUSTRIAL PROCESS FIELD DEVICE MAXIMIZING THE POWER AVAILABLE TO THE CIRCUITRY OF THE DEVICE AT MINIMUM CONTROL LOOP CURRENT

Abstract: A process field device (104) for use in monitoring or controlling an industrial process includes first and second loop terminals (162, 164) configured to couple to a two-wire industrial process control loop (108). Field device circuitry (168) is configured to monitor or control a process variable of the industrial process. The field device circuitry (168) is powered by power connections from the two-wire industrial process control loop (108). A current regulator (220) is connected in series with the two-wire industrial process control loop (108), the first and second loop terminals (162, 164) and the field device circuitry (168). A voltage regulator (282) is connected in parallel with the current regulator (220) and in series with the two-wire industrial process control loop (108), first and second loop terminals (162, 164) and field device circuitry (168).
BACKGROUND OF THE INVENTION

[0001] The present invention relates to process field devices of the type used to monitor or control an industrial process. Specifically, the present invention relates to process field devices which are powered with power received from a two-wire industrial control loop.

[0002] Industrial processes are used in a variety of applications. For example, such systems are used to produce or control process fluids. Examples include oil refineries, food production, paper pulp production, etc. In such industrial processes, process fluids are utilized. Various process variables of the process fluid are monitored or controlled. Examples process variables include temperature, pressure, flow rate, level, etc. In industrial processes, process field devices are used to measure and/or control the process variables. A field device which measures a process variable is often referred to a process variable transmitter. A field device which is used to control a process variable may be referred to a process variable controller.

[0003] In many industrial processes, the process field devices are in communication with a centralized location such as a control room. Process variables are transmitted to the control room and equipment in the control room can be used to control the process by transmitting control signals to process variable controllers. Many industrial process installations utilize two-wire industrial process control loops for communication with process field devices. In such a configuration, the current level on the process control loop can be set to a value which represents a measured process variable, or set to value which represents a desired value for controlling a process variable. One example is a two-wire process control loop which operates in accordance with the HART® communication standard. In such a configuration, the current level through the process control loop can be controlled to represent a process variable and additional digital information is transmitted by modulating a digital signal onto the analog current level.

[0004] Many process field devices are configured to be powered from the same two-wire process control loop used to transmit information. The two-wire process control loop may couple to a single field device or to multiple field devices ("multi-drop"). This limits the power which is available to the process field device. In many instances, it is desirable to maximize the amount of power available to circuitry of the process field device.
SUMMARY

A process field device for use in monitoring or controlling an industrial process includes first and second loop terminals configured to couple to a two-wire industrial process control loop. Field device circuitry is configured to monitor or control a process variable of the industrial process. The field device circuitry is powered by power connections from the two-wire industrial process control loop. A current regulator is connected in series with the two-wire industrial process control loop, the first and second loop terminals and the field device circuitry. The current regulator is configured to control a loop current flowing through the two-wire process control loop. A voltage regulator is connected in parallel with the current regulator and in series with the two-wire industrial process control loop, first and second loop terminals and field device circuitry. The voltage regulator is configured to control a voltage across the field device circuitry.

BRIEF DESCRIPTION OF THE DRAWINGS

Figure 1 is a simplified diagram of an industrial process control or monitoring system.

Figure 2 is a simplified block diagram showing a process field device of Figure 1.

Figure 3 is a block diagram of a power architecture for a prior art process field device.

Figure 4 is a simplified block diagram of power architecture for a prior art process field device employing power scavenging techniques.

Figure 5 is an simplified electrical schematic diagram of a prior art series regulator used in the circuitry of Figure 4.

Figure 6 is a simplified block diagram of power architecture in accordance with the present invention for powering a process field device.

Figure 7 is an electrical schematic diagram of circuitry of Figure 6.

DETAILED DESCRIPTION

The present invention provides a method and apparatus for recovering, or "scavenging", power from a two-wire process control loop in a process field device. In one configuration, the present invention provides a current regulator and a voltage regulator connected in series with the process control loop and in parallel with one another. Process field device circuitry is coupled in series with the current/voltage regulators and powered
with power from the two-wire process control loop. A bulk capacitor can be used in parallel with the process field device circuitry to store power.

[0014] Figure 1 is a simplified block diagram of an industrial process control or monitoring system 100 configured to control or monitor a process fluid carried in process piping 102. A field device 104 couples to process piping and communicates with a central control room 106 over a two wire process control loop 108. Control 106 is modeled as a resistance 110 and a power supply 112. The two wire process control loop can be in accordance with any appropriate communication protocol. For example, the HART® communication protocol in which a process variable is represented by current $I_L$ flowing through the loop 108 which ranges from a low value of 4 mA to a high value of 20 mA. Digital information can be modulated onto the loop current $I_L$ for transmitting additional information. In another configuration, the process control loop 108 carries only digital information. Field device 104 is illustrated as including a process interface element 120. If field device 104 is configured as a process variable transmitter, process interface element 120 can comprise a sensor such as a pressure sensor, temperature sensor, etc. Similarly, if field device 104 is configured as a process variable controller, process interface 120 can be configured as a control element such as an actuator to control a position of the valve, a heating element, etc.

[0015] Figure 2 is a simplified block diagram showing circuitry of the field device 104. Field device 104 includes field device circuitry 140. Field device 104 includes loop terminals 136 and 138 which are used to couple to the process control loop 108. Field device circuitry 140 includes, for example, a microprocessor 142, as well as other circuitry which is not illustrated. Field device circuitry 140 is used for sensing the process variable from interface element 120 if field device 104 is configured as a process variable transmitter. Similarly, field device circuitry 140 is configured to control the interface element 120 if field device 104 is configured as a process variable controller. Power supply circuitry 146 is illustrated connected in series with the process control loop 108 as explained in more detail below. Power supply circuitry 146 is also used for receiving or transmitting information on the process control loop 108 and is coupled to field device circuitry 140.

[0016] As referenced above, during normal operation, the process control loop 108 carries a loop current which ranges between 4 mA and 20 mA. However, some loop powered devices have a low alarm feature which causes the loop current to go offscale low (below 4mA) in the event of a device failure. The low alarm current may be as low as 3.6 mA. This
places a lower limit on quiescent current which may be utilized by the electronic circuit within the device to operate at 3.6 mA or less. The available power is used to power sensors, measurement circuits, regulator circuits, microcontrollers which implement software algorithms, and many other functions.

[0017] Many process devices have an electronic power architecture that employs a series regulator and shunt regulator. Figure 3 is a simplified schematic diagram of such a prior art configuration in which a field device 160 includes terminals 162 and 164 which couple to the two wire process control loop. A series regulator 166 is connected in series with the process control loop and circuitry 168 of the field device 160. A shunt regulator 170 is connected in parallel with the loop terminals 162 and 164 and is used to shunt current between terminals 162 and 164. A sense resistor 172 provides a voltage to the shunt regulator 170 thereby providing feedback to the shunt regulator 170 related to the loop current \( I_L \). The series regulator 166 provides a regulated voltage to the device electronics 168 which include the sensors, A/D's, microcontrollers, etc., The shunt regulator 170 is responsible for controlling the loop current to the desired current level. Regulator 170 receives feedback from the current sense resistor 172 that enables the control of the loop current \( I_L \).

[0018] The shunt regulator 170 receives an input signal from a digital to analog converter that relates to the DC current level, e.g. the 4-20 mA signal. The regulator 170 receives a second input signal from the HART® modem that relates to outgoing (transmitted) HART® digital messages. The HART® protocol mandates that transmitted messages which are placed on the process control loop have a modulated 1 mA peak to peak current waveform. Thus, the shunt regulator 170 must modulate the loop +0.5 mA for HART® messages. Increasing the loop current by 0.5 mA is not difficult. However, the shunt regulator 170 cannot impress a negative current on the loop. Therefore, in order to decrease the loop current by 0.5 mA there must be at least 0.5 mA of bias current already passing through the regulator 170. The implication of this is that 0.5 mA out of the available current must be reserved for the shunt regulator 170 to allow HART® communications to function at low alarm current level; this is 14% of the available current. The device 160 is constrained to a current budget of 3.6 mA of which 3.1 mA is allocated to the circuit functions, and 0.5 mA is allocated to biasing the shunt regulator 170.

[0019] One goal of power scavenging is to reduce the 0.5 mA of shunt regulator bias current, and make the current available to the circuitry of the device. This can be done by modulating the HART® current in the series regulator path rather than in the shunt regulator
path. During the positive half cycle of the HART® digital modulation, the excess energy being taken from the loop is stored in bulk capacitors. During the negative half cycle of HART® modulation, the energy being taken from the loop is reduced, but it is augmented with the energy stored during the positive half cycle. Figure 4 is a simplified schematic diagram showing such a configuration. Elements in Figure 4 which are similar to those shown in Figure 3 have retained their numbering.

Referring to Figure 4, the shunt regulator 170 bias current is set to zero, and the entire 3.6 mA of available current is allocated to the series regulator 166. HART® transmit messages are supplied to the series regulator 166 causing the current to modulate +0.5 mA. The current passes through a bulk capacitor 180 connected in parallel with the device circuit 168. This is an acceptable assumption if the bulk capacitor 180 is in the path of least resistance, i.e., the impedance of the bulk capacitor 180 in the HART® frequency band is significantly less than the impedance of the circuit 168, or of the shunt regulator 170. These are not difficult design requirements to attain as the impedance of the impedance of the bulk capacitor 180 is typically less than 25 ohm in the HART® frequency band.

[0020] Note that in the configuration of Figure 4, the HART® transmit signal still passes to the shunt regulator 170. This is done to ensure a good HART® transmit waveform on the two wire loop 108. Any imperfection in the HART® current waveform passing through the series regulator 166 will be corrected by the shunt regulator 170 thereby resulting in a HART® compliant waveform on the loop 108. If the series regulator 166 HART® waveform is sufficiently accurate, then the HART® transmit signal need not be given to the shunt regulator 170, and the design of the shunt regulator 170 is thereby simplified.

[0021] If the series regulator 166 waveform is accurate, then negligible HART® transmit current will pass through the shunt regulator 170 and the power scavenging circuit is said to be very efficient; nearly all of the 0.5 mA bias current can be recovered.

[0022] However, if the series regulator 166 waveform is not accurate, then significant HART® transmit current will pass through the shunt regulator 170 and the power scavenging circuit is said to be inefficient; only a fraction of the 0.5 mA bias current can be recovered.

[0023] Prior attempts to implement a HART® power scavenging circuit have had limited success. They generally involve the design of a circuit that adds the scavenging function to the series voltage regulator using a single control element. A simplified version of this circuit 166 is given in Figure 5. In Figure 5, an operational amplifier 204 controls a field effect transistor 202 based upon negative feedback from the output of FET 202 as determined by
resistors R1 and R2. The output from the operational amplifier 204 is provided to transistor 202 through resistor 212. A HART® transmit signal is modulated onto the current loop by applying a modulated digital signal to transistor 202 through resistor 208 and capacitor 210. In Figure 5, the opamp based regulator also accepts the HART® transmit control signal for HART® scavenging (Vtxa), which causes the loop current to modulate. In this case, the opamp 204 operates as a control element and controls Vout, but not the HART® transmit current. In Figure 5, the HART® transmit signal is injected to the gate of FET 202. However, other configurations can be used such as injecting the modulation signal to the node between R1 and R2, or to the Vref node of the opamp 204.

The output voltage Vout is determined by the value of the reference voltage (Vref) and resistors R1 and R2 as given by Equation 1:

\[ V_{out} = V_{ref} \times \frac{R_1 + R_2}{R_2} \]  

Equation 1

This is a common opamp based voltage regulator architecture that uses a pass transistor 202 in the feedback path. The HART® signal is added to the control signal of transistor 202 such that when HART® is transmitting 1 mA pk-pk passes through FET 202 and the bulk capacitor 180 to achieve HART® power scavenging.

The high gain of the opamp 204 allows for precision control of the output voltage Vout. However, the opamp 204 does not take any role in controlling the current amplitude of the HART® transmit waveform. Thus, the precision of the HART® waveform depends upon the adjustment of the various resistors and capacitances, and gain characteristics of the active elements such as FET 202. These parameters are not well controlled and consequently the HART® transmit waveform is not well controlled. Thus, the efficiency of the HART® power scavenging circuit shown in Figure 5 is relatively poor. Instead of recovering 0.5 mA of bias current from the shunt circuit, a lesser amount is recovered (e.g., 0.1 or 0.2 mA)

The present invention provides a circuit and method that accurately regulates HART® transmit current through the series regulator such that improved efficiency of HART® scavenging is obtained. However, the configuration still provides adequate design flexibility to address other concerns, such as noise propagation to the loop circuit.

The present invention employs two control elements in the series regulator to achieve both voltage regulation and HART® power scavenging current regulation. The use of
two separate control elements allows improved control of both parameters: output voltage and HART® transmit current.

[0028] A block diagram of the series regulator is shown in Figure 6. Elements in Figure 6 which are similar to previously described elements have retained their numbering. In addition to the shunt regulator 170 described above, the configuration illustrated in Figure 6 includes a current regulator 220 and voltage regulator 222 connected in parallel as described below in more detail. A voltage regulator 222 controls the output voltage to the desired level. A current regulator 220 is set with a bias current of at least 0.5 mA and preferably 1.0 mA or more. This bias current flows into the circuit 168 so it is not wasted as it is in the shunt regulator configuration of Figure 3. As the overall quiescent is designed to be at 3 mA or higher this configuration operates properly because there is always current flowing through both regulators 220, 222. For example, with quiescent current at 3 mA there may be 1 mA of bias current in the current regulator 220, and another 2 mA of current in the voltage regulator 222. Quiescent current $I_q$ fluctuations are made up by adjusting the current in the voltage regulator 222.

[0029] Although the regulators 220, 222 are connected in parallel, there is no contention between the two because regulator 222 regulates voltage, while regulator 220 regulates current. When a HART® message is transmitted, the HART® modulation (1 mA pk-pk) is superimposed on 1 mA of bias current in the current regulator 220. Thus, the net output current is the quiescent current $I_q$ and the HART® modulation current. Circuit 168 includes a HART® modem configured to provide the TXA signal to regulator 220. As described above, circuitry 168 also provides an analog 4-20 mA control signal to the shunt regulator 170.

[0030] A simplified schematic of one example implementation of the series regulator is shown in Figure 7. Element A1 is the control element for the voltage regulator 222, and element A2 is the control element for the current regulator 220. In the schematic diagram of Figure 7, the voltage regulator 222 uses a field effect transistor M1 to control the output voltage $V_{out}$. Field effect transistor M1 is controlled using operational amplifier A1 which receives negative feedback which is compared to a voltage reference voltage $V_{ref}$. The negative feedback is based upon resistors R1 and R2. The current $I_0 \tau$ is regulated by current regulator 220 using field effect transistor M2. Field effect transistor M2 is controlled using opamp A2 which receives negative feedback through resistors R3 and R4. A sense resistor Rs is placed in series with M2 to provide a feedback voltage proportional to $I_{OUT}$. A digital
signal is modulated onto the current \( I_{out} \) using the Vtxa input. The amount of modulation can be controlled using resistors R5 and R6.

The voltage regulator output voltage is same as the expression for Figure 5:

\[
V_{out} = V_{reg} \left( \frac{R_1 + R_2}{R_2} \right) \quad \text{Equation 2}
\]

The current regulator 220 bias current is dependent on output voltage \( V_{out} \), and circuit resistors. HART® modulation current is dependent on the transmit signal from the modem (Vtxa), and circuit resistors. Capacitor \( C_{tx} \) is sufficiently large enough such that in the HART® band of frequencies its impedance is significantly less than that of resistor R6 which allows it to be ignored for the AC circuit analysis. The output current is given by:

\[
l_{out} = \frac{V_{out} R_3}{R_s} \left( \frac{V_{(PDC)}}{R_s} \right) \frac{R_5}{R_5 + R_6} \frac{R_3 + R_4}{R_4} \quad \text{Equation 3}
\]

Bias  | HART Modulation

In Equation 3 \( V_{(PDC)} \) designates the AC component of Vtxa since capacitor \( C_{tx} \) blocks the DC component of Vtxa. In the expression of Equation 3 all the parameters are well controlled so that the output current \( l_{out} \) is accurate with respect to the desired bias current (e.g. 1 mA), and the HART® modulation current (1 mAp-p). this results in a very efficient HART® scavenging design.

Although the present invention has been described with reference to preferred embodiments, workers skilled in the art will recognize that changes may be made in form and detail without departing from the spirit and scope of the invention. Although the above description references the HART® protocol, the present invention can be used with other loop communication configurations such as a Foundation Fieldbus™ based communication system.
WHAT IS ClaimED IS:

1. A process field device for use in monitoring or controlling an industrial process, comprising:
   - first and second loop terminals configured to couple to a two-wire industrial process control loop;
   - field device circuitry configured to monitor or control a process variable of the industrial process, the field device circuitry powered by power from the two-wire industrial process control loop;
   - a current regulator connected in series with the two-wire industrial process control loop, the first and second loop terminals and the field device circuitry, the current regulator configured to control a loop current flowing through the two-wire process control loop; and
   - a voltage regulator connected in parallel with the current regulator and in series with the two-wire industrial process control loop, the first and second loop terminals and field device circuitry, the voltage regulator configured to control a voltage across the field device circuitry.

2. The process field device of claim 1 including a bulk capacitance connected in parallel with the field device circuitry configured to store electrical energy.

3. The process field device of claim 1 including a shunt current regulator configured to control the loop current flowing through the process control loop in response to a measured process variable.

4. The process field device of claim 1 wherein the current regulator is configured to modulate a digital signal onto the loop current flowing through the two-wire industrial process control loop.

5. The process field device of claim 4 wherein the field device circuitry includes a modem coupled to the current regulator configured to modulate the digital signal.

6. The process field device of claim 1 wherein the two wire process control loop operates in accordance with the HART® communication protocol.

7. The process field device of claim 1 wherein the loop current varies between 4 mA and 20 mA and is representative of a measured process variable.

8. The process field device of claim 1 wherein the voltage regulator includes a field effect transistor coupled in series with the two wire process control loop and an operational amplifier having a voltage reference input.
9. The process field device of claim 8 wherein the voltage regulator receives a negative feedback related to a voltage at the output of the field effect transistor.

10. The process field device of claim 1 wherein the current regulator comprises a field effect transistor coupled in series with the process control loop and an operational amplifier configured to receive a modulated digital signal.

11. The process field device of claim 10 wherein the current regulator receives negative feedback related to the current flowing through the field effect transistor.

12. A method of providing power to a process field device for use in monitoring or controlling an industrial process, comprising:

   coupling first and second loop terminals to a two wire industrial process control loop;
   powering field device circuitry with power received from the two wire process control loop and monitoring or controlling a process variable of the industrial process with the field device circuitry;
   regulating a loop current flow through the two wire process control loop using a current regulator which is coupled in series with the first and second loop terminals and the field device circuitry; and
   regulating a voltage across the field device circuitry using a voltage regulator connected in parallel with the current regulator and in series with the two wire process control loop, the first and second loop terminals and the field device circuitry.

13. The process field device of claim 12 including providing a bulk capacitance connected in parallel with the field device circuitry configured to store electrical energy.

14. The process field device of claim 12 including controlling the loop current flowing through the process control loop with a shunt current regulator in response to a measured process variable.

15. The method of claim 12 including modulating a digital signal onto the loop current flowing through the two-wire industrial process control loop.

16. The method of claim 12 wherein the voltage regulator includes a field effect transistor coupled in series with the two wire process control loop and an operational amplifier having a voltage reference input.

17. The method of claim 16 wherein the voltage regulator receives a negative feedback related to the current flowing through the field effect transistor.
18. The method of claim 12 wherein the current regulator comprises a field effect transistor coupled in series with the process control loop and an operational amplifier configured to modulate a digital signal on to the two wire process control loop.
Fig. 7
INTERNATIONAL SEARCH REPORT
International application No
PCT/US2011/035676

A. CLASSIFICATION OF SUBJECT MATTER
INV. G05B19/042
ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
G05B G08C

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>wo 2009/114Q64 AI (ROSEMOUNT INC [US]) ; SCHULTE JOHN P [US]</td>
<td>1-18</td>
</tr>
<tr>
<td></td>
<td>17 September 2009 (2009-09-17) the whole document</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>wo 2005/017544 AI (ROSEMOUNT INC [US])</td>
<td>1-18</td>
</tr>
<tr>
<td></td>
<td>24 February 2005 (2005-02-24) the whole document</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>wo 2007/078604 A2 (ROSEMOUNT INC [US]) ; O'RTH KELLY M [US]</td>
<td>1-18</td>
</tr>
<tr>
<td></td>
<td>12 July 2007 (2007-07-12) the whole document</td>
<td></td>
</tr>
</tbody>
</table>

Date of the actual completion of the international search: 19 August 2011
Date of mailing of the international search report: 25/08/2011

Name and mailing address of the ISA/Authorized officer:
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel: (+31-70) 340-2040,
Fax: (+31-70) 340-3016

Gardela, Simone

Form PCT/ISA/210 (second sheet) (April 2003)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO 2009114064 Al</td>
<td>17-09-2009</td>
<td>CN 101960399 A</td>
<td>26-01-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2255259 Al</td>
<td>01-12-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2011513877 A</td>
<td>28-04-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009224730 Al</td>
<td>10-09-2009</td>
</tr>
<tr>
<td>WO 2005017544 Al</td>
<td>24-02-2005</td>
<td>CN 1864183 A</td>
<td>15-11-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1864071 A</td>
<td>15-11-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1656564 Al</td>
<td>17-05-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2007501980 A</td>
<td>01-02-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2350975 C2</td>
<td>27-03-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005030185 Al</td>
<td>10-02-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005030186 Al</td>
<td>10-02-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1966566 A2</td>
<td>10-09-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2009522646 A</td>
<td>11-06-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007152645 Al</td>
<td>05-07-2007</td>
</tr>
</tbody>
</table>