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1. 
This invention has to do with a cone type well 

drilling bit, and it is a general object of the 
invention to provide a simple, practical, highly 
effective bit for drilling wells with the rotary 
method. 
A general object of the present invention is to 

provide a cone type bit involving a pair of dia 
metrically opposite cones at the working end of 
the bit Supported by ball and roller bearings so 
disposed as to withstand working pressures in 
a most advantageous manner. 
Another object of the invention is to provide 

a bit of the character referred to in which the 
two conical cutters are substantially balanced in 
cutting action while only one of the cutters ex 
tends to and operates at the center of the bore. 
A further object of the invention is to pro 

Wide a bit of the general character referred to 
in which the two cutters are related to cut dif 
ferent portions of the bore except at the periph. 
eral portion of the bore where they both cut on 
the bottom and on the side of the bore to main 
tain the desired bore diameter. The portion of 
the bore at which both cutters operate is the 
portion of the bore at which the greater portion 
of the cutting action occurs. 
Another object of the present invention is to 

provide a bit of the general character referred 
to in which the conical cutters are shaped and 
pitched to cut the bore so a central conical pro 
jection is maintained at the bottom of the bore 
serving to stabilize the bit and prevent unde 
sirable deflection of the bit in the course of 
drilling. 

It is another object of the present invention 
to provide a bit of the character referred to 
wherein a conical cutter is mounted on a sup 
porting projection through a bearing assembly 
involving an annular series of ball bearings in 
troduced into place through a bore or channel 
normally plugged by a closure, the inner end of 
which is shaped to form a part of the ball sup 
porting race. 
A further object of the invention is to provide 

a bit of the character referred to involving a 
simple, compact cutter mounting through which 
the cutters are meshed together and are secured 
to the legs of the body by simple, effective Weld 
ling. 
The various objects and features of our invexh 

tion will be fully understood from the following 
detailed description of typical preferred forms 
and applications of the invention, throughout 
which description reference is made to the ac. 
companying drawings, in which: 
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2 
Fig. 1 is a side elevation of a bit embodying 

the present invention showing it applied to the 
lower end of a drilling string, the said part of 
the string being shown in Section. Fig. 2 is a 
view similar to Fig. 1 taken in the direction indi 
cated by line 2-2 on Fig. 1. Fig. 3 is an enlarged 
vertical Sectional view of the bit construction of 
the present invention, being an enlarged sec 
tional view taken as indicated by line 3-3 on 
Fig. 2. Fig. 4 is a transverse sectional view taken 
as indicated by line 4-4 on Fig. 3. Fig. 5 is a 
transverse sectional view taken as indicated by 
line 5-5 on Fig. 3. Fig. 6 is a transverse Sec 
tional view taken as indicated by line 6-6 on 
Fig. 3. Fig. 7 is a sectional view taken as indi 
cated by line - on Fig. 3. Fig. 8 is a sectional 
view taken as indicated by line 8-8 on Fig. 3. 
Fig. 9 is a view similar to Fig. 3, showing a modi 
fied construction, one cutter of the construction 
being shown in section while the other is shown 
in elevation, and Fig. 10 is a detailed view taken 
as indicated by line 0-0 on Fig. 9. 
The bit embodying the present invention and 

shown in Figs. 1 to 8, inclusive, involves, gener 
ally, a body A characterized by depending di 
ametrically opposite legs 0, two similar cutters 
B and C, mounting pins D for the cutters, and 
bearing means E by which the cutters are Sup 
ported on the pins. 
The body A serves primarily as a carrier for 

the cutter supporting pins and is applicable to 
the lower end of the well drilling string S So 
that fluid therefrom is directed in a most advan 
tageous manner to the working or cutting parts 
of the cutters. The particular body A illustrated 
in the drawings involves a main portion 2 Which 
is substantially round in croSS Sectional configu 
ration, diametrically opposite legs 9 depending 
from the main portion 2, and a coupling part 
or pin 3 projecting upwardly from the portion 
2. In the case illustrated the pin 3 is exter 

nally threaded to be threaded into the lower end 
of the operating string S. It is to be understood 
that any suitable or convenient means may be 
provided for making the desired connection be 
tween the bit and the operating string. 
The legs which are preferably in the form 

of integral extensions of the main portion 2 of 
the body are located diametrically opposite each 
other and depend from the body so that they 
extend downwardly and outwardly therefrom. 
The inner sides of the legs are finished flat at 
4 and extend downwardly and outwardly at an 

angle of about 55° from the vertical axis of the 
bit. The outer parts Or surfaces of the legs may 
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be shaped in any suitable manner, for instance, 
as shown in the drawings, the outer sides 5 may 
be curved concentric with the central axis of the 
bit. 
The two cutters B and C, although not alike, 

are preferably mounted on the legs if through 
like mounting pins D and bearing means E. The 
pins and bearing means support the cutters So 
that they extend downwardly and inwardly and 
are in meshed relation, as clearly illustrated in 
Figs. 1 and 3 of the drawings. The cutters them 
selves are so formed and related as to mesh 
together without interfering with each other, and 
so that they cut the formation in a manner to 
establish a bore of the desired diameter with a 
central conical projection on the bottom Sur 
rounded by a peripheral portion that tapers or 
is inclined upwardly and outwardly from the 
base of the conical projection. 
The mounting pins D are preferably alike and 

are integrally joined to the legs 0 in like man 
ner so that they project from the inner sides 
4 of the legs on axes normal to the said Sides 

of the legs. Each mounting pin D is an elongate 
element involving a shank portion 29 of Sub 
stantial diameter projecting from a base portion 
2. A tip 22 of reduced diameter projectS from 
the outer end of the shank portion and a head 
23 projects from the base portion 2 to serve 
as a part by which the pin is joined to its Sup 
porting leg. 
The base portion 2 of the pin is a part slightly 

larger in diameter than the shank portion 20 
and is of limited axial extent as Will appear from 
the drawings. The base of the pin seats or bears 
upon the inner side 4 of the supporting leg 0 
and, in practice, the said side of the leg may 
be provided with a base supporting boss as clear 
ly illustrated in the drawings. The Shank portion 
20 of the pin is made as large in diameter and 
as long as practical, in order to afford a Sub 
Stantial cutter mounting. 
The preferred form of bearing means E illus 

trated in the drawings involves an annular series 
of inner rollers 30, an annular series of outer 
rollers 3, and an annular Series of balls 32-be 
tWeen the two Series of rollers. When this par 
ticular or preferred bearing means is employed 
the shank portion 20 of the pin is provided ad 
jacent the base portion 2 with a roller receiving 
groove 33 accommodating the inner rollers. 30, 
and it is provided with a ball receiving groove 
3A intermediate the groove 33 and the outer end 
of the Shank portion, the outer rollers 3 having 
engagement With the tip portion 22 of the pin, 
The groove 33, has an axially disposed bottom 

on which the rollers 30 operate, and has radially 
disposed end walls 35 that confine the rollers 
against axial displacement. The ball receiving 
groove 34 is rounded, being curved about a com 
mon center to be spherically curved, forming a 
race in Which the balls 32 operate. The cutters 
that are carried by the pins are generally, conical 
in for nation and the pins are extended as far 
as poSSible into the cutters. Because of the coni 
cal formation of the cutters it is advantageous 
to make the tip 22 of the pin substantially smaller 
in diameter than the Shank 20 and the outer roll 
ers 3 may be smaller in diameter and shorter 
than the inner rollers. 30, as clearly shown in 
Fig. 3 of the drawings. 
The head 23 of the pin projects from the base 

2f through a notch 40 formed in the leg 0 and 
extending upWardly into the leg from its outer 
Or lower end. The notch 40 is enlarged at the 
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4 
outer side 5 of the leg 0 to form a recess or 
Socket at least partially, and preferably en 
tirely, Surrounding the notch 40. The head 23 
of the pin extends into the recess 4, and, as 
illustrated, the head is flattened and presents 
flat sides 44 extending parallel with the vertical 
sides 45 of the recess. The upper edge 46 of the 
head is shown Straight and is Substantially par 
allel with and spaced from the upper wall. A? of 
the receSS. 

in accordance With our invention. We employ 
Welding W to bond the pin D to the Supporting 
leg and in order to provide for a Substantial 
and effective weld or body of welded imaterial W 
We make the recess 4 in the leg considerably 
Wider and higher than the head 23, so that there 
is a substantial space between the flat sided head 
and the Walls of the recess. In the case illus 
trated we pitch or incline the walls of the recess 
to provide an outwardly flaring or trough-like 
Space to receive the Weld W. When this con 
Struction is employed a single continuous weld 
extends through the recess at both sides of the 
head and at the top edge of the head, the weld 
being bonded to the leg 6 and also to the head 
of the pin. It is to be understood that in prac 
tice the Weld, as Shown in the drawings, may be 
established in the recess to occupy the recess 
and possibly project. Somewhat therefrom, and 
to possibly have a portion overlying the end of 
the head 23, after which any excess welding can 
be dressed off. 

Each of the cutters has a socket or bore 50 
entering it from its base or large end to receive 
the Shank and tip of a mounting pin. The bore 
S that enters the cutter from the base end is en 
larged at if innmediately adjacent the base end 
and opposite the groove 33 in the pin to cooperate 
With the groove 33 in establishing a space be 
tween the pin and cutter to accommodate the 
rollers 39. Between the enlarged portion 5 and 
the bottom of the bore 59 the cutter is provided 
With a groove 53 that occurs opposite the groove 
34 in the pin, the groove 53 being rounded or 
having a curved face and cooperating with the 
groove 34 to form a channel accommodating the 
balls 34. A bore 55 of reduced diameter con 
tinues from the bottom of the bore 50 receiving 
the tip 22 of the pin, the bore 55 being larger 
than the tip of the pin to establish a space to 
accommodate the outer rollers 3. 
In accordance with our invention a passage 60, 

preferably a bore, is provided in the pin to 
facilitate introduction of the balls 32 into the 
registering grooves 34 and 53. In the form of 
the invention under consideration the passage ex 
tends from the outer end of the head 23 through 
the pin to the bottom of the groove 34 where 
it opens into the groove 34. 
A closure preferably in the form of a plug 6 

In Orraliy Occupies the passage 60 and has an 
inner end 62 rounded or curved about a common 
Center to be spherically curved and in register 
with the spherically curved wall of groove 34 to 
form a continuation of the ball race established 
by the groove 34. An orienting pin 63 extends 
through the plug 6 ? and into the head 23 posi 
tively orienting the plug with the end surface 
82 in the proper position. The plug 6 is pref 
erably made Secure or fast in the oriented posi 
tion as by welding 64. In the case illustrated the 
plug is is made Somwhat shorter than the pas 
Sage 65 so that it does not occupy the outer end 
portion of the passage leaving this portion of 
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the passage to accommodate or receive the weld 
ing 64, as shown in Fig. 3 of the drawings. 
By providing the Orienting pin 63 We may be 

able to introduce the plug 6 into place in the 
passage 60 either before the groove 34 is formed 
or after the groove 34 has been formed in the 
pin and then dress or form the end 62 of the 
plug either as the groove 34 is formed or by 
dressing down that portion of the plug that pro 
jects into the groove 34. With the plug 6 thus 
located in the passage with its inner end 62 
shaped to conform to the ball race the orienting 
pin 63 is removed and the plug removed, facilitat 
ing introduction of the balls between the pin and 
cutter after which the plug can be reinserted and 
the orienting pin installed, reestablishing the plug 
in proper position. 
The cutters B and C may be referred to gen 

erally as cone-type cutters, each being charac 
terized by a base portion of Substantial diameter, 
from which a conical portion projects in Wardly 
and downwardly in the assembled bit, as shown 
in Fig. 3 of the drawings. The cutters B and 
C are similar but not identical or alike, the cutter 
B being characterized by a true conical portion 
projecting from the base, the cutter C being 
characterized by a truncated conical portion 
which is not a full cone but merely a frustrum 
Of a COne. 
The cutter B is mounted on pin D carried by 

one leg 0 of the body with its base portion adja 
cent the inner side 4 of the leg and with its 
axis coincidental with that of the pin, to the 
end that the cutter extends downwardly and in 
wardly toward the center and lower end of the 
bit. It is a feature of the bit being described 
that the cutter B extends to and somewhat be 
yond the central axis of the bit in the direction 
of the cutter C and in like manner the cutter 
C extends down and in from its Supporting leg 
beyond the center of the bit in the direction of 
cutter B, so that the cutters B and C overlap or 
mesh together, the cutters being so constructed 
as to permit of such meshing or overlapping. 
The base portion of cutter B is made as large 

as possible in diameter to project well beyond 
the lower end of the supporting leg both down 
Wardly or axially and outwardly or radially. 
The base portion of the cutter has a portion X 
extending substantially parallel with the axis of 
the cutter and acting on the bottom of the Well 
bore at the periphery thereof or outward of the 
conical center left by the bit. The base por 
tion of cutter B also has a beveled part Y which 
joins part X and extends vertically from the point 
where part X engages the bottom of the well bore 
and serves to engage the wall of the bore and 
maintain the bore at the desired diameter. 
The cutter B has a truly conical portion ex 

tending from the base and terrninating in a tip 
or apex part which projects past, or beyon 
the center of the bit in the direction of cutter 
C and, consequently, serves to act on or to en 
gage the center of the well bore. The cutter 
B is characterized by anxauliar or circuiferential 
grooves So located and proportioned as to receive 
or accommodate the projecting portions of cutter 
C. The particular cutter B Shown in the draw 
ings has a groove in the conical portion and 
a groove 72 where the conical portion ioins the 
base portion. It is to be understood, of course, 
that the Several parts of the cutte B not, reliaved 
or removed by the grooves and 2 may be 
notched as at 3 and 4 so that they are toothed, 
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6 
relatively sharp crests 75 such as to have effective 
cutting action. The cutter C has a base portion 
X' similar, generally, to the base portion X of cut 
terB and it has a portion Y corresponding to the 
portion Y of cutter B. The conical portion of cut 
ter C projecting from the base portion is not a full 
cone but is merely a frustrum of a coine, the tip Ol' 
apex portion being removed or cut away ieaving 
a flattened end portion 3) and permitting the 
tip or apex portion 70 of cutter B to, in effect, 
overlap or extend into What would otherwise 
be the zone of cutter C. Cutter C is provided 
with grooves similar to those of cutter B but 
located differently in order to accommodate the 
projecting portions of cutter B. A groove a 
is provided in the conically shaped portion of 
cutter C at a point to accommodate the portion 
of cutter B occurring between the grooves T. 
and 2 of cutter B. A second groove 2 is pro 
vided in the portion X" of cutter C and is removed 
from the point 8 where the base portion of the 
cutter joins the conically shaped portion leaving 
a portion of cutter C to cut at the Zone where 
the upwardly and outwardly tapered or pitched 
peripheral bottom of the bore joins the central 
conical projection at the bottom of the bore. It 
will be observed that the base portion of cutter 
C is notched as at 38 establishing teeth, white 
the conically shaped portion is notched as at, 4. 
to establish teeth thereon. It will be apparent 
from Fig. 3 of the drawings how the cutters 
shaped and related as above described have over 
lapping or meshing engagement at the Ceter of 
the bit where the meshing or overlapping por 

5 tions of the cutters extend Substantially Ver 
tically. 
In accordance with the preferred form of our 

invention the pins extend downWardly and in 
wardly from the legs of the body at an angle 
of about 35° from the horizontal and the cutters 
are shaped and proportioned so that, the conical 
portions thereof have greater length radialiy in 
engagement with the bottom of the Weil bore 
than do the base portions of the citters. Fur 
ther, the cutters are shaped, mounted and related 
so that the conically shaped portions of the 
cutters establish angles of about 18 with the 
horizontal and thus act to establish a conical 
central projection in the bottom of the well bore, 
while the parts X and X’ of the base portions 
of the cutters extend upwardly and outwardly at 
angles of about 30° from the horizontal where 
the cutters engage the botton of the well bore 
and thus act to form an upwardly and outwardly 
inclined or pitched peripheral portion at the bot 
tom of the bore outward of the Central coinical 
projection and extending between the conical 
projection and the side wall of the bore. 
The body A of the bit is joined to the operat 

ing string S through the coupling pin 3 So the 
bit receives circulation fluid from the operating 
string. In accordance with the pieferred coln 
struction the pin 3 has a central opening 85 
in communication with the operating String while 
the main portion 2 of the body has a central 
opening 86 directing fluid from the opening 35 
straight down into the central meshing portions 
of the cutters B and C. Additional side open 
ings 87 are preferably provided in the body por 
tion 2 which openings 8 are So located and 
shaped as to direct fluid onto the base portions 
of the cutters in a most advantageous nannai. 
In the form of the invention illustrated in 

Figs. 9 and 10 of the drawings the body A may 
be the same as that above described whiie the 



2,470,695. 
7. 

mounting pins D' and cutters. B' and C' are Sonne 
what different in formation. The pins D' are 
preferably alike and each involves a Shank poi'- 
tion 20a, a head 23a and a tip 228. The sihank 
portion in this form of the invention is outwai'dly 
tapered or conically formed at 9 where it is 
provided with a ball receiving groove 33: Wiiic 
in other respects the pin D' may be similar to 
the pin D hereinabove described. In this form 
Of the invention the balls 32 are introduced 
between the cutter and pin, not through the pin 
but rather through the cutter, the catter being 
provided with a radial passage 63 closed by a 
plug 6 a. The plug has an inner end 68 rounded 
to be curved about a common cerater to form a 
part or continuation of the curved "aca in the 
cutter, the cutter being provided with a curved 
groove 53a establishing the race for the balls 
328. The plug 6 a. is provided at its outer end with 
a projecting portion 63 that may be ina.ii.2d o: 
Which may SO project as to facilitate orientation. 
of the pin with the Surface 628 in the piroper posi 
tion. Welding 28 Secures the plug is place in 
the cutter. 

in the form of the invention shown in Fig. 9 the 
cutters are preferably both characterized by a 
base from which a conical portion projects and 
they are generally alike except that they are 
grooved to establish rows of teeth at different 
poSitions and which are such that they will not : 
track on the botton of the well bore. The cutter 
B' has grooves b and 72b in the conical portion 
and base portion, respectively, while the cutter C 
haS grooves in the conical portion and a 
groove 2 in the base portion, the grooves in the :) 
two cutters being So located that they do not 
Occur at the Same points. On the cutters, but in 
this case the cutters do not mesh or lap together, 
but rather are SIGRail enough so that they do not 
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extead to or overlap the central axis of the bit, ; } 
but ratier Innerely closely approach it, as shown in 
the drawings. 

Siaviiig described only typical preferred forms 
and applications of our invention, we do not wish 
to be inited or restricted to the specific details 
he'ein set forth, but wish to reserve to ourselves 
any Variations Or Iodifications that may appear 
to those sl.illed in the art and fall within the 
Scope of the following claims. 

Fiaving described our invention, we claim: 
i. ii, a bit of the character described, a body 

having a depending leg, a notch extending up 
Wards into the lower end of the leg, said notch 
being eniarged at the outer side of the leg to form 
a ?ec35S at least partially surrounding the notch, a 
cutter carrying pin having a head extending 
through the notch and into the recess and engag 
ing the walls of the notch, and welding material 
Occupying the recess and bonding the head to 
the leg. 

2. In a bit of the character described, a body 
having a depending leg, a notch extending up 
Wardly into the lower end of the leg, said notch 
being enlarged at the outer side of the leg to form 
a receSS at least partially surrounding the notch, 
a cutter carrying pin having a base engaging the 
inner Side of the leg and a head extending through 
the notch and into the recess and engaging the 
Walls of the notch, and welding material occupy 
ing the recess and bonding the head to the leg. 

3. In a bit of the character described, a body 
having a depending leg, a notch extending up 
Wardly into the lower end of the leg, said notch 
being enlarged at the outer side of the leg to form 
a recess at least partially surrounding the notch, 
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8 
a cutter carrying pin having a flat sided head ex 
tending through the notch and into the receSS 
and engaging the walls of the notch, and welding 
material occupying the receSS and bonding the 
ihead to the leg. 

4. In a bit of the character described, a body 
having a depending leg, a notch extending up 
Wardly into the lower end of the leg, said notch 
being enlarged at the outer side of the leg to form 
a recess at least partially surrounding the notch, 
a cutter carrying pin having a base engaging the 
inner side of the leg and a flat side head extend 
ing through the notch and into the recess and 
engaging the walls of the notch, and Welding ma 
terial occupying the recess and bonding the head 
to the leg. 

5. In a bit of the character described, a body 
having a depending leg, a notch extending up 
wardly into the lower end of the leg, said notch 
being enlarged at the outer side of the leg to 
form a recess at ieast partially surrounding the 
notch, a cutter carrying pin element having a 
head extending through the notch and into the 
recess and engaging the Walls of tha notch, Weld 
ing material Occupying the receSS and bonding 
the head to the leg, a cutter element, anti-fric 
tion means mounting the cutter element on the 
pin elemant, said anti-friction means including 
registering grooves on the pin and cutter eleinents 
forming a ball race, balls in Said ball race, one of 
said eleinents having a ball passing bore therein 
extending to said ball race, a plug closing the 
bore and having its inner end forning a continua 
tion of the Wall of the ball race, and Welding 
imaterial retaining said plug in Said bore. 

6. A well drilling bit, including a body having 
diametrically opposite depending legs, a notch 
extending upwardly into the lower end of each 
said leg, each Said notch being enlarged at the 
outer side of the leg to form a recess at least 
partially surrounding the notch, cutter carrying 
pins each having a head extending through one 
of Said notches and into the recess and engag 
ing the Walls of the notch, welding naterial oc 
cupying the recesses and bonding the heads to 
the legs, two cutters, one cutter being in the 
Shape of a cone and extending across the cen 
ter of the bit and the Other cutter being in the 
shape of a frustum of a cone with the tip of the 
first mentioned cutter adjacent its outer edge, the 
conical portions of the cutters being meshed to 
gether at the center of the bit, and anti-friction 
means mounting the cutters on the pins. 

7. A well drilling bit including a body having 
diametrically opposite depending legs, s, notch 
extending upwardly into the lower end of each 
Said leg, each said notch being enlarged at the 
outer Side of the leg to form a recess at east. 
partially Surrounding the notch, cutter carrying 
pins each having a head extending through one 
of Said notches and into the recess an engaging 
the Walls of the notch, said pins having fanges 
engaging the inner sides of the legs, welding ma 
terial occupying the recesses and bonding the 
heads to the legs, two cutters, one cuttar being 
in the Shape of a cone and extending across the 
center of the bit and the other cutter being in 
the shape of a frustum of a cone with the tip of 
the first mentioned cutter adjacent its outer edge, 
the conical portions of the cutters being meshed 
together at the center of the bit, and anti 
friction means mounting the cutters on the pins. 

8. A well drilling bit including a body having 
diametrically opposite depending legs, a, notic 
extending upwardly into the lower end of each 
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said leg, each said notch being enlarged at the 
outer side of the leg to form a recess at least 
partially surrounding the notch, cutter carrying 
pins each having a flat-sided head extending 
through one of said notches and into the receSS 
and engaging the Walls of the notch, Welding ma 
terial occupying the recesses and bonding the 
heads to the legs, two cutters, one cutter being in 
the shape of a frustum of a cone with the tip of 
the first mentioned cutter adjacent its Outer 
edge, the conical portions of the cutters being 
meshed together at the center of the bit, and 
anti-friction means mounting the cutters on the 
plS. 

9. A well drilling bit including a body having 
diametrically opposite depending legs, a notch 
extending upwardly into the lower end of each 
Said leg, each Said notch being enlarged at the 
outer side of the leg to form a receSS at least 
partially Surrounding the notch, cutter carrying 
pins each having a flat-sided head extending 
through one of said notches and into the receSS 
and engaging the Walls of the notch, said pins 
having flanges engaging the inner sides of the 
legS, Welding material occupying the recesses and 
bonding the heads to the legs, two cutters, one 
cutter being in the shape of a cone and extend 
ing acroSS the center of the bit and the other 
cutter being in the shape of a frustum of a cone 
With the tip of the first mentioned cutter ad 
jacent its outer edge, the conical portions of the 
cutters being meshed together at the center of 
the bit, and anti-friction means mounting the 
Cutters on the pins. 

10. A well drilling bit including a body having 
diametrically opposite depending legs, a notch 
extending upwardly into the lower end of each 
Said leg, each Said notch being enlarged at the 
Outer Side of the leg to form a recess at least 
partially Surrounding the notch, cutter carrying 
pin elements each having a head extending 
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10 
through one of said notches and into the recess 
and engaging the walls of the notch, welding 
material occupying the receSSes and bonding the 
heads to the legs, two cutter elements, one cutter 
element being in the shape of a cone and extend 
ing acroSS the center of the bit and the other 
Cutter element being in the shape of a frustum 
of a cone with the tip of the first mentioned 
Cutter element adjacent its outer edge, the conical 
portions of the cutter elements being meshed to 
gether at the Center of the bit, anti-friction 
means mounting the cutter elements on the pin 
elements to provide two assemblies of pin and 
cutter elements respectively, said anti-friction 
means including registering grooves on the pin 
and Cutter elements of each said assembly form 
ing a ball race for each said assembly, balls in 
each said ball race, one of the elements of each 
Said aSSembly having a ball passing bore therein 
extending to the ball race, a plug closing each 
Said bore and having its inner end forming a con 
tinuation of the Wall of the ball race, and weld 
ing material retaining said plugs in said bores. 

JOHN S. GOODWIN. 
CHARLES E. WHIT TAKER. 
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