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The present invention relates to signal-trans 
lating systems and, more particularly, to such 
Systems having a controllable translating char 
acteristic. While the invention is of general ap 
plication, it has particular utility for use in a fre 
quency-modulated carrier-signal receiver for 
controlling the amplification of a signal amplifier 
to silence the receiver whenever it is detuned 
from a desired carrier signal and the invention 
Will, therefore, be described in that connection. 

It is desirable to incorporate in a modulated 
carrier signal receiver an arrangement for si 
lencing the receiver during intervals when the 
Signal input to the detector is below the prede 
termined level necessary for satisfactory repro 
duction, either because the received signal is 
near the prevailing noise level or because the re 
ceiver is appreciably mistuned from a strong de 
Sired signal, in which latter case the reproduction 
of Signals is also distorted by such mistuning. 
The Silencing of a frequency-modulated carrier 
Signal receiver when the receiver is appreciably 
mistuned from a desired carrier signal is addi 
tionally desirable to suppress the reproduction of 
the Spurious responses resulting from the fre 
QuClincy-responsive characteristic of the carrier 
Signal channels provided in the receiver. 
Many of the prior art noise suppression systems 

heretofore used in amplitude-modulated carrier 
Signal receivers are not adaptable for use in fre 
quency-modulated carrier-signal receivers. The 
former class of receivers include means for de 
riving from a received carrier signal an auto 
natic amplification control bias or equivalent, 
Which is generally used also to control the opera 
tion of the noise suppression system if included 
in the receiver. The automatic amplification 
control bias developed in a frequency-modulated 
carrier-signal receiver, on the other hand, is not 
suitable to control a noise suppression system of 
the prior art since it has a substantially constant 
anplitude over a broad tuning range on either 

. Side of a desired carrier signal. This constant 
amplitude characteristic results from the broad 
pass-band characteristic of the carrier-signal 
amplifiers necessarily used in frequency-modu 
lated carrier-signal receivers. Any attempt to 
narrow the range over which the automatic am 
plification control bias or equivalent is substan 
tially constant has generally proven unsatisfac 
tory since any such attempt must be predicated 
upon the integration of the energy of the modul 
lated-carrier signal only at and in proximity to 
its meam frequency and it is well known that 
such carrier signals have a relatively small por 
tion of their total energy concentrated within 
this limited frequency range. Moreover, the 
sharply-tuned circuit. necessary to provide the 
limited constant-amplitude range of the auto 
matic amplification control bias can be main 
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tained in proper alignment with the frequency 
detector of the receiver only with exceedingly 
great difficulty. 

It is an object of the present invention, there 
fore, to provide a new and improved signal-trans 
lating system having a controllable translation 
characteristic and One which avoids one or more 
of the above-mentioned disadvantages and limi 
tations of the prior art systems. 

It is a further object of the invention to provide 
a signal-translating system wherein a signal 
translating characteristic of the system is con 
trolled in accordance with variations of the mean 
frequency of a frequency-modulated carrier sig 
nal from a predetermined frequency. 

It is an additional object of the invention to 
provide a signal-translating system wherein var 
iations of a characteristic of a frequency-modu 
lated carrier signal from a predetermined value 
control the operation of an oscillation generator, 
the output of which controls, in turn, a charac 
teristic of the signal-translating system. 

In accordance with the invention, a signal 
translating system comprises an input circuit 
adapted to have signals applied thereto, and a 
Signal-translating channel coupled to the input 
circuit. The system includes means for deriving 
a first unidirectional potential the magnitude of 
which varies with a characteristic of a signal ap 
plied to the input circuit, and means for deriving 
a Second unidirectional potential the magnitude 
and polarity of which vary with variations of the 
Signal characteristic in opposite senses from a 
predetermined value. The System additionally is 
provided with a source of oscillations, means re 
sponsive jointly to the derived unidirectional po 
tentials for modifying a characteristic of the os 
Cillations of the Source, and means responsive to 
the characteristic of the oscillations for con 
trolling a characteristic of the signal-translating 
channel. 
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For a better understanding of the present in 
Wention, together with other and further objects. 
thereof, reference is had to the following descrip 
tion taken in connection with the accompanying 
drawing and its scope will be pointed out in the 
appended clains. 

Referring now to the drawing, Fig. 1 is a cir 
cuit diagram, partly schematic, of a complete fre 
quency-modulated carrier-signal receiver em 
bodying the invention; Fig. 2 is a graph compris 
ing curves representing frequency-voltage rela 
tions occurring at certain points in the arrange 
ment of Fig. 1 and is used as an aid in explaining 
the operation of the latter; Fig. 3 is a circuit dia 
gram representing a modified form of the inven 
tion; and Fig. 4 is a graph comprising curves rep 
resenting frequency-voltage relations occurring 
at certain points in the arrangement of Fig. 3. 

Referring now more particularly to Fig. 1, 
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amplifier 32 comprises meâns for deriving a uni 
directional potential, the magnitude of which 
varies with variations in One sense of the fre 
quency of the signal carrier from a predeter 
mined value, the polarity of this potential and 
the sense of variation thereof being Opposite to 
that of the detector output potential with varia- . 
tion in the one sense of the signal-carrier fre 
quency from the aforesaid predetermined value. 

In considering the operation of the circuit 
just described, reference may be had to the afore 
mentioned Patent 2,203,519 for a description of 
the detailed operation of the oscillation genera 
tor 20, per se. Briefly, however, for purposes of 
the present description of the system operation, 
it may be stated that the anode current of gen 
erator 20 is of pulse wave form and that the 
generator generates a voltage of substantially 
saw-tooth Wave form across the condenser 26, in 
its output circuit. The oscillations of the anode 
circuit cause a potential of pulse wave form to 
be produced in the circuit of the screen grid, 
which potential is applied through condenser 22 
to develop across the suppressor grid resistor 23 
an alternating potential having Small positive 
half-cycles and relatively large negative half 
cycles. This particular type of generator pos 
sesses the important characteristic that the am 
plitude of the output saw-tooth Oscillations de 
veloped, and the grid bias developed across grid 
resistor 23 by grid rectification, are, for purposes 
of the present invention, substantially inde 
pendent of variations of bias applied to the in 
put electrodes of the generator. 
The generator 20 possesses the additional im 

portant characteristic that the generation of 
Oscillations is Suddenly terminated when the 
negative biasing potential applied to the control 
grid of tube 2 exceeds a predetermined magni 
tude and the generator remains inactive until 
Such negative bias is reduced to a value lower 
than that at which the generator ceased to oscil 
late. Thus, this type of generator has, more or 
less inherently, the property of either oscillating 
Strongly or not at all, and changes in the magni 
tude of the control-grid bias do mot, insofar as 
the purposes of the present invention are con 
cerned, change the amplitude of the generated 
Oscillations except by a form of switch action 
from zero amplitude to full amplitude, or vice 
Versa. Therefore, the speed of control of genera 
tor 20 is controlled only by the effective time 
Constant of its input circuit, comprising the cir 
cuit elements 28, 29, 30, 31, 36, 37, 38 and the 
circuit elements included in the output circuits 
of the A. W. C. supply and the frequency dé 
tector of unit f6, and by the time constant of 
its output circuit, comprising the circuit elements 
23, 33, 34, 35 and the circuit elements included 
in the control circuit of unit 7. These time 
constants can be made so small that, to the ear, 
the initiation or termination of the generation 
of Oscillations is substantially instantaneous. 

It follows, from the definite 'on-off' action 
of generator 20 that there is no transition period 
where generator 20 is partially operating. Since 
it is the presence of a transition region which 
causes distortion at a critical carrier-signal in 
tensity, or critical value of frequency of the in 
termediate-frequency carrier signal, it is ap 
parent that the control System 9 is free from 
Such distortion. Obviously, there also can be no 
undesirable volume control effect when the auto 
matic control bias applied to unit 7 is either 
normal or far beyond cutoff. This further ad 
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vantage of the present invention follows from 
the lack of a transition region. 
Assuming that the intensity of a received car 

rier signal is constant, the curves of Fig. 2 show 
the magnitudes of the unidirectional potentials 
developed by the frequency detector and by the 
A. W. C. supply of unit 6, that developed in the 
output circuit of amplifier 32, and the approxi 
mate resultant control bias applied to the grid 
of Oscillation generator 20 with variations of 
frequency of the intermediate-frequency carrier 
signal, the value of the approximate resultant 
control bias being arrived at under the assump 
tion that no grid current is drawn by generator 
20 when the grid is biased positively. Curve A 
represents the unidirectional potential derived 
by the A. W. C. supply of unit 6, the magnitude 
of this potential usually being substantially con 
stant, as indicated, over the range of frequency 
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deviation of the intermediate-frequency carrier 
signal. Curve B represents the unidirectional 
potential derived from the intermediate-fre 
quency carrier signal by the frequency detector 
of unit f6 which, it is seen, varies linearly but in 
opposite senses, on either side of the mean 
resonant frequency fo of the selector circuit of 
unit 6. This latter potential is applied to the 
input circuit of amplifier 32 and there is derived 
at the anode thereof a unidirectional potential 
represented by curve C. From curve C it will 
be seen that the potential of the anode of ampli 
fier 32 is at all times positive, but has a low sub 
stantially constant value during the time that 
the output potential of the frequency detector 
6 is positive, due to the large potential drop de 
veloped across resistor 36 by grid current of the 
amplifier 32, and that the anode potential in 
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creases linearly with frequency for increasingly 
negative values of detector output potential. 
Since the outputs of the A.V. C. supply and the 
frequency detector of unit 6 and the output of 
amplifier 32 are all applied to the control grid 
of generator 20, the resultant potential applied 
to the control grid is a resultant voltage, the 

5 values of which are generally represented by 
Curve D of Fig. 2. It will be seen from the re 
Sultant curve D that the control grid of genera 
tor 20 is negative as long as the frequency of 
the intermediate-frequency signal carrier lies 
Within the limited frequency range f to -f and 
that the control grid is positively biased for 
other values of frequency of the intermediate 
frequency carrier signal. .… 
The oscillation generator 20 suddenly breaks 

into oscillation when a small positive potential, 
represented in Fig. 2 by the potential e, is applied 
to its control grid and suddenly ceases oscillating 
when its control grid is negatively biased. From 
this, it is evident that no bias is developed across 
the suppressor grid resistor 23, and the audio 
frequency amplifier 7 consequently has normal 
amplification, during the time when the mean 
frequency of the intermediate-frequency carrier 
signal lies substantially within the frequency 
range f to '-f. It may here be noted that, while 
the frequency of the intermediate-frequency sig 
nal deviates over a range wider than the limited 
range if to-f by virtue of its frequency modula 
tion, so that it might appear that the resultant 
control voltage would momentarily go positive 
from time to time, this effect is avoided by filter 
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ing out the modulation components by the filter 
networks 36, 37 and 29, 30. When the mean frequency of the intermediate-frequency signal 
carrier lies outside of the frequency rangef to ??? 



4 
the grid of generator 20 is biased positively, it 
oscillates in a normal manner, a large negative 
bias is developed across the suppressor grid re 
sistor 23, and the audio-frequency amplifier 
is biased beyond cutoff, thereby silencing the re 
ceiver. 
The receiver is similarly silenced in the event 

that a desired received carrier signal does not 
have sufficient intensity to ensure satisfactory 
reproduction, the operation being Substantially 
the same as in the foregoing described Operation 
except that the slope of the detector output char 
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unit 6 and the control grid of generator. 20. 
Thus, the rectifier device. 39 comprises means 
for deriving from the detector output potential 
a unidirectional potential having zero value when 
the frequency of the signal carrier is above a 
predetermined value and having a given polarity 
when the signal-carrier frequency is below this 
predetermined value. 

acteristic, represented by curve B of Fig. 2, is not 
as great for carrier signals of low intensity and 
the magnitude of the A. W. C. bias, represented 
by curve A of Fig. 2, is correspondingly smaller. 

The arrangement of Fig. 2 
also includes a tuning indicator device, which 
may be of the 6E5 type of vacuum tube, the con 
trol grid of which is coupled through a resistor 
4 to the control grid of tube 2. The tuning in 
dicator device 40 is energized from a Source of 
space current --B. 
The operation of this modified form of the in 

vention is essentially similar to that of the Fig. 
Thus it will be evident that generator 20 con 
tinues to Oscillate, thereby silencing the receiver, 
until such time as the received carrier signal is 
accurately tuned in and has a sufficiently large 
intensity that the negative bias derived by the 
A. W. C. Supply of unit 6 is larger in magnitude 
than the positive bias applied to the control grid 
of tube 2 from amplifier 32. 
From the foregoing description of the opera 

tion of the invention, it will be seen that the 
control grid of generator 20 and its associated 
control circuit comprise means responsive to the 
unidirectional potentials derived by the A. W. C. 
Supply and frequency detector of unit 6 for 
modifying the amplitude characteristic of the 
oscillations of generator 20. The contro cir 
cuit of unit f is responsive to such amplitude 
characteristic of the generated oscillations for 
controlling the amplifying characteristic of the 
audio-frequency amplifier' . . It will further be 
Seen that the detector and A. W. C. supply of 
unit 6 and the amplifier 32 together constitute 
means responsive to the frequency characteristic 
of the intermediate-frequency signal carrier for 
deriving a unidirectional potential having a neg 
ative polarity when the frequency characteristic 
of the signal carrier has a predetermined range 
of values and having a positive polarity when the 
value of the carrier frequency is above or below 
the predetermined range of values. 

It is evident from curve D of Fig. 2 that the bias applied to the control grid of generator 20 
may become negative, thereby to allow the audio 
frequency amplifier 7 to operate with full out 
put, in the event that the receiver is so badly mis 
tuned from the desired carrier signal that the 
meam frequency of the intermediate-frequency 
Signal carrier departs farther than a frequency 
fi from the desired intermediate frequency. This, 
of course, is a condition of operation which in 
certain cases may be undesirable and which arises 
from the fact that the potential of the anode of 
amplifier 32 increases only to a predetermined 
value of potential; thereafter, increasingly larger 
negative values of detector output eventually bias 
the grid of generator 20 negatively, as indicated 
by curve. D. Such an operating condition is 
avoided by the arrangement of Fig. 3 which is 
a circuit diagram representing a modified form 
of the automatic control system essentially sim 
ilar to the corresponding system 9 of Fig. 1, 

2. 

1 arrangement except that only positive values 
of unidirectional potential are applied from the 
detector of unit 6 to the control grid of gen 
erator 20 by virtue of the unilaterally conduc 
tive properties of the device 39. Assuming that 
the intensity of a received carrier signal is Con 
stant, the Curves of Fig. 4 show the several uni 
directional voltages and the resultant unidirec 

25 tional voltage applied to the control grid of gen 
erator 20, the value of the resultant voltage being 
arrived at under the assumption, as before, that 
the grid of generator 20 does not draw grid cur 
rent when positively biased. Curve A1 represents 
the unidirectional potential applied to the con 
trol grid from the A. W. C. supply of unit 6. 
Curve B1 represents the unidirectional potential 
applied to the control grid from the detector of 

4th 

unit 6, there being only positive values of this 
voltage by virtue of the device 39. Curve C1 
represents the unidirectional voltage applied to 
the control grid from the output of amplifier 32. 
The magnitude of the resultant of these Several 
Voltages, is represented, in general, by curve D1 
from which it is evident that the control grid of 
generator 20 can become negative only when the 
intermediate-frequency signal carrier has a fre 
mean frequency lying within the limited fre 
quency range f to -f. Consequently, the re 
ceiver is silenced at all times except when the 
intermediate-freqeuncy signal carrier has a fre 
quency very close to that of the desired inter 
mediate frequency. Thus, amplifier 32 and the 
rectifier device 39 comprise means for deriving 
from the unidirectional voltage of the detector 
of unit 6 a second unidirectional voltage the 
magnitude of which varies positively from a pre 
determined value with variations of the fre 
quency of the intermediate-frequency signal car 
rier in opposite senses from the predetermined 
desired intermediate frequency. 
The bias applied to the control grid of tube 2 

is also applied to the grid of the tuning indicator 

5 

device 40 thereby to change the shadow angle 
of this device in accordance with the tuning of 
the receiver to a desired carrier signal, the 
shadow angle being a minimum when the re 
ceiver accurately is tuned to the desired carrier 
signal. Thus, the condition of tuning of the re 

85 ceiver to a desired carrier signal is audibly indi 
cated by the operation of the audio amplifier T 

similar circuit elements being designated by 
similar reference characters. In this embodiment 
the negative values of unidirectional potential 
developed in the output of the detector of unit 

are prevented from reaching the control grid 
of generator 20 by the insertion of a unilaterally 
conductive or rectifier device 39 in the coupling 
circuit between the output of the detector of 
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under control of the resultant control potential 
applied to the control grid of tube 2 and is vis 
ually indicated by the operation of the tuning 
indicator device 40 under control of the same 
Control potential. 

It will be evident from the above description 
of the invention that the arrangements of both 
Figs. and 3 maintain the output of the receiver 
silenced while tuning between . carrier-signal 
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channels. Thus, in the arrangement of Fig. 3, 
when the receiver is appreciably detuned from a 
carrier signal, the output of both the detector 
and A. W. C. supply of unit 6 is zero and the 
only bias applied to the control grid of vacuum 
tube 2 is a small constant positive bias derived 
from the output of the amplifier 32. This posi 
tive bias, of course, causes the generator 20 to 
generate oscillations, thereby to produce a nega 
tive bias across the resistor 23 which blocks the 
audio-frequency amplifier, 7 to silence the out 
put of the receiver. This described operation 
applies also to the Fig. 1 arrangement except for 
a small range of carrier-signal frequencies in 
the vicinity of the frequency f1, Fig. 2, where, as 
explained above, the generator 20 may cease to 
generate oscillations due to the negative values 
of curve D for such frequencies. 
While in the arrangements, of Figs. 1 and 3 

the negative bias applied through the resistor 
28 to the control grid of tube 2 is derived from 
the A. W. C. Supply of unit 6, this bias may al 

5 
while there have been described what are at 

present considered to be the preferred embodi 
ments of this invention, it will be obvious to those 
skilled in the art that various changes and modi 
fications may be made therein without departing 
from the invention, and it is, therefore, aimed 
in the appended claims to cover all such changes 
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ternatively be derived from a source of constant 
potential, as, for example, a battery. However, 
where the bias is derived from a source of con 
stant potential, the bias applied to the control 
grid of tube 2 is negative and has the same value 
either when the receiver is accurately tuned to 
a desired carrier signal or when the receiver is 
not tuned to any carrier signal as when tuned 
between carrier-signal transmission channels. 
In certain cases, this type of operation may be 
undesirable since the resultant negative bias ap 
plied to the control grid of tube 2 causes the 
generator 20 to cease generating oscillations, 
whereby the audio-frequency amplifier 7 has 
normal amplification, whenever the receiver is 
not tuned to proximity with a carrier signal. 
Thus interchannel noise is received when tuning 
between stations, a condition of operation which 
is avoided by the arrangements of Figs. 1 and 3. 
As illustrative of a specific embodiment of the 

invention, the following circuit constants are 
given for an embodiment of the invention shown 
in Fig. 1: 
Vacuum tube 2---------------------Type 6SJ7 
Vacuum tube 32---------------------Type 6SF5 
Resistor 23-----------------megohm-- 
Resistor 24------------ ??? ? ????????????????????????? ?? ?? ohms-- 68000 

Resistor 25--------------------- do-- 50,000 
Resistor 27 ----------------.??? ??? ???. ??? ??? do---- 220 
Resistor 28--------------------- do---- 670,000 
Resistor 29 ----------------megohms-- 1. 
Resistor 3--------------------- do---- 15 
Resistor 33--------------------- do---- 3 
Resistor 34---------------------do--- 10 
Resistor 36--------------------- do---- 1. 
Resistor 38--------------------- do---- 15 
Condenser 22- micro-microfarads 3,000 
Condenser 26------------------- do---- 2,000 
Condenser 3).-------------microfarad-- 0.02 
Condenser 35.----------- do---- 0.01. 
Condenser 37------------------- do---- 0.02 
+B----------- ------------------ voltS.-- 250 
Mean intermediate frequency 

megacycles-- 4.3 

The circuit constants for an embodiment of 
the modified form of the invention shown in 
Fig. 3 were the same as those given for the Fig. 1 
arrangement except as follows: 
Resistor 28--------------------megohms-- 3.3 
Condenser 30----------------microfarad.-- 0.01 
Device 39-------------- Type 6H6 vacuum tube 
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and modifications as fall within the true Spirit 
and scope of the invention. 
What is claimed is: 
1. A signal-translating system comprising, an 

input circuit adapted to have signals applied 
thereto, a signal-translating channel coupled to 
said input circuit, means for deriving a first uni 
directional potential the magnitude and polarity 
of which vary with variations of a characteristic 
of an applied signal in opposite senses from a 
predetermined value, means for deriving a second 
unidirectional potential the magnitude of which 
varies with variations in one sense of said char 
acteristic from said predetermined value, the 
polarity of said last-named potential and the 
sense of variation thereof being opposite to that 
of said first-named potential with variations in 
said One Sense of said characteristic from said 
predetermined value, and means responsive 
jointly to said derived unidirectional potentials 
for controlling a characteristic of said signal 
translating channel. 

2. A signal-translating system comprising, an 
input circuit adapted to have signals applied 
thereto, a signal-translating channel coupled to 
said input circuit, means responsive to a char 
acteristic of an applied signal for deriving a uni 
directional potential having one polarity when 
said characteristic is above a predetermined 
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Value and having opposite polarity when said 
characteristic is below said predetermined value, 
means for deriving from said unidirectional po 
tential of said one polarity a second unidirec 
tional potential having said opposite polarity, 
and means responsive jointly to said unidirec 
tional potentials of said opposite polarity for 
controlling a characteristic of said signal-trans 
lating channel. 

3. A signal-translating channel comprising, an 
input circuit adapted to have signals applied 
?thereto, a signal-translating channel coupled to 
said input circuit, means responsive to a charac 
teristic of an applied signal for deriving a uni 
directional control potential having one polarity 
When said characteristic has a predetermined 
value and having opposite polarity when the 
Value of Said characteristic differs above or 
below said value by a predetermined amount, a 
Source of oscillations, means responsive to said 
derived unidirectional potential for modifying a 
characteristic of the oscillations of said source, 
and means responsive to said characteristic of 
said oscillations for controlling a characteristic 
of said signal-translating channel. 

4. A signal-translating system comprising, an 
input circuit adapted to have signals applied 
thereto, a signal-translating channel coupled to 
said input circuit, means for deriving a first uni 
directional potential the magnitude and polarity 
of which vary with variations of a characteristic 
of an applied signal in opposite senses from a 
predetermined value, means for deriving a second 
unidirectional potential the magnitude of which 
varies with variations in one sense of said chair 
acteristic from a predetermined value, the polar 
ity of Said last-named potential and the sense 
of the variations of magnitude thereof being 
opposite to that of said first unidirectional poten 



6 
tial with variations in said one sense of said 
characteristic from said predetermined value, a 
source of oscillations, means responsive jointly 
to said derived unidirectional potentials for mod 
ifying a characteristic of the oscillations of said 
source, and means responsive to said character 
istic of said oscillations for controlling a charac 
teristic of said signal-translating channel. 

5. A signal-translating system comprising, an 
input circuit adapted to have signals applied 
thereto, a signal-translating channel coupled to 
Said input circuit, means responsive to a char 
acteristic of an applied signal for deriving a uni 
directional potential having one polarity when 
Said characteristic is above a predetermined 
value and having opposite polarity when said 
characteristic is below said predetermined value, 

2,264,019 
vary with variations of a characteristic of an 
applied signal in opposite senses from a predetera . 
mined value, means for deriving a second unidi 
rectional potential the magnitude of which varies 
with variations in one sense of said characteristic 
from said predetermined value, the polarity of 
said second unidirectional potential and the sense 
of variation of the magnitude thereof being op 
posite to that of said first unidirectional potential 
with variations in said one sense of said charac 
teristic from said predetermined value, a source of 
oscillations, means responsive jointly to said de 

means for deriving fron, said unidirectional po 
tential of said one polarity a second unidirec 
tional potential having said opposite polarity, a 
Source of oscillations, means responsive jointly 
to said unidirectional potentials of said opposite 
polarity for modifying a characteristic of the 
Oscillations of said source, and means responsive 
to Said characteristic of said oscillations for con 
trolling a characteristic of said signal-translat 
ing channel. . - 

6. A signal-translating system comprising, an 
input circuit adapted to have signals applied 
thereto, a signal-translating channel coupled to 
said input circuit, means responsive to a char 
acteristic of an applied signal for deriving a 
unidirectional potential having one polarity when 
said characteristic is above a predetermined value 
and having opposite polarity when said charac 
teristic is below said predetermined value, a direct 
current amplifier having an input circuit coupled 
to Said last-named means and having an output 
circuit in which is derived from said unidirec 
tional potential of said one polarity a second 
unidirectional potential having said opposite 
polarity, a source of oscillations, means respon 
sive jointly to said unidirectional potentials of 
Said Opposite polarity for modifying a character 
istic of the oscillations of said source, and means 
responsive to said characteristic of said oscilla 
tions for controlling a characteristic of said sig 
nal-translating channel. 

7. A signal-translating system comprising, an 
input circuit adapted to have carrier signals ap 
plied thereto, a signal-translating channel cou 
pled to said input circuit, a frequency detector 
coupled to said input circuit for deriving from an 
applied signal a unidirectional potential having 
one polarity when the frequency of said carrier 
signal is above a predetermined frequency and 
having another polarity when the value of said 
carrier-signal frequency is below a predetermined 
frequency, an audio-frequency filter network, a 
direct current amplifier coupled through said 
network to said frequency detector for deriving 
from said unidirectional potential of said one 
polarity a second unidirectional potential having 
Said opposite polarity, a source of oscillations, 
means responsive jointly to said derived undi 
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rectional potentials of said opposite polarities for . 
modifying a characteristic of the oscillations of 
said source, and means responsive to said char 
acteristic of said oscillations for controlling a 
characteristic of said signal-translating channel. 

8. A signal-translating system comprising, an 
input circuit adapted to have signals applied 
thereto, a signal amplifier coupled to said input 
circuit, means for deriving a first unidirectional 
potential the magnitude and polarity of which 75 

rived unidirectional potentials for modifving a 
characteristic of the oscillations of Said source, 
and means responsive to said characteristic of 
said oscillations for controlling the amplification 
of said signal amplifier. 

9. A signal-translating system comprising, an 
input circuit, adapted to have signals applied 
thereto, a signal-translating channel coupled to 
Said input circuit, means responsive to a charac 
teristic of an applied signal for deriving a first 
unidirectional potential having one polarity when 
said characteristic is above a predetermined value 
and having opposite polarity when said charac 
teristic is below said predetermined value, means 
for deriving from said first unidirectional poten 
tial of said one polarity a second unidirectional 
potential having said opposite polarity, means 
for deriving from said first unidirectional poten 
tial a third unidirectional potential having Zero 
value when said characteristic is above said pre 
determined value and having said opposite polar 
ity when said characteristic is below said prede 
termined value, a source of oscillations, means 
responsive jointly to said second and third unidir 
rectional potentials for modifying a characteristic 
of the Oscillations of said source, and means re 
sponsive to said characteristic of said oscilla 
tions for controlling a characteristic of said sig 
nal-translating channel. 

10. A signal-translating system comprising, an 
input circuit adapted to have signals applied 
thereto, a signal-translating channel coupled to 
said input circuit, means responsive to a char 
acteristic of an applied signal for deriving a first 
unidirectional potential having one polarity when . . . 
said characteristic is above a predetermined value 
and having opposite polarity when said charac 
teristic is below said predetermined value, means 
for deriving from said first unidirectional poten 
tial of said one polarity a second unidirectional 
potential having said opposite polarity, means in 
cluding a unilaterally conductive device for de 
riving from said first unidirectional potential a 
third unidirectional potential having said zero 
value when said characteristic is above said pre 
determined value and having opposite polarity 
when said characteristic is below said predeter 
mined value, a source of oscillations, means re 
sponsive jointly to said second and third unid 
rectional potentials for modifying a characteristic 
of the oscillations of said source, and means re 
sponsive to said characteristic of said oscillations 
for controlling a characteristic of said signal 
translating channel. - 

11. A signal-translating system comprising, an . 
input circuit adapted to have signals applied 
thereto, a signal-translating channel coupled to 
said input circuit, means for deriving a first 
unidirectional potential the magnitude of which 
varies with a characteristic of an applied signal, 
means responsive to a characteristic of said 
applied signal for deriving a second unidirection 
all potential having one polarity when said last 
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named characteristic is above a predetermined 
value and having opposite polarity when said 
last-named characteristic is below said prede 
termined value, means for deriving from said 
Second unidirectional potential of said one polar 
ity a third unidirectional potential having said 
Opposite polarity, a Source of oscillations, means 

responsive jointly to said first, second, and third 
unidirectional potentials for modifying a char 
acteristic of the oscillations of said source, and 
means responsive to said characteristic of said 
oscillations for controlling a characteristic of 
said signal-translating channel. 

NELSONP, CASE. 


