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To all, whon, it may concern: 
Be it known that I, JOSEF WoLF, a citizen 

of the United States, residing at Newark, in 
the county of Essex and State of New Jersey, 
have invented certain new and useful Im 
provements in Combined Hinges and Springs 
for Doors; and Idohereby declare the follow 
ing to be a full, clear, and exact description of 
the invention, such as willenable others skilled 
in the art to which it appertains to make and 
use the same, reference being had to the ac 
Companying drawings, and to letters and fig 
ures of reference marked thereon, which form 
a part of this specification. 
This invention relates to an improved door 

hinge, which serves the double purpose of an 
Ordinary hinge for hanging doors, &c., and 
also as a door spring and check whereby the 
door is caused when entirely open to be re 
liably locked or held in such open position 
without any further mechanism other than 
that contained in one of the hinge, leaves or 
plates comprising the hinge. 
The invention consists of a cylinder on one 

of the leaves of the hinge, provided with a 
Spring-actuated piston, which is in hooked en 
gagement with the other of the hinge-leaves, 
whereby the door when partly opened is 
caused to be automatically closed and also 
when entirely opened is caused to be held in 
such position, 
The invention is illustrated in the two 

sheets of drawings here with accompanying, 
in which similar reference-letters are em 
ployed to indicate corresponding parts in 
each of the several views. 

In Said drawings, Figure 1 represents a 
front elevation of my improved hinge as at 
tached to a door and its frame. Fig. 2 is a 
plan view of the under side of the hinge de 
tached from the door, showing the arrange 
ment of the several parts in the cylinder on 
one of the hinge-leaves in hooked engagement 
with the other of said leaves. Fig. 3 is a side 
elevation of the hinge, and Fig. 4 is a vertical 
Section of the same, taken through line a in 
Fig. 1. Fig. 5 is a view similar to that rep. 
resented in Fig. 4, illustrating the mechanism 
in position when the door is held in its opened 
position by the same; and Fig. 6 is a side view 
of the hinge, the parts thereof being repre 
sented in a position when they cause the au 

tomatic closing of the door. Fig. 7 is an end 
view of the hinge, showing the shape of the 
cylinder and its piston-head. Figs. 8 and 9 
area top view and side elevation, respectively, 
of the hook-shaped hinge-leaf. Fig. 10 is a 
modified form of piston-head, and Fig. 11 is 
a vertical section of the same, taken on line / 
in said figure. On Sheet 2 Fig. 12 is a top 
view of my improved hinge, in which the two 
hinge-leaves or plates are pivotally secured 
to each other by a continuous pin, instead of 
two short pins, as shown in the figures. Fig. 
13 is a side elevation of the same. 
In the drawings, a indicates the door, and 

b the door-frame. 
C is my improved door-hinge, which con 

sists of two leaves or plates c and c', adapted 
to be secured by means of screws to the door 
and door-frame, respectively. Said plates or 
leaves are provided with perforated ears c, 
c, c', and c, adapted to be fitted, as shown, 
and through each pair of said perforated ears 
c and c and c and c is driven a short pind 
and d', as will be clearly seen from Figs. 1, 2, 
et Seq. 
One of the hinge-leaves, as c, is provided 

with a casing or cylinder c', which is partly 
closed on its under side at c and open at c, 
as shown in Fig. 2. Said cylinder and the 
hinge-leaf c are preferably cast in one piece. 
Within said cylinder is arranged a lodg, pro 
vided at one end with a piston g', to which it 
may be securely riveted, as shown in Figs. 4 
and 5, or said pistong' can be slotted at g”, as 
in Figs. 10 and 11, and the rod g, which in this 
case is provided with a head or nut, is loosely 
fitted in said slot. At the other end said rod g 
connects with a bare, having cross-arms e' and 
earranged at right angles thereto, which form 
a T-shaped bar by means of the oppositely 
placed links e and e', which are secured by 
the pine to the end of the rod g and by the 
pine to the T-bar e, thus forming a flexible 
and pivotal connection between said parts. 
The leaf c', which, as has been stated, is pro 
vided with the ears c and c”, has arranged 
between said ears two upwardly-extending 
arms c and c, provided at their free ends 
with downwardly-projecting hooks c and c', 
as will be clearly seen from Figs. 2, S, and 9. 
When the leaves c and c', forming the hinge 

C, are in position on the door and its frame, 
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said T-shaped bar has been connected with 
said hook-arms c' and c, so that the arm e' 
rests in the hook c and the arm e within 
hook c'. Around the rod g is arranged a 
spiral springf, between the piston-head and 
a projection or rib c, formed in the forward 
end of the cylinder. 
The operation of the spring-actuated lock 

hinge is as follows: When the several parts 
of the hinge have been secured upon a door 
and door-frame, leaf c' on the door, and leaf 
c on the frame, or vice versa, the several parts 
of the mechanism are arranged as represented 
in Figs. 1, 2, 3, and 4. When in this position, 
the Spring fis at rest and does not act; but as 
soon as the door is opened, as indicated in 
Fig. 6, the leaf c' and its hook-shaped arms 
draw upon the T-shaped arm e, which causes 
the latter and the linkse and e to approxi 
mately enter between the arms c' and cand 
also between the ears c and c, as indicated 
in Figs. 5 and 6, the spring f being compressed 
between the piston-head g’ and the ribc, 
whereby, when the door is only partly opened, 
as in Fig. 6, it will be caused to close auto 
matically, owing to the tendency of the com 
pressed spring to resume its normal and in 
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operative position, drawing, through the 
agency of the rod g and its connecting mech 
anism, upon said hook-shaped leaf c' and se 
curely closing the door in the direction of ar 
row 2 in said Fig. 6. 
The arms cand care formed at the proper 

angle to the base of the leaf c', so that when 
the door is entirely thrown back the action of 
the spring, which draws upon the rod g and 
the T-shaped arm e, causes the latter to act 
On a point on the hook-shaped arms on the 
leaf c' directly above the pivotal axes of the 
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pins passing through the ears on the leaves c 
and c', whereby the door is entirely held in 
its open position and locked therein until 
closed by a person. 
As indicated in Figs. 4 and 5, the under side 

of the cylinder is partly closed at c, upon 
which surface the piston-headg’reciprocates 
when the door is being opened and closed. 
Said under side can be entirely closed, if de 
sirable. 

In Figs. 12 and 13 I have shown the hinge 
leaves secured to each other by a continuous 
pin d, instead of the separate pins d and d", 

461,909 

as in the figures, in which case the hinge can 
be used as a combined hinge and door-spring 
for automatically closing the door, not being 
adapted to be used as a door-check to hold the 
door in its entirely-opened position. 

. As is clearly shown in Fig. 13, the upper 
edge of the T-shaped arm estrikes said pin 
d? when the door has been opened to a certain 
angle, which prevents the same from being 
thrown entirely open and held in that posi 
tion by the spring and the connecting mech 
anism, as has been described. 
My improved hinge is adapted for use on 

doors of all kinds, serving in the place of an 
ordinary hinge and dispensing with the use 
of separate door-springs and other devices for 
automatically closing the door. Another ad 
vantage is that it holds the door reliably in its 
open position until closed by a person, which 
is readily accomplished by taking hold of the 
door and giving a sufficient pull to overcome 
the tension of the spring. 
Having thus described my invention, what 

I claim is 
1. In a combined hinge and door-spring, the 

hinge leaves or plates provided with ears for 
pivotally securing them together, one of said 
plates having hook-shaped arms, a cylinder 
on the other leaf, a piston and spring-actu 
ated rod in said cylinder, a T-arm, and links 
connected with said rod, said T-arm being in 
pivotal engagement with the hook-arms on 
the one leaf, for the purposes set forth. 

2. In a combined hinge and door-spring, the 
hinge leaves or plates provided with ears for 
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pivotally securing them together, one of said 
plates having upwardly - extending hook 
shaped arms, a cylinder on the other leaf, a 
spring-actuated rod in said cylinder, a piston 
having a slot g therein, in which said piston 
rod is loosely fitted, a T-arm, and links con 
nected with said arm, thereby making a flexi 
ble connection, said T-arm being in pivotal 
engagement with the hook-arms on one leaf, 
for the purposes set forth. 

In testimony that I claim the invention Set 
forth above I have hereunto set my hand this 
10th day of July, 1890. 

JOSEF WOLF. 
Witnesses: 

FREDK. C. FRAENTZEL, 
WM. H. CAMFIELD. 
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