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Letters Patent No. 77,748, dated May 12, 1868. 

IMPROVEMENT IN SHUTTER-FASTENINGS, 
--- 

Ege Schehttle referre to in these setters Extent at nicking part of the Sante. 

TO ALL WHOM IT MAY CONCERN. 
Be it known that I, WILLIAM JOHNSTON MILLER, of Gettysburg, county of Adams, in the State of Penn 

sylvania, have invented a certain new and useful Improvement in Shutter-Fastenings; and I do hereby declare 
that the following is a full and exact description ther cof, reference being had to the accompanying drawings, 
making a part of this specification, in which like parts are represented by like letters' in the several drawings. 

The nature of my invention consists in constructing a metallic trigger, to be located on the outer part of . 
the window-sill, to be operated or released from the inside of the house, whereby to subserve convenience and 
safety, as hereafter to be described. - 

To enable others to make and use my invention, I will proceed to describe its construction and operation. 
In the drawings- - 
Figure 1 represents a vertical section of a window-framé, showing the fastening in the sill. 
Figure 2 represents a side view of the said fastening, and 
Figure 3 a front view. 
A represents an ordinary window-frame, B a shutter, and C the sill. a is the metal piece attachéd to the 

shutter, having a hole in it for a catch, b, to enter. D is a metal plate secured to the sill, and having a hollow 
raised projection, d. The projecting part of plate a enters the chamber formed by d. e and fare two lugs, 
projecting from under side of D, the former being a mere guide-piece for the catch b, whilst fnot only serves a 
similar purpose, but is a support for a bent arm or trigger, E, which has a limited rotary motion. E has a pro 
jection, h, passing through f, and turning in the same. 5 is secured to a spring, i, which is fastened to Din any 
suitable manner. On the other side of 5 is a small arm, f, passing under the upper or bent arm of trigger E, 
the lower end of which is connected, in any suitable way, with a pull, P, inside of the window-frame, and extend 
ing into the sill C. . 

The shutters can be shut or fastened from the outside or inside, without pulling the knob P, as the project 
ing part of a is curved, and strikes against a similar surface on spring-catch, b, riding overb, depressing it until 
it reaches the opening in the projecting part of a, when it resumes its normal position, and forms a lock. 

The position which trigger E assumes upon being pulled, so as to withdraw catch b and permit the shutter 
or shutters to be opened, is shown in red-ink lines in fig. 2, when the shutters can be opened. 

This invention is capable of multiplied applications, for instance, a window-sash, a door, a trunk, &c., &c., 
without at all varying from the nature of the device. 

Having thus described my invention, what I claim as new, and desire to secure by Letters Patent of the 
United States, is 

The arrangement and combination, in a shutter-fastening, of the pull P, bent arm or trigger E, rodi, spring 
i, catch b, and plate a, with its projecting catch, operating in the manner as shown and described, and for the 
purpose set forth. 

WM. J. MILLER, 
Witnesses: 

S. S. FAINESTOCK, 
M. M. PoTTs. 

  


