
R, , MLLS, 
ADJUSTABLE SHADE, 

APPLICATION FED MAR, 1, 1918. 

274,925. Patented Aug. 6, 1918, 

tal 

3. 

reworts arrears co. Photo-liffo. was in orof. o. i. 

  



0. 

5 

20 

25 

30 

35 

40 

45 

50 

55 

UNITED STATES PATENT OFFICE. 
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ADJUSTABLE SHADE. 

274,925. 
Application filed March 1, 

To all whom it may concern: 
Be it known that I, RICHARD I. MILLs, a 

citizen of the United States of America, 
residing at Roosevelt, in the county of 
Duchesne and State of Utah, have invented 
certain new and useful Improvements in 
Adjustable Shades, of which the following 
is a specification, reference being had there 
in to the accompanying drawing. 
This invention relates to an adjustable 

shade for lamps and the like and has for its 
object the production of a simple and effi 
cient means whereby the sides of the shade 
may be swung outwardly to a position for 
increasing the radiancy of the lamp upon 
which the shade is used. 
Another object of this invention is the 

production of simple and efficient means for 
holding the hinged portion of the shade 
against accidentally swinging to a closed 
position. 
With these and other objects in view this 

invention consists of certain novel construc 
tions, combinations and arrangements of 
parts as will be hereinafter fully described 
and claimed. 
In the drawings: 
Figure 1 is a side elevation of the lamp 

shade, certain portions thereof being shown 
in dotted lines as swung outwardly. 

Fig. 2 is an enlarged vertical section 
through one side of the lamp shade. 

Fig. 3 is a top plan view of the top plate, 
or blank from which the top plate is formed. 

Fig. 4 is a plan view of the blank from 
which one of the side sections or plates of 
the upper portion of the lamp is formed. 

Fig. 5 is a plan view of the blank from 
which one of the lower hinged sections of 
the lamp shade is formed. 

Fig. 6 is a section taken on line 6-6 of 
Fig. 1. 

Fig. 7 is a section taken on line 7-7 of 
Fig. 1. 

Fig. 8 is a section taken on line 8–8 of 
Fig. 1. 

Fig. 9 is a horizontal section taken on line 
9-9 of Fig. 2. 
By referring to the drawings it will be 

seen that 1 designates the top plate which 
is provided with centrally located parallel 
shades 2 having a plurality of radiating 
shades 3 extending therefrom which shades 
are adapted to bend upwardly for fitting 
Snugly upon the lamp socket 4. 
The lamp shade is formed rectangular or 
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Square and comprises a primary pair of side 
plates 5 and a pair of ataxiliary side plates 
6. Each of the plates 5 and 6 are provided 
With overhanging flanges, 7 fitting Snugly 
over the top plate 1 and being soldered or 
otherwise fixed thereon. The side plates 6 
are provided with side flanges 8 which side 
flanges 8 overhang the side plate 5 as shown 
clearly in Fig. 1 of the drawings. The 
lower edge of each side plate 5 and 6 is 
provided with a plurality of elongated slots 
9 for producing a plurality of tongues 10. 
The alternate tongue 10 is folded back 
Wardly upon itself and constitutes a hinge 
11 for fitting over the pintle pin. 12. 
A pair of primary hinged plates 13 are 

Secured to the plates 5 and a pair of auxiliary 
plates 14 are secured to the plates 6. These 
plates 14 are provided with under hanging 
flanges 15 which under hanging flanges 15 
extend under or under-lap the edges of the 
plate 13. Each plate 13 and 14 is provided 
with a plurality of slots 16 formed near the 
upper edge thereof for dividing the upper 
edge of the plates 13 and 14 into a plurality 
of tongues 17. Each alternate tongue 17 is 
bent backwardly upon the top of this re 
spective plate for forming a hinge and fit 
ting snugly over and upon the pintle pin. 12. 
In this manner the upper plates 5 and 6 
will be fixedly hinged to the plates 13 and 
14 or either to the alternate tongues 17 and 
the plates 13 and 14 and the alternate 
tongues 10 of the plates 5 and 6 extend 
parallel with the top of their respective 
plates, and tongues of the upper plates fit 
ting between the tongues of the lower plates, 
the edges of the tongues frictionally engag 
ing each other thereby causing the side 
plates 13 and 14 to be swung and easily held 
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in an adjustable position with respect to 
the plates 5 and 6. It will be seen that any 
one of the plates 13 or 14 may be swung out 
Wardly, to suit the convenience of the op 
erator. 
What is claimed is:- 
A lamp shade, comprising a top plate, an 

upper section comprising a plurality of side 
plates secured to said top plate, each side 
plate provided with sets of tongues, one set 
being made up of alternating tongues bent 
back to constitute a part of a hinge struc 
ture and the other set of tongues being 
straight through their greater portion and 
to their outer ends, the straight portion of 
each tongue of the last-mentioned set formed 
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in parallelism with its side plate, shade ing to their ends, constituting stops for 
plates provided with alternating sets of limiting the pivotal movement of the shade 10 
tongues, similarly constructed to the sets of plates when swung to their normal position, 
tongues of the side plates, a pintle pin ex- substantially as shown and described. 

5 tending through the bent back tongues of . In testimony whereof I hereunto affix my 
the side and shade plates for pivotally Se- signature. 
curing said plates together, and the tongues 
provided with the straight portions extend- RICHARD I. MILLS. 
Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 

Washington, D.C.’ 

  

  


