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To all tuhon, it may concern: 
Be it known that I, JoHN H. HERBENER, a 

citizen of the United States, residing at North 
ville, in the county of Wayne and State of 
Michigan, have invented a new and useful 
Adjusting Device for Thermometers, of which 
the following is a specification. 
This invention relates to adjusting devices 

for the tube of a thermometer, its object be 
ing to provide the thermometer with a simple 
and efficient adjustable device by means of 
which the tube may be adjusted on the scale 
plate should the thermometer become inac 
Cllrate. 
With this object in view the invention con 

sists of the several details of construction, 
combination, and arrangement of parts, as 
will be hereinafter fully described, and par 
ticularly pointed out in the claims. 
In the drawings, Figure 1 is a perspective 

view of a thermometer provided with my im 
proved adjusting device. Fig. 2 is a rear 
side view of the thermometer. Fig. 3 is a 
section on the line 33 of Fig. 2. Fig. 4 is a 
perspective view of the adjusting mechanism 
detached. 

Similar reference-numerals indicate similar 
parts in the several figures. 

1 indicates the scale-plate of the thermom 
eter, such as is commonly used in incubators, 
and is cut out at one end to form a recess 2. 
The scale is indicated by 3, the tube by 4, and 
the bulb by 5. The bulb will be partially 
Within the recess 2 in order that it may be 
free to move in the recess longitudinally of 
the plate. The tube is supported near the 
bulb by a loop 6, which is preferably detach 
ably connected to the plate, and the tube will 
be free to move longitudinally in the loop. 
The end of the tube remote from the bulb will 
be secured to the adjusting device, which I 
will now describe. A slot 7 is made in the end 
of the scale-plate and extends in allinement 
with the tube, forming ways to receive a slid 
ing nut, which is coupled to the thermometer 
tube. The nut 8, which constitutes a slide, 
is provided with slots 9 in opposite sides to 
receive the edges of the plates on each side 
of the slot, and thus be supported to slide in 
the slot longitudinally thereof. The front 
side of the nut S is provided with a curved 
recess 10 to form a seat for the tube, and the 

latter is provided with a lip 11 at its closed 
end to engage that face of the nut which is 
toward the open end of the slot. The tube 
is secured to the nut by a piece of wire 12, 
which is looped over the tube and extends 
through openings 13 in the nut, and the ends 
of the wire will be twisted together, as indi 
cated at 14, or otherwise secured. 

55 

15 indicates a block or head provided with . 
slots 16 to fit over the edges of the metal at 
the open end of the slot, and this head is 
firmly secured to the plate by solder or other 
wise. The head is provided with an opening 
for the passage of the stem of the adjusting 
screw 17, which is threaded for a portion of 
its length and fits in the threaded opening in 
the nut 8. Near the head 18 of the adjusting 
screw the stem is provided with an annular 
groove 19, into which the set-screw 20, in one 
side of the block 15, is adapted to enter and 
prevent longitudinal movement of the adjust 
ing-screw in the block and also when tight 
ened up preventing its rotary movement, 
thereby preventing accidental movement of 
the tube longitudinally. When, however, it 
is necessary to correct the thermometer, the 
set-screw 20 can be loosened and the adjust 
ing-screw turned, which will have the effect 
of causing the nut 8 to travel on the screw, 
and therebyshift the position of the tube rela 
tively to the scale in either direction, as may 
be required. 
From the foregoing description it will be 

seen that should the thermometer become in 
accurate the tube may be easily shifted lon 
gitudinally of the scale to correct the inac 
curacy. The testing of the thermometer may 
be done in several ways, one of the easiest 
being to take a thermometer known to be cor 
rect and place it side by side with the ther 
mometer to be tested in warm water. If the 
thermometer being tested is inaccurate, the 
tube can be adjusted until accuracy is at 
tained. 
While I have illustrated and described my 

invention as applied to a thermometer spe 
cially adapted for use in incubators, I do not 
intend to limit its use to such thermometers, 
as it may be attached to the scale-plates of 
other styles of thermometers; and it is also 
to be understood that changes in the form, 
proportion, and the minor details of construc 
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tion may be resorted to without departing 
from the spirit or sacrificing any of the advan 
tages of this invention. 
Having thus described the invention, what 

I claim is 
1. In a thermometer, the combination of a 

scale-plate, a slide mounted on the scale-plate 
and provided with a curved recess, means for 
adjusting the slide, and a thermometer-tube 
guided on the scale-plate and provided at its 
closed or solid end with a lip 11, and having 
the said end seated in the curved recess of 
the slide and positively coupled to the same 
contiguous to the lip 11, whereby it is capa 
ble of adjustment in either direction, substan 
tially as described. 

2. In a thermometer, the combination of a 
scale-plate provided with a slot extending in 
ward from one end, and a slide arranged in 

the slot and provided at opposite sides with 
slots receiving the edges of the scale-plate, 
whereby it is slidingly mounted thereon, a 
head arranged at the outer end of the slot and 
provided at opposite sides with slots receiving 
the edges of the plate, an adjusting-screW con 
nected with the head and engaging the end, 
and a thermometer-tube guided on the scale 
plate and positively coupled to the slide, 
whereby it is capable of adjustment in either 
direction, substantially as described. 
In testimony that I claim the foregoing as 

my own I have hereto affixed my signature in 
the presence of two witnesses. 

JOHN H. HERBENER, 
Witnesses: 

J. E. THOMPSON, 
HARRY S. GERMAN. 
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