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To all whom it may concern: 
Be it known that I, Jose,PH. H.TABONY, of 

New Orleans, in the parish of Orleans and 
State of Louisiana, have invented a new and 
useful Improvement in Fanning Attachments 
for Sewing and other Machines, of which the 
following is a full, clear, and exact description, 
reference being had to the annexed drawing, 
forming part of this specification. 
This invention relates to devices whereby a 

palm-leaf or other fan may be waved back and 
forth by connection with some part of a seW 
ing or other machine. 
The object of this invention is to provide a 

fanning attachment having adjustable parts, 
by which the position of the fan may be changed 
to regulate the sweep of the same. 
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In the drawing the figure is a perspective 
view, showing the application of my inven 
tion. 
A represents a sewing-machine, having a 

standard, B, secured to the table-board, at the 
upper end of which standard is pivoted a le 
ver, C, which is connected to the treadle of the 
machine by the rod D. The standard is at 
tached to the table-board by means of a plate, 
E, one end of which is secured to the under 
surface of the board and the other provided 
with a slot, e, to serve as a guard for the con 
necting or driving rod. The standard, which 
is secured to the upper surface of this plate, 
is formed of two parts, b b', connected by a 
thumb-screw and adapted to be adjusted lon. 

35 
gitudinally to make the standard longer or 
shorter, as may be desired. Near the upper 
end of the standard is pivoted the lever C, 
which is provided with a sleeve, c, having a 
screw for adjusting it in any desired position 
on the free end of the lever, and having a 
holder for the handle of the fan c'. The op 
posite end of the lever is made in two parts 
connected by a thumb-screw in the manner of 

the standard, and for the purpose of regulat 
ing the sweep of the fan by the adjustment of 
said parts. This end of the lever is connected 
to the treadle of the machine by the rod D, 
which is formed in two parts, d d", connected 
together like the two parts of the standard and 
the lever above described, and the connecting 
rod is placed within the slot of the plate E to 
prevent it from coming in contact with the 
Wall of the house or any other object that 
might interfere with its movement. 
With this construction the standard and 

connecting-rod may be adjusted longitudinally 
to elevate or lower the fan to the required 
height, while the sweep of the fan may be in 
creased or diminished by shortening or length 
ening the lever, respectively. When the lever 
is made shorter the sweep of the fan may be 
still further increased by adjusting the latter 
toward the end of the lever, and when it is 
made longer the sweep of the fan may be still 
further diminished by adjusting the fan in the 
opposite direction. A great variety of adjust 
ments may thus be made, whereby the fan 
may be arranged to operate precisely as may 
be desired by different persons or under dif 
ferent circumstances. . 
Eaving thus described my invention, what I 

claim, and desire to secure by Letters Patent, 
S 
In a fanning attachment for sewing-ma 

chines, the combination of the standard made 
adjustable longitudinally, the adjustable lever 
pivoted thereto, and having the movable 
holder for the fan, and the connecting-rod 
having extensible parts and confined within a 
guard attached to the standard, substantially 
as shown and described. 

JOSEPH HENRY TABONY. 
Witnesses: 

JoHN F. DEEVEs, 
CHAS. S. OROS. 
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