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This invention relates to a new adjustable pillow sup 
port. More particularly, this invention pertains to a new 
Support useful for comfort and/or therapy of human 
beings, or for the support of objects, and having inter 
connected spatially adjustable pad portions. 
An adjustable pillow support of this invention prefer 

ably includes pad portions of a cushioned nature which 
are interconnected in an offset manner. Thereby, such 
pad portions may be positioned relative to one another 
such that a continuous pillow surface is provided. On 
the other hand, such pad portions may be turned to an 
other relative position in which, while retaining their 
pillow Support characteristics, they are separated by a 
predetermined amount yet firmly interconnected and avail 
able to serve as a spaced support for parts of the body, 
or other purpose. In the case of a new device of this in 
vention of relatively small size, it may, for example, be 
used as a 'solid' pillow for the head when sunbathing in 
a seated or Supine position and may then be “opened' to 
Support the face to each side of the nose and mouth when 
Such sunbather shifts to a prone position. Likewise, the 
new pillow support may be utilized in hospitals for shift 
ing the area of support without removal of it from under 
a patient or a part of his body. Such new devices may 
be used as Supports, or chocks, or otherwise for the tak 
ing of X-rays and by doctors, osteopaths, chiropractors, 
masseurs and others in connection with their respective 
services. My new device may also be utilized in other 
fields where, for example, delicate objects are to be sup 
ported or suspended and kept relatively free from jarring 
or other shock. 

Other objects and advantages beyond those generally 
hereinabove mentioned will be apparent from the follow 
ing description and the accompanying drawings, which are 
illustrative of one embodiment only, in which 

Figure 1 is a perspective view of one embodiment of 
my invention with a part of a cover removed from one 
pad portion thereof; 

Figure 2 is an end view of the new adjustable pillow 
support shown in Figure 1 with its pad portions in 
separated spatial relation; and 

Figure 3 is a further end view with such pad portions 
in contiguous relation forming a continuous pillow 
Support. 

Referring to the drawings showing one embodiment 10 
of a new adjustable pillow support of my invention, such 
embodiment comprises a pair of pad portions 11 and 12 
extending in generally parallel arrangement. Although 
such pad portions are shown as being longitudinal, each 
with an upper face 3, a lower face 14, ends 15, a rear 
longitudinal edge or side 16 and a far longitudinal edge 
or side 17, it will be realized that such pad portions may 
also be square in their respective dimensions and sections, 
or may be oval, or may take irregular shapes as desired 
by the producer thereof. Moreover, although pad por 
tions 11 and 12 are shown in the form of cushions, it will 
be seen that they may also be made of firmer material if 
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wanted for particular services or uses. In like manner, 
although embodiment 10 provides an inflatable bladder 18 
in each pad portion, it will be recognized that other filling 
material or appliances may be utilized including the mak 
ing of pad portions 11 and 12 of "solid' material such, 
e.g., as foam rubber. 
As shown, each of the pad portions 10 and 11 com 

prises an envelope or cover 19 which may be made of a 
fabric like terry cloth or any other flexible material in 
cluding plastic, whether in sheet, woven or other form 
suitable therefor and whether or not each cover 9 is 
provided with a seam or seams midway between the faces 
i3 and 14 or otherwise fabricated. Each cover 19 is 
provided with an opening 20 through which a deflated 
bladder 18, or other filling material, may be inserted. A 
filling material like bladder 18 will normally be pro 
vided with a valve (not illustrated) which preferably is 
flush with the outside surface of bladder 18 so that each 
bladder 8 can be inflated to a predetermined extent after 
being inserted through its respective opening 20. If de 
sired, eyelets 25 of metal or otherwise extending along 
each side of each opening 20 may be provided. A lace 
22 may be used to pass through the eyelets 2i and close 
opening 28 after the respective bladders 18, or other fill 
ing material, are in place. Although the openings 20 are 
shown as extending along the median longitudinal line of 
the lower faces 14, it will be obvious that such openings 
may be located elsewhere or dispenesd with entirely de 
pendent upon the form of the practice of this invention 
that is adopted. 
A connector 23 is provided in embodiment 0 in the 

form of a web and may be made of a similar fabric to the 
fabric of cover is. Connector 23 may be provided with 
its longitudinal edges reinforced at 24 for pivotal affixa 
tion, as by sewing to the adjoining pad portion cover 19 
along a line of connection 25. In the case of some certain 
flexible plastics, such connection may be achieved by ther 
mal unitings of the plastic elements. Each connection 
25 is offset to one side of the longitudinal median line of 
the respective pad portion. In the illustrated embodiment, 
the width of connector 23 is appropriately twice the dis 
tance from either respective connection line 25 to the 
far longitudinal edge 7 of the respective pad portions. 
Hence, wien pad portions 1 and 2 are folded "in,” as 
shown in Figure 3, the far edges 17 will substantially abut 
and such pad portions will together constitute a Substan 
tially continuous pillow support. In the position shown 
in Figure 3, connector 23 still firmly unites pad portions 
A and 2 and a weight resting upon the top faces 13 of 
both thereof will not result in any separation of such pad 
portions. Of course, the web 23 may, if desired, be made 
so that when the pad portions are turned "in,' as shown 
in Figure 3, there will be a slight distance in the center 
between such pad portions for any particular use or desire 
to be satisfied by such a relatively narrow gap there 
between. 
On the other hand, when pad portions it and 12 are 

turned “out,” as shown in Figure 2, and placed on or 
against the ground, a table, a chair, a bed, or other Sup 
porting surface, the same faces 13 will be uppermost but 
there will be a space or gap 26 between the near longi 
tudinal edges 6 so that a weight resting upon both of the 
faces 13 of pad portions 1 and 12 will have such gap 26 
available for whatever portion of the body or whatever 
portion of an object is to be supported in the space pro 
vided by gap 26 between the pad portions 1 and 12 of 
support 10. In the case of a sunbather with his face 
down, for example, the predetermined distance or height 
between the faces 4 and 13 will be selected such that 
pad portions 11 and 12 will support the sides of the face 
and allow the user's nose and mouth to be held above the 
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plane of connector 23 as shown in Figure 2. Moreover, 
connector 23 firmly holds pad portions 11 and 12 in the 
relatively fixed gap separated position shown in Figure 2. 
so that such cannot be spread apart when there is a weight 
resting in bridging relation upon the faces 13 of the re 
spective pad portions 11 and 12. - 
Many other uses will be apparent for support 10 and 

other embodiments of this invention to those to whom this 
invention is disclosed and other positions of use for the 
interconnected pad portions will be possible including, in 
some case, the use of one pad portion with its face 13 
uppermost and the associated pad portion with its face 
14 uppermost, or one or more ends or longitudinal edges 
may be uppermost as the selected service or use indicates. 

Various modifications may be made in the form of the 
embodiment shown and other forms and embodiments 
may be provided without departure from the spirit of my 
invention or the scope of the appended claims. 

I claim: 
1. In an adjustable pillow support, in combination, a 

like pair of cushion portions in generally parallel arrange 
ment for side-by-side adjustment, said portions each hav 
ing upper and lower faces and a covering surface of flex 
ible material, means within said covering surface for 
maintaining said portions filled out to a predetermined 
extent, an inextensible flexible strip connector having a 
length substantially equal to a major portion of the length 
of said portions, the longitudinal edges of said connector 
being relatively permanently connected to a lower face of 
each of said portions respectively, said connection be 
tween an edge of said connector and said lower face being 
offset to one side of the longitudinal median line of said 
lower face of each portion, the width of said connector 
being about twice the distance from said connection to the 
farther longitudinal edge of said respective portions, 
whereby when said connector connections are nearer the 
farther longitudinal edges of said portions, the upper 
faces of said portions form a substantially continuous 
pillow support surface, and, when said connector con 
nections are nearer the nearer longitudinal edges of said 
portions, said upper faces are in flat spaced arrangement. 

2. In an adjustable pillow support, in combination, 
two generally flat elongate pillow-like cushions in similar 
right-hand and left-hand arrangement, each of said 
cushions having upper and lower faces, a flexible cover 
and an opening through said cover, an inflatable bladder 
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to be passed through each said opening to inflate said 
cover to a predetermined extent, means for closing said 
opening, an inextensible flexible web extending between 
said cushions and in flexible linear engagement with the 
lower face of each of said covers substantially from a 
point adjacent one end thereof to a point adjacent the 
other end thereof, each said line of engagement being 
respectively parallel to the longitudinal edges of said 
cushions and dividing the distance between said edges 
unevenly, the width of said web being substantially equal 
to the sum of the distances between said lines of engage 
ment and the farther of said longitudinal edges on said 
cushions respectively, whereby when said lines of engage 
ment are nearer the farther longitudinal edges of said 
cushions, the upper faces of said cushions form a sub 
stantially continuous pillow support surface, and, when 
said lines of engagement are nearer the nearer longi 
tudinal edges of said cushions, said longitudinal edges 
are in flat spaced arrangement. 

3. In an adjustable pillow support, in combination, a 
pair of cushion portions in generally parallel arrangement 
for side-by-side adjustment, said portions each having 
upper support faces and lower bearing faces, an inex 
tensible flexible strip connector fastened to said lower 
faces respectively a predetermined unequal distance be 
tween the respective edges of each cushion portion, the 
greater portion of said unequal distance being about one 
half of the distance along said connector between its re 
spective fastenings to said lower faces of said cushion 
portions, whereby when said fastenings are nearer the 
outside edges of said cushion portions, the upper faces 
of said cushion portions form a substantially continuous 
pillow support surface, and, when said fastenings are 
nearer the inside edges of said cushion portions, said up 
per faces are inflat spaced arrangement. 
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